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BES 516-325-S 4-C BES01C8

Electrical data: Connection. Connector S4 (M12). No-load supply current damped. = 8 mA. Switching element function. NO. Operating frequency (f). 3000 Hz. 
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4c 

Type of protection. EEx de IIC T6. Certificate of Conformity*. PTB No. Ex-92.C.1001. Enclosure material. Polyester reinforced with glas fibre matting. Protective ...
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4c 

Type AB 80. Type of protection. EEx d II B T5 (60 W), T4 (100 W). Certificate of Conformtiy. LOM 90.C.0025. Enclosure material. Cast iron. Transparent cover.
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4c - Farnell 

EC-Type Examination Certificate. PTB 98 ATEX 2061. Enclosure material ... Permissible ambient temperature. Specified data: 0Â°C to +30Â°C (battery). Battery.
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4C System Weapons & Gear 

One of the things that the 4C System rules are sorely lacking is a section on sample equipment. Sure, there are the occasional weapons and vehicles, but for the ...
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Les toutes nouvelles Alfa Romeo 4C Coupé et 4C Spider 

FICHE TECHNIQUE POUR LE CANADA | ALFA ROMEO 4C COUPÉ ET 4C SPIDER 2015 ... Coupé et Spider. Usine de montage ... (mi/gal) en ville/sur route.
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CROISIÃˆRE CARAÃ�BES 

(105$), Nagez avec les dauphins et plongÃ©e avec un masque et tube (225$),. MusÃ©e subaquatique, plongÃ©e avec masque et tuba et plage (105$) ou Plage.
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CROISIÃˆRE CARAÃ�BES 

Le prix peut aussi varier dans le cas d'une augmentation du taux de change ou d'une surcharge de carburant imposÃ© par le transporteur. RÃ©fÃ©rez-vous aux ...
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CROISIÃˆRE CARAÃ�BES 

POURBOIRES SUR LE NAVIRE DE 13,99$ US / PASSER PAR JOUR, SOIT 97 ... variÃ©tÃ© d'Ã©co-activitÃ©s, une jetÃ©e pour les navires de croisiÃ¨re prÃ©vue pour le.
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4C System Weapons & Gear - lesitedenikko 

If the result is black the grenade fails to disrupt the affected character's Magic .... NA. Manufacturer: Widow's Weave Ltd. ... Spider's Nest Quarterly #19. Current.
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e 4c bbat Su sect - Lewis Chavas 

The Black Hand is also a cultic secret society whose roots are far older ...... They latched eagerly onto Native American shamanism (so far ...... I4r brat lr- n2r mar~/are in act cola O f ar t. J. Q~ ..... she may be a teacher of Black Hand philosop
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Page 1 BES 288 BES BESNARD, JEANNE, b 1642; s 11 mars 1724 

Joseph, ba 26 mai 1723.-Jean-Louis, b 2 sept. 1724; m = 10 fÃ©vrier 1749, Ã  Marie-Joseph. II. â€”BESNARD, MAURICE,. [REN Ãˆ I. CHAPERONâ€“Francois, b * 17 mars 1726; n = 22. B 1066. janvier 1753, Ã  Madeleine Huet.Marie-Joseph,. NORMANDIN, FranÃ§ois
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BES 516-327-G-S 4-C 

Electrical data: Connection connector. Rated operational voltage (Ue). 24 DC V. Load current capacity (Ie). 200 mA. Time delay before availability. 20 ms.
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BES 517-223-M4-E BES020Z 

Rated operational current (Ie). 250 mA. Time delay ... Minimum operating current (Im). 5 mA. Off-state current ... Degree of protection IP. IP67. Insulation class. 2.
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BES 517-110-RK Order code: BES02MM 

11,8 mm x 60,0 mm x 63,2 mm. DC, direct ... 2,00 mm. Tolerance Sr. Â±10 %. Assured operating distance Sa. 1,60 mm. Hysteresis H ... Balluff USA. Balluff China.
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BES 516-360-E5-Y-S 4 

3,5 V. Supply voltage max. (Ub). 30 V. Supply voltage min. (Ub). 10 V. Mechanical data: Number of Wires. 3-wire. Rated operating distance (sn). 8 mm. Diameter.
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Nos parcs nationaux ont bes oin d'Amis 

Protégez votre parc national en fondant une association. « Les Amis des Parcs » dans votre région. Nous pouvons vous aider ! Nature Québec est un organisme ...
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BES 516-326-SA 23-03 

PNP. Switching element function. NO. Operating frequency (f). 500 Hz. Voltage drop max. static. 3,5 V. Supply voltage max. (Ub). 30 V. Supply voltage min. (Ub).
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BES 516-327-E5-Y-S 4 

Housing material. CuZn, nickel plated. Repeat accuracy max. (R). = 5 %. General data: Output indication yes. Short circuit protected yes. Degree of protection IP.
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BES 516-356-S 4-W BES02JN 

Electrical data: Rated operational voltage (Ue). 24 DC V. Electrical type. DC. Ripple max. of Ue. = 10 %. Supply voltage min. (Ub). 10 V. Load current capacity (Ie).
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TT 11 ThÃ¨bes Ouest - Rennes Egypto 

The burial chamber, the second in the tomb, is the fourth known chamber dating to this period that has been found with painted walls (..). Two of its walls.
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BES 516-383-S49-C BES01M6 

Electrical data: Hysteresis max (H). 15 %. Switching output. PNP. Rated operational voltage (Ue). 24 DC V. Electrical type. DC. Ripple max. of Ue. = 15 %.
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BES 516-325-E5-Y-S 49 

Housing material. CuZn, nickel plated. Repeat accuracy max. (R). = 5 %. General data: Output indication yes. Short circuit protected yes. Degree of protection IP.
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BES 516-325-S 4-W BES02J6 

Electrical data: Rated operational voltage (Ue). 24 DC V. Electrical type. DC. Ripple max. of Ue. = 10 %. Supply voltage min. (Ub). 10 V. Hysteresis max (H).
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BES 516-360-G-S 4-H 

Electrical data: Connection connector. Rated operational voltage (Ue). 24 DC V. Load current capacity (Ie). 200 mA. Time delay before availability. 10 ms.
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