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BETA-6A American Standard Series

High power 6.5” Mid/Bass driver for use in concert sound systems or in high power auto sound as a mid/bass or a midrange driver. Works well in tiny sealed or ... 
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Specification Nominal Basket Diameter Nominal Impedance* Power Rating** Resonance Usable Frequency Range*** Sensitivity Magnet Weight Gap Height Voice Coil Diameter



6.5”, 165.1mm 8 ohms 175W 122.57Hz 84Hz-4kHz 94 30 oz. 0.25”, 6.35mm 2”, 50.8mm



Thiele & Small Parameters Resonant Frequency (fs) DC Resistance (Re) Coil Inductance (Le) Mechanical Q (Qms) Electromagnetic Q (Qes) Total Q (Qts) Compliance Equivalent Volume (Vas) Peak Diaphragm Displacement Volume (Vd) Mechanical Compliance of Suspension (Cms) BL Product (BL) Diaphragm Mass inc. Airload (Mms) Efficiency Bandwidth Product (EBP) Maximum Linear Excursion (Xmax) Surface Area of Cone (Sd) Maximum Mechanical Limit (Xlim)



122.57Hz 5.18 0.43mH 3.46 0.66 0.56 3.51 liters / 0.12 cu.ft. 61.05cc 0.15mm/N 8.13 T-M 10.93 grams 185.4 4.50mm 129.9 cm2 5.7mm



Mounting Information Recommended Enclosure Volume Sealed Vented Overall Diameter Baffle Hole Diameter Front Sealing Gasket Rear Sealing Gasket Mounting Holes Diameter Mounting Holes B.C.D. Depth Net Weight Shipping Weight



2.38-283,170 liters/0.08-10,000cu.ft. 5.10-14.16 liters/0.18-0.5 cu.ft. 6.59”, 167.39mm 5.69”, 144.53mm Fitted as standard Fitted as standard 0.23”, 5.84mm 6.06”, 153.92mm 2.66”, 67.56mm 5.6 lbs., 2.54 kg 6.3 lbs., 2.86 kg



Materials of Construction Aluminum voice coil Polyimide former Ferrite magnet Vented and extended core Pressed steel basket Water Resistant Paper Treated Cloth cone edge Water resistant treated paper dust cap



BETA-6A American Standard Series High power 6.5” Mid/Bass driver for use in concert sound systems or in high power auto sound as a mid/bass or a midrange driver. Works well in tiny sealed or vented enclosures, and in Infinite Baffles too. 100
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* Please inquire about alternative impedances. ** Multiple units exceed published rating evaluated under EIA 426A noise source and test standard while in a free-air, non-temperature controlled environment. *** The average output across the usable frequency range when applying 1W/1M into the nominal impedance. Ie: 2.83V/8ohms, 4V/16ohms. Eminence response curves are measured under the following conditions: All speakers are tested at 1w/1m using a variety of test set-ups for the appropriate impedance | LMS using 0.25” supplied microphone (software calibrated) mounted 1m from wall/baffle | 2ft. X 2ft. baffle is built into the wall with the speaker mounted flush against a steel ring for minimum diffraction | Hafler P1500 Trans-Nova amplifier | 2700 cu.ft. chamber with fiberglass on all six surfaces (three with custom-made wedges)
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LA6-CBMR American Standard Series 

Peak Diaphragm Displacement Volume (Vd) ... Materials of Construction ... X 2ft. baffle is built into the wall with the speaker mounted flush against a steel ring for ...
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installation instructions - American Standard 

Piscataway, New Jersey 08855. Attention: ... In Mexico: American Standard B&K Mexico ... Mexico. Toll Free: 01-800-839-1200 www.americanstandard.com.mx ...
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SOAP DISPENSER distributeur de savon ... - American Standard 

HOT LINE FOR HELP. For toll-free information and answers to your questions, call: 1 (800) 442-1902. Mon. - Fri. 8:00 a.m. to 8:00 p.m. EST. Saturday 10:00 a.m. ...
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Performing Standard 2000 Series - Music Office 

frame suspension is realized by using durable gas springs, which make the ... Custom Classic Series: Marimbas, Xylophones, Vibraphones, Tubular bells and ...
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L-Series Standard Range - Guia CNC Brasil 

These motors are available in single or double shaft ve r s i o n s . Size 34 .... shaft speed and angular rotation are .... range of colour coded UL-approved lead.
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ISS Series of Impedance Standard Substrates .fr 

and other fixed position RF probe cards. Benefits. â€¢ Fast, accurate, and repeatable high- ... Right angle. 5 N-E, 5 N-W, 5 E-W. 100-500. 114-456. ACP-RC.
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standard time zones of the world - American Red Cross 

O C E A N. N O R T H. P A C I F I C. O C E A N. N O R T H. A T L A N T I C. O C E A N. Beaufort Sea. A R C T I C O C E A N. Greenland Sea. East Siberian Sea.
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FR Standard F.C.I. N° 286 (American Staffordshire Terrier) 

CLASSIFICATION FCI: Groupe 3. Terriers. Section 3. Terriers de type bull. Sans épreuve de travail. ASPECT GENERAL : Doit donner l'impression d'une grande.
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Rationale for American National Standard for Information Systems 

of C code exists of considerable commercial value. Every attempt ..... A maximally portable program cannot, of course, assume any language key- words other than .... signal (such as division by zero)?" Fortunately for optimizers, the answer is \Yes,"
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american 

LES DIEUX ONT UN MESSAGE. AMERICAN. PAR AVA MERGY. Adaptation fidÃ¨le du roman phare de Neil Gaiman, la sÃ©rie Ã©pico-mystique de Starz prÃªche en terre fer- tile et millÃ©naire longtemps explorÃ©e par les auteurs de fantasy et de SF, obsÃ©dÃ©s par l
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Standard 

en forme d'amande, de couleur chÃ¢tain Ã  marron foncÃ© ; expression franche, calme et ... sont de forme ovale Ã  ronde ; doigts serrÃ©s et cambrÃ©s, ongles Ã .
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All-new 2011 Chrysler 300 Series Flagships Redefine the American 

Auburn Hills (Michigan), le 20 décembre 2010 - Icône des propulsions aux proportions caractéristiques, une silhouette élégamment sculptée, des performances ...










 


[image: alt]





estandar standard standard 

Choose the location of the swings and Iron Man Rings. Insert nylon bushing swing hangers through the bottom beam clamps and corresponding holes and.
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Standard 

inférieures, les dents étant implantées à l'équerre par rapport aux mâchoires. Chez le petit Spitz et le Spitz nain/Poméranien, l'absence d'un nombre restreint de ...
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Standard 

3 avr. 2012 - dans un contact étroit et sont implantées bien d'équerre par rapport aux mâchoires. Les dents sont bien disposées et les mâchoires sont ...
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Standard+ 

ACIER ÉPAISSEUR : 1 ¾ ” POLYURÉTHANE, R-16. Standard+. TRADITIONNEL .... De jauge 14, elles servent à fixer solidement les pentures, les poignées et le ...
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Standard 

bien sur le dos; elle est attachÃ©e haut. Elle atteint en hauteur approximativement le niveau du crÃ¢ne, ce qui donne une silhouette bien Ã©quilibrÃ©e. MEMBRES.
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american - PDFHALL.COM 

LES DIEUX ONT UN MESSAGE. AMERICAN. PAR AVA MERGY. Adaptation fidÃ¨le du roman phare de Neil Gaiman, la sÃ©rie Ã©pico-mystique de Starz prÃªche en terre fer- tile et millÃ©naire longtemps explorÃ©e par les auteurs de fantasy et de SF, obsÃ©dÃ©s par l
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American ResumÃ© 

check language/spelling/punctuation check US/GB English spelling/vocabulary. Make your CV easy to read/accessible. â€¢ avoid long bodies of text â€“use bullets.
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AMERICAN PIE 

Did you write the book of love,. And do you ... Well, i know that you're in love with him. `cause i saw ... When the jester sang for the king and queen,. In a coat he ...
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American Graffiti 

the US built Zapco products now use the SymbiLinkâ„¢ Balanced Line system. .... equalizer. This is the perfect combination for controlling a bass amp. NOTE: The ... endplate and slide out the endplate-circuit board assembly. The module must ...
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american heist 

Danner and Christopher Eccleston in THE INVISIBLE CIRCUS for director Adam Brooks, which premiered at Sundance ... Police Captain. JOE CHREST. House.
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BVP-Z Standard BVP-Z Standard BVP-Z Standard 

Die ISMATEC® Zahnradpumpen sind für Förderzwecke in ... sowie die nachstehenden Empfehlungen befolgt werden. X ..... (eg. too high differential pressure). X.
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American WW2 

In principle, the BAR LMG would provide a 'base' of covering fire for the advance of the maneuver unit. Lieutenant â€“ 30pts. M Ws Bs S T W I A Ld.










 














×
Report BETA-6A American Standard Series





Your name




Email




Reason
-Select Reason-
Pornographic
Defamatory
Illegal/Unlawful
Spam
Other Terms Of Service Violation
File a copyright complaint





Description















Close
Save changes















×
Signe






Email




Mot de passe







 Se souvenir de moi

Vous avez oublié votre mot de passe?




Signe




 Connexion avec Facebook












 

Information

	A propos de nous
	Règles de confidentialité
	TERMES ET CONDITIONS
	AIDE
	DROIT D'AUTEUR
	CONTACT
	Cookie Policy





Droit d'auteur © 2024 P.PDFHALL.COM. Tous droits réservés.








MON COMPTE



	
Ajouter le document

	
de gestion des documents

	
Ajouter le document

	
Signe









BULLETIN



















Follow us

	

Facebook


	

Twitter



















Our partners will collect data and use cookies for ad personalization and measurement. Learn how we and our ad partner Google, collect and use data. Agree & Close



