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BIP AD0-B014-01-EP02 Order code: BIP0001

no. Enclosure Type per IEC 60529. IP67. Shock rating. Shock, half-sinus, 30 gn, 11ms. Vibration rating. 55 Hz, 1 mm ampl., 3x30 min. Degree of contamination. 
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BIP AD0-B014-01-EP02 Order code: BIP0001



1) LED function indicator 2) LED function indicator 3) Teach-In button



Polarity reversal protected



yes



Sensing data Working range Sa min. Working range Sa max. Slope U Linear range Sl min. Linear range Sl max. Rated operating dist. Se Non-linearity max. Repeat acc. R of end value max Repeat accuracy per BWN Ambient temperature Ta min. Ambient temperature Ta max. Temp. drift max. of span Opt. working temperature min. Opt. working temperature max. Adjustment indicator Power indicator



0,00 mm 14,00 mm 0,71 V/mm 0,00 mm 14,00 mm 7,00 mm ±250 µm 0.5 % ±80 µm 0 °C 70 °C 3% 10 °C 50 °C yes no



000000112039/178835/20100828



Electrical data Eff. operating voltage Ue DC Operating voltage UB min. DC Operating voltage UB max. DC Ripple Rated insulation voltage Ui Rated frequency, AC Output voltage at Sl min. Output voltage at Sl max. Output voltage at Se Load resistance RL min. No-load current max. Io at Ue Short circuit protected Protected against miswiring



Internet Balluff Germany Balluff USA Balluff China



Mechanical data Housing material Tightening torque max. Sensing face material Connection type Cable jacket material Cable diameter D max. Cable short description Cable length Number of conductors Conductor cross-section Cable screen Enclosure Type per IEC 60529 Shock rating Vibration rating Degree of contamination



PA 0,5 Nm PA Cable PUR 3.0 mm Li9Y-11Y-0 2,0 m 3 0.14 mm² no IP67 Shock, half-sinus, 30 gn, 11ms 55 Hz, 1 mm ampl., 3x30 min 3



Approval 24,00 V 15,00 V 30,00 V 10 % 75V DC DC 0,00 V 10,00 V 5,00 V 2.000 Ohm 20,00 mA yes yes



: www.balluff.com : +49 (0) 7158 173-0, 173-370 : 1-800-543-8390 : +86 (0) 21-50 644131



Approvals



CE



Remarks Temp. drift in range -25 °C.....75 °C = +3%/-5% of end value Please note operating manual. Specification valid with recommended position encoders BAM TG-XE001 BAM TG-XE-002 The working range is teachable with the aid of the pushbutton. Basic standard BWN PR44 IEC 60947-5-7 IEC 60947-5-2



1 (2) Print Date: 04.11.2010 Selection date: 04.11.2010



BIP AD0-B014-01-EP02 Order code: BIP0001



Definitions see general catalog Subject to change without notice.



000000112039/178835/20100828



1) Standard characteristic cur 2) Reduced measuring range 3) Minimum width 7mm



Internet Balluff Germany Balluff USA Balluff China



: www.balluff.com : +49 (0) 7158 173-0, 173-370 : 1-800-543-8390 : +86 (0) 21-50 644131



2 (2) Print Date: 04.11.2010 Selection date: 04.11.2010



























des documents recommandant







[image: alt]





10-S4 Order code: BIS007N 

EN 60068 Part 2-27 ... For use only with converters BIS C-901 or BIS C-6xx ... X1, BIS. Internet. Balluff Germany. Balluff USA. Balluff China. : www.balluff.com.
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05-S4 Order code: BIS007R 

BIS C-325/05-S4. Order code: BIS007R. Read/write head. M18x1 x 45 mm. Mechanical data. Housing material. X6CrNiMoTi 17-12-2. Housing material ...
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Liasse fiscale BIP 

1E. NÂ° 2051. - SD. â€“ (SDNC-DGFiP) - Octobre 2017. B.I.P.. 10 000. 1 000. 72 242. 53 805. 137 047. 32 000. 32 000. 7 240. 34. 4 107. 10 977. 22 357. 191 404 ...
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01-S4 Order code: BIS007J 

EN61000-4-2/3/4/5/6. Sev. Level 4A/3A/4A/-/3A. EN55022. Gr.1,Cl.B. Remarks. For installation in metal: Observe clear zone. First ordering you need cable: BIS ...
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BES 517-110-RK Order code: BES02MM 

11,8 mm x 60,0 mm x 63,2 mm. DC, direct ... 2,00 mm. Tolerance Sr. Â±10 %. Assured operating distance Sa. 1,60 mm. Hysteresis H ... Balluff USA. Balluff China.
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BIS C-351-05 Order code: BIS0087 

EN61000-4-2/3/4/5/6. Sev. Level 4A/3A/3A/-/-. EN55011. Gr.1,Cl.A. Remarks. For installation in metal: Observe clear zone. For use only with converters BIS ...
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BGL 50C-001-S4 Order code: BGL0037 

Principle of optical operation. Through-beam. Optical special feature. Light band. Active length AL ... Switching freq. f max. (at Ue). 500 Hz. Turn on time ton max.
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BIS C-300-05 Order code: BIS005W 

BIS C-300-05. Order code: BIS005W ... EN 60068 Part 2-27. Continuous shock load ... For use only with converters BIS C-901 or BIS C-6xx. Indicated relative ...
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fontainebleau bip 2016 - Jump Results 

16 avr. 2016 - PAYS BAS chef d'Equipe : Mr Edwin Hoogenraat. NED. Charlotte KUIJPERS. 219 KOSMO VAN ORCHID'S. NED. Paris MORSSINKHOF.
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BIP 2010 N°3 - Bip31 

Le 23 Septembre dernier, l'Agence Européenne du. Médicament (EMA) a annoncé la suspension de l'Autorisation de Mise sur le Marché (AMM) de la ...
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Liasse fiscale BIP DIFFUSION SA 

de propriÃ©tÃ© : *. Immobilisations : Stocks : Renvois : (1) Dont droit au bail : NÃ©ant *. CR. NÂ° 2050- SD. â€“ (SDNC-DGFiP) - Octobre 2017. â‘ . BIP DIFFUSION SA.
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fontainebleau bip 2016 - Jump Results 

16 avr. 2016 - Sara BRIONNE. 243 QUIBEL DES ETISSES. FRA. Charlotte LEBAS. 249 QUABAR DES MONCEAUX. FRA. Thomas SCALABRE. 200 SLIGO ...
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BIP 2010 N°3 - Bip31 

synthèse des prostaglandines. On trouve ..... Les cannabinoïdes naturels ou de synthèse (THC, ..... et son rapport subjectif au manque, la biologie avec les.
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BIP 2010 N°4 - Bip31 

22 nov. 2010 - prise en charge de la schizophrénie chez l'adolescent dans l'attente de données contrôlées sur une période de traitement d'au moins 6 mois.
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BIP 2010 N°4 - Bip31 

22 nov. 2010 - Interactions IPP (Inhibiteurs de la Pompe à ..... vide !!!! IMPORTANT : Ce bulletin est désormais diffusé gratuitement par courriel. Merci de ...
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BES M18EI-POC80B-S04G-L01 Order code: BES0438 

Sensing face material. PEEK. Chemical resistance. 3% H2O2-Solution. 6% H2O2-Solution. 15% H2O2-Solution. Mounting length. 50.0 mm. Connection type.
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BCC M415-0000-1A-001-PX0334-200 Order code: BCC06TM 

BCC M415-0000-1A-001-PX0334-200. Order code: BCC06TM. Number of conductors: 3. Electrical data. Operating voltage UB max. DC. 250,0 V. Operating ...
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BIS C-6008-048-650-06-ST23 Order code: BIS00K3 

Mechanical data. Vibration rating. EN 60068 Part 2-6. Shock rating. EN 60068 Part 2-27. Continuous shock load. EN 60068 Part 2-29. Free fall. EN 60068 Part ...
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BIC 1I3-P2A50-M30MI3-SM4ACA Order code: BIC0009 

Short circuit protected. Yes. Inputs / Outputs. Number of inputs. 8. Inputs. PNP, Type 2. Switching output. PNP. Sensing data. Working range. 0.0 mm ... 5.0 mm.
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BAW 030-PF-1-K-05 Order code: BAW000C 

Print Date: 07.12.2009. Selection date: 07.12.2009. 000000109078/517872/20090401. Definitions see general catalog. Subject to change without notice.
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BES M12MI-PSC40B-S04G-M01 Order code: BES01ZM 

Inductive sensor. M12x1 x 65,0 mm. DC, direct ... Ambient temperature Ta min. -25 Â°C. Ambient temperature ... Function monitoring. Electrical data. Eff. operating ...
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BOS 26K-PA-1LHA-SA1-S4-C Order code: BOS008C 

II. Rated insulation voltage Ui. 75 V DC. Indicator. Stability - LED GN ... 2. Average power Po max. < 1 mW (IEC 60825-1). Ambient light max. ... Balluff China.
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BCC M41C-0000-2A-049-PX0C25-050 Order code: BCC06UW 

(drag chain). 5 m/sÂ². Traverse speed max(drag chain) at 5 m horiz. travel 200 m/min. Permiss.horizon. traverse dist at 5 m/secÂ² 5 m ... +86 (0) 21-50 644131. 1 (2).
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BAW M30ML-IAD15F-BV07-501 Order code: BAW002Z 

1-800-543-8390. : +86 (0) 21-50 644131. 1 (2). Print Date: 07.12.2009. Selection date: 07.12.2009. 000000108431/118996/20070205. Definitions see general ...
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