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Bird 7020 Series Power Sensor - HYTEM

Bird'sÂ® new 7020 Power Sensor is an economical plug and play solution to your power measurement needs. The 7020 determines and reports Forward and ... 
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Bird 7020 Series Power Sensor



Bird’s® new 7020 Power Sensor is an economical plug and play solution to your power measurement needs. The 7020 determines and reports Forward and Reflected True Average Power and VSWR over a wide frequency range of 350 MHz to 4.0 GHz. It also never requires field calibration, only requires factory calibration once per year, and is traceable to National Institute of Standards and Technology (NIST).



P ROBLEMS



S OLUTIONS



Have analog, digital, and multi-carrier signals to measure



Modulation independent measurements



Tight budget



Inline device, no directional coupler required Complimentary Virtual Power Meter (VPM2) application



Downtime is unacceptable



Monitor and perform maintenance for monitoring while DUT is in-service Measure forward and reflected power to troubleshoot system failures



Varying field tech skill levels



Sensor plugs and plays with multiple display devices.



Need confidence in measurement



No field calibration required NIST traceable calibration



A PPLICATIONS WPS measures: Analog Cellular, Digital Cellular, 3G, 4G, Tetra, APCO/P25, Trunking, CDMA, TDMA, WCDMA, GSM, Transportation, Tactical Military, Radar, Avionics, Marine, LMR, Analog Broadcast, Digital Broadcast, GSM, GPRS, EDGE, UMTS, HSDPA, Bluetooth, Fire, GPS, NPSPAC, Paging, Project 25, Public Safety, Telematics, Utilities, WIMAX and WLAN. Measurements performed: Forward and Reflected Calculations Performed: VSWR and True Average Power



®



Bird 7020 Series Power Sensor STANDARDS COMPLIANCE



SPECIFICATIONS Frequency Range Power Measurement Range Measurement Accuracy Min, Forward Power for Reflected Measurement Peak/Average Ratio, Max Insertion Loss, Max: Insertion VSWR Impedance, Nominal Response Time VSWR Range RF Connector Directivity, Min: Recommended Calibration Interval



350 MHz - 4.0 GHz 0.15 W to 150 W +/- (4% of reading + 0.05 W) (above 35 °C or below 15 °C add 3%) 5.0 W 12 dB 0.1 dB 1.10 max 50 ohms 3 sec 1.15 to 99.9 N Female 28 dB Annually



POWER SUPPLY Source Current Draw



5Vdc from USB host 35 mA



INTERFACE Protocol Connector Data Logging



USB 2.0 USB Type ‘B’ with “SeaLATCH” locking USB connector with VPM2 Software



CE



RoHS Upgradability



European Standard EN 61326-1:2006 – Electronic Equipment for Measurement, Control and Laboratory Use – EMC Requirements in accordance with EMC Directive (2004/108/EC) Compliant Firmware field-upgradable via the USB port



MECHANICAL AND ENVIRONMENTAL Dimensions, Nominal Weight, nominal Shock Vibration Operating Temperature Storage Temperature Humidity, Max Altitude, Max



4.8“ x 2.2“ x 1.3” (122mm x 54mm x 32mm) 0.8 lbs (0.36 kg) Mil-PRF-28800F Class 3 Mil-PRF-28800F Class 3 -10 to +50 °C (+14 to +122 °F) -40 to +80 °C (-40 to +176 °F) 95% (non-condensing) 4,572 m (15,000ft)



STANDARD ACCESSORIES (Included) 5A2653-10L2



Sealatch USB Cable



VPM2



Virtual Power Meter



920-7020S



Instruction Manual (Sensor)



920-VPM2



Instruction Manual (VPM2)



OPTIONAL ACCESSORIES (Not Included) PTA-MNMN



Adapter



PTA-MNME



Adapter



PTA-MNFE



Adapter



5A2653-10



USB Cable, 10m



COMPATIBLE DEVICES SA-XT Series



Site Analyzer



VPM2



Virual Power Meter



5000-XT



Digital Power Meter



Y OU’RE HEARD, LOUD AND CLEAR. 30303 Aurora Rd. :: Solon, OH 44139 :: 866.695.4569 :: www.bird-technologies.com Bird® Technologies Group combines the industry leading brands of both Bird Electronic and TX RX Systems and is a global, innovative supplier of RF products, systems, services and educational solutions. Bird® Technologies Group reserved the right to modify specifications or discontinue any product without notice.
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Bird - HYTEM 

To view the catalog online or download, go to www.birdrf.com. 30303 Aurora .... Calibration Combo, Open/Sho rt/Load, 7/16 DIN(M) . . .CAL-ME-C ...... mE. TE r. S. 18 www.birdrf.com 1-866-695-4569. FIEL d. SENSO r. S. &. PO w. E r m. E. TE.
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Bird Terminating Power Sensor 5011, 5011-EF, 5015, 5015-EF 

The Bird Terminating Power Sensor (TPS) is the easiest to use and most cost competitive terminating sensor on the market. This one port measurement device ...
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power sensor manual - of Manuals 

Waveguide Sensor Calibration Factor Uncertainty. 23 ..... 6) Temperature influence: 0.02 dB/ÂºC ( 0 to 25ÂºC), 0.01 dB/ÂºC (25 to 55ÂºC). 7) Temperature ...... For continuous measurements with CW sensors, or peak sensors in modulated mode, it.
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Bird Model 5000 Digital Power Meter - Bird Technologies 

Bird Model 5000 Digital Power Meter. 2. Component Description. Figure 2 Component Description. Digital Power Meter. Model. 5000. 1. 2. 3. 4. 5. 6. 7. 8. 9. 10.
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stylus-7020 

Touche o/D (panoramique/filtre .... Eau et humidité — Pour les précautions sur des produits avec une conception .... avec de l'eau claire et froide du robinet.
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power sensor manual - of Manuals 

2-5 Legacy Peak Power Sensor Characteristics. 14. 3-1. Diode & Thermocouple Power Sensor Calibration Factor. Uncertainty Models 51011(4B), 51011(EMC), ...
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Bird 4421 Thruline RF Power Meter 

cancellation of lifetime warranty. CAUTION ...... the above referenced products, to which this declaration relates, are in conformance with the provisions of the ...
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Bird 4421 Thruline RF Power Meter 

UP, DOWN. Press to select the next higher (lower) scale. If the scale is too high for the power sensor, an error will be displayed. Used while AUTO indicator is on.
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Bird 4421 Thruline RF Power Meter 

â€œNâ€� for no terminator; message can be terminated by EOI. Remarks .... writing any programs. Description ..... The Bird 4421 Power Meter requires only simple, routine maintenance. .... Be sure to note the polarity (positive and negative) arrange-.
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Bird 4421 Thruline RF Power Meter 

This manual covers the Bird 4421 RF Power Meter, Bird 4020 Series. Power Sensors ... Installation to get an overview of equipment capabilities and installation.
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Agilent R8486A and Q8486A Power Sensor - Keysight 

Standards), to the extent allowed by that organization's calibration facility, .... 1. R8486A/Q8486A Operating and Service Manual. 3. Figure 1-1 AG R8486A and ... materials (if any) for inspection by the carrier and an Agilent Technologies ... If the
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BirdÂ® Directional Power Sensor 5010B, 5014 

Downtime is necessary. - Monitor and perform maintenance for monitoring while DUT is in-service. - Measure forward and reflected power to troubleshoot ...
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UL frequency range - HYTEM 

Colour: Grey. Document : 97796 | Date : 19/10/2012 | RÃ©vision : 0 | Reproduction interdite sans autorisation | SpÃ©cifications techniques modifiables sans prÃ©avis.
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HYTEM Subracks 

net mask, and gateway IPv4 address. If it is successful, then the IP ... one for your WiFi, one for a hardwired Ethernet and so on. But it's probably the last one on ...










 


[image: alt]





HYTEM Subracks 

software or our included graphical web server. ... Using Telnet Software each attenuator is accessible ... Open your Browser (Chrome is recommended) and type.
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PowerSensor_Wideband_501250165017 brochure ... - HYTEM 

Coefficient, Crest Factor, Average Burst Power, and CCDF. PROBLEMS. SOLUTIONS. Downtime is necessary. Monitor and perform maintenance for monitoring.
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3-Series Micro Door Sensor - UserManual.wiki 

Powering Up and Pairing. 1. Pull and remove the â€œPull to Pairâ€� tab from the. Micro Door Sensor. The device will power up and begin searching for a ZigBee network to join. 2. Initiate pairing on the home gateway/hub. 3. The Micro Door Sensor shoul
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Analyzer_SiteHawk_2012 branding - HYTEM 

FDR (Frequency Domain Reflectometry) measurement method results in a highly reliable assessment of the health of critical ... Languages English, Chinese.
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OutdoorQuadriplexer 2014_2012 branding - HYTEM 

power to devices attached to each of its input ports. PROBLEMS } SOLUTIONS. Need to locate unit in a potentially difficult environment. } IP68 Outdoor rated.
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BIRD 6070 Termaline High-Power RF Calorimeter ... - DocMesure 

consists of a Bird TERMALINE RF dummy load, a flowmeter, flow rate ..... also designed for vertical fixed mounting. ... the float into the rotameter by removing the drain cock at the top .... obtained in the above steps to the following equation:.
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VIP Series_SignalHawk Sell Sheet - HYTEM 

angle at multiple fundamental, harmonic and intermodulation frequencies. With this data, power and impedance are calculated at each frequency, giving users ...
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cv carrier aviation power series dbid 29efwl 
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ntc power thermistor, sck series - Exvacuo 

Meritek NTC Power Thermistor (SCK) devices are made of a specially formulated metal oxide ceramic material which is capable of suppressing high inrush ...
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VIP Series_SignalHawk Sell Sheet - HYTEM 

Cable Operating 0 to +100 Â°C (32 to 212 Â°F). Cable Storage -20 to +100 Â°C (-4 to 212 Â°F). Sensor Operating/Storage Refer to Sensor Specification. Humidity ...
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