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Bird Terminating Power Sensor 5011, 5011-EF, 5015, 5015-EF

The Bird Terminating Power Sensor (TPS) is the easiest to use and most cost competitive terminating sensor on the market. This one port measurement device ... 
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Bird Terminating Power Sensor 5011, 5011-EF, 5015, 5015-EF



The Bird Terminating Power Sensor (TPS) is the easiest to use and most cost competitive terminating sensor on the market. This one port measurement device will provide True Average Power for forward power or reﬂected power if attached to a directional coupler or total power in the line if connected to a non-directional coupler. The TPS is a true plug and play solution with no front panel calibration required at any time. The TPS is truly the most economical terminating sensor, half the price of our leading competitors. Quite a value considering the TPS is a highly accurate (5%) device with calibration traceable to the National Institute of Standards and Technology (NIST). Now available in a USB compatible version.



P ROBLEMS



S OLUTIONS



A PPLICATIONS



Tight budgets



- USB connectivity, no meter required - Complimentary Virtual Power Meter (VPM2) software



Varying field tech skill levels



- Sensor plugs and plays with 5000-XT meter.



Need greater confidence in measurement



- No field calibration required - NIST traceable calibration



WPS measures: Analog Cellular, Digital Cellular, 3G, 4G, Tetra, APCO/P25, Trunking, CDMA, TDMA, WCDMA, GSM, Transportation, Tactical Military, Radar, Avionics, Marine, LMR, Analog Broadcast, Digital Broadcast, GSM, GPRS, EDGE, UMTS, HSDPA, Bluetooth, Fire, GPS, NPSPAC, Paging, Project 25, Public Safety, Telematics, Utilities, WIMAX and WLAN. Measurements performed: True average power.
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Bird Terminating Power Sensor 5011, 5011-EF, 5015, 5015-EF



TPS S PECIFICATIONS Frequency Range



A CCESSORIES 5011 5011-EF 5015 5015-EF



Power Range



40 MHz - 4.0 GHz 40 MHz - 12 GHz 40 MHz - 4.0 GHz 40 MHz - 12 GHz -20.000 to +10.000 dBm (10.0010 µW to 10.000 mW)



Impedance



50 Ohms



Peak/Average Ratio



12 dB max.



Accuracy



± 5% of Reading. When operating below 100 MHz and above 40 °C, add 1 %



Insertion VSWR



5011



Typical 1.03 (36.6 dB return loss); maximum 1.20 (20.8 dB return loss) 5011-EF Typical 1.05 (32.3 dB return loss); maximum 1.25 (19.1 dB return loss) 5015 Typical 1.03 (36.6 dB return loss); maximum 1.20 (20.8 dB return loss) 5015-EF Typical 1.05 (32.3 dB return loss); maximum 1.25 (19.1 dB return loss)



Warm Up Time



5 Minutes



Connector(s)



Precision N Male



Power Supply



From host instrument via cable connection



Interface(s)



5011 5011-EF 5015 5015-EF



DB9 (Proprietary Configuration) DB9 (Proprietary Configuration) USB 1.1 Type B USB 1.1 Type B



Weight



.75 lb. maximum



Size [inches (mm)]



6” (152 mm) long (including connector); 1.5” (38 mm) diameter



Altitude



15,000 ft. (4570 m) operating



Humidity, Max.



95% maximum (non-condensing)



Safety



Complies with Directive 2006/95/EC for Low Voltage, per EN 61010-1:2001 Safety Requirementsfor Electrical Equipment for Measurement, Control, and Laboratory use.



EMC



Complies with Directive 2004/108/EC Relating to Electromagnetic Compatibility, per EN 61326-1:2006 Electrical Equipment for Measurement, control, and Laboratory use.



Operating Temps [°C(°F)]



-10 to 50 (14 to 122)



Storage Temps [°C(°F)]



-40° to +80°C (-40° to +176°F)



Mechanical Shock & Vibration



MIL-PRF-28800F class 3



8353A040-50 8353A030-10 8353A040-50-18 8353A030-10-18 4240-500-1 4240-500-3 4240-500-4 4240-500-5 PA-FNME PA-FNFE TC-MNFN-1.5-G TC-MNFN-1.5



40 dB Attenuator, 50 W, 4 GHz 30 dB Attenuator, 10 W, 4 GHz 40 dB Attenuator, 50 W, 18 GHz 30 dB Attenuator, 10 W, 18 GHz Adapter, N (F) to N (F) Adapter, right angle, N (F) to N(M) Adapter, N (F) to SMA (F) Adapter, N (F) to SMA (M) Adapter, N (F) to 7/16 DIN (M) Adapter, N (F) to 7/16 DIN (F) Test cable, 1.5 m., N (M)/N (F) conn. Test cable, armored, PS, 1.5 m., N (F) to N (M)



TC-MNFN-3.0



Test cable, armored, PS, 3.0 m., N (F) to N (M)



5011A035-1 5A2653-10L2 5A2653-6L 5A2653-10 5A2264-09-MF-10



DC Block, N (F) to N (M) USB Locking Cable, 10’ USB Locking Cable, 6’ USB Cable, 10’ DB9 Cable, 10’



C OMPATIBLE D EVICES 5011, 5011-EF



5000-EX 5000-XT SA-1700 EXP SA-2500 EX SA-6000 EX SH-36S SH-361S SH-362 SH-362S



5015, 5015-EF



5000-XT VPM2



Y OU’RE HEARD, LOUD AND CLEAR. 30303 Aurora Rd. :: Solon, OH 44139 :: 866.695.4569 :: www.bird-technologies.com Bird® Technologies Group combines the industry leading brands of both Bird Electronic and TX RX Systems and is a global, innovative supplier of RF products, systems, services and educational solutions. Bird® Technologies Group reserved the right to modify speciﬁcations or discontinue any product without notice.
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Bird 7020 Series Power Sensor - HYTEM 

Bird'sÂ® new 7020 Power Sensor is an economical plug and play solution to your power measurement needs. The 7020 determines and reports Forward and ...
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power sensor manual - of Manuals 

Waveguide Sensor Calibration Factor Uncertainty. 23 ..... 6) Temperature influence: 0.02 dB/ÂºC ( 0 to 25ÂºC), 0.01 dB/ÂºC (25 to 55ÂºC). 7) Temperature ...... For continuous measurements with CW sensors, or peak sensors in modulated mode, it.
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Bird Model 5000 Digital Power Meter - Bird Technologies 

Bird Model 5000 Digital Power Meter. 2. Component Description. Figure 2 Component Description. Digital Power Meter. Model. 5000. 1. 2. 3. 4. 5. 6. 7. 8. 9. 10.
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power sensor manual - of Manuals 

2-5 Legacy Peak Power Sensor Characteristics. 14. 3-1. Diode & Thermocouple Power Sensor Calibration Factor. Uncertainty Models 51011(4B), 51011(EMC), ...
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Bird 4421 Thruline RF Power Meter 

cancellation of lifetime warranty. CAUTION ...... the above referenced products, to which this declaration relates, are in conformance with the provisions of the ...
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Bird 4421 Thruline RF Power Meter 

UP, DOWN. Press to select the next higher (lower) scale. If the scale is too high for the power sensor, an error will be displayed. Used while AUTO indicator is on.
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Bird 4421 Thruline RF Power Meter 

â€œNâ€� for no terminator; message can be terminated by EOI. Remarks .... writing any programs. Description ..... The Bird 4421 Power Meter requires only simple, routine maintenance. .... Be sure to note the polarity (positive and negative) arrange-.
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Bird 4421 Thruline RF Power Meter 

This manual covers the Bird 4421 RF Power Meter, Bird 4020 Series. Power Sensors ... Installation to get an overview of equipment capabilities and installation.
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Agilent R8486A and Q8486A Power Sensor - Keysight 

Standards), to the extent allowed by that organization's calibration facility, .... 1. R8486A/Q8486A Operating and Service Manual. 3. Figure 1-1 AG R8486A and ... materials (if any) for inspection by the carrier and an Agilent Technologies ... If the
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BirdÂ® Directional Power Sensor 5010B, 5014 

Downtime is necessary. - Monitor and perform maintenance for monitoring while DUT is in-service. - Measure forward and reflected power to troubleshoot ...
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ANT-5011 Manual_FR 

Grâce aux accessoires de montage inclus, elle peut être fixée sur un mur ou sur un mât. (Fig.1) Utilisez les accessoires d'installation sur mât pour fixer l'antenne ...
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BIRD 6070 Termaline High-Power RF Calorimeter ... - DocMesure 

consists of a Bird TERMALINE RF dummy load, a flowmeter, flow rate ..... also designed for vertical fixed mounting. ... the float into the rotameter by removing the drain cock at the top .... obtained in the above steps to the following equation:.
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Pesticides and Bird Health - Bird Studies Canada 

chimiques sont toxiques pour de nombreux invertÃ©brÃ©s ... produits, les scientifiques de l'industrie sont persuadÃ©s que la ... pour l'industrie est de veiller Ã  ce que.
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Pesticides and Bird Health - Bird Studies Canada 

The ABC report acknowledges that neonics are less toxic to birds than older pesticides, but seed treatments are deemed especially dangerous for foraging grain ...
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DTC P0550 Power Steering Pressure Sensor Circuit Malfunction 

ENGINE. DI-1 11. 281. Author : Date : 2002 ECHO (RM884U). DTC. P0550. Power Steering Pressure Sensor Circuit. Malfunction. CIRCUIT DESCRIPTION.Missing:
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Bird - HYTEM 

To view the catalog online or download, go to www.birdrf.com. 30303 Aurora .... Calibration Combo, Open/Sho rt/Load, 7/16 DIN(M) . . .CAL-ME-C ...... mE. TE r. S. 18 www.birdrf.com 1-866-695-4569. FIEL d. SENSO r. S. &. PO w. E r m. E. TE.
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Solar Inexhaustible Power Source for Wireless Sensor ... - IEEE Xplore 

Solar Inexhaustible Power Source for Wireless Sensor Node. J. Alberolal, J. Pelegril, R. Lajaral, Juan J. Perez2. Sensors and Magnetism Group (GSYM).
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Bird 43 Instruction.pdf - ON5JV 

Description. SECTION 2- THEORY OF OPERATION. 1. Travelling Wave Viewpoint. 2. Coupling Circuit. 3. Standing Wave Ratio vs. Reflected/Forward Power ...
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Humidity sensor 

Rated voltage. DC 8110V Or AC 1Vrms (AC0.26mW). Operating temp. range. 0Â°C 1 Â±60Â°C. Recommended driving Freq. 1 KHz. Operating humidity range. Less ...
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Bird on the wire 

Bird on the wire (Leonard Cohen). A. E. A. D. Like a bird on the wire, like a drunk in a midnight choir,. A. E. A Asus4 A. I have tried in my way to be free. A. E. A. D.
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Sensor Installation 

Figure 2. 5. Run the cable through the printer as show on picture 3. The connector will be connected to the DIMM (on. 4200-4300) or CompactFlash (on ...
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BIRD 8890-400 Termaline Wattmeter 

Instruction Book Part Number 920-8890-400S Revision A. Termaline. Â® and Thruline ... important information in the instruction manual regarding ... CANT PEUT ENDOMMAGER LE DISPOSITIF DE PRO-. TECTION .... Tools Required. ...... 4240-110. HN-Male. 424
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Like A Bird Apps 

1 juin 2015 - Concours : Type de jeu-concours ou opÃ©ration organisables via Like .... le versement au profit de Like A Bird d'une pÃ©nalitÃ© de retard Ã©gale au ...
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Rare Bird - Sympathy (Pro) - Saxovince 

Page 1. Sympathy. 5. 10. 15. 19. Saxophone Alto. Electric Bass. Sax. A. Sax. A. Sax. A. Sax. A................
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