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BIS C-600-022-650-00-KL1 Order code: BIS0093

4â€¦40 V. Control voltage inactive. 1.5â€¦-40 V. Input current at 24V. 11 mA. Delay time typ. ... 0 Â°C... 60 Â°C. Application weight. 500.00 g. Electrical connection. Connection internal ... If the control signal CTS is not used, the shunt plug must be in. 
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BIS C-600-022-650-00-KL1 Order code: BIS0093 Processor 145 mm x 90.00 mm x 35.00 mm



1) Head 1 2) Head 2 3) Tightening torque



Electrical data Supply voltage Vs/Vs1 Ripple Current draw (at 24 V DC) Device interface Service interface internal



19.2…28.8 VDC ≤ 10 % ≤ 400 mA RS 232 / V24 RS 232



Free fall Housing material Cable gland Enclosure Type per IEC 60529 Ambient temperature Ta Application weight



EN 60068 Part 2-32 ABS 3 x Ø4…8 mm IP65 (with Write/Read head) 0 °C... 60 °C 500.00 g



Electrical connection Connection



Inputs / Outputs



000000111526/159325/20100518



Control input Control voltage active Control voltage inactive Input current at 24V Delay time typ. Control output Operating voltage, output Vs Output current max. Voltage drop at 20mA Output resistance Ra



1 (optocoupler isolated) 4…40 V 1.5…-40 V 11 mA 5 ms 4 (optocoupler isolated) PNP, sourcing 19.2…28.8 VDC 20 mA ca. 2.5 V 10 kOhm to -VS



EMV EN61000-4-2/3/4/5/6 EN55011



Internet Balluff Germany Balluff USA Balluff China



LED indication / Diagnosis System Ready Codetag Present Codetag Operating



LED green LED yellow LED yellow



Sev. Level 4B/3A/3B/1B/3A Gr.1,Cl.A



Remarks



EN 60068 Part 2-6 EN 60068 Part 2-27 EN 60068 Part 2-29



Values are under rated conditions unless otherwise specified. If the control signal CTS is not used, the shunt plug must be in the "SHORT" position. When installing, the technical standards and regulations of the corresponding countries must be observed.



Mechanical data Vibration rating Shock rating Continuous shock load



Read head connectors



internal Vs 24V DC, input, outputs RS 232: Terminal strip 19-pole Conductor sizes: 0.14 …1 mm² with wire ferrules 0.25 … 0.34 mm² Head 1 / Head 2 2x Panel connector 4pole for all C-3.. with 4-pole female connector



: www.balluff.com : +49 (0) 7158 173-0, 173-370 : 1-800-543-8390 : +86 (0) 21-50 644131



1 (2) Print Date: 15.12.2010 Selection date: 15.12.2010



BIS C-600-022-650-00-KL1 Order code: BIS0093 Processor 145 mm x 90.00 mm x 35.00 mm



Approval Approvals



CE



Definitions see general catalog



000000111526/159325/20100518



Subject to change without notice.



1) Wiring guide 2) Write/Read head 3) Interior view 4) Configuration module 5) Shunt connector



Internet Balluff Germany Balluff USA Balluff China



: www.balluff.com : +49 (0) 7158 173-0, 173-370 : 1-800-543-8390 : +86 (0) 21-50 644131



2 (2) Print Date: 15.12.2010 Selection date: 15.12.2010
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BIS C-300-05 Order code: BIS005W 

BIS C-300-05. Order code: BIS005W ... EN 60068 Part 2-27. Continuous shock load ... For use only with converters BIS C-901 or BIS C-6xx. Indicated relative ...
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BIS C-351-05 Order code: BIS0087 

EN61000-4-2/3/4/5/6. Sev. Level 4A/3A/3A/-/-. EN55011. Gr.1,Cl.A. Remarks. For installation in metal: Observe clear zone. For use only with converters BIS ...










 


[image: alt]





BIS C-6008-048-650-06-ST23 Order code: BIS00K3 

Mechanical data. Vibration rating. EN 60068 Part 2-6. Shock rating. EN 60068 Part 2-27. Continuous shock load. EN 60068 Part 2-29. Free fall. EN 60068 Part ...
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10-S4 Order code: BIS007N 

EN 60068 Part 2-27 ... For use only with converters BIS C-901 or BIS C-6xx ... X1, BIS. Internet. Balluff Germany. Balluff USA. Balluff China. : www.balluff.com.
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05-S4 Order code: BIS007R 

BIS C-325/05-S4. Order code: BIS007R. Read/write head. M18x1 x 45 mm. Mechanical data. Housing material. X6CrNiMoTi 17-12-2. Housing material ...
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BIS C-620-022-050-00-ST2-S Order code: BIS00C0 

4â€¦40 V. Control voltage inactive. 1.5â€¦-40 V. Input current at 24V. 11 mA. Delay time typ. ... Ambient temperature Ta. 0 Â°C... 60 Â°C. Electrical connection. Connection X1. Vs 24V DC ... If the control signal CTS is used, the shunt plug must be i
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01-S4 Order code: BIS007J 

EN61000-4-2/3/4/5/6. Sev. Level 4A/3A/4A/-/3A. EN55022. Gr.1,Cl.B. Remarks. For installation in metal: Observe clear zone. First ordering you need cable: BIS ...
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BES 517-110-RK Order code: BES02MM 

11,8 mm x 60,0 mm x 63,2 mm. DC, direct ... 2,00 mm. Tolerance Sr. Â±10 %. Assured operating distance Sa. 1,60 mm. Hysteresis H ... Balluff USA. Balluff China.










 


[image: alt]





BGL 50C-001-S4 Order code: BGL0037 

Principle of optical operation. Through-beam. Optical special feature. Light band. Active length AL ... Switching freq. f max. (at Ue). 500 Hz. Turn on time ton max.
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Depliant_FAMILLE_2014 BIS 

SPECIAL ENFANTS ADOS. Prévoir un supplément pour toutes les activités. Pour connaître les tarifs, veuillez consulter : www.tourmalet.fr. • Raquettes, balade.
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D1 bis 

pour la prise en compte d'une question supplÃ©mentaire. EXTRAIT DU REGISTRE. DES DELIBERATIONS DU CONSEIL MUNICIPAL. Effectif lÃ©gal : 39. Nombre ...
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D3 BIS 

motion d'urgence pour l'EPR, prÃ©sentÃ©e par le Groupe Dieppe Ensemble. â˜ž AprÃ¨s en avoir dÃ©libÃ©rÃ©, le CONSEIL MUNICIPAL. ADOPTE Ã  l'unanimitÃ©, la proposition ci-dessus. Fait et dÃ©libÃ©rÃ© en sÃ©ance, les jour, mois et an susdits. Pour extrai










 


[image: alt]





D27 bis 

LE 14 MARS DEUX MILLE TREIZE. Le Conseil Municipal de la Ville de ... stationnement du 8 mai Ã  compter de 0 h jusqu'au 9 mai minuit, sur la zone dÃ©diÃ©e au ...
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IEDM2012_final bis 

Scaling rules of piezoelectric nanowires in view of sensor and energy ..... tial can be seen compared to a GaN intrinsic (INT) NW when the same conditions are ...
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Depliant_JUNIORS_2014 BIS 

Agapé Village. Jean-Pierre Dubois. 22, avenue du Parc. 33610 CANEJAN. Tél. : 06 37 45 56 75 [email protected] www.agape-village.com ...
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Bis zum: 185253 

Bei Z- und ZS-Ausführung. Bei M-Ausführung an. Klemme 15 und 31. 2. 3. 4. 5. 8. 1. 7. 6. 9. 9.10. 15. Zeichnungsnr: POS. MENGE. ARTIKELNR. BEZEICHNUNG.
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Syllabus France 2010 bis 

monde. L'approche méthodologique sera variée et fera appel à l'histoire, à la sociologie et à l'anthropologie culturelle. Par ailleurs, les étudiants devront se tenir ...
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Bis zum: 185199 

00. 1. tsD934-m10. 6kt-Mutter M10 verz. 20. 00. 1 tsa31sv2103zp7. Umschaltventil. 20. 10. 1 tsapxb001-4. Alu-Bock kpl. 20. 20. 1 ts22-1020-044-5000. Alu Bock.
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B bis.104 

20 juin 2017 - Les retombées, poutres, faux plafonds, radiateurs ne sont pas systématiquement représentés. Les indications ... ECHELLE 1/75 ème. Bât. A.
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B bis.104 

11 sept. 2017 - 74960 ANNECY www.edifim.fr. T - 04 50 33 56 63. 35 logements collectifs impasse des Tablettes. 74940 ANNECY LE VIEUX. Plan de ...
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Liasse fiscale DELCY BIS 

19 092. 2 261. 16 830. 406 997. 406 997. 201 555. 201 555. 881 834. 881 834 ...... d'impÃ´t prÃ©vue au 4 de l'article 238 bis du CGI pour l'entreprise donatrice RG.
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B bis.204 

11 sept. 2017 - 74960 ANNECY www.edifim.fr. T - 04 50 33 56 63. 35 logements collectifs impasse des Tablettes. 74940 ANNECY LE VIEUX. Plan de ...
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Bis zum: 185253 

Haube, Auswurfkanal kpl. Zeichnungsnr. LHAEL4_022_0. 431Z/ZS/M. POS. MENGE. ARTIKELNR. BEZEICHNUNG. 1. 00. 1. TS/014.0141-29. Haube geschw.
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Bis[bis(oxazolinato)] Complexes of Yttrium and ... - Ali ALAAEDDINE 

Jul 27, 2006 - coordinate yttrium center in a distorted trigonal bipyramidal geometry ... we synthesized chiral and nonchiral bis[bis(oxazolinato)]- lanthanide ...
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