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BODY FIBER 250 POLYESTER FILLER Technical Data Sheet No 509



General Technical Description VOC compliant with the regulations Two component, polyesterbased, glass-reinforced material Ideal for bridging and filling of large cavities Easy to apply Dries quickly



Mix 100 parts BODYFIBER 250 with 2-3 parts Body Hardener



Surface Metallic surfaces



Non force dry 20-30 min / 23°C



Pretreatment / Cleaning of substrate Clean substrate using a soft cloth and BODY 770 ANTISIL NORMAL / BODY 771 ANTISIL FAST. Make sure the surface is air dried rather than wiped dry



IR drying 5-8 min distance: 60-70cm



Make sure you always use appropriate face protection and good ventilation



Easily scrubbed



Product Application: Apply with a spatula when mixed with hardener directly on metallic surfaces. 100:3 mix with BODY HARDENER Pot life: 4min / 23°C



HB BODY acrylic primers



Flash Point: 31°C / 88°F Specific Gravity: 1.6 g /cm3



Apply with the spatula



Store in a cool place



Non force dry 20-30min /23°C



Always wear protective equipment



Short wave 5 – 8 min Lamp distance: < 70cm



Follow the application instructions mentioned in this TDS



P 80 - P 120 Gives an elastic and durable surface



Solid Content (No thinner): 81% Weight VOC (2004/42/EC) This product is a special refinish product based on its ingredients and its properties. The maximum VOC content in this category is 250g/L. The VOC content in the ready for use form of this product is 110 g/L. 2004/42/IIB(b)(250)110 Theoretical Coverage: Cleaning of equipment: Clean after final use with Body 767 EXTRA NITRO THINNER



Remarks: • Application only with Body Hardener. Mix well with putty. Do not add more than 3% as this may cause staining of the topcoat finish. • Do not apply to Etch Primer, 1K Filler, TPA substrates and soft old paintwork. • Do not apply at temperatures below +5°C • It can be used by countries that do not adopt the VOC legislation as well. • In temperature above 80 - 100°C (176 - 212°F) reduce the quantity of hardener by 50% to avoid the possibility of peeling. • Dry sanding is always recommended. • If wet flatting, dry thoroughly in the spray booth before any re coating. Storage shelf life: • Polyester materials have a limited shelf life. Store in a cool place (+5°C - +25°C) and use within 12 months for best results. Guaranteed shelf life of 18 months in unused original containers.



Hardener paste contains organic peroxide and is an oxidant. If hardener comes in contact with the skin, wipe off immediately an d wash with soap and water. After eye contact irrigate copiously with water and seek medical advice immediately. For professional use only. The information displayed on this sheet has been carefully selected through a series of laboratory investigations. It is based on our best knowledge at the time of issue. The data is given for information purposes only. We are not liable for its correctness, accuracy and completeness. It is up to the user to check for newer updates or further information if needed for his intended purpose. The intellectual property of this product, trademarks and copyrights is protected. All rights reserved. The relevant Material Safety Data Sheet and warnings displayed on the label must be read carefully. We may modify and / or discontinue operation of all or portions of this information at any time in our sole discretion, without any notice and assume no responsibility to update the information. All rules set forth in this clause shall apply accordingly for any future changes and amendments.



Issue 2/2015, September 2015
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body alu 255 polyester filler - HB Body 

Store in a cool place. Always wear protective equipment. Follow the application instructions mentioned in this TDS. Flash Point: 29Â°C / 84Â°F. Specific Gravity:.
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250 

The engine started instantly and silently each time, with zero vibration even when revved hard. Sports Cruiser. There's a linear build of power, plus a pretty flat ...
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PA 250 PA 250 - Domyos 

Réalisation : EVOLUTION. + 32 / 69 250 500. DECATHLON - 4, Boulevard de Mons - 59665 Villeneuve d'Ascq - France. NOTICE D'UTILISATION. OPERATING ...
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entretenir le polyester dbid 4jfnp 
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Autocryl Filler 3+1 

T.i.s. 3.2.3. Page 1 of 3. 10.07.2001. AUTOCRYL FILLER 3+1. Quick reference. Sikkens Solvent-. M600. P220-P320. P400. 3:1. Autocryl Filler 3+1. Autocryl Filler ...
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BOBCATÂ® 250 

Case Closed. The industry standard for reliability and performance. â€¢ Fully enclosed case with protective amour. â€¢ Accu-Ratedâ„¢ 10,000 watts of generator power.
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MAC 250 

Configuring the optical system (MAC 250 only) . ..... Philips MSD 250/2. 2200 hr ... Verify that the voltage and frequency settings match the local AC supply.
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KlipponÂ® POK â€“ Polyester enclosures 

External mounting feet, set of 4. Stainless steel 1.4301. 9510900000. Earthing stud. Brass, M10. 1277220000. Stainless steel 1.4404, M10. 1283440000. Brass ...
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bureau 250 

INFORMATION CI-DESSUS A Ã‰TÃ‰ Ã‰TABLIE SELON BOMA / ANSI Z65.1 1996. SF. RENTABLE AREA = ABOVE INFORMATION ESTABLISHED ACCORDING TO BOMA / ANSI Z65.1 1996. 250. 10,936. 10,936. NOTE. Drawings and Area information were provided by a third party Archit
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HPE 250 

Configurazione | Configuration. Potenza max all'albero | Puissance maximum à l'arbre. Potenza max all'elica | Puissance maximum à l'hélice. Coppia max ...
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SK 250 

13mVâ€“1.55V. AF frequency response. 45â€“20,000 Hz. Signal-to-noise ratio. > 110dB(A)eff. ... Power adapter. DCA 50. Plug-in mains unit for 4 chargers. NT 50.
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single fiber sfp - Silizone 

For a full list of comparable HPÂ® part numbers, please refer to page 2 ... Champion ONE and the Champion ONE logo, are registered trademarks of. Champion ...
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10 GigaBit Fiber Taps 

GigaBit Fiber Tap saves rack spaceâ€”install up to eight Taps in a one rack unit panel. The all-optical design of the 10 GigaBit Fiber Tap is optimized and tested ...
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Polyester wall-mounting enclosures IP 66 Coffrets 

enclosures IP 66. Introduction. Technical characteristics. ○ Monobloc wall-mounting enclosure made from polyester reinforced with fibreglass, moulded by hot ...
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Polyester wall-mounting enclosures IP 66 Coffrets 

Locking device outside the sealed area, guaranteeing the tightness of IP 66 over time. â—‹ Locking system: â€“ Enclosure height â‰¤ 847 mm: 2 locks with double-bar ...
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Freee book download 250 

Jay H. Withgott and ,Matthew Laposata. Environment: The Science Behind the Stories, Books a la Carte Edition (6th Edition) by Jay H. Withgott and ,Matthew ... Susan Stephens. The Secret Kept From The Greek (Mills & Boon Modern) (Secret Heirs of Billi










 


[image: alt]





Impel GD 250 

CONTROLLER. W/ Y. G. MIRROR. BACK. R/ YV. Y/ L. RESISTOR. 7 5 W. ÃÃ�. FUSE B 15 A WINKER,FR/ RR STOP,HORN,METER,STARTER,POSITION,PHONE.
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bureau 250 

INFORMATION CI-DESSUS A Ã‰TÃ‰ Ã‰TABLIE SELON BOMA / ANSI Z65.1 1996. SF. RENTABLE AREA = ABOVE INFORMATION ESTABLISHED ACCORDING ...
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Association of Body Weight and Body Condition 

Methods: Medical records were reviewed, and data regarding initial body weight and body ... Survival times were determined for dogs that were discharged from.
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Structural Fiber-glass For Homebuilders 

Jan 20, 1973 - cloth, polyester resins, little or no control of resin con- tent, and lots of ... the application and use properties of the resins by intro- ducing fillers.
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FIBER OPTIC INSTALLATION KIT 

Cette trousse contient une peinture et un adhésif ... précaution afin d'éviter un contact de la peinture et ... po) – enlevez le tampon et le revêtement d'acrylate.
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fiber-optic communications 

Press, New York, 1988.) Fourier-transform-limited minimum value of a,, is therefore. (22.3-10) which is directly proportional to the bit rate B,. For B, = 10 Gb/s and ...
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Carbon Fiber Composites 

Library of Congress Cataloging-in-Publication Data. Chung ... Carbon fiber composites / Deborah D. L. Chung. ... Printed in the United States of America ...
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Honeywell SpectraÂ® 2000 fiber 

SpectraÂ® is a registered trademarks of Honeywell International Inc. ... ultra-lightweight fibers for armor, aerospace and high-performance sporting goods ...
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