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bookcases - Etilize

Use the phillips screwdriver to screw 8 camstuds (4 per side). 1 side. (4 per shelf) ... If one side of the back panel is unfinished, put the unfinished side facing the ... 
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HARDWARE



ASSEMBLY



(1) Back panel



INSTRUCTIONS



(1) Top rail



8 camlocks



(2) Side panel



8 camstuds shelf pins (4 per shelf)



PIECES



BOOKCASES



(1) Top panel



21 dowels (pre installed)



screws for back panel



(1) Bottom rail



(1) Bottom panel



May include spare hardware
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Attaching the back panel The back panel can be attached two ways : screws can be hammered into the holes, or with a sloted screwdriver. If one side of the back panel is unfinished, put the unfinished side facing the outside.



back panel
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Insert the shelf pins at the desired levels for what you wish to store. When shelves are placed on the shelf pins, make sure the finished front edge of the shelf is facing to the front of the Bookcase.



shelves



30"h = (1) Shelf 36"h = (2) Shelves 48"h = (3) Shelves 60"h = (4) Shelves 72"h = (5) Shelves 84"h = (6) Shelves



Note: the camlocks are tightened by turning them clockwise Tools required: a phillips screwdriver, a hammer and/or a rubber mallet.



pin



1
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Use the phillips screwdriver to screw 8 camstuds (4 per side) into the underside of the sides, as shown.



top panel



Insert 4 camlocks into the top panel and 4 camlocks into the bottom panel, with arrows facing out, as shown detail.



bottom panel



side



detail arrow



hole



Join the bottom rail to the bottom panel and the top rail to the top panel. NOTE:when attaching the bottom rail and top rail the pre drilled holes on the unfinished (back) section of these 2 parts must face the BACK OF THE SHELF.
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top rail top panel



bottom rail



bottom panel
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Connect the assembled parts to the side panels. Use the phillips screwdriver to rotate the camlocks clock-wise to tight them.



screw



VISSERIE



BIBLIOTH»QUES



PIEC»S (1) Panneau arriËre



INSTRUCTIONS D'ASSEMBLAGE 8 cames de blocage (prÈ-assemblÈes)



Goupilles de tablette (4 par tablette)



(1) Rail supÈrieur 8 goujons de came



Vis pour le panneau arriËre



(2) Panneau letÈral (1) Panneau supÈrieur



21 goupilles (prÈ-assemblÈes) (1) Riel infÈrieur



(1) Panneau infÈrieur



Peut inclure de la visserie additionnelle
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Fixation du panneau arriËre: Le panneau arriËre peut Ítre fixÈ de deux facons: Les vis peuvent Ítre martelÈes dans les trous, ou Ítre vissÈes avec un tournevis. Si un cÙtÈ du panneau arriËre est non fini, placez le face du cÙtÈ non fini vers l'extÈrieur.



panneau arriËre
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InsÈrez les goupilles de tablettes ‡ la hauteur dÈsirÈe selon ce que vous avez l'intention de placer. Lorsque les tablettes sont dÈposÈes sur les goupilles de tablettes, assurez-vous que l'extrÈmitÈ finie avant de la tablette fait face vers l'avant de la bibliotËque.



tablettes



76cm = (1) Tablette 91cm = (2) Tablettes 122cm = (3) Tablettes 152cm = (4) Tablettes 183cm = (5) Tablettes 213cm = (6) Tablettes



Note: Les cames de blocage se serrent en les tournant dans le sesns horaire. Outils nÈcessaires: Un tournevis, un marteau et/ou un maillet de caoutchouc.



goupille



1



Utilisez le tournevis Phillips pour visser 8 gougeons de came (4 par cÙtÈ) dans la partie infÈrieure des cÙtÈs, tel que montrÈ.
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InsÈrez 4 cames de blocage dans le panneau supÈrieur, 4 cames de blocage dans le panneau infÈrieur, avec les flËches dirigÈes vers l'extÈrieur, tel que montrÈ dans le dÈtail.



panneau supÈrieur



panneau infÈrieur



cÙtÈ



dÈtail flËche



trou



Assemblez le rail infÈrieur au panneau infÈrieur et le rail supÈrieur au panneau supÈrieur. NOTE: Lorsque vous attachez le rail infÈrieur et le rail supÈrieur, les trous dÈj‡ parcÈs sur la section non finie (arriËre) de ces 2 piËces doivent faire face ‡ L'ARRIERE DE LA TABLETTE.



3



rail supÈrieur



panneau supÈrieur rail infÈrieur



panneau infÈrieur
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RÈunissez les piËces assemblÈes aux panneaux latÈraux. Utilisez le tournevis Phillips pour tourner les cames de blocage dans le sens horaire pour les serrer.



vis



FERRETERIA



PIEZAS



LIBREROS



(1) Panel posterior



INSTRUCCIONES DE ENSAMBLE (1) Riel superior



8 cerrojos de leva 8 pernos



clavijas para repisa (4 por repisa)



tornillos para panel posterior



(2) Panel lateral (1) Panel superior



21 tarugos (preensamblados) (1) Riel inferior



(1) Panel inferior



May include spare hardware
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Una el panel posterior. El panel posterior se puede unir de dos maneras: Puede amartillar los tornillos en los orificios o puede atornillarlos con un desarmador phillips. Si un lado del panel posterior no tiene acabado, coloque ese lado sin acabado hacia afuera.



panel posterior
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Inserte las clavijas para repisas a los niveles desados, dependiendo de lo que desÈe colocar en las repisas en las repisas. Cuando haya colocado las repisas encima de las clavijas, aseg˙rese de que la orilla frontal de la repisa quede de frente al Librero.



repisas



76cm = (1) Repisa 91cm = (2) Repisas 122cm = (3) Repisas 152cm = (4) Repisas 183cm = (5) Repisas 213cm = (6) Repisas



Nota: Los cerrojos de leva se aprietan gir·ndolos en sentido de las manecillas del reloj. Herramientas requeridas: un desarmador phillips, un martillo y/o una maza de hule.



clavija



1



Use el dasarmador phillips para atornillar los 8 pernos (4 por cada panel lateral) en los orificios de los paneles laterales, como se muestra en la figura.
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panel superior



Inserte 4 cerrojos de leva en el panel superior y 4 en el panel inferior, con las flechas hacia la perforaciÛn de la orilla, como se muestra en el detalle.



panel inferior



panel lateral



detalle flecha



perforaciÛn



Una el riel superior al panel superior y el riel inferior al panel inferior. NOTA: Al unir el riel superior y el riel inferior, los orificios ya perforados en la secciÛn sin acabado de estas dos piezas (secciÛn posterior), deben ver hacia la PARTE POSTERIOR DE LA REPISA.
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riel superior



panel superior riel inferior



panel inferior
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Una las partes ensambladas a los paneles laterales. Use el desarmador phillips para girar y apretar los cerrojos de leva, en sentido de las manecillas del reloj.



tornillo
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bookcases - Etilize 

into the underside of the sides, as shown. the finished front edge of the shelf is facing to the front. When shelves are placed on the shelf pins, make sure.
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LLR68947_68951_AssemblyInstructions - Etilize 

Notre personnel vous attend pour vous offrir son aide. Les piÃ¨ces endommagÃ©es ou manquantes sont expÃ©diÃ©es de nos locaux sous. 1 a 2 jours ouvrables. Veuillez inclure les informations suivantes : 1. Nom complet. 2. Adresse physique â€“ ne pas inc
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LLR68946_68950_AssemblyInstructions - Etilize 

hora del Centro. Nuestro personal estÃ¡ preparado para brindarle asistencia. Las partes daÃ±adas o faltantes saldrÃ¡n de nuestras instalaciones en el transcurso de 1 a 2 dias habiles. Recuerde proporcionar la siguiente informaciÃ³n: 1. Nombre complet
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LLR87523_26_69992_manual - Etilize 

Screw #4x};" |Lbracket & Screws slide for keyboard. 8 PCS + 2 extra PCS 1 Sets 1 PR. IMPORTANT NOTE: STEP2. COMPLETED ASSEMBLY. R3/07. Keyboard Tray ... Instructions de montage 87523/87526/69992. Visit4x?" Ã‰TAPE 2. 8 pcs + 2 pes Supporten Let vis, G
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Untitled - Etilize 

this manual carefully before using the machine. Conservez ce manuel en bon Ã©tat. PriÃ¨re de lire. aifenÅ¿ivement ce manuel avant d'utiliser cet appareil,. Mantenga este manual en buenas condiciones. LÃ©alo cuidadosamente antes de usar fa mÃ¡quina. *
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Untitled - Etilize 

2. Place screws into board rail where the pre-drilled holes are on the pen tray. Tighten with phillips head tip. 3. Check results. If not satisfied, start over from the beginning. Pen Tray. Slide To Center. Of Pen Tray. MOUNTING ... Mesurez 40 mm ver
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Untitled - Etilize 

3. Put the pre-assembled seat cushion unit over the gas lift (G). Align the hole at center of seat plate of the seat cushion with the top of gas lift (G). Then, press down with even pressure until they are firmly secured to finish the assembly. | 4MM
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Untitled - Etilize 

Draw a line for top and bottom perimeter. Measure down 20mm from the top line of board, and fix two hangers by anchor and screw. 20mm. Measure up 40mm ...
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Untitled - Etilize 

position on work surface as provided - .... For immediate help with assembly or product information call our toll-free ... Please provide the following information: 1.










 


[image: alt]





Untitled - Etilize 

12pes + 2 extra pcs. Klix Cam. 12pcs + 2 extra pcs. Dowel. 9pes + 2 extra pes. Adjustable Glide. 4pcs. e a E = |. 6 hole. L-Bracket. 5pcs. Screw #4 x %". 30pcs+ 2 ...
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13202 - Etilize 

interference by one or more of the following measures: • Reorient or .... If your requirements are to have these parts via overnight/next day, please provide your ...
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Untitled - Etilize 

If you are missing parts or have other concerns, please email [email protected] or fax: 404-472-9063. Please provide the following information: 1. Full Name. 2.
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Untitled - Etilize 

Align with built-in brackets on upper board frame to mark position. Remarque : 2 supports d'accrochage supplémentaires pour le haut sont compris avec les ...
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Untitled - Etilize 

orificio con rosca del otro poste corto sin tornillo. El orificio angosto en rosca es donde se insertarÃ¡n las patas de plÃ¡stico en la parte inferior del poste. Repita este paso hasta que haya ensamblado los 4 postes altos. 2. Embone los soportes de
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Untitled - Etilize 

Standing behind the easel with it 1. Tenez-vous derriÃ¨re le chevalet, in the upright position, grasp the saisissez la barre transversale cross bar (A) of the support.
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Untitled - Etilize 

Place all laminated parts on a clean and smooth surface such as a rug or carpet to avoid the parts from being scratched. . Check to be sure that you have all ...
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shredders - Etilize 

and you will hear the distribution pump during this time. ... 1 After unpacking the product pull out the shredder bag frame and remove the CD shard tray,.
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Untitled - Etilize 

Damaged or missing parts ship from our facility in 1-2 business days. Please provide the ... out the parts on a non-abrasive surface such as carpet or blanket.
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Untitled - Etilize 

Back Cushion - 1 pc. Coussin de dossier - 1 pc. CojÃn del ... Damaged or missing parts ship from our facility in 1-2 business days. Please provide the following ...
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Untitled - Etilize 

Caisson se logeant sous bureau. 69603169604, 69605169606, 69985169986. Instructions d'assemblage. A ENEO. LO. Barre de métal. 300 x 16 x 3mm.
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www.quartetcustomwhiteboard.com - Etilize 

www.quartetcustomwhiteboard.com. Customer Service: Service Ã  la clientÃ¨le : Servicio al Cliente: 1-800-541-0094. Pour des informations dÃ©taillÃ©es sur : La crÃ©ation de votre propre tableau personnalisÃ©. L'entretien de votre tableau personnalisÃ©
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Untitled - Etilize 

... del alcance de los niÃ±os. â€¢ Se recomienda que dos personas realicen este ensamble. ... las partes en una superficie no abrasiva, como una alfombra o sÃ¡bana.
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Untitled - Etilize 

Place all laminated parts on a clean and smooth surface such as a rug or carpet to avoid the parts from being scratched. â€¢ Check to be sure that you have all parts and hardware. Â· Remove all wrapping materials, including staples and packing straps
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Untitled - Etilize 

Cam Lock. Klix Cam. Dowel. | 14 Pcs + 2 extra Pcs| 14 Pcs +2 extra Pcs |14 Pcs + 2 extra Pcs encimiento del pensies en el. Adjustable Glide. 4 Pcs. Shelf Dowel.
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