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BournsÂ® Panel Controls

Standard Resistance Table. Resistance. Resistance. (Ohms). Code. 1,000 ... SCHEMATIC. DUAL GANG. REV. 10/12. Single Gang Dimensions. Model. A. B. C. 
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■ Carbon element



*R oH S



■ Metal housing ■ 15-60 mm travel ■ Single and dual gang ■ Center detent option ■ Dust cover option ■ RoHS compliant*



PTA Series - Low Profile Slide Potentiometer Electrical Characteristics Taper .................................... Linear, audio Standard Resistance Range ....................... 1 K ohms to 1 M ohms Standard Resistance Tolerance.....±20 % Residual Resistance ....................... 500 ohms or 1 % max. Insulation Resistance ........ Min. 100 megohms at 250 V DC Environmental Characteristics Operating Temperature ...................................-10 °C to +50 °C Power Rating, Linear 15 mm ....0.05 W (0.025 W Dual Gang) 20 mm .......................... 0.1 W (0.05 W) 30 mm ............................ 0.2 W (0.1 W) 45 mm ...................... 0.25 W (0.125 W) 60 mm ...................... 0.25 W (0.125 W) Power Rating, Audio 15 mm ..0.025 W (0.015 W Dual Gang) 20 mm ...................... 0.05 W (0.025 W) 30 mm .......................... 0.1 W (0.05 W) 45 mm ...................... 0.125 W (0.06 W) 60 mm ...................... 0.125 W (0.06 W) Maximum Operating Voltage, Linear 15 mm .................................. 100 V DC 20-60 mm ............................. 200 V DC Maximum Operating Voltage, Audio 15 mm .................................... 50 V DC 20-60 mm ............................. 150 V DC Withstand Voltage, Audio ............................... 1 Min. at 300 V AC Sliding Noise ................ 100 mV maximum Tracking Error ..............3 dB at -40 to 0 dB Mechanical Characteristics Operating Force ............. 30 to 250 g-cm Stop Strength ..................... 5 kg-cm min. Sliding Life ......................... 15,000 cycles Soldering Condition ........... 300 °C max. within 3 seconds Travel .................... 15, 20, 30, 45, 60 mm



Lever Style & Product Dimensions



PTA 15 4 3 - 2 0 10 DP B 203



Actuator Styles DP METAL LEVER



4.0 (.157) 3.0 (.118)



Model Stroke Length • 15 = 15 mm • 20 = 20 mm • 30 = 30 mm • 45 = 45 mm • 60 = 60 mm Dust Cover Option • 4 = No Dust Cover • 5 = Rubber Dust Cover** No. of Gangs • 3 = Single Gang • 4 = Dual Gang Pin Style • 2 = PC Pins Down Facing Center Detent Option • 0 = No Detent • 2 = Center Detent Standard Lever Length (See Table) • 10 = 10 mm (CI Lever) • 15 = 15 mm (DP, CP and CI) Lever Style • DP = Metal Lever (Refer to Drawing) • CP = Metal Lever (Refer to Drawing) • CI = Insulated Lever (Refer to Drawing) Resistance Taper • A = Audio Taper • B = Linear Taper Resistance Code (See Table)



10.0 (.393)



45° 15.0 (.590) 1.0 (.039) 3.0 (.118) 5.0 (.196) 6.6 (.259)



1.0 (.039)



CP METAL LEVER 4.0 (.157)



10.0 (.393) 15.0 (.590)



5.0 (.196)



CI INSULATED LEVER 5.0 (.196)



4.0 (.157) 1.0 (.039)



2.0 (.087)



1.8 (.070) 5.0



R0.4 2 PLCS.



1.2 (.047)



Resistance (Ohms) 1,000 2,000 5,000 10,000 20,000 50,000 100,000 200,000 500,000 1,000,000



10.0 (.393)



6.6 (.259)



1.0 (.039)



Rating Power Ratio (%)



DIMENSIONS:



Other styles available. ** Part numbers with dust covers must be mounted with screws to a panel to prevent issues with the dust cover during usage.



Standard Resistance Table



Derating Curve 100



How To Order



MM (INCHES)



Resistance Code 102 202 502 103 203 503 104 204 504 105



80 60 40 33 20 0



Optional Dust Cover 59 ± 0.5 (2.323 ± .020)



0



8.2 ± 0.2 (.323 ± .008)



10 20 30 40 50 60 70 80 90 100



Ambient Temperature (°C) NOTE: DUST COVER HAS ADHESIVE BACK.



*RoHS Directive 2002/95/EC Jan. 27, 2003 including annex and RoHS Recast 2011/65/EU June 8, 2011. Specifications are subject to change without notice. Customers should verify actual device performance in their specific applications.



T=



0.3 ± 0.1 (.0118 ± .004)



Applications ■ Audio/TV sets ■ Car radio ■ Amplifiers/mixers/drum machines/synthesizers ■ PCs/monitors ■ Appliances



PTA Series - Low Profile Slide Potentiometer Product Dimensions PTAxx44



PTAxx43



A



A 0.4 M2 x 2 PLCS. (.016)



B



B



M2 x



9.0 (.354)



9.0 (.354)



6.5 (.255) 5.5 (.216)



6.5 (.255) 5.5 (.216)



TRAVEL



4 PLCS. 1.5 ± 0.3 (.059 ± .012)



3.0 (.118) 3.5 (.137)



0.4 2 PLCS. (.016)



TRAVEL



1.2 (.047)



0.5 (.019)



C D



0.5 (.019)



C



3.0 (.118) 3.5 (.137)



D E



E DIA. 4 PLCS. 1.7 MIN. (.067) 1.2 MIN. (.047) 3 DIA. 3 PLCS.



E



3.5 (.137)



C



1



DIA. 4 PLCS. 1.7 MIN. (.067) 1.2 MIN. (.047) 3 DIA. 6 PLCS.



E



3.5 (.137)



C



1



2 2



1



3



2 8.4 (.330)



F



8.4 (.330)



D



DIMENSIONS:



Single Gang Dimensions



2.0 (.078)



D



MM (INCHES)



Dual Gang Dimensions



Model



A



B



C



D



E



Travel



Model



A



B



C



D



E



F



Travel



PTA1543



30 (3.18)



26 (1.02)



17.8 (.700)



20.2 (.795)



28.5 (1.12)



15 (.59)



PTA1544



30 (3.18)



26 (1.02)



17.8 (.700)



20.2 (.795)



28.5 (1.12)



18 (.708)



15 (.59)



PTA2043



35 (1.37)



31 (1.22)



22.8 (.897)



25.2 (.992)



33 (1.29)



20 (.787)



PTA2044



35 (1.37)



31 (1.22)



22.8 (.897)



25.2 (.992)



33 (1.29)



23 (.905)



20 (.787)



PTA3043



45 (1.77)



41 (1.61)



32.8 (1.29)



35.2 (1.38)



43.5 (1.71)



30 (1.18)



PTA3044



45 (1.77)



41 (1.61)



32.8 (1.29)



35.2 (1.38)



43.5 (1.71)



33 (1.29)



30 (1.18)



PTA4543



60 (2.36)



56 (2.20)



47.8 (1.88)



50.2 (1.97)



58.5 (2.30)



45 (1.77)



PTA4544



60 (2.36)



56 (2.20)



47.8 (1.88)



50.2 (1.97)



58.5 (2.30)



48 (1.88)



45 (1.77)



PTA6043



75 (2.95)



71 (2.79)



62.8 (2.47)



65.2 (2.56)



73.5 (2.89)



60 (2.36)



PTA6044



75 (2.95)



71 (2.79)



62.8 (2.47)



65.2 (2.56)



73.5 (2.89)



63 (2.48)



60 (2.36)



SINGLE GANG 2



1



DUAL GANG 2 3



SCHEMATIC



1



3



1



REV. 10/12 Specifications are subject to change without notice. Customers should verify actual device performance in their specific applications.
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SCHEMATIC
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VR-5000 Operating Manual 1 Front Panel Controls & Switches - TSF70 

This is the DC power supply connection for the VR-5000. Connect the Supplied PA- ...... Program the area mane (max 8 characters) using the DIAL knob and keypad, as descried previously ... to doze off listening to the radio. 1. Press the [F] key ...
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emission controls evaporative emission controls dbid 461f6 
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Barry controls 

mechanical shock and structure-borne noise. ... industries the parts to help with their sound ... HIGH DEFLECTION SHOCK AND VIBRATION ISOLATORS FOR ...
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Controls ome 

su interruptor de circuito en la FASE C, y el conductor BLANCO neutro al NEUTRAL. NOTA: Si este producto se instala en un sistema de 120/240V. (Fig.
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model av1st - Spartan Controls 

petit poinçon. d. Trouvez le joint statique de caoutchouc sur la surface de montage et déposez le boîtier inférieur sur le dessus du joint statique. Fixez la lumière ...
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Panel Ready.p65 

Top Rack. Silverware. Basket. Rinse Aid. Dispenser. Detergent. Dispenser. Lower Spray. Arm .... dishwasher, lock the dishwasher controls by pressing and ...










 


[image: alt]





Panel Discussion 

May 20, 2008 - The impediments to successful implementation of overload enforcement using high- speed WIM will be reviewed. There is recent progress with ...
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AT-7000 - Alpha Controls 

The red test lead of the transmitter should be connected to the hot wire of the circuit ... ground, the red LED on a transmitter will light up. ...... sobrerrango: â€œOLâ€�.










 


[image: alt]





Controls for Your Engine 

I have seen everything from engine controls taken off .... You'll get everything needed to bring out a mirror-like shine in ... For more accessories, visit us online.
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Installing Engine Controls 

engine, but what about mounting these controls in your project? First off, what length cable should you order? Length is critical for a threaded-end control since it ...
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Engine Controls - Driveability Diagnosis 

The pinpoint tests in the PC/ED Manual should ALWAYS be followed when ... C1.-Heated Oxygen Sensor (HO2S) Monitor - Information. - C2.-Heated Oxygen Sensor ... The HO2S Monitor evaluates both the upstream (Fuel Control) and ...
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Panel Ready.p65 

SANITIZE touchpad will turn white. This option heats the water temperature in the final rinse to 157Â°F (69.4Â°C) and maintains that temperature for 7 minutes.
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7435 Burner Controls LGB 

Jul 16, 2002 - In connection with the respective adapters, the LGB... burner ... produces peak leakage currents of 2.7 mA ... Never run detector cables together with other cables .... Detector resistance measurement with a jack of 4 mm diameter .....
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Installation Instructions - Spartan Controls 

Seller or its authorized representative, or if five years have elapsed from the date of shipment of the ... writing and received by Seller within thirty days after Buyer learns of the defect or such claim ... 7. Place the wire guard on the rubber was
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Powerplant Controls And Instruments 

flammable-fluid lines, under pres- sure, should have restrictions in- corporated into the line so that line failure will not permit large quantities of the fluid to be sup ...










 


[image: alt]





Pneumatic ... - Industrial Controls 

mier trou et un deuxiÃ¨me trou, Ã  25 mm (1 po) du pre- mier. Voir la Fig. 1. 2. Percer des trous pour des vis de montage n o 8, non fournies. REMARQUE : Dans le ...
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7435 Burner Controls LGB 

Jul 16, 2002 - Prerequisite is not only high quality heat-resistant insulation of the probe's ... make the following safety checks: ... lockout reset button with its integrated fault indication lamp. Type summary. The type references given below appl
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3TC7 Series - JB Controls 

6000 Amperes at 30VC. 120 VAC, 400 Hz Inductive. 120 VAC, 400 Hz Resistive. 30 VDC, Inductive. 30 VDC, Resistive. Mechanical, no load. 10 G's. 30 G's peak.
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Screwless-WallPlate_Instructions - Home Controls 

Avertissement:DÃ©connecter l'alimentation Ã©lectrique avant d'installer ou de retirer ce dispositif ! Risque d'Ã©lectrocution ! Advertencia: Antes de instalar o remover ...
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model av1st - Spartan Controls 

DespuÃ©s de la instalaciÃ³n, revise el sistema de iluminaciÃ³n elÃ©ctrica para verificar que se encuentra funcionando correctamente. â€¢ DespuÃ©s de completar la verificaciÃ³n, entregue una copia de estas instrucciones a todo el plantel de operarios 
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Hot Water Controls - Emerson 

recommendations should be observed. When used to control the temperature of a vat or tank, locate the control bulb in a place representative of the average tempera- ture. Make certain that the fluid being controlled is not injurious to the copper ele
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Pneumatic ... - Industrial Controls 

obtained locally. NOTE: The RP418 and RP818 are functional replacements for the RP417 and RP817. Note the difference in location of ports 1 and 2. 2-3/4. (71). 3-3/4 .... 96 (3-3/4). RP418A, C ET RP818A. 42 (1-5/8). RP418B; RP818B. 25 (1). 16 (5/8). 
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instruments and controls 

position, P.T.O. control lever is in neutral position, ... When the ambient temperature is OÂ°C or below revise ..... Most accidents can be eliminated by simple.
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Quick Setup Guide - ALPS Controls 

Item Field. Description. APPLICATION MODE. Select the control application mode. PWM = Hydronic Pulse Width Modulation. BOIL = Hydronic boiler heats snow melting system. MIX = Hydronic mixing valve or injection pump heats snow melting system. ELEC = E
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