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Changes or modifications not expressly approved by Bosch Security Systems, Inc. can void the user’s authority to operate the equipment. UL/C-UL Use only a Listed Class 2 limited-power source. Standby power: The Listed control unit or a Listed burglary power supply must provide 4 hours of standby power. Install the unit in accordance with National Electrical Code NFPA 70 and Part 1 of the Canadian Electrical code CSA C22.1. Models ISC-CDL1-W15H & ISC-CDL1-W15K are not UL or C-UL Listed. FCC This device complies with part 15 of the FCC Rules. and Industry Canada licence-exempt RSS standard(s). Operation is subject to the following two conditions: (1) this device may not cause interference, and (2) this device must accept any interference, including interference that may cause undesired operation of the device.



Test yearly



2,3m - 2,75 m



Le présent appareil est conforme aux CNR d’Industrie Canada applicables aux appareils radio exempts de licence. L’exploitation est autorisée aux deux conditions suivantes : (1) l’appareil ne doit pas produire de brouillage, et (2) l’utilisateur de l’appareil doit accepter tout brouillage radioélectrique subi, même si le brouillage est susceptible d’en compromettre le fonctionnement.



a type and maximum (or lesser) gain approved for the transmitter by Industry Canada. To reduce potential radio interference to other users, the antenna type and its gain should be so chosen that the equivalent isotropically radiated power (e.i.r.p.) is not more than that necessary for successful communication.



Optional Brackets: B328, B338, B335 A mounting bracket can reduce the detector’s range and create dead zones. Not investigated by UL. Not EN50131 compliant. La certificazione IMQ decade nel caso di installazione del rilevatore con gli snodi opzionali.



Conformément à la réglementation d’Industrie Canada, le présent émetteur radio peut fonctionner avec une antenne d’un type et d’un gain maximal (ou inférieur) approuvé pour l’émetteur par Industrie Canada. Dans le but de réduire les risques de brouillage radioélectrique à l’intention des autres utilisateurs, il faut choisir le type d’antenne et son gain de sorte que la puissance isotrope rayonnée équivalente (p.i.r.e.) ne dépasse pas l’intensité nécessaire à l’établissement d’une communication satisfaisante.



This product is intended for use in the following countries within the European Union and in other countries outside the European Union: ISC-CDL1-W15G (10.525 GHz): Austria, Belgium, Denmark, Finland, Greece, Italy, Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden. ISC-CDL1-W15H (10.588 GHz): France, United Kingdom ISC-CDL1-W15K (9.35 GHz): Germany



Under Industry Canada regulations, this radio transmitter may only operate using an antenna of



(7.5 ft - 9 ft)



1 | Unlock and open



2 | Surface mount



3 | Bracket mount (optional) =
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4 | Terminal block removal



5 | Wire knock-out options



6 | Leveling 1
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7 | Wiring



7b | Double EOL resistors



7a | Single EOL resistor
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7c | No EOL resistors



9 | Look-down feature



8 | DIP switches



10a | Walk test 1
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10b | Microwave adjustment



10c | Repeat walk test
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11 | Certifications



12 | Specifications



Region



Agency



Certification



US



FCC



FCC Part 15 Class B



UL



-W15G: Intrusion Detection Unit Type: S



Canada Europe



France



CUL



-W15G: Intrusion Detection Unit Type: S



IC



1249A-CDL1



CENELEC



EN 50131-2-4 EN 50130-5 Environmental Class II, Grade 2 / IP41 / IK04 (EN60529, EN 62262)



AFNOR/ CNPP



NF&A2P (ISC-CDL1-W15H seulement) ISC-CDL1-WA15H Cert # xxxxxxxxxxxx RTC 50131-2-4 NF-324-H58 2 boucliers – 110P2 AFNOR Certification: www.afnor.org CNPP Cert.: www.cnpp.com Autosurveillance à l’ouverture Immunité champ magnétique



Germany



VdS



VdS Gxxxxxx Class B 2110EN Enviromental Class 2



Belgium



ANPI/ INCERT



INCERT B-509-00xx/a: (ISC-CDL1-W15G)



Australia



ACMA



RCM



Voltage (operating)



9 to 15 VDC, 9-15 V 9-15 Vcc de 10 à 15 mA @ 12 Vcc en veille/en alarme, source limitée en puissance, ondulation résiduelle 1 V.



Current (maximum)
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Instruction Manual - wall mount bracket - CVE 

Jouspevdujpo! FÃ©licitations ! Bienvenue dans la famille Cerwin-Vega ! Vous venez de rejoindre un groupe de professionnels de l'audio en pleine croissance qui ...
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clevis bracket 

interfere with tail pipe when vehicle is lifted. (5) Turn ... avoid component damage, a wheel-lift towing vehi- ...... (2) Drill a shallow hole into soft steel axle bearing.
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2nd Grade Bracket 3rd Grade Bracket 

2nd Grade Bracket. 3rd Grade Bracket. LWE G2/3. CWE. LWE. IHE. Championship Match. Arena 10:45. Mar 9. G1. Aux 2. 8:30. Mar 9. G2. Aux 2. 9:15. ABE 2/3.
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19207731 bracket frame rail bracket suspension control arm bracket dbid 2sjsw 
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GRILL OUT® HANDLE LIGHT [A] Bracket [B] Bracket 

Do not mix old and new batteries or different types of batteries (standard, alkaline or ... for your country. If you do not have internet access, contact your dealer for ...
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GRILL OUT® HANDLE LIGHT [A] Bracket [B] Bracket - Weber 

Customer Service Representative in your area or log onto www.weber.com® ..... utilisation abusive ou incorrecte, une modification, une application incorrecte, ...
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Universal Slider Bracket - Torrco 

24110 South Peculiar Drive. Peculiar, Missouri 64078. P 1.800.821.3944. F 1.800.758.5950. Clamp Size I.D.. TamaÃ±o de abrazadera (D.I.). Taille de bride (D.I.).
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single-elimination-bracket 

4 Celtics 2 stripes. 37. Thur Feb 18 5:45. Thunder. 29 sbec aux n. Tue Feb 16 7:00. Celtics. 10 sbec aux s. 5 Bobcats 3 stars. 18. [42]. Sat Feb 20 10:30. Kings.
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Universal Slider Bracket - Torrco 

Support. STEP 1 - Bend tabs and expand bracket ... Attach tabs flush or inside studs or joists. Fije las lengüetas a ras o dentro de los montantes o las viguetas.
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Mounting Bracket Inlets - NuTone 

up from finished floor level. (Height ... flanged fitting and inlet seal to back of inlet. 5. Replace ... Guide excess wire back through the hole in inlet bracket and.
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Universal Slider Bracket - Torrco 

para separar y organizar las tuberías. Patte murale - Utiliser pour espacer et organiser les tuyaux. Flexibility - Bracket multiple size tube and pipe between joists.
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Print - B126 Bracket - NSAA Page 

18 fÃ©vr. 2012 - Dec 4-1. Teten, SYR 343. Dec 7-0. Lienemann,. NORR. Dec 4-1. Hernandez,. LEX. H295. Bryce Rolenc (B3 2nd) 26. SEW, 24-9, 12. Rolenc ...
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Canopy Mount 

May 28, 1999 - The challenge is to attain ade- quate rigidity with as .... waviness 90 degrees to the curvature of the bend. .... rollers engage the channels in the.
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Mount Gundabad 

Co. Constitution (RM and MERP). Em. Empathy (RM). Ig. Intelligence (MERP). It(In). Intuition ..... AGILITY: dexterity, deftness, manual skill, adroitness, maneu- vering ability ...... garrison of Weathertop, a prize which the King of Arthedain would 
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Mount Yimsha 

There are three more floors above, with sleeping ... carpet or some other such spell â€“ or brave the climb to ... Most of the handholds are a sure path to death.
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2017 Massillon Freshman Tournament Bracket 

15 fÃ©vr. 2017 - LCC. 2nd seed. 9th Place Game. 5th Place Game. 3rd Place Game. Loser (G-7). Loser (G-5). Loser (G-9). 2/16/2017. 2/18/2017. 2/18/2017.
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A) When securing mounting bracket - Kichler Lighting 

30 sept. 2005 - 1) Secure mounting bracket to surface. Use the stainless steel screws provided (Never copper.) A). When securing mounting bracket to a vertical surface be sure that slot on mounting bracket is facing downward. B). When securing mounti
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How To InstallInside Mount 

a la medida del cliente segÃºn sus especificaciones personales con los mÃ¡s altos estÃ¡ndares de calidad y trabajo artesanal. Nosotros tenemos la confianza que ...
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mount 4846 - Hinkley Lighting 

H. 1. T. A. TAIL 1. NOT. T. 2. y. - n el. TALLE 1. 3. la. A. V rou de. V. TAIL 1. é de. DRAWING 2. DRAWING 3. DRAWING 4. Replace support plate (R) removed ...
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Beirut & Mount Lebanon - data.unhcr.org 

Maad. Baabda. 1,648. Mchaa Faraya. Charoun. 47. Aanout. 429. Ras El Matn. 215. Qartaba. 133. Nahr Ed-Dahab. Aabadiye. 160. Bater. 215. Beit Meri. 252. Hsoun. Maasser Ech-Chouf. 38. Qornayel. 268. Naame. 5,266. Aalmat Ej-Jnoubiye. Michmich Jbayl. 3. B
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Wall Safe (Mount) 

At the top of the dial ring an index is provided for normal dialing and opening. At the side of the ... (e.g. 32-74-14). For maximum security, DO NOT use numbers.
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Wall Safe (Mount) 

Un (1) crayon ou un stylo. Une (1) scie à chantourner. Une (1) clef à cliquet de 12,7 mm avec extension. Quatre (4) vis pour bois. (fournies) de 7,94 mm de.
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Mount Olympus - Berliner Festspiele 

5 juil. 2015 - 10.4 V for victory / V Chorus gives head. 10.5 Yoghurtmen spoilt by the Gods. 10.6 Electra's desire and Orestes planting knifes. Electra: “Mijn ...
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Wall Safe (Mount) 

Safes are designed to fit between 16" (40.64cm). O.C. wall joists. NOTE: Be aware of any electrical outlets before beginning to cut. 2. Use included sketches (see.
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