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brake pedal - CapHector

BRAKE PEDAL. 1023. Author : Date : 2002 ECHO (RM884U). BRAKE PEDAL. ON-VEHICLE INSPECTION. 1. CHECK PEDAL HEIGHT. Pedal height from dash ... 
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BR-6 BRAKE



-



BRAKE PEDAL



BRAKE PEDAL



Stop Light Switch



BR0RB-07



ON-VEHICLE INSPECTION



Push Rod



1.



Pedal Height R12354



CHECK PEDAL HEIGHT Pedal height from dash panel: 124.3 - 134.3 mm (4.894 - 5.287 in.) If the pedal height is incorrect, adjust it. 2. IF NECESSARY, ADJUST PEDAL HEIGHT (a) Disconnect the connector from the stop light switch. (b) Loosen the stop light switch lock nut and remove the stop light switch. (c) Loosen the push rod lock nut. (d) Adjust the pedal height by turning the pedal push rod. (e) Tighten the push rod lock nut. Torque: 26 N·m (260 kgf·cm, 20 ft·lbf) (f) Install the stop light switch. (g) Connect the connector to the stop light switch. (h) Push the brake pedal in 5 - 15 mm (0.20 - 0.59 in.), turn the stop light switch to lock the nut in the position where the stop light goes off. (i) Push the brake pedal in 5 - 15 mm (0.20 - 0.59 in.), check that stop light lights up. (j) After adjusting the pedal height, check the pedal free play.



3. (a)



CHECK PEDAL FREE PLAY Stop the engine and depress the brake pedal several times until there is no more vacuum left in the booster. (b) Push in the pedal by hand until the resistance begins to be felt, then measure the distance, as shown. Pedal free play: 1 - 3 mm (0.04 - 0.12 in.) If incorrect, check the stop light switch clearance. If the clearance is OK, then troubleshoot the brake system. Stop light switch clearance: 0.5 - 2.4 mm (0.020 - 0.094 in.)



Pedal Free Play R12355



2002 ECHO (RM884U)



Author:



Date:



1023



BR-7 BRAKE



Pedal Reserve Distance



BR4228



-



BRAKE PEDAL



4. CHECK PEDAL RESERVE DISTANCE Release the parking brake lever. With the engine running, depress the pedal and measure the pedal reserve distance, as shown. Pedal reserve distance from dash panel at 490 N (50 kgf, 110.2 lbf): More than 48 mm (1.89 in.) If the reserve distance is incorrect, troubleshoot the brake system.
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clutch pedal - CapHector 

CHECK THAT PEDAL FREE PLAY AND PUSH ROD. PLAY ARE CORRECT. (a) Push in on the pedal until the beginning of clutch resis- tance is felt. Pedal free ...
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Convertible Brake, Rudder Pedal 

rangement shown in Fig. 2. This system was based on using a conversion of the existing pedals. By using a ... and the last one looked like the answer. In essence, ... in Figure 3. The ribbed rubber pads shown were part of a bicycle pedal.
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parking brake lever - CapHector 

If incorrect, adjust the parking brake. 2. IF NECESSARY, ADJUST PARKING BRAKE. HINT: Before adjusting the parking brake, make sure that the rear.
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Rear Drum Brake: Removal (Echo) - CapHector 

REAR DRUM BRAKE. BR-29. 1046. Author : Date : 2002 ECHO (RM884U). (2) Using SST, remove the cup, shoe hold-down spring and pin. SST. 09718-00010.
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PEDAL ASSEMBLY.pdf 

35 40 ACCELERATOR PEDAL ACTUATION. ACCELERATOR PEDAL ACTUATION - TIGHTENING TORQUES - (1AZ). 35 31 CLUTCH PEDAL AND LINKAGE.
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cubo pedal 12 litros 

Sonia S.A se reserva el derecho de realizar cualquier cambio sin previo aviso. Sonia S.A has the right to make changes without notice. Sonia S.A se réserve le ...
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pedal car 

vous avez besoin du matÃ©riel de vissage correspondant, ceci doit Ãªtre indiquÃ© par le ... matÃ©riel de vissageÂ» lors de la commande des piÃ¨ces de rechange.
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inspection - CapHector 

Inspect the disassembled parts for wear, rust or damage. 2. MEASURE BRAKE SHOE LINING THICKNESS. Using a ruler, measure the shoe lining thickness.
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inspection - CapHector 

I12354. LOCK. UNLOCK. BE-68. -. BODY ELECTRICAL. POWER DOOR LOCK CONTROL SYSTEM. 1272. Author : Date : 2002 ECHO (RM884U). INSPECTION.
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reassembly - CapHector 

(b) Install the coil spring to the shock absorber. HINT: Fit the lower end of the coil spring into the gap of the spring low- er seat. (c) Install the upper insulator with ...
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installation - CapHector 

When installing the front seat outer belt, take care that the wiring does not interfere with other parts and is not pinched between other parts. 1. INSTALL FRONT ...
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installation - CapHector 

INSTALLATION. 1. INSTALL ELECTRIC COOLING FAN TO RADIATOR. Install the cooling fan with the 3 bolts. Torque: 7.5 NÂ·m (80 kgfÂ·cm, 66 in.Â·lbf). 2. INSTALL ...
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removal - CapHector 

BO-76. -. BODY. INSTRUMENT PANEL. 1396. Author : Date : 2002 ECHO (RM884U). REMOVAL. 1. REMOVE FRONT DOOR SCUFF PLATE. (a) Insert a ...
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inspection - CapHector 

(a) Fasten the front seat belts. (b) Drive the car at 10 mph (16 km/h) and slam on the brakes. Check that the belt locks and cannot be extended at this time. HINT:.
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reassembly - CapHector 

NOTICE: Be careful not to damage the serrations. (c) Install the spacer. (d) Coat a new oil seal lip with molybdenum disulfide lithium base grease. (e) Using SST ...
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disassembly - CapHector 

ROLLER BEARING, SPACER AND SYNCHRONIZER. RING FROM INPUT SHAFT. (a) Using SST and a press, remove the rear ball bearing and. 4th gear. SST.
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installation - CapHector 

INSTALLATION. 1. INSTALL WASHER NOZZLES. (a) Install the washer nozzles to the hood. (b) Connect the washer hoses. 2. INSTALL OUTER FRONT COWL ...
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installation - CapHector 

(c) Install the suspension member with the 4 bolts. Torque: Bolt A: 70 NÂ·m (715 kgfÂ·cm, 52 ftÂ·lbf). Bolt B: 116 NÂ·m (1,185 kgfÂ·cm, 86 ftÂ·lbf). 3. Power steering:.
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inspection - CapHector 

(On vehicle). Injector. SF09K-07. S05359. Fuel Tube Connector ... INSPECTION. 1. INSPECT INJECTOR INSPECTION. CAUTION: Keep injector clear of sparks ...
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sustain pedal (foot switch) AWS 

the ld systems sp1 sustain pedal is designed to work and feel just like the sustain pedal of an acoustic piano. this high- quality pedal features a polarity switch to ... la pÃ©dale de sustain ld systems sp1 est conÃ§ue pour fonctionner et pour donne
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disassembly - CapHector 

EM-63. 677. Author : Date : 2002 ECHO (RM884U). DISASSEMBLY. 1. M/T: REMOVE FLYWHEEL. 2. A/T: ... 0.36 mm (0.0142 in.) If the thrust clearance is greater than maximum, replace the ... 1ST 15 NÂ·m (150 kgfÂ·cm, 11 ftÂ·lbf). 2ND Turn 90 Â°.
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disassembly - CapHector 

REMOVE MAGNETIC SWITCH ... (b) Remove the 2 nuts holding the magnetic switch to the ... Remove the plate, 3 planetary gears and plate washer. 7.
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adjustment - CapHector 

ADJUSTMENT. 1. ADJUST DOOR IN FORWARD/ REARWARD AND VER-. TICAL DIRECTIONS. (a) Remove the front and rear door scuff plates. (b) Remove ...
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installation - CapHector 

CONNECT DISCHARGE AND SUCTION HOSES FROM. COMPRESSOR. (a) Lubricate 2 new O-rings with compressor oil and install them to the both hoses.
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