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Bridle lengths - Para2000

1776. 549. 937. 578. 765 r 17.5. 440. 18. 536. 559. 584 r 19. 336. 723. 2582. 21. 1157. 1162. 4508. 1248 r 20.5. 281. Size S red = loop on maillon. 7. Technical ... 
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7. Technical



data



Bridle lengths Size S Rib



A-lines



2



1419



4



1387



7



589



8



555



10



506



11



545



13



568



14



512



16



623



17



541



B-lines 4980



1406



C-lines 4917



1373 581 1257



4532



546



541



4608



496 3700



1776



18



536



559



21



1157



1162



789



660



1278



4456



665



D-lines



Rib



Brakes



781



r3



940



759



r 4.5



804



r6



752



734



r 7.5



743



685 1312



567 1116



600 549



687



4953



623 1175



560 1979



800



700 1120



494 1300



707



498 4553



950



608



4846 765



1204



1164



2116



878



2288



r 9.5



740



r 11



656



r 12.5



615



r 14



671



894



r 16



484



687



r 17.5



440



937



578 584



r 19



336



4508



1248



r 20.5



281



723



2778



2582



red = loop on maillon
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Line lengths - Para2000 

7545. 7700. 7910. 7. 7545. 7525. 7485. 7630. 7860. 8. 7570. 7555. 7515. 7640. 7975. 9. 7370. 7335. 6970. 7855. 1. 0. 7320. 7285. 7805. 1. 1. 7235. 7215. 7855.
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Line lengths King M Triple Seven King M - Para2000 

Line lengths King M Triple Seven King M. Lines Length (mm). LINE CHECK. First galle ry a1. 7. 187 c1. 7. 186. Lines A mm. Lines B mm. Lines C mm. Lines C.
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Line lengths King M Triple Seven King M - Para2000 

1170. 1b3. 1146. 1c3. 924. 1br3. 887 b9. 6526 br5. 7309. 1a4. 1064. 1b4. 1051. 1c4. 827. 1br4. 809 b. 10. 6428 br6. 7. 131. 1a5. 1459. 1b5. 1493. 1c5. 1046.
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Line lengths D-light M Line lengths D-light L - Para2000 

811 a9. 6127 c9 6106 a8. 1130 b8. 1023 c8. 1154 d8. 1212 br8. 734 a10 6046 c10 6025 a9. 1093 b9. 1006 c9. 1086 d9. 965 a11 5982 c11 5957 a10. 1012 b10.
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26 Version 2.2, November 2016 Line layout and lengths ... - Para2000 

26. Version 2.2, November 2016. Line layout and lengths. Size M. A. B. C. D. K a1. 883 b1. 873 c1. 878 d1. 927 k1. 1749 a2. 833 b2. 821 c2. 826 d2. 873 k2.
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28 Version 2.2, November 2016 Line layout and lengths ... - Para2000 

897 b6. 886 c6. 891 d6. 1016 k6. 1596 a7. 871 b7. 859 c7. 864 d7. 906 k7. 838 a8. 913 b8. 908 c8. 914 d8. 944 k8. 838 a9. 1468 b9. 1348 c9. 1367 d9. 1378 k9.
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Line layout and lengths 

Page 1. 24. Version 2.2, November 2016. Line layout and lengths. Line layout and lengths.
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collapsible pilot chute installation, operation & bridle routing 

Feb 12, 2015 - grommet in the top of your main bag. The bridle should ... before you begin packing, and check ... While closing the container, ensure that the ...
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gm transmission lengths dbid 40113 
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Break away cable lengths - United Parachute Technologies 

Deland, August 15th 2016. To: Whom it may concern. Re: Break away cable lengths â€“ UPT Vector sport containers. In order to ensure a uniform configuration on ...
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lengths silver strand 1 steph campbell pdf 

Read Online Now lengths silver strand 1 steph campbell Ebook PDF at our Library. Get lengths silver strand 1 steph campbell PDF file for free from our online ...
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CONCOURS HAIR EXPERTISE DREAM LENGTHS DE 

13 aoÃ»t 2018 - Le concours Hair Expertise Dream Lengths est commanditÃ© par L'ORÃ‰AL PARIS CANADA, une division de L'OrÃ©al Canada Inc. Le concours ...
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Tail Pocket and Retractable Bridle Instructions - Performance Designs 

2) Make a single line stow in the band inside the cavity formed between the canopy and tail pocket as shown. 3) Place the first stow inside the cavity.
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Scientists Bridle at Lecture Plan for Dalai Lama - PsiLand 

Oct 19, 2005 - Carnaval in the. Dominican Republic. An Arab-American ... of Arizona who invited the Dalai Lama to speak last February. "That's not the way it's.
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New Method of Assessing Cycle Lengths in Human Atrial Fibrillation 

New Method of Assessing Cycle Lengths in Human Atrial Fibrillation. Adam Quotb 1, Guillaume Attuel 1 .... Programme (FP7/2007-2013) under Grant Agreement.
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squidsÂ® connectors series tool tails: web lengths - Abatix 

In no event shall Tenacious Holdings,. Inc. be liable for any direct, indirect, punitive, incidental, special, or consequential damages arising out of or associated ...
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Page 1 MISSES"SKIRT IN FIVELENGTHS: Skirt infive lengths have 

back d'arts, back zipper, faced Waist and optional Carriers, Skirt A, B and. Chave back Went. 383. 5 PIECES. SUGGESTED FABRICS: Cotton and Cotton Blends â€¢ Linen Blends â€¢ Wool Crepe â€¢. Gabardine â€¢ Lightweight Woolens - Wool Blends â€¢ Syntheti
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zefira - Para2000 

launch characteristics of the glider. The line .... As this is not a training manual we will not try to teach you launching techniques. ... The ZEFIRA has very good launch behaviour in no wind conditions. ..... then inflated with air for a flotation 
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Ascent3 - Para2000 

1. Owner's Manual and Service Booklet. Serial Number: ... may be changed without prior notice. No part of these documents may be copied or transmitted for any purpose in any manner or by any means .... Speed system . ...... the very high standards we
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nucleonxx - Para2000 

Ill-adjusted steering lines may cause you to misinterpret the canopy's ..... PVC tube rigid plastic rod. The most soft handle is obtained when no insertion is used.
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Voyager - Para2000 

every paraglider the Voyager Biplace has itÂ´s own characteristics. .... M and the Voyager Biplace S (for tandem-flights) have got a Trimmersystem at the D-. Riser.
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Instinct - Para2000 

protection (helmet with chin protection, boots, gloves and an overall). Flying With .... increasing speed when crossing a downwind or during headwind. This type ...
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Service - Para2000 

Never use flammable products. rePair: All repairs must be carried out by the manufacturer or by an authorised skywalk-Service-Centre. Amateur repairs can ...
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futura - Para2000 

(41x2)+6 (42x2)+6 (45x2)+6 (48x2)+6 .... 6. TRIMMING. The Futura has fixed v-fines which combine the best glide angle and best launch ...... P1111()R141\NCI.
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