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One Wireless-G Broadband Router One Power Adapter One Ethernet Network Cable One Setup CD-ROM with User Guide and Norton Internet Security • One Quick Installation
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Before you begin, make sure that you have the setup information for your specific type of Internet connection. The installation technician from your ISP should have left this information with you after installing your broadband connection. If not, you can call your ISP to request the settings.



G H



Make sure that all of your network’s hardware is powered off, including the Router, PCs, and cable or DSL modem.



I



Connect one end of an Ethernet network cable to one of the ports (labeled 1-4) on the back of the Router, and the other end to an Ethernet port on a PC. Repeat this step to connect additional PCs or other network devices to the Router.



C



Connect a different Ethernet network cable from your cable or DSL modem to the Internet port on the Router’s back panel. This is the only port that will work for your modem connection.



For Windows 98, Millennium, and XP using the default interface, refer to the User Guide on the Setup CD-ROM or your Windows documentation.



Power on the following devices in this order: cable or DSL modem, Router, and PCs. Connect the AC Power Adapter to the Power port and the other end into an electrical outlet. Make sure the Power and Internet LEDs on the front panel light up green. The Power LED will flash green for a few seconds when the Router goes through its selfdiagnostic test. This LED will stay solid when the self-test is complete. If it does not stop flashing, refer to “Appendix A: Troubleshooting” of the User Guide on the Setup CD-ROM.



G IMPORTANT: Make sure to use



The following instructions apply only to Windows 2000 or XP using the Classic interface (in which the icons and menus look like previous Windows versions).



A



the power adapter that is supplied with the Router. Use of a different power adapter could damage the Router.
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Proceed to Step 2.
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Click the Start button. Select Settings and click the Control Panel icon. Double-click the Network and Dial-up Connections icon. Select the Local Area Connection icon for the applicable Ethernet adapter (usually it is the first Local Area Connection listed). Double-click the Local Area Connection. Click the Properties button. Make sure the box next to Internet Protocol (TCP/IP) is checked. Highlight Internet Protocol (TCP/ IP), and click the Properties button. Select Obtain an IP address automatically. Once the new window appears, click the OK button. Click the OK button again to complete the PC configuration, then restart your computer. Proceed to Step 3.



Model No. Model No. WRT54G-EU



NOTE: Before setting up the Router, make sure your PCs are configured to obtain an IP (or TCP/IP) address automatically from the Router.
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Configure the Broadband Router Internet Configuration Type



These instructions will show you how to configure the Router. You only need to configure the Router once using any computer you have set up.
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Open your web browser. Enter http://192.168.1.1 in its Address field. Press the Enter key. A password request screen will appear. Leave the User Name field empty, and enter the default password, admin, in lowercase letters in the Password field. (For added security, you should later set a new password, using the Administration tab’s Management screen of the web-based utility). Then click the OK button.



Automatic Configuration - DHCP: If you are connecting through DHCP or a dynamic IP address from your ISP, keep this default setting.(D1) Static IP: If your ISP assigns you a static IP address, select Static IP from the drop-down menu. Complete the Internet IP Address, Subnet Mask, Gateway, and DNS fields. You need to enter at least one DNS address. (D2)



A



PPPoE: If you are connecting through PPPoE, select PPPoE from the drop-down menu. Complete the User Name and Password fields. (D3)



B



PPTP: If you are connecting through PPTP, select PPTP from the drop-down menu. Complete the Internet IP Address, Subnet Mask, and Gateway fields. Then complete the User Name and Password fields. (D4)



The web-based utility will appear with the Setup tab selected. If requested by your ISP (usually cable ISPs), complete the Host Name and Domain Name fields. Otherwise, leave them blank.
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For the Configuration Type setting, four connections types are offered through the dropdown menu. Each Setup screen and available features will differ depending on which connection type you select.
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Select the Wireless Network Mode:



Mixed: If you have Wireless-G and 802.11b devices in your network, then keep the default setting, Mixed. G-Only: If you have only Wireless-G devices, select G-Only.
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B-Only: If you have only Wireless-B devices, select B-Only. Disable: If you want to disable wireless networking, select Disable.
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When you are finished entering your Internet connection settings, click the Save Settings button to save your changes. To configure the Router for your wireless network, select the Wireless Tab’s Basic Wireless Settings screen.



list provided to correspond with your network settings. All devices in your wireless network must be broadcast on the same channel in order to function correctly.
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Wireless Network Name (SSID). The SSID is the network name shared among all points in a wireless network. The SSID must be identical for all points in the wireless network. It is case-sensitive and must not exceed 32 characters (use any of the characters on the keyboard). Make sure this setting is the same for all points in your wireless network. For added security, you should change the default SSID (linksys) to a unique name. Wireless Channel. Select the appropriate channel from the
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Wireless SSID Broadcast. When wireless clients survey the local area for wireless networks to associate with, they will detect the SSID broadcast by the Router. To broadcast the Router's SSID, keep the default setting, Enable. If you do not want to broadcast the Router's SSID, then select Disable.



NOTE: For more advanced settings and security options, refer to the User Guide on the Setup CD-ROM.
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Change these settings as described here and click the Save Settings button to apply your changes. Restart your computer. Test the setup by opening your web browser from any computer and entering http://www.linksys.com/registration.



Congratulations! The installation of Wireless-G Broadband Router is complete.



For additional information or troubleshooting help, refer to the User Guide on the Setup CDROM or the Technical Support Insert. You can also e-mail for further support. E-mail Support United Kingdom and Ireland [email protected] Latin America [email protected] Website http://www.linksys.com/international Linksys is a registered trademark or trademark of Cisco Systems, Inc. and/or its affiliates in the U.S. and certain other countries. Copyright © 2003 Cisco Systems, Inc. All rights reserved. WRT54G-EU_V1.1-QI-30820NC JL
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Un routeur à haut débit sans fil G Un adaptateur électrique Un câble de catégorie 5 pour réseau Ethernet Le CD-ROM d’installation contenant le guide de l’utilisateur et Norton Internet Security • Un guide d’installation rapide
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Model No. Modèle WRT54G-FR



Installation rapide



Connexion du routeur à haut débit sans fil G F



Avant de commencer, vérifiez que vous disposez des paramètres de configuration propres à votre type de connexion Internet. Le technicien de votre fournisseur d’accès Internet doit vous avoir communiqué ces données après avoir installé votre connexion haut débit. Dans le cas contraire, appelez votre fournisseur d’accès Internet pour les lui demander.
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Vérifiez que tous les périphériques de votre réseau sont hors tension, y compris le routeur, les PC et le modem câble ou DSL.



Connectez l’adaptateur de courant au routeur, puis branchez-le sur une prise de courant. Vérifiez que les voyants Power et Internet situés sur le panneau avant s’illuminent en vert.



G REMARQUE : Veillez à utiliser l’adaptateur électrique fourni avec le routeur. L’utilisation d’un autre adaptateur électrique pourrait endommager le routeur.
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REMARQUE :Avant de configurer le routeur, vérifiez que vos PC sont configurés pour que le routeur leur attribue automatiquement une adresse IP (ou TCP/IP).



Les consignes suivantes s’appliquent uniquement sous Windows 2000 ou XP en mode classique (c’est-à-dire lorsque les icônes et menus de l’interface ressemblent aux versions précédentes de Windows).



B



Reliez votre modem câble ou DSL au port Internet situé sur le panneau arrière du routeur au moyen d’un autre câble réseau Ethernet. Il s’agit du seul port compatible avec votre connexion modem.



Configuration des PC



Si l’interface par défaut est utilisée sous Windows 98, Millennium et XP, reportez-vous au Guide de l’utilisateur figurant sur le CDROM d’installation ou à la documentation de Windows.



Mettez sous tension les périphériques ci-après dans l’ordre suivant : modem câble ou DSL, routeur et ordinateurs.



Passez à l’étape 2.



Reliez une extrémité d’un câble réseau Ethernet à l’un des ports LAN (numérotés de 1 à 4) situés sur le panneau arrière du routeur et l’autre extrémité au port Ethernet d’un PC. Procédez de même pour relier d’autres PC ou périphériques réseau au routeur.
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Cliquez sur le bouton Démarrer. Sélectionnez Paramètres, puis cliquez sur l’icône Panneau de configuration. Cliquez deux fois sur l’icône Connexions réseau et accès à distance. Sélectionnez l’icône Connexion au réseau local pour l’adaptateur Ethernet utilisé (il s’agit généralement de la première connexion au réseau local répertoriée). Cliquez deux fois sur Connexion au réseau local. Cliquez sur le bouton Propriétés. Vérifiez que la case en regard de Protocole Internet (TCP/IP) est cochée. Mettez Protocole Internet (TCP/IP) en surbrillance, puis cliquez sur le bouton Propriétés.
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Sélectionnez Obtenir une adresse IP automatiquement. Lorsque la nouvelle fenêtre apparaît, cliquez sur le bouton OK. Cliquez de nouveau sur le bouton OK pour terminer la configuration du PC. Redémarrez votre ordinateur. Passez à l’étape 3.
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Configuration du routeur à haut débit sans fil G
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Ouvrez votre navigateur Web. Entrez http://192.168.1.1 dans le champ Address (Adresse). Appuyez sur la touche Entrée. La fenêtre Enter Network Password (Saisie du mot de passe réseau) apparaît. Ne rien indiquer dans pas le champ User Name (Nom d’utilisateur) saisissez le mot de passe par défaut, admin, en minuscules dans le champ Password (Mot de passe). (Pour optimiser la sécurité, vous devrez remplacer ultérieurement le mot de passe par défaut par un mot de passe personnalisé par le biais de l’onglet Administration de l’utilitaire basé sur le Web.) Cliquez sur le bouton OK.



Automatic Configuration - DHCP (Configuration automatique - DHCP) : si vous vous connectez à votre fournisseur d’accès Internet au moyen d’une adresse DHCP ou IP dynamique, ne modifiez pas la configuration par défaut de ce paramètre. (D1)
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Static IP (IP statique) : si votre fournisseur d’accès Internet vous attribue une adresse IP statique, sélectionnez Static IP (IP statique) dans le menu déroulant. Complétez les champs Internet IP Address (Adresse IP Internet), Subnet Mask (Masque de sous-réseau), Default Gateway (Passerelle par défaut) et DNS. Vous devez saisir au moins une adresse DNS. (D2) PPPoE: si vous vous connectez via le protocole PPPoE, sélectionnez PPPoE dans le menu déroulant. Renseignez les champs User Name (Nom d’utilisateur) et Password (Mot de passe). (D3)



B



L’utilitaire basé sur le Web apparaît et son onglet Setup (Configuration) est sélectionné. Si ces informations sont requises par votre fournisseur d’accès Internet (généralement il s’agit des fournisseurs d’accès via le câble), renseignez les champs Host Name (Nom de l’hôte) et Domain Name (Nom de domaine). Dans le cas contraire, laissez ces champs vides. Quatre types de connexion sont proposés dans un menu déroulant pour configurer le paramètre Configuration Type (Type de configuration). Les écrans d’installation et les options disponibles varient selon le type de connexion sélectionné. Model No.
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Type de configuration Internet



Ces instructions vous expliquent comment configurer le routeur. Il vous suffit de configurer le routeur une seule fois à l’aide de tout ordinateur que vous avez configuré.



PPTP: si vous vous connectez via le protocole PPTP, sélectionnez PPPTP dans le menu déroulant. Complétez les champs Internet IP Address (Adresse IP Internet), Subnet Mask (Masque de sous-réseau) et Default Gateway (Passerelle par défaut). Renseignez les champs User Name (Nom d’utilisateur) et Password (Mot de passe). (D4)
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Quick Installation



Lorsque vous avez terminé de nomer vos paramètres de connexion Internet, cliquez sur le bouton Save Settings (Enregistrer paramètres) pour enregistrer vos modifications.
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Pour configurer le routeur pour l’utiliser avec votre réseau sans fil, cliquez sur l’onglet Wireless.
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Sélectionnez le mode de réseau approprié.



Mixed (Mixte) : si votre réseau comprend des périphériques sans fil G et 802.11b, conservez le paramètre par défaut Mixed (Mixte). G-Only (G uniquement) : si vous utilisez uniquement des périphériques sans fil G, sélectionnez G-Only (G uniquement).
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Redémarrez vos ordinateurs pour qu’ils puissent charger les nouveaux paramètres du routeur. Testez la configuration en ouvrant le navigateur Web à partir de n’importe quel ordinateur et en saisissant http://www.linksys.com/registration.



Félicitations ! Le routeur est correctement configuré.



REMARQUE : Pour de plus amples détails, des informations sur la configuration avancée ou une assistance technique, reportez-vous au Guide de l’utilisateur (en anglais) figurant sur le CD-ROM d’installation.
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B-Only (B uniquement) : si vous utilisez uniquement des périphériques sans fil B, sélectionnez B-Only (B uniquement).
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Disable (Désactiver) : si vous souhaitez désactiver la gestion de réseau sans fil, sélectionnez Disable (Désactiver).



H D4



I



Entrez le SSIP de votre réseau sans fil, puis sélectionnez le canal sur lequel le réseau diffuse son signal sans fil. Cliquez sur Save Settings (Enregistrer paramètres) pour enregistrer vos paramètres.



Pour obtenir de plus amples informations ou une assistance technique, reportez-vous au Guide de l'utilisateur figurant sur le CD-ROM d'installation. Pour obtenir davantage d'aide, vous pouvez également envoyer un e-mail. E-mail du support technique [email protected] Site Web http://www.linksys.com/international ou http://www.linksys.com/fr Linksys est une marque de commerce ou une marque déposée de Cisco Systems, Inc. et de ses sociétés affiliées aux États-Unis et dans d'autres pays. © Cisco Systems, Inc., 2003. Tous droits réservés. WRT54G-FR_V1.1-QI-30820NC JL
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Lieferumfang • • • •



Ein Wireless-G Broadband-Router Ein Netzstromadapter Ein Ethernet-Netzwerkkabel der Kategorie 5 Eine Installations-CD-ROM mit Benutzerhandbuch und Norton Internet Security • Eine Kurzanleitung
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Anschließen des Wireless-G Broadband-Routers F



Stellen Sie zunächst sicher, dass Sie die Einrichtungsinformationen für Ihre Internetverbindung zur Hand haben. Diese Informationen sollten Sie von Ihrem Internet-Dienstanbieter (ISP) bei der Installation Ihrer Breitband-Verbindung erhalten haben. Wenn diese Einstellungsdaten nicht zur Verfügung stehen, fordern Sie sie von Ihrem ISP an.



G H



Vergewissern Sie sich, dass alle Netzwerkgeräte ausgeschaltet sind (einschließlich Router, PC und Kabelbzw. DSL-Modem).



Schließen Sie den Netzstromadapter am Router an, und stecken Sie ihn in die Netzsteckdose. Vergewissern Sie sich, dass die Link/ Act-Lämpchen (Verbindung/Verarbeitung) für Strom und Internet auf der Vorderseite grün leuchten.



G HINWEIS: Verwenden Sie nur den im Lieferumfang des Router enthaltenen Netzstromadapter. Bei Verwendung eines anderen Netzstromadapters kann der Router beschädigt werden.
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Klicken Sie auf die Schaltfläche Start. Klicken Sie auf Einstellungen und dann auf Systemsteuerung. Doppelklicken Sie auf das Symbol für Netzwerk- und DFÜ-Verbindungen.



B



Wählen Sie das Symbol für LANVerbindung für den entsprechenden Ethernet-Adapter aus (normalerweise handelt es sich dabei um die zuerst aufgeführte LANVerbindung). Doppelklicken Sie auf LAN-Verbindung. Klicken Sie auf die Schaltfläche Eigenschaften. Vergewissern Sie sich, dass das Kontrollkästchen neben Internetprotokoll (TCP/IP) aktiviert ist. Wählen Sie Internetprotokoll (TCP/IP) aus, und klicken Sie auf die Schaltfläche Properties (Eigenschaften). Wählen Sie IP-Adresse automatisch beziehen. Wenn das neue Fenster angezeigt wird, klicken Sie auf OK. Klicken Sie erneut auf OK, um die Konfiguration des Computers abzuschließen. Starten Sie den Computer neu. Fahren Sie mit Schritt 3 fort.



Model No. Modell-Nr. WRT54G-DE



HINWEIS: Vergewissern Sie sich vor dem Einrichten des Routers, dass die PCs so konfiguriert sind, dass ihnen automatisch eine IP-Adresse (bzw. TCP/IP-Adresse) vom Router zugewiesen wird.



Die folgenden Anweisungen gelten nur für Windows 2000 und Windows XP mit der klassischen Benutzeroberfläche, bei die Symbole und Menüs mit denen in Vorgängerversionen von Windows identisch sind.



B



Schließen Sie ein anderes EthernetNetzwerkkabel von Ihrem Kabeloder DSL-Modem an den InternetPort auf der Rückseite des Routers an. Dies ist der einzige Port, der für eine Modemverbindung funktioniert.



Konfigurieren des PCs



Wenn Sie Windows 98, Millennium oder XP (mit Standard-Benutzeroberfläche) verwenden, finden Sie weitere Informationen im Benutzerhandbuch auf der InstallationsCD-ROM sowie in Ihrer Windows-Dokumentation.



Schalten Sie die folgenden Geräte in der angegebenen Reihenfolge ein: Kabel- bzw. DSL-Modem, Router, PCs.



Fahren Sie mit Schritt 2 fort.



Schließen Sie ein Ende des EthernetNetzwerkkabels an einen der LANPorts (mit 1-4 beschriftet) auf der Rückseite des Routers und das andere Ende am Ethernet-Port des PCs an. Wiederholen Sie diesen Schritt, um weitere PCs oder andere Netzwerkgeräte an den Router anzuschließen.
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Konfigurieren des Wireless-G Broadband-Routers
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Öffnen Sie den Web-Browser. Geben Sie http://192.168.1.1 in das Feld Adresse ein. Drücken Sie die Eingabe-Taste. Das Dialogfeld Netzwerkkennwort eingeben wird angezeigt. Lassen Sie das Feld Benutzername leer, und geben Sie dann das Standardkennwort admin in Kleinschreibung in das Feld Kennwort ein. (Um die Sicherheit später zu erhöhen, sollten Sie von der Standardeinstellung zu Ihrer eigenen wechseln. Verwenden Sie dazu die Registerkarte Administration des webbasierten Dienstprogramms.) Klicken Sie dann auf OK.



Automatic Configuration - DHCP (Automatische Konfiguration - DHCP): Behalten Sie diese Standardeinstellung bei, wenn Sie Verbindungen über DHCP bzw. über eine dynamische IP-Adresse Ihres ISPs herstellen. (D1)
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Static IP: (Statische IP-Adresse): Wählen Sie aus dem Dropdown-Menü die Option Static IP (Statische IP-Adresse), wenn Ihnen vom ISP eine statische IPAdresse zugewiesen wurde. Füllen Sie die Felder Internet IP Address (InternetIP-Adresse), Subnet Mask (Subnetzmaske), Default Gateway (StandardGateway) und DNS aus. Sie müssen mindestens eine DNS-Adresse eingeben. (D2) PPPoE: Wenn Sie Verbindungen über PPPoE herstellen, wählen Sie im Dropdown-Menü die Option PPPoE aus. Füllen Sie die Felder User Name (Benutzername) und Password (Kennwort) aus. (D3)



B



Das webbasierte Router-Dienstprogramm wird mit ausgewählter Registerkarte Setup angezeigt. Sofern diese Angaben von Ihrem ISP (in der Regel Kabel-ISPs) angefordert werden, geben Sie die relevanten Informationen in die Felder Host Name (Hostname) und Domain Name (Domänenname) ein. Andernfalls lassen Sie diese Felder leer.



PPTP: Wenn Sie Verbindungen über PPPTP herstellen, wählen Sie im Dropdown-Menü die Option PPTP aus. Füllen Sie die Felder Internet IP Address (Internet-IP-Adresse), Subnet Mask (Subnetzmaske) und Default Gateway (Standard-Gateway) aus. Füllen Sie die Felder User Name (Benutzername) und Password (Kennwort) aus. (D4)



Für die Einstellung Configuration Type (Konfigurationstyp) werden im Dropdown-Menü vier Verbindungstypen angezeigt. Die Setup-Fenster und verfügbaren Funktionen unterscheiden sich je nach ausgewähltem Verbindungstyp.
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Internet-Konfigurationstyp



In diesen Anweisungen wird erklärt, wie Sie den Router konfigurieren. Sie müssen den Router nur ein Mal auf einem der eingerichteten Computer konfigurieren.



Quick Installation



Wenn Sie alle Internetverbindungseinstellungen eingegeben haben, klicken Sie zum Speichern der Änderungen auf Save Settings (Einstellungen sichern).
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Um den Router für Ihr drahtloses Netzwerk zu konfigurieren, klicken Sie auf die Registerkarte Wireless.



G
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Wählen Sie den entsprechenden Netzwerkmodus aus.



Mixed (Gemischt): Behalten Sie die Standardeinstellung Mixed bei, wenn Ihr Netzwerk sowohl Wireless-G- als auch 802.11b-Geräte enthält. G-Only (Nur G): Wenn ausschließlich Wireless-G-Geräte vorhanden sind, wählen Sie G-Only.
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Starten Sie Ihre Computer neu, so dass diese die neuen Einstellungen des Routers abrufen können. Überprüfen Sie die Installation, indem Sie den Web-Browser auf einem der Computer öffnen und http://www.linksys.com/registration eingeben.



HINWEIS: Weitere Informationen, Hinweise zu komplexen Konfigurationen und Anleitungen zur Fehlerbehebung finden Sie im Benutzerhandbuch (nur Englisch) auf der Installations-CD-ROM.



K



Herzlichen Glückwunsch! Sie haben den Router erfolgreich konfiguriert.



B-Only (Nur B): Wenn ausschließlich Wireless-B-Geräte vorhanden sind, wählen Sie B-Only. Disable (Deaktivieren): Um das drahtlose Netzwerk zu deaktivieren, wählen Sie Disable.



D3
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Geben Sie die SS-ID Ihres drahtlosen Netzwerks ein, und wählen Sie den Kanal aus, über den das Netzwerk das drahtlose Signal sendet. Klicken Sie auf Save Settings (Einstellungen sichern), um die Einstellungen zu speichern.



Weitere Informationen und Anweisungen zur Fehlerbehebung finden Sie im Benutzerhandbuch auf der Installations-CD-ROM. Sie können auch per E-Mail weitere Unterstützung anfordern. Unterstützung per E-Mail [email protected] Website http://www.linksys.com/international oder http://www.linksys.com/de Linksys ist eine eingetragene Marke bzw. eine Marke von Cisco Systems, Inc. und/oder deren Zweigorganisationen in den USA und anderen Ländern. Copyright © 2003 Cisco Systems, Inc. Alle Rechte vorbehalten. WRT54G-DE_V1.1-QI-30820NC JL
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D E Contenuto della confezione • • • •



Wireless-G Broadband Router Adattatore di corrente Cavo di rete Ethernet Categoria 5 Setup CD-ROM (CD per l’installazione) contenente la User Guide (Guida per l’utente, solo in lingua inglese) e Norton Internet Security • Guida di installazione rapida
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Broadband Router



Installazione rapida



Wireless



Model No. Modello WRT54G



(IT)



collegamento del Wireless-G Broadband Router F



Prima di iniziare, assicurarsi di disporre delle informazioni sulla configurazione relative al tipo di connessione Internet utilizzata. Tali dati dovrebbero essere stati forniti dall’installatore del provider di servizi Internet dopo aver installato la connessione a banda larga. In caso contrario, richiedere tali impostazioni al provider di servizi Internet.



G H



Assicurarsi che tutti i dispositivi hardware collegati in rete siano spenti, compresi il router, i PC e il modem via cavo o DSL.



Collegare l’alimentatore al router, quindi inserire la spina in una presa di corrente. Assicurarsi che la luce verde degli indicatori LED di alimentazione e Internet presenti sul pannello anteriore sia accesa.



G NOTA : utilizzare l’adattatore di corrente fornito con lo router. L’uso di un diverso adattatore di corrente può provocare danni allo router.



A



C C



E



NOTA : Prima di impostare il router, assicurarsi che i PC siano configurati in modo tale da ottenere un indirizzo IP (o TCP/IP) automaticamente dal router.



Le istruzioni seguenti si riferiscono solo ai sistemi Windows 2000 o XP che utilizzano l’interfaccia Classica (in cui le icone e i menu sono uguali a quelli delle precedenti versioni di Windows).
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Collegare un altro cavo di rete Ethernet dal modem via cavo o DSL alla porta Internet presente sul pannello posteriore del router. Questa è l’unica porta funzionante per la connessione modem.



configurzaione dei PC



Per i sistemi Windows 98, Millennium e XP che utilizzano l’interfaccia predefinita, consultare la User Guide (Guida per l’utente, solo in lingua inglese) nel Setup CD-ROM o la documentazione fornita con il sistema operativo.



Accendere le seguenti periferiche nell’ordine indicato: modem via cavo o DSL, router e PC.



Continuare con la Fase 2.



Collegare un’estremità del cavo di rete Ethernet a una delle porte LAN (etichettate da 1 a 4) presenti sul retro del router e l’altra estremità alla porta Ethernet del PC. Ripetere questa operazione per collegare altri PC o periferiche di rete al router.
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Fare clic sul pulsante Start. Selezionare Impostazioni e fare clic sull’icona Pannello di controllo. Fare doppio clic sull’icona Rete e connessioni remote. Selezionare l’icona Connessione alla rete locale (LAN) relativa all’adattatore Ethernet appropriato (generalmente si tratta della prima connessione dell’elenco). Fare doppio clic su Connessione alla rete locale (LAN). Fare clic sul pulsante Proprietà. Assicurarsi che la casella accanto a Protocollo Internet (TCP/IP) sia selezionata. Selezionare Protocollo Internet (TCP/IP) e fare clic sul pulsante Proprietà.
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Selezionare Ottieni automaticamente un indirizzo IP. Una volta visualizzata la finestra successiva, fare clic sul pulsante OK. Fare nuovamente clic sul pulsante OK per completare la configurazione del PC. Riavviare il computer. Continuare con la Fase 3.
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configurazione del Wireless-G Broadband Router D



Attenersi alle istruzioni riportate di seguito per configurare il router. È necessario configurare il router una sola volta utilizzando uno qualsiasi dei computer impostati.
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C



Aprire il browser Web Immettere. http://192.168.1.1 nel campo Indirizzo. Premere il tasto Invio. Viene visualizzata una finestra per l’immissione della password di rete. Lasciare vuoto il campo riservato al nome utente e immettere la password predefinita, admin, in lettere minuscole nel campo della password. (Per una maggiore sicurezza, si consiglia di modificare la password predefinita inserendone una personale, utilizzando la scheda Administration dell’utilità basata sul Web.) Infine, fare clic sul pulsante OK. Verrà visualizzata l’utilità basata sul Web in cui è selezionata la scheda Setup (Configurazione). Se richiesto dal provider di servizi Internet (solitamente un provider che fornisce connettività via cavo), completare anche i campi Host Name (Nome host) e Domain Name (Nome dominio). In caso contrario, lasciarli vuoti.
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Per quanto riguarda l’impostazione Configuration Type (Tipo di configurazione), nel menu a discesa sono elencati quattro tipi di configurazione. Ciascuna schermata Setup (Configurazione) con le relative funzioni varia a seconda del tipo di connessione selezionato.



Static IP (Indirizzo IP statico): se l’indirizzo IP assegnato dal provider di servizi Internet è statico, selezionare Static IP (Indirizzo IP statico) dal menu a discesa. Completare i campi Internet IP Address (Indirizzo IP Internet), Subnet Mask (Maschera di sottorete), Default Gateway (Gateway predefinito) e DNS. È necessario specificare almeno un indirizzo DNS. (D2)
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PPPoE: se la connessione avviene tramite PPPoE, selezionare PPPoE dal menu a discesa. Completare i campi User Name (Nome utente) e Password. (D3) PPTP: se la connessione avviene tramite PPPTP, selezionare PPTP dal menu a discesa. Completare i campi Internet IP Address (Indirizzo IP Internet), Subnet Mask (Maschera di sottorete) e Default Gateway (Gateway predefinito). Completare i campi User Name (Nome utente) e Password. (D4)
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Quick Installation



K



Per configurare il router per la rete wireless, clic su Wireless.



G



Selezionare la modalità di rete corretta.



Riavviare i computer in modo che possano ricevere le nuove impostazioni del router. Verificare la configurazione aprendo il browser Web da uno dei computer e immettendo http://www.linksys.com/registration.



K



La configurazione del router è stata completata.



Mixed (Mista): se la rete comprende periferiche Wireless-G e 802.11b, non modificare l’impostazione predefinita Mixed (Mista).



D2



G-Only (Solo G): se sono presenti solo periferiche Wireless-G, selezionare GOnly (Solo G).



D3



G



B-Only (Solo B): se sono presenti solo periferiche Wireless-B, selezionare BOnly (Solo B). Disable (Disattiva): se si desidera disattivare la connessione di rete wireless, selezionare Disable (Disattiva).
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Una volta terminata l’impostazione dei parametri della connessione a Internet, fare clic sul pulsante Save Settings (Salva impostazioni) per salvare le modifiche apportate.



D1



Tipo di configurazione Internet Automatic Configuration - DHCP (Configurazione automatica - DHCP): se si è collegati tramite DHCP o indirizzo IP dinamico del provider di servizi Internet, non modificare le impostazioni predefinite. (D1)
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Immettere l’identificativo SSID della rete wireless e selezionare il canale utilizzato dalla rete per trasmettere il segnale wireless. Fare clic sul pulsante Save Settings (Salva impostazioni) per salvare le nuove impostazioni.



Per ulteriori dettagli, informazioni sulla configurazione avanzata o risoluzione di eventuali problemi, consultare la User Guide (Guida per l’utente, solo in lingua inglese) disponibile nel Setup CD-ROM. Per ulteriori informazioni o istruzioni relative alla risoluzione dei problemi, richiedere assistenza in uno dei modi seguenti: E-mail [email protected] Sito Web http://www.linksys.com/international Linksys è un marchio registrato o un marchio di fabbrica di Cisco Systems, Inc. e/o delle sue affiliate negli Stati Uniti e in altri paesi. © Cisco Systems, Inc., 2003. Tutti i diritti riservati. WRT54G-IT_V1.1-QI-30820NC JL
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Conteúdo da embalagem • • • •



Router sem fios-G de banda larga Transformador Cabo de rede Ethernet de categoria 5 CD-ROM de configuração com Manual do Utilizador (disponível apenas em inglês) e Norton Internet Security • Manual de Instalação Rápida



24 , GHz Sem fios-G 802.11g



Router de banda larga



Instalação rápida



Sem fios



Model No. Modelo WRT54G



(PT)



Ligar o Router sem fios-G de banda larga F



Antes de começar, certifique-se de que tem as informações de configuração do tipo específico de ligação à Internet. O técnico de instalação do ISP deverá ter fornecido estas informações depois de ter instalado a ligação de banda larga. Caso contrário, poderá contactar o ISP para solicitar as definições.



G H



Certifique-se de que todo o hardware da rede está desligado, incluindo o Router, os PCs e o modem de cabo ou DSL.



Ligue o transformador ao Router e ligue-o a uma tomada eléctrica. Certifique-se de que os LEDs Power (Alimentação) e Internet (Ligação à Internet) do painel frontal estão acesos e verdes.



G NOTA : Assegure-se de que utiliza o trnasformador incluído com o Router. Utilizar um transformador diferente poderà resultar em danos no Router.



Ligue um cabo de rede Ethernet diferente do modem de cabo ou DSL à porta de Internet no painel posterior do Router. Esta é a única porta que funcionará para a ligação ao modem.
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NOTA : Antes de configurar o Router, certifique-se de que os PCs estão configurados para obter um endereço IP (ou TCP/IP) automaticamente a partir do Router.



As seguintes instruções aplicam-se apenas ao Windows 2000 ou XP utilizando a interface clássica (na qual os ícones e menus têm um aspecto semelhante às versões anteriores do Windows).
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Configurar os PCs



Para o Windows 98, Millennium e XP utilizando a interface predefinida, consulte o Manual do Utilizador (disponível apenas em inglês) do CD-ROM de configuração ou a documentação do Windows.



Ligue os seguintes dispositivos por esta ordem: modem de cabo ou DSL, Router e PCs.



Avance para o Passo 2.



Ligue uma extremidade do cabo de rede Ethernet a uma das portas LAN (numeradas de 1 a 4) na parte posterior do Router e a outra extremidade a uma porta Ethernet do PC. Repita este passo para ligar mais PCs ou outros dispositivos de rede ao Router.
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Clique no botão Iniciar. Seleccione Definições e clique no ícone Painel de controlo. Faça duplo clique no ícone Ligações de acesso telefónico e de rede. Seleccione o ícone da ligação de áreal local da placa Ethernet aplicável (normalmente, é a primeira ligação de área local listada). Faça duplo clique na ligação de área local. Clique no botão Propriedades. Certifique-se de que a caixa junto a Protocolo Internet (TCP/IP) está seleccionada. Realce Protocolo Internet (TCP/IP) e clique no botão Propriedades.
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Seleccione Obter automaticamente um endereço IP. Quando for apresentada a nova janela, clique no botão OK. Clique novamente no botão OK para concluir a configuração do PC. Reinicie o computador. Avance para o Passo 3.
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Configurar o Router sem fios-G de banda larga D



Estas instruções indicarão como configurar o Router. Só é necessário configurar o Router uma vez utilizando qualquer computador que tenha sido configurado.
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Abra o Web browser. Introduza http://192.168.1.1 no campo Endereço. Prima a tecla Enter. Será apresentada a janela Enter Network Password (Introduzir palavra-passe de rede). Deixe o campo User Name (Nome de utilizador) em branco e introduza a palavra-passe predefinida, admin, em minúsculas no campo Password (Palavrapasse). (Para segurança adicional, posteriormente, a palavra-passe predefinida deverá ser alterada para uma que só o utilizador conheça, utilizando o separador Administration do utilitário baseado na Web.) Em seguida, clique no botão OK.



A



Para a definição Configuration Type (Tipo de configuração), são apresentados quatro tipos de ligação no menu pendente. Cada ecrã Setup (Configurar) e funcionalidades disponíveis variarão consoante o tipo de ligação seleccionado.



Automatic Configuration - DHCP: (Configuração automática - DHCP) se estiver a ligar através de DHCP ou de um endereço IP dinâmico atribuído pelo ISP, mantenha esta predefinição. (D1) Static IP: (IP estático) se o ISP atribuir um endereço IP estático, seleccione Static IP (IP estático) a partir do menu pendente. Preencha os campos Internet IP Address (Endereço IP de Internet), Subnet Mask (Máscara de sub-rede), Default Gateway (Gateway predefinido) e DNS. É necessário introduzir pelo menos um endereço de DNS. (D2)



B



PPPoE: se estiver a ligar através de PPPoE, seleccione PPPoE a partir do menu pendente. Preencha os campos User Name (Nome de utilizador) e Password (Palavra-passe). (D3)
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Quick Installation



PPTP: se la connessione avviene tramite PPPTP, selezionare PPTP dal menu a discesa. Preencha os campos Internet IP Address (Endereço IP de Internet), Subnet Mask (Máscara de sub-rede) e Default Gateway (Gateway predefinido). Preencha os campos User Name (Nome de utilizador) e Password (Palavra-passe). (D4)



Teste a configuração abrindo o Web browser em qualquer computador e entrando no Web site http://www.linksys.com/registration.



K



Parabéns! Configurou o Router com êxito!



Para configurar o Router na rede sem fios, clique no botão Wireless.



G



Seleccione o modo de rede adequado.



Mixed: (Misto) se tiver dispositivos sem fios-G e 802.11b na rede, mantenha a predefinição, Mixed.



D2



G-Only: (Apenas G) se tiver apenas dispositivos sem fios-G, seleccione GOnly.



G



B-Only: (Apenas B) se tiver apenas dispositivos sem fios-B, seleccione B-Only.



D3



Disable: (Desactivar) se pretender desactivar a rede sem fios, seleccione Disable.
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Quando concluir a introdução das definições de ligação à Internet, clique no botão Save Settings (Guardar definições) para guardar as alterações.
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Tipo de configuração da Internet



O utilitário baseado na Web será apresentado com o separador Setup (Configurar) seleccionado. Se for solicitado pelo ISP (normalmente ISPs de cabo), preencha os campos Host Name (Nome do sistema anfitrião) e Domain Name (Nome do domínio). Caso contrário, deixeos em branco.



Model No.



4



I J



Introduza o SSID da rede sem fios e seleccione o canal através do qual a rede difunde o sinal sem fios. Clique no botão Save Settings (Guardar definições) para guardar as definições. Reinicie os computadores para que obtenham as novas definições do Router.



Para obter informações mais detalhadas sobre a configuração avançada ou ajuda para resolução de problemas, consulte o Manual do Utilizador (disponível apenas em inglês) do CD-ROM de configuração. Para ajuda adicional na resolução de problemas, obtenha assistência a partir dos seguintes recursos: Correio electrónico Brasil and Portugal [email protected] América Latina [email protected] Web site http://www.linksys.com/international Linksys é uma marca registada ou marca comercial da Cisco Systems, Inc. e/ou empresas afiliadas nos E.U.A. e em determinados outros países. © Cisco Systems, Inc., 2003. Todos os direitos reservados. WRT54G-PT_V1.1-QI-30820NC JL
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Contenido del paquete • • • •



Ruteador de banda ancha Wireless-G Adaptador de corriente Cable de red Ethernet de categoría 5 CD-ROM de configuración con guía del usuario (sólo en inglés) y Norton Internet Security • Guía de instalación rápida



24 , GHz Wireless-G 802.11g



Ruteador de banda ancha Instalación rápida



Wireless



Model No. Modelo WRT54G



(ES)



Conexión del ruteador de banda ancha Wireless-G F



Antes de comenzar, asegúrese de que dispone de la información de configuración para el tipo de conexión a Internet específico. El técnico de instalación del proveedor de servicios de Internet le debe haber proporcionado esta información al instalar la conexión de banda ancha. Si no es así, póngase en contacto con dicho proveedor para solicitar los parámetros.



G H



Conecte el adaptador de corriente al ruteador y enchúfelo a una toma de corriente. Asegúrese de que las luces Power (Alimentación) e Internet del panel frontal están encendidas en verde.



Conecte uno de los extremos de un cable de red Ethernet a uno de los puertos LAN (numerados de 1 a 4) de la parte posterior del ruteador y el otro extremo a un puerto Ethernet de un PC.



G NOTA : debe utilizar el adaptador de corriente incluido con el ruteador. Si utiliza un adaptador de corriente distinto, el ruteador puede sufrir daños.



Conecte un cable de red Ethernet distinto desde el módem por cable o DSL al puerto de Internet del panel posterior del ruteador. Es el único puerto que funciona con la conexión del módem.
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NOTA : Antes de configurar el ruteador, asegúrese de que los PC están configurados para obtener una dirección IP (o TCP/IP) de forma automática desde el ruteador.



Si ejecuta Windows 98, Millennium o XP con la interfaz predeterminada, consulte la guía del usuario (sólo en inglés) del CDROM de configuración o la documentación de Windows.
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Configuración de los PCs



Si ejecuta Windows 98, Millennium o XP con la interfaz predeterminada, consulte la guía del usuario (sólo en inglés) del CDROM de configuración o la documentación de Windows.



Encienda los demás dispositivos por este orden: módem por cable o DSL, ruteador y PC.



Siga en el paso 2.



Asegúrese de que ha apagado todos los elementos de hardware de la red, incluidos el ruteador, los PC y el módem por cable o DSL.



Repita este paso para conectar los demás PC o dispositivos de red al ruteador.
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Haga clic en el botón Inicio. Seleccione Configuración y haga clic en el icono Panel de control. Haga doble clic en el icono Conexiones de red y de acceso telefónico. Seleccione el icono Conexión de área local para el adaptador Ethernet correspondiente (suele ser la primera conexión de área local de la lista). Haga doble clic en Conexión de área local. Haga clic en el botón Propiedades. Asegúrese de que la casilla que se encuentra junto a Protocolo de Internet (TCP/IP) está activada. Seleccione Protocolo de Internet (TCP/IP) y haga clic en el botón Propiedades.
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Seleccione Obtener una dirección IP automáticamente. Cuando se abra la nueva ventana, haga clic en el botón Aceptar. Vuelva a hacer clic en el botón Aceptar para finalizar la configuración del PC. Reinicie el ordenador. Siga en el paso 3.
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Configuración del ruteador de banda ancha Wireless-G
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Abra el explorador Web. Escriba http://192.168.1.1 en el campo Dirección. Pulse la tecla Intro. Aparece la ventana Enter Network Password (Escribir contraseña de red). Deje vacío el campo User Name (Nombre de usuario) e introduzca la contraseña predeterminada, admin (todo minúsculas), en el campo Password (Contraseña). (Para mayor seguridad, cambie la contraseña predeterminada por otra propia mediante la ficha Administration de la utilidad basada en Web). Haga clic en el botón OK (Aceptar). Aparece la utilidad basada en Web del ruteador con la ficha Setup (Configurar) seleccionada. Si el proveedor de servicios de Internet (por lo general, proveedores de servicios de Internet por cable) lo solicita, rellene los campos Host Name (Nombre de host) y Domain Name (Nombre de dominio). Si no lo solicita, déjelos en blanco.



Automatic Configuration - DHCP [Configuración automática - DHCP (Protocolo de configuración dinámica de host)]: si va a realizar una conexión mediante DHCP o una dirección IP dinámica desde el proveedor de servicios de Internet, mantenga este parámetro predeterminado. (D1)
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Static IP (IP estática): si el proveedor de servicios de Internet le asigna una dirección IP estática, seleccione Static IP (IP estática) en el menú desplegable. Rellene los campos Internet IP Address (Dirección IP de Internet), Subnet Mask (Máscara de subred), Default Gateway (Puerta de enlace predeterminada) y DNS (Sistema de nombre de dominio). Debe introducir por lo menos una dirección DNS. (D2)



B



PPTP: se la connessione avviene tramite PPPTP, selezionare PPTP dal menu a discesa. Rellene los campos Internet IP Address (Dirección IP de Internet), Subnet Mask (Máscara de subred) y Default Gateway (Puerta de enlace predeterminada). Rellene los campos User Name (Nombre de usuario) y Password (Contraseña). (D4)
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Quick Installation



Cuando termine de introducir los parámetros de conexión a Internet, haga clic en el botón Save Settings (Guardar parámetros) para guardar los cambios.



K



Para configurar el ruteador para la red inalámbrica, haga clic en la ficha Wireless.



G



Seleccione el modo de red adecuado.



Compruebe la configuración. Para ello, abra el explorador Web desde cualquier ordenador e introduzca http://www.linksys.com/registration.



K



Felicidades. Ha configurado el ruteador correctamente.



Mixed (Mixto): si dispone de dispositivos Wireless-G y 802.11b en la red, mantenga el parámetro predeterminado, Mixed (Mixto). G-Only (Sólo G): si sólo tiene dispositivos Wireless-G, seleccione G-Only (Sólo G).



D2



B-Only (Sólo B): si sólo tiene dispositivos Wireless-B, seleccione B-Only (Sólo B).
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PPPoE (Protocolo de punto a punto en Ethernet): si realiza la conexión mediante PPPoE, seleccione PPPoE en el menú desplegable. Rellene los campos User Name (Nombre de usuario) y Password (Contraseña). (D3)



En el parámetro Configuration Type (Tipo de configuración), se ofrecen cuatro tipos de conexión en un menú desplegable. Cada pantalla de configuración y las funciones disponibles son distintas dependiendo del tipo de conexión que seleccione.
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Tipo de conexión de Internet



En estas instrucciones se explica como configurar el ruteador. Sólo tiene que configurar el ruteador una vez en cualquier ordenador configurado.



Disable (Desactivar): si desea desactivar la red inalámbrica, seleccione Disable (Desactivar).
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Introduzca el SSID (Identificador del conjunto de servicios) de la red inalámbrica y seleccione el canal en el que la red emite la señal inalámbrica. Haga clic en el botón Save Settings (Guardar parámetros) para guardar los parámetros. Reinicie los ordenadores para que incorporen los nuevos parámetros del ruteador.
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Para obtener más detalles, información sobre configuración avanzada o ayuda para resolución de problemas, consulte la guía del usuario (sólo en inglés) del CD-ROM de configuración. Para obtener ayuda adicional sobre solución de problemas, puede solicitar asistencia en uno de los siguientes recursos: Correo electrónico España [email protected] Latinoamérica [email protected] Página Web http://www.linksys.com/international Linksys es una marca comercial registrada o marca comercial de Cisco Systems, Inc. y/o sus filiales en EE.UU. y otros países. Copyright © 2003 Cisco Systems, Inc. Todos los derechos reservados. WRT54G-ES_V1.1-QI-30820NC JL
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How to Use this User Guide This User Guide has been designed to make understanding networking with the Wireless-G Broadband Router easier than ever. Look for the following items when reading this User Guide: This checkmark means there is a note of interest and is something you should pay special attention to while using the Wireless-G Broadband Router. This exclamation point means there is a caution or warning and is something that could damage your property or the Wireless-G Broadband Router. This question mark provides you with a reminder about something you might need to do while using the Wireless-G Broadband Router.



In addition to these symbols, there are definitions for technical terms that are presented like this: word: definition.



Also, each figure (diagram, screenshot, or other image) is provided with a figure number and description, like this: Figure 0-1: Sample Figure Description



Figure numbers and descriptions can also be found in the “List of Figures” section in the “Table of Contents”. WRT54G-EU_V1.1-UG-30820NC JL
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Wireless-G Broadband Router



Chapter 1: Introduction Welcome Thank you for choosing the Linksys Wireless-G Broadband Router. The Wireless-G Broadband Router will allow you to network wirelessly better than ever, sharing Internet Access, files and fun, easily and securely. How does the Wireless-G Broadband Router do all of this? A router is a device that allows access to an Internet connection over a network. With the Wireless-G Broadband Router, this access can be shared over the four switched ports or over via the wireless broadcast at either 11Mbps Wireless-B or 54Mbps Wireless-G. In addition, the Wireless-G standard provides greater security opportunities while the router’s switched ports are protected through Stateful Packet Inspection (SPI) and a NAT firewall. All of these security features, as well as full configurability is accessed through the easy to use browser-based utility.



LAN (Local Area Network): The computers and networking products that make up the network in your home or office



But what does all of this mean? Networks are useful tools for sharing computer resources. You can access one printer from different computers and access data located on another computer's hard drive. Networks are even used for playing multiplayer video games. So, networks are not only useful in homes and offices, they can also be fun. PCs on a wired network create a LAN, or Local Area Network. They are connected with Ethernet cables, which is why the network is called “wired”. PCs equipped with wireless cards and adapters can communicate without cumbersome cables. By sharing the same wireless settings, within their transmission radius, they form a wireless network. This is sometimes called a WLAN, or Wireless Local Area Network. The Wireless-G Broadband Router bridges wireless networks of both 802.11b and 802.11g standards and wired networks, allowing them to communicate with each other. With your networks all connected, wired, wireless, and the Internet, you can now share files, Internet access, even play games. All the while, the Wireless-G Broadband Router protects your networks from unauthorized and unwelcome users. Use the instructions in this Guide to help you connect the Wireless-G Broadband Router, set it up, and configure it to bridge your different networks. These instructions should be all you need to get the most out of the Wireless-G Broadband Router.
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What’s in this Guide? This user guide covers the steps for setting up and using the Wireless-B Media Adapter. • Chapter 1: Introduction This chapter describes the Adapter’s applications and this User Guide. • Chapter 2: Planning your Wireless Network This chapter describes the basics of wireless networking. • Chapter 3: Getting to Know the Wireless-G Broadband Router This chapter describes the physical features of the Router. • Chapter 4: Connecting the Wireless-G Broadband Router This chapter instructs you on how to connect the Router to your network. • Chapter 5: Configuring the Wireless-G Broadband Router This chapter explains how to use the Web-Based Utility to configure the settings on the Wireless-G Broadband Router. • Appendix A: Troubleshooting This appendix describes some problems and solutions, as well as frequently asked questions, regarding installation and use of the Wireless-G Broadband Router. • Appendix B: Wireless Security This appendix explains the risks of wireless networking and some solutions to reduce the risks. • Appendix C: Upgrading Firmware This appendix instructs you on how to upgrade the firmware on your Router if you should need to do so. • Appendix D: Windows Help This appendix describes how you can use Windows Help for instructions about networking, such as installing the TCP/IP protocol. • Appendix E: Finding the MAC Address and IP Address for your Ethernet Adapter. This appendix describes how to find the MAC address for your computer’s Ethernet adapter so you can use the MAC filtering and/or MAC address cloning feature of the Router. • Appendix F: Glossary This appendix gives a brief glossary of terms frequently used in networking.
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• Appendix G: Specifications This appendix provides the technical specifications for the Router. • Appendix H: Warranty Information This appendix supplies the warranty information for the Router. • Appendix I: Regulatory Information This appendix supplies the regulatory information regarding the Router. • Appendix J: Contact Information This appendix provides contact information for a variety of Linksys resources, including Technical Support.
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Chapter 2: Planning your Wireless Network Network Topology A wireless LAN is a group of computers, each equipped with one Linksys wireless adapter. Computers in a wireless LAN must be configured to share the same radio channel. The Linksys wireless adapters provide access to a wired LAN for wireless workstations. An integrated wireless and wired LAN is called an infrastructure configuration. A group of Linksys wireless adapter users and a Wireless-G Broadband Router compose a Basic Service Set (BSS). Each Linksys wireless adapter PC in a BSS can talk to any computer in a wired LAN infrastructure via the Wireless-G Broadband Router.



LAN: the computers and networking products that make up your local network



An infrastructure configuration extends the accessibility of a Linksys wireless adapter PC to a wired LAN, and doubles the effective wireless transmission range for two Linksys wireless adapter PCs. Since the Wireless-G Broadband Router is able to forward data within its BSS, the effective transmission range in an infrastructure LAN is doubled.



Roaming Infrastructure mode also supports roaming capabilities for mobile users. More than one BSS can be configured as an Extended Service Set (ESS). This continuous network allows users to roam freely within an ESS. All PCs equipped with a Linksys wireless adapter within one ESS must be configured with the same ESS ID and use the same radio channel.



Infrastructure: a wireless network that is bridged to a wired network via an access point.



Before enabling an ESS with roaming capability, choosing a feasible radio channel and optimum Wireless-G Broadband Router position is recommended. Proper router positioning combined with a clear radio signal will greatly enhance performance.



Chapter 2: Planning your Wireless Network Network Topology
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Network Layout The Wireless-G Broadband Router has been specifically designed for use with both your 802.11b and 802.11g products. Now, products using these standards can communicate with each other. The Wireless-G Broadband Router is compatible with all 802.11b and 802.11g adapters, such at the PC Cards (WPC54G, WPC11) for your laptop computers, PCI Card (WMP54G) for your desktop PC, and USB Adapter (WUSB11) for when you want to enjoy USB connectivity. The Router will also communicate with the wireless PrintServer (WPS11) and bridges (WET11, WET54G). When you wish to connect your wired network with your wireless network, the Wireless-G Broadband Router's LAN port can be connected to any of Linksys's switches (such as the EZXS55W or EZXS88W) or routers (such as the BEFSR41 or BEFVP41). With these, and many other, Linksys products, your networking options are limitless. Go to the Linksys website at www.linksys.com for more information about products that work with the Wireless-G Broadband Router.
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Chapter 3: Getting to Know the Wireless-G Broadband Router The Back Panel The Broadband Router's ports, where the cables are connected, are located on the back panel.



Figure 3-1: The Broadband Router’s Back Panel Reset Button



There are two ways to reset the Broadband Router's factory defaults. Either press the Reset Button, for approximately ten seconds, or restore the defaults from the Password tab in the Broadband Router's Web-Based Utility.



Internet



The Internet port is where you will connect your broadband Internet connection.



1, 2, 3, 4



These ports (1, 2, 3, 4) connect the Broadband Router to your networked PCs and other Ethernet network devices.



Power



The Power port is where you will connect the power adapter.



Chapter 3: Getting to Know the Wireless-G Broadband Router The Back Panel



Important: Resetting the Broadband Router will erase all of your settings (WEP Encryption, Wireless and LAN settings, etc.) and replace them with the factory defaults. Do not reset the Broadband Router if you want to retain these settings.
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The Front Panel The Router’s LEDs, where information about network activity is displayed, are located on the front panel.



Figure 3-2: The Broadband Router’s Front Panel Power



Green. The Power LED lights up and will stay on while the Router is powered on. When the Router goes through its self-diagnosis mode during every boot-up, this LED will flicker, stopping upon successful completion of the diagnosis.



DMZ



Green. The DMZ LED indicates when the DMZ function is being utilized. This LED will remain on as long as DMZ is enabled.



WLAN



Green. The WLAN LED lights whenever there is a successful wireless connection. If the LED is flickering, the Broadband Router is actively sending or receiving data over the network.



1, 2, 3, 4



Green. These numbered LEDs, corresponding with the numbered ports on the Broadband Router’s back panel, serve two purposes. If the LED is continuously lit, the Broadband Router is successfully connected to a device through that port. A flickering LED indicates network activity over that port.



Internet



Green. The Internet LED indicates when a successful connection is made through the Internet port.
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Chapter 4: Connecting the Wireless-G Broadband Router Hardware Installation 1. Locate an optimum location for the Broadband Router. The best place for the Broadband Router is usually at the center of your wireless network, with line of sight to all of your mobile stations. 2. Fix the direction of the antenna. Try to place it in a position that will best cover your wireless network. Normally, the higher you place the antenna, the better the performance will be. The antenna's position enhances the receiving sensitivity. 3. Connect a standard Ethernet network cable to the Broadband Router’s Internet port. Then, connect the other end of the Ethernet cable to your Cable or DSL Broadband modem.



Figure 4-1: Connecting Your Internet Connection



Chapter 4: Connecting the Wireless-G Broadband Router Hardware Installation
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4. Connect your network PCs or Ethernet devices to one of the Broadband Router’s numbered ports with a standard Ethernet network cable.



Figure 4-2: Connecting Your Network Devices 5. Connect the AC Power Adapter to the Broadband Router's Power Socket and the other end into an electrical outlet. Only use the power adapter supplied with the Broadband Router. Use of a different adapter may result in product damage.



IMPORTANT: Make sure to use the power adapter that is supplied with the Router. Use of a different power adapter could damage the Router.



Figure 4-3: Connecting the Power Now that the hardware installation is complete, proceed to Chapter 5: Configuring the PCs, for directions on how to configure your PC.
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Chapter 5: Configuring the PCs Overview The instructions in this chapter will help you configure each of your computers to be able to communicate with the Router.



IMPORTANT: Important: By default Windows 98, 2000, Me, and XP has TCP/IP installed and set to obtain an IP address automatically. If your PC does not have TCP/IP installed, click Start and then Help. Search for the keyword TCP/IP. Then follow the instructions to install TCP/IP.



To do this, you need to configure your PC’s network settings to obtain an IP (or TCP/IP) address automatically, so your PC can function as a DHCP client. Computers use IP addresses to communicate with the Router and each other across a network, such as the Internet. First, find out which Windows operating system your computer is running. You can find out by clicking the Start button. Read the side panel of the Start menu to find out which operating system your PC is running. You may need to do this for each computer you are connecting to the Router. The next few pages tell you, step by step, how to configure your network settings based on the type of Windows operating system you are using. Make sure that an Ethernet or wireless adapter (also known as a network adapter) has been successfully installed in each PC you will configure. Once you’ve configured your computers, continue to “Chapter 6: Using the Router’s Web-Based Utility.”



Configuring Windows 98 and Millennium PCs



Figure 5-1: Configuration Tab



1. Click the Start button. Select Settings and click the Control Panel icon. Double-click the Network icon. 2. On the Configuration tab, select the TCP/IP line for the applicable Ethernet adapter, as shown in Figure 5-1. Do not choose a TCP/IP entry whose name mentions DUN, PPPoE, VPN, or AOL. If the word TCP/IP appears by itself, select that line. Click the Properties button. 3. Click the IP Address tab. Select Obtain an IP address automatically. (See Figure 5-2.)



Figure 5-2: IP Address Tab Chapter 5: Configuring the PCs Overview



10



Wireless-G Broadband Router



4. Now click the Gateway tab, and verify that the Installed Gateway field is blank. Click the OK button. 5. Click the OK button again. Windows may ask you for the original Windows installation disk or additional files. Check for the files at c:\windows\options\cabs, or insert your Windows CD-ROM into your CD-ROM drive and check the correct file location, e.g., D:\win98, D:\win9x, etc. (if “D” is the letter of your CD-ROM drive). 6. Windows may ask you to restart your PC. Click the Yes button. If Windows does not ask you to restart, restart your computer anyway. Go to “Chapter 6: Using the Router’s Web-Based Utility.”



Configuring Windows 2000 PCs



Figure 5-3: Properties



1. Click the Start button. Select Settings and click the Control Panel icon. Double-click the Network and Dialup Connections icon. 2. Select the Local Area Connection icon for the applicable Ethernet adapter (usually it is the first Local Area Connection listed). Double-click the Local Area Connection. Click the Properties button. (See Figure 5-3.) 3. Make sure the box next to Internet Protocol (TCP/IP) is checked. Highlight Internet Protocol (TCP/IP), and click the Properties button. (See Figure 5-4.) 4. Select Obtain an IP address automatically. Once the new window appears, click the OK button. Click the OK button again to complete the PC configuration. (See Figure 5-53.) 5. Restart your computer. Go to “Chapter 6: Using the Router’s Web-Based Utility.”
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Figure 5-4: TCP/IP



Figure 5-5: IP Address
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Configuring Windows XP PCs The following instructions assume you are running Windows XP with the default interface. If you are using the Classic interface (where the icons and menus look like previous Windows versions), please follow the instructions for Windows 2000. 1. Click the Start button and then the Control Panel icon. Click the Network and Internet Connections icon. Then click the Network Connections icon. 2. Select the Local Area Connection icon for the applicable Ethernet adapter (usually it is the first Local Area Connection listed). Double-click the Local Area Connection. Click the Properties button. (See Figure 5-6.) 3. Make sure the box next to Internet Protocol (TCP/IP) is checked. Highlight Internet Protocol (TCP/IP), and click the Properties button. (See Figure 5-7.) 4. Select Obtain an IP address automatically. (See Figure 5-8.) Once the new window appears, click the OK button. Click the OK button again to complete the PC configuration.



Figure 5-6: Properties



Go to “Chapter 6: Using the Router’s Web-Based Utility.”



Figure 5-7: TCP/IP
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Figure 5-8: IP Address



Chapter 5: Configuring the PCs Configuring Windows XP PCs
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Chapter 6: Configuring the Wireless-G Broadband Router Overview The Broadband Router has been designed to be functional right out of the box with the default settings in the Setup Wizard. However, if you’d like to change these settings, use the Router’s web-based utility. This chapter will describe each web page in the Utility and each page’s key functions. The utility can be accessed via your web browser through use of a computer connected to the Router. For a basic network setup, most users only have to use the following screens of the Utility: • Basic Setup. On the Basic Setup screen, enter the settings provided by your ISP. • Management. Click the Administration tab and then the Management tab. The Router’s default password is admin. To secure the Router, change the Password from its default.



Note: The Router is designed to function properly after connecting the Router to your network. This chapter is provided solely for those who wish to perform more advanced configuration or monitoring. Have You: Enabled TCP/IP on your PCs? PCs communicate over the network with this protocol. Refer to Appendix D: Windows Help for more information on TCP/IP.



There are seven main tabs: Setup, Wireless, Security, Access Restrictions, Applications & Gaming, Administration, and Status. Additional tabs will be available after you click one of the main tabs. To access the web-based utility, launch Internet Explorer or Netscape Navigator, and enter the Router’s default IP address, 192.168.1.1, in the Address field. Then press Enter. A password request page, shown in Figure 6-1 will appear. (non-Windows XP users will see a similar screen.) Leave the User Name field blank. The first time you open the Web-Based Utility, use the default password admin. (You can set a new password from the Administration tab’s Management screen.) Then click the OK button.



Figure 6-1: Password Screen



Chapter 6: Configuring the Wireless-G Broadband Router Overview
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The Setup Tab - Basic Setup The first screen that appears displays the Setup tab. This allows you to change the Broadband Router's general settings. Change these settings as described here and click the Save Settings button to apply your changes or Cancel Changes to cancel your changes.



Internet Setup The Internet Setup section configures the Broadband Router to your Internet connection. Most of this information can be obtained through your ISP.



Internet Connection Type Figure 6-2: Setup Tab - Basic Setup Choose the type of Internet connection your ISP provides from the drop down menu.



• DHCP. By default, the Router’s Internet Connection Type is set to Automatic Configuration - DHCP, which should be kept only if your ISP supports DHCP or you are connecting through a dynamic IP address.



Figure 6-3: DHCP Connection Type



• Static IP. If you are required to use a permanent IP address to connect to the Internet, select Static IP. Internet IP Address. This is the Router’s IP address, when seen from the Internet. Your ISP will provide you with the IP Address you need to specify here. Subnet Mask. This is the Router’s Subnet Mask, as seen by users on the Internet (including your ISP). Your ISP will provide you with the Subnet Mask.



Figure 6-4: Static IP Connection Type



Gateway. Your ISP will provide you with the Gateway Address, which is the ISP server’s IP address. DNS. Your ISP will provide you with at least one DNS (Domain Name System) Server IP Address.



Chapter 6: Configuring the Wireless-G Broadband Router The Setup Tab - Basic Setup
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• PPPoE. Some DSL-based ISPs use PPPoE (Point-to-Point Protocol over Ethernet) to establish Internet connections. If you are connected to the Internet through a DSL line, check with your ISP to see if they use PPPoE. If they do, you will have to enable PPPoE. User Name and Password. Enter the User Name and Password provided by your ISP. Connect on Demand: Max Idle Time. You can configure the Router to cut the Internet connection after it has been inactive for a specified period of time (Max Idle Time). If your Internet connection has been terminated due to inactivity, Connect on Demand enables the Router to automatically re-establish your connection as soon as you attempt to access the Internet again. If you wish to activate Connect on Demand, click the radio button. In the Max Idle Time field, enter the number of minutes you want to have elapsed before your Internet connection terminates.



Figure 6-5: PPPoE Connection Type



static ip address: a fixed address assigned to a computer or device connected to a network



Keep Alive Option: Redial Period. If you select this option, the Router will periodically check your Internet connection. If you are disconnected, then the Router will automatically re-establish your connection. To use this option, click the radio button next to Keep Alive. In the Redial Period field, you specify how often you want the Router to check the Internet connection. The default Redial Period is 30 seconds. •



PPTP. Point to Point Tunneling Protocol (PPTP), is a service that applies to connections in Europe only. Specify Internet IP Address This is the Router’s IP address, as seen from the Internet. Your ISP will provide you with the IP Address you need to specify here. Subnet Mask This is the Router’s Subnet Mask, as seen by users on the Internet (including your ISP). Your ISP will provide you with the Subnet Mask. Gateway. Your ISP will provide you with the Gateway Address.



Figure 6-6: PPTP Connection Type



User Name and Password. Enter the User Name and Password provided by your ISP. Connect on Demand: Max Idle Time. You can configure the Router to cut the Internet connection after it has been inactive for a specified period of time (Max Idle Time). If your Internet connection has been terminated due to inactivity, Connect on Demand enables the Router to automatically re-establish your connection as soon as you attempt to access the Internet again. If you wish to activate Connect on Demand, click the radio button. In the Max Idle Time field, enter the number of minutes you want to have elapsed before your Internet connection terminates. Keep Alive Option: Redial Period. If you select this option, the Router will periodically check your Internet connection. If you are disconnected, then the Router will automatically re-establish your connection. To use this option, click the radio button next to Keep Alive. To use this option, click the radio button next to Keep Alive. In the Redial Period field, you specify how often you want the Router to check the Internet connection. The default Redial Period is 30 seconds. Chapter 6: Configuring the Wireless-G Broadband Router The Setup Tab - Basic Setup
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Optional Settings Some of these settings may be required by your ISP. Verify with your ISP before making any changes. Router Name. In this field, you can type a name of up to 39 characters to represent the Router. Host Name/Domain Name. These fields allow you to supply a host and domain name for the Router. Some ISPs, usually cable ISPs, require these names as identification. You may have to check with your ISP to see if your broadband Internet service has been configured with a host and domain name. In most cases, leaving these fields blank will work. MTU. MTU is the Maximum Transmission Unit. It specifies the largest packet size permitted for Internet transmission. The default setting, Manual, allows you to enter the largest packet size that will be transmitted. The recommended size, entered in the Size field, is 1492. You should leave this value in the 1200 to 1500 range. To have the Router select the best MTU for your Internet connection, select Auto.



Figure 6-7: Optional Settings IMPORTANT: Restoring the Router's factory default settings will erase all of your settings (WEP Encryption, Wireless and LAN settings, etc.), and replace them with the factory defaults. Do not reset the Router if you want to retain these settings.



Network Setup The Network Setup section changes the settings on the network connected to the Router’s Ethernet ports. Wireless Setup is performed through the Wireless tab.



Figure 6-8: Router IP



Router IP This presents both the Router’s IP Address and Subnet Mask as seen by your network.



Network Address Server Settings (DHCP) The settings allow you to configure the Router’s Dynamic Host Configuration Protocol (DHCP) server function. The Router can be used as a DHCP server for your network. A DHCP server automatically assigns an IP address to each computer on your network. If you choose to enable the Router’s DHCP server option, you must configure all of your network PCs to connect to a DHCP server (the Router), and make sure there is no other DHCP server on your network. DHCP Server. DHCP is enabled by factory default. If you already have a DHCP server on your network, or you don’t want a DHCP server, then click the Disable radio button (no other DHCP features will be available). Starting IP Address. Enter a value for the DHCP server to start with when issuing IP addresses. Because the Router’s default IP address is 192.168.1.1, the Starting IP Address must be 192.168.1.2 or greater, but smaller than 192.168.1.253. The default Starting IP Address is 192.168.1.100. Chapter 6: Configuring the Wireless-G Broadband Router The Setup Tab - Basic Setup



Figure 6-9: Network Address Server Settings
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Maximum Number of DHCP Users. Enter the maximum number of PCs that you want the DHCP server to assign IP addresses to. This number cannot be greater than 253. The default is 50. Client Lease Time. The Client Lease Time is the amount of time a network user will be allowed connection to the Router with their current dynamic IP address. Enter the amount of time, in minutes, that the user will be “leased” this dynamic IP address. After the time is up, the user will be automatically assigned a new dynamic IP address. The default is 0 minutes, which means one day. Static DNS (1-3). The Domain Name System (DNS) is how the Internet translates domain or website names into Internet addresses or URLs. Your ISP will provide you with at least one DNS Server IP Address. If you wish to use another, type that IP Address in one of these fields. You can type up to three DNS Server IP Addresses here. The Router will use these for quicker access to functioning DNS servers. WINS. The Windows Internet Naming Service (WINS) manages each PC’s interaction with the Internet. If you use a WINS server, enter that server’s IP Address here. Otherwise, leave this blank.



Time Setting Change the time zone in which your network functions from this pull down menu. (You can even automatically adjust for daylight savings time.) Figure 6-10: Time Setting
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The Setup Tab - DDNS The Router offers a Dynamic Domain Name System (DDNS) feature. DDNS lets you assign a fixed host and domain name to a dynamic Internet IP address. It is useful when you are hosting your own website, FTP server, or other server behind the Router. Before you can use this feature, you need to sign up for DDNS service at www.dyndns.org, or www.TZO.com, DDNS service providers.



DDNS Service. From this pull-down menu, enter the DDNS service with which you have membership. User Name. Enter the User Name for your DDNS account



Figure 6-11: Setup Tab - DDNS



Password. Enter the Password for your DDNS account. Host Name. The is the DDNS URL assigned by the DDNS service.



Note: Availability of DDNS service may vary depending on region.



Internet IP Address. This is the Router’s current IP Address as seen on the Internet. Status. This displays the status of the DDNS connection.



Change these settings as described here and click the Save Settings button to apply your changes or Cancel Changes to cancel your changes.
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The Setup Tab - MAC Address Clone A MAC address is a 12-digit code assigned to a unique piece of hardware for identification. Some ISPs will require you to register a MAC address in order to access the Internet. If you do not wish to re-register the MAC address with your ISP, you may assign the MAC address you have currently registered with your ISP to the Router with the MAC Address Clone feature.



Enable/Disable. To have the MAC Address cloned, click the radio button beside Enable. User Defined Entry. Enter the MAC Address registered with your ISP here. Clone Your PC’s MAC Address. Clicking this button will clone the MAC address.



Figure 6-12: Setup Tab - MAC Address Clone



Change these settings as described here and click the Save Settings button to apply your changes or Cancel Changes to cancel your changes.
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The Setup Tab - Advanced Routing This tab is used to set up the Router’s advanced functions. Operating Mode allows you to select the type(s) of advanced functions you use. Dynamic Routing will automatically adjust how packets travel on your network. Static Routing sets up a fixed route to another network destination. Operating Mode. Select the mode in which this Router will function. If this Router is hosting your network’s connection to the Internet, select Gateway. If another Router exists on your network, select Router. When Router is chosen, Dynamic Routing will be enabled. Dynamic Routing. The Dynamic Routing feature enables the Router to automatically adjust to physical changes in the network’s layout and exchange routing tables with the other router(s). The Router determines the network packets’ route based on the fewest number of hops between the source and the destination. This feature is Disabled by default. From the drop-down menu, you can also select, LAN & Wireless, which performs dynamic routing over both your Ethernet and wireless networks. You can also select, WAN, which performs dynamic routing with data coming from the Internet. Finally, selecting Both performs dynamic routing with both methods described.



Figure 6-13: Setup Tab - Advanced Routing (Gateway)



Static Routing. To set up a static route between the Router and another network, select a number from the Static Routing drop-down list. (A static route is a pre-determined pathway that network information must travel to reach a specific host or network.) Enter the information described below to set up a new static route. (Clicking the Delete This Entry will delete a static route.) Enter Route Name. Enter a name for the Route here, using a maximum of 25 alphanumeric characters. Destination LAN IP. The Destination LAN IP is the address of the remote network or host to which you want to assign a static route. Subnet Mask. The Subnet Mask determines which portion of a Destination LAN IP address is the network portion, and which portion is the host portion. Default Gateway. This is the IP address of the gateway device that allows for contact between the Router and the remote network or host. Interface. This interface tells you whether the Destination IP Address is on the LAN & Wireless (Ethernet and wireless networks), the WAN (Internet), or Loopback (a dummy network in which one PC acts like a networknecessary for certain software programs).



Figure 6-14: Setup Tab - Advanced Routing (Router)



Click the Show Routing Table button to view the Static Routes you’ve already set up. Change these settings as described here and click the Save Settings button to apply your changes or Cancel Changes to cancel your changes. Chapter 6: Configuring the Wireless-G Broadband Router The Setup Tab - Advanced Routing
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The Wireless Tab - Basic Wireless Settings The basic settings for wireless networking are set on this screen.



Wireless Network Mode. From this drop-down menu, you can select the wireless standards running on your network. If you have both Wireless-G and 802.11b devices in your network, keep the default setting, Mixed. If you have only Wireless-G devices, select G-Only. If you have only Wireless-B devices, select B-Only. If you do not have any Wireless-G and 802.11b devices in your network, select Disable. Wireless Network Name (SSID). The SSID is the network name shared among all points in a wireless network. The SSID must be identical for all points in the wireless network. It is case-sensitive and must not exceed 32 characters (use any of the characters on the keyboard). Make sure this setting is the same for all points in your wireless network. For added security, you should change the default SSID (linksys) to a unique name.



Figure 6-15: Wireless Tab - Basic Wireless Settings



Wireless Channel. Select the appropriate channel from the list provided to correspond with your network settings. All devices in your wireless network must be broadcast on the same channel in order to function correctly. Wireless SSID Broadcast. When wireless clients survey the local area for wireless networks to associate with, they will detect the SSID broadcast by the Router. To broadcast the Router's SSID, keep the default setting, Enable. If you do not want to broadcast the Router's SSID, then select Disable.



Change these settings as described here and click the Save Settings button to apply your changes or Cancel Changes to cancel your changes.
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The Wireless Tab - Wireless MAC Filter Wireless access can be filtered by using the MAC addresses of the wireless devices transmitting within your network’s radius.



Wireless MAC Filter. To filter wireless users by MAC Address, either permitting or preventing access, click the radio button beside Enable. If you do not wish to filter users by MAC Address, select Disable. Prevent. Clicking this button will Prevent users access by MAC Address. Permit Only. Clicking this button will Permit users access by MAC Address.



Figure 6-16: Wireless Tab - Wireless MAC Filter



Edit MAC Address Filter List. Clicking this button will open the MAC Address Filter List. On this screen, you can list users, by MAC Address, to whom you wish to provide or block access. The Wireless Client/MAC List button will display network users by MAC Address for easy reference.



Change these settings as described here and click the Save Settings button to apply your changes or Cancel Changes to cancel your changes.



Figure 6-17: MAC Address Filter List
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The Wireless Tab - Advanced Wireless Settings This tab is used to set up the Router’s advanced wireless functions. These settings should only be adjusted by an expert administrator as incorrect settings can reduce wireless performance. Authentication Type. The default is set to Auto, which allows either Open System or Shared Key authentication to be used. With Open System authentication, the sender and the recipient do NOT use a WEP key for authentication. With Shared Key authentication, the sender and recipient use a WEP key for authentication. Basic Rate. The Basic Rate setting is not actually one rate of transmission but a series of rates, advertising to the other wireless points in your network at what rates the Router can transmit. At the default setting, the Router will advertise that it will Automatically select the best rate for transmission. Other options of rates to advertise are 1-2Mbps, for use with older wireless technology, and All, when you wish to make all rates advertised. The Basic Rate is not the rate transmitted; that is the Transmission Rate.



Figure 6-18: Wireless Tab - Advanced Wireless Settings



Transmission Rate. The rate of data transmission should be set depending on the speed of your wireless network. You can select from a range of transmission speeds, or you can select Auto to have the Router automatically use the fastest possible data rate and enable the Auto-Fallback feature. Auto-Fallback will negotiate the best possible connection speed between the Router and a wireless client. The default value is Auto. CTS Protection Mode. This should remain disabled unless having severe problems with your Wireless-G products not being able to transmit to the Router. This function boosts the Router’s ability to catch all 802.11b and Wireless-G transmissions but will severely decrease performance. Frame Burst. Enabling this option should provide your network with greater performance, varying upon the manufacturer of your wireless products. Beacon Interval. The default value is 100. Enter a value between 1 and 65,535 milliseconds. The Beacon Interval value indicates the frequency interval of the beacon. A beacon is a packet broadcast by the Router to synchronize the wireless network. DTIM Interval. This value, between 1 and 16384, indicates the interval of the Delivery Traffic Indication Message (DTIM). A DTIM field is a countdown field informing clients of the next window for listening to broadcast and multicast messages. When the Router has buffered broadcast or multicast messages for associated clients, it sends the next DTIM with a DTIM Interval value. Its clients hear the beacons and awaken to receive the broadcast and multicast messages. The default value is 1.
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Fragmentation Threshold. This value specifies the maximum size for a packet before data is fragmented into multiple packets. If you experience a high packet error rate, you may slightly increase the Fragmentation Threshold. Setting the Fragmentation Threshold too low may result in poor network performance. Only minor reduction of the default value is recommended. In most cases, it should remain at its default value of 2346. RTS Threshold. Should you encounter inconsistent data flow, only minor reduction of the default value, 2346, is recommended. If a network packet is smaller than the preset RTS threshold size, the RTS/CTS mechanism will not be enabled. The Router sends Request to Send (RTS) frames to a particular receiving station and negotiates the sending of a data frame. After receiving an RTS, the wireless station responds with a Clear to Send (CTS) frame to acknowledge the right to begin transmission. The RTS Threshold value should remain at its default value of 2346.



Change these settings as described here and click the Save Settings button to apply your changes or Cancel Changes to cancel your changes.
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The Security Tab - Firewall Block WAN Requests. Enable the Block WAN Request feature by checking the box beside Block Anonymous Internet Requests and you can prevent your network from being “pinged,” or detected, by other Internet users. The Block WAN Request feature also reinforces your network security by hiding your network ports. Both functions of the Block WAN Request feature make it more difficult for outside users to work their way into your network. This feature is enabled by default. Figure 6-19: Security Tab - Firewall Change these settings as described here and click the Save Settings button to apply your changes or Cancel Changes to cancel your changes.



The Security Tab - VPN Passthrough Use the settings on this tab to allow VPN tunnels in either IPSec or PPTP protocols to pass through the Router’s firewall.



IPSec Pass-through. Internet Protocol Security (IPSec) is a suite of protocols used to implement secure exchange of packets at the IP layer. To allow IPSec tunnels to pass through the Router, click the radio button beside Enable. IPSec Pass-Through is enabled by default. PPTP Pass-through. Point-to-Point Tunneling Protocol is the method used to enable VPN sessions to a Windows NT 4.0 or 2000 server. To allow PPTP tunnels to pass through the Router, click the radio button beside Enable. PPTP Pass-Through is enabled by default.



Figure 6-20: Wireless Tab - Basic Wireless Settings



Change these settings as described here and click the Save Settings button to apply your changes or Cancel Changes to cancel your changes.
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The Security Tab - Wireless Security The Wireless Security settings configure the security of your wireless network. There are four wireless security mode options supported by the Router, WPA, RADIUS, and WEP. These four are briefly discussed here. For detailed instructions on configuring wireless security for the Router, turn to Appendix B: Wireless Security. WPA Pre-Shared Key. WPA gives you two encryption methods, TKIP and AES, with dynamic encryption keys. Select the type of algorithm, TKIP or AES, enter a Pre-Shared key of 8-32 characters, and enter a Group Key Renewal period, which instructs the Router how often it should change the encryption keys.



Figure 6-21: Wireless Tab - Wireless Security (WPA Pre-Shared Key)



WPA Radius. WPA used in coordination with a RADIUS server. (This should only be used when a RADIUS server is connected to the Router.) First, select the type of WPA algorithm, TKIP or AES. Enter the RADIUS server’s IP Address and port number, along with a key shared between the Router and the server. Last, enter a Group Key Renewal period, which instructs the Router how often it should change the encryption keys.



Figure 6-22: Wireless Tab - Wireless Security (WPA Radius)
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Radius. WEP used in coordination with a RADIUS server. (This should only be used when a RADIUS server is connected to the Router.) First, enter the RADIUS server’s IP Address and port number, along with a key shared between the Router and the server. Then, select a WEP key and a level of WEP encryption, and either generate a WEP key through the Passphrase or enter the WEP key manually.



Figure 6-23: Wireless Tab - Wireless Security (Radius)



WEP. WEP is a basic encryption method, not as secure as WPA. To use WEP, select a WEP key and a level of WEP encryption, and either generate a WEP key through the Passphrase or enter the WEP key manually.



Change these settings as described here and click the Save Settings button to apply your changes or Cancel Changes to cancel your changes. For detailed instructions on configuring wireless security for the Router, turn to Appendix B: Wireless Security. Figure 6-24: Wireless Tab - Wireless Security (WEP)
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The Access Restrictions Tab The Access Restrictions tab allows you to block or allow network access as well as manage specific kinds of Internet usage.



Internet Access Policy. Access is managed by a policy. An access policy is established with the settings on this screen (after Save Settings is clicked). Selecting a policy from the drop-down menu will display that policy’s settings on this screen. To delete a policy, select that policy’s number and click the Delete button. To view the policies established, click the View Summary button. (Policies can be deleted from the summary screen by selecting the policy or policies and clicking the Delete button.) Status. Policies are automatically enabled. To disable a policy, which will cease it from functioning until you enable it once again, click the radio button beside Disable. Enter Policy Name. Each policy can be named, using no more than 30 characters, so you can remember what it’s for.



Figure 6-25: Access Restrictions Tab



PCs. Click the Edit List of PCs button to select which PCs will be affected by the policy. You can enter the PC by MAC Address or IP Address. You can also enter a range of IP Addresses if you wish this policy to affect a group of PCs. After making your changes, click the Save Settings button to apply your changes or Cancel Changes to cancel your changes. Days/Times. When will this policy be in effect? On every day? At certain times? Select the individual days or select Everyday. Select 24 Hours or enter a range of hours in which the policy will be in effect. Filtered Port Range. To filter a range of ports, based on certain criteria, enter the ranges here.



Figure 6-26: Internet Policy Summary



TCP. Enter the range of the ports you wish to filter that use the TCP protocol. UDP. Enter the range of the ports you wish to filter that use the TCP protocol. Both. Enter the range of the ports you wish to filter that use both the TCP and UDP protocols. Disable. Two ranges are supplied for ports you wish to disable.



Change these settings as described here and click the Save Settings button to apply your changes or Cancel Changes to cancel your changes. Chapter 6: Configuring the Wireless-G Broadband Router The Access Restrictions Tab



Figure 6-27: List of PCs
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The Applications and Gaming Tab - Port Range Forward The Applications and Gaming Tab allows you to set up public services on your network, such as web servers, ftp servers, e-mail servers, or other specialized Internet applications. (Specialized Internet applications are any applications that use Internet access to perform functions such as videoconferencing or online gaming. Some Internet applications may not require any forwarding.) To forward a port, enter the information on each line for the criteria required. Descriptions of each criteria are described here. Application. In this field, enter the name you wish to give the application. Each name can be up to 12 characters. Start/End. This is the port range. Enter the number that starts the port range under Start and the number that ends the range under End. Protocol. Enter the protocol used for this application, either TCP or UDP, or Both. IP Address. For each application, enter the IP Address of the PC running the specific application.



Figure 6-28: Applications and Gaming Tab Port Range Forward



Enable. Click the Enable checkbox to enable port forwarding for the relevant application.



Change these settings as described here and click the Save Settings button to apply your changes or Cancel Changes to cancel your changes.



Chapter 6: Configuring the Wireless-G Broadband Router The Applications and Gaming Tab - Port Range Forward



30



Wireless-G Broadband Router



The Applications and Gaming Tab - DMZ The DMZ feature allows one network user to be exposed to the Internet for use of a special-purpose service such as Internet gaming or videoconferencing. DMZ hosting forwards all the ports at the same time to one PC. The Port Range Forward feature is more secure because it only opens the ports you want to have opened, while DMZ hosting opens all the ports of one computer, exposing the computer to the Internet. Any PC whose port is being forwarded must have its DHCP client function disabled and should have a new static IP address assigned to it because its IP address may change when using the DHCP function. To expose one PC, select Enable. Then, enter the computer's IP address in the DMZ Host IP Address field.



Figure 6-29: Applications and Gaming - DMZ



Change these settings as described here and click the Save Settings button to apply your changes or Cancel Changes to cancel your changes.
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The Administration Tab - Management This section of the Administration tab allows the network’s administrator to manage specific Router functions for access and security.



Local Router Access. You can change the Router’s password from here. Enter a new Router password and then type it again in the Re-enter to confirm field to confirm. Remote Router Access. To access the Router remotely, from outside the network, verify that Enable is selected. Then, enter the port number that will be open to outside access. You will need to enter the Router’s password when accessing the Router this way, as usual. UPnP. When using UPnP features, select Enable. As allowing this may present a risk to security, this feature is disabled by default.



Figure 6-30: Administration Tab - Management



Change these settings as described here and click the Save Settings button to apply your changes or Cancel Changes to cancel your changes.



The Administration Tab - Log The Router can keep logs of all traffic for your Internet connection. To disable the Log function, keep the default setting, Disable. To monitor traffic between the network and the Internet, select Enable. When you wish to view the logs, click Incoming Log or Outgoing Log, depending on which you wish to view.



Change these settings as described here and click the Save Settings button to apply your changes or Cancel Changes to cancel your changes.
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Figure 6-31: Administration Tab - Log
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The Administration Tab - Diagnostics The diagnostic tests (Ping and TraceRoute) allow you to check the connections of your network components.



Ping Test. The Ping test will check the status of a connection. Click the Ping button to open the Ping Test screen. Enter the address of the PC whose connection you wish to test and how many times you wish to test it. Then, click the Ping button. A successful test will look similar to that shown in Figure 5-33. To stop the test, click the Stop button. Click the Clear Log button to clear the screen. Click the Close button to return to the Diagnostics screen. Figure 6-32: Administration Tab - Diagnostics Traceroute Test. To test the performance of a connect, click the Traceroute button. Enter the address of the PC whose connection you wish to test and click the Ping button. A successful test will look similar to that shown in Figure 5-34. To stop the test, click the Stop button. Click the Clear Log button to clear the screen. Click the Close button to return to the Diagnostics screen.



Change these settings as described here and click the Save Settings button to apply your changes or Cancel Changes to cancel your changes. Figure 6-33: The Ping Test



Figure 6-34: The Traceroute Test



Chapter 6: Configuring the Wireless-G Broadband Router The Administration Tab - Diagnostics



33



Wireless-G Broadband Router



The Administration Tab - Factory Defaults Click the Yes button to reset all configuration settings to their default values, and then click the Save Settings button. Any settings you have saved will be lost when the default settings are restored. This feature is disabled by default.



Figure 6-35: Administration Tab - Factory Defaults



The Administration Tab - Firmware Upgrade Firmware can be upgraded by clicking the Upgrade button after browsing for the firmware, which you can download from the Linksys website. Do not upgrade your firmware unless you are experiencing problems with the Router. For more information about upgrading firmware, refer to “Appendix C: Upgrading Firmware”.



Figure 6-36: Administration Tab - Firmware Upgrade
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The Status Tab - Router The Router screen on the Status Tab displays the Router’s current status.



Firmware Version. This is the Router’s current firmware. Current Time. This shows the time, as you set on the Setup Tab. MAC Address. This is the Router’s MAC Address, as seen by your ISP. Router Name. This is the specific name for the Router, which you set on the Setup Tab. Host Name. If required by your ISP, this would have been entered on the Setup Tab. Domain Name. If required by your ISP, this would have been entered on the Setup Tab.



Configuration Type. This shows the information required by your ISP for connection to the Internet. This information was entered on the Setup Tab. You can Connect or Disconnect your connection here by clicking on that button.
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Figure 6-37: Status Tab - Router
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The Status Tab - Local Network The Local Network screen on the Status Tab displays the status of your network.



MAC Address. This is the Router’s MAC Address, as seen on your local, Ethernet network. IP Address. This shows the Router’s IP Address, as it appears on your local, Ethernet network. Subnet Mask. When the Router is using a Subnet Mask, it is shown here. DHCP Server. If you are using the Router as a DHCP server, that will be displayed here. Start IP Address. For the range of IP Addresses used by points on your local, Ethernet network, the beginning of that range is shown here.



Figure 6-38: Status Tab - Local Network



End IP Address. For the range of IP Addresses used by points on your local, Ethernet network, the end of that range is shown here.



DHCP Clients Table. Clicking this button will open a screen to show you which PCs are utilizing the Router as a DHCP server. You can delete PCs from that list, and sever their connections, by checking a Delete box and clicking the Delete button.
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The Status Tab - Wireless The Wireless screen on the Status Tab displays the status of your wireless network.



MAC Address. This is the Router’s MAC Address, as seen on your local, wireless network. Mode. As selected from the Wireless tab, this will display the wireless mode (Mixed, G-Only, or Disabled) used by the network. SSID. As entered on the Wireless tab, this will display the wireless network name or SSID.



Figure 6-39: Status Tab - Wireless



DHCP Server. If you are using the Router as a DHCP server, that will be displayed here. Channel. As entered on the Wireless tab, this will display the channel on which your wireless network is broadcasting. Encryption Function. As selected on the Security Tab, this will display what type of encryption the Router uses for security.
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Appendix A: Troubleshooting This appendix consists of two parts: “Common Problems and Solutions” and “Frequently Asked Questions.” Provided are possible solutions to problems that may occur during the installation and operation of the Router. Read the descriptions below to help you solve your problems. If you can’t find an answer here, check the Linksys website at www.linksys.com.



Common Problems and Solutions 1. I need to set a static IP address on a PC. You can assign a static IP address to a PC by performing the following steps: • For Windows 98 and Me: 1. Click Start, Settings, and Control Panel. Double-click Network. 2. In The following network components are installed box, select the TCP/IP-> associated with your Ethernet adapter. If you only have one Ethernet adapter installed, you will only see one TCP/IP line with no association to an Ethernet adapter. Highlight it and click the Properties button. 3. In the TCP/IP properties window, select the IP address tab, and select Specify an IP address. Enter a unique IP address that is not used by any other computer on the network connected to the Router. Make sure that each IP address is unique for each PC or network device. 4. Click the Gateway tab, and in the New Gateway prompt, enter 192.168.1.1, which is the default IP address of the Router. Click the Add button to accept the entry. 5. Click the DNS tab, and make sure the DNS Enabled option is selected. Enter the Host and Domain names (e.g., John for Host and home for Domain). Enter the DNS entry provided by your ISP. If your ISP has not provided the DNS IP address, contact your ISP to get that information or go to its website for the information. 6. Click the OK button in the TCP/IP properties window, and click Close or the OK button for the Network window. 7. Restart the computer when asked. • For Windows 2000: 1. Click Start, Settings, and Control Panel. Double-click Network and Dial-Up Connections. 2. Right-click the Local Area Connection that is associated with the Ethernet adapter you are using, and select the Properties option. 3. In the Components checked are used by this connection box, highlight Internet Protocol (TCP/IP), and click the Properties button. Select Use the following IP address option. 4. Enter a unique IP address that is not used by any other computer on the network connected to the Router. 5. Enter the Subnet Mask, 255.255.255.0. 6. Enter the Default Gateway, 192.168.1.1 (Router’s default IP address). Appendix A: Troubleshooting Common Problems and Solutions
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7. Toward the bottom of the window, select Use the following DNS server addresses, and enter the Preferred DNS server and Alternative DNS server (provided by your ISP). Contact your ISP or go on its website to find the information. 8. Click the OK button in the Internet Protocol (TCP/IP) Properties window, and click the OK button in the Local Area Connection Properties window. 9. Restart the computer if asked. • For Windows XP: The following instructions assume you are running Windows XP with the default interface. If you are using the Classic interface (where the icons and menus look like previous Windows versions), please follow the instructions for Windows 2000. 1. Click Start and Control Panel. 2. Click the Network and Internet Connections icon and then the Network Connections icon. 3. Right-click the Local Area Connection that is associated with the Ethernet adapter you are using, and select the Properties option. 4. In the This connection uses the following items box, highlight Internet Protocol (TCP/IP). Click the Properties button. 5. Enter a unique IP address that is not used by any other computer on the network connected to the Router. 6. Enter the Subnet Mask, 255.255.255.0. 7. Enter the Default Gateway, 192.168.1.1 (Router’s default IP address). 8. Toward the bottom of the window, select Use the following DNS server addresses, and enter the Preferred DNS server and Alternative DNS server (provided by your ISP). Contact your ISP or go on its website to find the information. 9. Click the OK button in the Internet Protocol (TCP/IP) Properties window. Click the OK button in the Local Area Connection Properties window. 2. I want to test my Internet connection. A Check your TCP/IP settings. For Windows 98, Me, 2000, and XP: • Refer to “Chapter 4: Configure the PCs” for details. Make sure Obtain IP address automatically is selected in the settings. B Open a command prompt. For Windows 98 and Me: • Click Start and Run. In the Open field, type in command. Press the Enter key or click the OK button. For Windows 2000 and XP: • Click Start and Run. In the Open field, type cmd. Press the Enter key or click the OK button. In the command prompt, type ping 192.168.1.1 and press the Enter key. • If you get a reply, the computer is communicating with the Router. • If you do NOT get a reply, please check the cable, and make sure Obtain an IP address automatically is selected in the TCP/IP settings for your Ethernet adapter. Appendix A: Troubleshooting Common Problems and Solutions
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C In the command prompt, type ping followed by your Internet or WAN IP address and press the Enter key. The Internet or WAN IP Address can be found on the Status screen of the Router’s web-based utility. For example, if your Internet or WAN IP address is 1.2.3.4, you would enter ping 1.2.3.4 and press the Enter key. • If you get a reply, the computer is connected to the Router. • If you do NOT get a reply, try the ping command from a different computer to verify that your original computer is not the cause of the problem. D In the command prompt, type ping www.yahoo.com and press the Enter key. • If you get a reply, the computer is connected to the Internet. If you cannot open a webpage, try the ping command from a different computer to verify that your original computer is not the cause of the problem. • If you do NOT get a reply, there may be a problem with the connection. Try the ping command from a different computer to verify that your original computer is not the cause of the problem. 5. I am not getting an IP address on the Internet with my Internet connection. • Refer to “Problem #2, I want to test my Internet connection” to verify that you have connectivity. 1. If you need to register the MAC address of your Ethernet adapter with your ISP, please see “Appendix D: Finding the MAC address and IP Address for Your Ethernet Adapter.” If you need to clone the MAC address of your Ethernet adapter onto the Router, see the System section of “Chapter 6: The Router’s Web-based Utility” for details. 2. Make sure you are using the right Internet connection settings. Contact your ISP to see if your Internet connection type is DHCP, Static IP Address, or PPPoE (commonly used by DSL consumers). Please refer to the Setup section of “Chapter 6: The Router’s Web-based Utility” for details on Internet connection settings. 3. Make sure you have the right cable. Check to see if the Internet column has a solidly lit Link/Act LED. 4. Make sure the cable connecting from your cable or DSL modem is connected to the Router’s Internet port. Verify that the Status page of the Router’s web-based utility shows a valid IP address from your ISP. 5. Turn off the computer, Router, and cable/DSL modem. Wait 30 seconds, and then turn on the Router, cable/DSL modem, and computer. Check the Status tab of the Router’s web-based utility to see if you get an IP address. 6. I am not able to access the Setup page of the Router’s web-based utility. • Refer to “Problem #2, I want to test my Internet connection” to verify that your computer is properly connected to the Router. 1. Refer to “Appendix D: Finding the MAC Address and IP address for Your Ethernet Adapter” to verify that your computer has an IP Address, Subnet Mask, Gateway, and DNS. 2. Set a static IP address on your system; refer to “Problem #1: I need to set a static IP address.” 3. Refer to “Problem #10: I need to remove the proxy settings or the dial-up pop-up window (for PPPoE users).”
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7. I need to set up a server behind my Router and make it available to the public. To use a server like a web, ftp, or mail server, you need to know the respective port numbers they are using. For example, port 80 (HTTP) is used for web; port 21 (FTP) is used for FTP, and port 25 (SMTP outgoing) and port 110 (POP3 incoming) are used for the mail server. You can get more information by viewing the documentation provided with the server you installed. • Follow these steps to set up port forwarding through the Router’s web-based utility. We will be setting up web, ftp, and mail servers. 1. Access the Router’s web-based utility by going to http://192.168.1.1 or the IP address of the Router. Go to the Applications & Gaming => Port Forwarding tab. 2. Enter any name you want to use for the Customized Application. 3. Enter the External Port range of the service you are using. For example, if you have a web server, you would enter the range 80 to 80. 4. Check the protocol you will be using, TCP and/or UDP. 5. Enter the IP address of the PC or network device that you want the port server to go to. For example, if the web server’s Ethernet adapter IP address is 192.168.1.100, you would enter 100 in the field provided. Check “Appendix D: Finding the MAC Address and IP Address for Your Ethernet Adapter” for details on getting an IP address. 6. Check the Enable option for the port services you want to use. Consider the example below: Customized Application Web server FTP server SMTP (outgoing) POP3 (incoming)



External Port TCP



UDP



IP Address



Enable



80 to 80 21 to 21 25 to 25 110 to 110



X



192.168.1.100 192.168.1.101 192.168.1.102 192.168.1.102



X X X X



X X X X



X X



When you have completed the configuration, click the Save Settings button. 8. I need to set up online game hosting or use other Internet applications. If you want to play online games or use Internet applications, most will work without doing any port forwarding or DMZ hosting. There may be cases when you want to host an online game or Internet application. This would require you to set up the Router to deliver incoming packets or data to a specific computer. This also applies to the Internet applications you are using. The best way to get the information on what port services to use is to go to the website of the online game or application you want to use. Follow these steps to set up online game hosting or use a certain Internet application: 1. Access the Router’s web interface by going to http://192.168.1.1 or the IP address of the Router. Go to the Applications & Gaming => Port Forwarding tab. 2. Enter any name you want to use for the Customized Application. 3. Enter the External Port range of the service you are using. For example, if you want to host Unreal Tournament (UT), you would enter the range 7777 to 27900. Appendix A: Troubleshooting Common Problems and Solutions
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4. Check the protocol you will be using, TCP and/or UDP. 5. Enter the IP address of the PC or network device that you want the port server to go to. For example, if the web server’s Ethernet adapter IP address is 192.168.1.100, you would enter 100 in the field provided. Check “Appendix D: Finding the MAC Address and IP Address for Your Ethernet Adapter” for details on getting an IP address. 6. Check the Enable option for the port services you want to use. Consider the example below: Customized Application UT Halflife PC Anywhere VPN IPSEC



External Port



TCP



7777 to 27900 X 27015 to 27015 X 5631 to 5631 500 to 500



UDP



IP Address



Enable



X X X X



192.168.1.100 192.168.1.105 192.168.1.102 192.168.1.100



X X X X



When you have completed the configuration, click the Save Settings button. 9. I can’t get the Internet game, server, or application to work. If you are having difficulties getting any Internet game, server, or application to function properly, consider exposing one PC to the Internet using DeMilitarized Zone (DMZ) hosting. This option is available when an application requires too many ports or when you are not sure which port services to use. Make sure you disable all the forwarding entries if you want to successfully use DMZ hosting, since forwarding has priority over DMZ hosting. (In other words, data that enters the Router will be checked first by the forwarding settings. If the port number that the data enters from does not have port forwarding, then the Router will send the data to whichever PC or network device you set for DMZ hosting.) • Follow these steps to set DMZ hosting: 1. Access the Router’s web-based utility by going to http://192.168.1.1 or the IP address of the Router. Go to the Applications & Gaming => Port Forwarding tab. 2. Disable or remove the entries you have entered for forwarding. Keep this information in case you want to use it at a later time. 3. Go to the Applications & Gaming => DMZ tab. 4. Select Enable next to DMZ. In the DMZ Host IP Address field, enter the IP address of the computer you want exposed to the Internet. This will bypass the NAT technology for that computer. Please refer to “Appendix D: Finding the MAC Address and IP Address for Your Ethernet Adapter” for details on getting an IP address. • Once completed with the configuration, click the Apply button. 10. I forgot my password, or the password prompt always appears when I am saving settings to the Router. • Reset the Router to factory default by pressing the Reset button for 10 seconds and then releasing it. If you are still getting prompted for a password when saving settings, then perform the following steps: Appendix A: Troubleshooting Common Problems and Solutions
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1. Access the Router’s web-based utility by going to http://192.168.1.1 or the IP address of the Router. Enter the default password admin, and click the Administrations => Management tab. 2. Enter a different password in the Router Password field, and enter the same password in the second field to confirm the password. 3. Click the Save Settings button. 11. I am a PPPoE user, and I need to remove the proxy settings or the dial-up pop-up window. If you have proxy settings, you need to disable these on your computer. Because the Router is the gateway for the Internet connection, the computer does not need any proxy settings to gain access. Please follow these directions to verify that you do not have any proxy settings and that the browser you use is set to connect directly to the LAN. • For Microsoft Internet Explorer 5.0 or higher: 1. Click Start, Settings, and Control Panel. Double-click Internet Options. 2. Click the Connections tab. 3. Click the LAN settings button and remove anything that is checked. 4. Click the OK button to go back to the previous screen. 5. Click the option Never dial a connection. This will remove any dial-up pop-ups for PPPoE users. • For Netscape 4.7 or higher: 1. Start Netscape Navigator, and click Edit, Preferences, Advanced, and Proxies. 2. Make sure you have Direct connection to the Internet selected on this screen. 3. Close all the windows to finish. 12. To start over, I need to set the Router to factory default. Hold the Reset button for 10 seconds and then release it. This will return the password, forwarding, and other settings on the Router to the factory default settings. In other words, the Router will revert to its original factory configuration. 13. I need to upgrade the firmware. In order to upgrade the firmware with the latest features, you need to go to the Linksys website and download the latest firmware at www.linksys.com. • Follow these steps: 1. Go to the Linksys website at http://www.linksys.com and download the latest firmware. 2. To upgrade the firmware, follow the steps in “Appendix C: Upgrading Firmware.” 14. The firmware upgrade failed, and/or the Power LED is flashing. The upgrade could have failed for a number of reasons. Follow these steps to upgrade the firmware and/or make the Power LED stop flashing: • If the firmware upgrade failed, use the TFTP program (it was downloaded along with the firmware). Open the pdf that was downloaded along with the firmware and TFTP program, and follow the pdf’s instructions. Appendix A: Troubleshooting Common Problems and Solutions
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• Set a static IP address on the PC; refer to “Problem #1, I need to set a static IP address.” Use the following IP address settings for the computer you are using: IP Address: 192.168.1.50 Subnet Mask: 255.255.255.0 Gateway: 192.168.1.1 • Perform the upgrade using the TFTP program or the Router’s web-based utility through its System tab. 15. My DSL service’s PPPoE is always disconnecting. PPPoE is not actually a dedicated or always-on connection. The DSL ISP can disconnect the service after a period of inactivity, just like a normal phone dial-up connection to the Internet. • There is a setup option to “keep alive” the connection. This may not always work, so you may need to reestablish connection periodically. 1. To connect to the Router, go to the web browser, and enter http://192.168.1.1 or the IP address of the Router. 2. Enter the password, if asked. (The default password is admin.) 3. On the Setup screen, select the option Keep Alive, and set the Redial Period option at 20 (seconds). 4. Click the Save Settings button. 5. Click the Status tab, and click the Connect button. 6. You may see the login status display as Connecting. Press the F5 key to refresh the screen, until you see the login status display as Connected. • Click the Save Settings button to continue. • If the connection is lost again, follow steps 1- 6 to re-establish connection. 16. I can’t access my e-mail, web or I am getting corrupted data from the Internet. The Maximum Transmission Unit (MTU) setting may need to be adjusted. By default, the MTU is set at 1500. For most DSL users, it is strongly recommended to use MTU 1492. • If you are having some difficulties, perform the following steps: 1. To connect to the Router, go to the web browser, and enter http://192.168.1.1 or the IP address of the Router. 2. Enter the password, if asked. (The default password is admin.) 3. Look for the MTU option, and select Manual. In the Size field, enter 1492. 4. Click the Save Settings button to continue. • If your difficulties continue, change the Size to different values. Try this list of values, one value at a time, in this order, until your problem is solved: 1462 1400 1362 1300
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17. The Power LED keeps flashing. The Power LED flashes when the device is first powered up. Meantime, the system will boot up itself and check for proper operation. After finishing the checking procedure, the LED stays solid to show that the system is working fine. If the LED keeps flashing after this time, the device is not working properly. Try to flash the firmware by assigning a static IP address to the computer, and then upgrade the firmware. Try using the following settings, IP Address: 192.168.1.50 and Subnet Mask: 255.255.255.0. 18. When I enter a URL or IP address, I get a time-out error or am prompted to retry. • Check if other PCs work. If they do, ensure that your workstation’s IP settings are correct (IP Address, Subnet Mask, Default Gateway, and DNS). Restart the computer that is having a problem. • If the PCs are configured correctly, but still not working, check the Router. Ensure that it is connected and powered on. Connect to it and check its settings. (If you cannot connect to it, check the LAN and power connections.) • If the Router is configured correctly, check your Internet connection (DSL/cable modem, etc.) to see if it is working correctly. You can remove the Router to verify a direct connection. • Manually configure the TCP/IP settings with a DNS address provided by your ISP. • Make sure that your browser is set to connect directly and that any dial-up is disabled. For Internet Explorer, click Tools, Internet Options, and then the Connection tab. Make sure that Internet Explorer is set to Never dial a connection. For Netscape Navigator, click Edit, Preferences, Advanced, and Proxy. Make sure that Netscape Navigator is set to Direct connection to the Internet.



Frequently Asked Questions What is the maximum number of IP addresses that the Router will support? The Router will support up to 253 IP addresses. Is IPSec Pass-Through supported by the Router? Yes, it is a built-in feature that the Router automatically enables. Where is the Router installed on the network? In a typical environment, the Router is installed between the cable/DSL modem and the LAN. Plug the Router into the cable/DSL modem’s Ethernet port. Does the Router support IPX or AppleTalk? No. TCP/IP is the only protocol standard for the Internet and has become the global standard for communications. IPX, a NetWare communications protocol used only to route messages from one node to another, and AppleTalk, a communications protocol used on Apple and Macintosh networks, can be used for LAN to LAN connections, but those protocols cannot connect from the Internet to a LAN. Appendix A: Troubleshooting Frequently Asked Questions
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Does the Internet connection of the Router support 100Mbps Ethernet? The Router’s current hardware design supports up to 100Mbps Ethernet on its Internet port; however, the Internet connection speed will vary depending on the speed of your broadband connection. The Router also supports 100Mbps over the auto-sensing Fast Ethernet 10/100 switch on the LAN side of the Router. What is Network Address Translation and what is it used for? Network Address Translation (NAT) translates multiple IP addresses on the private LAN to one public address that is sent out to the Internet. This adds a level of security since the address of a PC connected to the private LAN is never transmitted on the Internet. Furthermore, NAT allows the Router to be used with low cost Internet accounts, such as DSL or cable modems, when only one TCP/IP address is provided by the ISP. The user may have many private addresses behind this single address provided by the ISP. Does the Router support any operating system other than Windows 98, Windows Millennium, Windows 2000, or Windows XP? Yes, but Linksys does not, at this time, provide technical support for setup, configuration or troubleshooting of any non-Windows operating systems. Does the Router support ICQ send file? Yes, with the following fix: click ICQ menu -> preference -> connections tab->, and check I am behind a firewall or proxy. Then set the firewall time-out to 80 seconds in the firewall setting. The Internet user can then send a file to a user behind the Router. I set up an Unreal Tournament Server, but others on the LAN cannot join. What do I need to do? If you have a dedicated Unreal Tournament server running, you need to create a static IP for each of the LAN computers and forward ports 7777, 7778, 7779, 7780, 7781, and 27900 to the IP address of the server. You can also use a port forwarding range of 7777 ~ 27900. If you want to use the UT Server Admin, forward another port. (Port 8080 usually works well but is used for remote admin. You may have to disable this.) Then in the [UWeb.WebServer] section of the server.ini file, set the ListenPort to 8080 (to match the mapped port above) and ServerName to the IP assigned to the Router from your ISP. Can multiple gamers on the LAN get on one game server and play simultaneously with just one public IP address? It depends on which network game or what kind of game server you are using. For example, Unreal Tournament supports multi-login with one public IP. How do I get Half-Life: Team Fortress to work with the Router? The default client port for Half-Life is 27005. The computers on your LAN need to have “+clientport 2700x” added to the HL shortcut command line; the x would be 6, 7, 8, and on up. This lets multiple computers connect to the same server. One problem: Version 1.0.1.6 won’t let multiple computers with the same CD key connect at Appendix A: Troubleshooting Frequently Asked Questions
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the same time, even if on the same LAN (not a problem with 1.0.1.3). As far as hosting games, the HL server does not need to be in the DMZ. Just forward port 27015 to the local IP address of the server computer. How can I block corrupted FTP downloads? If you are experiencing corrupted files when you download a file with your FTP client, try using another FTP program. The web page hangs; downloads are corrupt, or nothing but junk characters are being displayed on the screen. What do I need to do? Force your Ethernet adapter to 10Mbps or half duplex mode, and turn off the “Auto-negotiate” feature of your Ethernet adapter as a temporary measure. (Please look at the Network Control Panel in your Ethernet adapter’s Advanced Properties tab.) Make sure that your proxy setting is disabled in the browser. Check our website at www.linksys.com for more information. If all else fails in the installation, what can I do? Reset the Router by holding down the reset button until the Power LED fully turns on and off. Reset your cable or DSL modem by powering the unit off and then on. Obtain and flash the latest firmware release that is readily available on the Linksys website, www.linksys.com. How will I be notified of new Router firmware upgrades? All Linksys firmware upgrades are posted on the Linksys website at www.linksys.com, where they can be downloaded for free. To upgrade the Router’s firmware, use the System tab of the Router’s web-based utility. If the Router’s Internet connection is working well, there is no need to download a newer firmware version, unless that version contains new features that you would like to use. Downloading a more current version of Router firmware will not enhance the quality or speed of your Internet connection, and may disrupt your current connection stability. Will the Router function in a Macintosh environment? Yes, but the Router’s setup pages are accessible only through Internet Explorer 4.0 or Netscape Navigator 4.0 or higher for Macintosh. I am not able to get the web configuration screen for the Router. What can I do? You may have to remove the proxy settings on your Internet browser, e.g., Netscape Navigator or Internet Explorer. Or remove the dial-up settings on your browser. Check with your browser documentation, and make sure that your browser is set to connect directly and that any dial-up is disabled. Make sure that your browser is set to connect directly and that any dial-up is disabled. For Internet Explorer, click Tools, Internet Options, and then the Connection tab. Make sure that Internet Explorer is set to Never dial a connection. For Netscape Navigator, click Edit, Preferences, Advanced, and Proxy. Make sure that Netscape Navigator is set to Direct connection to the Internet. Appendix A: Troubleshooting Frequently Asked Questions
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What is DMZ Hosting? Demilitarized Zone (DMZ) allows one IP address (computer) to be exposed to the Internet. Some applications require multiple TCP/IP ports to be open. It is recommended that you set your computer with a static IP if you want to use DMZ Hosting. To get the LAN IP address, see “Appendix E: Finding the MAC Address and IP Address for Your Ethernet Adapter.” If DMZ Hosting is used, does the exposed user share the public IP with the Router? No. Does the Router pass PPTP packets or actively route PPTP sessions? The Router allows PPTP packets to pass through. Is the Router cross-platform compatible? Any platform that supports Ethernet and TCP/IP is compatible with the Router. How many ports can be simultaneously forwarded? Theoretically, the Router can establish 520 sessions at the same time, but you can only forward 10 ranges of ports. What are the advanced features of the Router? The Router’s advanced features include Advanced Wireless settings, Filters, Port Forwarding, Routing, and DDNS. How do I get mIRC to work with the Router? Under the Port Forwarding tab, set port forwarding to 113 for the PC on which you are using mIRC. Can the Router act as my DHCP server? Yes. The Router has DHCP server software built-in. Can I run an application from a remote computer over the wireless network? This will depend on whether or not the application is designed to be used over a network. Consult the application’s documentation to determine if it supports operation over a network. What is the IEEE 802.11g standard? It is one of the IEEE standards for wireless networks. The 802.11g standard allows wireless networking hardware from different manufacturers to communicate, provided that the hardware complies with the 802.11g standard. The 802.11g standard states a maximum data transfer rate of 54Mbps and an operating frequency of 2.4GHz. What IEEE 802.11b features are supported? The product supports the following IEEE 802.11b functions: • CSMA/CA plus Acknowledge protocol Appendix A: Troubleshooting Frequently Asked Questions
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Multi-Channel Roaming Automatic Rate Selection RTS/CTS feature Fragmentation Power Management



What is ad-hoc mode? When a wireless network is set to ad-hoc mode, the wireless-equipped computers are configured to communicate directly with each other. The ad-hoc wireless network will not communicate with any wired network. What is infrastructure mode? When a wireless network is set to infrastructure mode, the wireless network is configured to communicate with a wired network through a wireless access point. What is roaming? Roaming is the ability of a portable computer user to communicate continuously while moving freely throughout an area greater than that covered by a single access point. Before using the roaming function, the workstation must make sure that it is the same channel number with the access point of dedicated coverage area. To achieve true seamless connectivity, the wireless LAN must incorporate a number of different functions. Each node and access point, for example, must always acknowledge receipt of each message. Each node must maintain contact with the wireless network even when not actually transmitting data. Achieving these functions simultaneously requires a dynamic RF networking technology that links access points and nodes. In such a system, the user’s end node undertakes a search for the best possible access to the system. First, it evaluates such factors as signal strength and quality, as well as the message load currently being carried by each access point and the distance of each access point to the wired backbone. Based on that information, the node next selects the right access point and registers its address. Communications between end node and host computer can then be transmitted up and down the backbone. As the user moves on, the end node’s RF transmitter regularly checks the system to determine whether it is in touch with the original access point or whether it should seek a new one. When a node no longer receives acknowledgment from its original access point, it undertakes a new search. Upon finding a new access point, it then re-registers, and the communication process continues. What is ISM band? The FCC and their counterparts outside of the U.S. have set aside bandwidth for unlicensed use in the ISM (Industrial, Scientific and Medical) band. Spectrum in the vicinity of 2.4 GHz, in particular, is being made available worldwide. This presents a truly revolutionary opportunity to place convenient high-speed wireless capabilities in the hands of users around the globe. Appendix A: Troubleshooting Frequently Asked Questions
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What is Spread Spectrum? Spread Spectrum technology is a wideband radio frequency technique developed by the military for use in reliable, secure, mission-critical communications systems. It is designed to trade off bandwidth efficiency for reliability, integrity, and security. In other words, more bandwidth is consumed than in the case of narrowband transmission, but the trade-off produces a signal that is, in effect, louder and thus easier to detect, provided that the receiver knows the parameters of the spread-spectrum signal being broadcast. If a receiver is not tuned to the right frequency, a spread-spectrum signal looks like background noise. There are two main alternatives, Direct Sequence Spread Spectrum (DSSS) and Frequency Hopping Spread Spectrum (FHSS). What is DSSS? What is FHSS? And what are their differences? Frequency-Hopping Spread-Spectrum (FHSS) uses a narrowband carrier that changes frequency in a pattern that is known to both transmitter and receiver. Properly synchronized, the net effect is to maintain a single logical channel. To an unintended receiver, FHSS appears to be short-duration impulse noise. Direct-Sequence SpreadSpectrum (DSSS) generates a redundant bit pattern for each bit to be transmitted. This bit pattern is called a chip (or chipping code). The longer the chip, the greater the probability that the original data can be recovered. Even if one or more bits in the chip are damaged during transmission, statistical techniques embedded in the radio can recover the original data without the need for retransmission. To an unintended receiver, DSSS appears as low power wideband noise and is rejected (ignored) by most narrowband receivers. Will the information be intercepted while it is being transmitted through the air? WLAN features two-fold protection in security. On the hardware side, as with Direct Sequence Spread Spectrum technology, it has the inherent security feature of scrambling. On the software side, WLAN offers the encryption function (WEP) to enhance security and access control. What is WEP? WEP is Wired Equivalent Privacy, a data privacy mechanism based on a 64-bit or 128-bit shared key algorithm, as described in the IEEE 802.11 standard.



What is a MAC Address? The Media Access Control (MAC) address is a unique number assigned by the manufacturer to any Ethernet networking device, such as a network adapter, that allows the network to identify it at the hardware level. For all practical purposes, this number is usually permanent. Unlike IP addresses, which can change every time a computer logs onto the network, the MAC address of a device stays the same, making it a valuable identifier for the network. How do I reset the Router? Press the Reset button on the back panel for about ten seconds. This will reset the Router to its default settings. Appendix A: Troubleshooting Frequently Asked Questions
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How do I resolve issues with signal loss? There is no way to know the exact range of your wireless network without testing. Every obstacle placed between the Router and a wireless PC will create signal loss. Lead glass, metal, concrete floors, water and walls will inhibit the signal and reduce range. Start with the Router and your wireless PC in the same room and move it away in small increments to determine the maximum range in your environment. You may also try using different channels, as this may eliminate interference affecting only one channel. I have excellent signal strength, but I cannot see my network. WEP is probably enabled on the Router, but not on your wireless adapter (or vice versa). Verify that the same WEP keys and levels (64 or 128) are being used on all nodes of your wireless network. How many channels/frequencies are available with the Router? There are eleven available channels, ranging from 1 to 11 (in North America). If your questions are not addressed here, refer to the Linksys website, www.linksys.com.
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Appendix B: Wireless Security A Brief Overview Whenever data—in the form of files, emails, or messages—is transmitted over your wireless network, it is open to attacks. Wireless networking is inherently risky because it broadcasts information on radio waves. Just like signals from your cellular or cordless phone can be intercepted, signals from your wireless network can also be compromised. What are the risks inherent in wireless networking? Read on.



What Are The Risks? Computer network hacking is nothing new. With the advent of wireless networking, hackers use methods both old and new to do everything from stealing your bandwidth to stealing your data. There are many ways this is done, some simple, some complex. As a wireless user, you should be aware of the many ways they do this. Every time a wireless transmission is broadcast, signals are sent out from your wireless PC or access point, but not always directly to its destination. The receiving PC or access point can hear the signal because it is within that radius. Just as with a cordless phone, cellular phone, or any kind of radio device, anyone else within that radius, who has their device set to the same channel or bandwidth can also receive those transmission. Wireless networks are easy to find. Hackers know that, in order to join a wireless network, your wireless PC will typically first listen for “beacon messages”. These are identifying packets transmitted from the wireless network to announce its presence to wireless nodes looking to connect. These beacon frames are decrypted and contain much of the network's information, such as the network's SSID (Service Set Identifier) and the IP address of the network PC or access point. The SSID is analogous to the network's name. With this information broadcast to anyone within range, hackers are often provided with just the information they need to access that network. One result of this, seen in many large cities and business districts, is called “Warchalking”. This is the term used for hackers looking to access free bandwidth and free Internet access through your wireless network. The marks they chalk into the city streets are well documented in the Internet and communicate exactly where available wireless bandwidth is located for the taking. Even keeping your network settings, such as the SSID and the channel, secret won't prevent a hacker from listening for those beacon messages and stealing that information. This is why most experts in wireless networking strongly recommend the use of WEP (Wired Equivalent Privacy). WEP encryption scrambles your wireless signals so they can only be recognized within your wireless network. Figure B-1: Warchalking Appendix B: Wireless Security A Brief Overview
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But even WEP has its problems. WEP's encryption algorithm is referred to as “simple”, which also means “weak”, because the technology that scrambles the wireless signal isn't too hard to crack for a persistent hacker. There are five common ways that hackers can break into your network and steal your bandwidth as well as your data. The five attacks are popularly known as: 1. Passive Attacks 2. Jamming Attacks 3. Active Attacks 4. Dictionary-building or Table Attacks 5. Man-in-the-Middle Attacks



Passive Attacks There's no way to detect a passive attack because the hacker is not breaking into your network. He is simply listening (eavesdropping, if you will) to the information your network broadcasts. There are applications easily available on the Internet that can allow a person to listen into your wireless network and the information it broadcasts. Information such as MAC addresses, IP addresses, usernames, passwords, instant message conversations, emails, account information, and any data transmitted wirelessly, can easily be seen by someone outside of your network because it is often broadcast in clear text. Simply put, any information transmitted on a wireless network leaves both the network and individual users vulnerable to attack. All a hacker needs is a “packet sniffer”, software available on the Internet, along with other freeware or shareware hacking utilities available on the Internet, to acquire your WEP keys and other network information to defeat security.



Jamming Attacks Jamming Attacks, when a powerful signal is sent directly into your wireless network, can effectively shut down your wireless network. This type of attack is not always intentional and can often come about simply due to the technology. This is especially possible in the 2.4 GHz frequency, where phones, baby monitors, and microwave ovens can create a great deal of interference and jam transmissions on your wireless network. One way to resolve this is by moving your wireless devices into the 5 GHz frequency, which is dedicated solely to information transmissions.
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Active Attacks Hackers use Active Attacks for three purposes: 1) stealing data, 2) using your network, and 3) modifying your network so it's easier to hack in the next time. In an Active Attack, the hacker has gained access to all of your network settings (SSID, WEP keys, etc.) and is in your network. Once in your wireless network, the hacker has access to all open resources and transmitted data on the network. In addition, if the wireless network's access point is connected to a switch, the hacker will also have access to data in the wired network. Further, spammers can use your Internet connection and your ISP's mail server to send tens of thousands of emails from your network without your knowledge. Lastly, the hacker could make hacking into your network even easier by changing or removing safeguards such as MAC address filters and WEP encryption. He can even steal passwords and user names for the next time he wants to hack in.



Dictionary-Building or Table Attacks Dictionary-building, or Table attacks, is a method of gaining network settings (SSID, WEP keys, etc.) by analyzing about a day's worth of network traffic, mostly in the case of business networks. Over time, the hacker can build up a table of network data and be able to decrypt all of your wireless transmissions. This type of attack is more effective with networks that transmit more data, such as businesses.



Man-in-the-Middle Attacks A hacker doesn't need to log into your network as a user - he can appear as one of the network's own access points, setting himself up as the man-in-the-middle. To do this, the hacker simply needs to rig an access point with your network's settings and send out a stronger signal that your access point. In this way, some of your network's PCs may associate with this rogue access point, not knowing the difference, and may begin sending data through it and to this hacker. The trade-off for the convenience and flexibility wireless networking provides is the possibility of being hacked into through one of the methods described here. With wireless networks, even with WEP encryption, open to the persistent hacker, how can you protect your data? The following section will tell you how to do just that.



Maximizing Wireless Security Security experts will all tell you the same thing: Nothing is guaranteed. No technology is secure by itself. An unfortunate axiom is that building the better mousetrap can often create a better mouse. This is why, in the Appendix B: Wireless Security Maximizing Wireless Security
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examples below, your implementation and administration of network security measures is the key to maximizing wireless security. No preventative measure will guarantee network security but it will make it more difficult for someone to hack into your network. Often, hackers are looking for an easy target. Making your network less attractive to hackers, by making it harder for them to get in, will make them look elsewhere. How do you do this? Before discussing WEP and WPA, let's look at a few security measures often overlooked.



A. Common Sense Solutions 1) Network Content Now that you know the risks assumed when networking wirelessly, you should view wireless networks as you would the Internet. Don't host any systems or provide access to data on a wireless network that you wouldn't put on the Internet. 2) Network Layout When you first lay out your network, keep in mind where your wireless PCs are going to be located and try to position your access point(s) towards the center of that network radius. Remember that access points transmit indiscriminately in a radius; placing an access point at the edge of the physical network area reduces network performance and leaves an opening for any hacker smart enough to discover where the access point is transmitting. This is an invitation for a man-in-the-middle attack, as described in the previous section. To perform this type of attack, the hacker has to be physically close to your network. So, monitoring both your network and your property is important. Furthermore, if you are suspicious of unauthorized network traffic, most wireless products come with a log function, with which you can view activity on your network and verify if any unauthorized users have had access. 3) Network Devices With every wireless networking device you use, keep in mind that network settings (SSID, WEP keys, etc.) are stored in its firmware. If they get into the hands of a hacker, so do all of your settings. So keep an eye on them. 4) Administrator passwords Your network administrator is the only person who can change network settings. If a hacker gets a hold of the administrator's password, he, too, can change those settings. So, make it harder for a hacker to get that information. Change the administrator's password regularly. Appendix B: Wireless Security Maximizing Wireless Security
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5) SSID There are a few things you can do to make your SSID more secure: a. Disable Broadcast b. Make it unique c. Change it often Most wireless networking devices will give you the option of broadcasting the SSID. This is a option for convenience, allowing anyone to log into your wireless network. In this case, however, anyone includes hackers. So don't broadcast the SSID. A default SSID is set on your wireless devices by the factory. (The Linksys default SSID is “linksys”.) Hackers know these defaults and can check these against your network. Change your SSID to something unique and not something related to your company or the networking products you use. Changing your SSID regularly will force any hacker attempting to gain access to your wireless network to start looking for that new SSID. With these three steps in mind, please remember that while SSIDs are good for segmenting networks, they fall short with regards to security. Hackers can usually find them quite easily. 6) MAC addresses Enable MAC address filtering if your wireless products allow it. MAC address filtering will allow you to provide access to only those wireless nodes with certain MAC addresses. This makes it harder for a hacker using a random MAC address or spoofing (faking) a MAC address. 7) Firewalls Once a hacker has broken into your wireless network, if it is connected to your wired network, they'll have access to that, too. This means that the hacker has effectively used your wireless network as a backdoor through your firewall, which you've put in place to protect your network from just this kind of attack via the Internet. You can use the same firewall technology to protect your wired network from hackers coming in through your wireless network as you did for the Internet. Rather than connecting your access point to an unprotected switch, swap those out for a router with a built-in firewall. The router will show the access point coming in through its WAN port and its firewall will protect your network from any transmissions entering via your wireless network.
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PCs unprotected by a firewall router should at least run firewall software, and all PCs should run up-to-date antiviral software.



B. WEP Wired Equivalent Privacy (WEP) is often looked upon as a panacea for wireless security concerns. This is overstating WEP's ability. Again, this can only provide enough security to make a hacker's job more difficult. WEP encryption implementation was not put in place with the 802.11 standard. This means that there are about as many methods of WEP encryption as there are providers of wireless networking products. In addition, WEP is not completely secure. One piece of information still not encrypted is the MAC address, which hackers can use to break into a network by spoofing (or faking) the MAC address. Programs exist on the Internet that are designed to defeat WEP. The best known of these is AirSnort. In about a day, AirSnort can analyze enough of the wireless transmissions to crack the WEP key. Just like a dictionarybuilding attack, the best prevention for these types of programs is by not using static settings, periodically changing WEP keys, SSID, etc. There are several ways that WEP can be maximized: a) Use the highest level of encryption possible b) Use multiple WEP keys c) Change your WEP key regularly Current encryption technology offers 64-bit and 128-bit WEP encryption. If you are using 64-bit WEP, swap out your old wireless units for 128-bit encryption right away. Where encryption is concerned, the bigger and more complex, the better. A WEP key is a string of hexadecimal characters that your wireless network uses in two ways. First, nodes in your wireless network are identified with a common WEP key. Second, these WEP keys encrypt and decrypt data sent over your wireless network. So, a higher level of security ensures that hackers will have a harder time breaking into your network. Setting one, static WEP key on your wireless network leaves your network open the threats even as you think it is protecting you. While it is true that using a WEP key increases wireless security, you can increase it further by using multiple WEP keys. Keep in mind that WEP keys are stored in the firmware of wireless cards and access points and can be used to hack into the network if a card or access point falls into the wrong hands. Also, should someone hack into your network, there would be nothing preventing someone access to the entire network, using just one static key. Appendix B: Wireless Security Maximizing Wireless Security
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The solution, then, is to segment your network up into multiple groups. If your network had 80 users and you used four WEP keys, a hacker would have access to only ¼ of your wireless network resources. In this way, multiple keys reduce your liability. Finally, be sure to change your WEP key regularly, once a week or once a day. Using a “dynamic” WEP key, rather than one that is static, makes it even harder for a hacker to break into your network and steal your resources.



Important: Always remember that each point in your wireless network MUST use the same WEP Encryption method and encryption key or your wireless network will not function properly.



WEP Encryption WEP encryption for the Router is configured through the Web-Utility's Security tab. Select WEP from the dropdown menu of Security Mode, which will open the WEP screen, shown in Figure B-2. Select which WEP key (1-4) will be used when the Router sends data, then select that number as the Default Transmit Key. Make sure the receiving device is using the same key. If you wish to use a WEP Passphrase, it can be a maximum of 16 alphanumeric characters. This passphrase may not work with non-Linksys products due to possible incompatibility with other vendors' passphrase generators. The WEP Key can be generated using your Passphrase or you can enter it manually. If you wish to enter the WEP Key manually, type the key into the appropriate Key field on the left. The WEP key must consist of the letters “A” through “F” and the numbers “0” through “9” and should be 10 characters in length for 64-bit encryption or 26 characters in length for 128-bit encryption. All points in your wireless network must use the same WEP key to utilize WEP encryption.



Figure B-2: WEP



Once the Passphrase is entered, click the Generate key to generate a WEP key. Click the Save Settings button to apply your changes and return to the Setup tab or Cancel Changes to cancel your changes.



C. WPA Wi-Fi Protected Access (WPA) is the newest and best available standard in Wi-Fi security. Two modes are available: Pre-Shared Key and RADIUS. Pre-Shared Key gives you a choice of two encryption methods: TKIP (Temporal Key Integrity Protocol), which utilizes a stronger encryption method and incorporates Message Integrity Code (MIC) to provide protection against hackers, and AES (Advanced Encryption System), which utilizes a symmetric 128-Bit block data encryption. RADIUS (Remote Authentication Dial-In User Service) utilizes a RADIUS server for authentication and the use of dynamic TKIP, AES, or WEP. WPA is accessed through the Web-Utility's Security Tab. Choose one of the following Security Modes from the drop-down menu:
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WPA Pre-Shared Key If you do not have a RADIUS server, Select the type of algorithm, TKIP or AES, enter a password in the Pre-Shared key field of 8-32 characters, and enter a Group Key Renewal period time between 0 and 99,999 seconds, which instructs the Router how often it should change the encryption keys.



WPA RADIUS WPA used in coordination with a RADIUS server. (This should only be used when a RADIUS server is connected to the Router.) First, select the type of WPA algorithm, TKIP or AES. Enter the RADIUS server’s IP Address and port number, along with a key shared between the Router and the server. Last, enter a Group Key Renewal period, which instructs the Router how often it should change the encryption keys.



RADIUS



Figure B-4: WPA Radius



WEP used in coordination with a RADIUS server. (This should only be used when a RADIUS server is connected to the Router.) First, enter the RADIUS server’s IP Address and port number, along with a key shared between the Router and the server. Then, select a WEP key and a level of WEP encryption, and either generate a WEP key through the Passphrase or enter the WEP key manually.



Figure B-5: Radius



Appendix B: Wireless Security Maximizing Wireless Security



59



Wireless-G Broadband Router



Appendix C: Upgrading Firmware The Router's firmware is upgraded through the Web-Utility's Help tab. Follow these instructions: 1. Download the firmware from Linksys's website at www.linksys.com. 2. Click Upgrade Firmware from the Web-Utility's Administration tab, and the Upgrade Firmware screen, shown in Figure C-1, will appear. 3. Enter the location of the firmware's file or click the Browse button to find the file. 4. Then, click the Upgrade button to upgrade the firmware. Figure C-1: Upgrade Firmware
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Appendix D: Windows Help All wireless products require Microsoft Windows. Windows is the most used operating system in the world and comes with many features that help make networking easier. These features can be accessed through Windows Help and are described in this appendix.



TCP/IP Before a computer can communicate with the Router, TCP/IP must be enabled. TCP/IP is a set of instructions, or protocol, all PCs follow to communicate over a network. This is true for wireless networks as well. Your PCs will not be able to utilize wireless networking without having TCP/IP enabled. Windows Help provides complete instructions on enabling TCP/IP.



Shared Resources If you wish to share printers, folder, or files over your network, Windows Help provides complete instructions on utilizing shared resources.



Network Neighborhood/My Network Places Other PCs on your network will appear under Network Neighborhood or My Network Places (depending upon the version of Windows you're running). Windows Help provides complete instructions on adding PCs to your network.
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Appendix E: Finding the MAC Address and IP Address for Your Ethernet Adapter This section describes how to find the MAC address for your computer’s Ethernet adapter so you can use the MAC filtering and/or MAC address cloning feature of the Router. You can also find the IP address of your computer’s Ethernet adapter. This IP address is used for the Router’s filtering, forwarding, and/or DMZ features. Follow the steps in this appendix to find the adapter’s MAC or IP address in Windows 98, Me, 2000, or XP.



Windows 98 or Me Instructions 1. Click Start and Run. In the Open field, enter winipcfg. Then press the Enter key or the OK button. 2. When the IP Configuration screen appears, select the Ethernet adapter you have connected to the Router via a CAT 5 Ethernet network cable. See Figure C-1. 3. Write down the Adapter Address as shown on your computer screen (see Figure C-2). This is the MAC address for your Ethernet adapter and is shown as a series of numbers and letters. The MAC address/Adapter Address is what you will use for MAC address cloning or MAC filtering.



Figure E-1: IP Configuration Screen



The example in Figure C-3 shows the Ethernet adapter’s IP address as 192.168.1.100. Your computer may show something different.



Note: The MAC address is also called the Adapter Address.



Windows 2000 or XP Instructions



Figure E-2: MAC Address/Adapter Address



1. Click Start and Run. In the Open field, enter cmd. Press the Enter key or click the OK button. 2. At the command prompt, enter ipconfig /all. Then press the Enter key. Appendix E: Windows 98 or Me Instructions
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3. Write down the Physical Address as shown on your computer screen (Figure C-3); it is the MAC address for your Ethernet adapter. This appears as a series of numbers and letters. The MAC address/Physical Address is what you will use for MAC address cloning or MAC filtering. Note: The MAC address is also called the Physical Address.



The example in Figure C-3 shows the Ethernet adapter’s IP address as 192.168.1.100. Your computer may show something different.



For the Router’s Web-based Utility



Figure E-3: MAC Address/Physical Address



For MAC filtering, enter the 12-digit MAC address in this format, XXXXXXXXXXXX, WITHOUT the hyphens. See Figure C-4. For MAC address cloning, enter the 12-digit MAC address in the MAC Address fields provided, two digits per field. See Figure C-5.



Figure E-4: MAC Address Filter



Figure E-5: MAC Address Clone Appendix E: For the Router’s Web-based Utility
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Appendix F: Glossary 802.11a - An IEEE wireless networking standard that specifies a maximum data transfer rate of 54Mbps and an operating frequency of 5GHz. 802.11b - An IEEE wireless networking standard that specifies a maximum data transfer rate of 11Mbps and an operating frequency of 2.4GHz. 802.11g - An IEEE wireless networking standard that specifies a maximum data transfer rate of 54Mbps, an operating frequency of 2.4GHz, and backward compatibility with 802.11b devices. Access Point - Device that allows wireless-equipped computers and other devices to communicate with a wired network. Also used to expand the range of a wireless network. Adapter - This is a device that adds network functionality to your PC. Ad-hoc - A group of wireless devices communicating directly with each other (peer-to-peer) without the use of an access point. Backbone - The part of a network that connects most of the systems and networks together, and handles the most data. Bandwidth - The transmission capacity of a given device or network. Beacon Interval - The frequency interval of the beacon, which is a packet broadcast by a router to synchronize a wireless network. Bit - A binary digit. Boot - To start a device and cause it to start executing instructions. Bridge - A device that connects two different kinds of local networks, such as a wireless network to a wired Ethernet network. Broadband - An always-on, fast Internet connection. Browser - A browser is an application program that provides a way to look at and interact with all the information on the World Wide Web.
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Buffer - A block of memory that temporarily holds data to be worked on later when a device is currently too busy to accept the data. Cable Modem - A device that connects a computer to the cable television network, which in turn connects to the Internet. CSMA/CA (Carrier Sense Multiple Access/Collision Avoidance) - A method of data transfer that is used to prevent data loss in a network. CTS (Clear To Send) - A signal sent by a device to indicate that it is ready to receive data. Daisy Chain - A method used to connect devices in a series, one after the other. Database - A collection of data that is organized so that its contents can easily be accessed, managed, and updated. DDNS (Dynamic Domain Name System) - The capability of having a website, FTP, or e-mail server-with a dynamic IP address-use a fixed domain name. Default Gateway - A device that forwards Internet traffic from your local area network. DHCP (Dynamic Host Configuration Protocol) - A protocol that lets one device on a local network, known as a DHCP server, assign temporary IP addresses to the other network devices, typically computers. DMZ (Demilitarized Zone) - Removes the Router's firewall protection from one PC, allowing it to be “seen” from the Internet. DNS (Domain Name Server) - The IP address of your ISP's server, which translates the names of websites into IP addresses. Domain - A specific name for a network of computers. Download - To receive a file transmitted over a network. DSL (Digital Subscriber Line) - An always-on broadband connection over traditional phone lines. DSSS (Direct-Sequence Spread-Spectrum) - A type of radio transmission technology that includes a redundant bit pattern to lessen the probability of data lost during transmission. Used in 802.11b networking. DTIM (Delivery Traffic Indication Message) - A message included in data packets that can increase wireless efficiency.
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Dynamic IP Address - A temporary IP address assigned by a DHCP server. Encryption - Encoding data to prevent it from being read by unauthorized people. Ethernet - An IEEE standard network protocol that specifies how data is placed on and retrieved from a common transmission medium. Finger - A program that tells you the name associated with an e-mail address. Firewall - Security measures that protect the resources of a local network from intruders. Firmware - 1. In network devices, the programming that runs the device. 2. Programming loaded into read-only memory (ROM) or programmable read-only memory (PROM) that cannot be altered by end-users. Fragmentation - Breaking a packet into smaller units when transmitting over a network medium that cannot support the original size of the packet. FTP (File Transfer Protocol) - A standard protocol for sending files between computers over a TCP/IP network and the Internet. Full Duplex - The ability of a networking device to receive and transmit data simultaneously. Gateway - A system that interconnects networks. Half Duplex - Data transmission that can occur in two directions over a single line, but only one direction at a time. Hardware - The physical aspect of computers, telecommunications, and other information technology devices. HTTP (HyperText Transport Protocol) - The communications protocol used to connect to servers on the World Wide Web. IEEE (The Institute of Electrical and Electronics Engineers) - An independent institute that develops networking standards. Infrastructure - Currently installed computing and networking equipment. Infrastructure Mode - Configuration in which a wireless network is bridged to a wired network via an access point. IP (Internet Protocol) - A protocol used to send data over a network. IP Address - The address used to identify a computer or device on a network. Appendix F: Glossary
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IPCONFIG - A Windows 2000 and XP utility that displays the IP address for a particular networking device. IPSec (Internet Protocol Security) - A VPN protocol used to implement secure exchange of packets at the IP layer. ISM band - Radio band used in wireless networking transmissions. ISP (Internet Service Provider) - A company that provides access to the Internet. LAN (Local Area Network) - The computers and networking products that make up the network in your home or office. MAC (Media Access Control) Address - The unique address that a manufacturer assigns to each networking device. Mbps (Megabits Per Second) - One million bits per second; a unit of measurement for data transmission. Multicasting - Sending data to a group of destinations at once. NAT (Network Address Translation) - NAT technology translates IP addresses of a local area network to a different IP address for the Internet. Network - A series of computers or devices connected for the purpose of data sharing, storage, and/or transmission between users. NNTP (Network News Transfer Protocol) - The protocol used to connect to Usenet groups on the Internet. Node - A network junction or connection point, typically a computer or work station. OFDM (Orthogonal Frequency Division Multiplexing) - A type of modulation technology that separates the data stream into a number of lower-speed data streams, which are then transmitted in parallel. Used in 802.11a, 802.11g, and powerline networking. Packet - A unit of data sent over a network. Passphrase - Used much like a password, a passphrase simplifies the WEP encryption process by automatically generating the WEP encryption keys for Linksys products. Ping (Packet INternet Groper) - An Internet utility used to determine whether a particular IP address is online. POP3 (Post Office Protocol 3) - A standard protocol used to retrieve e-mail stored on a mail server. Port - 1. The connection point on a computer or networking device used for plugging in a cable or an adapter. 2. The virtual connection point through which a computer uses a specific application on a server. Appendix F: Glossary
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PPPoE (Point to Point Protocol over Ethernet) - A type of broadband connection that provides authentication (username and password) in addition to data transport. PPTP (Point-to-Point Tunneling Protocol) - A VPN protocol that allows the Point to Point Protocol (PPP) to be tunneled through an IP network. This protocol is also used as a type of broadband connection in Europe. Preamble - Part of the wireless signal that synchronizes network traffic. RJ-45 (Registered Jack-45) - An Ethernet connector that holds up to eight wires. Roaming - The ability to take a wireless device from one access point's range to another without losing the connection. Router - A networking device that connects multiple networks together, such as a local network and the Internet. RTS (Request To Send) - A packet sent when a computer has data to transmit. The computer will wait for a CTS (Clear To Send) message before sending data. Server - Any computer whose function in a network is to provide user access to files, printing, communications, and other services. SMTP (Simple Mail Transfer Protocol) - The standard e-mail protocol on the Internet. SNMP (Simple Network Management Protocol) - A widely used network monitoring and control protocol. Software - Instructions for the computer. A series of instructions that performs a particular task is called a “program”. Spread Spectrum - Wideband radio frequency technique used for more reliable and secure data transmission. SSID (Service Set IDentifier) - Your wireless network's name. Static IP Address - A fixed address assigned to a computer or device that is connected to a network. Static Routing - Forwarding data in a network via a fixed path. Subnet Mask - An address code that determines the size of the network. Switch - 1. Device that is the central point of connection for computers and other devices in a network, so data can be shared at full transmission speeds. 2. A device for making, breaking, or changing the connections in an electrical circuit.
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TCP/IP (Transmission Control Protocol/Internet Protocol) - A network protocol for transmitting data that requires acknowledgement from the recipient of data sent. Telnet - A user command and TCP/IP protocol used for accessing remote PCs. TFTP (Trivial File Transfer Protocol) - A version of the TCP/IP FTP protocol that uses UDP and has no directory or password capability. Throughput - The amount of data moved successfully from one node to another in a given time period. Topology - The physical layout of a network. TX Rate - Transmission Rate. UDP (User Datagram Protocol) - A network protocol for transmitting data that does not require acknowledgement from the recipient of the data that is sent. Upgrade - To replace existing software or firmware with a newer version. Upload - To transmit a file over a network. URL (Uniform Resource Locator) - The address of a file located on the Internet. VPN (Virtual Private Network) - A security measure to protect data as it leaves one network and goes to another over the Internet. WAN (Wide Area Network) - The Internet. WEP (Wired Equivalent Privacy) - A method of encrypting data transmitted on a wireless network for greater security. WINIPCFG - A Windows 98 and Millennium utility that displays the IP address for a particular networking device. WLAN (Wireless Local Area Network) - A group of computers and associated devices that communicate with each other wirelessly.
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Appendix G: Specifications Standards



IEEE 802.3, 802.3u, 802.11g and 802.11b



Channels



11 Channels (US, Canada) 13 Channels (most of Europe) 14 Channels (Japan)



Ports/Buttons



One 10/100 RJ-45 Internet Port, Four 10/100 RJ-45 Switched LAN Ports, One Power Port, One Reset Button



Cabling Type



UTP CAT 5 or better



Data Rate



Up to 54Mbps



Transmit Power



15dBm



LEDs



Power, DMZ, WLAN, LAN (1-4), Internet



Dimensions (L x W x H)



186 mm x 48 mm x 200 mm (7,31" x 1,89" x 7,87")



Unit Weight



0,482 kg (17 oz.)



Power



External, 12V DC, 1A



Certifications



FCC, IC-03, CE, WiFi, WPA



Operating Temp.



0ºC to 40ºC (32ºF to 104ºF)



Storage Temp.



-20ºC to 70ºC (-4ºF to 158ºF)



Operating Humidity



10% to 85% Non-Condensing



Storage Humidity



5% to 90% Non-Condensing
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Appendix H: Warranty Information LIMITED WARRANTY Linksys warrants to the original end user purchaser (“You”) that, for a period of three years, (the “Warranty Period”) Your Linksys product will be free of defects in materials and workmanship under normal use. Your exclusive remedy and Linksys's entire liability under this warranty will be for Linksys at its option to repair or replace the product or refund Your purchase price less any rebates. If the product proves defective during the Warranty Period call Linksys Technical Support in order to obtain a Return Authorization Number. BE SURE TO HAVE YOUR PROOF OF PURCHASE ON HAND WHEN CALLING. When returning a product, mark the Return Authorization Number clearly on the outside of the package and include a copy of your original proof of purchase. RETURN REQUESTS CANNOT BE PROCESSED WITHOUT PROOF OF PURCHASE. You are responsible for shipping defective products to Linksys. Linksys pays for UPS Ground shipping from Linksys back to You only. Customers located outside of the United States of America and Canada are responsible for all shipping and handling charges. ALL IMPLIED WARRANTIES AND CONDITIONS OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE ARE LIMITED TO THE DURATION OF THE WARRANTY PERIOD. ALL OTHER EXPRESS OR IMPLIED CONDITIONS, REPRESENTATIONS AND WARRANTIES, INCLUDING ANY IMPLIED WARRANTY OF NON-INFRINGEMENT, ARE DISCLAIMED. Some jurisdictions do not allow limitations on how long an implied warranty lasts, so the above limitation may not apply to You. This warranty gives You specific legal rights, and You may also have other rights which vary by jurisdiction. TO THE EXTENT NOT PROHIBITED BY LAW, IN NO EVENT WILL LINKSYS BE LIABLE FOR ANY LOST DATA, REVENUE OR PROFIT, OR FOR SPECIAL, INDIRECT, CONSEQUENTIAL, INCIDENTAL OR PUNITIVE DAMAGES, HOWEVER CAUSED REGARDLESS OF THE THEORY OF LIABILITY, ARISING OUT OF OR RELATED TO THE USE OF OR INABILITY TO USE THE PRODUCT, EVEN IF LINKSYS HAS BEEN ADVISED OF THE POSSIBILITY OF SUCH DAMAGES. IN NO EVENT WILL LINKSYS' LIABILITY EXCEED THE AMOUNT PAID BY YOU FOR THE PRODUCT. The foregoing limitations will apply even if any warranty or remedy provided under this Section fails of its essential purpose. Some jurisdictions do not allow the exclusion or limitation of incidental or consequential damages, so the above limitation or exclusion may not apply to You. This Warranty is valid and may be processed only in the country of purchase. Please direct all inquiries to: Linksys, P.O. Box 18558, Irvine, CA 92623 USA.
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Appendix I: Regulatory Information FCC STATEMENT This product has been tested and complies with the specifications for a Class B digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a residential installation. This equipment generates, uses, and can radiate radio frequency energy and, if not installed and used according to the instructions, may cause harmful interference to radio communications. However, there is no guarantee that interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or television reception, which is found by turning the equipment off and on, the user is encouraged to try to correct the interference by one or more of the following measures: • Reorient or relocate the receiving antenna • Increase the separation between the equipment or devices • Connect the equipment to an outlet other than the receiver's • Consult a dealer or an experienced radio/TV technician for assistance FCC Caution: Any change or modification to the product not expressly approved by Linksys could void the user’s authority to operate the device. FCC RF Radiation Exposure Statement To comply with the FCC and ANSI C95.1 RF exposure limits, the antenna(s) for this device must comply with the following: • Access points with 2.4 GHz or 5 GHz integrated antenna must operate with a separation distance of at least 20 cm from all persons using the cable provided and must not be co-located or operating in conjunction with any other antenna or transmitter. End-users must be provided with specific operations for satisfying RF exposure compliance. Note: Dual antennas used for diversity operation are not considered co-located.
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INDUSTRY CANADA (CANADA) This Class B digital apparatus complies with Canadian ICES-003. Cet appareil numérique de la classe B est conforme à la norme NMB-003 du Canada. The use of this device in a system operating either partially or completely outdoors may require the user to obtain a license for the system according to the Canadian regulations. EC DECLARATION OF CONFORMITY (EUROPE) Linksys declares that the Wireless-G Broadband Router conforms to the specifications listed below, following the provisions of the European R&TTE directive 1999/5/EC: For 2.4 GHz devices with 100 mW radios, the following standards were applied: • EN 301 489-1, 301 489-17 General EMC requirements for Radio equipment. • EN 609 50 Safety • ETS 300-328-2 Technical requirements for Radio equipment. Caution: This equipment is intended to be used in all EU and EFTA countries. Outdoor use may be restricted to certain frequencies and/or may require a license for operation. Contact local Authority for procedure to follow. Note: Combinations of power levels and antennas resulting in a radiated power level of above 100 mW equivalent isotropic radiated power (EIRP) are considered as not compliant with the above mentioned directive and are not allowed for use within the European community and countries that have adopted the European R&TTE directive 1999/5/EC. For more details on legal combinations of power levels and antennas, contact Linksys Corporate Compliance. • Linksys vakuuttaa täten että Wireless-G Broadband Router tyyppinen laite on direktiivin 1999/5/EY oleellisten vaatimusten ja sitä koskevien näiden direktiivien muiden ehtojen mukainen. • Linksys déclare que la Wireless-G Broadband Router est conforme aux conditions essentielles et aux dispositions relatives à la directive 1999/5/EC. • Dans le cas d'une utilisation privée, à l'extérieur d'un bâtiment, au-dessus d'un espace public, aucun enregistrement n'est nécessaire pour une distance de moins de 300m. Pour une distance supérieure à 300m un enregistrement auprès de l'IBPT est requise. Pour une utilisation publique à l'extérieur de bâtiments, une licence de l'IBPT est requise. Pour les enregistrements et licences, veuillez contacter l'IBPT.
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• France F: 2.4 GHz Bande : les canaux 10, 11, 12, 13 (2457, 2462, 2467, et 2472 MHz respectivement) sont complétement libres d'utilisation en France (en utilisation intérieur). Pour ce qui est des autres canaux, ils peuvent être soumis à autorisation selon le départment. L'utilisation en extérieur est soumis à autorisation préalable et très restreint. Vous pouvez contacter l'Autorité de Régulation des Télécommunications (http://www.art-telecom.fr) pour de plus amples renseignements. 2.4 GHz Band: only channels 10, 11, 12, 13 (2457, 2462, 2467, and 2472 MHz respectively) may be used freely in France for indoor use. License required for outdoor installations. Please contact ART (http://www.art-telecom.fr) for procedure to follow.
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Chapter J: Contact Information Need to contact Linksys? Visit us online for information on the latest products and updates to your existing products at: http://www.linksys.com/international If you experience problems with any Linksys product, you can e-mail us at:



In Europe



E-mail Address



Austria



[email protected]



Belgium



[email protected]



Denmark



[email protected]



France



[email protected]



Germany



[email protected]



Italy



[email protected]



Netherlands



[email protected]



Norway



[email protected]



Portugal



[email protected]



Spain



[email protected]



Sweden



[email protected]



Switzerland



[email protected]



United Kingdom & Ireland



[email protected]



Outside of Europe



E-mail Address



Latin America



[email protected]



U.S. and Canada



[email protected] 75
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100 Broadband Router - BruceWeb.Free.fr, Ma 1ere Page Perso!!! 

Please note this is the IP that you use to admin your router with (for example: 192.168.2.1). If you have changed this IP address then please use the new one that ...
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Broadband Bible 

Mar 13, 2003 - it takes to download a typical Web page (50 Kbps in the example). Here's how ...... excellent example of modern man's inability to be satisfied ...... you can use a neat little box with RJ45 female connectors ready for your RJ45.
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Broadband antennas Broadband antennas - Exvacuo 

Circular Polarisation. (orientation âˆ¼âˆ¼ helix orientation). 4. Wide Bandwidth. 5. No coupling between elements. Prepared by Dr. Abbou Fouad Mohammed, ...
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Router Connection Details 

The system will only import the names that exist on the selected level. ... The TSL TallyMan Controller uses the names that are programmed into the router to ...
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Router Internal Components 

Page 1 ... This is a Cisco 2514 router. Before we take off the cover, we ... Next, the full operating system, the Cisco IOS, is loaded from flash memory located here.
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100 Mbps Router 

Plug the AC connector from the AC power adapter into this jack. Caution: Use only ..... DYNEXÂ® is a registered trademark of Best Buy Enterprise Services, Inc.
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Wireless Enhanced G Router 

In the pre-shared key field, type a security key that is easy for you to remember. Using some punctuation will increase your network's security (for example, â€œMy.
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Router Startup Flowchart 

Is Boot being. Interrupted ? [Within first 60 sec]. No. Yes. Get and. Load Config. File into. RAM. Exit. ROM Monitor. Mode. Router Startup. Flowchart.
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CHA-250BX Broadband GP antenna 

2. 8. Hexagon head screw (M5 X 35/Wing nut). 2. 9. Hexagon head screw (M4 X 30/Wing nut). 2. 10 Hex wrench. 1. 11 Self adhesive tape (20cm). 1 ...
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User Guide - Linksys Router EA6300 

Le logiciel sans fil intelligent de Linksys vous aide Ã  configurer facilement votre routeur. ... paramÃ¨tres d'usine Ã  l'aide de l'utilitaire basÃ© sur le navigateur Web.
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Nanotube-based systems for broadband optical limiting 

[14] E.W. Van Stryland, S.S. Yang, F.E. Hernandez, V. Dubikovsky, W. Shensky, D.J. Hagan,. Nonlinear Opt. 27 (2001) 181. [15] N. Izard, C. MÃ©nard, D. Riehl, ...
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Broadband Annular Slot Antenna with polarization diversity 

Broadband Annular Slot Antenna with polarization diversity. Nicolas Boisbouvier, Philippe Minard and Ali Louzir. Thomson Technology Group â€“ Corporate ...
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User Guide - Linksys Router EA6300 

Gabarit pour montage mural. Imprimez cette page grandeur rÃ©elle. DÃ©coupez le long de la ligne pointillÃ©e et placez le gabarit au mur pour assurer l'espacement ...










 


[image: alt]





Fixed Broadband Wireless: System Design .fr 

This book focuses on fixed broadband wireless communications â€“ a .... The systems that were developed through the twentieth century were .... the system performance and respond to new and more widespread service requirements. ...... is shifted 400,
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Upper displacement limits for spatially broadband 

tave stimuli this would not have been fatal for perfor- mance as it would simply have meant a smaller stimulus. However, with the broadband stimuli, the.
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Space-Time Coding for Broadband Wireless 

Jul 30, 2000 - towards higher data rates, higher mobility, and higher carrier ...... MSc. in Electrical Engineering, 1983, MSc. in Mathematics, 1986, and Ph.D. in.
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Space-Time Coding for Broadband Wireless 

Jul 30, 2000 - General System Model of ST Coding for Flat Fading Channels ..... equations (Ð” ) than unknowns (â”œ ). ...... He was awarded the School of Engineering and Applied Science Junior Faculty Research Award (UVA) in 1988, and ...
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Introduction to the Broadband Navigator - PSX-Core 

Overview of PlayStation BB Navigator online content development. Developing .... to be complex when using a realtime API .... If no problems exist, upload to the ...
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