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BSP Pressure Sensors

price/performance ratio and solve a wide variety of tasks in factory automation. .... High-end sensors with IO-Link. Flush- mounted high-end sensors. Pressure transmitters ... Benefits. â–¡ Extended temperature range. â–¡ Rugged metal housing. 
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BSP Pressure Sensors Pressure transmitters Voltage variants 0...10 V DC



Compact pressure transmitters stand for continuously reliable pressure measurement. They are compact and installed right where the action is. Balluff pressure transmitters feature an impressive price/performance ratio and solve a wide variety of tasks in factory automation. Applications ■ Machine tools ■ Hydraulics and pneumatics ■ Pumps and compressors



Voltage variants 0...10 V DC –1...2 bar (–14.5...29 psi) –1...10 bar (–14.5...145 psi) 0...2 bar (0...29 psi) 0...5 bar (0...73 psi) 0...10 bar (0...145 psi) 0...20 bar (0...290 psi) 0...50 bar (0...725 psi) 0...100 bar (0...1450 psi) 0...250 bar (0...3626 psi) 0...400 bar (0...5802 psi) 0...600 bar (0...8702 psi)



Ordering code Part number Ordering code Part number Ordering code Part number Ordering code Part number Ordering code Part number Ordering code Part number Ordering code Part number Ordering code Part number Ordering code Part number Ordering code Part number Ordering code Part number



Supply voltage UB No-load supply current I0 max. Accuracy Temperature error Polarity reversal protected/short-circuit protected Ambient/media temperature Degree of protection per IEC 60529 Load cycles Material Housing Measuring cell Seal Connection Plug connector Process connection Wiring diagrams see page 44.



–1...2 bar –1...10 bar 0...2 bar 0...5 bar 0...10 bar 0...20 bar 0...50 bar 0...100 bar 0...250 bar 0...400 bar 0...600 bar
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Relative nominal pressure 2 bar 10 bar 2 bar 5 bar 10 bar 20 bar 50 bar 100 bar 250 bar 400 bar 600 bar



Overload pressure 4 bar 20 bar 4 bar 10 bar 20 bar 40 bar 100 bar 200 bar 400 bar 1200 bar 1200 bar



Burst pressure ≥ 10 bar 35 bar 10 bar 15 bar 35 bar 70 bar 150 bar 300 bar 750 bar 1500 bar 1500 bar



Permitted vacuum



Vacuum-proof



Design



BSP Pressure Sensors Pressure transmitters Voltage variants 0...10 V DC



Process connection G¼"



BSP00JE BSP V002-DV004-A04A1A-S4 BSP00JF BSP V010-DV004-A04A1A-S4 BSP00JH BSP B002-DV004-A04A1A-S4 BSP00JJ BSP B005-DV004-A04A1A-S4 BSP00JK BSP B010-DV004-A04A1A-S4 BSP00JL BSP B020-DV004-A04A1A-S4 BSP00JM BSP B050-DV004-A04A1A-S4 BSP00JN BSP B100-DV004-A04A1A-S4 BSP00JP BSP B250-DV004-A04A1A-S4 BSP00JR BSP B400-DV004-A04A1A-S4 BSP00JT BSP B600-DV004-A04A1A-S4 10...30 V DC ≤ 20 mA ≤ ±0.5 % FSO BFSL ≤ ±0.5% FSO/10 K Yes/Yes –40…+85 °C/–40...+125 °C IP 67 (when screwed into place) > 100 mil. Stainless steel Ceramic Fluoroelastomer M12 connector, 4-pin G¼" per DIN EN 3852



■ www.balluff.com



Process connection NPT¼"



BSP00JU BSP V002-FV004-A04A1A-S4 BSP00JW BSP V010-FV004-A04A1A-S4 BSP00JY BSP B002-FV004-A04A1A-S4 BSP00JZ BSP B005-FV004-A04A1A-S4 BSP00K0 BSP B010-FV004-A04A1A-S4 BSP00K1 BSP B020-FV004-A04A1A-S4 BSP00K2 BSP B050-FV004-A04A1A-S4 BSP00K3 BSP B100-FV004-A04A1A-S4 BSP00K4 BSP B250-FV004-A04A1A-S4 BSP00K5 BSP B400-FV004-A04A1A-S4 BSP00K6 BSP B600-FV004-A04A1A-S4 10...30 V DC ≤ 20 mA ≤ ±0.5 % FSO BFSL ≤ ±0.3 % FSO/10 K Yes/Yes –40…+85 °C/–40...+125 °C IP 67 (when screwed into place) > 100 mil. Stainless steel Ceramic Fluoroelastomer M12 connector, 4-pin NPT¼"



Process connection R¼"



BSP00K7 BSP V002-KV004-A04A1A-S4 BSP00K8 BSP V010-KV004-A04A1A-S4 BSP00K9 BSP B002-KV004-A04A1A-S4 BSP00KA BSP B005-KV004-A04A1A-S4 BSP00KC BSP B010-KV004-A04A1A-S4 BSP00KE BSP B020-KV004-A04A1A-S4 BSP00KF BSP B050-KV004-A04A1A-S4 BSP00KH BSP B100-KV004-A04A1A-S4 BSP00KJ BSP B250-KV004-A04A1A-S4 BSP00KK BSP B400-KV004-A04A1A-S4 BSP00KL BSP B600-KV004-A04A1A-S4 10...30 V DC ≤ 20 mA ≤ ±0.5 % FSO BFSL ≤ ±0.3 % FSO/10 K Yes/Yes –40…+85 °C/–40...+125 °C IP 67 (when screwed into place) > 100 mil. Stainless steel Ceramic Fluoroelastomer M12 connector, 4-pin R¼"



Process connection G½"



BSP00KM BSP V002-HV004-A04A1A-S4 BSP00KN BSP V010-HV004-A04A1A-S4 BSP00KP BSP B002-HV004-A04A1A-S4 BSP00KR BSP B005-HV004-A04A1A-S4 BSP00KT BSP B010-HV004-A04A1A-S4 BSP00KU BSP B020-HV004-A04A1A-S4 BSP00KW BSP B050-HV004-A04A1A-S4 BSP00KY BSP B100-HV004-A04A1A-S4 BSP00KZ BSP B250-HV004-A04A1A-S4 BSP00L0 BSP B400-HV004-A04A1A-S4 BSP00L1 BSP B600-HV004-A04A1A-S4 10...30 V DC ≤ 20 mA ≤ ±0.5 % FSO BFSL ≤ ±0.3 % FSO/10 K Yes/Yes –40…+85 °C/–40...+125 °C IP 67 (when screwed into place) > 100 mil. Stainless steel Ceramic Fluoroelastomer M12 connector, 4-pin G½" per DIN EN 3852



BSP Pressure Sensors Standard sensors Standard sensors with IO-Link High-end sensors High-end sensors with IO-Link Flushmounted high-end sensors Pressure transmitters Special pressure Sensors Calibration
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BSP Pressure Sensors Pressure transmitters Current variants 4...20 mA



BSP pressure transmitters provide a rugged stainless steel housing, reliable measurement technology and a large temperature range from –40 to 125 °C. This enables reliable operation and a long service life. Choose between eleven different pressure ranges, voltage or current output and various process connections for the appropriate sensor. Benefits ■ Extended temperature range ■ Rugged metal housing ■ Large product selection



Current variants 4...20 mA –1...2 bar (–14.5...29 psi) –1...10 bar (–14.5...145 psi) 0...2 bar (0...29 psi) 0...5 bar (0...73 psi) 0...10 bar (0...145 psi) 0...20 bar (0...290 psi) 0...50 bar (0...725 psi) 0...100 bar (0...1450 psi) 0...250 bar (0...3626 psi) 0...400 bar (0...5802 psi) 0...600 bar (0...8702 psi)



Ordering code Part number Ordering code Part number Ordering code Part number Ordering code Part number Ordering code Part number Ordering code Part number Ordering code Part number Ordering code Part number Ordering code Part number Ordering code Part number Ordering code Part number



Supply voltage UB No-load supply current I0 max. Accuracy Temperature error Polarity reversal protected/short-circuit protected Ambient/media temperature Degree of protection per IEC 60529 Load cycles Material Housing Measuring cell Seal Connection Plug connector Process connection Wiring diagrams see page 44.



–1...2 bar –1...10 bar 0...2 bar 0...5 bar 0...10 bar 0...20 bar 0...50 bar 0...100 bar 0...250 bar 0...400 bar 0...600 bar
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Relative nominal pressure 2 bar 10 bar 2 bar 5 bar 10 bar 20 bar 50 bar 100 bar 250 bar 400 bar 600 bar



Overload pressure 4 bar 20 bar 4 bar 10 bar 20 bar 40 bar 100 bar 200 bar 400 bar 1200 bar 1200 bar



Burst pressure ≥ 10 bar 35 bar 10 bar 15 bar 35 bar 70 bar 150 bar 300 bar 750 bar 1500 bar 1500 bar



Permitted vacuum



Vacuum-proof



Design



BSP Pressure Sensors Pressure transmitters Current variants 4...20 mA



Process connection G¼"



BSP00FW BSP V002-DV004-A06A1A-S4 BSP00FY BSP V010-DV004-A06A1A-S4 BSP00FZ BSP B002-DV004-A06A1A-S4 BSP00H0 BSP B005-DV004-A06A1A-S4 BSP00H1 BSP B010-DV004-A06A1A-S4 BSP00H2 BSP B020-DV004-A06A1A-S4 BSP00H3 BSP B050-DV004-A06A1A-S4 BSP00H4 BSP B100-DV004-A06A1A-S4 BSP00H5 BSP B250-DV004-A06A1A-S4 BSP00F3 BSP B400-DV004-A06A1A-S4 BSP00H6 BSP B600-DV004-A06A1A-S4 8...32 V DC ≤ 25 mA ≤ ±0.5 % FSO BFSL ≤ ±0.5% FSO/10 K Yes/Yes –40…+85 °C/–40...+125 °C IP 67 (when screwed into place) > 100 mil. Stainless steel Ceramic Fluoroelastomer M12 connector, 4-pin G¼" per DIN EN 3852



■ www.balluff.com



Process connection NPT¼"



BSP00H7 BSP V002-FV004-A06A1A-S4 BSP00H8 BSP V010-FV004-A06A1A-S4 BSP00H9 BSP B002-FV004-A06A1A-S4 BSP00HA BSP B005-FV004-A06A1A-S4 BSP00HC BSP B010-FV004-A06A1A-S4 BSP00HE BSP B020-FV004-A06A1A-S4 BSP00HF BSP B050-FV004-A06A1A-S4 BSP00HH BSP B100-FV004-A06A1A-S4 BSP00HJ BSP B250-FV004-A06A1A-S4 BSP00HK BSP B400-FV004-A06A1A-S4 BSP00HL BSP B600-FV004-A06A1A-S4 8...32 V DC ≤ 25 mA ≤ ±0.5 % FSO BFSL ≤ ±0.3 % FSO/10 K Yes/Yes –40…+85 °C/–40...+125 °C IP 67 (when screwed into place) > 100 mil. Stainless steel Ceramic Fluoroelastomer M12 connector, 4-pin NPT¼"



Process connection R¼"



BSP00HM BSP V002-KV004-A06A1A-S4 BSP00HN BSP V010-KV004-A06A1A-S4 BSP00HP BSP B002-KV004-A06A1A-S4 BSP00HR BSP B005-KV004-A06A1A-S4 BSP00HT BSP B010-KV004-A06A1A-S4 BSP00HU BSP B020-KV004-A06A1A-S4 BSP00HW BSP B050-KV004-A06A1A-S4 BSP00HY BSP B100-KV004-A06A1A-S4 BSP00HZ BSP B250-KV004-A06A1A-S4 BSP00J0 BSP B400-KV004-A06A1A-S4 BSP00J1 BSP B600-KV004-A06A1A-S4 8...32 V DC ≤ 25 mA ≤ ±0.5 % FSO BFSL ≤ ±0.3 % FSO/10 K Yes/Yes –40…+85 °C/–40...+125 °C IP 67 (when screwed into place) > 100 mil. Stainless steel Ceramic Fluoroelastomer M12 connector, 4-pin R¼"



Process connection G½"



BSP00J2 BSP V002-HV004-A06A1A-S4 BSP00J3 BSP V010-HV004-A06A1A-S4 BSP00J4 BSP B002-HV004-A06A1A-S4 BSP00J5 BSP B005-HV004-A06A1A-S4 BSP00J6 BSP B010-HV004-A06A1A-S4 BSP00J7 BSP B020-HV004-A06A1A-S4 BSP00J8 BSP B050-HV004-A06A1A-S4 BSP00FT BSP B100-HV004-A06A1A-S4 BSP00J9 BSP B250-HV004-A06A1A-S4 BSP00JA BSP B400-HV004-A06A1A-S4 BSP00JC BSP B600-HV004-A06A1A-S4 8...32 V DC ≤ 25 mA ≤ ±0.5 % FSO BFSL ≤ ±0.3 % FSO/10 K Yes/Yes –40…+85 °C/–40...+125 °C IP 67 (when screwed into place) > 100 mil. Stainless steel Ceramic Fluoroelastomer M12 connector, 4-pin G½" per DIN EN 3852



BSP Pressure Sensors Standard sensors Standard sensors with IO-Link High-end sensors High-end sensors with IO-Link Flushmounted high-end sensors Pressure transmitters Special pressure Sensors Calibration



25



























des documents recommandant







[image: alt]





Pressure sensors 

definition: F .. force [N]. S .. area [m2] p â†’ F â†’ Îµ deformation element â†’ change in dimensions. Strain gauge direct (intrinsic) sensor. 2 ways of measurement:.










 


[image: alt]





BSP Expo18_Research_ 

BETWEEN THE FORMAL AND THE INFORMAL ... action-research methodology; it works closely with housing activists and produces outputs that can support ...










 


[image: alt]





200 kPa Uncompensated Silicon Pressure Sensors MPX200 SERIES 

24 28. 30. PRESSURE DIFFERENTIAL. PSI. kPa. OUTPUT (mVdc). OFFSET. (TYP) .... DIMENSIONING AND TOLERANCING PER ASME ... Y14.5, 1982. 2.










 


[image: alt]





depth level druck submersible pressure sensors product guide dbid 2bq6s 












 


[image: alt]





Sensors 

Target applications: Automotive systems and industrial products ... offers performance, reliability and design adaptability in a .... chip carrier (Case 344). ..... AC: one port (topside surface mount) ... Pressure Sensor Distributor Handbook.










 


[image: alt]





Applied Sensors 

50 records - documentation or software you agree that it is to be used exclusively with Parallax products. ... that is programmed using a subset of Sun Microsystems' JavaÂ® ..... the laboratory, the hospital, and beyond earth out into space. ... part










 


[image: alt]





Fuel system pressure and residual pressure, checking 

Nov 22, 2002 - Repair Manual, 2.8 Liter V6 2V Engine. Mechanical ... http://127.0.0.1:8080/audi/servlet/Display?action=Goto&type=repair&id=AUDI.B5.FU01.Missing:










 


[image: alt]





gas pressure switch pressure switches dbid qt0x 












 


[image: alt]





Fuel system pressure and residual pressure, checking 

Nov 22, 2002 - Repair Manual, 2.8 Liter V6 2V Engine. Mechanical, Engine ... Disconnect vacuum line (from fuel pressure regulator to intake manifold) at fuel ...










 


[image: alt]





Automated generation of BSP Automata - Julien Tesson 

BSP code (well structured). DSL for queries. â€¢ based on BSPRE. â€¢ computed by a BSPA. Limitations. â€¢ regular expressions expressiveness. â€¢ output is a boolean ...










 


[image: alt]





Pressure Systems 

single engine aircraft with standby pump installed. ... Airflow moves through the gyro instruments where a ... deteriorated hose, or even a bad gyro instrument.










 


[image: alt]





Pressure Testing 

Connect a pressure gauge to each inspection hole. ... CAUTION: Connect the pressure gauge securely; ... Line Pressure/Clutch Pressure Measurement. 1.










 


[image: alt]





Proximity Sensors Selection Guide 

... Inc. â€¢ 1600 Enterprise Parkway â€¢ Twinsburg, Ohio 44087-2245. Telephone (330) 425-3555 â€¢ FAX (330) 405-4710 â€¢ E-mail: [email protected] ...










 


[image: alt]





Optical Encoder - BEI Sensors 

light transmission. We provide ... more resolution at a lower cost than their absolute ... Absolute encoders are used in applica- ... determine if the encoder is turning clockwise ... two-channel quadrature input without further ... To measure distan










 


[image: alt]





DynagageTM Sap Flow Sensors 

ergy balance and rates of heat convection by the sap flow. The need for this new ... The Dynagage Microsensors measure transpiration by small diam- eter crops ...










 


[image: alt]





11. chemical sensors .fr 

From provided tables calculate the dew point, absolute humidity and partial pressure of .... 11.2 Partial pressure of water vapour and absolute humidity of saturated wet air. t [Â°C] p' [Pa] Î¦//[g/m3] ..... level of 100% liquid. n-Heptan: normal boi










 


[image: alt]





VisiPro DO Sensors 

We Hamilton Bonaduz AG, Wir, Hamilton Bonaduz AG, La société Hamilton Bonaduz AG,. CH-7402 ... SN 1000 and higher. *** : a-length ... AZIERT CU. Tel.










 


[image: alt]





Optical Encoder - BEI Sensors 

Call 1-800-ENCODER and ask ... ics and results in improved resolution. This .... (NEMA Class 1, Group D, Division 1, and NEMA Class 2, Group E, F, &.










 


[image: alt]





VisiPro DO Sensors 

GO 13485. EN ISO 900. TOV. Rheinland. Product Safety. HAMILTON Bonaduz AG ... Fax: +41 58 610 00 10 www.hamiltoncompany.com. ZERTIES. CERTIFIED.










 


[image: alt]





Humidity and chemical sensors 

Nov 23, 2006 - absorption or adsorption which can be removed without altering its chemical ... law of partial pressures, the total pressure exerted by a mixture.










 


[image: alt]





sensors - Carlo Tarantola's tribe 

Carlo Tarantola. Senior Director. EMEA Mobile and Wireless. Center of Expertise. Warsaw, Poland. Oracle Corporation [email protected] ...










 


[image: alt]





ABSTRACT FORM [MITL Sensors 

FICHE RESUME / ABSTRACT FORM. [MITL Sensors & Communications simulation for. Autonomous UCAV Mission definition]. Speakers: â˜’ Lcl PENET Luc.










 


[image: alt]





Knock sensors, checking 

Nov 23, 2002 - Check signal wire for continuity between harness connector terminal 2. (in engine compartment) and test box socket A13. Specified value: max.










 


[image: alt]





fiber-optic sensors - Main 

400Â°C. Infrared LED. 6. 12. 16. 22. 23. 26. Choose the performance you need. General application. Standard cylindrical. Square shape. Miniature. Long distance.










 














×
Report BSP Pressure Sensors





Your name




Email




Reason
-Select Reason-
Pornographic
Defamatory
Illegal/Unlawful
Spam
Other Terms Of Service Violation
File a copyright complaint





Description















Close
Save changes















×
Signe






Email




Mot de passe







 Se souvenir de moi

Vous avez oublié votre mot de passe?




Signe




 Connexion avec Facebook












 

Information

	A propos de nous
	Règles de confidentialité
	TERMES ET CONDITIONS
	AIDE
	DROIT D'AUTEUR
	CONTACT
	Cookie Policy





Droit d'auteur © 2024 P.PDFHALL.COM. Tous droits réservés.








MON COMPTE



	
Ajouter le document

	
de gestion des documents

	
Ajouter le document

	
Signe









BULLETIN



















Follow us

	

Facebook


	

Twitter



















Our partners will collect data and use cookies for ad personalization and measurement. Learn how we and our ad partner Google, collect and use data. Agree & Close



