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Building basics: Pushrod Secrets

Mark the rivet hole locations on a piece of masking tape and trim it to a butt fit. Then wrap it around the end of the tube, which has been cut with a tubing cutter to ... 
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building basics



Pushrod Secrets Fabricating pushrods isn’t tough if you’re careful to do it right Ken Scott



R



ather than cables, pushrods move the ailerons and elevator in my new Pipsqueak. Pushrods have several advantages: they are light and simple; they transmit “push” and “pull”; and they provide a silky control feel because everything runs on ball bearings. Pushrods are common in many homebuilt designs, particularly lowwing airplanes like RVs. They are made by riveting a tapered aluminum plug, tapped to accept a rod-



end bearing, into both ends of a 6061-T6 aluminum tube. In this case, the builder’s task is to make the pushrod tube the correct length, then mount the plugs in each end with six high-strength blind rivets spaced evenly around the circumference of the tube. Here’s potential trouble. It’s tough to cut a square end on an aluminum tube with a hacksaw, and a 6-inch straight rule won’t bend around a 11/8-inch diameter tube—at least it



Mark the rivet hole locations on a piece of masking tape and trim it to a butt fit. Then wrap it around the end of the tube, which has been cut with a tubing cutter to assure a clean, square cut. Use a tube-drilling jig to hold the tube to the drill press table and center-punch the hole locations. 94
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won’t and go back to being straight. Instead of a hacksaw, use a tubing cutter. Most airplane builders have small tubing cutters for fuel and brake lines, but you’ll need a bigger pipe version for pushrod tubes. These are available from the plumbing section of any of the big home improvement stores. You’ll get a perfectly square end by cutting an accurate groove on the first revolution or two, and then tighten the cutter just enough to



maintain slight friction on each succeeding turn. Don’t crank it too tight too soon or the tube will distort. The cutter will leave a burr inside the tube that should be removed with 220 wet/dry abrasive paper. Forget about measuring evenly spaced holes on the outside of the tube. The trick is to measure them on something flat, straight, and flexible, and then wrap that around the end of the tube. Masking tape is perfect. Use a piece that has been trimmed so the edges just meet when it is wrapped around the tube. Remove it and stick it on a smooth, clean surface. Draw a line, parallel to the edge of the tape, for the distance from the edge to the center line of the rivet holes. For a Pipsqueak pushrod, this is 7/32 inch. Mark seven evenly spaced holes along the line with a rivet fan, starting at one edge of the tape and ending on the other. Remember, holes 1 and 7 will be the same hole when the tape is wrapped around the tube, so you’ll end up with a total of six holes. Once the holes are located, it is best to drill them on a drill press, although a hand drill, used carefully, can also produce acceptable results. Clamp the tube into a V-jig and center-punch the hole locations so the bit will start accurately. Drill only the
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building basics Use a drill press instead of a hand drill to make the holes. Drill only the first hole, then insert the plug and match drill it.



THE LOCK THAT PUTS A WHOLE NEW SPIN ON PROPELLER PLANE SECURITY. Wilson Locking Systems introduces the most innovative immobilization device on the market, developed specifically for aircraft. The PropLock™ is designed with closed-cell neoprene to protect propellers from marring or scratching. It also is compact, incredibly easy to attach and weighs under three pounds, making it easy to transport. It fits all general aviation aircraft propellers, gripping the propeller base to prevent take off. Now more than ever, security is of the utmost importance to owners of private aircraft, and the formidable, yet simple to use PropLock makes it easy to immobilize propeller planes in any location.



toll-free 1-866-957-5625 www.wilsonlocks.com



A cleco in the first hole keeps the parts from shifting while you drill additional holes.



first hole in the tube, then insert the plug and match drill it. Cleco them together so the relative positions can’t change and then drill the next five holes. Cleco one or two more as you go. Before you take the assembly apart to de-burr the holes and clean out the drill chips, make an index mark so you can easily find the right position when you re-assemble the pushrod. Chances are that you’ll be making more than one pushrod, and if the parts get mixed up, it can be frustrating trying to find the right combination of tubes, end fittings, and hole patterns. Apply shot of primer, set the blind rivets, and the rod is ready for the rod96
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end bearings. You’ll know you’ve done it right when you walk up to the finished airplane and see the control surfaces moving slightly in the wake turbulence of passing insects.



Proper Protection There are several ways to protect the inside of the pushrod from corrosion. Pointing a spray gun with a good primer in one end while a helper holds an air gun (set at low pressure) down the other will result in a swirling fog of primer that coats the inside of the tube evenly—as long as the pushrod is not too long. Some builders put half a pint of liquid primer in one end and twist the tube slowly as they pour it



After cleanup and priming, the blind rivets are set.



be designed so the rod-end bearings on both ends have at least half the available thread engaged, making it almost impossible for a rod-end bearing to back out. To further secure the rod-end,



The finished pushrod with the rodend bearing and jamb nut installed.



slowly toward the other. If you choose this method, let the primer cure for a few days before installing the rod-end bearings. Thick coats of primer can take a long time to dry, so if you install the rod-end and stand the pushrod in the corner, the liquid primer can work its way down to the ball of the rod-end bearing and cause it to seize. Probably the easiest method is to finish the pushrod and shoot the inside of it with an aerosol can of Boeshield or ACF-50. These penetrating corrosion inhibitors are big favorites of the floatplane crowd and will protect surfaces for years. The rod-end bearings can be threaded in and out of the pushrods until they are the right length. They are both threaded the same way, though, and will not act like a turnbuckle. The pushrod length should EAA Sport Aviation
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jam nuts are common practice. Make a trial fit of the pushrod when the airplane is assembled and torque the jam nut to spec when the exact adjustment of the rodends is determined. A touch of nail polish or torque-seal will show that the jam nut has been tightened and will reveal any movement when it is inspected later.



























des documents recommandant







[image: alt]





Building basics: Pushrod Secrets 

then mount the plugs in each end with six high-strength blind rivets spaced evenly around the circumfer- ence of the tube. Here's potential trouble. It's tough.
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Building Basics: Electrical System Basics 

an electrical system is relatively complex, this how-to guide tackles the electrical foundation of ... tube and stall detection vane, and then ... feature dual alternators, dual voltage regulators ... George Wilhelmsen holds a commercial certificate 
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Building Basics: Roundabouts 

it's important to use the right wash- er for each job. A typical ... A field guide to aircraft washers. Greg Laslo ... even Friday-night dirt-track car-rac- ing guys use AN ...










 


[image: alt]





Building Basics: Spark Plugs 

to more than $50, and eight to 12 plugs per engine, spark plugs become ... the surface areas in the combustion chamber exceed a critical limit or if the spark plug ...
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Building Basics: Riveting Techniques 

As with all other facets of riveting, practice using this tool on scrap that is identical to the material you ulti- mately want to work on. It takes practiceâ€”and patience.
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Building Basics: Gauging Aluminum 

ist in nature as a free metal, but aluminum oxide, the raw material needed to produce .... Weight & Balance. â€¢ Inspection & Testing. NON EAA MEMBERS $389.
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Building Basics: Making Holes 

holes in wood or building materials. ... ing holes or drill larger holes in two .... Black. 3/16. Brass from drilling into an underlying structure that doesn't need a hole.
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Building Basics: Corralling Cable 

Affordable! More features, less cost. Just add a GPS/COM & transponder ... Visa/M.C., call (804) 353-1713. Fax 359-2618. SI-FOLD. DOORS! 507-426-8273.
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Building Basics: Fatigue 

HTP lets you get precise, professional results on any critical aircraft weld. America Inc. EAA03. HTP is your source for Migs, TIGs, Auto-Darkening. Helmets and ...
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Building Basics: Stress Risers 

STRUCTURAL FAILURES OF AIR- craft components are always severe and often costly both in material and life. The most common component failure is a.
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Building Basics: Wire Size 

Home Depot recently for about $35 in the aisle that has the material for installing computer and cable TV coaxial cable. With this crimping tool you can also buy a ...
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Building Basics: Tube Talk 

"Big deal," you might say. "What makes it so versatile, and why are steel tube fuselages made of the stuff?" We don't need to know about how steel is pro-.
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building basics Fasten-ating 

Tension pulls on the bolt; shear forces try ... yet in a double-shear situation, where it is supported in ... the tensile strength (measured in pounds per square inch,.
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Building Basics: Cable Corral 

BUILDERS USE MANY FASTENers to connect the parts and pieces of their airplanes, and one of the handiest is the ubiquitous nylon tie wrap (or cable tie/strap) ...
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Building Basics: Lecture Circuits 

course along the wiring diagram to ensure every connection is ... Katie, bar the door. The system that causes the ... bell-shaped object. The former is an in-line ...
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Building Basics: Composites 

structural sand- wich. For exam- .... full benefit of its adhesive propertiesâ€”without adding unnecessary ... Cut and sand composite materials with care because ...
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Building Basics: Safety Dance 

that it can't fall off the plane in flight. Several different methods are used to secure aircraft hardware: safety wire, cotter pins, self-locking nuts, and lock washers.
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Building Basics: Aircraft Fabric 

TAPE IS CUT. â€” -/ON 45"ANGLE ... FINISHING TAPE CUT. EL 10 SELVASE EPGE .... Finishing Tapeâ€”A strip of fabric cut normally with a pinked (serrated) ...
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Building Basics: Gauging Aluminum 

RESISTANT SANDWICH. A VERY THIN COATING OF CORROSION. RESISTANT .... money can buy. It doesn't cost any more than old-fashioned methods and it ...
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Building Basics: Fundamental Security 

in a pattern, such as a square or triangle, and when you must safety parts in an electrical sys- tem where accessibility or frequent removal makes the double-twist.
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Building Basics: Riveting Equipment 

Rosie the Riveter used during. World War II. Designers have made some progress in rivet gun ergonomics and reduced the vibration in bucking bars to enhance ...
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Building Basics: Clear Objective 

dowâ€”after that, even, if you can get away with it. That said, don't .... Silicon, such as Dow Corning. RTV sealant, will weatherproof the window seams. Mesiarik ...
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Building basics: Bare Minimums 

receiver is out of service, you can fly NDB or ... a malfunctioning electric trim-tab ... plane metal floats, the Northrop Glider, Lincoln Biplane and Alco Sport plane.
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Building Basics: Rivets 

apart two pieces of stuck-to- ^-: i gether duct tape? Tug as you. â€¢â€¢ may on the ends of the tape, the adhesive seems to stick to itself with a tenacity that.
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