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C Meter Inductance Capacitance

Jan 3, 2011 - Especially qualify in microwave manufacture and measuring switching power supply transformer, filter inductance and so on. LC200A has four ... 
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LC200A Handheld L/C Meter



Features: High speed microcontroller’s precision computation Measuring range below 1uH and 1pF Intellectually Shutdown in 5 minutes Especially qualify in microwave manufacture and measuring switching power supply transformer, filter inductance and so on. LC200A has four measuring range position: 1. C range ........Capacitance (0.01pF-10uF) 2. L range ........Inductance (0.001uH-100mH) 3. Hi.L range ......Big inductance (0.001mH-100H) 4. Hi.C range ......Big capacitance (1uF-100mF) All range position are automatic measuring ranges, it is easy to operate. Specification is as follows:



1. Technique data： Item



Parameter 0.01pF-1pF



5%



1pF-1uF



1%



1uF-10uF



5%



Capacitance Accuracy Min Capacitance Resolution（C Range）



0.01pF



Inductance



0.001uH-1uH



5%



Accuracy



1uH-100mH



1%



Min Inductance Resolution（L Range） Big Inductance



100mH-1H
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0.001uH 1%
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Accuracy



1H-100H



5%



Min Resolution of Big Inductance 0.001mH （Hi.L Range） Big Capacitance Accuracy



1uF-100mF



5%



Min Resolution of Big Capacitance 0.01uF （Hi.C Range） L Range、C Range



Abt. 500kHz



Hi.L Range



Abt. 500Hz



Frequency Display mode



1602 LCD



Display digit



4 Mini USB & 　5.5DC Socket



Power supply interface 4 of AA Batteries Supply Voltage



5V
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2. Picture
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LC200A Handheld L/C Meter



Function of five buttons: Red: Reset Blue: Big Capacitance Hi.C Choice (With self-locking) Blue: Big Inductance Hi.L Choice (with self-locking) Blue: L/C Choice (with self-locking) Blue: Function button Details as follows (Press “1”, Release “0”, “X” random) LC200A Function table Hi.C



Hi.L



L/C



Corresponding function



0



0



0



Small Capacitance(C)



0



0



1



Small Inductance(L)



0



1



1



Big Inductance (Hi.L)



0



1



0



Error，please modify



0



X



X



Big Capacitance (Hi.C)



3. Direction for use ⑴. Switch on the L/C Meter ⑵. Chose the corresponding range, inductance: Lx, capacitance: Cx, big inductance: Hi.L, big capacitance: Hi.C. Display as follows (testing lead open loop) ： Inductance：MEASURE Lx



OVER RANGE 6
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Capacitance：MEASURE Cx



0.00pF



Big inductance：MEASURE Hi.L



OVER RANGE



Big capacitance：MEASURE Hi.C



0.00uF



Display as follows (testing lead short circuit): Big inductance：MEASURE Hi.L



0.000mH



Inductance：MEASURE Lx



0.000uH



Capacitance：MEASURE Cx



OVER RANGE



(3).When testing lead open loop the measured value of capacitance is not “0”, or witch of the inductance is not “0” as the testing lead short circuit, you can reset to “0” by ways of capacitance model and inductance model, as follows: (a) Capacitance model Press red button as testing lead open loop, it displays “CALCULATING…”, keep pressing for one second, when “CALCULATING…OK” displayed, resetting to “0” is finished, and “0.00pF” is displayed, then capacitances can be measured. (b) Inductance model Press red button as testing lead short circuit, it displays “0.000uH” or “0.000mH”, and then inductances can be measured. (4). Please press function button as results displayed, and 7
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corresponding frequency will be displayed. 4. Note: 1. Please reset to “0” before testing a capacitance or an inductance, or errors may be appeared. Even if “0” displayed before measuring, resetting to “0” is needed. 2. At the time of resetting to “0”, when“CALCULATING…OK” appeared, please keep pressing for 2 to 3 seconds, and the parameter written to “” will be prompted, then release. 3. Resetting to “0” is forbidden as components are being measured. If you do it, please shut down immediately and restart, then reset to “0”. 4. The time of measuring a big capacitance (above 10mF) may be more than one second, and it needs seven to eight seconds to get the measured value of the capacitance (100mF). 5. Forbid to measure a capacitance which is not discharged, otherwise it may damage the mainframe.



5. Package content 1. A LC200A L/C Meter 2. A mini USB Cable or DC5V adaptor
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C METER TA2CBA 

Page 1. SOLDA. PY2CSU. L/C METER. TA2CBA.










 








L-C Meter 

Here is my new inductance & capacitance meter. I had took the analog oscillator part from a well know schematic found on the internet and adapt it for a AVR.










 








830C and 890C Capacitance Meter User Manual - Amazon Web ... 

(inclus uniquement avec le modèle 830C) peuvent être ..... exemple, appuyez et maintenez la touche puis .... Les paramètres ajustables sont (en unités bits):.










 








830C and 890C Capacitance Meter User Manual - Amazon Web ... 

électrique dans un tel environnement constitue un ... Lorsque vous mesurez les composants en circuit, ... Elimination des vieux équipements électriques et.










 








Inductance of a Solenoid 

A: cross-sectional area. â€¢ l: length. â€¢ n: number of turns per unit length. â€¢ N = nl: total number of turns. â€¢ B = Âµ0nI: magnetic field inside solenoid. â€¢ Î¦B = BA: ...










 








Inductance of a Toroid 

Total number of turns: N. â€¢ Magnetic field inside toroid: B = Âµ0I. 2Ï€r. â€¢ Magnetic flux through each turn (loop):. Î¦B = / b a. BH dr = Âµ0INH. 2Ï€. / b a dr r. = Âµ0INH. 2Ï€.










 








VHF variable capacitance diode 

Sep 9, 1998 - improper use or sale. ... or in part is prohibited without the prior written consent of the copyright owner. The information presented in this document does not form part of any quotation or contract, is believed to be accurate and ...










 








KING-METER 

6.3 Assisted Power Select or Throttle Level ... The default figure of the top riding speed in the display is ... This indicates that the battery is severely low voltage.










 








COMBINATION METER 

MEâ€“70. METER â€“ METER / GAUGE SYSTEM (for Hatchback). ME. Power Steering ECU. Skid Control ECU (w/ ABS). Center Airbag Sensor Assembly. ECM.










 








Light Meter 

IMPORTANT SAFETY INFORMATION. CAUTION. Take extreme care for the following conditions while measuring. â€¢ Do not operate the meter in an environment ...










 








WATT METER 

Shorting a rechargeable battery or a Watt Meter connected to a rechargeable battery or battery charger cansupply huge currents ... 0 -655 Kwh for Doc Wattson.










 








C:\Documents and Settings\kevinM\My Documents\METER 

IC-2RL. 10 METER MODIFICATION. 1. Remove top cover. See picture below for .... Verify areas where components previously occupied are clear of any solder.










 








The Meter Stamp Society Quarterly - TURTLE METER STAMPS 

under Section 501(c)(3) of the Internal Revenue Code. Send financial .... The picture at right. (Figure 1) is the Postmatic Model 7000SA which is de- ... on eBay during the Spring. ...... (All MSS Bulletins as Searchable PDF Files). Mailed Via ...










 








PIIICE AMPEREME'I'RIQUE CLAMP METER 

Commutateur de fonctions: permet de choisir entre VDC, VAC, AAC, ADC, 9 et 6)) . 5. Touche HIMAX: 'cette touche est utilisÃ©e de deux manieres. Si la touche ...










 








user manual - alti-meter 

May 17, 2007 - reserve parachute closing loop that is properly pulled through the ...... When the device is unlocked, the control unit display shows a colon â€œ:â€�.










 








esr-lcf meter english 

ESR_LCF meter. Author: miron63 [email protected]. Appearance: Ð’Ð½ÐµÑˆÐ½Ð¸Ð¹ Ð²Ð¸Ð´: Described below, the instrument measures: ESR electrolytic capacitors- 0 - 50 ...










 








combination meter - CapHector 

Brake Master Cylinder. D Brake Fluid Level Warning Switch. Combination Meter. Airbag Sensor Assembly. O/D Off Switch. Buckle Switch. Parking Brake Switch.










 








RF Digital Power Meter 

BirdÂ® Electronic Corporation 1-866-695-4569 www.bird-technologies.com. TABLE OF CONTENTS ..... Rugged: Drop Tested per Military and European Standards ...... integral part of a very robust and sophisticated power measurement solution. ...... MODEL 3










 








esr meter equivalent series resistance meter dbid 5fcd 












 








The Meter Stamp Society Quarterly - TURTLE METER STAMPS 

Postmatic is a company (www.postmatic.net) that sells stamp affixers. This type of business has been alive from the. Mail-O-Meter days in the early 1900's.










 








AC Millivolt Meter 

Frequency Respones. Impedance. +_. +_. +_. 300 V~100V of Full Scale in 12 ranges. -70dB ~ +40dB in 12 ranges. 3% of full scale. Channel 1 and 2 separately.










 








RF Digital Power Meter 

Word, Excel, PPT, PDF, Image. INPUT .... WIth a single download you can view as Distance to Fault or Measurement ..... Directives 73/23/EEC and 93/68/EEC ...... 126 lbs. (57 kg). NOTE: An 8890-008 over-temperature interlock safety switch is ...










 








ESR - Meter ESR 1 

You are welcome to send your device to: .... With the ESR measuring device .... BP. P4. P3. P2. P1. Low-Bat. IC6. 40. 39. 38. 37. 36. 35. 34. 33. 32. 31. 30. 29. 28.










 








Parallel three-dimensional electrical capacitance ... - Dimitri Komatitsch 

Apr 26, 2018 - ... as fluid and gas extraction and analysis in oil/gas industry applications, geophysical .... instance non-mixed gas-solid-liquid flows or granular materials. ... constraints as well as petrophysical and geological uncertainty analys
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