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CamÃ©ras 35mm eng

Speed: forward / reverse (magazines 1000fts). Weight: lbs body and view finder without ...... 25-250 mm MKII lens + Super Panazoom anamorphic adaptation. 
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35mm Caméras



Platinium Mount: PV. Frame size: Gate: N35: Scope; Full; 1.37; 1.66; 1.85 S35: Full; S1.37; S1.66; S1.85 ground glass:all size is possible Illuminated ground glass Speed: forward / reverse (magazines 1000fts) Variable from 4 to 36 fps 1 decimal Precision Variable from 51° to 200° Shutter: 1 decimal Précision Variable during shootng via Smart Shutter Control



Type: Power supply: Movement: View finder: Weight:



Silent 24V. dual pull-down claws and dual register pins. Left /Panaglow/Contrast filter ND3 and ND6 Standard and anamorphic view finder. lbs body and view finder without vidéo 25.6 lbs body, view finder and video assist 18.1 lbs body, vidéo 100%



Temperature: TimeCode:



Not possible.



Package 3x 500fts Magazines Forward Remote control unit Short viewfinder with heated eyecup Viewfinder extension with heated eyecup and link arm Hand holder Short bars holding system (for Panavision bars) Long bars holding system (for Panavision bars) Panavision Matte-Box, two 4"x5.65" filter tray, Primo bellows, Upper and Laterals Flaps Mattes for 40; 50; 75 and 150mm 12 gelatins holder box Assistant lamp Safety three printed circuits set / Fuses 2x 24V batteries / 1 Charger Optionnal accessories :



Raincover 24V Battery belt / Charger 24V Battery 24V Charger



Video assist



PSC1 Unit Set speed with a 3 decimals precision PSC2 Unit Set speed with a 3 decimals precision ; Footage indication Film projector Sync PNPS TV / Projector etc… sync Phaseable sync Smart Shutter Control shutter angle adjustment during the shot Digital remote control unit 1000fts Magazine (13.2 lbs) forward/reverse 500fts Magazine (7.5 lbs) forward Light 500fts Magazine (5.7 lbs) forward 250fts Magazine (6.2 lbs) forward 500fts Heated magazine barney ( 1.32 lbs) 1000fts Heated magazine barney (1.76 lbs) Medium viewfinder extension with link arm and heated eyecup 4"x5.65" anti-flare filter tray Filter punch Panaflasher Black&white video 50/50 Speed and TC indication. Glow indication Color video 50/50 Speed and TC indication. Glow indication (1.1lbs) Steadycam 100% video normal viewfinder / 100% viewfinder adjustment in workshop



Millennium Mount: PV. Frame size: Gate: N35: Scope; Full; 1.37; 1.66; 1.85 S35: Full; S1.37; S1.66; S1.85 ground glass:all size is possible Illuminated ground glass Speed: forward / reverse Variable from 3 to 50 fps 1 decimal Precision Variable from 11,2 to 180° 1 decimal Précision Shutter: Variable during shooting



Type: Power supply: Movement: View finder: Weight:



Temperature: TimeCode:



Silent 20db 24V. dual pull-down claws and dual register pins. Left /Panaglow/Contrast filter ND3 and ND6 Standard and anamorphic view finder. 17.2 lbs body (with video) 28.3 lbs body, view finder and video assist 23.2 lbs body, steady mode Not possible.



Package 3x 400fts Magazines Forward/reverse Remote control (Local area control) Short viewfinder with heated eyecup Viewfinder extension with heated eyecup and link arm Follow focus Hand holder Short bars holding system (for Panavision bars) Long bars holding system (for Panavision bars) Panavision Matte-Box, two 4"x5.65" filter tray, Primo bellows, Upper and Laterals Flaps Mattes for 40; 50; 75 and 150mm 12 gelatins holder box Panalens lite with video 2 monitors controls(one for the panalens lite)+bracket 2x 24V batteries / 1 Charger Optionnal accessories :



Raincover 24V Battery belt / Charger 24V Battery 24V Charger



Video assist



Panatape Digital link FTZSAC RDC (Remote DigitalControl) PNPS TV / Projector etc… sync Phaseable sync 1000fts Magazine (12lbs) forward/reverse 400fts Magazine (6lbs) forward/reverse 200fts Magazine (3.5lbs) forward/reverse 400fts Heated magazine barney ( 1.3lbs) 1000fts Heated magazine barney ( 1.7lbs ) 4"x5.65" anti-flare filter tray Filter punch Panaflasher Color video 50/50 Speed and TC indication. Glow indication Steadycam video 100%



Millennium XL Mount: PV. Frame size: Gate: N35: Scope; Full; 1.37; 1.66; 1.85 S35: Full; S1.37; S1.66; S1.85 ground glass:all size is possible Illuminated ground glass Speed: forward Variable from 3 to 40 fps 0.001 Precision Mis-timed selectable during shooting Variable from 11,2 to 180° 1 decimal Précision Shutter: Variable during shooting



Type: Power supply: Movement: View finder: Weight:



Temperature: TimeCode:



Silent 23db 24V. dual pull-down claws and dual register pins. Left /Panaglow/Contrast filter ND3 and ND6 Standard and anamorphic view finder. 11.8 lbs body (with video) 21.4 lbs body, view finder and video assist 17.6 lbs body, steady mode Not possible.



Package 3x 400fts Magazines Forward Remote control (Local area control) Short viewfinder with heated eyecup Viewfinder extension with heated eyecup and link arm Follow focus Hand holder Short bars holding system (for Panavision bars) Long bars holding system (for Panavision bars) Panavision Matte-Box, two 4"x5.65" filter tray, Primo bellows, Upper and Lateral Flaps Mattes for 40; 50; 75 and 150mm 12 gelatins holder box Panalens lite with video 2 monitors controls(one for the panalens lite)+bracket 2x 24V batteries / 1 Charger Optionnal accessories :



Raincover 24V Battery belt / Charger 24V Battery 24V Charger



Video assist



Panatape Digital link FTZSAC RDC (Remote Digital Control) PNPS TV / Projector etc… sync Phaseable sync 1000fts Magazine (10.1lbs) forward 400fts Magazine (6lbs) forward 200fts Magazine (3.5lbs) forward 400fts Heated magazine barney ( 1.3lbs) 1000fts Heated magazine barney ( 1.7lbs ) 4"x5.65" anti-flare filter tray Filter punch Panaflasher Color video 50/50 Speed and TC indication. Glow indication Steadycam video 100%



Millennium XL 2 Mount: PV. Type: Frame size: Gate: N35: Scope; Full; 1.37; 1.66; 1.85 Power supply: S35: Full; S1.37; S1.66; S1.85 Movement: ground glass:all size is possible View finder: Illuminated ground glass Speed: forward Weight: Variable from 3 to 50 fps 0.001 Precision Mis-timed selectable during shooting Temperature: Variable from 11,2 to 180° 1 decimal Précision TimeCode: Shutter: Variable during shooting



Silent 23db 24V. dual pull-down claws and dual register pins. Left /Panaglow/Contrast filter ND3 and ND6 Standard and anamorphic view finder. 11.8 lbs body (with video) 21.4 lbs body, view finder and video assist 17.6 lbs body, steady mode Not possible.



Package 3x 400fts Magazines Forward Remote control (Local area control) Short viewfinder with heated eyecup Viewfinder extension with heated eyecup and link arm Follow focus Hand holder Short bars holding system (for Panavision bars) Long bars holding system (for Panavision bars) Panavision Matte-Box, two 4"x5.65" filter tray, Primo bellows, Upper and Lateral Flaps Mattes for 40; 50; 75 and 150mm 12 gelatins holder box Panalens lite with video 2 monitors controls(one for the panalens lite)+bracket 2x 24V batteries / 1 Charger Optionnal accessories :



Raincover 24V Battery belt / Charger 24V Battery 24V Charger



Video assist



Panatape Digital link FTZSAC RDC (Remote Digital Control) PNPS TV / Projector etc… sync Phaseable sync 1000fts Magazine (10.1lbs) forward 400fts Magazine (6lbs) forward 200fts Magazine (3.5lbs) forward 400fts Heated magazine barney ( 1.3lbs) 1000fts Heated magazine barney ( 1.7lbs ) 4"x5.65" anti-flare filter tray Filter punch Panaflasher Color video 50/50 Speed and TC indication. Glow indication Steadycam video 100%



535A Mount: PL. Frame size: Gate:N35: Scope; Full; 1.37; 1.66; 1.78; 1.85; S35: Full; S1.33; S1.66; S1.78; S1.85; S2.35 ground glass:all size is possible illuminated ground glass Quartzed, preset: 24; 25; 29.97; 30 fps Speed: Variable from 3 to 50 fps via RU1 3 decimals Precision reverse at 24 or 25 fps Variable from 11°2 to 180° via RU1 Shutter: 1 decimal Precision



Type: Silent Power supply: 24V. Movement: View finder: Weights:



dual pull-down claws and dual register pins. right-left; ArriGlow; contrast filter 28,66 lbs body, view finder without vidéo 30,42 lbs body, view finder, video assist 26,23 lbs body, video 100%



Temperature: TimeCode: Possible



package 3x 400fts magazines short eyepiece heated eyepiece bridge plate,19mm. 2 x 24V Batteries / 1 Charger optionnal accessories:



battery belt 24V / charger battery 24V charger 24V



CEI Color video 20/80



video assist



RCU-1 remote variable speed and shutter unit,progammable. RU1 remote variable speed and shutter unit, manual. ESU-1 TV synchroniser. remote on/off switch 400fts magazine (11 lbs) forward/reverse 400fts magazine (11 lbs) forward/reverse magazine 1000fts (13.2 lbs) Blimp extension eyepiece / Support anamorphique extension eyepiece / Support heated eyepiece shoulder set



Black&white video 20/80 FLX frame line generator for CEI (2,2lbs)



Steadycam video 100%



535B Mount: PL. Frame size: Gate:N35: Scope; Full; 1.37; 1.66; 1.78; 1.85 S35: Full; S1.33; S1.66; S1.78; S1.85; S2.35 ground glass:all size is possible illuminated ground glass Quartzed, preset: 24; 25; 29.97; 30 fps Speed: variable from 3 to 60 fps 3 decimals precision Variable from 3 to 60 fps via additional box 3 decimals Precision forward/reverse Variable: 15°;30°; 45°; 60°; 75°; 90°; 105°; 135° Shutter: 144°; 172°8 and 180°



Type: Silent Power supply: 26V. Movement: View finder:



dual pull-down claws and dual register pins. right-left; ArriGlow; contrast filter ND 0.6 Weights: 22 lbs body, view finder without video 23.8 lbs body, view finder, video assit lbs body, vidéo 100% Temperature: -20°C to +50°C TimeCode: Possible



package 3x 400fts magazines heated eyepiece bridge plate, 19mm . 2 Batteries 24V / 1 charger



optionnal accessories:



battery belt 24V / charger battery 24V charger 24V



CEI Color video 20/80



video assist



CCU camera control unit. ESU-1 TV synchroniser. remote on/off switch magazine 400fts (9 lbs) forward/reverse lightweight 400fts magazine (6.2 lbs) forward 1000fts magazine ( 13.2 lbs) forward/reverse Blimp 400fts ( kg) Blimp 1000fts ( kg) short eyepiece extension eyepiece / Support extension eyepiece anamorphique / Support heated eyepiece shoulder set steadycam support bracket



Black&white video 20/80 FLX frame line generator for CEI (2,2lbs)



Steadycam video 100%



BL IVS Mount: PL Frame sizeGate: N35: Scope; Full; 1.375; 1.66; 1.85 S35: Full ground glass:all size is possible Quartzed speed: 24;25 & 30 fps Speed: Variables: from 6 to 32 fps with additional box Shutter: Variable: 144;172°8 and 180°



Type: Silent Power supply: 12V. Movement: dual pull-down claws and dual register pins. View finder: left / ArriGlow/ contrast filter ND Weights: 23.8 lbs body and view finder, without vidéo 25.4lbs body, view finder and video assist Temperature: -20°C to +50°C TimeCode: Possible



package 3x 400fts magazines bridge plate,19mm. 2 Batteries 12V 10Ah / 1 charger optionnal accessories:



battery belt 12V / charger battery 12V 6Ah battery 12V 10Ah charger 12V



video assist



VSU variable speed unit, manual. PSC1 Set speed with a 3 decimals precision ; PSC2 Unit Set speed with a 3 decimals precision ; Footage indication TV synchroniser. remote on/off switch 400fts magazine (7.9 lbs) 1000fts magazine ( 13.2 lbs) 400fts Blimp () 1000fts Blimp () short eyepiece extension eyepiece / Support anamorphique extension eyepiece / Support heated eyepiece right handgrip on/off rain cover



CEI Color video 20/80 Black&white video 20/80 FLX Frame lines generator CEI



435ES Mount: PL ; PV Type: Muette Frame size: Gate:N35: Scope; Full; 1.37; 1.66; 1.78; 1.85; Power supply: 26V. S35: Full; S1.33; S1.66; S1.78; S1.85; S2.35Movement: dual 3 pin pull-down claws ground glass:all size is possible dual register pins. illuminated ground glass View finder: right-left/ ArriGlow forward / reverse Variable from 1 to 150 fps Speed: contrast filter ND6 3 decimals Precision standard and anamorphique view finder single frame possible with ICS Weights: 13.67 lbs body, video 100% programable by LCC and CCU. 17.3 lbs body, view finder, video assist during shooting : speed,shutter,ramp by RCU Temperature: Variable from 11°2 to 180° via RCU TimeCode: Shutter: Possible 1 decimal Precision



package 3x 400fts magazines bridge plate,19mm. 2 Batteries 26V / 1 charger optionnal accessories:



battery belt 26V / charger battery 26V charger 26V



video assist



ESU external synchronisation unit ICU iris control unit ICS single frame unit, max 120fps, (need a workshop installation). RCU-1 remote variable speed and shutter unit,progammable. CCU computer control unit WRC wireless remote control MCI motion control interface 435 400fts magazine ( 3.9 lbs) 435 1000fts magazine (9.5 lbs) Steadycam 435 400fts magazine (5.5 lbs) Arri III 400fts magazine (4.4 lbs) max120fps. Arri III 1000fts magazine (10.1 lbs) max 50fps Arri III 200fts magazine (2.6 lbs) 24 & 25 fps only;reverse no possible* Steadycam Arri III 400fts magazine (5.7 lbs) max 32fps; short eyepiece extension eyepiece / Support zoom heated eyepiece shoulder set or blue hand grip right handgrip on/off remote on/off switch rain cover



(1.65 lbs)



IVS Color video Speed and TC indication. Glow indication Steadycam video 100%



Arricam ST Mount: PL Type: Power supply: Frame size: Gate:N35: Scope; Full; 1.37; 1.66; 1.78; 1.85; S35: Full; S1.33; S1.66; S1.78; S1.85; S2.35 ground glass:all size is possible Movement: View finder: illuminated ground glass forward Variable from 1 to 60 fps Speed: reverse Variable from 1 to 32 fps Weights: during shooting : speed,shutter,ramp by SCB Variable from 11°2 to 180° via SCB Temperature: Shutter: 1 decimal Precision TimeCode:



Silent 20db 24V. 2 pull-down claws and 2 register pins. right-left/ ArriGlow standard and anamorphique view finder 17.95 lbs body,view finder. lbs body, video assist -10 to 40°C Possible



package 3x 400fts magazines Remote on/off switch Long, medium, extension eyepiece Heated eyepiece Arri shoulder set, hand grip top and rear load magazine adapter 5" monitor control bridge plate,19mm. 2 Batteries 24V / 1 charger



Lens Data System (display, box) Speed Control Box. Magazine ST 400ft (7.26 lbs) Magazine ST 1000ft (11.46 lbs) rain cover battery belt 24V / charger battery 24V charger 24V



video assist



optionnal accessories:



Color video assist Speed and TC indication. Glow indication Steadycam video 100%



Arricam LT Mount: PL Type: Silent 20db Frame size: Gate:N35: Scope; Full; 1.37; 1.66; 1.78; 1.85 Power supply: 24V. S35: Full; S1.33; S1.66; S1.78; S1.85; S2.35 ground glass:all size is possible Movement: dual pull-down claws and dual register pins. View finder: right-left/ ArriGlow illuminated ground glass forward Variable from 1 to 40fps Speed: standard and anamorphique view finder reverse Variable from 1 to 32 fps Weights: 11.56 lbs body,view finder. during shooting : speed,shutter,ramp lbs body, video assist Variable from 11°2 to 180° Temperature: -10 to 40°C Shutter: 1 decimal Precision TimeCode: Possible



package 3x 400fts magazines Remote on/off switch Long, medium, extension eyepiece Heated eyepiece Arri shoulder set, hand grip rear load magazine adapter 5" monitor control bridge plate,19mm. 2 Batteries 24V / 1 charger



Lens Data System (display, box) Speed Control Box. Magazine LT 400ft (5.95 lbs) shoulder, steadicam Magazine ST 1000ft (11.46 lbs) rain cover battery belt 24V / charger battery 24V charger 24V



video assist



optionnal accessories:



Color video assist Speed and TC indication. Glow indication Steadycam video 100%



235 Mount: PL ; PV Frame size: Gate:N35: Scope; Full; 1.37; 1.66; 1.78; 1.85 S35: Full; S1.33; S1.66; S1.78; S1.85; S2.35 ground glass:all size is possible illuminated ground glass Speed: Shutter:



forward Variable from 1 to 60 fps reverse 23.976,24,25,29.97,30fps Manually Variable to: 45°/60°/75°/90°/105°/120°/135°/144°/172°8



Type: Muette Power supply: 24V. Movement: single 2 pin pull-down claw and 1 register pin on one side of film only. View finder: right-left standard and anamorphique view finder Weights: lbs body, video 100% 9,9 lbs body, view finder, video assist Temperature: +4°F to +122°F TimeCode: Possible



package 3x 400fts magazines bridge plate,19mm. 2 Batteries 24V / 1 charger optionnal accessories:



battery belt 24V / charger shoulder battery 24V (1.54lbs) charger 24V



video assist



WRC wireless remote control RCU-1 remote variable speed and shutter unit,progammable. ICS single frame unit, max 120fps, (need a workshop installation). ICU iris control unit remote on/off switch 235 200fts shoulder magazine (3lbs ) 235 400fts shoulder magazine (3.64lbs) 435 400fts magazine (3.9 lbs) 435 400fts steadicam magazine (5.5 lbs) Arri III 200fts magazine (2.6 lbs) Arri III 400fts magazine (4.4 lbs) short eyepiece Hand holder Light follow focus LFF (1.43lbs) heated eyepiece Arri shoulder set or blue hand grip rain cover



IVS Color video Speed and TC indication. Steadycam video 100%



Arri III Mount: PL ; PV Frame size: Gate: N35: Scope; Full; 1.37; 1.66; 1.85 S35: Full ground glass:all size is possible Speed: forward / reverse Quartzed speed: 24 & 25 fps Variables: from 5 to 58 fps from 4 to 120 fps with additional box frame/frame with additional box Variable: 15°;30°; 45°; 60°; 75°; 90°; 105° Shutter: 120°; 135°; 144;172°8 and 180°



Type: Muette Power supply: 12V. 2x12V with cinematography box Movement: single 2 pin pull-down claw and 1 register pin on one side of film only. View finder: left / ArriGlow Weights: 12.8 lbs body and view finder without vidéo 14.6 lbs body view finder and video assist lbs body, vidéo 100% Temperature: TimeCode: Non



package 3x 400fts magazines riser block bridge plate,19mm. 2 Batteries 12V 10Ah / 1 charger optionnal accessories:



battery belt 12V / charger battery 12V 6Ah battery 12V 10Ah charger 12V



video assist



cinematography box: max 120fps,footage indication,tv synchroniser Single frame cinematography box, exposure time:1/3s at180° Norris single frame unit with intervalometer and clapping s VSU Variable speed unit. HSU high speed unit max 120fps PSC1 Set speed with a 3 decimals precision ; speed max. 99.999 fps. PSC2 Unit Set speed with a 3 decimals precision ; Footage indication remote on/off switch 400fts magazine (4.4 lbs) max 120fps 1000fts magazine (10.1 lbs) max 50 fps 200fts magazine (2.6 lbs) only 24 and 25 fps . no reverse ; 400fts shoulder magazine ( 8.8 lbs) max 50 fps; no reverse Steadycam 400fts magazine ( 5.7 lbs) max 32fps heated Blimp to 400fts standard magazine ( kg) shoulder viewfinder warning: no video assist right handgrip on/off heated eyepiece extension eyepiece / Support view finder anamorphique rain cover



CEI color video Black&white video Uniquement en N35 (2.2 lbs)



Black&white video Steadycam 100% FLX Frame lines generator CEI



Compact Mount: PL. BNCR. Frame size: Gate: N35: Scope; Full; 1.33; 1.375; 1.66; 1.85 S35: Full ground glass:all size is possible illuminated ground glass Speed:



Shutter:



Variable: from 1 to 50 fps forward from 12 to 32 fps reverse Variable via moviebox Variable: 45°; 90°; 120°; 144;172°8 and 180°



Type: Silent Power supply:24V. Movement: dual register pin and dual pull-down claws View finder: right-left / MovieLite contrast filter ND 0.6 Weights: lbs body, view finder without vidéo 21.38 lbs body, view finder, video assist 16.31 lbs body, vidéo 100% Temperature: TimeCode: possible (AätonCode)



package 3x 500fts magazines ReadOut footage indication, speed select Rear Mount Adaptator loading back systeme heated eyepiece right handgrip on/off hand holder auxilary handgrip side handgrip bridge plate,19mm. 2 Batteries 24V / 1 charger optionnal accessories:



battery 24V charger 24V



video assist



Speedbox control variable speed, 3 decimals precision Speedbox remote control remote on/off switch and variable speed via speedbox control Remote control box remote on/off switch, digital indication readout. Syncobox T.V. sync ; phaseable sync; variable speed, 3 decimals precision remote on/off switch 500fts magazine (11 lbs) lightweight 400fts magazine ( 5.5 lbs) steadycam 400fts magazine ( 5.5 lbs) 1000fts magazine ( 15.9 lbs) lightweight 1000fts magazine ( 10.6 lbs) extension eyepiece / Support anamorphic short eyepiece anamorphic extension eyepiece / Support Low mode steadycam shoulder set left handgrip Top Mount Adaptator loading top system Aäton codebox TimeCode Aäton rain cover



Color video



50/50



Black&white video 20/80 Black&white or color steadycam video 100%



Aäton 35 III Mount: PL. PV. Nikon Frame size: Gate: N35: Scope; Full; 1.37; 1.66; 1.85 S35: Full; S2.35 ground glass:all size is possible illuminated ground glass Quartzed, preset: 6; 12; 18; 20; 24; Speed: 25; 29.97; 30fps Variable: from 2 to 32 fps 3 decimals Precision Variable: 144°; 150°; 172°8; 180° Shutter:



Type:



silent with a blimp (30 dB without blimp) Power supply: 12V. Movement: 1 Pull-down claw View finder: left / Aatonite Weights: 9.4 lbs body, view finder without vidéo 9.9 lbs body, view finder, video assist Temperature: -10°C to +40°C TimeCode: Possible (AätonCode)



package 3x 400fts magazines bridge plate,19mm. Right woody handgrip on/off Threaded rod set (diameter: 15mm, attachment on camera body with deck width : 60mm) 2 Batteries / 1 Charger optionnal accessories:



enfichable battery 12V (1.5 lbs) charger 12V. Enfichable battery battery 12V 10Ah battery 12V 6Ah charger 12V.



video assist



400fts magazine (6.6 lbs) Blimp souple (6.4 lbs) remote on/off switch extension eyepiece / Support view finder anamorphique heated eyepiece Origine C+ rain cover Color video Speed and TC indication. Glow indication Black&white video Speed and TC indication. Glow indication



16mm Caméras



SR III Mount : PL Type: silent (22dB) Gate : S16: Full Frame size : Power supply : 24V. Ground glass: N16: 1.33; 1.37 TV safe; 1.78; 1.85 Acceptable between 20 and 32V S16: S1.33; S1.66; S1.78; S1.85 Movement : 1 pull-down claw, 1 register pin Viewfinder : Left-Right / ArriGlow illuminated ground glass Speed : Crystal controlled, pre-set : 24; 25; 29.97 and 30 fps Photometer : Built-in Adjustable : from 5 to 75 fps Weight : 15.43lbs 3 decimals Precision Temperature : -20 to + 50°C Variable with CCU or VSU 4 TimeCode: Possible Shutter : 90°; 135°; 144°;172°8 et 180° Mechanical setting, no change during the shot possibility



package : 2x 400fts Magazine Right start handle Viewfinder extension / Link arm Heated eyepiece Bridge plate,15mm 2x 24V Batteries / 1 Charger Optionnal accessory :



24V slot-in battery / Attachment system (3.1 lbs) 24V slot-in battery charger 24V battery belt / Built-in charger 24V battery 24V Charger



Vidéo assist



CCU Unit (Speed, TC…, remote control unit) VSU 4 Unit Modify speed during the shot ESU1 Unit TV sync 400fts Magazine ( 4.85 lbs) 400fts magazine barney (1lbs) remote on/off switch Bars set for long hand-held system (Diameter : 15mm, deck width : 60mm) Bars set for short hand-held system (Diameter : 15mm, deck width : 60mm) Shoulder pod and handles Raincover



Color video 50/50 Black & White video 20/80



SR III High Speed Mount : PL Type: Frame size : Gate : S16: Full Power supply : Ground glass : N16: 1.33; 1.37 TV safe; 1.78; 1.85 S16: S1.33; S1.66; S1.78; S1.85 Movement : Viewfinder : illuminated ground glass Speed : Crystal controlled, pre-set : 24; 25; 29.97 and 30 fps Photometer : Adjustable : from 10 to 150 fps Weight : Precision : 3 decimals under 100fps Temperature : 2 decimals upper TimeCode: Variable with CCU or VSU 4 Shutter : 90°; 135°; 144°;172°8 and 180° Mechanical setting, no change during the shot possibility



silent (27 +2dB) 24V. Acceptable between 20 and 32V 1 pull-down claw, 1 register pin Left-Right / ArriGlow Built-in -20 to + 50°C Possible



package : 2x 400fts Magazine Right start handle Viewfinder extension / Link arm Heated eyepiece Bridge plate,15mm 2x 24V Batteries / 1 Charger Optionnal accessory :



24V slot-in battery / Attachment system (3.1 lbs) 24V slot-in battery charger 24V battery belt / Built-in charger 24V battery 24V Charger



Vidéo assist



CCU Unit (Speed, TC…, remote control unit) VSU 4 Unit Modify speed during the shot ESU1 Unit TV sync 400fts Magazine ( 4.85 lbs) 400fts magazine barney ( lbs) remote on/off switch Bars set for long hand-held system (Diameter : 15mm, deck width : 60mm) Bars set for short hand-held system (Diameter : 15mm, deck width : 60mm) Shoulder pod and handles Raincover



Color video 50/50 Black & White video 20/80



SR II Mount : PL Frame size : Gate : S16 Ground glass : N16: Scope; 1.33; 1.37TV safe; 1.78; 1.85; 2.35 S16: S1.33; S1.37 TV safe; S1.66; S1.78; S1.85; S2.35 Crystal controlled, pre-set : 24 and 25 fps Speed : Adjustable : from 5 to 75 fps with PSCII 3 decimals Precision Variable with Arri VSU unit Shutter : 172.8°



Type: Power supply : Movement : Viewfinder : Photometer : Weight : Temperature : TimeCode:



silent (26 +/-1dB) 12V. 1 pull-down claw, 1 register pin Left-Right Built-in 13 lbs body and magazine -20 to+ 50°C Possible



package : 2x 400fts Magazine Right start handle Heated eyepiece Bridge plate,15mm 2x 12V Batteries / 1 Charger Optionnal accessory :



12V slot-in battery / Attachment system (2.4 lbs) 12V slot-in battery charger 12V 10Ah Battery 12V 6Ah Battery 12V Charger



Vidéo assist



PSC2 Unit Speed adjustment, precision: 3 decimals; footage indication. VSU Unit Modify speed during the shot Norris motor for single frame shooting Digital Tachometer remote on/off switch 400fts Magazine (4.85 lbs) Barney Viewfinder extension / Link arm Bars set for hand-held system (Diameter : 15mm, deck width : 60mm) Shoulder pod and handles Raincover



Black & White video



A-MINIMA Mount : PL. Nikon Frame size : Gate : S16 Ground glass S16:Full;1.33;1.66;1.78;1.85 Adjustable : from 1 to 32 fps with dry cell Speed : Adjustable : from 1 to 50 fps with battery 3 decimals Precision single frame, intervalometer built-in 172°8 Shutter :



Type: Power supply : Movement : Viewfinder : Photometer : Weight : Temperature : TimeCode:



Silent (28dB) 12V. 1 pull-down claw Left / Aatonite Built-in 4.4lbs (body + loaded 200fts magazine) -20 to +40°C aaton codeII



package : 2x 200fts Magazine Power base: Synchro film/video built-in, external battery connection, . Threaded rod set (diameter: 15mm, attachment on camera body with deck width : 60mm) Right woody handgrip on/off 200fts Magazine Barney 2x 12V Batteries "clip-on" / 1 Charger Optionnal accessory :



12V "clip-on" battery 12V "clip-on" battery charger 12V 10Ah Battery 12V 6Ah Battery 12V Charger



Video Assist



Top handle , carrying, switch on/off, support monitor remote on/off switch Raincover 200fts magazine (0.9 lbs)



Black&white Video 25/75 (with package) low flicker



XTR Prod Mount : PL. PV. Aäton Frame size : Gate : S16 Ground glass : N16: Full; 1.37; 1.66;1.78; 1.85 S16: Full; 1.37; 1.66;1.78; 1.85 illuminated ground glass Speed : Crystal controlled, pre-set : 6; 12; 18; 20 23.98; 24; 25; 29.97; 30; 36; 40; 48; 60 et 75 i/s Adjustable : from 3 to 75 fps 3 decimals Precision 144°; 150°; 172°8 and 180° Shutter :



Silent (20 -1/+2dB) Type: Power supply : 12V. Movement : Viewfinder : Photometer : Weight :



1 pull-down claw Left / Aatonite Built-in TTL 13.23 lbs (body + loaded 400fts magazine) 18.74 lbs (body + loaded 800fts magazine) Temperature : -20 to +40°C Possible (Origine C+ Unit) TimeCode:



package : 2x 400fts Magazine Bridge plate,15mm Threaded rod set (diameter: 15mm, attachment on camera body with deck width : 60mm) Right woody handgrip on/off Heated eyepiece 2x 12V Batteries (no slot-in) / 1 Charger Optionnal accessory :



12V slot-in battery 12V slot-in battery charger 12V 10Ah Battery 12V 6Ah Battery 12V Charger



Video Assist



PSC2 Unit Speed adjustment, precision: 3 decimals; footage indication. Leica single frame Unit (Must be tested first!) Atelen TV sync unit 400fts Magazine (Instantaneous / Weight : 4.4 lbs ) 800fts Magazine (Instantaneous / Weight : 10.6 lbs) 400fts Magazine Barney 800fts Magazine Barney Viewfinder extension / Link arm remote on/off switch Sachtler shoulder pod Origine C+ Unit Raincover



Coulor video 20/80 or 50/50 exchangeable Speed and TC indication. Glow indication Black&white Video 20/80 ou 50/50 exchangeable Speed and TC indication. Glow indication Steadycam 100% Video



35mm Spherical Lenses



PANAVISION. 35mm Spherical Lenses. Fixed focal-length lenses Set of PRIMO lenses Focal length (mm) 10 14,5 17,5 21 27 35 40 50 75 100 150



Mount



Width



PV PV PV PV PV PV PV PV PV PV PV



35/S35 35/S35 35/S35 35/S35 35/S35 35/S35 35/S35 35/S35 35/S35 35/S35 35/S35



Maximum Minimum focus Front aperture length diameter (mm)



T1.9 T1.9 T1.9 T1.9 T1.9 T1.9 T1.9 T1.9 T1.9 T1.9 T1.9



2' 2' 2' 2' 2' 2' 2' 2' 3' 3' 5'9"



113 113 113 113 113 113 113 113 113 113 113



Weight (lbs)



6,62 3,54 3,36 4,26 5,45 5,4 5,21 6,42 3,78 3,93 7,5



Extender Primo x1.4 For all lenses ; iris compensation : 1; minimum focus lenght : l without extender +1"



Set of PRIMO "Close Focus" lenses Focal length (mm) 14,5 17,5 21 27 35



Mount



Width



PV PV PV PV PV



35/S35 35/S35 35/S35 35/S35 35/S35



Maximum Minimum focus Front aperture length diameter (mm)



T1.9 T1.9 T1.9 T1.9 T1.9



8" 8" 10" 10" 11"



113 113 113 113 113



Weight (lbs)



4 4.4 3.3 5.1 5.3



Set of PRIMO Classic lenses Focal length (mm) 21 27 35 50 100



Mount



Width



PV PV PV PV PV



35/S35 35/S35 35/S35 35/S35 35/S35



Maximum Minimum focus Front aperture length diameter (mm)



T1.9 T1.9 T1.9 T1.9 T1.9



9.5" 9.5" 11" 11" 16"



113 113 113 113 113



Weight (lbs)



4.2 5.2 5.2 6.8 6.4



Set of "Z" Ultra Speed lenses Focal length (mm) 14 24 29 35 50 85 180



Mount



Width



PV PV PV PV PV PV PV



35/S35 35/S35 35/S35 35/S35 35/S35 35/S35 35/S35



Maximum Minimum focus Front aperture length diameter (mm)



T1.9 T1.3 T1.3 T1.4 T1.4 T1.4 T2.8



2' 2' 2' 2' 2' 2' 5'



113 112,8 113 95 95 95 113



Extender Primo x1.4 For 180mm lens ; iris compensation : 1; minimum focus lenght : l without extender +1"



Weight (lbs)



4.2 3.7 2.9 2 1.8 2.6 10.6



Zoom lenses 27-68 mm LightWeight Zoom I lens Mount



Width



Maximum Aperture



Minimum focus length



PV



N35



T2.8



36"



Front diameter Built-in zoom (mm) motor



100



yes



Weight (lbs)



1,46



17.5-34 mm LightWeight Zoom II lens Mount



Width



Maximum Aperture



Minimum focus length



PV



N35



T2.8



18"



Front diameter Built-in zoom (mm) motor



115



yes



Weight (lbs)



1,46



17.5-75 mm PRIMO Zoom lens Mount



Width



Maximum Aperture



Minimum focus length



PV



N35



T2.3



2'9"



Front diameter Built-in zoom (mm) motor



127



yes



Weight (lbs)



14,1



24-275 mm PRIMO Zoom lens Mount



Width



Maximum Aperture



Minimum focus length



PV



N35



T2.8



4'



Front diameter Built-in zoom (mm) motor



152



yes



Weight (lbs)



20,5



135-420 mm Primo Zoom Mount



Width



Maximum Aperture



Minimum focus length



PV



N35



T2.8



8'6"



Zoom motor with zoom control for each one Optionnal Super zoom control FITZAC



Front diameter Built-in zoom (mm) motor



173



yes



Weight (lbs)



28.7



COOKE. 35mm Spherical Lenses. Fixed focal-length lenses Set of COOKE S4 lenses Focal length (mm) 14 18 25 32 40 50 75 100



Mount



Width



PL PL PL PL PL PL PL PL



35/S35 35/S35 35/S35 35/S35 35/S35 35/S35 35/S35 35/S35



Maximum aperture



T2 T2 T2 T2 T2 T2 T2 T2



Minimum focus Front diameter length (mm)



9" 9" 9" 12" 16" 20" 2'6" 3'



110 110 110 110 110 110 110 110



Weight (lbs)



4,84 3,85 3,5 4 4,4 3,3 3,85 4,4



Set of COOKE Van Diemen lenses Focal length (mm) 18 25 32 40 50 75 100



12 14



Mount



Width



PL PL PL PL PL PL PL



35/S35



PL PL



35/S35



35/S35 35/S35 35/S35 35/S35 35/S35 35/S35



35/S35



Maximum aperture



Minimum focus Front diameter length (mm)



T2.3 T2.3 T2.3 T2.3 T2.3 T2.3 T2.3



9" & 7" 12" & 8" 12" & 10" 15" 20" 3'6" 6'



T2.2 T2.2



3' 10"



80 80 80 80 80 80 80



Weight (lbs)



1.2 1.1 1.2 1.2 1.3 1.4 2



Set of COOKE Alga lenses Focal length (mm) 12 14 14



Mount



Width



PL PL PL



35/S35 35/S35 35/S35



Maximum aperture



T2.2 T2 T2.2



Minimum focus Front diameter length (mm)



1' 9" 10"



120,1 100,5 108,1



Weight (lbs)



2.8 2.3 2.8



Zoom lenses 18-100 mm Varotal lens Mount



Width



Maximum aperture



PV ; PL



N35



T3



Minimum Front diameter focus length (mm)



3'



150



Built-in zoom motor



Weight (lbs)



no



12,1



Built-in zoom motor



Weight (lbs)



no



4,84



Built-in zoom motor



Weight (lbs)



no



10,34



Built-in zoom motor



Weight (lbs)



no



10.1



20-60 mm Varotal lens Mount



Width



Maximum aperture



PV ; PL



N35



T3.1



Minimum Front diameter focus length (mm)



3'



116



20-100 mm Varotal lens Mount



Width



Maximum aperture



PV ; PL



N35



T3



Minimum Front diameter focus length (mm)



2'4"



144



25-250 mm MKII lens Mount



Width



Maximum aperture



PV ; PL



N35



T3.9



Minimum Front diameter focus length (mm)



5'



121



ZEISS ARRI. 35mm Spherical Lenses. Fixed focal-length lenses Set of ZEISS High Speed lenses Focal length (mm) 18 Distagon 25 Distagon 35 Distagon 50 Planar 65 Planar 85 Planar



Mount



Width



PL PL PL PL PL PL



35/S35 35/S35 35/S35 35/S35 35/S35 35/S35



Maximum Minimum focus Front aperture length diameter (mm)



T1.3 T1.3 T1.3 T1.3 T1.4 T1.3



10" 10" 14" 28" 28" 3'



80 80 80 80 80 80



Weight (lbs)



2,46 1,8 1,56 1,42 2,2 2,06



Arri 18mm Zeiss High Speed to 14 mm Converter Fisheye 18mm Zeiss High Speed to 6 mm Converter



Set of ZEISS A lenses Focal length (mm) 10 Distagon 12 Arri 14 Distagon 16 Distagon 20 Distagon 24 Distagon 28 Distagon 32 Planar 40 Planar 50 Planar 85 Planar 100 Planar 135 Planar 180 Sonnar



Mount



Width



PL PL PL PL PL PL PL PL PL PL PL PL PL PL



35/S35 35/S35 35/S35 35/S35 35/S35 35/S35 35/S35 35/S35 35/S35 35/S35 35/S35 35/S35 35/S35 35/S35



Maximum Minimum focus Front aperture length diameter (mm)



T2.1 T2.1 T2.1 T2.1 T2.1 T2.1 T2.1 T2.1 T2.1 T2.1 T2.1 T2.1 T2.1 T3



Arri 16mm Zeiss A to 12 mm Converter Fisheye 16mm Zeiss A to 5 mm Converter



14" 10" 9" 10" 8" 14" 11" 2' 1'6" 1'5" 3' 40" 5' 5'



156 135 114 80 80 80 80 80 80 80 80 80 80 80



Weight (lbs)



6,49 1,1 1,1 1,21 1,32 1,03 2,6 0,7 0,85 0,88 1,23 1,7 2,08 2,08



Set of ZEISS Ultra Prime lenses Focal length (mm) 10 Distagon 14 Distagon 16 Distagon 20 Distagon 24 Distagon 28 Distagon 32 Distagon 40 Distagon 50 Planar 65 Planar 85 Planar 100 Sonnar 135 Sonnar 180 Sonnar



Mount



Width



PL PL PL PL PL PL PL PL PL PL PL PL PL PL



35/S35 35/S35 35/S35 35/S35 35/S35 35/S35 35/S35 35/S35 35/S35 35/S35 35/S35 35/S35 35/S35 35/S35



Maximum Minimum focus Front aperture length diameter (mm)



T2.0 T1.9 T1.9 T1.9 T1.9 T1.9 T1.9 T1.9 T1.9 T1.9 T1.9 T1.9 T1.9 T1.9



1' 9" 9" 1' 1' 1' 1'3" 1'5" 2' 2'3" 3' 3' 5' 8'6"



156 114 95 95 95 95 95 95 95 95 95 95 95 114



Weight (lbs)



6,4 3,96 3,08 2,64 2,2 2,2 2,42 2,2 2,2 2,2 2,2 2,64 3,52 5,51



Set of ZEISS Alga lenses Focal length (mm) 12 14



Mount



Width



PL PL



35/S35 35/S35



Maximum Minimum focus Front aperture length diameter (mm)



T2.2 T2.2



Weight (kg)



1' 10"



Zoom Variable Primes Focal length (mm) VP1:16/30 VP2:29/60 VP3:55/105



Mount



Width



PL PL PL



35/S35 35/S35 35/S35



Maximum Minimum focus Front aperture length diameter (mm)



T2.2 T2.2 T2.2



2' 2'9" 2'9"



150 150 150



Weight (lbs)



8,7 13,67 11,9



CANON. 35mm Spherical Lenses. Fixed focal-length lenses Set of CANON High Speed (GO) lenses Focal length (mm) 14 18 24 35 50 85 135



Mount



Width



PL; BNC PL; BNC PL; BNC PL; BNC PL; BNC PL; BNC PL; BNC



35/S35



Extender x1.4 Extender x2



35/S35 35/S35 35/S35 35/S35 35/S35 35/S35



Maximum aperture



T1.5 T1.5 T1.5 T1.5 T1.5 T1.5 T1.5



Minimum focus Front length diameter (mm)



9" 1' 1' 1' 2' 3' 1' 3"



92,5 110 80 80 80 80 80



Weight (lbs)



1.4 3.1 1.5 1.9 1.5 1.9 1.8



iris compensation : 1 iris compensation : 2



200 mm lens Focal length (mm) 200



Mount



Width



Maximum aperture



PL



35/S35



T1.8



Behind-the-lens filter possibility



Minimum focus Front length diameter (mm)



8'3"



122,5



Weight (lbs)



6.6



Filter diameter : 40.5mm



300/600 mm lenses Focal length Mount (mm) 300 PV ; PL PV ; PL 600



Width 35/S35 35/S35



Behind-the-lens filter possibility



Maximum aperture



T2.8 T5.6



Minimum focus Front length diameter (mm)



10' 10'



122,5 122,5



Weight (lbs)



5.3 5.5



Filter diameter : 48mm



400/800 mm lenses Focal length (mm) 400 800



Mount



Width



PV; PL PV; PL



35/S35 35/S35



Maximum aperture



T2.8 T5.6



Minimum focus Front length diameter (mm)



15' 15'



162,4 162,4



Weight (lbs)



13.2 13.2



Zoom lenses 150-600 mm lens Mount



Width



Maximum aperture



PV; PL



N35



T5.6



Minimum Front diameter Built-in zoom focus length (mm) motor



9'



122,5



no



Weight (lbs)



11.2



Behind-the-lens filter possibility Filter diameter : 48mm 2x extender possibility : 300-1200mm (T8)



112-450 mm Mount



Width



Maximum aperture



PV; PL



N35



T4.2



Minimum Front diameter Built-in zoom focus length (mm) motor



9'



2x extender possibility : 224-900mm (T6.7)



122,5



no



Weight (lbs)



11.2



ANGENIEUX. 35mm Spherical Lenses. Zoom lenses 17-102 mm lens Mount



Width



Maximum aperture



univ



N35



T2.9



Minimum Front diameter Built-in zoom focus length (mm) motor



2'



156,1



no



Weight (lbs)



18,3



25-250 mm HR lens Mount



Width



Maximum aperture



univ



N35



T3.9



Minimum Front diameter Built-in zoom focus length (mm) motor



5'6"



137,5



no



Weight (lbs)



10



30-300 mm HR lens Mount



Width



Maximum aperture



univ



S35



T3.9



Minimum Front diameter Built-in zoom focus length (mm) motor



5'7"



137,5



no



Weight (lbs)



10



24-290 mm OPTIMO lens Mount



Width



Maximum aperture



PL



N35



T2.8



Minimum Front diameter Built-in zoom focus length (mm) motor



4'



162



no



Weight (lbs)



24.25



17-80 mm OPTIMO lens Mount



Width



Maximum aperture



PL



N35



T2.2



Minimum Front diameter Built-in zoom focus length (mm) motor



1'9"



136



no



Weight (lbs)



11



CENTURY. 35mm Spherical Lenses. Fixed focal-length lenses 1000 mm lens Focal length Mount (mm) PV ; PL 1000



Width



Maximum aperture



35/S35



T6



Minimum focus Front length diameter (mm)



24'



165



Weight (lbs)



17.6



KINOPTIK. 35mm Spherical Lenses. Fixed focal-length lenses 9.8 mm lens Focal length (mm) 9,8



Mount



Width



Maximum aperture



PL



35/S35



T2.3



Minimum focus Front length diameter (mm)



1'



89



Weight (lbs)



3.7



NIKKOR. 35mm Spherical Lenses. Fixed focal-length lenses 8 mm Fisheye lens Focal length (mm) 8



Mount



Width



Maximum aperture



PL



35/S35



T2.8



Width



Maximum aperture



35/S35



T2



Minimum focus Front length diameter (mm)



1'



123



Weight (lbs)



2,58



200 mm lens Focal length Mount (mm) PL ; PV 200



Minimum focus Front length diameter (mm)



9'



126,9



Weight (lbs)



6



Spherical Lenses 16mm



ZEISS ARRI. 16mm Spherical lenses. Fixed focal-length lenses Set of ZEISS High Speed lenses Focal length (mm) 8 9,5 12 16 25



Mount



Width



PL PL PL PL PL



16/S16 16/S16 16/S16 16/S16 16/S16



Maximum Minimum focus Front aperture length diameter (mm)



T2.2 T1.3 T1.3 T1.3 T1.3



8" 10" 8" 8" 10"



80 80 80 80 80



Weight (lbs)



1.7 1.7 1.5 1.4



Arri 9.5 mm Zeiss High Speed to 5 mm ( 16 mm ) converter Arri 12 mm Zeiss High Speed to 7 mm ( S16 mm) converter Fish-eye 16mm Zeiss Hight Speed to 6.7 mm (16/S16) converter



Set of Zeiss Focal length (mm) 35 Distagon 50 Planar 85 Planar 35 50 85



Mount



Width



PL PL PL PL PL PL



16/S16 16/S16 16/S16 16/S16 16/S16 16/S16



Maximum Minimum focus Front aperture length diameter (mm)



T1.3 T1.3 T1.3 T1.4 T1.4 T1.4



14" 28" 3' 14" 28" 3"



80 80 80 80 80 80



Weight (lbs)



1,6 1,5 2,1 1.8 1.8 2.1



Zoom lenses 10-100 mm Mount



Width



Maximum aperture



Minimum focus length



PL



16



T2



5'



Mount



Width



Maximum aperture



Minimum focus length



PL



16/S16



T2



5'



Mount



Width



Maximum aperture



Minimum focus length



PL



16/S16



T2



5'



Front diameter Built-in zoom (mm) motor



87



NO



Weight (lbs)



3.3



11-110 mm Front diameter Built-in zoom (mm) motor



87



NO



Weight (lbs)



3.3



12-120 mm Front diameter Built-in zoom (mm) motor



87



NO



Weight (lbs)



3.3



CANON. 16mm Spherical lenses. Zoom lenses 8-64 mm Mount



Width



Maximum aperture



PL/PV



16/S16



T2.4



Minimum Front diameter Built-in zoom focus length (mm) motor



2'



95



no



Weight (lbs)



4.2



11.5-138 mm Mount



Width



Maximum aperture



PL/PV



16S16



T2.5



Mount



Width



Maximum aperture



PL



16/S16



T2.5



Minimum Front diameter Built-in zoom focus length (mm) motor



3'



95



no



Weight (lbs)



3.4



11-165 mm Minimum Front diameter Built-in zoom focus length (mm) motor



3'



95



no



Weight (lbs)



3.5



ANGENIEUX. 16mm Spherical lenses. Zoom lenses 7-81 mm Mount



Width



Maximum aperture



PL



16/S16



T2.8



Mount



Width



Maximum aperture



PL



16/S16



T2.3



Minimum Front diameter Built-in zoom focus length (mm) motor



2'



100



no



Weight (kg)



2,04



11.5-138 mm Minimum Front diameter Built-in zoom focus length (mm) motor



5'



114



no



Weight (kg)



2,97



16mm Spherical lenses.



Optex Fixed focal-length lenses Focal length (mm) 4 5,5 8



Mount



Width



PL PL PL



16/S16



Mount



Width



PL PL



16/S16



Maximum aperture



T1.9 T1.9 T2



16/S16 16/S16



Minimum focus Front diameter length (mm)



Weight (lbs)



8" 18"



Cooke zoom Focal length (mm) 10,4/52 9/50



Maximum aperture



T2.8 T2.5



16



Minimum focus Front diameter length (mm)



Weight (lbs)



1'6" 1'6"



Cooke Lense 9/50 mm to 5/30 mm converter



Century Fixed focal-length lenses Focal length (mm) 6



Mount



Width



Maximum aperture



PL



16/S16



T1.9



Minimum focus Front diameter length (mm)



11"



Weight (lbs)



35 mm anamorphic lenses



PANAVISION. Anamorphic 35mm lenses. Fixed focal-length lenses Set of PRIMO lenses Focal length (mm) 35 40 50 75 100



Mount



Width



PV PV PV PV PV



Scope



Extender Primo x1.4



Scope Scope Scope Scope



Maximum Minimum focus Front aperture length diameter (mm)



T2 T2 T2 T2 T2



3'6" 3'6" 3'6" 4'6" 4'6"



152 152 152 152 152



Weight (lbs) 14.8



14.9 16.1 11.4 12



for 1OOmm lens ; iris compensation : 1



Set of PRIMO "Close Focus" lenses Focal length (mm) 35 40 50 75 100



Mount



Width



PV PV PV PV PV



Scope Scope Scope Scope Scope



Maximum Minimum focus Front aperture length diameter (mm)



T2 T2 T2 T2 T2



2'9" 2'9" 2'9" 2'6" 2'6"



152 152 152 152 152



Weight (lbs) 14.8



14.9 16.1 11.4 12



Set of "E" lenses Focal length (mm) 28 35 40 50 75 85 100 135 180



Mount



Width



PV PV PV PV PV PV PV PV PV



Scope Scope Scope Scope Scope Scope Scope Scope Scope



Maximum Minimum focus Front aperture length diameter (mm)



T2.3 T2 T2 T2 T2 T2 T2.3 T2.8 T2.8



5' 5' 5' 5' 5' 5' 5' 3'9" 4'6"



158 145 127 127 113 94,7 118 113



Extender Primo x1.4 for 180mm lens ; iris compensation : 1; minimum focus length : l without extender +3'



Weight (lbs)



9.7 8.6 7.5 7.2 5.3 5.5 6 7.4 10.6



set of "C" lenses Focal length (mm) 30 35 40 50 75 100



Mount



Width



PV PV PV PV PV PV



Scope Scope Scope Scope Scope Scope



Maximum Minimum focus Front aperture length diameter (mm)



T3 T2.3 T3 T2.3 T2.3 T2.8



4'6" 4'6" 2'3" 2'6" 3'6" 4'6"



114 114 95 95 74 65



Weight (lbs)



5.9 3.7 4.4 3.9 4.8



Extender Primo x1.4 for 180mm lens ; iris compensation : 1; minimum focus length : l without extender +1'



PANATAR Macro lenses Focal length (mm)



Mount



Width



55 close focus 150 200 close focus



PV PV PV



Scope Scope Scope



Maximum aperture



T2.5 T3.2 T3.2



Minimum Front diameter focus length (mm)



10" 17" 18"



Super high speed lenses Focal length (mm) 75 100



Mount



Width



PV PV



Scope Scope



Maximum Minimum focus Front aperture length diameter (mm)



T1.8 T1.8



4'6" 4'6" - 5'



99,8 99,8



Weight (lbs)



7.5 8.6



Ultra Speed "G" lenses Focal length (mm) 28 35 40 50



Mount



Width



PV PV PV PV



Scope Scope Scope Scope



Maximum Minimum focus Front aperture length diameter (mm)



T2.3 T1.4 T1.1 T1.4



3'6" 4'6" 4'6" 4'6"



158 154 153 126,5



Weight (lbs)



12.4 8.1



Zoom lenses



48-550 mm lens Mount



Width



Maximum aperture



PV



Scope



T4



Quiet zoom motor with zoom control Optionnal Super zoom control



Minimum focus length



4'



Front diameter Built-in zoom (mm) motor



152



yes



Weight (lbs)



19



COOKE. Anamorphic 35mm lenses. Zoom lenses 20-100 mm lens + Super Panazoom anamorphic adaptation Focal Equivalence length (mm) (mm) 20-100……………….40-200



Mount



Width



Maximum aperture



univ



Scope



T5.6



Minimum focus Front diameter Built-in zoom length (mm) motor



5'6"



144



no



Weight (lbs)



10.4



25-250 mm MKII lens + Super Panazoom anamorphic adaptation Focal Equivalence length (mm) (mm) 25-250……………….50-500



Mount



Width



Maximum aperture



univ



Scope



T5.6



Minimum focus Front diameter Built-in zoom length (mm) motor



5'6"



121



no



Weight (lbs)



10.1



18-100 mm Varotal lens + anamorphic adaptation Focal Equivalence length (mm) (mm) 18-100……………….36-200



Mount



Width



Maximum aperture



univ



Scope



T4.8



Minimum focus Front diameter Built-in zoom length (mm) motor



3'



150



no



Weight (lbs)



12.1



CANON. Anamorphic 35mm lenses. Zoom lenses 150-600 mm lens + anamorphic adaptation Focal Equivalence length (mm) (mm) 150-600………….300-1200



Mount



Width



Maximum aperture



univ



Scope



T8



Minimum focus Front diameter Built-in zoom length (mm) motor



9'



122,5



no



Weight (lbs)



12.1



112-450 mm lens + anamorphic adaptation Focal Equivalence length (mm) (mm) 112-450…………….224-900



Mount



Width



Maximum aperture



univ



Scope



T6.7



Minimum focus Front diameter Built-in zoom length (mm) motor



9'



122,5



no



Weight (lbs)



12.1



ANGENIEUX. Anamorphic 35mm lenses. Zoom lenses 17-102 mm lens + anamorphic adaptation Focal Equivalence length (mm) (mm) 17-102……………….24-204



Mount



Width



Maximum aperture



univ



scope



T4.8



Minimum focus Front diameter Built-in zoom length (mm) motor



2'



156,1



no



Weight (lbs)



18.3



35mm Optical systems.



35mm Opticals systems. Frazier Panavision Optical system articulated on two axis (one pan, the other one close to the Camera Mount : PV Lens Mount : PV Iris : T7.1 - T32 Behind-the-lens filter possibility



filter diameter : 40.5mm



Weight : 12.1lbs



Lenses for Frazier system Focal length (mm) 14 Canon 17 20 Nikon 24 Canon Slant Focus 28 Nikon 35 Nikon 45 Canon Slant Focus 50 Nikon 85 Nikon 100 Nikon 135 Nikon



Equivalence (mm) 9,9 12 14 17 20 25 32 35 60 75 95



Mount



Width



Maximum aperture



PV PV PV PV PV PV PV PV PV PV PV



35/S35



T7.1 T11 advisable T7.1 T11 advisable T7.1 T11 advisable T7.1 T11 advisable T7.1 T11 advisable T7.1 T11 advisable T7.1 T11 advisable T7.1 T11 advisable T7.1 T11 advisable T7.1 T11 advisable T7.1 T11 advisable



35/S35 35/S35 35/S35 35/S35 35/S35 35/S35 35/S35 35/S35 35/S35 35/S35



Minimum Front diameter focus length (mm)



0 0 0 0 0 0 0 0



80 66 76,4 54 54 80 54 75



Panavision motor for image's rotation Unit for follow focus



Optex Periscope Optex Periscope system permits to place lenses and camera body at 90° The right-angle prism is mounted with an optical set (common to boroscope) comprising iris and focus rings standard pinion notcher



Camera Mount : PV ; PL ; BNCR Lens Mount : PV ; PL ; BNCR Iris : T3.2 - T16



calculated iris compensation



Behind-the-lens filter possibility Weight : 4.6 lbs Optionnal Waterproof barney



filter diameter : 40.5mm



Weight (lbs)



1.8 1.5 2.3 1.8 1.7 2.4 1.3 2.3



Optex Boroscope Optex Boroscope system permits to place lenses further than 780mm from camera body Boroscope is mounted with an optical set (common to boroscope) comprising iris and focus rings standard pinion notcher



Camera Mount : PV ; PL ; BNCR Lens Mount : C special lenses Iris : T5.4 - T32



calculated iris compensation



Behind-the-lens filter possibility Weight :



filter diameter : 40.5mm



kg



Focal length (mm)



Mount



Width



5.9 Angénieux 9 Kinetal 12.5 Kinetal 17.5 Kinetal 25 Kinetal 37.5 Kinetal 50 Kinetal



C C C C C C C



35/S35 35/S35 35/S35 35/S35 35/S35 35/S35 35/S35



Front diameter (mm)



Weight (lbs)



75 52 42 42 52 42 42



1.5 1.5 1.5 1.5 1.5 1.5 1.5



Mesmerizer Anamorphic rotary system for special effects Usable from 50mm lens for 35 width ; 75mm lens for PRIMO 35 width Zoom system with PL mount



Inclining Prism 35mm system Wide angle 35mm system



Rain deflector



Special effect box Half-reflective mirror



Iris Manual iris for fade to black during the shot



MACRO. 35mm spherical lenses Fixed focal-length lenses Panavision Set of Macro lenses Focal length (mm) 50 90 100 200



Mount



Width



PV PV PV PV



35/S35 35/S35 35/S35 35/S35



Maximum Minimum focus Front aperture length diameter (mm)



T1.4 T2 T2 T4



9" 14" 18" 27"



113 113 113 113



Weight (lbs)



3.6 7.5 6.2 4.1



6 mm Close Focus Fisheye lens Focal length (mm) 6



Mount



Width



PV



35/S35



Maximum Minimum focus Front aperture length diameter (mm)



T2.9



1' 6"



175,2



Weight (lbs)



8.4



Zeiss Arri Set of ARRI Macro lenses Focal length (mm) 16 50 60 100 200



Mount



Width



PL PL PL PL PL



35/S35 35/S35 35/S35 35/S35 35/S35



Maximum Minimum focus Front aperture length diameter (mm)



T2.1 T3 T3 T3 T4.3



6" 8" 11" 1' 1'



80 80 80 80 80



Weight (lbs)



2.2 3 1.7 3.4 4.1



Set of ZEISS "A" lenses Focal length (mm) 60 Macro Planar



Mount



Width



PL



35/S35



Maximum Minimum focus Front aperture length diameter (mm)



T2.1



11"



80



Weight (lbs)



1.5



Pentax PENTAX Macro lenses Focal length (mm) 100 200



Mount



Width



PL PL



Maximum Minimum focus Front aperture length diameter (mm)



T2.8 T4



1' 1'6"



80 80



Weight (lbs)



1.4 2.1



Zoom lenses Panavision 14.5-50 mm PRIMO Macro Zoom lens Mount



Width



Maximum aperture



PV



N35



T2.2



Zoom motor with zoom control Optionnal Super zoom control FITZAC



Minimum focus length



15"



Front diameter Built-in zoom (mm) motor



162



yes



Weight (lbs)



11.7



SWING & TILT. 35mm Systems



PANAVISION Slant Focus Lenses



Focal length (mm)



Mount



Width



24 45



PV PV



35/S35 35/S35



Maximum aperture



T3.5 T2.8



Minimum Front diameter focus length (mm)



12" 16"



108,2 108,2



Weight (lbs)



2.6 2.6



Extender Primo x1.4for all lenses ; iris compensation : 1; minimum focus length : length without extender +1 '



ARRI Swing & Tilt



Lenses



Focal length (mm)



Mount



Image circle diameter



Maximum aperture



24 45 90 110



PL PL PL PL



2.29" 2.29" 2.29" 2.29"



T4 T2.8 T2.8 T2



Mount



Width



Maximum aperture



Minimum Front diameter focus length (mm)



0 3/4" 9"1/2 15"3/4



87 87 87 87



Weight (lbs)



1 1.1 0.9 1.75



ALGA Swing & Tilt Lenses



Focal length (mm) 20 Nikkor 24 Nikkor 35 Nikkor 55 Mamaiya 75 Mamaiya 150 Mamaiya



PL PL PL PL PL PL



T2.8 T4 T2.8 T2.8 T2.8 T4



Minimum Front diameter focus length (mm)



Weight (lbs)



CENTURY Swing & Tilt Lenses



Focal length (mm)



Mount



18 24 35 55 75 105 150



PL; PV PL; PV PL; PV PL; PV PL; PV PL; PV PL; PV



Width



Maximum aperture



Minimum Front diameter focus length (mm)



T2.8 T4 T2.8 T2.8 T2.8 T2.4 T3.5



93 85 85 85 85 85 85



Weight (lbs)



0,78 1,1 0,88 1 0,88 1,32 1,1



CANON Tilt Focus Lenses Focal length (mm)



Mount



Width



24 45 90



PL PL



35/S35 35/S35 35/S35



Maximum aperture



T4 T2.8 T2.8



Minimum Front diameter focus length (mm)



1' 1' 1'6"



80 80 80



Weight (lbs)



2,1 2,12 2,3



MATTE-BOX. 35mm Systems ARRI MB14 Mounted on 19mm diameter bars. Deck width : 100mm. Adaptable on Panavision cameras Two 6"x6" filter-tray back Upper and Lateral Flaps Flexible for rack filter tray Mattes Square Optionnal One 6"x6" filter-tray back Three 6"x6" filter-tray back Four 6"x6" filter-tray back Six 6"x6" filter-tray back 4"x5.65" filter trays



ARRI MB16 Mounted on 15mm diameter bars. Deck width : 100mm. Adaptable on 19mm diameter bars. Deck width : 100mm Two 4"x4" filter-tray back Upper and Lateral Flaps Flexible for rack filter tray Mattes Square Optionnal One 4"x4" filter-tray back Three 4"x4" filter-tray back Four 4"x4" filter-tray back Six 4"x4" filter-tray back 4"x5.65" filter trays



ARRI MB18 Mounted on 19mm diameter bars. Deck width : 100mm. Two 4"x6" filter-tray back Three 4"x6" filter-tray back Possibility to filter with 4"x5.65" and 4"x4" filters Upper and Lateral Flaps Flexible for rack filter tray Mattes Square Optionnal 4"x4" filter trays 4"x5.65" filter trays



PANAVISION Matte Box Mounted on 16mm diameter bars (Panavision) Three 6"x6" filter-tray back Possibility to filter with 4"x5.65" filters Upper and Lateral Flaps Flexible for rack filter tray Mattes Optionnal 4"x5.65" filter trays



Optical control. 35mm Systems FF2



ARRI follow focus



Mounted on 15mm diameter bars. Deck width : 100mm. 2 simple handles 1 extender 1 flexible 1 crank Pinion : Standard/ Zoom Cooke/ Panavision



FF3



ARRI follow focus



Mounted on 19mm diameter bars. Deck width : 100mm. 2 double speed handles 1 extender 1 flexible 1 crank Pinion : Standard/ Zoom Cooke/ Panavision



FF4



ARRI follow focus



Mounted on 19mm diameter bars. Deck width : 100mm. Mounted on 15mm diameter bars. Deck width : 60mm or 100mm. 2 handles 1 extender 1 flexible 1 crank Pinion : Standard/ Zoom Cooke/ Panavision



PANAVISION Follow Focus Mounted on Panavision camera body 1 double speed handle 2 simple handles 1 extender 1 flexible 1 crank Pinion : Panavision



CHROSZIEL Follow Focus Mounted on 15mm diameter bars. Deck width : 60mm or 100mm. 2 simple handles 1 extender 1 crank Pinion : Standard



LFD



ARRI hand-held follow focus



Adapted to a light hand-held camera configuration Mounted on Arri camera body 2 simple handles 1 extender 1 flexible 1 crank Pinion : Standard; Panavision;



Mechanized focus or iris control Eden motor Focus or iris control manual remote control Plug-in link Possibility to power through camera's accessory plug Millenium, Platinium, XL, 535A & B, 435ES; BL4S; Arri III; Compact; Superamerica;



Battery power supply 12V. or 24V.



ARRI LCS Zoom, focus and iris motor Focus or iris control manual control Zoom control manual control ; Micro Force handle Plug-in link on/off camera Possibility to power motors through camera's accessory plug Millenium, Platinium, XL; 535A & B, 435ES; BL4S; Arri III; Compact; Superamerica;



The three functions - zoom, iris and focus control - are independent. LCS system can then be rent as : an iris control, focus control or zoom control. Battery power supply 12V. or 24V.



PRESTON F.I.Z. Focus, iris, zoom motor Focus, iris control ; manual control Zoom control ; adjustable zoom speed, manual or variable HF link up to 1km on/off camera Possibility to power motors through camera's accessory plug Millenium, Platinium, XL; 535A & B, 435ES; BL4S; Arri III; Compact; Superamerica;



Battery power supply 12V. or 24V.



PANAVISION F.I.T.Z.A.C. Focus, iris motor Focus, iris, zoom, speed control Plug-in or HF link All functions control on digital screen on/off camera Possibility to power motors through camera's accessory plug Millenium, Platinium, XL.



Battery power supply 12V. or 24V.



Zoom motor Eden motor Micro Force handle adjustable zoom speed, manual or variable plug-in link Possibility to power through camera's accessory plug Millenium, Platinium, XL, 535A & B, 435ES; BL4S; Arri III; Compact; Superamerica;



Battery power supply 12V. or 24V.



CHROSZIEL Fluid Mechanical system used to change zoom's ring hardness.



ARRI ICU Iris control



























des documents recommandant













panavisionÂ® xl2 35mm camera - AOA 

6219 DE SOTO AVENUE, WOODLAND HILLS, CA 91367 818-316-1000 â€¢ FAX 818-316-1111 â€¢WWW.PANAVISION ... New higher speed range of 3-50 fps ... A new preset speed position, 24 fps/ ... including anamorphic, 1.85, and Super Pana-.










 








mode d'emploi en ... - 35mm-compact 

Appuyer sur le déclencheur à fond Lorsque toute la pellicule est ex-. ] pour effectuer la prise de vue (voir 1 1 12 posée, rebobiner le film (voir page 34). Réarmer ...










 








ENG 1.1 

SNACK - SNACK amuse BOUCHE - AMUSE BOUCHE. Zeewier KrOepOeK - 'One bite'. DUMPLING - GAMBA - MANGO - RODE PEPER - SESAM. Seaweed ...










 








ED 14-35mm f2.0 SWD - Olympus America 

(simple couche en partie). Commande de diaphragme : f2,0 Ã  f22. Plage de prise de vue. : 35 cm Ã  o (infini). RÃ©glage de la mise au point : Commutation AF/MF.










 








EN-T5_CABINET_V1_16 - ENG&FRE 

T5 LED CABINET LIGHTING. PLEASE READ THESE INSTRUCTIONS CAREFULLY ... These luminaires are for indoor use only, under shelves, cabinets, pelmets bookcases and cabinets. â€¢. Maximum Input Voltageâ€“ 240VAC 50Hz .... Bleu (Neutre) Connectez au secteur










 








ENG - Luonto - Monika King.cdr 

Page 1. Page 2.










 








cv_Maud Flank-Translation_2016-eng 

Spanish and English into French ... I am a French native speaker with a fifteen year teaching experience in France and abroad ... (English learning in French primary schools) ... The documentary resources of the EU (SFT training course), 2016.










 








1648 eng-french-spanish.qxp 

Figure #3 Blade &. Retarder Mechanisms. (Blade Cover Removed). Figure #4 Catch Tray Before. Assembly. Figure #5 Aligning Catch Tray and. Installing Pin. 12.










 








FAQ/NationalLaurentideCodes ENG 












 








Link 23 Eng. - Niviuk 

Inflation/Take-off. A. Rising behaviour. Smooth, easy and constant rising A Smooth, easy and constant rising. A. Special take off technique required. No. A No. A.










 








Icepeak 7 Eng. - Niviuk 

212 b3. 8000. 60 nature. 178 c3. 8000. 45 nature. 471 d3. 8000. 45 nature. 637 br3. DC. 40 white. 1.408 a4. 8000. 60 nature. 226 b4. 8000. 60 nature. 195 c4.










 








Ramsar Manual Eng 

According to the text of the Convention, marine wetlands are considered to be ...... governmental committees (including regional governments in federal States), ...










 








Andre Kagwa Rwisereka-ENG 

Jul 14, 2010 - This is indeed the first act of a parody of justice aimed at covering up the actual perpetrators and their sponsors. The UDF-Inkingi Support ...










 








Artik 4 Eng. - Niviuk 

123. = 4,24. 64. 3,05. 74. = 3,22. 89. = 3,56. 104. = 3,89. 124. = 4,28. 65. 3,10. 75. = .... 363 br9. DC. 40. WHT. 492 a10. DC. 40. WHT. 715 b10. DC. 40. WHT. 721.










 








invitation Verhalle 2008 eng 

7 dÃ©c. 2008 - The MAISON DE L'ESCRIME is delighted to invite you to the. TOURNOI INTERNATIONAL MAITRE ANDRE VERHALLE. Men Team EpÃ©e.










 








Ramsar Manual Eng 

Note: The designation of geographical entities in this Manual, and the ... 3. A Guide to the Convention on Wetlands, (Ramsar, Iran, 1971). Foreword to .... For this reason, the increasingly common use of the short form of the treaty's ...... interdis










 








Koyot Eng - Niviuk 

COLORS TECHNICAL DATA boby. 1 ... top Color. reF: 636. 4. dragoN red bottom Color. reF: 636. 2 dark red. HorN. reF: 615. 3 ...... solidity artiFiCial ligHt iso 105 ...










 








ENG SP F - Ariston 

safety messages. For Your Records. Write model and serial numbers ... Use only detergents or wetting agents recommended for use in a dishwasher and keep.










 








Ontario Proposal ENG 

Pro-euthanasia groups are threatening to sue faith based hospitals unless they allow euthanasia on the premises. • Only a third of the population has access to.










 








INSTRUCTION MANUAL and PARTS LIST 35mm UNITIZED 

Unit method of design simplifies part replacement and maintenance. All units may be ... design is compatible to modern xenon lamphouse systems. LENS TURRET ... turret accommodates (1) each 2-25/32â€� (71mm) diameter Wide Screen (flat) and Anamorphic 










 








EN-DDL10260_V1_16 - ENG&FRE 

i This luminaire is not suitable for covering with insulation material . INSTALLATION INSTRUCTIONS. Before commencing installation or maintenance, ensure ...










 








DWC93BLSST Eng Fre SECTIONS.qxp 

Attempt to stagger the. Condensation on the. High humidity conditions. The condensation will subside once. Door not shut properly. Ensure that the door is fully ...










 








EN-T5_CABINET_V1_16 - ENG&FRE 

These luminaires are for indoor use only, under shelves, cabinets, pelmets ... Use the luminaire as a template to determine the spacing between fixing brackets.










 








programme DIAPORAMA eng 

Photography festival from the 16 to 24 of September in Nantes. Info. : www.lev-nantes.org ... PHOTOGRAPHY. Reiko Imoto's exhibition in the art centre POL'n.
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Report CamÃ©ras 35mm eng





Your name




Email




Reason
-Select Reason-
Pornographic
Defamatory
Illegal/Unlawful
Spam
Other Terms Of Service Violation
File a copyright complaint





Description















Close
Save changes
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Signe






Email




Mot de passe







 Se souvenir de moi

Vous avez oublié votre mot de passe?




Signe




 Connexion avec Facebook












 

Information

	A propos de nous
	Règles de confidentialité
	TERMES ET CONDITIONS
	AIDE
	DROIT D'AUTEUR
	CONTACT
	Cookie Policy





Droit d'auteur © 2024 P.PDFHALL.COM. Tous droits réservés.








MON COMPTE



	
Ajouter le document

	
de gestion des documents

	
Ajouter le document

	
Signe









BULLETIN



















Follow us

	

Facebook


	

Twitter



















Our partners will collect data and use cookies for ad personalization and measurement. Learn how we and our ad partner Google, collect and use data. Agree & Close



