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General Information The Camloc brand was established in 1937. Since that time our fastening systems have been successfully integrated into numerous applications within many different industries. Each of our customers will feel the full beneﬁt of our 70 years of fastening experience. Customer proximity, environmental awareness and quality are the main criteria of our services and products.



ISO/TS 16949: 2002



DIN EN ISO 14001 : 2005



Please ﬁnd additional information about our environmental program under: www.alcoa.com.



Your Alcoa Fastening Systems team



Disclaimer: Parts listed are subject to technical changes. All dimensions in mm. All information is correct to the best of our knowledge at the time of printing. No liability for disadvantages caused by printing errors or false application.
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Tension Latches Important Information How It Operates Drawhook center beyond common center line in locked position of base and strike



Base



Secondary lock (push to unlock)



Pin



Handle



Rivet



Stop



Adjustable drawhook



Strike



Tension latches are a safe locking system for industrial applications. They can take high tensile loads. Lateral forces must be kept off the tension latch by the design of the parts linked with each other. Via lever action, the panels connected with the tension latch and the strike are pulled together. If nessessary, a stop must be provided. Positive lock is achieved when drawhook center is beyond the common center line of the base and strike. Pin



Spring-steel drawhook



Drawhook center beyond common center line in locked position



Stroke



For unlocking, the secondary lock is operated and the handle lifted. For locking, the secondary lock automatically engages. Most of the tension latches can be adjusted by a drawhook. For ﬁxed series, a spring-steel drawhook serves for tolerance compensation.



Release January 2009



Alcoa Fastening Systems



A-3



V934L Series Max tensile strength 550 N Working load 310 N Style



Dimensions



With secondary lock



Materials / Finish



Part No.



Stainless steel



V934L01-1-1BP



Stainless steel



V934L01-1X1BP



secondary lock



Strikes Style



Dimensions



Materials / Finish Stainless steel 1)
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D



Part No.



2,6



V934L02-1BP



B-1



V934L Series Installation Instructions Dimensions
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95L Series Max. tensile strength 500 N, work load 220 N Handle conceals all interior parts and strike Self-compensating spring steel drawhook Low proﬁle Style



Dimensions



Self-compensating spring steel



Materials / Finish



Part No.



Stainless steel



95L07-1-1BC



Steel / chrome-plated Interior parts: Steel / zinc-plated, CrVI-free, transparent passivated



V95L15-1BD



drawhook



Self-compensating spring steel



drawhook



Strike Style



Dimensions



Materials / Finish Stainless steel
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D



Part No.



3,3



95H07-1-1BC



C-1



95L Series Installation Instructions Dimensions



Spring steel drawhook tension latch / strike



Select diameter D in accordance with the style



Release January 2009



Alcoa Fastening Systems



C-2



V96L Series Max. tensile strength 1.000 N Handle conceals all interior parts and strike Self-compensating spring steel drawhook Low proﬁle Style



Dimensions



Self-compensating spring steel draw packet



Materials / Finish



Part No.



Steel / zinc-plated, CrVI-free, transparent passivated



V96L01-1-1AO



Steel / chrome-plated Interior parts: Steel / zinc-plated, CrVI-free, transparent passivated



V96L01-1-1AG



Strike Style
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Dimensions



Alcoa Fastening Systems



Materials / Finish



D



Part No.



Steel / zinc-plated, CrVI-free, transparent passivated



2,5



V96H01-1-1AO



D-1



V96L Series Installation Instructions Dimensions
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1429L Series Max. tensile strength 1.500 N Available with secondary lock Three different drawhook types available Style



Dimensions



With drawhook



With clip



1)



Max. tensile strength: 450 N with 1429L8-1AG strike



2)



Max. tensile strength: 300 N with 1429L8-1BP strike



3)



Max. tensile strength: 1.500 N with 1429L9-1AG / -1BP strike
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Materials / Finish



D



Part No.



Steel / zinc-plated, CrVI-free, transparent passivated 1)



3,1



1429L02-1-1AG



Stainless steel 2)



3,1



1429L02-1-1BP



Steel / zinc-plated, CrVI-free, transparent passivated 1)



3,1



1429L02-2-1AG



Stainless steel 3)



3,1



1429L02-2-1BP



E-1



1429L Series Tension Latch Style



Dimensions



With bent clip



With drawhook and secondary lock



1)



Materials / Finish



D



Part No.



Steel / zinc-plated, CrVI-free, transparent passivated 1)



3,1



1429L02-3-1AG



Stainless steel 1)



3,1



1429L02-3-1BP



Steel / zinc-plated, CrVI-free, transparent passivated 2)



3,1



1429L02-1X1AG



Stainless steel 3)



3,1



1429L02-1X1BP



Max. tensile strength: 1.100 N with 1429L9-1AG / -1BP strike or in conjunction with adapted component contour



2)



Max. tensile strength: 450 N with 1429L8-1AG strike



3)



Max. tensile strength: 300 N with 1429L8-1BP strike
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1429L Series Tension Latch Style



Dimensions



With clip and secondary lock



With bent clip and secondary lock



1)



Max. tensile strength: max. 1.500 N with 1429L9-1AG / -1BP strike



2)



Max. tensile strength: max. 1.100 N with 1429L9-1AG / -BP strike



Materials / Finish



D



Part No.



Steel / zinc-plated, CrVI-free, transparent passivated 1)



3,1 1429L02-2X1AG



Stainless steel 1)



3,1



Steel / zinc-plated, CrVI-free, transparent passivated 2)



3,1 1429L02-3X1AG



Stainless steel 2)



3,1



1429L02-2X1BP



1429L02-3X1BP



or in conjunction with adapted component contour
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1429L Series Strikes Style



Dimensions



For drawhook



For clip
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Materials / Finish



D



Part No.



Steel / zinc-plated, CrVI-free, transparent passivated



3,1



1429L8-1AG



Stainless steel



3,1



1429L8-1BP



Steel / zinc-plated, CrVI-free, transparent passivated



3,1



1429L9-1AG



Stainless steel



3,1



1429L9-1BP



E-4



1429L Series Installation Instructions Dimensions Drawhook tension latch / drawhook strike



1429L02-1-* 1429L8-*



Clip tension latch / clip strike 1429L02-2-* 1429L9-*



Bent clip tension latch / adapted component contur



1429L02-3-* (1429L9-*)
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V951L Series Max. tensile strength 2.300 N Adjustable drawhook Available with secondary lock and hasp Style



Dimensions



Materials / Finish



adjustable



Open base



adjustable



Concealed base 4)



Mounting



Type1)



D



Steel / zinc-plated, CrVI-free, transparent passivated 2)



N



3,6



14,3 V951L02-1-1AGV



Steel / zinc-plated, CrVI-free, transparent passivated 2)



N



4,2



12,7 V951L02-1-5AGV



Steel / zinc-plated, CrVI-free, transparent passivated Base: Steel / zinc-plated 2)



S



-



-



V951L02-1-2AGV



Steel / chrome-plated Interior parts: Steel / zinc-plated, CrVI-free, transparent passivated 2)



N



3,6



14,3



V951L02-1-1AD



Stainless steel 3)



N



3,6



14,3



V951L02-1-1BP



Stainless steel 3)



N



4,2



12,7



V951L02-1-5BP



Stainless steel



S



-



-



V951L02-1-2BP



Steel / zinc-plated, CrVI-free, transparent passivated



N



3,6



14,3 V951L03-1-1AGV



Steel / zinc-plated, CrVI-free, transparent passivated



N



4,2



12,7 V951L03-1-5AGV



Steel / chrome-plated Interior parts: Steel / zinc-plated, CrVI-free, transparent passivated



N



3,6



14,3



V951L03-1-1AD



Stainless steel



N



3,6



14,3



V951L03-1-1BP



Stainless steel



N



4,2



12,7



V951L03-1-5BP



3)



1)



Mounting type:



2)



Max. tensile strength: 2.300 N with V951L07-*A* and V951L52-1AF strike



3)



Max. tensile strength: 1.500 N with V951L07-*BP and V951L52-1BP strike



4)



Due to the mounting geometry, tensile strength reduced to approx. 1200 N



L



Part No.



N = With holes for riveting or screwing S = Without holes, for welding 2.000 N with V951L50-1A* strike
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V951L Series Tension Latch Style



Dimensions



adjustable



With secondary lock, open base



adjustable



With secondary lock, concealed base 4)



Materials / Finish



Mounting



Type1)



D



L



Part No.



Steel / zinc-plated, CrVI-free, transparent passivated 2)



N



3,6



14,3 V951L04-1X1AGV



Steel / zinc-plated, CrVI-free, transparent passivated 2)



N



4,2



12,7 V951L04-1X5AGV



Steel / chrome-plated Interior parts: Steel / zinc-plated, CrVI-free, transparent passivated Secondary lock: Stainless steel



N



3,6



14,3



V951L04-1X1AD



Stainless steel 3)



N



3,6



14,3



V951L04-1X1BP



Stainless steel 3)



N



4,2



12,7



V951L04-1X5BP



Stainless steel 3)



S



-



-



V951L04-1X2BP



Steel / zinc-plated, CrVI-free, transparent passivated



N



4,2



12,7 V951L03-1X5AGV



Steel / chrome-plated Interior parts: Steel / zinc-plated, CrVI-free, transparent passivated Secondary lock: Stainless steel



N



3,6



14,3



V951L03-1X1AD



Stainless steel



N



3,6



14,3



V951L03-1X1BP



Stainless steel



N



4,2



12,7



V951L03-1X5BP



For footnotes refer to page F-1.
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V951L Series Tension Latch Style



Dimensions



Materials / Finish



Type1)



D



Part No.



Steel / zinc-plated, CrVI-free, transparent passivated Secondary lock: Stainless steel 2)



N



4,2 V951L05-1X1AGV



Stainless steel 3)



N



4,2



V951L05-1X1BP



Steel / zinc-plated, CrVI-free, transparent passivated 2) Base: Steel / zinc-plated



S



-



V951L01-1Y2AGV



Steel / zinc-plated, CrVI-free, transparent passivated 2)



N



adjustable



With secondary lock, high base



Mounting



With hasp



Ø



adjustable



4,2 V951L01-1Y5AGV



Hasp for Padlock Ø 6 max.



For footnotes refer to page F-1.
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V951L Series Strikes Style



Dimensions



Materials / Finish



Short type



3,8



8



2



ØD



16 + 0,5



-



With guidance 26



8 max



Mounting



Type1)



D



Part No.



Steel / zinc-plated, CrVI-free, transparent passivated



N



3,6



V951L7-1AGV



Steel / zinc-plated, CrVI-free, transparent passivated



N



4,2



V951L7-5AGV



Steel / zinc-plated



S 2)



-



V951L7-2AZ



Steel / chrome-plated



N



3,6



V951L7-1AD



Stainless steel



N



3,6



V951L7-1BP



Stainless steel



N



4,2



V951L7-5BP



Stainless steel



S



-



V951L7-2BP



Steel / zinc-plated, CrVI-free, transparent passivated



N



4,2



V951L50-1AGV



Stainless steel



N



4,2



V951L50-1BP



Stainless steel



N



3,6



V951L50-2BP



Stainless steel



S



-



V951L50-3BP



Steel / zinc-plated, CrVI-free, transparent passivated



N



4,2



V951L52-1AGV



Stainless steel



N



4,2



V951L52-1BP



6



30,5 max



18



2



ØD



12,7



Corner mounting



Ø 4,2



14,5 max



2



37 max



9,3



1)



19



12,7



Mounting type: N = With holes for riveting or screwing S = Without holes, for welding



2)



Material C45, HRC 36-39 steel, please use high-alloy ﬁller metals
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V951L Series Installation Instructions Dimensions Open-base tension latch / short-type strike



V951L02V951L04V951L0171,5 (Dimension for weld mounting)



V951L7-



Select diameter D and distance L in accordance with the strike and tension latch style.



Concealed-base tension latch / short-type strike



V951L0359 (Dimension for weld mounting)



V951L7-



Select diameter D and distance L in accordance with the strike and tension latch style.



Open-base tension latch / strike with guidance



V951L02V951L04V951L0183,5 (Dimension for weld mounting)



100 (Dimension for weld mounting)



V951L50-



V951L05-



Select diameter D and distance L in accordance with the strike and tension latch style.
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V951L Series Installation Instructions Dimensions Concealed-base tension latch / strike with guidance



V951L03-



71 (Dimension for weld mounting)



V951L50-



Select diameter D and distance L in accordance with the strike and tension latch style.



Open-base tension latch / corner-mounting strike



70 (Dimension for weld mounting)



V951L02V951L04V951L01V951L52-



Select diameter D and distance L in accordance with the strike and tension latch style.



Concealed-base tension latch / corner-mounting strike V951L03V951L5257,5 (Dimension for weld mounting)



Select diameter D and distance L in accordance with the strike and tension latch style.
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V917L Series Max. tensile strength 3.600 N Adjustable drawhook Available with secondary lock and hasp Style



Dimensions



Open base



Materials / Finish



33,5 max



21 max



Mounting



Type1)



D



Part No.



Steel / zinc-plated, CrVI-free, transparent passivated 2)



N



5,1



V917L01-1-1AG



Stainless steel 3)



N



5,1



V917L01-1-1BP



Steel / zinc-plated, CrVI-free, transparent passivated 2)



N



4,2



V17L12-1-1AA



15,9 Ø 5,1



98 max



_6 75 +



adjustable



36,3



1,5



26,5



High base 34 max 14



24 max 1,5



77 max



adjustable



_6 37 +



6,5



36



29,5



23



Ø 4,2



26



1)



Mounting type:



N = With hole for riveting or screwing



2)



Max. tensile strength: 3.200 N with V917L11-1- *AG strike



3)



Max. tensile strength: 3.600 N with V951L50-1- *BP strike



S = Without holes, for welding 2.200 N with V951L50-1- *AGV strike max. 2.300 N with V917L11-1-1BP strike
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V917L Series Tension Latch Style



Dimensions



Materials / Finish



adjustable



With secondary lock, open base



Type1)



D



Part No.



Steel / zinc-plated, CrVI-free, transparent passivated 2)



N



5,1



V917L01-1X1AG



Stainless steel 3)



N



5,1



V917L01-1X1BP



Stainless steel 3)



S



-



V917L01-1X2BP



Stainless steel V4A 3)



N



5,1



V917L01-1X1CP



Stainless steel V4A 3)



S



-



V917L01-1X2CP



Steel / zinc-plated, CrVI-free, transparent passivated 2)



N



4,2



V17L12-2X1AA



Steel / zinc-plated, CrVI-free, transparent passivated 2



N



5,0



1449L02-1X1AG



Stainless steel 3)



N



5,0



1449L02-1X1BP



adjustable



With secondary lock, high base



Mounting



With secondary lock,



adjustable



for curved surfaces (R min = 125 mm)



For footnotes refer to page G-1. Release January 2009
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V917L Series Tension Latch Style



Dimensions



Open base, with hasp



Steel / zinc-plated, CrVI-free, transparent passivated 2



33,5 max



Mounting



Type1)



D



Part No.



N



5,1



V917L01-1Y1AG



15,9 1,5



Ø 4,2



98 max



13 max



adjustable



_3 75 +



36,3



21 max



Materials / Finish



Ø8



23



Strikes Style



Dimensions



_ 0,5 8,5 +



Materials / Finish



2



5,5



_1 12,5 +



_ 0,5 17,8 +



22 +0,6



26



8 max



6



30,5 max



18



2



Type1)



D



Part No.



Steel / zinc-plated, CrVI-free, transparent passivated



N



5,1



V917L11-1-1AG



Steel / zinc-plated, CrVI-free, transparent passivated



N



4,2



V917L11-1-3AG



Stainless steel



N



5,1



V917L11-1-1BP



Steel / zinc-plated, CrVI-free, transparent passivated



N



4,2



V951L50-1AGV



Steel / zinc-plated, CrVI-free, transparent passivated



N



5,1



V951L50-5AGV



Stainless steel



N



4,2



V951L50-1BP



Stainless steel



S



-



V951L50-3BP



ØD 11



With guidance



Mounting



ØD 12,7



For footnotes refer to page G-1.
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V917L Series Installation Instructions Dimensions Open-base tension latch / short-type strike



V917L01V917L1198 (Dimension for weld mounting)



Select diameter D in accordance with the strike style.



Open-base tension latch / strike with guidance V917L01V951L50105 (Dimension for weld mounting)



Select diameter D in accordance with the strike style.



Tension latch for curved surfaces 1449L02V951L50-



Select diameter D in accordance with the strike style. Release January 2009



Alcoa Fastening Systems



G-4



V917L Series Installation Instructions Dimensions High-base tension latch / short-type strike



V17L12V917L11-



Select diameter D in accordance with the strike style.
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V18L Series Max. tensile strength 6.000 N Adjustable drawhook Available with secondary lock, hasp and lift spring Dimensions



Materials / Finish



Mounting



Type1)



D



Part No.



Steel / zinc-plated, CrVI-free, transparent passivated 2)



N



5,1



V18L01-1-1AA



Stainless steel 3)



N



5,1



V18L01-1-1BF



Stainless steel 3)



S



-



V18L01-1-2BF



Steel / zinc-plated, CrVI-free, transparent passivated 2)



N



5,1



V18L01-1X1AA



Stainless steel 3)



N



5,1



V18L01-1X1BF



Stainless steel 3)



S



-



V18L01-1X2BF



adjustable



Style



adjustable



With secondary lock



1)



Mounting type:



N = With hole for riveting or screwing



2)



Max. tensile strength: 6.000 N with V18L13-1-1AA strike



3)



Max. tensile strength: 4.600 N with V18L13-1-*BF or 1449L07-1BP strike



S = Without holes, for welding
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V18L Series Tension Latch Style



Dimensions



Materials / Finish



With hasp



Type1)



D



Part No.



N



5,1



V18L01-1Y1AA



adjustable



Steel / zinc-plated, CrVI-free, transparent passivated 2)



Mounting



Accessories Dimensions



Materials / Finish



Lift spring



Stainless steel



Mounting



Type1) N



D



Part No.



5,1



V18L45-1BP



Lift spring



For footnotes refer to page H-1.
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V18L Series Strikes Style



Dimensions



Materials / Finish



With guidance



Mounting



Type1)



D



Part No.



Steel / zinc-plated, CrVI-free, transparent passivated 2)



N



5,1



V18L13-1-1AA



Stainless steel



N



5,1



V18L13-1-1BF



Stainless steel



S



-



V18L13-1-2BF



Stainless steel



N



5,0



1449L07-1BP



For footnotes refer to page H-1.
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V18L Series Installation Instructions Dimensions Tension latch / short-type strike V18L01V18L13135,5 (Dimension for weld mounting)



Tension latch / strike with guidance V18L011449L07135 (Dimension for weld mounting)
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V46L Series Max. tensile strength 4.500 N Adjustable drawhook Dimensions



Materials / Finish



Mounting



Type1)



D



Part No.



Steel / zinc-plated and yellow chromate



N



6,3



V46L38-1-6AA



Steel / zinc-plated and yellow chromate



S



-



V46L38-1-1AA



adjustable



Style



Strike Style



Dimensions



Materials / Finish Steel / zinc-plated and yellow chromate



Mounting



Type1)



D



Part No.



N



5,1



V18L13-1-1AC



5,1 22



1)



Mounting type:



N = With hole for riveting or screwing S = Without holes, for welding
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2939L Series Style



Dimensions



Slam latch



Materials / Finish Plastic (POM) black



9 Max. Hub



°C



Part No.



-10 up to +60



2939L01-01-1K



22 Ref



_ 0.5 29.5 +



_ 0.5 57 + _ 0.5 47 + 19.5 Ref



17.5 +0.5



1.2



_ 0.5 15 +



25



24.3



Installation Instructions Dimension _ 0.2 1.8 +



Unlocked



16.3 +0.5



1.2



6.4+0.4



Locked



2.5 +0.5



4.5



Frame _ 0.15 38 +



.F ax m



5 0.



_ 0.15 25.5 +



_1 14.5 +



* Other panel thicknesses upon request.
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52F Series Wing Fastener



Particular Features Easy and economic fastener for trap, lid, etc. Easy installation by blind riveting. Engaged when locked. High catch force by spring tension. Dimensions



Materials / Finish Steel / zinc-plated, CrVI-free, transparent passivated



Mederal



°C



Part No.



230



52E02-*-1AG



Blind rivet



Belleville spring washer



Height



Selection and Installation Instructions



Alternative 1



dimpled Riveted by a customary blind rivet pliers. Breaking load



: 5000 N



Rivet - Ø 2,6 DIN 660



Frame



Slam Alternative 2



Part No.



Panel Thickness P



Height H



52E02-01-1AG 52E02-02-1AG 52E02-03-1AG



0 (ﬂush) 1 2



0,7 1,1 1,7
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2812L Series Slam Latch



Particular Features Robust slam latch, self locking Max. locking force: 230 N Max. tension strength: 2.400 N Max. torque: 40 Nm



Dimensions



Materials / Finish Steel / zinc-plated and yellow chromate Bolt: zinc ﬂake coated



Unlocked



Trap
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Part No.



230



2812L03-1AF



Bolt
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2812L Series Installation Instructions Dimension
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Camloc Quick-Operating Fasteners 

V212-12-2FGV. 212-12S. Type 1. Narrow Width. Hard bronze / zinc-plated,. CrVI-free, transparent passivated. 2,5. 230 V212-12N-1FGV. Type 1. Encapsulated.
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Microwave Trim Attachment Latches 

FÃjelos a los agujeros interiores con los tornillos proporcionados (vea la letra. B en la figura). 1901 Main Street, Suite 600, Irvine, CA 92614. 9001024761 â€¢ Rev.
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TENSION Un motif = Approx 

GRANDMÃˆRE DENTELLE. (AU CROCHET). DIMENSIONS. Approx 47 x 57 ... 4e tour: Avec A, 1 ml. 1 ms dans 1re ms. *3 ms dans esp de 2 ml suiv. 1 ms dans ...










 


[image: alt]





Quarter-Turn Latches Loquets Montajes del cierre 

**La combinaciÃ³n de fÃ¡brica es â€œ000â€� Ã³ â€œ0000â€� y se la puede cambiar siguiendo estos pasos: 1. Haga girar cada rueda de combinaciÃ³n para que muestre â€œ0â€�. 2.
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La tension monte 

Les ressorts sont des composants Ã©lastiques frÃ©quemment utilisÃ©s dans la vie courante. Leur capacitÃ© Ã  se dÃ©former par traction, Ã  se comprimer, Ã  se tordre, ...
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Control Cable Tension 

MAINTAINING PROPER CABLE TENSION on your aircraft's control system is vital for flight safety. ... tensiometers come with a calibration bar that can be used to ...
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Quarter-Turn Latches Loquets Montajes del cierre 

Release pressure of the sharp pointed device. The combination has now been changed. 4. Record the new combination on paper and store in a secure location.
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Voltage sensors Capteurs de tension 

13 juin 2012 - Circuit primaire. 2-b. Explications générales. 2-c. Explications détaillées. 2-d. Quelques chiffres avec le capteur EM010. 3 Carte électronique.
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ROUND ANDDVAL TENSION RODS 5780'67623F 

MIDE LA APERTURAÃ‡AGREGUE1.2ÃŽ CM. â€œ ' 1. MESUREZ L'EMBRASURE ET AJOUTEZ 127 CM. + 112". + 1.2? CM. 2 2. EXTEND ROD TO PROPER WIDTH.
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I. 1. Prepare latches 1. Prepare los pasadores. 01 2 

top of hole during locking and unlocking. ..... Remove key when home is unoccupied. ..... year finish warranty to the original residential user of Kwikset Security.
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passion fusion tension new education and 

Save As PDF Ebook passion fusion tension new education and educational ... et de leducation end 19th middle 20th century fin du 19 e milieu 20 PDF file for ...
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Installations forfaitaires sur le réseau basse tension 

1 janv. 2019 - 2 La perception ou non de la redevance communale ainsi que son montant dépendent de la commune concernée. Voir la liste pour les ...
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(CC) de la tension externe - Electrocomponents 

Fiche secteur. Prise de terre. Interface GPIB. Interface Ethernet (LAN). Interface RS-232. 1 ... Affiche des paramÃ¨tres tels que OVP, P-max, Rise/Fall. Mesure du ...
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Parafoudres haute tension Guide de l'acheteur 

HS PEXLIM – Parafoudres à enveloppe silicone avec résistance mécanique renforcée. Spécialement adaptés aux zones à forte activité sismique. 20 kA, Classe ...
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Octal D-Type Transparent Latches And Edge ... - Matthieu Benoit 

high-logic-level drive provide these registers with ... Schmitt-trigger buffered inputs at the enable/clock lines of the 'S373 and 'S374 devices .... Function Tables ..... Call TI. Level-NC-NC-NC. 7801102RA. ACTIVE. CDIP. J. 20. 1. TBD. Call TI .....
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sociologue sous tension entretien avec michel 

SSTEAMW2PPDF-214 | 64 Page | File Size 3,368 KB | 2 Feb, 2018. TABLE OF CONTENT. Introduction. Brief Description. Main Topic. Technical Note. Appendix.
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microscopie electronique sous haute tension l 

Am 2 Februar 1972 In Dusseldorf - MESHTLADHE2SA2F1IDPDF-400 ... wide selection of digital book in which distribute from numerous subject as well as ... a student, you could find wide number of textbook, academic journal, report, and so.
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Pour les installations à moyenne tension 

1 oct. 2018 - réseau existants sont disponibles au point 2. Le raccordement au réseau moyenne tension implique un transformateur propre. Contribution aux ...
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appel a candidature en pdf.indd - art-tension 

Single artist exhibits or group exhibits are selected by the art board or on ... basis, ranging from Painting, Video, Installation, Sculpture to Photography, and so on ...










 


[image: alt]





AU TRICOT DIMENSIONS TENSION INSTRUCTIONS Bernat ... 

Dites au revoir aux blocages au tricot. CHÃ‚LE TRIANGULAIRE | AU TRICOT 1 de 1. CHÃ‚LE TRIANGULAIRE | AU TRICOT. DIMENSIONS. Approx 11" [28 cm] ...
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Water storage capacitance and xylem tension in 

Feb 1, 2005 - tain leaves through much of the year and replace their foliage during the dry season (Borchert 1994a, Borchert et al. 2002). The degree of dry ...
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decharge electrique de surface sous tension 

PDF Ebook decharge electrique de surface sous tension alternative 50 hz effets sur une interface isolante solideair Free Download,. Save or Read Online ...
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decharge electrique de surface sous tension 

decharge electrique de surface sous tension alternative 50 hz effets sur une interface isolante solideair | Read & Download Ebook decharge electrique de ...










 


[image: alt]





passion fusion tension new education and 

sciences nouvelle et de leducation end 19th middle 20th century fin du 19 e milieu 20 PDF file for ... uslook at a few of these benefits. ... A related benefit is cost.
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