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CD4504B TYPES (Rev. B)

The CD4504B types are supplied in 16-lead hermetic dual-in-line ceramic packages (F3A suffix), 16-lead .... www.ti.com/broadband. Interface interface.ti.com. 
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Data sheet acquired from Harris Semiconductor SCHS069B – Revised June 2003



The CD4504B types are supplied in 16-lead hermetic dual-in-line ceramic packages (F3A suffix), 16-lead dual-in-line plastic packages (E suffix), 16-lead small-outline packages (M, M96, and NSR suffixes), and 16-lead thin shrink small-outline packages (PW and PWR suffixes).
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MECHANICAL MPDI002C – JANUARY 1995 – REVISED DECEMBER 20002



N (R-PDIP-T**)



PLASTIC DUAL-IN-LINE PACKAGE



16 PINS SHOWN PINS **



14



16



18



20



A MAX



0.775 (19,69)



0.775 (19,69)



0.920 (23,37)



1.060 (26,92)



A MIN



0.745 (18,92)



0.745 (18,92)



0.850 (21,59)



0.940 (23,88)



MS-100 VARIATION



AA



BB



AC



DIM A 16



9



0.260 (6,60) 0.240 (6,10)



1



C



AD



8 0.070 (1,78) 0.045 (1,14)



0.045 (1,14) 0.030 (0,76)



D



D



0.325 (8,26) 0.300 (7,62)



0.020 (0,51) MIN



0.015 (0,38) Gauge Plane



0.200 (5,08) MAX Seating Plane



0.010 (0,25) NOM



0.125 (3,18) MIN



0.100 (2,54)



0.430 (10,92) MAX



0.021 (0,53) 0.015 (0,38) 0.010 (0,25) M



14/18 PIN ONLY 20 pin vendor option



D 4040049/E 12/2002



NOTES: A. All linear dimensions are in inches (millimeters). B. This drawing is subject to change without notice. C. Falls within JEDEC MS-001, except 18 and 20 pin minimum body lrngth (Dim A). D. The 20 pin end lead shoulder width is a vendor option, either half or full width.
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MECHANICAL DATA MSOI002B – JANUARY 1995 – REVISED SEPTEMBER 2001



D (R-PDSO-G**)



PLASTIC SMALL-OUTLINE PACKAGE



8 PINS SHOWN 0.020 (0,51) 0.014 (0,35)



0.050 (1,27) 8



0.010 (0,25)



5



0.008 (0,20) NOM



0.244 (6,20) 0.228 (5,80) 0.157 (4,00) 0.150 (3,81)



Gage Plane 1



4



0.010 (0,25) 0°– 8°



A



0.044 (1,12) 0.016 (0,40)



Seating Plane 0.010 (0,25) 0.004 (0,10)



0.069 (1,75) MAX



PINS **



0.004 (0,10)



8



14



16



A MAX



0.197 (5,00)



0.344 (8,75)



0.394 (10,00)



A MIN



0.189 (4,80)



0.337 (8,55)



0.386 (9,80)



DIM



4040047/E 09/01 NOTES: A. B. C. D.



All linear dimensions are in inches (millimeters). This drawing is subject to change without notice. Body dimensions do not include mold flash or protrusion, not to exceed 0.006 (0,15). Falls within JEDEC MS-012



POST OFFICE BOX 655303



• DALLAS, TEXAS 75265



1



MECHANICAL DATA MTSS001C – JANUARY 1995 – REVISED FEBRUARY 1999



PW (R-PDSO-G**)



PLASTIC SMALL-OUTLINE PACKAGE



14 PINS SHOWN



0,30 0,19



0,65 14



0,10 M



8



0,15 NOM 4,50 4,30



6,60 6,20 Gage Plane 0,25



1



7 0°– 8° A



0,75 0,50



Seating Plane 0,15 0,05



1,20 MAX



PINS **



0,10



8



14



16



20



24



28



A MAX



3,10



5,10



5,10



6,60



7,90



9,80



A MIN



2,90



4,90



4,90



6,40



7,70



9,60



DIM



4040064/F 01/97 NOTES: A. B. C. D.



All linear dimensions are in millimeters. This drawing is subject to change without notice. Body dimensions do not include mold flash or protrusion not to exceed 0,15. Falls within JEDEC MO-153
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IMPORTANT NOTICE Texas Instruments Incorporated and its subsidiaries (TI) reserve the right to make corrections, modifications, enhancements, improvements, and other changes to its products and services at any time and to discontinue any product or service without notice. Customers should obtain the latest relevant information before placing orders and should verify that such information is current and complete. All products are sold subject to TI’s terms and conditions of sale supplied at the time of order acknowledgment. TI warrants performance of its hardware products to the specifications applicable at the time of sale in accordance with TI’s standard warranty. Testing and other quality control techniques are used to the extent TI deems necessary to support this warranty. Except where mandated by government requirements, testing of all parameters of each product is not necessarily performed. TI assumes no liability for applications assistance or customer product design. Customers are responsible for their products and applications using TI components. To minimize the risks associated with customer products and applications, customers should provide adequate design and operating safeguards. TI does not warrant or represent that any license, either express or implied, is granted under any TI patent right, copyright, mask work right, or other TI intellectual property right relating to any combination, machine, or process in which TI products or services are used. Information published by TI regarding third-party products or services does not constitute a license from TI to use such products or services or a warranty or endorsement thereof. Use of such information may require a license from a third party under the patents or other intellectual property of the third party, or a license from TI under the patents or other intellectual property of TI. Reproduction of information in TI data books or data sheets is permissible only if reproduction is without alteration and is accompanied by all associated warranties, conditions, limitations, and notices. Reproduction of this information with alteration is an unfair and deceptive business practice. TI is not responsible or liable for such altered documentation. Resale of TI products or services with statements different from or beyond the parameters stated by TI for that product or service voids all express and any implied warranties for the associated TI product or service and is an unfair and deceptive business practice. TI is not responsible or liable for any such statements. Following are URLs where you can obtain information on other Texas Instruments products and application solutions: Products Amplifiers



Applications amplifier.ti.com



Audio



www.ti.com/audio



Data Converters



dataconverter.ti.com



Automotive



www.ti.com/automotive



DSP



dsp.ti.com



Broadband



www.ti.com/broadband



Interface



interface.ti.com



Digital Control



www.ti.com/digitalcontrol



Logic



logic.ti.com



Military



www.ti.com/military



Power Mgmt



power.ti.com



Optical Networking



www.ti.com/opticalnetwork



Microcontrollers



microcontroller.ti.com



Security



www.ti.com/security



Telephony



www.ti.com/telephony



Video & Imaging



www.ti.com/video



Wireless



www.ti.com/wireless



Mailing Address:



Texas Instruments Post Office Box 655303 Dallas, Texas 75265 Copyright  2003, Texas Instruments Incorporated
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CD4504B TYPES (Rev. B) 

The CD4504B types are supplied in 16-lead hermetic dual-in-line ceramic packages (F3A suffix), 16-lead dual-in-line plastic packages (E suffix), 16-lead ...
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CD40109B TYPES (Rev. B) - Octopart 

N (R-PDIP-T**). PLASTIC DUAL-IN-LINE PACKAGE. BB. AC. AD. 0.325 (8,26). 0.300 (7,62). 0.010 (0,25) NOM. Gauge Plane. 0.015 (0,38). 0.430 (10,92) MAX.
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CD4069UB TYPES (Rev. C) 

www.ti.com. 10-Jun-2014. Addendum-Page 1 ..... Consumer Electronics www.ti.com/consumer-apps. DSP ... Security www.ti.com/security. Power Mgmt power.ti.
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AT Rev. B - Argo 

Maintain a minimum clearance of one inch to hot ... source and have electrically isolated end switches .... RTD sensor, check that all safety end switches are.
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AT Rev. B - Argo 

room from the front of the unit to a door or wall to remove cover - at least 12 inches minimum. Install unit with a minimum clearance from top of unit to ceiling of 16 ...
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AYR202_ZW_INSTAL_FUL Rev B 

PSE. FE. Enrolling/Unenrolling the Network Module: This device is a security enabled Z-Wave Plus product that is able to use encrypted Z-. Wave Plus messages to communicate to other security enabled Z-Wave Plus products. This device must be used in c
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AT Rev. B - Argo 

installed on the supply side (pumping away). 6. ...... Turn off hydronic unit circuit breaker at service entrance and/or disconnect switch. ..... If fuse is blown,.
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CD4027B TYPES (Rev. C) - Matthieu Benoit 

Oct 17, 2005 - hermetic dual-in-line ceramic packages ... http://www.ti.com/productcontent for the latest availability information and additional product content ...
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318203628en (rev B).indd - Frigidaire 

ModÃ¨l B. Ã€ propos des Ã©lÃ©ments de surface radiants. La tempÃ©rature des ..... Major Appliances North America, une division de Electrolux Home Products, Inc. Au ...
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AT Rev. B - Argo Industries 

The Electric Hydronic Block is a heating device that converts electrical ... recovery times. The control ..... NOTE: Read the data name plate before connecting unit ...
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318203628en (rev B).indd - Frigidaire 

NOTE. Apposez ici votre reÃ§u pour toute rÃ©fÃ©rence future. Inscrivez ci-dessous les numÃ©ros de modÃ¨le et de sÃ©rie de votre appareil. NumÃ©ro de modÃ¨le:.
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AT Rev. B - Argo Industries 

element operation - no excess water is stored which would cause undersirable thermal losses and longer recovery times. The control system is assembled in a ...
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A01704501fr (rev B).indd - Frigidaire 

aÃ©rosol. Les produits inflammables pourraient exploser et allumer un feu ou causer des dommages matÃ©riels. ... CAN/ACG et aussi conformÃ©ment Ã  la derniÃ¨re.
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A01704501fr (rev B).indd - Frigidaire 

moins d'une recommandation précise dans les guides. Toutes les réparations .... L'air sera aussi bloqué, ce qui entraînera des problèmes de combustion.
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A01704501fr (rev B).indd - Frigidaire 

(HI). Pour dÃ©buter la cuisson, pour faire bouillir de l'eau, pour faire griller de la viande. Flamme moyenne ..... Electrolux Canada Corp. 5855 Terry Fox Way.
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318203628en (rev B).indd - Frigidaire 

des matériaux inflammables. Ceci inclut des papiers, plastiques, tissus, livres de cuisine, objets en plastique et torchons, ainsi que des liquides inflammables.
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ZigBee-Ready RF Transceiver (Rev. B) 

Wireless sensor networks ... 21. MAC Security Operations (Encryption and Authentication) ...... single byte instructions to CC2420. By ...... For lab testing only.
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35000 BOE Shield Schematic rev B 

ܣ ܢ ܗ ܡ ܟ ܚ ܠ ܝ ܨ ܗ ܡ ܥ ܚ ܝ. 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0. OOOOOOOOOOOOO. - N M + D ON 0 0 Y EN M. ) = 9 m ol ol un n n -. AFS. P = e ao ono 9. 0 0 0 0 0 0 0 0 0 0 0 0 0 0. - N N + N ON 0 O 6 E R W. Breadboard. ( 1 1 0 | 0 | w vin,. 3.3V. 5V. = A0
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ZigBee AYR202_ZB_INSTAL_FUL Rev B - FCC ID 

Enter the 4-8 digit Master PIN code followed by the key. â€¢ Press the key followed by the key. â€¢ Press the key ... receiver. Å¸. Connect the equipment into an outlet on a circuit different from that to which the receiver ... not expressly approved
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XKAF-1301LE Rev. B Preliminary DB 

system electronics, the reset gate (Ï†R) is clocked to remove the signal and FD ... unwanted optical signal at the expense of lower response in the adjacent photo ...
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MLB rev b 4-3-09 

OWNERS AND SERVICE MANUAL. INNOVATIVE CONCEPTS IN ENTERTAINMENT INC. Major League Baseball. Page 2. 2. Page 3. 3. TABLE OF CONTENTS.
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DegressalÂ® types 

The solubility of Degressal types at 23 Â°C (10 % solution). Solution. SD 20. SD 21 ... D egressal SD 20 can be used in liquid detergents, either acid or alkaline,.
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PR-4048 Rev B BGA Reball Instruct-website.pub - bazznetwork 

Eutectic solder: The lowest melting point composition possible for a mixture of lead and tin. Eutectic ... JEDEC: Joint Solid State Products Engineering Council.










 


[image: alt]





DualCool N-Channel NexFET Pwr MOSFET (Rev. B) - Megasimple 

Feb 12, 2011 - PCB Layout Techniques. Q5C Tape and Reel Information. Notes: 1. .... acknowledge and agree that they are solely responsible for all legal, regulatory and safety-related requirements concerning their products ... logic.ti.com.
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