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Center Bonded Mounts



Featuring: CB-1100 Series CB-1180 Series CBA Series CBA-50 Series STA Series Safetied Tubeform Series



Center Bonded Mounts isolate vibration, control shock and reduce noise due to structure borne vibrations. Available in a full range of rated load capacities and able to withstand shock loads of 10 g’s, these mounts effectively protect equipment and improve operator comfort. They are ideal for automotive, marine, railroad and industrial markets. Center Bonded Mounts provide flexible suspension systems for mobile, transport-mounted or portable equipment. Typical applications include engines, cabs, fuel tanks, pumps, air conditioning units, compressors and industrial machinery. Features and Benefits: • Vibration isolation in all directions. • Noise attenuation. • Easy installation because of one-piece design. • Low-cost installation. • Long service life. • Consistent performance because of permanently bonded design. • Shock protection in all directions provided by cushioned snubbing, no metal-to-metal bottoming. • Standard sizes available from stock. • Space-saving size. • Captive installation after overload failure when recommended bolt, washer and nut are used. • Accommodate English and Metric bolts. Application Engineering Assistance: Frequently, vibration isolation problems require a system engineering analysis. Lord has the computer capability, as well as specialized programs, for analyzing engine/ transmission combinations. The output from this analysis is a mounting proposal which optimizes performance over the complete range of operating speeds. This service is available to you upon request.



Toll Free: 800/458-0456



Fax: 814/864-3452



E-mail: [email protected]



w w w.lordmpd.com
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Center Bonded Mounts CB-1100 Series Specifications and Dimensions: Table 1. Maximum Axial Static Load Rating 1 Part Number



Color Code



Load



Part Dimensions A ± .03



Deflection



B ± .01



C ± .015



lbs



N



in



mm



in



mm



in



mm



in



D



E ± .015



in



mm



mm



in



F ± .02



mm



in



mm



CB-1120-1 CB-1120-3



Blue —



75 125



330 560



.025 .025



.64 .64



1.09 1.09



27.7 27.7



.40 .40



10.2 10.2



.81 .81



20.6 20.6



1.02 1.02



25.9 25.9



.62 .62



15.7 15.7



.22 .22



5.6 5.6



CB-1121-2 CB-1121-4



Yellow —



250 450



1110 2000



.04 .04



1.02 1.02



1.75 1.75



44.5 44.5



.515 .515



13.1 13.1



1.24 1.24



31.5 31.5



1.25 1.25



31.8 31.8



1.00 1.00



25.4 25.4



.41 .41



10.4 10.4



CB-1122-2 CB-1122-4



Yellow —



350 600



1560 2670



.06 .06



1.52 1.52



2.00 2.00



50.8 50.8



.532 .532



13.5 13.5



1.35 1.35



34.3 34.3



1.62 1.62



41.1 41.1



1.31 1.31



33.3 33.3



.53 .53



13.5 13.5



CB-1123-2 CB-1123-5



Yellow —



500 1000



2230 4450



.07 .06



1.78 1.52



2.50 2.50



63.5 63.5



.648 .648



16.5 16.5



1.62 1.62



41.2 41.2



2.00 2.00



50.8 50.8



1.69 1.69



42.9 42.9



.62 .62



15.7 15.7



CB-1124-2 CB-1124-5 CB-1124-13



Yellow Orange —



750 1400 1250



3340 6230 5560



.085 .07 .085



2.16 1.78 2.16



2.98 2.98 2.98



75.7 75.7 75.7



.648 .648 .648



16.5 16.5 16.5



1.98 1.98 1.98



50.3 50.3 50.3



2.22 2.22 2.00



56.4 56.4 50.8



2.00 2.00 1.82



50.8 50.8 46.2



.81 .81 .81



20.6 20.6 20.6



CB-1125-2 CB-1125-4



Yellow —



1400 2100



6230 9350



.13 .12



3.30 3.05



3.74 3.74



95.0 95.0



.803 .803



20.4 20.4



2.23 2.23



56.6 56.6



2.48 2.48



63.0 63.0



2.00 2.00



50.8 50.8



1.00 1.00



25.4 25.4



Mounts and washers only supplied by Lord. For installation instructions, see P. 62.
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CB-1100 Series



These ratings are for general industrial applications. For on-highway use 80% of loads shown. For off-highway use 70% of loads shown.



In applications where the mounts will be immersed in oil, parts made in oil-resistant elastomer are available. Contact Lord Corporation for additional information.



Specifications and Dimensions: Table 2. Required Mating Directions Part Number



H ± .03



ID Min. Dia.



KD Min. Dia.



SD ± .03



Recommended Bolt Information* T ± .03



R ± .015



Grade or Class



Size



Nominal Dynamic — Static Spring Rate Ratio



in



mm



in



mm



in



mm



in



mm



in



mm



in



mm



English



Metric



SAE J429



SAE J1199



CB-1120-1 CB-1120-3



.21 .21



5.3 5.3



1.25 1.25



31.8 31.8



1.12 1.12



28.5 28.5



.75 .75



19.1 19.1



.31 .31



7.9 7.9



.06 .06



1.5 1.5



3/8 3/8



M10 M10



2 2



5.8 5.8



1.08 1.19



CB-1121-2 CB-1121-4



.38 .38



9.7 9.7



2.00 2.00



50.8 50.8



1.50 1.50



38.1 38.1



1.12 1.12



28.4 28.4



.38 .38



9.7 9.7



.06 .06



1.5 1.5



1/2 1/2



M12 M12



2 2



5.8 5.8



1.15 1.22



CB-1122-2 CB-1122-4



.45 .45



11.4 11.4



2.25 2.25



57.2 57.2



2.00 2.00



50.8 50.8



1.25 1.25



31.8 31.8



.62 .62



15.8 15.8



.06 .06



1.5 1.5



1/2 1/2



M12 M12



2 2



5.8 5.8



1.15 1.22



CB-1123-2 CB-1123-5



.56 .56



14.2 14.2



2.88 2.88



73.2 73.2



2.25 2.25



57.2 57.2



1.50 1.50



38.1 38.1



.75 .75



19.1 19.1



.06 .06



1.5 1.5



5/8 5/8



M16 M16



8 8



10.9 10.9



1.15 1.23



CB-1124-2 CB-1124-5 CB-1124-13



.71 .71 .71



18.0 18.0 18.0



3.50 3.50 3.50



88.9 88.9 88.9



2.50 2.50 2.50



63.5 63.5 63.5



1.81 1.81 1.81



46.0 46.0 46.0



.93 .93 .75



23.6 23.6 19.1



.06 .06 .06



1.5 1.5 1.5



5/8 5/8 5/8



M16 M16 M16



8 8 8



10.9 10.9 10.9



1.15 1.23 1.23



CB-1125-2 CB-1125-4



.94 .94



23.9 23.9



4.25 108.0 4.25 108.0



3.00 3.00



76.2 76.2



2.00 2.00



50.8 50.8



.75 .75



19.1 19.1



.12 .12



3.0 3.0



3/4 3/4



M18 M18



8 8



10.9 10.9



1.15 1.22



For installation instructions, see P. 62. * For tightening torque information, see Pp.121 and 122.
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This column of figures can be used to calculate dynamic spring rate for natural frequency based on static values.



Toll Free: 800/458-0456



Fax: 814/864-3452



E-mail: [email protected]



(KDYN = KST x



2



DYN Ratio) STATIC



w w w.lordmpd.com
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Part Dimension



Installation View



Figure 1



Figure 2



CB-1100 Series Washer Part Numbers and Dimensions: Table 3. CB-1100 Series



Head Washer



O.D.



I.D.



Thk.



in



mm



in



mm



in



mm



Tail Washer



O.D.



I.D.



Thk.



in



mm



in



mm



in



mm



CB-1120



J-2049-62



1.25



31.8



.40



10.2



.125



3.2



J-2049-61



1.12



28.4



.40



10.2



.125



3.2



CB-1121



J-2049-64



2.00



50.8



.52



13.2



.125



3.2



J-2049-63



1.50



38.1



.52



13.2



.125



3.2



CB-1122



J-2049-65



2.25



57.2



.52



13.2



.125



3.2



J-2049-64



2.00



50.8



.52



13.2



.125



3.2



CB-1123



J-2049-68



2.88



73.2



.66



16.8



.125



3.2



J-2049-66



2.25



57.2



.64



16.3



.125



3.2



CB-1124



J-2049-70



3.50



88.9



.64



16.3



.190



4.8



J-2049-67



2.50



63.5



.64



16.3



.125



3.2



CB-1125



J-2049-71



4.25



108.0



.80



20.3



.190



4.8



J-2049-69



3.00



76.2



.80



20.4



.190



4.8



Toll Free: 800/458-0456



Fax: 814/864-3452



E-mail: [email protected]
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Center Bonded Mounts CB-1180 Series Specifications: Table 1. Maximum Axial Static Load Rating 1 Part Number



CB-1180-1 CB-1180-2 1



Load



Part Dimensions A



Deflection



lbs



N



400 700



1780 3115



in



mm



.135 .156



3.4 3.9



B



C



D



in



mm



in



mm



in



mm



in



2.50 2.50



63.1 63.1



.64 .64



16.3 16.3



1.87 1.87



47.8 47.8



3.20 3.20



These ratings are for general industrial applications. For on-highway use 80% of loads shown. For off-highway use 70% of loads shown.



E mm 81.3 81.3



F



in



mm



in



mm



2.12 2.12



53.8 53.8



1.01 1.01



25.7 25.7



For installation instructions, see P. 62.



CB-1180 Series Specifications: Table 2. Part Dimensions Part Number



CB-1180-1 CB-1180-2



H



Recommended Bolt Information*



S D ± .03



I



in



mm



in



mm



in



.87 .87



22.1 22.1



1.625 1.625



41.3 41.3



1.50 1.50



mm 38.1 38.1



R



Size



T



in



mm



in



.075 .075



1.9 1.9



.75 .75



mm 19.1 19.1



Grade or Class



English Metric SAE J429 SAE J1199 5/8 5/8



M16 M16



8 8



10.9 10.9



* For tightening torque information, see Pp.121 and 122.



Toll Free: 800/458-0456



Fax: 814/864-3452



E-mail: [email protected]
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Part Dimension



Installation View (Shown under no load)



Figure 1



Figure 2



SUPPORTED MEMBER



SUPPORTING MEMBER



CB-1180 Series Washer Part Numbers and Dimensions: Table 3. Part Number



Head Washer



CB-1180-1 CB-1180-2



O.D.



I.D.



Thk.



in



mm



in



mm



in



mm



J-2049-68



2.88



73.2



.66



16.8



.125



3.2



J-2049-68



2.88



73.2



.66



16.8



.125



3.2



Tail Washer



O.D.



I.D.



Thk.



in



mm



in



mm



in



mm



J-2049-70



3.50



88.9



.64



16.3



.19



4.8



J-2049-70



3.50



88.9



.64



16.3



.19



4.8



Mounts and washers only supplied by Lord.



Toll Free: 800/458-0456



Fax: 814/864-3452



E-mail: [email protected]
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Center Bonded Mounts CBA Series



Specifications and Dimensions: Table 1. Max. Axial Static Load Rating at Deflection 1 Part Number



Color Code



See Fig.



lbs at in



Part Dimensions B



A ± .015



N at mm



C ± .015



D ± .02



E ± .015



F ± .02



in



mm



in



mm



in



mm



in



mm



in



mm



in



mm



CBA12-100 CBA12-200



1 1



— Orange



100 at .09 200 at .09



445 at 2.3 890 at 2.3



1.25 1.25



31.8 31.8



.410 .410



10.4 10.4



.95 .95



24.1 24.1



1.44 1.44



36.6 36.6



1.07 1.07



27.2 27.2



.550 .550



14.0 14.0



CBA20-300 CBA20-300-1 CBA20-400 CBA20-400-1



1 2 1 2



— — Orange Yellow



300 at .09 300 at .09 400 at .10 400 at .10



1334 at 2.3 1334 at 2.3 1779 at 2.5 1779 at 2.5



2.00 2.00 2.00 2.00



50.8 50.8 50.8 50.8



.540 .545 .540 .545



13.5 13.5 13.5 13.5



1.38 1.38 1.38 1.38



35.1 35.1 35.1 35.1



2.00 2.00 2.00 2.00



50.8 50.8 50.8 50.8



1.45 1.45 1.45 1.45



36.8 36.8 36.8 36.8



.750 .750 .750 .750



19.1 19.1 19.1 19.1



CBA24-500 CBA24-500-1 CBA24-650 CBA24-650-1



1 2 1 2



— — Orange Yellow



500 at .09 500 at .09 650 at .10 650 at .10



2224 at 2.3 2224 at 2.3 2891 at 2.5 2891 at 2.5



2.35 2.35 2.35 2.35



59.7 59.7 59.7 59.7



.657 .655 .657 .655



16.5 16.3 16.5 16.3



1.50 1.50 1.50 1.50



38.1 38.1 38.1 38.1



2.11 2.11 2.11 2.11



53.6 53.6 53.6 53.6



1.50 1.50 1.50 1.50



38.1 38.1 38.1 38.1



.690 .690 .690 .690



17.5 17.5 17.5 17.5



CBA28-800 CBA28-800-1 CBA28-1050 CBA28-1050-1



1 2 1 2



— — Orange Yellow



800 at .10 800 at .10 1050 at .10 1050 at .10



3559 at 2.5 3559 at 2.5 4671 at 2.5 4671 at 2.5



2.80 2.80 2.80 2.80



71.1 71.1 71.1 71.1



.810 .785 .810 .785



20.3 19.6 20.3 19.6



1.62 1.62 1.62 1.62



41.1 41.1 41.1 41.1



2.38 2.38 2.38 2.38



60.5 60.5 60.5 60.5



1.63 1.63 1.63 1.63



41.4 41.4 41.4 41.4



.690 .690 .690 .690



17.5 17.5 17.5 17.5



CBA33-1200 CBA33-1200-1 CBA33-1600 CBA33-1600-1



1 2 1 2



— — Orange Yellow



1200 at .11 1200 at .11 1600 at .12 1600 at .12



5338 at 2.8 5338 at 2.8 7117 at 3.0 7117 at 3.0



3.30 3.30 3.30 3.30



83.8 83.8 83.8 83.8



.810 .785 .810 .785



20.3 19.6 20.3 19.6



1.62 1.62 1.62 1.62



41.1 41.1 41.1 41.1



2.50 2.50 2.50 2.50



63.5 63.5 63.5 63.5



1.94 1.94 1.94 1.94



49.3 49.3 49.3 49.3



.880 .880 .880 .880



22.4 22.4 22.4 22.4



Mounts and washers supplied by Lord.
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CBA Series



These ratings are for general industrial applications. For on-highway use 80% of loads shown. For off-highway use 70% of loads shown.



Specifications and Dimensions: Table 2. Installation Dimensions Part Number



2



H



I



K



S D ± .03



L



in



mm



in



mm



in



mm



CBA12-100 CBA12-200



.51 .51



13.0 13.0



1.50 1.50



38.1 38.1



1.50 1.50



38.1 38.1



— —



— —



.895 .895



CBA20-300 CBA20-300-1 CBA20-400 CBA20-400-1



.69 .69 .69 .69



17.5 17.5 17.5 17.5



2.38 2.38 2.38 2.38



60.5 60.5 60.5 60.5



2.25 2.25 2.25 2.25



57.2 57.2 57.2 57.2



— 1.38 — 1.38



— 35.1 — 35.1



CBA24-500 CBA24-500-1 CBA24-650 CBA24-650-1



.62 .62 .62 .62



15.7 15.7 15.7 15.7



2.75 2.75 2.75 2.75



69.9 69.9 69.9 69.9



2.50 2.50 2.50 2.50



63.5 63.5 63.5 63.5



— 1.62 — 1.62



CBA28-800 CBA28-800-1 CBA28-1050 CBA28-1050-1



.63 .63 .63 .63



16.0 16.0 16.0 16.0



3.25 3.25 3.25 3.25



82.6 82.6 82.6 82.6



3.00 3.00 3.00 3.00



76.2 76.2 76.2 76.2



CBA33-1200 CBA33-1200-1 CBA33-1600 CBA33-1600-1



.81 .81 .81 .81



20.6 20.6 20.6 20.6



3.88 3.88 3.88 3.88



98.6 98.6 98.6 98.6



3.00 3.00 3.00 3.00



76.2 76.2 76.2 76.2



LCS = Low Carbon Steel HSS = High Strength Steel



in



mm



in



mm



Metal Parts



R



T



± .015



± .03



2



in



mm



in



mm



22.7 22.7



.06 .06



1.5 1.5



.38 .38



9.70 9.70



LCS LCS



1.25 1.25 1.25 1.25



31.8 31.8 31.8 31.8



.06 .06 .06 .06



1.5 1.5 1.5 1.5



.50 .50 .50 .50



12.7 12.7 12.7 12.7



LCS HSS LCS HSS



— 41.1 — 41.1



1.38 1.38 1.38 1.38



35.1 35.1 35.1 35.1



.06 .06 .06 .06



1.5 1.5 1.5 1.5



.62 .62 .62 .62



15.7 15.7 15.7 15.7



LCS HSS LCS HSS



— 1.62 — 1.62



— 41.1 — 41.1



1.50 1.50 1.50 1.50



38.1 38.1 38.1 38.1



.06 .06 .06 .06



1.5 1.5 1.5 1.5



.75 .75 .75 .75



19.1 19.1 19.1 19.1



LCS HSS LCS HSS



— 1.62 — 1.62



— 41.1 — 41.1



1.50 1.50 1.50 1.50



38.1 38.1 38.1 38.1



.06 .06 .06 .06



1.5 1.5 1.5 1.5



.88 .88 .88 .88



22.4 22.4 22.4 22.4



LCS HSS LCS HSS



For installation instructions, see P. 62.



Toll Free: 800/458-0456



Fax: 814/864-3452



E-mail: [email protected]
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CBA Series Standard Series (Uninstalled)



Specifications and Dimensions: Table 3. Nominal Dynamic — Static Spring Rate Ratio



Recommended Bolt Information* Part Number



Size



Grade or Class



English



Metric



SAE J429



SAE J1199



CBA12-100 CBA12-200



3/8 3/8



M10 M10



2 2



5.8 5.8



1.08 1.22



CBA20-300 CBA20-300-1 CBA20-400 CBA20-400-1



1/2 1/2 1/2 1/2



M12 M12 M12 M12



2 8 2 8



5.8 10.9 5.8 10.9



1.15 1.15 1.19 1.19



CBA24-500 CBA24-500-1 CBA24-650 CBA24-650-1



5/8 5/8 5/8 5/8



M16 M16 M16 M16



2 8 2 8



5.8 10.9 5.8 10.9



1.15 1.15 1.19 1.19



CBA28-800 CBA28-800-1 CBA28-1050 CBA28-1050-1



3/4 3/4 3/4 3/4



M18 M18 M18 M18



2 8 2 8



5.8 10.9 5.8 10.9



1.15 1.15 1.19 1.19



CBA33-1200 CBA33-1200-1 CBA33-1600 CBA33-1600-1



3/4 3/4 3/4 3/4



M18 M18 M18 M18



2 8 2 8



5.8 10.9 5.8 10.9



1.15 1.15 1.19 1.19



Figure 1



3



* For tightening torque information, see Pp.121 and 122. 3



This column of figures can be used to calculate dynamic spring rate or natural frequency based on static values. (KDYN = KST x



DYN Ratio) STATIC



High Bolt Torque Series (-1 Parts, uninstalled, flanged inner member)



Installation View (Shown under no load)



Figure 2



Figure 3



CBA Series Washer Part Numbers and Dimensions: Table 4. CBA Series CBA12 CBA20 CBA24 CBA28 CBA33



Head Washer J-2049-58 J-2049-52 J-2049-53 J-2049-54 J-2049-55†



O.D.



I.D.



Thk.



in



mm



in



mm



in



mm



1.50 2.38 2.75 3.25 3.88



38.1 60.5 69.9 82.6 98.6



.42 .53 .64 .80 .80



10.7 13.5 16.3 20.3 20.3



.120 .125 .125 .188 .188



3.0 3.2 3.2 4.8 4.8



Tail Washer J-2049-58 J-2049-65 J-2049-67 J-2049-69 J-2049-69



O.D.



I.D.



Thk.



in



mm



in



mm



in



mm



1.50 2.25 2.50 3.00 3.00



38.1 57.2 63.5 76.2 76.2



.42 .52 .64 .80 .80



10.7 13.2 16.3 20.3 20.3



.120 .125 .125 .188 .188



3.0 3.2 3.2 4.8 4.8



† Non-Stock Item, please contact Lord Corporation for availability.



Washers must be ordered separately.



Toll Free: 800/458-0456



Fax: 814/864-3452
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Center Bonded Mounts CBA-50 Series Specifications and Dimensions: Table 1.



Part Number



Max. Axial Static Load Rating at Deflection 2



Part Dimensions



Typical Spring Rates Axial



1 1



Metal Bracket Part Number 3



Radial



lbs at in



N at mm



CBA12-100-50



100 at .09



445 at 2.3



1110



194 1300



228



Y-30266-5-1



CBA12-200-50



200 at .09



890 at 2.3



2220



389 3000



525



CBA20-300-50



300 at .12



1334 at 3.0



2500



438 3500



CBA20-400-50



400 at .12



1780 at 3.0



3300



CBA24-500-50



500 at .12



2224 at 3.0



CBA24-650-50



650 at .12



2891 at 3.0



A



lbs/in N/mm lbs/in N/mm



Dia. Min.



mm



in



mm



2.38



60.5



.44



11.2



Y-30266-5-1



2.38



60.5



.44



613



Y-30266-4-1



3.75



95.2



578 4300



753



Y-30266-4-1



3.75



4200



736 5300



927



Y-30266-3-1



5400



945 7500 1313



Y-30266-3-1



All metal parts are made of low carbon steel.



1 2



in



C



B



in



mm



in



.404 10.3



.412



10.5



1.75 44.5



11.2



.404 10.3



.412



10.5



1.75 44.5



.50



12.7



.404 10.3



.412



10.5



2.25 57.2



95.2



.50



12.7



.404 10.3



.412



10.5



2.25 57.2



4.25



108.0



.50



12.7



.404 10.3



.412



10.5



2.50 63.5



4.25



108.0



.50



12.7



.404 10.3



.412



10.5



2.50 63.5



Mount and washer only furnished by Lord. These ratings are for general industrial applications. For on-highway use 80% of loads shown. For off-highway use 70% of loads shown.



3



in



D



Dia. Max.



mm



mm



If you require a high bolt torque series or any other special part, use metal bracket part number and the CBA part number found on page 54 or contact the application department for assistance.



CBA-50 Series Specifications and Dimensions: Table 2. Part Dimensions



Part Number



E 1



I.D. Min. I.D. Max. in



4



mm in



mm



F



O.D. in mm in



G mm in



H



mm in



I



mm in



J mm in



M Min. 4



K mm in



mm in



N



mm in



T



SD



± .03 mm in



Min. 5



mm in



Max. 6



mm in



mm



CBA12-100-50 .397 10.1



.410 10.4



.50 12.7



2.25 57.2



.61 15.5



.06



1.5



1.25



31.8 1.07 27.2 1.25



31.8 1.50 38.1



.57



14.5 1.38 35.1



.19



4.8



.25



6.40



CBA12-200-50 .397 10.1



.410 10.4



.50 12.7



2.25 57.2



.61 15.5



.06



1.5



1.25



31.8 1.07 27.2 1.25



31.8 1.50 38.1



.57



14.5 1.38 35.1



.19



4.8



.25



6.40



CBA20-300-50 .525 13.3



.540 13.7



.75 19.0



3.00 76.2



.85 21.6



.10



2.5



2.00



50.8 1.45 36.8 1.92



48.8 2.38 60.5



.79



20.1 2.00 50.8



.25



6.4



.38



9.70



CBA20-400-50 .525 13.3



.540 13.7



.75 19.0



3.00 76.2



.85 21.6



.10



2.5



2.00



50.8 1.45 36.8 1.92



48.8 2.38 60.5



.79



20.1 2.00 50.8



.25



6.4



.38



9.70



CBA24-500-50 .639 16.2



.657 16.7



.88 22.3



3.50 88.9



.82 20.8



.13



3.3



2.35



59.7 1.50 38.1 2.19



55.6 2.75 69.9



.76



19.3 2.25 57.2



.38



9.7



.50



12.7



CBA24-650-50 .639 16.2



.657 16.7



.88 22.3



3.50 88.9



.82 20.8



.13



3.3



2.35



59.7 1.50 38.1 2.19



55.6 2.75 69.9



.76



19.3 2.25 57.2



.38



9.7



.50



12.7



Bracket must provide support in excess of M Dia. Min., otherwise a washer is required. Washer must be ordered separately.



5 6



Minimum supporting member thickness for high rebound load capacities. Maximum supporting member thickness for all applications.



Toll Free: 800/458-0456



Fax: 814/864-3452



E-mail: [email protected]



w w w.lordmpd.com
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Part Dimension



Installation View (Shown under no load)



Figure 1



Figure 2



T



CBA-50 Series Washer Part Numbers and Dimensions: Table 3. CBA-50 Series



O.D.



I.D.



Thk.



Washer Part Number



in



mm



in



mm



in



mm



CBA12



J-2049-58



1.50



38.1



.42



10.7



.120



3.0



CBA20



J-2049-52



2.38



60.5



.53



13.5



.125



3.2



CBA24



J-2049-53



2.75



69.9



.64



16.3



.125



3.2



Toll Free: 800/458-0456



Fax: 814/864-3452



E-mail: [email protected]



w w w.lordmpd.com
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Center Bonded Mounts STA Series Specifications and Dimensions: Table 1.



Part Number



Max. Axial Static Load Rating 2



1



lbs



N



lbs/in



Part Dimensions



Radial Static Spring Rate



Axial Static Spring Rate N/mm



lbs/in



A



N/mm



in



B in



mm



C mm



in



D mm



in



E in



mm



mm



STA30-200-1



200



890



2800



490



3,000



525



3.12



79.4



3.00



76.2



.770



19.6



1.25



31.8



.81



20.6



STA30-300-1



300



1330



3700



645



4,500



788



3.12



79.4



3.00



76.2



.770



19.6



1.25



31.8



.81



20.6



STA30-400-1



400



1780



5000



870



8,000



1,401



3.12



79.4



3.00



76.2



.770



19.6



1.25



31.8



.81



20.6



STA36-500-1



500



2220



4300



750



12,500



2,189



3.75



95.3



3.62



92.0



1.020



25.9



1.50



38.1



1.05



26.7



STA36-600-1



600



2670



6100



1060



15,000



2,627



3.75



95.3



3.62



92.0



1.020



25.9



1.50



38.1



1.05



26.7



STA36-700-1



700



3110



7000



1220



20,000



3,503



3.75



95.3



3.62



92.0



1.020



25.9



1.50



38.1



1.05



26.7



Part Dimensions Part Number



F



G



H



J



K



in



mm



in



mm



in



mm



in



mm



in



STA30-200-1



.63



16.0



1.56



39.6



2.25



57.2



2.34



59.4



2.345



STA30-300-1



.63



16.0



1.56



39.6



2.25



57.2



2.34



59.4



2.345



STA30-400-1



.63



16.0



1.56



39.6



2.25



57.2



2.34



59.4



STA36-500-1



.72



18.3



2.03



51.6



2.80



71.1



2.47



STA36-600-1



.72



18.3



2.03



51.6



2.80



71.1



2.47



STA36-700-1



.72



18.3



2.03



51.6



2.80



71.1



2.47



1



SD



L



R



± .03



T



in



mm



in



mm



in



mm



in



mm



59.4



.69



17.3



2.380



60.5



3.25



82.6



.62



15.7



59.4



.69



17.3



2.380



60.5



3.25



82.6



.62



15.7



2.345



59.4



.69



17.3



2.380



60.5



3.25



82.6



.62



15.7



62.7



2.470



62.70



.96



24.4



2.500



63.5



4.00



101.6



.75



19.1



62.7



2.470



62.70



.96



24.4



2.500



63.5



4.00



101.6



.75



19.1



62.7



2.470



62.70



.96



24.4



2.500



63.5



4.00



101.6



.75



19.1



mm



Tolerances : .xx = ± .03 in. (± .762 mm) .xxx = ± .015 in. (± .381 mm)



Mount assembly only furnished by Lord Corporation.



Recommended Bolt Information* Part Number



Size English



Metric



SAE J429



SAE J1199



STA30-200-1



3/4



M18



8



10.9



J-2049-54



STA30-300-1



3/4



M18



8



10.9



J-2049-54



STA30-400-1



3/4



M18



8



10.9



J-2049-54



STA36-500-1



1



M24



8



10.9



J-2049-76



STA36-600-1



1



M24



8



10.9



J-2049-76



STA36-700-1



1



M24



8



10.9



J-2049-76



* For tightening torque information, see Pp.121 and 122. 2



Rebound Washer Part Number



Grade or Class



Ratings are the same for on-highway, off-highway and general industrial use. Material and Finish: Mounting: Natural rubber, non oil-resistant, low carbon steel, corrosion resistant coated.



Rebound Washer: Steel, zinc plated Mounts are designed to be loaded in the axial direction only. If bracket provides support equal to top rebound washer, Diameter A top rebound washer is not required.



Toll Free: 800/458-0456



Fax: 814/864-3452



Bottom rebound washer is required for all installations; see tabulation for part number.



E-mail: [email protected]



w w w.lordmpd.com
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STA30-200-1 to STA30-400-1



Installation View (Shown Under No Load)



Part Dimensions



STA36-500-1 to STA36-700-1



Part Dimensions



Toll Free: 800/458-0456



Installation View (Shown Under No Load)



Fax: 814/864-3452



E-mail: [email protected]



w w w.lordmpd.com
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Center Bonded Mounts Safetied Tube Form Series Specifications and Dimensions: Table 1. Axial Static Load Part Number



Color Code



Elastomer 1



2



Radial Static Load



Nominal



Maximum



lbs



lbs



N



Nominal



N



lbs



Maximum



N



lbs



N



J-20595-1†



NR



R



320



1423



480



2135



160



712



320



1423



J-20595-2†



NR



Y



380



1690



570



2535



190



845



380



1690



J-20595-3†



NR



G



460



2046



690



3069



230



1023



460



2046



J-20595-4†



NR



B



560



2490



840



3736



280



1245



560



2490



J-20595-5†



NR



P



680



3025



1020



4537



340



1512



680



3025



J-20595-11†



OR



R&W



320



1423



480



2135



160



712



320



1423



J-20595-12†



OR



Y&W



380



1690



570



2535



190



845



380



1690



J-20595-13†



OR



G&W



460



2046



690



3069



230



1023



460



2046



J-20595-14†



OR



B&W



560



2490



840



3736



280



1245



560



2490



J-20595-15†



OR



P&W



680



3025



1020



4537



340



1512



680



3025



J-18748-21†



NR



R



460



2046



690



3069



230



1023



460



2046



J-18748-22†



NR



Y



560



2490



840



3736



280



1245



560



2490



J-18748-23†



NR



G



680



3025



1020



4537



340



1512



680



3025



J-18748-24†



NR



B



830



3692



1245



5538



415



1846



830



3692



J-18748-25†



NR



P



1000



4448



1500



6672



500



2224



1000



4448



J-18748-26†



OR



R&W



460



2046



690



3069



230



1023



460



2046



J-18748-27



OR



Y&W



560



2490



840



3736



280



1245



560



2490



J-18748-28



OR



G&W



680



3025



1020



4537



340



1512



680



3025



J-18748-29



OR



B&W



830



3692



1245



5538



415



1846



830



3692



J-18748-30



OR



P&W



1000



4448



1500



6672



500



2224



1000



4448



J-18787-11†



NR



R



830



3692



1245



5538



415



1846



830



3692



J-18787-12†



NR



Y



1000



4448



1500



6672



500



2224



1000



4448



J-18787-13†



NR



G



1210



5382



1815



8073



605



2691



1210



5382



J-18787-14†



NR



B



1470



6539



2205



9808



735



3269



1470



6539



J-18787-15†



NR



P



1780



7918



2700 12,010



890



3959



1780



7918



J-18787-16



OR



R&W



830



3692



1245



5538



415



1846



830



3692



J-18787-17†



OR



Y&W



1000



4448



1500



6672



500



2224



1000



4448



J-18787-18



OR



G&W



1210



5382



1815



8073



605



2691



1210



5382



J-18787-19†



OR



B&W



1470



6539



2205



9808



735



3269



1470



6539



J-18787-20†



OR



P&W



1780



7918



2700 12,010



890



3959



1780



7918



Mounts and washers only supplied by Lord Corporation.



1



† Non-Stock Item, please contact Lord Corporation for availability.



Axial Static Deflection at Nominal Load



NR = Natural Rubber OR = Oil Resistant, Neoprene



2



in



mm



.10



2.5



.10



Part Dimensions A in



mm



5.25 133.4



4.25



108.0



2.5



5.25 133.4



4.25



108.0



.10



2.5



6.25 158.8



5.00



127.0



.10



2.5



6.25 158.8



5.00



127.0



.10



2.5



7.50 190.5



6.00



152.4



.10



2.5



7.50 190.5



6.00



152.4



Color Codes: R = Y= G= B= P=



Red Yellow Green Blue Purple



in



B mm



R&W = Y&W = G&W= B&W = P&W =



Red & White Yellow & White Green & White Blue & White Purple & White



Recommended Washer Dimensions: Table 2. Part Dimensions Series Number



O.D. in



J-20595 J-18748 J-18787



2.25 2.50 3.25



Thk.



I.D.



mm 57.2 63.5 82.6



in



mm



in



mm



.64 .760 1.01



16.3 19.3 25.7



.125 .188 .250



3.2 4.8 6.4



Mounts and washers only supplied by Lord Corporation.



Toll Free: 800/458-0456



Fax: 814/864-3452



E-mail: [email protected]



w w w.lordmpd.com
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Specifications and Dimensions: Table 3. Recommended Bolt Information*



Part Dimensions C in



D mm



in



E mm



in



F mm



in



G mm



in



H mm



in



I mm



in



SD mm



in



mm



T in



Grade or Class



Size mm English Metric



SAE J429



SAE J1199



.687 17.4



.406 10.3 2.75



69.9 2.25



57.2 1.18 30.0 .125



3.2



2.25 57.2



2.62 66.5



.69 17.5



5/8



M16



8



10.9



.687 17.4



.406 10.3 2.75



69.9 2.25



57.2 1.18 30.0 .125



3.2



2.25 57.2



2.62 66.5



.69 17.5



5/8



M16



8



10.9



.778 19.8



.531 13.5 3.38



85.9 3.00



76.2 1.38 35.1 .190



4.8



2.50 63.6



2.88 73.2 1.25 31.8



3/4



M18



8



10.9



.778 19.8



.531 13.5 3.38



85.9 3.00



76.2 1.38 35.1 .190



4.8



2.50 63.6



2.88 73.2 1.25 31.8



3/4



M18



8



10.9



1.065 27.1



.656 16.7 4.38 111.3 4.00 101.6 1.50 38.1 .250



6.4



3.30 83.8



3.75 95.3 2.00 50.8



1



M24



8



10.9



1.065 27.1



.656 16.7 4.38 111.3 4.00 101.6 1.50 38.1 .250



6.4



3.30 83.8



3.75 95.3 2.00 50.8



1



M24



8



10.9



* For tightening torque information, see Pp.121 and 122.



Installation View (Shown under no load)



Part Dimensions



Figure 1



Figure 2



Toll Free: 800/458-0456



Fax: 814/864-3452



E-mail: [email protected]
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Center Bonded Mounts Installation Guide Specifications



Installation



Materials: The elastomers are high quality natural rubber which meet Lord specifications (available upon request).



Installation is simple, consisting of four steps:



The elastomer-to-metal bonds are stronger than the elastomer. Environmental: For applications in severe oil environments, contact Lord Corporation. Based on extensive experience, center bonded mounts have been designed to operate in normal fluid, temperature and other environmental conditions such as found in the engine compartment of on- and off-highway applications. Testing/Quality Control: Drawings of each part specify the load deflection tests which are performed to assure consistency of spring rate characteristics. Testing/Performance: Extensive laboratory fatigue testing has been performed under simulated service conditions.



Toll Free: 800/458-0456



1. Both mount and socket should be lightly lubricated with rubber lubricant or water. A special rubber lubricant, P-80 Emulsion, is available from International Products Corporation, P.O. Box 70, Burlington, NJ 08016-0070, Phone: (609) 386-8770, FAX: (609) 386-8438. 2. Insert part in socket and rotate part by hand while applying axial force until partially positioned. Insert assembly driver in the metal inner member of the mount. Care should be taken that the driving device does not overhang the outside diameter of the inner member in order to prevent damage to the elastomer. 3. Apply pressure to the driving device to seat the mount in its socket. 4. Assemble the other elements of the support, insert the mount bolt and tighten to the required torque. When the nut is tightened against the snubbing washer, the rebound shoulder is formed automatically. The resulting precompression assures optimum performance.



Fax: 814/864-3452



E-mail: [email protected]
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Center Bonded Mounts 

Toll Free: 800/458-0456 Fax: 814/864-3452 E-mail: [email protected] www.lordmpd.com. Center Bonded Mounts. Center Bonded Mounts isolate vibration, ...
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Center Bonded Mounts 

Ð¥ Space-saving size. Ð¥ Captive .... For on-highway use 80% of loads shown. ... .80. 20.4 .190. 4.8. O.D.. I.D.. Thk. Installation View. Figure 2. Part Dimension.
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Two-Piece Mounts 

Ð¥ Sized for English and Metric bolts. Ð¥ Long dependable service life. Ð¥ Economical. Two-Piece Mounts. Featuring: CBB and CBC Series. SSB Series. CB-2200 ...
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Flex-BoltÂ® Sandwich Mounts 

J-11729-195. 3. OR. Ð§. Ð§. Ð§. Ð§. 250. 1112. 1820. 319. 1.5. 38.1. Ð§. Ð§. Small Sandwich Mounts Ð§Ð°Standard UNC Threads. Specifications and Dimensions: Table ...
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Flex-BoltÂ® Sandwich Mounts 

SAE J429. * For tightening torque information, see Pp 121 and 122. ..... 617. 3.12. 79.2. 1.25. 31.58. J-5425-27. 2. NR. 236. 1050. 650. 114. 1540. 6850. 2750.
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Two-Piece Mounts 

These mounts are designed to support engines, cabs and accessory units, accommodate frame racking and twisting while isolating vibration and absorbing ...
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Decapsulation of Silver-Alloy-Wire-Bonded Devices 

Ag. 90%. Au. 10%. â€¢ Lower percentage of Ag. â€¢ All wires oxidized, but none broken. â€¢ Cracks on the ball. â€¢ Passivation damaged. 4. Laser + plasma 50W.
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The Care of LORD Mounts 

Visually inspect all bonded steel parts for cracks and excessive nicks, scratches,. 3. Inspect all nut locking wires for looseness and tighten as necessary. 4.
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ARKER CENTER 

I am especially indebted to David Hsieh for his generous econometric advice and the use of his estimation subroutines .... conclusion of an internal investigation.
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Center Armrest 

BASE. INNER BOX. Installation is the reverse of the removal procedure. REAR TOP. PAD. REAR COVER. FRONT TOP. PAD. FRONT COVER. CUP HOLDER.
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2000 buick lesabre motor mounts dbid 4equq 
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Role of bonded fibre-reinforced composites in strengthening of 

Strengthening of reinforced concrete structures plates may be manufactured in smaller quantities from pre-impregnated fibre mats. â€¢ Bonded plates: the ...
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Leveling your Entertainment Center 

Como la unidad fue inclinada recomendamos esperar unas 24 horas antes de enchufarla. Downloaded from www.Manualslib.com manuals search engine ...
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Micro Data Center - UserManual.wiki 

Porte avant en verre et porte arriÃ¨re en acier. Verrou de porte multipoint. Panneaux avec Ã©paisseur d'acier jusqu'Ã  2 mm. BoÃ®tier de classe IP54. Port cÃ¢ble par le dessous. ExpÃ©diÃ© assemblÃ©. Garantie de trois ans. SpÃ©cifications: GÃ©nÃ©ral. 










 


[image: alt]





840171300 Opening Center - HamiltonBeach.com 

Pour utiliser un appareil électroménager, vous devez toujours prendre des mesures élémentaires de sécurité pour réduire le risque d'incendie, d'électrocution ...
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Plaza Tennis Center 

15 avr. 2016 - Christoffer Greve (ILS) 7-6 (7-5), 6-3. 5. Vinh Pham (UMKC) def. Andreas Boers (ILS) 6-4, 7-5. 6. Dylan Steffens (ILS) def. Marc Santamaria ...
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Breville Customer Service Center 

Email: Customer Service: ...... 1-866-BREVILLE (1-866-273-8455). Email: USA: [email protected]. CANADA: .... C. Pichet à lait résistant au lave-vaisselle.
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Jorvik Viking Center 

The Clifford's Tower. âœ“ The impressive city walls which date back to Roman times. âœ“ The Jorvik Viking Centre. Vocabulary section. Verbs: excavate, dig, find, ...
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u-center - APRS facile 

Products, names, logos ... time performance visualization of u-blox GNSS receiver products. u-center ... Structured and graphical data visualization in realtime:.
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Liasse fiscale ACCASTILLAGE CENTER 

Renvois : (1) Dont droit au bail : NÃ©ant *. CR. NÂ° 2050- SD. â€“ (SDNC-DGFiP) - Octobre 2017. â‘ . ACCASTILLAGE CENTER. 5 0 2 8 6 4 3 7 4. 50690 Martinvast.
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career information center pdf 

Datasette Group Code Recording Commodore Reu Amiga A570 Lt Kerna, Ceres Solution, and much more associated with it. [Download here Ebook PDF] ...
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HÃ©bergement (data center) 

13 nov. 2017 - ... saisir les opportunitÃ©s. Intervention de M. Pierre-Alain Gapany de Fri Up. â€¢ DurÃ©e. â€¢ 1 annÃ©e. â€¢ MÃ©thodologie. â€¢ Segmentation de l'entreprise en secteurs d'activitÃ© stratÃ©giques. â€¢ Identification des besoins en ress










 


[image: alt]





kahnawake education center 

Professional Services Contract; 5 days per week or 2-3 days per week. 7 hours per day for the 2019-2020 school year/. Orthophoniste pour école primaire et ...










 


[image: alt]





yemen al khair center 

Âª Âª. YEMEN AL KHAIR CENTER. FOR LANGUAGES & COMPUTERS. [email protected]. [email protected]. Ù‡. : Ù£Ù£Ù¦Ù£Ù§Ù£. /Ù Ù¥.










 














×
Report Center Bonded Mounts





Your name




Email




Reason
-Select Reason-
Pornographic
Defamatory
Illegal/Unlawful
Spam
Other Terms Of Service Violation
File a copyright complaint





Description















Close
Save changes















×
Signe






Email




Mot de passe







 Se souvenir de moi

Vous avez oublié votre mot de passe?




Signe




 Connexion avec Facebook












 

Information

	A propos de nous
	Règles de confidentialité
	TERMES ET CONDITIONS
	AIDE
	DROIT D'AUTEUR
	CONTACT
	Cookie Policy





Droit d'auteur © 2024 P.PDFHALL.COM. Tous droits réservés.








MON COMPTE



	
Ajouter le document

	
de gestion des documents

	
Ajouter le document

	
Signe









BULLETIN



















Follow us

	

Facebook


	

Twitter



















Our partners will collect data and use cookies for ad personalization and measurement. Learn how we and our ad partner Google, collect and use data. Agree & Close



