













Menu





	 maison
	 Ajouter le document
	 Signe
	 Créer un compte







































cible a double sphere a prisme cds40

7 mars 2014 - ouvrages d'arts existants pour dÃ©tecter d'Ã©ventuels dÃ©sordres ou dÃ©rives de l'ouvrage. Le montage des rÃ©flecteurs dans des sphÃ¨res confÃ¨re ... 
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Accessoires de mesures géodésiques



CIBLE A DOUBLE SPHERE A PRISME CDS40 Réflecteur pour Mesures Optiques



PRINCIPE La cible à double prisme orientable CDS40 est conçue pour permettre la visée d’un même point à partir de 2 ou plusieurs stations. Le point visé depuis les deux stations est unique, seule une différence altimétrique de 100mm sépare les deux prismes, pour se faire la platine support est horizontalisée à la pose. La cible CDS40 est principalement utilisée pour les applications en auscultations topométriques telles que les mesures optiques de convergences ou le suivi 3D de faibles mouvements, elle est souvent installée, dans les zones à surveiller, sur les bâtiments et ouvrages d’arts existants pour détecter d'éventuels désordres ou dérives de l’ouvrage. Le montage des réflecteurs dans des sphères confère au système une très grande faculté d’orientation. Une fois orientée les sphères sont immobilisées par blocage. Les sphères sont équipées de prismes de « haute qualité » qui sont immobilisés dans des tubes rendus étanches. Chaque prisme est étalonné.



APPLICATIONS



• Convergence en tunnel • Surveillance de stabilité d’ouvrages lors de travaux à proximité • Suivi d’ouvrages d’art, barrages sur du long terme • Remplacement des cocardes en lave émaillée



AVANTAGES • • • • • • •



Permet d’ajouter les mesures de distances à celles des angles Orientation multidirectionnelle quel que soit l’orientation de la paroi support Matériel non corrodable et étanche (aluminium anodisé et inox) Prismes interchangeables sans perte de précision Permet l’accrochage ATR de haute précision sans ambigüité entre prismes Une seule vis de fixation Protection contre les déjections d’oiseaux



CARACTERISTIQUES Techniques



Accessoires



• Reproductibilité des mesures ± 0.2mm dans une plage • Casquette de protection contre les chutes de pierres d’orientation de ± 20gr pour chacun des prismes • Equerre inox de fixation de longueur variable • Diamètre des prismes : 25.4mm (mesures jusqu’à 1000 m au TDA 5005 ou TS30) • Constante d’addition pour tachéomètre Leica +18.6mm



Sous réserve de modifications techniques



mis à jour : 07/03/14 GEODESIA SARL – 42, Avenue Max Dormoy – 94 500 Champigny sur Marne – France



[email protected] – Tel : 06 71 62 76 93 – Fax 01 79 72 32 96



SIRET: 534 008 669 00010 TVA: FR 15 534 008 669 Capital: 3 000€
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sphere a prisme orientable spac40 

7 mars 2014 - Fixation rapide sans ambigÃ¼itÃ©. â€¢ Faible encombrement ... SphÃ¨re en acier chromÃ© de 40mm de diamÃ¨tre. â€¢ Constante d'addition pour ...










 








a perfect sphere .fr 

If you are lost, maybe you are the weakest link, and so should leave that tutorial right now. Or copy the following mel script as how to make a perfect sphere using ...










 








Capillary buckling of a thin film adhering to a sphere 

Oct 2, 2012 - We present a combined theoretical and experimental study of the ..... Here we have replaced the shear force la by its expression la Â¼ Ð�mab,b.










 








DOUBLE-SENS CYCLABLES A DIEPPE 

Les entrÃ©es et sorties de cette zone sont annoncÃ©es par une signalisation et l'ensemble de la zone est amÃ©nagÃ© de faÃ§on cohÃ©rente avec la limitation.










 








Public cible 

Les principaux objectifs du programme comprennent: Un support effectif fourni Ã  chaque participant, lors de la phase d'enregistrement auprÃ¨s du PMIÂ®, pour ...










 








Path instability on a sphere towed at constant speed - Faculty 

Over the last 15 years, with the advent of direct numerical simulation (DNS) at ... spheres), are reported to be in a 'zig-zagging' state (planar periodic .... characteristic number can give a different trend when compared with other parameters. 3.










 








Path instability on a sphere towed at constant speed - Faculty 

We introduce a surrogate Galileo number Gan that, by taking into account the towing force applied to the particle, allows a comparison with the case of free ...










 








Picturing Berlin, Piecing Together a Public Sphere - Sunil Manghani 

so as to cull from them a story that can orient the mind in the future.'32 ..... templates that structure our encounters with other human beings. .... Roland Barthes, 'From Work to Text' in Image â€“ Music - Text, Stephen Heath, trans. ... behaviour.










 








Public cible 

PMP- The Project Management Professional : pour chef de ... management de projet tel que conçu par le PMI. ® ... Séance 7: Management de la Qualité.










 








MUSIC-type imaging of a small dielectric sphere ... - Souhir GDOURA 

A small dielectric sphere is buried within the lower half of a two half-space medium and illuminated from the upper one by a dipole array. The Multi-Static ...










 








Large sphere motion in a nonhomogeneous turbulent flow - Faculty 

Jan 30, 2014 - fimp/Î½: Reynolds number based on the Taylor microscale, with ..... s for the waterâ€“glycerol mixture versus Âµ = 1.0Ã—10âˆ’3 Pa s for distilled water).










 








Sphere Book French .indb - Sphere Standards 

réfugiés (HCRNU) * United States Department of State Bureau of Population,. Refugees ...... Apprécier et gérer les risques relatifs à la sécurité des routes de transport et ...... 47. PRINCIPE DE PROTECTION 2 – GARANTIR L'ACCÈS d'entraide communautai










 








Spectroscopy of a StrÃ¶mgren sphere. - Jacques Moret-Bailly 

Sep 28, 2008 - of a gas laser, can be superradiant at several eigen frequencies of atomic hydrogen; the .... the layer of thickness Ç« = cdt, and K a coefficient of diffusion; the total field is: ..... making laboratory experiments easy (Yan et al.










 








A Decomposition for Invariant Tests of Uniformity on the Sphere 

We introduce a Uâˆ’statistic on which can be based a test for uni- ... [8], chapter 9-10. ... with extrinsic mean (see [1] and [2]) though generic, cannot be ap- plied.










 








Liasse fiscale SPHERE 

AY. Participations Ã©valuÃ©es selon la mÃ©thode de mise en Ã©quivalence. CS. CT. Autres participations. CU. CV. CrÃ©ances rattachÃ©es Ã  des participations. BB. BC.










 








Liasse fiscale SPHERE PRODUCTION 

55 900. 52 892. 3 008. 20 662. 1 542. 19 120. 213 416. 206 010. 7 406 ...... OL. Refacturations de frais inscrites au compte de transfert de charges. OT. TOTAL 1 ...










 








festival litterature jeunesse - Prisme Limousin 

Saint-Junien - 26 Mai > 30 Mai 2015. FESTIVAL ... la bibliothÃ¨que de St Martin de Jussac - Le. Comodoliac ... ATELIER L'Ã‰COLE DU CRAYON DE BOIS.










 








Black sphere of Worstein 

BL AC K SPHERE O F. W O RST E IN. The Black Sphere of Worstein is a unique Magickal. Artifact, named so after its creator, one of the Dark. Lieutenants of ...










 








Avantage concurrentiel Cible stratÃ©gique 

Ã‰volution vers une stratÃ©gie de prix (devenir une compagnie traditionnelle). â€“ Utilisation d'aÃ©roports de premier plan. â€“ Services spÃ©cifiques clientÃ¨le d'affaires.










 








A Multicenter, Randomized, Double-Blind, Controlled Trial of ... - PLOS 

Ralph Epaud M.D.12,13, Bertrand Chevallier M.D.14,15, Sylvain Bailleux1, Alix Mollet â€“. Boudjemline M.D.1 Jean Bouyer Ph.D.2,3, Sylvie Chevret M.D., Ph.D.4 ...










 








A Double-Blind, Randomized, Placebo-Controlled Study of 

may operate via a similar mechanism.5 This inotropic mech- anism seems to ... been demonstrated in a number of studies,9,13,16â€“19 including in dogs with ... (CSs), reflecting 2 breeds with a contrasting clinical course. DPs have a .... episodes of 










 








A double-layer Boussinesq-type model for highly ... - Florent Chazel 

in constructing infinite-series Taylor solutions to the Laplace equation, to trun- ... employs a quadratic polynomial approximation for the vertical flow distribution,.










 








A00538704 Rév. A Juin 2016 Four encastré double Guide ... - Electrolux 

Emplacement du numéro de série : ouvrez la porte du four supérieur et regardez sur ..... 24 heures. 0:00 h. 23 h 59 min. Durée du nettoyage. 2 heures. 4 heures ...










 








Double stars: a synergy between amateur and professional astronomers 

In the field of visual double stars, a long term follow-up is required, since their orbital periods ... Several professional astronomers became scientific advisors of the Commission and have .... For each object, the observer carefully noted what he.
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