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CL3200 - Klein Tools

Do not open the meter to replace batteries while the probes are connected. ... B. Keep hands below line when measuring high current levels. C. Auto ... 40MÎ©. 0.01MÎ©. Â± (2.0% + 4 digits). Overload Protection: 600V RMS. Continuity Test. Overload Protection. Open Circuit Voltage. Threshold (Appx.) 600V RMS. < 0.44V. 
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Instruction Manual



CL3200 ENGLISH • AUTO VOLTAGE CURRENT DETECTION • BACKLIGHT • WORKLIGHT • LOW Z • BAR GRAPH • DATA HOLD • 3-3/4 DIGIT 3999 COUNT LCD • AUTO RANGE



HOLD



AUTO



www.kleintools.com



For Professionals...Since 1857®



• NON CONTACT VOLTAGE TESTER



ENGLISH



CL3200 Instruction Manual GENERAL SPECIFICATIONS The Klein Tools CL3200 is an auto-ranging general-purpose clamp meter. It measures AC / DC voltage, AC current, and resistance. It can also test non-contact voltage and continuity. • Operating Altitude: 2000 meters • Storage Altitude: 10000 meters • Humidity: 0% to 80% at 32°F to 95°F (0°C to 35°C) 0% to 70% at 32°F to 131°F (0°C to 55°C) • Operating Temperature: 0°C / 32°F to 40°C / 104°F < 75% R.H. • Storage Temperature: -20°C / -4°F to 60°C / 140°F < 80% R.H. • Accuracy Temperature: 18°C / 64°F to 28°C / 82°F • Temperature Coefficient: 0.1*(specified accuracy) / °C • Dimensions: 7.06" x 2.56" x 1.34" • Weight: 7.9oz. • Calibration: Accurate for one year • Certifications: UL & cUL standard UL3111-1 Listed • Pollution Degree: 2 • CAT Rating: CAT IV 600V, CATIII 1000V • Accuracy: ± (% of reading + # of least significant digits)



WARNINGS To ensure safe operation and service of the tester, follow these instructions. Failure to observe these warnings can result in severe injury or death. • Before each use, verify meter operation by measuring a known voltage or current. • Never use the meter on a circuit with voltages that exceed the category based rating of this meter. • Do not use the meter during electrical storms, or in wet weather. • Do not use the meter or test leads if they appear to be damaged. • Ensure meter leads are fully seated, and keep fingers away from the metal probe contacts when making measurements. • Do not open the meter to replace batteries while the probes are connected. • Use caution when working with voltages above 60V DC, or 25V AC RMS. Such voltages pose a shock hazard. • To avoid false readings that can lead to electrical shock, replace batteries if a low battery indicator appears. • Unless measuring voltage or current, shut off and lock out power before measuring resistance or capacitance. • Always adhere to local and national safety codes. Use individual protective equipment to prevent shock and arc blast injury where hazardous live conductors are exposed.



SYMBOLS



~



AC Alternating Current



Warning or Caution



DC Direct Current



Dangerous levels



DC/AC Voltage or Current



Double Insulated Class II



Ground



Safe for disconnect from live conductors



AC Source



FEATURE DETAILS



1 B D G



E



F



C H A



FEATURE DETAILS A. B. C. 



Use CATIII 1000V or CAT IV 600V rated leads or higher. Do not attempt to measure more than 1000V DC or 750V AC Keep hands below line when measuring high current levels. Auto Power-Off (Apo) • Device will power off after 30 minutes non-use. • Turn the dial or press a button to wake. • Holding HOLD button while turning on disables Auto Power-Off. D. Hold / Backlight / Worklight • Press to hold the current input on the display. • Press again to return to live reading. • Press for 2 seconds to enable / disable lights. • Using lights decreases battery life. E. F. Battery Replacement • When indicator is displayed on the LCD, batteries must be replaced. • Remove the back screw and replace 2 x AAA batteries. G. Magnetic Back • Attach instrument to metal for hands-free use. H. 



Bar Graph • The bar graph shows an approximate analog representation of a measurement. • The bar graph responds much faster than the digital display. • The scale of the bar graph is zero to the maximum reading of the selected range.



FUNCTION INSTRUCTIONS



5 2



1



4 3 2



1. 



AC Current: < 200A



• Center wire in guides for best accuracy. • Opposing currents cancel (use line-splitter when necessary). 2. 



AC / DC Voltage: < 750V AC or 1000V DC AC / DC Voltage (Low Z): < 600V



• The tester will automatically choose AC voltage or DC voltage or AC current based on the inputs detected. • AUTO will be displayed when no input is detected. • DO NOT Use low impedance (Low Z) mode at voltages greater than 600 V. • Use low impedance (Low Z) mode to reduce ghost voltages. 3. Resistance: < 40MΩ



• 



Do not measure resistance on a live circuit.



4. Continuity



• Display shows resistance. • Buzzer sounds if less than about 40Ω. 5. 



Non Contact Voltage (NCV): > 25V AC



• NCV works independently of other tester functions. The function knob can be in the off position. • Press and hold.



ENGLISH SYMBOLS USED ON LCD



~ O.L.



AC Measurement



DC Measurement



Negative DC Value



AT



Overload: Range Exceeded



Apo Auto Power-Off Active



Low Battery



HOLD



V



Voltage Measurement



Ω



Resistance in Ohms



k



Kilo 10



A



Auto Range Active



Hold Active Current in Amps Continuity Test



M



3



Mega 106



ELECTRICAL SPECIFICATIONS DC Voltage Measurement Range



Resolution



1.0V ~ 1000V



0.001V ~ 1V



-1.0V ~ -1000V



0.001V ~ 1V



Accuracy ± (1.0% + 4 digits)



Overload Protection: 1000V Input Impedance (Nominal): >10MΩ, < 100pF AC Voltage Measurement Range



Resolution



Accuracy



1.2V ˜ 750V



0.001 ~ 1V



± (1.5% + 3 digits)



Overload Protection: 750V RMS Frequency Response: 45 to 400 Hz Response: Averaging Input Impedance (Nominal): >10MΩ, < 100pF Input Impedance (Low Z) >3kΩ, 25 V CA



PRESIONAR y RETENER



PRESIONAR y RETENER



• La NCV funciona independientemente de otras funciones del probador. El botón giratorio de funciones puede estar en la posición de apagado. • Presione y mantenga presionado



ESPAÑOL SÍMBOLOS UTILIZADOS EN LA PANTALLA DE LCD



~ O.L.



Medición de CA



Medición de CC



Valor de CC negativo



Apo Autoapagado activo



Sobrecarga: Intervalo excedido



AT



Pila baja



HOLD



V



Medición de tensión



A



Ω



Resistencia en ohmios



M



Mega 10



Retención en activo Corriente en A Prueba de continuidad



k



6



Determinación automática del intervalo activa



Kilo 103



ESPECIFICACIONES ELÉCTRICAS Medición de tensión de CC Intervalo



Resolución



1.0V ~ 1000V



0.001V ~ 1V



-1.0V ~ -1000V



0.001V ~ 1V



Precisión ± (1.0% + 4 digitos)



Protección contra sobrecargas: 1000V Impedancia de entrada (Nominal): >10MΩ, < 100pF Medición de tensión de CA Intervalo



Resolución



Precisión



1.2V ˜ 750V



0.001 ~ 1V



± (1.5% + 3 digitos)



Protección contra sobrecargas: 750V (RMS) Respuesta de frecuencia: 45 a 400Hz Respuesta: Promediación Impedancia de entrada (Nominal): >10MΩ, < 100pF Impedancia de entrada (baja, Low Z): >3kΩ, 25 V C.A. APPUYEZ ET MAINTENEZ ENFONCÉ



APPUYEZ ET MAINTENEZ ENFONCÉ



• La fonction NCV est indépendante des autres fonctions du testeur. Cette fonction peut maintenant être en position d’arrêt. • Appuyez et tenez enfoncé



FRANÇAIS SYMBOLES UTILISÉS SUR L’ÉCRAN ACL



~ O.L.



Mesure c.a. Valeur c.c. négative



AT



Surcharge : Limite de plage dépassée



Apo



Décharge partielle des piles



HOLD



V



Mesure de la tension



Ω M



Résistance en Ohms



A



Mesure c.c. Plage automatique activée Fonction de Mise hors tension automatiquement active Maintien en position activée Courant en ampères Test de continuité



k



Méga 106



Kilo 103



SPÉCIFICATIONS ÉLECTRIQUES Mesure de tension c.c. Gamme



Résolution



1.0V ~ 1000V



0.001V ~ 1V



-1.0V ~ -1000V



0.001V ~ 1V



Exactitude ± (1.0% + 4 chiffres)



Protection contre les surcharges : 1000V Impédance d'entrée (nominale): >10MΩ, < 100pF Mesure de tension c.a. Gamme



Résolution



Exactitude



1.2V ˜ 750V



0.001 ~ 1V



± (1.5% + 3 chiffres)



Protection contre les surcharges : 750V RMS Réponse en fréquence : 45 à 400Hz Réponse : établissement de moyenne Impédance d'entrée (nominale): >10MΩ, < 100pF Impédance d'entrée (Z bas) : >3kΩ, 
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CL100 CL100 - Klein Tools 

CL100. AUTO. • 3-1/2 DIGIT. 1999 COUNT LCD. • AUTO / MANUAL. RANGE. • MAX HOLD ... Double Insulated Class II. Ground. Safe for .... Klein Tools has the option to repair or replace or refund the purchase price of any unit which fails to ...
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CUT CUT - Klein Tools 

INSERTING BLADE. 1. Align slot in center of punchdown blade with the pin located on the inside of the punchdown tool's barrel and insert blade (Fig. 1). 2.
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CL3000 - Klein Tools Mexico 

Mide tensiÃ³n de CA / CC, corriente CA, resistencia, capacitancia, frecuencia y ciclo de ... tensiÃ³n o una corriente conocida. ..... O.L. Â» en cas de polarisation dans.
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probe thermometer - Klein Tools 

The default scale is Fahrenheit (Â°F). Press and hold both ... Probe Temperature Range: -40Â° to 572Â° F (-40Â° to 300Â°C) ... IP rating: IP54 waterproof & dustproof.
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CL1100 - Klein Tools 

Do not attempt to measure more than 1000V DC or 750V AC or 2000ÂµA. B. Keep hands below line when measuring high current levels. C. Auto Power-Off (Apo).
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CL1300 - Klein Tools 

power before measuring resistance or capacitance. ... Use CAT IV rated leads or higher. ... Holding Select button while turning on disables Auto Power-Off.
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PROBEplus - Klein Tools 

The signal will be loudest on the wire or cable with the generator attached to it. Separating the wires or cables may help in identifying the correct one. The probe contacting a terminal or bare wire carrying the tone will be substantially louder. No
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GFCI Receptacle Tester - Klein Tools 

Situaciones indicadas: cableado correcto, tierra abierta, polaridad inversa, vivo abierto, neutro abierto, vivo / tierra invertidos. Situaciones NO indicadas: calidad de la conexiÃ³n a tierra, mÃºltiples alambres con corriente, combinaciones de defec
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LAN Scout™ Jr. - Klein Tools 

the LAN Scout™ Jr. to exit cable test loop mode and enter mode selection ..... l'expédition ou les défaillances qui résultent d'une altération, d'une falsi- fication ...
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VDV120-006 Instruction - Klein Tools 

A. Outer jacket stripping blade for twisted pair cavities (A thru F). B. Strip length gage. C. Slitting blade. D. Stripping cavity for twisted, uneven or large cable. E. Tension loop to control blade penetration. F. Adjustment hex screw to control bl
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MM2300 Instruction Manual - Klein Tools 

Use Low Impedance (LOW Z) mode to reduce ghost voltages .... ProtecciÃ³n contra sobrecarga: 1000 V Impedancia de entrada (Nominal): 10 MÎ©, < 100 pF.
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MM6000 Instruction Manual - Klein Tools 

rÃ©ponse : Mesure rÃ©elle de RMS (valeur efficace). *PrÃ©cision pour la plage de 400 Hz Ã  1 kHz seulement. Mesure du courant c.c. plage rÃ©solution prÃ©cision.
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63800 ACSR Ratcheting Cable Cutter - Klein Tools 

NOTE: When cutting cable, the blades should be perpendicular to the conductor to avoid unnecessary “side load” to the blades. TORQUE VALUE AND FEELER ...
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INSTRUCTION MANUAL ENGLISH Digital ... - Klein Tools 

NOTE: Not designed for testing 30mA ground-fault devices. Insert the transmitter into the electrical outlet and note the wiring condition 6 & 7 . If the tester ...
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True RMS 600V 400A 40MÎ© - Klein Tools 

Para encender el multÃmetro, gire la perilla selectora de funciÃ³n 2 de la posiciÃ³n "OFF" (APAGADO) a cualquier posiciÃ³n de mediciÃ³n. Para apagar el multÃmetro ...
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INSTRUCTION MANUAL Wireless Borescope ... - Klein Tools 

heat, or extremes of environmental temperature. â€¢ The borescope body is NOT waterproof. To keep dust and other foreign items out of the unit, keep the rubber ...
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Rechargeable Auto-Off Headlamp - Instructions ... - Klein Tools 

FRANÃ‡AIS. ENGLISH. CONTENTS. â€¢ 56034 Headlamp. â€¢ Headlamp bracket with adjustable silicone strap ... Do not expose to direct sunlight, open flame, heat.
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non-contact voltage tester (ncvt-1) owner's manual - Klein Tools 

tie dans des conditions normales d'emploi et de service, ou en remboursera le prix d'achat. Klein ne saurait ... Un contact avec des circuits sous tension pourrait ...
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True RMS 600V 60M Î© 200A 1000V - Klein Tools 

(208 g) including batteries .... Risk of electrical shock. Double Insulated Class II. Ground. V. Voltage ... open jaw fork in line with the arrow markings 10.
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Guidelines for Use and Care of Klein Insulated Tools 

insulated tools are clearly marked with the official 1000-volt rating symbol. ... always de-energize lines and equipment prior to working on or around them.
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Punchdown Tool Blade â€“ 110 Type - Klein Tools 

l'intÃ©rieur du cylindre de l'outil de dÃ©coupage et insÃ©rez la lame (Fig. 1). 2. Faites tourner la lame d'un quart de tour dans le sens des aiguilles d'une montre (Fig. 2). Remarque: lorsque la lame est complÃ¨tement Ã  sa place et verrouillÃ©e, le
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Emilien KLEIN 

My other interests are Information Technology (my favorite study subject), reading books (novels and books on history), going to the cinema, sports : soccer, ...
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Liasse fiscale SAS KLEIN 

de propriÃ©tÃ© : *. Immobilisations : Stocks : Renvois : (1) Dont droit au bail : NÃ©ant *. CR. NÂ° 2050- SD. â€“ (SDNC-DGFiP) - Octobre 2017. â‘ . SAS KLEIN. 3 8 1 2 0 ...
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william klein - Fondation Flaubert 

15 avr. 2016 - SIMULATIONS de l'exposition WILLIAM KLEIN, Figure(s) du siÃ¨cle, accrochage dans l'abbatiale Saint-Ouen .... de validation du partenariat :.
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