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IMPORTANT SAFETY INFORMATION. READ ALL INSTRUCTIONS BEFORE USING.



WARNING!



For your safety, the information in this manual must be followed to minimize the risk of fire, electric shock or personal injury.



SAFETY PRECAUTIONS „ Use this appliance only for its intended purpose as described in this Owner’s Manual. „ This air conditioner must be properly installed in accordance with the Installation Instructions before it is used. „ Never unplug your air conditioner by pulling on the power cord. Always grip plug firmly and pull straight out from the receptacle. „ Replace immediately all electric service cords that have become frayed or otherwise damaged. A damaged power supply cord must be replaced with a new power supply cord obtained from the manufacturer and not repaired. Do not use a cord that shows cracks or abrasion damage along its length or at either the plug or connector end. „ Turn the unit OFF and unplug your air conditioner before cleaning.



„ For your safety…do not store or use combustible materials, gasoline or other flammable vapors or liquids in the vicinity of this or any other appliance. „ All air conditioners contain refrigerants, which under federal law must be removed prior to product disposal. If you are getting rid of an old product with refrigerants, check with the company handling disposal about what to do. „ If the receptacle does not match the plug, the receptacle must be changed out by a qualified electrician. „ These R410A air conditioning systems require contractors and technicians to use tools, equipment and safety standards approved for use with this refrigerant. DO NOT use equipment certified for R22 refrigerant only.



„ GE does not support any servicing of the air conditioner. We strongly recommend that you do not attempt to service the air conditioner yourself.



HOW TO CONNECT ELECTRICITY Do not, under any circumstances, cut or remove the third (ground) prong from the power cord. For personal safety, this appliance must be properly grounded. DO NOT use an adapter plug with this appliance. The power cord of this appliance is equipped with a 3-prong (grounding) plug which mates with a standard 3-prong (grounding) wall outlet to minimize the possibility of electric shock hazard from this appliance.
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Power cord includes a current interrupter device. A test and reset button is provided on the plug case. The device should be tested on a periodic basis by first pressing the TEST button and then the RESET button while plugged into the outlet. If the TEST button does not trip or if the RESET button will not stay engaged, discontinue use of the air conditioner and contact a qualified service technician.



Have the wall outlet and circuit checked by a qualified electrician to make sure the outlet is properly grounded. Where a 2-prong wall outlet is encountered, it is your personal responsibility and obligation to have it replaced with a properly grounded 3-prong wall outlet. The air conditioner should always be plugged into its own individual electrical outlet which has a voltage rating that matches the rating plate. This provides the best performance and also prevents overloading house wiring circuits which could cause a fire hazard from overheated wires. See the Installation Instructions, Electrical Requirements section for specific electrical connection requirements.
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WARNING! USE OF EXTENSION CORDS RISK OF FIRE. Could cause serious injury or death. ‡DO NOT use an extension cord with this Window Air Conditioner. ‡DO NOT use surge protectors or multi-outlet adaptors with this Window Air Conditioner.



READ AND FOLLOW THIS SAFETY INFORMATION CAREFULLY. SAVE THESE INSTRUCTIONS
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About the controls on the air conditioner. Features and appearance will vary. Lights next to the touch pads on the air conditioner control panel indicate the selected settings. Light indicates the unit is in the temperature or delay time Set mode.



+



Power On/Off Set Auto High Med Low



Fan



Reset Filter



Delay 1–24hr Delay timer Decrease



-



Cool Fan Only Energy Saver



Mode



Light indicates the delay timer is set.



Mode select



Delay 1-24 Hrs
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Fan speed Decrease Temperature set Increase and Decrease



Fan



Fan



Delay timer Increase Auto Fan on Fan speed Increase Unit power on/off



NOTE: The display always shows the room temperature except when setting the Set temperature or the Delay timer.



Air Conditioner Controls



Remote Control



Controls Power Pad Turns air conditioner on and off. When turned on, the display will show the room temperature.



Display Shows the room temperature or time remaining on the Delay timer. Shows the Set temperature while setting the temperature in Cool or Energy Saver modes. The Set light will turn on while setting.



Temp Increase Ÿ /Decrease ź Pads Use to set temperature when in Cool or Energy Saver mode. The Set light will turn on while setting.



Delay Timer IncreaseŸ (+) /Decrease ź(–) Pads



Each touch of the Increase Ÿ / Decrease ź pads on the unit or the Increase + / Decrease – pads on the remote control will set the delay time when using the Delay 1–24hr timer. The Set light will turn on while setting.



Fan Speed Pads Use to set the fan speed to Low, Med, High or Auto on the unit. NOTE: On the remote control, use the fan speed Increase + / Decrease – pads to set the fan speeds to Low, Med or High. Use the Auto pad to turn Auto fan on.
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Mode Pad Use to set the air conditioner to Cool, Energy Saver or Fan Only mode.



Delay Pads/Delay 1-24hr Pad 'HOD\21³When the air conditioner is off, it can be set to automatically come on in 1 to 24 hours at its previous mode and fan settings. 'HOD\2))³When the air conditioner is on, it can be set to automatically turn off in 1 to 24 hours. How to set: Press the Delay 1–24hr pad on the unit or the Delay pad on the remote control. Each touch of the Increase Ÿ / Decreaseźpads on the unit or the Increase + / Decrease – pads on the remote control will set the timer in 1-hour intervals. The Set light will turn on while setting. To review the remaining time on the Delay 1–24hr timer, press the Delay 1–24hr pad on the unit or the Delay pad on the remote control. Use the Increase Ÿ / Decrease ź pads on the unit or the Increase + / Decrease – pads on the remote control to set a new time if desired. To cancel the timer, press the Delay 1–24hr pad until the light on the Delay 1–24hr pad goes off.



Reset Filter LED will turn on when fan has accumulated 250 hours of run time as a reminder to clean filter. Press Reset Filter to turn off the LED and reset the accumulated run time.



Note: The default temperature reading on the display is degree Fahrenheit ( °F). To change the display to degree Celcius (°C), press the Temp Increase Ÿ and Temp Decrease ź buttons together and hold for 3 seconds. Repeat the process to change back to degree Fahrenheit (°F)
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Do Not Operate in Freezing Outdoor Conditions



This cool-only air conditioner was not designed for freezing outdoor conditions. It must not be used in freezing outdoor conditions.



Remote Control „ To ensure proper operation, aim the remote control at the signal receiver on the air conditioner. „ Make sure nothing is between the air conditioner and the remote control that could block the signal.



„ The remote control signal has a range of up to 20 feet. „ Make sure batteries are fresh and installed correctly as indicated on the remote control. „ Remote contains a magnet allowing it to attach to metal surfaces.



Cool Mode Use the Cool mode at Low, Med, High or Auto Fan Speed for cooling. Use the Temperature Increase Ÿ / Decrease ź pads to set the desired temperature between 64°F and 86°F in 1°F increments. An electronic thermostat is used to maintain the room temperature. The compressor will cycle on and off to keep the room at the set level of comfort. Set the thermostat at a lower number and the indoor air will become cooler. Set the thermostat at a higher number and the indoor air will become warmer. NOTE: If the air conditioner is off and is then turned on while set to a Cool setting or if turned from a fan setting to a Cool setting, it may take approximately 3 minutes for the compressor to start and cooling to begin.



Cooling Descriptions For Normal Cooling³6HOHFWWKHCool mode and High or Med fan with a middle set temperature. For Maximum Cooling³6HOHFWWKH Cool mode and High fan with a lower set temperature. For Quieter and Nighttime Cooling³6HOHFWWKH Cool mode and Low fan with a middle set temperature.



Energy Saver Mode This mode optimizes the cooling power of your air conditioner, thereby saving you energy. Once the set point temperature has been reached, the fan will cycle off to save energy. The fan will cycle back on periodically to insure all cooling capacity in the system is used. This mode is the default mode for the unit. Each time the unit is powered off, it will restart in Energy Saver mode ON. This includes Delay timer mode. The first time the unit is turned on, the settings will be 70° and Low fan. You can adjust the fan speed and temperature to your personal comfort.



Energy Saver ON³Helps minimize electricity use. It is normal for the fan to cycle off and then back on in this mode. This on/off cycle can repeat multiple times. Because the fan will cycle off, you may notice a variation in room temperature and humidity. Energy Saver OFF³When this mode is not engaged, the fan will run continuously, and in Cool mode the compressor will cycle on and off to maintain room temperature.



Fan Only Mode Use the Fan Only Mode at Low, Med or High fan speed to provide air circulation and filtering without cooling. Since fan-only settings do not provide cooling, a Set temperature cannot be entered. The room temperature will appear in the display.



NOTE: Auto Fan Speed cannot be used when in the Fan Only Mode.



Auto Fan Speed Set to Auto fan speed for the fan speed to automatically set to the speed needed to provide optimum comfort settings with the set temperature. If the room needs more cooling, the fan speed



will automatically increase. If the room needs less cooling, the fan speed will automatically decrease. NOTE: Auto Fan Speed cannot be used when in the Fan Only Mode.



Power Outage Recovery Feature In the case of a power outage or interruption, the unit will automatically restart in the settings last used after the power is restored. If the Delay 1–24hr



feature was set, it will resume countdown. You may need to set a new time if desired.



5



About the controls on the air conditioner Additional important information.



Air Direction Use the lever to adjust the air direction left and right only.



Care and cleaning of the air conditioner. Grille and Case Turn the air conditioner off and remove the plug from the wall outlet before cleaning.



To clean, use water and a mild detergent. Do not use bleach or abrasives.



Air Filter The air filter behind the front grille should be checked and cleaned at least every 30 days or more often if necessary. To remove: Open the inlet grille by pulling downward on the tabs at the top upper corners of the inlet grille until the grille is in a 45º position. Remove the filter. Clean the filter with warm, soapy water. Rinse and let the filter dry before replacing it. Do not clean the filter in a dishwasher.



Tab



CAUTION:



Tab



DO NOT operate the air conditioner without a filter because dirt and lint will clog it and reduce performance.



Outdoor Coils The coils on the outdoor side of the air conditioner should be checked regularly. If they are clogged with dirt or soot, they may be professionally cleaned.



How to Insert the Batteries in the Remote Control



1 2 3 6



Remove the battery cover by sliding it according to the arrow direction. Insert new batteries, making sure that the (+) and (–) of battery are installed correctly. Reattach the cover by sliding it back into position.



NOTES: „ Use 2 “AAA” (1.5 volt) alkaline batteries. Do not use rechargeable batteries. „ Remove the batteries from the remote control if the system is not going to be used for a long time. „ Do not mix old and new batteries. Do not mix alkaline, standard (carbon-zinc) or rechargeable (ni-cad, ni-mh, etc) batteries.



Installation Instructions



Air Conditioner



Questions? Call 800.GE.CARES (800.432.2737) or Visit our Website at: GEAppliances.com



CAUTION:



BEFORE YOU BEGIN



'RQRWXQGHUDQ\FLUFXPVWDQFHVFXWRUUHPRYH the third (ground) prong from the power cord. Do not change the plug on the power cord of this air conditioner. Aluminum house wiring may present special SUREOHPV³FRQVXOWDTXDOLILHGHOHFWULFLDQ



Read these instructions completely and carefully. ‡



IMPORTANT ³ Save these instructions for local inspector’s use.



‡ ‡ ‡ ‡ ‡ ‡ ‡ ‡ ‡



IMPORTANT ³ Observe all governing



codes and ordinances. Note to Installer – Be sure to leave these instructions with the Consumer. 1RWHWR&RQVXPHU²Keep these instructions for future reference. 6NLOOOHYHO²Installation of this appliance requires basic mechanical skills. &RPSOHWLRQWLPH²Approximately 1 hour We recommend that two people install this product. Proper installation is the responsibility of the installer. Product failure due to improper installation is not covered under the Warranty. You MUST use all supplied parts and use proper installation procedures as described in these instructions when installing this air conditioner.



TOOLS YOU WILL NEED



Phillips head screwdriver



Flat-blade screwdriver



Pencil



Ruler or tape measure



Level



Scissors or knife



ELECTRICAL REQUIREMENTS Some models require a 115/120-volt AC, 60-Hz grounded outlet protected with a 15-amp time-delay fuse or circuit breaker. The 3-prong grounding plug minimizes the possibility of electric shock hazard. If the wall outlet you plan to use is only a 2-prong outlet, it is your responsibility to have it replaced with a properly grounded 3-prong wall outlet. Some models require 230/208-volt AC, protected with a time-delay fuse or circuit breaker. These models should be installed on their own single branch circuit for best performance and to prevent overloading house or apartment wiring circuits, which could cause a possible fire hazard from overheating wires.



Power cord includes a current interrupter device. A test and reset button is provided on the plug case. The device should be tested on a periodic basis by first pressing the TEST button and then the RESET button while plugged into the outlet. If the TEST button does not trip or if the RESET button will not stay engaged, discontinue use of the air conditioner and contact a qualified service technician.
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Installation Instructions PARTS INCLUDED



Top rail gasket (1)



$SSHDUDQFHPD\YDU\ 



Window sash seal



Foam top window gasket (1)



Left accordion panel



Top mounting rail



Right accordion panel



Side rail (2)



V-supports (2)



Type A screws (10)



Type B screws (2)



Sill angle bracket (2)



Type C screws (4)
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Window locking bracket (2)



Type E bolt with nut (4)



Type F bolt with nut (2)



Installation Instructions 1 WINDOW REQUIREMENTS



3 PREPARE THE AIR CONDITIONER



‡These instructions are for a standard double-hung window. You will need to modify them for other types of windows. ‡All supporting parts must be secured to firm wood, masonry or metal. ‡The electrical outlet must be within reach of the power cord. ‡Follow the dimensions in the table and illustration for your model.



A Pull down the front panel and remove the filter. Remove the front panel by lifting up at an angle.



B Remove the four front screws. Save them for reinstalling the front housing.



18 1/2” 26”- 41” (With accordion panels)



C Grasp the lower corners of the grille while pressing in on the case sides with your finger tips. Pull out to release and lift it up. NOTE: Do not pull the bottom edge toward you more than 3s or you may damage the tabs of the grille.



2 STORM WINDOW REQUIREMENTS A storm window frame will not allow the air conditioner to tilt toward the outside, and will keep it from draining properly. To adjust for this, attach a piece of wood to the sill. WOOD PIECES WIDTH: 2” LENGTH: Long enough to fit inside the window frame. THICKNESS: To determine the thickness, place a piece of wood on the sill to make it 1/2s higher than the top of the storm window frame or the vinyl frame. Attach securely with nails or screws provided by the installer.



D When the front grille is removed the control panel will still be attached by a harness. Turn the grille around so you can see the back side of the grille. Remove the 2 screws to separate the control panel housing from the grille. NOTE: Be sure to save these screws. You will need them later in the installation.



1/2shigher than vinyl frame (on some windows) 1/2shigher than storm window frame Storm window frame



Wood Sill Vinyl frame



Remove Screws
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Installation Instructions 3 PREPARE THE AIR CONDITIONER



4 PREPARE THE CASE



E Remove the ground screw from the left side of the case. Keep it in a safe location. NOTE: Be VXUHWRVDYHWKLVVFUHZ 
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Climatiseur Acondicionador de aire 

Find these numbers on a label on the side of ...... home use within the USA. ...... Contactez-nous par Internet au site web des appareils Ã©lectromÃ©nagers GE 24 heures par jour, tous ...... by phone at 800.626.2002 during normal business hours.
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Climatiseur Acondicionador de aire 

Find these numbers on a label on the side of the air conditioner. A ..... may result. Base Pan. D. E. F. Installation Instructions. G. Remove Screws. Install Screws ...
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Climatiseur Acondicionador de aire - FCC ID 

As an ENERGY STARÂ® partner, GE has determined that this ... approved for use with this refrigerant. DO NOT use equipment certified for. R22 refrigerant only. SAFETY PRECAUTIONS. Do not, under any circumstances, cut or remove the third (ground) prong
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acondicionador de aire para habitación climatiseur de pièce 

ʄ A high-pitched hum or pulsating noise caused by the modern high.efficiency ...... commande. 2. Appuyer sur POWER (mise sous tension) pour mettre en.
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acondicionador deaire parahabitación climatiseur depièce 

Le filtre à air est amovible pour faciliter le nettoyage. Un filtre à air propre aide à retenir les particules de poussière, la charpie et autres débris en suspension ...
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Portable Air Conditioner Climatiseur portatif Acondicionador de ... - Haier 

If the unit is not being used for a long period of time: 1. Unplug or disconnect power. 2. Drain the water from the water tank. See "Air. Conditioner Care." 3.
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Portable Air Conditioner Climatiseur portatif Acondicionador de ... - Haier 

Model number. For future reference, record the model and serial number located on the label on the ...... ce circuit, car cela pourrait déclencher le disjoncteur ou.
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Portable Air Conditioner Climatiseur portatif Acondicionador de ... - Haier 

All safety messages will tell you what the potential hazard is, tell you how to reduce the chance of injury, and tell you what can happen if the instructions are not ...
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Portable Air Conditioner Climatiseur portatif Acondicionador de ... - Haier 

Call 1.877.337.3639 (in the United States) to initiate the product replacement ... are limited to one year or the shortest period allowed by law. For US Customers: ...
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Portable Air Conditioner Climatiseur portatif Acondicionador de ... - Haier 

If the unit is not being used for a long period of time: 1 . Unplug or disconnect power. 2 . Drain the water from the water tank. See “Air. Conditioner Care.” 3 .
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air conditoner climatiseur aire acondicionado dac080bauwdb - Danby 

14 nov. 2016 - IMPORTANTE - MÃ‰TODO DE CONEXIÃ“N A TIERRA. This product is factory equipped with a ... InformaciÃ³n importante sobre seguridad. â€¢ CaracterÃsticas ...... condiciones extremas de humedad, el exceso de condensaciÃ³n puede causar el re
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Room Air Conditioner Climatiseur individuel Aire 

Turn off the air conditioner and unplug it from the wall outlet before performing any ... DO NOT place fingers or objects in the air discharge or air intake in the front of the air ..... High pitched hum The compressor turning on and off. Clicking.
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21 aoÃ»t 2015 - t 4J WPVT JOTUBMMF[ MB UÃ�MÃ�DPNNBOEF DÃ‰CMÃ�F FO VUJMJTBOU EFVY DÃ‰CMFT FO 17$ FOMFWF[ DN QP EF MB HBJOF EV DÃ‰CMF ...
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Climatiseur 

26 juin 2019 - 6. ProcÃ©dure d'installation. FranÃ§ais. ProcÃ©dure d'installation. [UnitÃ©: pouce (mm)]. 37.4 (950). A. C. B. 35.04~35.83 (890~910) (Ouverture du ...










 


[image: alt]





Climatiseur 

ge et mainte nance. Avant de nettoyer l'unitÃ© intÃ©rieure, veillez Ã  dÃ©sactiver le commutateur d'alimentation auxiliaire. Nettoyage et entretien. Nettoyage externe ...
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Climatiseur 

28 févr. 2018 - 33.07x8.03x33.07. (840x204x840). AC018NN4DCH35.83X5.94. (910X151). 37.00X5.94. (940X151). 24.02X5.94. (610X151). 25.59X5.94.
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Climatiseur 

Å· &RXSOH GH VHUUDJH SRXU OD YLV 0 Â¢ 1Å·P. Â¢ NJIÅ·FP. Installation ... MXVTX Â¢ FH TX LO Q \ DLW DXFXQ HVSDFH HQWUH OH SODIRQG et le panneau ...
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Climatiseur 

(l x P x H) mm. (po). 947 x 947 x 281. (37,28 x 37,28 x. 11,06). 947 x 947 x 281. (37,28 x 37 ... 2 610 x 130 mm ...... Télécommandes MR-EH00U et MR-EC00U.
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16 nov. 2015 - ISO pour la consommation Ã©nergÃ©tique. .... courant t Si une panne de courant survient lors de lLopÃ©ration du climatiseur, ...... Page 37 ...
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Climatiseur 

1HWWR\DJH GH OD SDUWLH H[W«ULHXUH GH O XQLW« ... ŷ 7RXW PDQTXHPHQW ¢ FHWWH UªJOH HVW VXVFHSWLEOH GH SURYRTXHU XQ FKRF.
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Climatiseur 

Installez l'unité intérieure loin de tout dispositif d'éclairage utilisant un ballast. ŷ Si vous utilisez la télécommande sans fil, le ballast de l'appareil d'éclairage peut ...
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(90¡C). 140¡F. (60¡C). 167¡F. (75¡C). / 194¡F. (90¡C). 140¡F. (60¡C). RMS symétrique de kA. V maximum. Circuit 1 Circuit 2 Circuit 1 Circuit 2. Circuit. 1. Circuit. 2.
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6 nov. 2015 - Français-2. Caractéristiques du climatiseur en réseau SMART ..... connexion à chaque fois qu'ils utilisent l'application car leurs informations de.
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Climatiseur 

2015/1/4 15:41:04 ...... La tÃ©lÃ©commande nÃ©cessite deux piles AAA de. 1,5 V. ...... â–·Assurez-vous que le manomÃ¨tre indique 400 microns aprÃ¨s environ 10.
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