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Coaxial switching products - F1CHF

described on page SPDT 16. SPDT => R572. Only solder pins. RAMSES DPDT. DPDT => R577. PLATINUM DPDT. DPDT => R593. Delivered with ... Page 79 ... 
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RF  MICROWAVE COMPONENTS



Coaxial switching products



COMPANY PROFILE Radiall was founded in 1952 as a family owned company making coaxial plugs for the television industry. Today, Radiall is an international and global manufacturer of interconnect components including RF coaxial connectors and cable assemblies, antennas, ﬁber optic and microwave components, and multipin connectors. Radiall serves the Aerospace, Automotive, Defense, Industrial, Medical, Space, and Telecommunication industries.



QSE (Quality Safety Environment) POLICY Radiall maintains a quality management system that is highly recognized by its customers because it conforms to most international standards, including those for environmental protection. Since 1994, all Radiall sites are ISO9001 certiﬁed. As a result of Radiall’s continuous improvement efforts, some dedicated activities are certiﬁed to either AS9100, or TS 16949 or ISO14001. Certain product lines are MIL ESA/SCC Qualiﬁed products. Radiall also complies with other industry directives such as RoHS for hazardous substance restrictions and EuP for environmentally friendly designs for energy-consuming products.



A WORLDWIDE ENGINEERING & MANUFACTURING CAPABILITY With expertise centers and manufacturing locations in 3 continents and 12 industrial sites, Radiall offers its customers the proximity needed to provide the best quality, service and delivery performance. Our facilities feature state of the art equipment for the many technologies involved in the design, manufacturing and assembly of interconnect solutions. Manufacturing plants based in low cost countries give Radiall the opportunity to offer quality at competitive prices. Technical information and sales contacts are available at : www.radiall.com



Series RAMSES SPDT



Type of Switches SPDT => R570 SPDT => R572



PLATINUM SPDT



SPDT => R595



RAMSES DPDT PLATINUM DPDT



DPDT => R577 DPDT => R593



Connector D Sub (male)



RAMSES DP3T (1)



DP3T => R585 DP3T => R595 SPnT => R573/R574 3 to 10 positions 11 and 12 positions SPnT => R591 4 and 6 positions SPnT => R594



RAMSES SPnT



PLATINUM SPnT



4 and 6 positions



9 pins



Not Available D Sub (male)



9 pins



Comments Available only on products described on page SPDT 16 Only solder pins Non terminated models



Not available HE10 ribbon receptacle (male)



PLATINUM DP3T (1)



Pins Number



10 pins



Not Available D Sub (male)



9 pins



D Sub (male)



25 pins 44 pins



Micro D receptacle (female)



9 pins



HE10 ribbon receptacle (male)



16 pins



Delivered with ribbon cable 750 mm ( 30 inches ) HE10 connector ( female ) Only solder pins



High density



Delivered with ribbon cable 750 mm ( 30 inches ) HE10 connector ( female )
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Material: anodized aluminium



Material: anodized aluminium
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Coaxial switching products - F1CHF 

control enable RADIALL to produce a range of high performance .... catalogue. AIR 7304 ... 2500 actuations at minimum voltage during a complete operating ...
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RF & microwave coaxial switching products 2011 - Radiall 

Radiall is a global leader in the design, development and manufacturing of ... systems: â€¢ Coaxial waterproof connectors with a unique system of sealing. â€¢ MIL-PRF-39012 ...... Carrier tape: antistatic PETG (polyester) .... Bâ€“ Soldering procedur
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RF & microwave coaxial switching products 2011 - Radiall 

Radiall is ISO 9001: 2008 certified and dedicated to continuous improvement programs that have ...... indicated that the RF lines were free of much of the ...... To download technical data sheets, visit www.radiall.com & enter the part number in the 
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TOHTSU Coaxial RF Relays CX600N - F1CHF 

Type: SPDT Coax Relay. Connectors: CX600N all N type. Connectors: CX600M all UHF type. Connectors: CX600NC N & 2 coax. CX600N/NC Max freq: 1500 ...
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Application Guide to RF Coaxial Connectors and Cables - F1CHF 

e.g. RF generators, amplifiers, attenuators, power meters, couplers, antennas, ... maximum power transfer, the characteristic impedance of the connector should ...
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Coaxial Cable 

16. EUPEN CABLE INC. 800-419-5100 www.eupen.us ... a) Single bending, in (cm). 2.8 (7) b) 15 repeated bends, in (cm). 4.7 (12). â€¢ Maximum pulling strength ...
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Code Switching 

1 John J. Gumperz, Discourse Strategies (Cambridge: Cambridge University Press, 1982). 2 This corpus can be found at 
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Coaxial Cable FSJ4-50B 

www.andrew.com. This Specification Sheet is for reference only and is subject to change without notice. Copyright Â© 2002 by Andrew Corporation, Printed in ...
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SPECIFICATIONS Coaxial series 15CN680 

Basket. Cast Aluminium. Effect. diaphragm diameter D mm. 335. THIELE – SMALL PARAMETERS. Resonance frequency. Fs. Hz. 39. DC resistance. Re. Ohm.
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Untitled - F1CHF 

Jul 28, 1993 - This information is given as an indication. In the continual goal to improve our products, we reserve the right to make any modifications judged ...
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Untitled - F1CHF 

G-2700SDX Antenna Rotator Instruction Manual .... the boom if the antenna is already installed). Then ... and the PRESET dial markings will no longer correspond ..... 02 2202655. PRESNY. ADJ-A. -WWA.. *70 kio. 22K TOK. &9 120. 23A1020.
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Untitled - F1CHF 

Page 1. milijunimTTTTTTTTT. 9, 10 , 350 **. 40 30 20 19 wiajul IITTTTTT. LLO 200, 1901. 180. KUULUund 50 340 330 320. BACK BEARING. 970 39o 290 29.
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AWM680RX - F1CHF 

DC + 5V (+/-2%) ... The Airwave AWM680RX Audio/Video wireless receiver module uses the popular. 5.8GHz ISM band. ... 5.8GHz Video/Audio RF Module.
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AWM680TX - F1CHF 

5.8GHz Video/Audio RF Module. Description ... The Airwave AWM680TX Audio/Video wireless RF transmitter module uses the popular ... DC 5.0 Volt In.
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Untitled - F1CHF 

CÃ€RAC TERISTIOUES HYPE RFRÃˆOUENCES. RELAIS INVERSEUR DE PUISSANCE BISTABLE. FrÃ¹quanu GH: Ã‰ S 12 18 _. Portes du 4 0.2 0.4 0.6. R.O.S. Ã‰ ...
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Untitled - F1CHF 

LTR. C. TITLE: 1 W. 1 GHZ. BNC/m. COAXIAL TERMINATION. DRAWING. 27 max. E El. Genera tolerances : +/- 0.5 mm. ELECTRICAL CHARACTERISTICS.
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Untitled - F1CHF 

The function of Siemens TWT-Power Supplies is closed the same, the differences ... Detailed descriptions see functional description, block- and circuit diagram ...
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Untitled - F1CHF 

DC â€”~ 18 R 404 360 AFC 7 1.15 50 12. R 404 370 * TNC male 1.20 50 13 .... SM 9 â€œto-5 R 411 909 119 1.25 2.5 2 ... mo 6 i010 R 414 506 1.30 3 5. 10 i010 F1 ...
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25mW - F1CHF 

3. 3. Application. 3. 4. Function block. 3. 5. Pin define. 4. 6. Pin descriptions. 4. 7. Absolute maximum ratings. 5. 8. DC/AC Electrical characteristic. 5. 9. Test circuit.
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R125.512.001 - F1CHF 

0.002x F(GHz) Maxi. Insertion loss. 0.07*. âˆšF(GHz) dB Maxi. RF leakage ... Voltage rating. 500 Veff Maxi. Hermetic seal. NA Atm.cm3/s. Dielectric withstanding.
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R114.703.000 - F1CHF 

Insertion loss. 0.25 âˆšF(GHz) dB Maxi. RF leakage. - (. 57 - F(GHz)) dB Maxi. Voltage rating. 500 Veff Maxi. Dielectric withstanding voltage. 1000 Veff mini.
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Untitled - F1CHF 

Changes supplement, contact your nearest Hewlett-. Packard office. 9. Description. 10. The HP 8484A Power Sensor is used for measuring the average power ...
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Untitled - F1CHF 

This information is given as an indication. In the continual goal to improve our products, we reserve the right to make any modifications judged necessary.










 


[image: alt]





Untitled - F1CHF 

Actual Size. NOTE: All dimensions .... ---A1 .140. (3.5) .203. (5.1). 0-64 .062. (1.6). 962 -. 10-64, Saal. Seal. Ð¡Ð°Ñ€. MAV02c06*| ... 7,500 |0+ 50. 23 ) reist-ELE .019.
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