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cobb tester - CALILAB

tion or resistance to absorption of water, oil and other liquids. Features. â€¢ Easy testing of absorption or resistance to absorption. â€¢ Different surfaces can be tested ... 
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COBB TESTER The cobb tester is a simple instrument which measures the water absorptiveness of paper, cardboard and corrugated fiberboard under standard conditions. The water absorptiveness is a very important and usefull parameter in the specification of paper and board for use in the packaging and printing industries. The cobb sizing test is used worldwide to test absorption or resistance to absorption of water, oil and other liquids.



Features • Easy testing of absorption or resistance to absorption • Different surfaces can be tested : 10, 25, 50 and 100 cm2



Paper, Packaging, Printing Inks 3.26



Physical specifications



Performance data



Cobb The cobb has a precision machined testing cylinder, its flat lower edge is firmly positioned over the test sample without the risk of leakages or cutting into the test sample.



Test area (standard) diameter 112.8 mm 100 cm2



Roll The conditioning roll has a sliding handle which ensures that only the standard conditioning weight is applied to the test piece. Template For quick and accurate preparation of standard test samples. Dimensions Cobb Roll Template



15 x 15 x 15 cm 18 x 9.5 x 22 cm 12.5 x 12.5 x 3.5 cm



Water depth 10 mm Water volume 100 ml Conditioning roll mass 10.0 ± 0.5 kg Diameter of conditioning roll 90 ± 10 mm Power supply Manually operated



Options • Version with 50 cm2 test area for users with small sized samples • Precision scale with capacity of 2020 g and accuracy of 0.01 g



Standards ISO 535, DIN-EN 20535, TAPPI T-441



Agent



Cardboard Packaging Plastics Pulp



Non-wovens Paper Printing Inks Textile



Nijverheidslaan 47 8540 Deerlijk Belgium Tel.: +32(0)56.78.21.70 Fax: +32(0)56.77.30.40 Email: [email protected] Website: www.rycobel.be
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peel tester - CALILAB 

acceptance throughout industry and educational ... well as peel properties of paper, paperboard, plastic films, adhesives, labels and packaging materials.
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taberÂ® abrasion tester - CALILAB 

An area of 30 square centimeters is subjected to ... Removal of abraded particles with a vacuum pickup ... The height of the vacuum pick-up nozzle is normally.
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opacity tester - CALILAB 

the scale, absolute accuracy at the low end of the scale, photometric linearity and day-to-day repeata ... Standards. TAPPI T-425. Cardboard. Packaging. Plastics.
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absorption tester - CALILAB 

The desorption test can be run after the absorption test and ... throughput and virtually limitless absorption capacity. ... Maximum sample absorption capacity.
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bending stiffness tester gurleytm - CALILAB 

Capable of evaluating more different sample sizes, weights and thicknesses than any other simular instrument. â€¢ Meets the most ... coated materials, catheters,...).
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progagetm electronic thickness tester - CALILAB 

up to 20 test cycles per minute while maintaining a high degree of ... Performance data. Opening ... spread sheet packages for further management. Standards.
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pilling ... - CALILAB 

2561E. Martindale suitable for Pilling. Martindale abrasion for all types of fabrics and for the control of pilling formation in accordance to EN-ISO, SN, IWS ASTM.
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circular sample cutter - CALILAB 

Cutting areas 10 and 50 cm2. Standards. ISO 536, BS 3432, DIN 53104, SCAN P6, TAPPI. T-410, NF Q 03-019, CPPA D.3 and others. Cardboard. Packaging.
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A) Schopper ... - CALILAB 

fibre during beating or refining. Refining of pulps is one of the most important stages in the paper ... strongly the sheet forming and its physical properties.
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water vapour permeability cups - CALILAB 

vapour permeability of sheet materials such as specialty ... The water vapour permeability cups are available in a ... steel and is available in a variety of sizes.
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gurley standard densometer - CALILAB 

It increases the accuracy and producti- vity of these instruments and provides recording and com- puting capabilities that will absolutely minimize the possi-.
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speed dryer - CALILAB 

Surface plate temperature regulated by an infinitely adjustable control with a total of 1400 watts available for drying. Laboratory hot plate - model A-100 ...
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Continuity Tester 

El probador se agita a un nivel crecientemente variable que permite al usuario notar la diferencia entre 60 V, 120 V, 240 V y 480 V. Indicador de baterÃas con poca carga: El LED / â€¢))) destella con luz roja si el voltaje de las baterÃas es bajo c
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compression tester 

Readers are invited to submit entries to EAA's Hints For Homebuilders, Att: Golda Cox, P.O. Box. 3086, Oshkosh, WI ... INTERNET http://www.airtechintl.com.










 


[image: alt]





Insulation Tester 

Replace battery as soon as low battery indicator appears to avoid false readings. ... Never ground yourself when taking electrical measurements. • Connect the ... Null (ZERO) test leads by touching test lead tips tightly together. Press >2 sec.
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pfi beater - CALILAB 

up for easy cleaning and down for refining - two-hand operation makes lowering the beater into ... Physical specifications. Performance data. Pulp. 5.0 to 40 g ...
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jokro beater - CALILAB 

Email: [email protected] Website: www.rycobel.be. Agent. Physical specifications. Performance data. Beating unit. Every beating unit is capable of refining 16 g of ...
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linear abraser - CALILAB 

45Â° vacuum vise. â€¢ Adjustable load. - additional 250 g weight discs increase load to 1600 g. - optional weight kit expands testing .exibility. â€¢ Abradants.
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Insulation Tester 

Para evitar posibles riesgos de electrocuciÃ³n, lesiones o la muerte, siga estas instrucciones: â€¢ No use el instrumento si el mismo parece estar daÃ±ado. â€¢ InspecciÃ³nelo ..... santÃ© humaine et d'utiliser les ressources naturelles prudemment et 
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Continuity Tester 

Place the black test lead into the “COM” input and the red test lead into the “V+” input on the tester. • Connect the tester in parallel with the load or circuit. • The tester will automatically turn on, ..... Utiliser la méthode de sécurité en 3 poi
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Supplément Guide d'Elevage Emplumement Lent - Cobb-Vantress 

Méthionine. M+C. Tryptophane. Thréonine. Arginine. Valine. Isoleucine. Leucine. Histidine. Phénylalanine. P+T. Phase. Age (jours). Démarrage. 0-28.
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air permeability tester - Rycobel 

life approved speakers. The speaker in the lower enclosure generates an oscillating aircolumn which displaces air through the test sample. A second spea-.
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GT-10GFI Circuit Tester 

The GT-10GFI cannot properly test two-wire circuits. 4455 Boeing Drive â€¢ Rockford, IL 61109-2988 â€¢ USA â€¢ 815-397-7070. An ISO 9001 Company â€¢ Greenlee ...
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LT-10 Lamp Tester 

Determine if fluorescent light bulbs are operational prior to installation or removal. â€¢ Verify voltage presence without the need for another tool. â€¢ Increase ...
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