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The kit also allows to connect inputs, outputs and power supply necessary for the use of the set. The PSU ... R-Core transformer not supplied. Laboâ˜†K Effects ... 
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Introduction This kit allows to interconnect one NEVE V series preamp module and one equalizer module to put them in a Rack. The kit also allows to connect inputs, outputs and power supply necessary for the use of the set. The PSU bus system allows to connect up to 8 modules (4 preamp and EQ pairs) rather arranged vertically. You just have to build the adequate ribbon. This bus also allows to wire the side chain function of the compressors / gates. Optional accessories Labo★K Effects Bus PSU adapter Allows to connect the psu to the bus via 5 cables (Stuffed or PCB only) Labo✭K Effects Neve 51/V PSU Kit Regulated PSU +48V, +/-16V ,-16V ,-15V (Kit or PCB only) R-Core transformer not supplied Labo★K Effects Mounting clip Matching NEVE 51 and V series Allow to fix module on front plate. Matching with Input & Equaliseur. Labo★K Effects Neve PSU Metalwork Allows to fix pcbs and heat sink. Compact module easy to fix into rack.



For proper operation of the unit, it is advisable to use modules in good conditions and with coupling capacitors that will have been replaced if necessary. The poor condition of the capacitors can greatly affect the sound quality or even cut the signal. Similary, one will ensure that the various switches have been cleaned using a contact cleaner spray.
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Kit overview







1 Interconnect board PCB 2 layers plated pads for connecting: o 1 Preamp/Dynamic module o Micro ,Line and Key inputs o PSU Bus , Dynamic link o 1 Equalizer Module







Interconnect board PCB 2 layers plated pads for connecting: o 1 Equalizer module o PSU Bus o 1 Preamp/Dynamic module o Insertion send and return o 1 +4db balanced output ( stage fitted on the PCB )







Connectors, components and ribbons. o XLR and Jack Connectors not supplied.
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Assembly instructions



1) 2) 3) 4)



Solder components on PCB. Prepare interconnexion ribbons Bind inputs and outputs connectors to your XLR or stereo Jacks. Bind PSU bus to a regulated power supply +48v, 0V, +16V, -16V 15V(Logic)



et -



Note about +16V/-16V and -15v PSU: Plan 250 mA foe each module. It is possible to use a +16V/-16V psu by connectindg -16V and –15V of the ribbon as indicated on figure 1.



Figure 1



Adjust output level with RV1 on EQ interface board. You can replace this trimmer by a 10K linear pot wired on front face of Rack. The module GRP switch can be used as a Mute. You can link dynamics modules by placing side chain jumpers as shown later.
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Input interface board parts list Connector Connector Connector Connector Connector Connector



1 2 3 4 5 6



Molex Molex Molex Molex Molex Molex



22-27-2101-10 22-27-2101-10 22-27-2101-10 22-27-2101-10 22-27-2101-10 22-27-2101-10



Connector 7



3M 2510-6002



Connector 8



3M 2516-6002



D1 R1 C1 R in (side chain) R out (side chain)



1N4001-1N4007 100R C1 47µF/63v 0R ou strap 0R ou strap



All resistors are 1/4w metal film 1%



Input interface board connectors pinout



1 2 3 4 5 6 7 8 9 10



MIC /LINE connector Line in Lo Line In Hi Line in Screen



Mic in Screen Mic in Hi Mic in Lo



Key Connector 1 2 3 4 5 6 7 8 9 10



Key in Screen Key in Lo Key in Hi
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eq interface board parts list Connector Connector Connector Connector



1 2 3 4



Molex Molex Molex Molex



22-27-2101-10 22-27-2101-10 22-27-2101-10 22-27-2101-10



Connector 6



2516-6002



Connector 5



AWLP-10



R1 R2 R3 RV1 Output adjust C1 C2 C3 C4 C5 D1 U01 U02 U01 and U02 IC Sockets



18K See table 1 1K2 10KA 100µF/10v 10µF/50v NP 10µF/50v NP 100n 100n 1N4001-1N4007 NE5534 SSM 2142 Dil 8 Ic sockets



All resistors are 1/4w metal film 1% Table 1 R2 0R 1K 3K



Gain dB 0 5 10



Note It is possible to replace RV1 by a 10KA Pot (not supplied) to have a level command on front. If you do not wish to use the Insertion function of the module, it is possible to use the insert send of this one as +4dB balanced output . In that case only connectors and diode D1 must be implanted.
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EQ interface board out connectors pinout 1 2 3 4 5 6 7 8 9 10



Standard version Out Hi Out Lo Screen Insert Insert Insert Insert Insert Insert



Snd screen Snd Hi Snd Lo Rtn screen Rtn Lo Rtn Hi



Without insertion version 1 2 3 4 5 6 7 8 9 10



Out screen Out Hi Out Lo



Psu bus pinout 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16



+48 +48 NC 0V 0V 0V +16V +16V +16V +16V -15V -15V -16V -16V Loop Out Loop In
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Interconnexions parts list Psu Bus Input interface board 16 Equalizer interface board 16 Power supply 16 16 way ribbon



AWP AWP AWP



AGW28 10 16



Dynamics/Equalizer interconnexion Input interface board



Equalizer interface board



10 way ribbon



AWP 10



AWLP-10



AGW28 10 10



It is planned to be able to use 2 small NEVE columns to assemble 2 boards
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Inputs & outputs connections Mic/Line connector 2105 Key connector 2105 Out connector 101 30 crimp terminals



Molex 22-01Molex 22-01Molex MX-6471-



Molex 08-50-0005



Sample wiring
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Input interface board wiring



Side chain function To activate side chain function of dynamics it is necessary to implant straps as indicated.



Linking 2 modules



Linking 3 or 4 modules



It is necessary to cut wires 15 and 16 of ribbon as indicated (Seen back plugged into modules). Module 1



Module 2



Module4



Module3



Module2



Module1
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EQ interface board wiring Standard version Bind A&B and D&F as indicated on figure 2.



Figure 2 Without insertion version. Bind A&C as indicated on figure 3.



Figure 3 Legal notice: Labo★K Effect shall not be responsible and disclaims all liability for any damage (whether direct or consequential) that may result from a wrong use of the kit by the user.
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AcoustimassÂ® 6 series V AcoustimassÂ® 10 series V - Bose 

Consultez attentivement cette notice d'utilisation et conservez-la pour toute rÃ©fÃ©rence future. Le symbole reprÃ©sentant un Ã©clair avec une flÃ¨che Ã  l'intÃ©rieur d'un triangle Ã©quilatÃ©ral est utilisÃ© pour prÃ©venir l'utilisateur de la prÃ©sen
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AcoustimassÂ® 6 series V AcoustimassÂ® 10 series V - Bose 

Puissance nominale du systÃ¨me . ..... Si vous utilisez le mode Dolby Pro-Logic, vÃ©rifiez que le mode Surround est bien activÃ© (ON). â€¢ VÃ©rifiez que la source ...
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AcoustimassÂ® 5 series V AcoustimassÂ® 3 series V - Bose 

Avant de brancher votre ampli-tuner ou votre amplificateur : â€¢ Veillez Ã  ce qu'aucun brin n'entre en contact avec les bornes adjacentes. Dans le cas contraire, ...
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Wide Slide Series Color Change Kit Kit de cambio de 

For use with Wide Slide Series Slide to OFF style devices. Para uso con dispositivos estilo Deslizar para Apagar, serie perilla deslizable ancha. Pour utilisation ...
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Bogner XTC 100B Preamp 

Jul 15, 2005 - 1.00K. R34. 1.00K. 1. 2. R25. 500K. R25. 500K. 1. 2. R2. 68K. R2. 68K. C25. 22nF. C25. 22nF. 1. 3. 2. RED GAIN. 500K. RED GAIN. 500K. 2. 1.
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Preamp O ... - Precision Power 

The ground wire should be of the same gauge as the power wire. As ..... number, return address, a copy of your sales receipt, and a description of the problem to:.
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Celtic Connexion 

Niveau. : Novices. Musique. : Cotton Eyed Joe â€“ The Chieftains â€“ 128 BPM ... 1 - 2. Rock PD devant, Retour du PdC sur PG. & 3 & 4. PD prÃ¨s du PG, Talon G ...
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trattamenti - Fiocco Di Neve - Relais 

Page 1. TRATTAMENTI. TRAITEMENTS / TREATMENTS.
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Q1100AN Series 3 Neutral Terminal Kit 

n'assume aucune responsabilitÃ© des consÃ©quences Ã©ventuelles dÃ©coulant de l'utilisation de ce matÃ©riel. Schneider Canada Inc. 19 Waterman Avenue, M4B 1 Y2. Toronto, Ontario. (416) 752-8020. Square D, QO and are registered trademarks of. Square D 
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1 connexion 
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Studio Caliber Preamp - Schematic Heaven 

auro R204. * 36. Rs 3. } RE3 2s Li. * LDI ( RHYTHM). > | .TK. R343. 47SR. Te2 (irec) Ra6! DS. 65:n. INUpot &&D. ----. VM-tuk meO3 tofA LES |. Ic30S. 3300AA.
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V-Series M2V890 - FTP Directory Listing 

2.4 Central Processing Unit (CPU) . ..... The system's power supply unit has a 115 V/230 V voltage selector switch located ... 1-8. Chapter 1: System introduction ...
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the walk for abolition kit 

Oct 9, 2004 - Book your hotel / youth hostel rooms / bed and breakfast! .... Africa, Middle East, Central and Eastern Europe, South Asia, Latin America and the ...
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HSQâ„¢ Kit for HPLC Compliance 

Cogent-HPLC.com. HSQâ„¢ Kit for HPLC ... HPLC Performance Qualification test kit, complete ... Test Kits. For more information visit www.mtc-usa.com. WHAT IS THE HSQâ„¢ KIT? ... information, calculates and graphs results; print out and sign.
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Instruction for Flange Alignement Kit 

source, two flanges and an aiming tool. The light source is a ... process flange (which will be the case when the first flange is aligned). Halogen light source.
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Liasse fiscale TR CONNEXION 

Des explications concernant cette rubrique sont donnÃ©es dans la notice nÂ° 2032 ... CH. CI. TOTAL (III) CJ. CK. Frais d'Ã©mission d'emprunt Ã  Ã©taler. (IV) CW ..... TC. TF. TI. TO. D6. IM. TR. TU. Provisions pour reconstitution des gisements minier
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Adobe PHOTOSHOP - Connexion Graphique 

Contenu de la formation : RÃ©visions des fondamentaux et personnalisation des outils. â€¢ Rappel des raccourcis clavier et de l'ergonomie de travail.
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Q10 Paragraphic Equalizer User Manual 

if you see SuperNotch (-46dB) in the menu, ... traditional engineering definition of Q. However, the basic principle of Q still applies; the higher the value of Q,.
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The Equalizer - Mark Lee Hunter 

Jan 25, 2010 - 1.6 million units sold in the US in 2005, the latest year for which data were ...... with limited resources but good products can both survive.
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Equalizer Air Walker - DME-Direct 

Do not remove the inner foam pads which are adhered to the plastic walker boot. PHOTO CAPTIONS. A. Pull tabs. B. Adjustable air pump. C. Walker struts.
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Probabilistic equalizer for Ultra-Wideband energy detection - sami mekki 

applications such as sensor networks or radio frequency identification (RFID), etc. .... where âŠ— denotes the convolution product and enâˆ’k(t) = p(t âˆ’ Anâˆ’k Tslot) ...
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On the Implementation of a Probabilistic Equalizer for Low-Cost 

ub-MAP algorithm known also as Jacobi algorithm [9]. 6. Complex io q pe log ..... me per level o. 448 Mbit. 30.25 Kbit. 16.25 Kbit on requ . Comp equalizer the.
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The V Tail For Aircraft 

V tail configuration of the Bonanza al- though there are Beech owners of simi- lar conventional tail aircraft who will argue that their machines perform just.
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120 VAC Junction Box Kit Trousse de dérivation de 120 V c.a. Kit de 

An independent 15 Amp circuit should be used to provide power to the Junction Box Kit. Wire the receptacles as shown in Figure 2. Wiring Schemes: To Quickwire™* (Preferred wiring method): Remove insulation from wires according to “strip gauge” on bac
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