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Craft & Technique: Wheeling a Wingtip

Shaping metal with a bench-top English wheel ... majority is 1/2-inch-thick board, and ..... Download Game FREE at: .... IntelliVox"", the world's only hands-free,. 
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Wheeling a Wingtip



THE ENGLISH WHEEL is A WONface that becomes tighter derful metal shaping tool near the front, and a leading that's surrounded by much edge that graduates from a mystery and misunderstandradius of about 1 3/4 inches ing. To dispel these things, at the inner edge to a 0.5let's make a wingtip for a inch radius at the outer edge. 1940 Ryan STM. The origi- Shaping metal with a bench-top English wheel The contours of these leading edges are tighter than nal wingtips were in poor condition, but they were RON COVELL our English wheel can shape good enough to use as pat(limited by the anvil wheels), so we'll be using the reinterns for creating the buck forced center portion of our buck as we'll use for gauging and shaping Using the English wheel a hammerform to help create this the new parts. tight radius. We're using a bench-top English places the job in the The buck is made of MDF wheel, and while its smaller size limits the size and thickness of material (medium-density fiberboard). The realm of intermediate majority is 1/2-inch-thick board, and it can handle, the wingtips are well the smaller ribs are 1/4-inch thick. within its capabilities. Most English We carefully cut out each element wheels have a set of interchangeable difficulty, but its a good lower (anvil) wheels, each with a difwith a band saw and then sand them demonstration of how to the final profile. Because the ferent radius. We used only two are symmetrical, we can use anvil wheels for this job: one with even a small, relatively wingtips the same buck for both. The large an 8.5-inch radius, which produced holes in the buck give a good view of the broad radius on the majority of inexpensive English the back side, making it easier to see the part, and the other with a 3.5how the sheet metal panels fit. inch radius wheel that better We made the major portion of matches the higher crown area near the buck from two pieces of 1/2the leading edge. nice work. inch MDF, glued together with a The wingtips have a crowned sur-



wheel can produce some



We made a buck from MDF (medium-density fiberboard) that matches the contours of the wingtip for a Ryan.



A chipboard pattern is made from the buck, allowing a little overlap on the edges for trimming. Lay the pattern on a piece of .040-inch 3003 H-14 aluminum sheet, draw the trim lines with a felt-tipped marker, and trim the panel with tinsnips. Sport Aviation
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spacer near the middle so they create a tapered form. This was the first step in creating the reinforced portion of the buck used to shape the leading edge. Filling the void between the tapered sections with plastic auto body filler, we carefully sanded it to match the leading-edge radius of the original wingtips. With our buck completed, we
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We're using a bench-top English wheel with a low-crown lower wheel to put the overall contour in the panel. Bottom, to create the higher crown near the leading edge, adjust the panel by bending it against the workbench.



made chipboard patterns for the metal to be shaped. We allowed a little overlap on all edges—about a 1/4-inch overlap on the rear and inner edges, and a 1-inch overlap at the front. Next, we used our patterns to trim out sheet metal panels. We're using .040-inch 3003 H-14 aluminum sheet for our wingtips, a very malleable alloy well suited to nonstructural panels like these. To shape our panels using the English wheel, we start with the top portion of the wingtip, working it between the wheels and using a tracking pattern that evenly covers
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the surface. This tracking pattern is similar to mowing a lawn. You start at one edge and slowly work across the panel (or lawn) with each pass touching (or very close to) the previous pass. Normally, we repeat this pattern many times. Generally, we do not track the edges of the panel because they are easily overstretched. If the tracking is even, it



Imagine building and flying your own plane, able to



make 1240 NM cross country trips, carrying four adults with luggage in comfort - at speeds over 200 mph! Choose from seven models, with a wide range of



available options. Sleek, fast, stable and efficient...the perfect description for Velocity sport aircraft.



iff



30 min Video & Info Pak $29.50 US & Canada $39.50 International



TRHBBHBMfcrfBBI^^ ^d^^WF ^^^^^^F



velocityaircraft.com ^^^



(Visa/MC/Check/US$ Money Order)



200 W Airport Drive, Sebastian FL 32958 • (561) 589-1860 For information, use SPORT AVIATION'S Reader Service Card



What's Up at Narco? Use a mechanical shrinker to help pull down the leading edge. Bottom, test fit the panel against the buck to gauge the shrinking on the leading edge.



creates a uniform radius on the panel. Because we're creating a shape with a graduated radius, more wheeling is required in the areas with more contour. Most full-size English wheels have flat spots in the center of the anvil wheels, with the width of the flat area being proportionate to the radius of the wheel. The flatter the contour of the anvil wheel, the wider the flat spot (in most instances). These flat spots speed the shaping operation (it's like using a wider lawn mower) and usually shape low-crown panels more smoothly. The smaller bench-top
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Craft & Technique English wheels often use anvil wheels without flat spots so they can function at lower pressures. This makes the shaping go a bit slower. This is not much of a hindrance on a small panel, but shaping a panel more than a couple of feet square would be tedious on such a machine. Proper English wheel operation can be maddeningly difficult to learn. The first problem a novice operator notices is that the steering is reversed from what you'd expect. (This is somewhat similar to backing up a trailer.) The next lesson is that any irregularities in the spacing between tracks translate into uneven shaping. If your first several tracks are close together and your next few tracks are more widely spaced, you create an uneven contour. It takes quite a bit of practice to be proficient, but most people who stick with it get the hang of it eventually. Many people mistakenly believe that wheeling in only one direction creates a curvature in only one plane, and to create a compound curve you need to wheel in two or more directions. Wheeling in one direction causes curva-
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Anneal the panel's leading edge with an oxyacetylene torch to prepare it for hammering against the reinforced center section of the buck. •
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After the first round of hammering, shrink the edge down a little tighter.
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ture from front to back and from right to left at the same time. You may get more curvature in one direction due to a number of factors,
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Back on the buck, the leading edge is tapped against the shaped leading edge. Note how it fits very tightly in one area, but there are still some small waves and gaps to be tapped down. Bottom, with the top portion shaped, make a pattern from the original wingtip for the bottom section, transfer the pattern to the aluminum, cut it out with snips, and shape it on the English wheel.
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with the radius of the anvil wheel being the most significant. We've found that wheeling in two or more directions helps to blend in the small deviations that can occur from wheeling in one direction only. The more tracks you make across a panel, the greater the curvature. During shaping we constantly check the part against the buck to test how the contour is developing. On a part like this, with a very high crown curl on the leading edge, it helps to place the panel on a flat surface and roll it with your hands to help generate the proper shape. Because the wingtip's leadingedge radius is smaller than our tightest anvil wheel, we'll use another For information, use SPORT AVIATION'S Reader Service Card



Craft & Technique



In Loving Memory of Ethel ____



7/27/14 - 4/27/97



___



AIRCRAFT ALUMINUM 2024 T 3 ALCLAD 48" WIDE



ALL PRICES PER RUNNING FOOT



.050



.016— $9.20



.020 —$10.95 .025—$12.10 .032—$13.75 .040 —$18.50



— $23.50



.063 —$29.10 .080 — $34.95 .090 — $40.70 .125 —$56.50



ALSO ALLOYS OF VARIOUS TYPES: 3003 H 14 ... 5052 H 32 ... 6061 T 6 ... 2024-0



CALL FOR PRICES ON ...



4130 Steel Tubing & Plate, Reamers, Rotary Files, Drill Bits, Hydraulic Hose, Crimpers, Air Duct, Rod



Ends, Tie Downs, Nuts, Bolts, Rivets, Extruded Aluminum, Quick Release Pins, Counter Sinks, Safety Wire, Sheet Metal, Wire Strippers, Aluminum Tubing and Bar Stock. MANY MANY MORE ITEMS . . . JUST CALL ! ! !



Free Catalog Available AIRPARTS, INC. 2400 MERRIAM LANE KANSAS CITY, KS 66106 913/831-1780 FAX 913/831-6797



1-800/800-3229



www.airpartsinc.com



SimGuild



CORPORA n n



FLY A



Internet Based Virtual Air Combat over the skies of Europe via PC Download Game FREE at:



www.simguild.com 106



APRIL 2000



Test fit the bottom portion on the buck. Notice that small alignment pins, made from 3/32-inch welding rod, keep the panel from shifting on the buck.



technique to shape this area. First we'll use a mechanical shrinking machine to help pull the edge down. These shrinkers leave distinct marks in the metal, which could become dangerous stress risers on structural panels. This isn't a structural panel, but we followed this strategy to eliminate the marking on the finished panel. The panel has a 1-inch overlap on the front edge, and we used the shrinker on the leading 1/4 inch of the panel only. When the panel is completely shaped and trimmed to final size, the area marked by the shrinker's serrated jaws is removed. After gently shrinking the leading edge, we test fit the panel on the buck to gauge our progress. More shrinking brings the leading edge down closer to the buck, and when it is reasonably close, we'll anneal just the leading edge to ease the shaping that comes next. Using a rosebud tip, we fog the leading edge with a light film of soot from an acetylene-rich flame, then heat the panel with a neutral flame until the



soot just burns off. The annealing process brings the panel down to the dead-soft condition, and we anneal only the leading edge so the remainder of the panel stays in the



The centerline is measured on the buck and transferred to the panels with masking tape. Bottom, trim each panel 1/4-inch past center, creating a 1/2-inch overlap.



half-hard condition. Using the leading edge of the buck as a hammerform, we use a slap hammer to contour the sheet metal against it. After bringing the metal down partway, we go back to the shrinking machine to help pull the edge down a little more. After a couple of repetitions of shrinking
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Final trimming removes all the marks from the shrinking machine. One last gentle hammering against the buck refines the shapes of the



panels where they overlap.



and hammering, our panel fits the buck nicely. With the top portion shaped, we shape the bottom section in the same manner. This step goes much more quickly because of the section's smaller size. The panels fit together with an overlapped joint about 1/2-inch wide, and the wingtip halves are riveted into place on the wing. To create an accurate joint, we put each piece on the buck to establish a centerline and mark it with masking tape. Using more 1/4-inch tape, we lay a strip down with one edge touching the centerline and trim on the opposite edge of the tape. This establishes the edge of the panel accurately at 1/4-inch over the centerline of the buck, and when nesting both panels together, they have an even 1/2-inch overlap. Temporarily joining the wingtip



halves with Clecos and testing the fit on the buck are the next steps. Wheeling or hammering adjusts any small discrepancies in the fit.
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Craft & Technique: Wheeling a Wingtip - Size 
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Craft & Technique: Building a Manometer 

Fill the â€œUâ€� tube to about the halfway point with wa- ter. ... side, the water level on the other side of the tube goes ... or shock absorber, reducing pressure.
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Craft & Technique: Building a Manometer 

you pressure test a fuel tank, without worrying about put- ting too much pressure .... Mix 1 tea- spoon of softener into the water. This reduces the surface tension of the water so it doesn't .... While watching the paper scale, suck on the air suppl
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Craft & Technique: Bleedin' Easy 

Get air out of the brake lines the easy way, which is also the right way. KEN SCOTT. The seals in aircraft systems are not compatible with silicone auto fluids and.
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Craft & Technique: Magnetic Spark 

electricity, and you can deter- mine the direction ... the rotating magnet so it sends the power to the right spark plug at the ... with 40' electric bi-fold door with 54' ...










 


[image: alt]





Craft & Technique: Annealing Aluminum 
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Craft & technique: Practical Plumbing 
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Craft & Technique: Hammerform Variations 

SHAPING METAL WITH A FORM block, or hammerform ... because you shape the metal over the outside .... bonding permanently to our master. We used two ...
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Craft & Technique: Troubleshooting Injectors 

The mechanics there said it was working normally. ... To prevent surprises, first understand how the system ... cylinder, and what it doesn't use will go to the other ...










 


[image: alt]





Craft & technique: Power brokers 

First it energizes the electric starter to fire up the engine, and ... While production-aircraft own- ... the acid and builds up excess elec- trons on the ... trical systems, use motorcycle or wheelchair .... little kick-start, your owner's manual wi










 


[image: alt]





Craft & technique: Periodic Inspections 

Inspection for the checklist EAA. Aviation Information ... treatment. A solvent sprayer using compressed air and mineral spirits or Varsol works ... buying the better unit with the metal regulator. .... maintenance and reasonable operating costs .
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Craft & Technique: Annealing Aluminum 

to cool it quickly because aluminum doesn't show its heat by changing color. Years ago, I'd heat a large panel in a busy open shop and leave it to cool slowly in ...
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Craft & Technique: A Battery Charger Feedthrough 

There are many factors that affect the ability of an aircraft engine to start. To list just a few, the ability of a battery to supply sufficient energy to the starter motor ...










 


[image: alt]





Craft & Technique: Catching A Perfect Fit 
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Craft & technique: Building a Better Tiedown 

at an angle from the plane. ... angle of the stake to miss rocks, etc., .... Major Credit Cards Accepted â€¢ WI residents add 5% sales tax â€¢ shipping and handling NOT ...










 


[image: alt]





Craft & technique: Transponder Time 
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Craft & Technique: Plastic Patches 
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Craft & Technique: Plastic Patches 

Holding the part up to the light should reveal any hidden crack damage. Subsurface stress cracks look like lighter-colored lines or patches of lines and should be ...
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Craft & Technique: Communication Coordination 

mostly on Comm 1 and set all audio output switches ... Transceiver #2. Figure 1 speaker if its audio amplifier fails.) One Simple Solution. Regardless of the type of airplane .... wire (NEMA MW28-C), parallel bonded ... ics (Ccontact the author).
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Craft & Technique: Radio Diagnosis 
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Craft & Technique: Communication Coordination 
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Craft & Technique: Finer Filters 
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