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Craftsman's Corner

a "catch glass" that you can build inex- pensively from components you may have at home or in the shop. The pri- mary purpose of the "catch glass" is so that you ... 
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Ben Owen



VACUUM BAGGING FIBERGLASS COMPONENTS



If you will check some of the advanced articles on fiberglass components, you will see that many of the early articles and textbooks on fiberglass show . . . "a good ratio by weight of epoxy to fiberglass cloth to be about 50/50." However, with today's material the best for strength is approximately 40% epoxy and 60% cloth. This is very hard to do with a hand lay-up procedure without vacuum bagging. For vacuum bagging, you will need: 1. A supply of light plastic such as used to cover produce in the field. The 2-1/2 to 3 mil. (.0025 to .0003 of an inch thick) material is available from farm supply stores, Sears, etc. 2. Burlap bags or a fairly thick polyester cloth to use as a breather cloth can be obtained from a fabric store. The purpose of this material is to absorb the excess epoxy. 3. Polyester or nylon cloth to use as "peel ply." This can also be obtained at a fabric store. 4. Caulking material in a tube can be purchased inexpensively at about 77 cents per tube at K-Mart and other suppliers. 5. Tape to help seal in addition to the caulking. 6. A vacuum pump. The usual home vacuum cleaner will not work for large pieces. A friend has a good one he bought in 1980 for $180 from a farmer, and this is from a former "surge" milking machine. This, and other commercial vacuum pumps, can be purchased in farm supply stores and should be able to draw a minimum of 15" of vacuum. 7. A vacuum gauge for the above
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vacuum pump so you will have some control on your procedure. 8. In the vacuum line you should have a "catch glass" that you can build inexpensively from components you may have at home or in the shop. The primary purpose of the "catch glass" is so that you don't pull epoxy into the pump itself and so that the epoxy will drop by vacuum into the bottom of the glass if it is ingested into the vacuum line. The usual vacuum reading should be around 8" of vacuum. You should prepare a board about 1/2" and about 1' square by pounding in nails every square inch. This small version of the old "Fakir's Couch" is used to punch holes in the cloth. You should prepare sufficient (2-1/2 to 3 mil.) light plastic with holes punched every 1" to cover your entire part to be fabricated, both top and bottom. The first item that is put on the recently laid up part is the "peel ply" of nylon or polyester, covering the entire surface top and bottom. This is then covered with the light plastic in which the holes have been punched. Following this is burlap. A thick layer is desirable and may require more than one, as this is where the excess epoxy goes when you start the vacuum pump. You cover the entire apparatus with a solid sheet of light plastic. Use the cheap caulking material and tape to hold it down while sealing. At this point you need to be careful, as you can extract more epoxy than you want to. This is more an art than a science. It would be suggested to try several trial pieces and to weigh the cloth



before you start. Then weigh the combined cloth and epoxy later to see how the vacuum is working. The following formula will apply for finished pieces. Weight of cloth divided by total weight of cloth and epoxy should equal 60%. In practice, the lay-up has to be done with the normal speed — you have to cover with the four layers of vacuum material, put in the vacuum pump tube and all the epoxy you are going to take out should be removed within 15 minutes. As soon as you have taken out sufficient epoxy, you can remove all the materials, leaving the "peel ply" until the surface epoxy has set up well. This is a successful method used by builder Larry Fitzgerald of Bristol, Wl. According to Larry, it is best to use a female mold, well waxed with 3-4 layers of wax, either Johnson's Wax or another suitable lay-up wax. Clear this process with the designer before doing large lay-ups of wings, etc. Notes The flight envelope in the March Craftsman's Comer should have indicated that the velocity on the chart is indicated airspeed, not true airspeed. The VHT brand of heat resistant paint mentioned in the September column is manufactured by Sperex VHT Corporation, Gardena City, CA, telephone 213/ 323-6162. For those with a technical interest, the Technical Counselor Newsletter is



available on a subscription basis — 6 issues per year — for $12. Write to Ann Ruby at EAA Headquarters.



























des documents recommandant







[image: alt]





Craftsman's Corner 

tying it down at fly-ins would be a lot easier using this device. ... 3A32C Series. P21EA. D3A32C Series. P21EA. 3AF32C. P22EA. D3AF32C. P22EA. 3AF34C.
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sirable colors to paint an engine. For opti- ... cooling but the color of the paint doesn't. The second .... AGILEâ€” Light, smooth controls make aerobatics a joj.
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Inspecting the fit of tubing joints on the bottom side. (side nearest the plywood panel ... The angle finder makes for a more versatile device, however. FIGURE 2.
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Stress corrosion cracking. Filiform. AREAS/COMPONENTS. Skin frames/ribs/panels, etc. Attachments/fittings, subassemblies. Extrusions/castings, forgings.
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MAGNETO IS essentially a small AC generator, constructed so that the ... A typical 4 cylinder installation with a Bendix mag, (2 ..... Good Luck and Good Flying.
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sary but often expensive special tools needed to properly ... terials, tools or techniques they think would be of interest ... tool box in its 2" x 2" storage box.
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LIGHTWEIGHT WIND GENERATOR. By Chuck Larsen. EAA Designee Director. IVEN THE SIMPLEST of homebuilts and ultra- lights have been touched by ...
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time to make some repairs and repaint it, I decided to reskin all ... I read all of the FAA and EAA books and articles I could ... of scrap aluminum. I then examined it.
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Aircraft wood is best cut with sharp tools, and sandpaper ... EAA member John ... wood. The technician told him that those are fine as long as the dust is removed ...
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CRAFTSMAN'S CDRNFR. Ben Owen. WHEELS AND BRAKES. I received a call from a pilot who was having difficulty in holding her aircraft during run-ups past.
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size and re-build and seal closed the box with DUCT. TAPE. (Greatest .... lease wax and a coat of P.V.A. film release. ... safety equipment and ventilation. A good ...
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A few miles from his home field he ran out of gas. ... who hasn't run out of gas or on some occasion had a low tank. ... It takes only one little bee to plug a vent.
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Now tape 3 or 4 sheets together lengthwise, depending on the length of the airfoil, keeping the lines nice and straight. Now, obtain the airfoil coordinates.
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item is taken care of by the manufacturer of both the engine and the mags. ... The breaker is set to open just after this point is reached. This is called the "E Gap ... time you have prop started an engine, the loud click you hear as you pass the ..
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thick fabric or short lengths of reinforc- ing tape between the stitches and to al- most completely eliminate any bumps from the stitches when hidden rib stitch-.
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over 650 feet per minute. How much prop thrust do you think you might be getting out of the. 115 hp, which is pulling you slowly into the "wild blue yonder." 550.
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you should use the rib drawing to deter- ... With this tool, the incidence along the wing (or wash-in and wash-out along the ... If you line up the trailing edge.
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and incorrect method of installation of this fitting. Very often, particularly on homebuilt aircraft, I have seen the incorrect mode of installation as shown in Il-.
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When starting the engine in my. Skybolt after a long storage period and minor overhaul, I could not get the Lycoming HIO-360 engine to run when I advanced the ...
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However, they do lighten up the ailer- ons! One of the first ... the World's Aircraft" for 1970-71, you will see the Zlin with ... Mike was a consultant for one of the.
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attached to ensure that they do stay in place. The propeller is primarily driven by the fric- tion between the rear propeller disk and the face of the prop extension ...
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DUCTED FAN OPERATION. Introduction: Why ... tailored to fit the power curve of an auto- derivative engine ... An F-16 with a v-8 or a rotary auto engine coupled.
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I P ORIGINAL RIB STITCH SPACING CANNOT BE DETERMINED, ... NG IN SLIf. i i i i. -SPA ... Tying the seine knot used in rib stitching can be tricky.
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The resin system to use when making molds is vinylester resin, which has a very low shrinkage rate. Do not use polyester resin â€” it has a high shrinkage rate.
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