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SUBJECT: MAGNETO CAPACITOR P/N 10-400615 INSPECTION AND ... 2. Remove the P-Lead from the capacitor ground stud. (Reference Figure 1). 3. 
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TELEDYNE CONTINENTAL ® IGNITION SYSTEM



CATEGORY 2



CRITICAL SERVICE BULLETIN



CSB 665A



Compliance Necessary To Maintain Safety



TECHNICAL PORTIONS FAA APPROVED



SUBJECT:



MAGNETO CAPACITOR P/N 10-400615 INSPECTION AND REPLACEMENT.



PURPOSE:



TCM has identified a quantity of magneto capacitors part number 10-400615 which may have ground stud (also referred to as the P-Lead stud) threads that do not meet specification. This may allow the ground wire (P-Lead) to come loose, resulting in a hot magneto.



COMPLIANCE:



On receipt of this Critical Service Bulletin. Make certain that no one is allowed to move the propeller on an engine suspected of containing an affected capacitor. This could result in an engine start.



PARTS AFFECTED:



All New (10-) and Rebuilt (BL-) S20, S200 and S1200 Series magnetos of all part numbers in the affected serial number ranges as listed in Table 1, with the exception of the serial numbers listed in Table 2 of this Bulletin.



All spare part number 10-400615 capacitors in the affected date code range. Any magneto which may have an affected capacitor installed as a spare part Between 10/01/2003 and the effective date of this bulletin. REASON FOR REVISION: To correct part number references WARNING:



DO NOT MOVE THE PROPELLER OF ANY ENGINE WHICH MAY CONTAIN AN AFFECTED MAGNETO CAPACITOR. THE ENGINE COULD START, REGARDLESS OF IGNITION SWITCH POSITION, CAUSING PERSONAL INJURY OR DEATH.



A. INSPECTION – AFFECTED CAPACITORS INSTALLED IN MAGNETOS 1. Remove engine cowlings as necessary to gain access to the magneto ground stud (P-Lead) connection. All airframe component removal and reinstallation should be accomplished in accordance with the latest revision of the applicable airframe maintenance manual. 2. Remove the P-Lead from the capacitor ground stud. (Reference Figure 1) 3. Reinstall the P-Lead retaining nut and washer. Using a properly calibrated and certified torque wrench, torque the retaining nut to 27 inch-pounds. 4. If the P-Lead retaining nut can be torqued to 27 inch-pounds without slippage, no further action is required. Remove the retaining nut and reinstall the P-Lead. Torque the retaining nut to 15-17 inch-pounds. Make a log entry in the engine and airframe logbooks stating compliance with this bulletin. 5. If the retaining nut cannot be torqued to 27 inch-pounds, the capacitor must be replaced. Refer to section C or D of this bulletin, as applicable, for capacitor replacement procedures. ISSUED
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TABLE 1 Affected New (10-) and Rebuilt (BL-) Magneto Serial Number Ranges -S20 Series Magnetos D03JA001 through D04DA157 -S200 Series Magnetos E03JA001 through E04DA148 -S1200 Series Magnetos F03JA001 through F04DA237 Any –S20, -S200 and –S1200 series magneto which through maintenance records can be verified to have had a 10-400615 capacitor installed between October 1, 2003 and the effective date of this Critical Service Bulletin NOTE -20, –200, and –1200 series magnetos with serial numbers higher than those listed in table 1 may have capacitors installed within the affected date code range. These capacitors were tested by the factory prior to installation. TABLE 2 Magneto Serial Numbers On Which Compliance With This Bulletin Has Already Been Verified E04AA089 E04BA001 E04BA004 E04BA031 E04BA108 E04BA110 E04CA002 E04CA004 E04CA005 E04CA013 E04CA016 E04CA017 E04CA019 E04CA020 E04CA021 E04CA022 E04CA023 E04CA025 E04CA026 E04CA027 E04CA028 E04CA029 E04CA030 E04CA031 E04CA032 E04CA034 E04CA035 E04CA037



MO 06



ISSUED DAY YEAR 18



2004



E04CA041 E04CA042 E04CA043 E04CA044 E04CA045 E04CA047 E04CA048 E04CA053 E04CA054 E04CA055 E04CA057 E04CA058 E04CA059 E04CA079 E04CA081 E04CA083 E04CA084 E04CA086 E04CA089 E04CA092 E04CA094 E04CA098 E04CA107 E04CA120 E04CA159 E04CA198 E04CA215 E04CA217



MO 08



E04CA218 E04CA219 E04CA221 E04CA222 E04CA225 E04CA226 E04CA228 E04CA229 E04CA230 E04CA231 E04CA232 E04CA233 E04CA234 E04CA235 E04CA236 E04CA252 E04CA256 E04CA257 E04CA258 E04CA261 E04CA263 E04CA271 E04CA273 E04CA274 E04CA275 E04CA276 E04CA277 E04CA278



REVISED DAY YEAR 20



2004



E04CA279 E04CA280 E04CA281 E04CA282 E04CA283 E04CA284 E04CA285 E04CA286 E04CA287 E04CA288 E04CA289 E04CA290 E04CA291 E04CA292 E04CA314 E04CA315 E04CA328 E04CA329 E04CA330 E04CA332 E04CA333 E04CA334 E04CA335 E04CA336 E04CA337 E04CA338 E04CA340 E04CA341



E04CA342 E04CA343 E04CA344 E04CA345 E04CA346 E04CA347 E04CA356 E04CA357 E04CA360 E04CA361 E04CA363 E04CA365 E04CA369 E04CA371 E04CA372 E04CA374 E04CA375 E04CA376 E04DA122 E04DA123 E04DA124 E04DA125 E04DA126 E04DA127 E04DA129 E04DA130 E04DA131 F04AA150



F04AA154 F04AA158 F04AA180 F04AA183 F04AA184 F04AA187 F04AA240 F04AA242 F04AA243 F04AA244 F04AA246 F04AA247 F04AA248 F04AA249 F04AA250 F04AA252 F04AA316 F04AA320 F04AA321 F04AA323 F04AA324 F04AA325 F04BA113 F04CA368
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Ground Stud



Figure 1



B. INSPECTION OF CAPACITORS IN SPARES STOCK. 1. Examine each 10-400615 capacitor in spares stock for the stamped date code. (Reference Figure 2) 2. Dates codes of 03-44 through 04-17 must be removed from stock and returned to Teledyne Continental Motors under warranty through the TCM authorized distributor from which the affected capacitors were purchased. 3. Capacitors with date codes not listed above are not affected by this bulletin and cannot be returned for warranty consideration under this bulletin. FIGURE 2 GROUND STUD



DATE CODE Example: 04 = Year 09 = Week
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C. CAPACITOR REPLACEMENT INSTRUCTIONS – S20 AND S200 SERIES MAGNETOS 1. Remove airframe and engine components necessary to gain access to the magneto capacitor/contact point cover. Airframe component removals and installations must be accomplished in accordance with the applicable airframe maintenance manual. 2. Remove 4 magneto cover screws. While removing the cover, carefully remove capacitor lead from contact points terminal, noting terminal placement and lead orientation for reassembly. 3. Remove 2 screws securing the capacitor to the cover and remove capacitor. Remove o-ring packing from affected capacitor. 4. Place o-ring on new P/N 10-400615 capacitor. Secure capacitor to magneto cover with 2 screws. Torque screws to 8 - 12 in lbs. 5. Attach serviceable replacement capacitor terminal to contact points terminal in accordance with instructions in the applicable Service Support Manual. 6. Attach magneto cover using 4 screws. Torque screws to 20- 25 in-lbs. 7. Reinstall the airframe wiring harness. Torque the P-Lead retaining nut to 15-17 in.-lbs. 8. As applicable, record the magneto serial number to be supplied to TCM distribution for the warranty claim application. 9. As applicable, make a engine log book entry as to inspection and/or replacement of the part number 10-400615 capacitor in accordance with TCM Critical Service Bulletin CSB665. D. CAPACITOR REPLACEMENT INSTRUCTIONS – S1200 SERIES MAGNETOS 1. Remove airframe and engine components necessary to gain access to the magneto capacitor/contact point cover. Airframe component removal and installations must be accomplished in accordance the applicable airframe maintenance manual. 2. Remove 4 sets of hardware securing the ignition harness and remove the harness from the magneto. 3. Remove 1 magneto cover screw from the magneto cover. While removing the cover, carefully remove capacitor lead from contact points terminal, noting terminal placement and lead orientation for re-assembly. 4. Remove 2 screws securing the capacitor to the cover and remove capacitor. Remove o-ring packing from affected capacitor. 5. Place o-ring on new P/N 10-400615 capacitor. Secure capacitor to magneto cover with 2 screws. Torque screws to 8 - 12 in lbs. 6. Attach capacitor terminal to contact points terminal in accordance with instructions in the applicable Service Support Manual. 7. Attach magneto cover using 1 screw. Torque screw to 30- 35 in lbs. Install ignition harness with attaching hardware and torque to 18 - 22 in lbs. 8. Attach the P-Lead to the ground stud using the retained hardware. Torque the retaining nut to 15-17 in.-lbs.
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9. As applicable, record the magneto serial number to be supplied to TCM distribution for the warranty claim application. 10. As applicable, make a engine log book entry as to inspection and/or replacement of the part number 10-400615 capacitor in accordance with TCM Critical Service Bulletin CSB665.



D. WARRANTY AND PART DISPOSITION 1. Warranty coverage for inspection and replacement of capacitors is as follows: (a) Due to the simplicity of the capacitor inspection, there will be no labor allowance for inspection of service spare capacitors. (b) Labor allowance for capacitor inspection of one or two affected magnetos installed on an engine – 1 hour total. Magnetos not included in the serial number range in Table 1 but which can be verified through maintenance records to have had a capacitor replacement performed between October of 2003 and the effective date of this bulletin may qualify for warranty coverage for capacitor inspection / replacement. (c) Labor allowance for capacitor replacement on a magneto installed on an engine – 1 hour per magneto. This includes capacitor inspection – 1.(b). 2. Affected capacitors must be returned to TCM as follows: (a) Affected service spare capacitors in inventory – These will be returned to TCM by TCM distribution on a warranty claim. Contact the authorized TCM distributor from which the affected capacitors were purchased for return instructions and to order replacements. (b) Affected capacitors removed from magnetos - Contact an authorized TCM distributor for warranty claim application and capacitor return instructions. Make certain that you provide the applicable magneto serial number to ensure proper warranty application. Contact TCM Technical Services at 888-826-5465 or 251-436-8299 or your regional TCM Service Representative if you have any questions concerning this Critical Service Bulletin.



MO 06



ISSUED DAY YEAR 18



2004



MO 08



REVISED DAY YEAR 20



2004



PAGE NO REVISION TM



Teledyne Continental Motors, Inc. P.O. BOX 90 MOBILE ALABAMA 36601 • 251-436-8134



5 of 5 CSB 665



A



























des documents recommandant







[image: alt]





CSB 665A - Continental Motors 

SUBJECT: MAGNETO CAPACITOR P/N 10-400615 INSPECTION AND ... PURPOSE: TCM has identified a quantity of magneto capacitors part number 10- ...










 


[image: alt]





CSB 02-8 - Continental Motors 

ISSUED. REVISED. PAGE NO REVISION. MO. DAY. YEAR MO. DAY. YEAR. 1 of 1. 09. 06. 2002. P.O. BOX 90 MOBILE ALABAMA 36601 â€¢ 251-436-8134.










 


[image: alt]





CSB 02-8 - Continental Motors 

part numbers manufactured, ordered or received between August 1, 2002 and. August 31, 2002 identified within the following serial number sequences:.










 


[image: alt]





CSB 04-5A - Continental Motors 

MO. DAY. YEAR. 1 of 5. A. 06. 18. 2004. 08. 20. 2004. Teledyne Continental Motors, Inc. TM. P.O. BOX 90 MOBILE ALABAMA 36601 â€¢ 251-436-8134. CSB 665.










 


[image: alt]





critical service bulletin csb 01-1 - Continental Motors 

YEAR. 1 of 5. 04. 25. 2001. TM. A Teledyne Technologies Company. C O N T IN E N T A L M O T O R S. P.O. BOX 90 MOBILE ALABAMA 36601 â€¢ 334-438-3411.










 


[image: alt]





SB04-10 - Continental Motors 

SERVICE BULLETIN ... TCM has received reports from the field that a ... with piston position numbers, at any location on the piston, during field installation of.










 


[image: alt]





M90-13 - Continental Motors 

Jul 16, 1990 - SUBJECT: EXHAUST VALVE STEM CORROSION/EROSION. COMPLIANCE: When performing cylinder/exhaust system maintenance or repair.Missing:










 


[image: alt]





SIL640 - Continental Motors 

YEAR. MO. DAY. YEAR. 1 of 2. NONE. 02. 01. 94. TELEDYNE CONTINENTAL MOTORS. P.O. Box 90 MOBILE ALABAMA 36601. (205)-438-3411. TELEDYNE ...










 


[image: alt]





M89-18 - Continental Motors 

Aug 10, 1989 - The proper use of E.G.T. for assisting the operator with fuel management and as a diagnostic tool is considered by Teledyne Continental ...










 


[image: alt]





CATEGORY 3 - Continental Motors 

TCM advises any distributor, FBO or Engine. Overhaul Facility to inspect all camshafts packaged in cardboard boxes where paper or paper by-products were ...










 


[image: alt]





M93-10 - Continental Motors 

Mar 1, 1993 - Teledyne Continental Motors requires that the attached TCM Ignition Systems Service Bulletin. No. 639 be complied with as indicated. M93-10.










 


[image: alt]





M93-8 - Continental Motors 

(See Figure 1.) It is permissible to smoothly grind across the forging flash line on the underside of the rocker arm to obtain the specified clearance, if necessary.










 


[image: alt]





SID96-6 - Continental Motors 

YEAR. 1 of 1. 05. 03. 96. TELEDYNE CONTINENTAL MOTORS. P.O. Box 90 MOBILE ALABAMA 36601. 334-438-3411. TELEDYNE CONTINENTAL. Â®.










 


[image: alt]





SB07-1 - Continental Motors 

MO DAY YEAR MO DAY YEAR. 1 of 5. 03. 19. 2007. Teledyne Continental M otors, Inc. TM. P.O. BOX 90 MOBILE, AL 36601 251-438-3411. SB07-1.










 


[image: alt]





SB00-12 - Continental Motors 

MO. DAY. YEAR. 1of 1. 12. 19. 00. TM. A Teledyne Technologies Company. CONTINENTAL MOTORS. P.O. BOX 90 MOBILE ALABAMA 36601 â€¢ 334-438-3411.










 


[image: alt]





M75-6R1 - Continental Motors 

1. Within a basic engine family, it is permissible to convert from one dash number (or letter) to another as long as it is accomplished with parts currently approved ...










 


[image: alt]





category 4 - Continental Motors 

TCM IGNITION. SYSTEMS. SERVICE BULLETIN NO.635. Printed May 1991. Engineering Portions are FAA Approved. Page 2 of 8. FIGURE 2: POSITIONING OF ...










 


[image: alt]





MSB645 - Continental Motors 

B. Impulse coupling cam assemblies not meeting the criteria of this bulletin ... between the stop pin and flyweight to determine clearance ("X" of Figure 4) while.










 


[image: alt]





SB05-9 - Continental Motors 

Page 1. ISSUED. REVISED. PAGE NO REVISION. MO. DAY. YEAR MO. DAY. YEAR. 1 of 1. 10. 17. 2005 ... E-mail: [email protected]. Category 3.










 


[image: alt]





M93-4 - Continental Motors 

which exceed the dimension shown in Figure 1 must be discarded. Oversize counterweight ... interference fit, (see Figure 2). Upon installation, check the ...










 


[image: alt]





CATEGORY 4 - Continental Motors 

In the interest of safety, TCM is recalling and replacing all capacitors P/N 10-349276 with date codes .... corner of the magneto data plate, near the word. "TYPE".










 


[image: alt]





M90-13 - Continental Motors 

Jul 16, 1990 - Service history of these valves has been excellent and unparalleled in the ... condition has progressed at the time of overhaul to the extreme ...










 


[image: alt]





M74-18 - Continental Motors 

As found in Slick catalog and service manual form-1020 which supersedes form-1012. Improper pulling of the coupling hubs will result in damage,. CAUTION:.










 


[image: alt]





SB00-1 - Continental Motors 

1 of 1. 01. 14. 2000. TM. A Teledyne Technologies Company. CONTINENTAL MOTORS. P.O. BOX 90 MOBILE ALABAMA 36601 â€¢ 334-438-3411. SB00-1.










 














×
Report CSB 665A - Continental Motors





Your name




Email




Reason
-Select Reason-
Pornographic
Defamatory
Illegal/Unlawful
Spam
Other Terms Of Service Violation
File a copyright complaint





Description















Close
Save changes















×
Signe






Email




Mot de passe







 Se souvenir de moi

Vous avez oublié votre mot de passe?




Signe




 Connexion avec Facebook












 

Information

	A propos de nous
	Règles de confidentialité
	TERMES ET CONDITIONS
	AIDE
	DROIT D'AUTEUR
	CONTACT
	Cookie Policy





Droit d'auteur © 2024 P.PDFHALL.COM. Tous droits réservés.








MON COMPTE



	
Ajouter le document

	
de gestion des documents

	
Ajouter le document

	
Signe









BULLETIN



















Follow us

	

Facebook


	

Twitter



















Our partners will collect data and use cookies for ad personalization and measurement. Learn how we and our ad partner Google, collect and use data. Agree & Close



