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da vinci Academy Glossary of Colorist Terms

A wide screen television format in which the aspect ratio of the screen is 16 units wide by 9 ... Thus it has full black and white resolution, but only half the color ... Temporal aliasing - the spokes of a wagon wheel apparently rotating backwards. 
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da vinci Academy



Glossary of Colorist Terms



1”



Analog reel to reel video tape format. Industry standard of the 1980’s. Called 1” because the tape is 1” wide



10-bit



The number of levels available in a digital video signal. 10-bit offers 1023 levels, four times the accuracy of 8-bit, and vastly superior for telecine transfers and chroma-keying.



16 x 9



A wide screen television format in which the aspect ratio of the screen is 16 units wide by 9 high as opposed to the 4x3 of normal TV.



2”



Analog reel to reel format, industry standard of the 1970’s. Called 2” because the tape was 2” wide. Also known as “Quad”.



2K



1)da Vinci color enhancement system capable of up to 4K data, HDTV and SDTV processing. The successor to 888 DUI. 2)Generic term for data with a resolution of (about) 2000 pixels which is deemed to be about 16 mm quality and good enough for many 35 mm applications.



3:2 Pulldown



The technique used to convert 24 fps film to 30 frames per second video. Every other film frame is held for 3 video fields resulting in a sequence of 3 fields, 2 fields, 3 fields,2 fields, etc. The full sequence is: A-frame = video fields 1&2, B-frame = video fields 1&2&1, C-frame = video fields 2&1, D-frame = video fields 2&1&2. (The letters correspond to film frames.)



4 fsc



“4 times the Frequency of Sub Carrier” which is the sampling rate used in D2 and D3 format composite Digital Video. The rate is 14.3 MHz (4 x 3.58 MHz) in NTSC, and 17.7 MHz ( 4 x 4.43 MHz) in PAL.



4:2:2



The sampling ratio used in the D1 (CCIR 601) digital component video signal. For every 4 samples of luminance there are 2 samples each of R-Y (Red minus Luminance) and B-Y (Blue minus luminance). Thus it has full black and white resolution, but only half the color information. The best digital standard in the early 1990's.



4:4:4



A sampling ratio that has equal amounts of the luminance and both chrominance channels. The new digital component video standard that has full color information as well as full black and white information. 4:4:4 provides better color resolution than ever before, improves telecine transfers and chroma-keying.



8-bit



The number of levels available in a typical digital video signal. 8-bit offers 255 levels. D1 is 8 bit
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8:8:8



1. The sampling ratio of da Vinci digital color enhancement systems, well above current recording standards, in order to produce film like images even after extreme manipulations. 2. The da Vinci Digital Unified Color Corrector ( because of point 1. above ) da Vinci is the only manufacturer working in the 8:8:8 domain.



A & B Roll



1. In Film, a method of negative cutting, producing 2 rolls of equal length, each containing alternative scenes, to facilitate optical effects. 2. In Video, 2 tapes recorded as above (1), or more commonly 2 identical tapes (usually first generation) from the telecine to aid editing. Also known as duplex recording.



A-Frame Edit



A video edit which starts on the first frame of a 3:2 sequence. The A-frame is the only frame in the sequence where a film frame is completely reproduced on one complete video frame.



A-Mode Edit



An editing method where the footage is assembled in the final scene order. Scene 1, scene 2, ...



A/D



“Analog-to-Digital Converter”. A device for converting analog signals to digital. Also known as an ADC.



A/V



Audio Visual presentation, usually from slides or computer images with a synchronized sound track.



Aaton® Code



A form of time code recorded optically along the edge of the film, during its exposure in camera. After development, the code can be read by an optical sensor. Typically used to synch sound during the telecine transfer.



Aberration



Distortion, usually optical, especially of lenses



Academy Format



A film aspect ratio of 4:3, which is 1.33:1 It is of particular importance because this is also the aspect ratio of standard television systems.



Academy Leader



A precise length of film (typically 12 or 8 feet) with precise timing, identification and synch information. Provides a numbered countdown (in feet or seconds) to first frame of picture.



Active Video



The portion of a video signal which is visible on a screen, and not blanked. Vertically the active picture area is 487 lines for NTSC and 576 lines for PAL. Also known as Active Picture Area



ADC



“Analog-to-Digital Converter”. A device for converting analog signals to digital. Also known as an A/D



Additive Color



Color mixture by the addition of light of the three primaries, red, green, and blue.
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Address Track



A track on magnetic tapes dedicated to recording time code or some other means of position identification.



AES/EBU



The standard for digital audio defined by the Audio Engineering Society and the European Broadcasting Union, now adopted also by ANSI (American National Standards Institute). The standard specifies for professional post production audio, a sample frequency of 48 kHz and a quantizing level of either 16 or 20 bits. Used by most forms of digital audio from CDs to D1.



AGC



“Automatic Gain Control” A circuit that automatically adjusts audio or video input levels.



Aliasing



Undesirable effects caused by image detail exceeding the sampling frequencies used. For example: 1. Temporal aliasing - the spokes of a wagon wheel apparently rotating backwards. 2. Raster Scan aliasing - the twinkling effect on fine horizontal lines, or the jagged edges produced by curved or oblique lines.



AM



“Amplitude Modulation”. A method of encoding data onto a carrier, such that the amplitude of the carrier is proportionate to the data.



Ambient



General Background. During shooting and post production ambient sound and light are strictly controlled, as they are in a cinema. For television the likely variation of ambient sound and light during normal viewing severely restricts the usable dynamic range of the system.



Analog



A signal that varies continuously. A digital signal by contrast varies in discreet steps.



Analog Video



Video system of continuous variable electrical waves, whose size and shape contain essential picture information. Technically inferior to digital. Picture noise is introduced when tape copies are made. This ‘generation loss’ can lead to unacceptable quality.



Anamorphic



A system with different magnification in the horizontal and vertical planes, allowing the recording of wide screen formats. Examples are cinemascope in film, and Pal Plus in video.



Animatic



Limited animation consisting of art work shot and edited to serve as a video tape storyboard. Commonly used for test commercials.



Animation



The process of creating moving images from a series of still frames.



Answer Print



The first fully graded print, combining picture and sound and submitted by the laboratory for the customers' approval.



Anti-aliasing



Filtering methods used to remove or minimize aliasing effects. See aliasing.
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Aperture



The size of the lens opening, measured in “f stops”,which determines the amount of light that can pass through. Aperture is used to control exposure and depth of field.



Aperture Correction



The process of enhancing apparent resolution, especially in video cameras, telecines and noise reducers. The technique exaggerates edges. Also known as Contour Correction



Archive



1. Deep storage of master material under controlled conditions. 2. Long term storage of material; especially of material from disk based editing systems, or computer images. 3. Archive Copy is a master copy intended for storage and not distribution.



Artifact



The usually unwanted, visible effect caused by a technical limitation of a process or system.



ASA



Exposure Index or speed rating that denotes the sensitivity for that film emulsion. Defined and named after the American Standards Association, now the American National Standards Institution (ANSI). Actually defined only for black-and-white films, but also used in the trade for color films.



Aspect Ratio



The relationship of the picture width to its height. Current television is 4x3 (or 1.33:1), which is the original academy standard for film. Proposals are for future television to be 16x9 (1.77:1). Film formats include 1.33:1, 1.66:1, 1.85:1 and 2.4:1.



Assemble Edit



An edit wherein all existing signals on a tape, if any, are replaced with new signals. (See also Insert Edit)



Atmos



Atmosphere. Appropriate background sound to a scene, often added deliberately to cover continuity changes in ambient sound recorded on the day. Atmosphere is also used to describe the impression of an environment, created from a scene or sound.



ATSC



The United States Advanced Television Systems Committee, set up in 1982 to coordinate standards for high definition television.



Auto Assemble



An edit in which the off-line edit decision list (EDL) is loaded into the on-line edit computer and all the edits are assembled automatically with little or no human intervention.



Auto Dynamic Scene Ripple



An option on all da Vinci systems that allows changes made to the scene before a dissolve to be automatically rippled to the next scene (the dissolve).



Auto Scene Detector



A device that detects scene changes based on image content and contrast and then automatically generates an event list. Included as standard in all da Vinci systems.
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B-Mode Edit



An editing method where the footage is assembled in the order it appears on the source reels. Missing scenes are left as black holes to be filled in by a later reel. Requires fewer reel changes and generally results in a faster edit session.



B/W



“Black and White”. Sometimes erroneously used to mean monochrome.



Back Porch



The area of the video waveform between the trailing edge of the horizontal sync and right before the active video.



Backing



1. Finance or support for a film or video project 2. Anti-halation Backing: A dark coating applied to the back of film to reduce halation. It is removed in processing. 3. Non-Curl Backing: A transparent coating applied to the opposite side of a film from the emulsion to prevent curling.



Baird, John Logie



Pioneer of Television



Bandwidth



The range of frequencies a circuit will respond to or pass through. It may also be the difference between the highest and lowest frequencies of a signal. The greater the bandwidth, the more information can be carried. For example VHS has a bandwidth of 3 MHz, transmitted PAL has 5.5 MHz, component pictures in post production facilities are often 7 MHz or more.



Bars



1. Places that serve alcohol and are coincidentally frequented by off duty colorists. 2. Abbreviation for Color Bars (a test signal).



Base



The transparent, flexible support, commonly cellulose acetate, on which photographic emulsions are coated to make photographic film.



Base Memory



User programmable base settings for different film and video formats. Memory settings are scene by scene programmable.



BBC



“British Broadcasting Corporation”.



Betacam



Sony analog component video tape format. A broadcast quality, 1/2 inch tape, cassette based system. Now rare, replaced by Betacam SP and Digital Beta.



Betacam SP



Sony analog component video tape format. A broadcast quality, 1/2 inch tape, cassette based system.



Bi-Phase



Electrical pulses from the tachometer of a telecine, used to update the film footage encoder for each new frame of film being transferred. 5
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Bit



“Binary DigIT”. A single element (1 or 0) of digital information.



Bit Rate



The amount of data transported in a given amount of time, usually defined in Mega (Million) bits per second (Mbps). Bit rate is one means used to define the amount of compression used on a video signal. Uncompressed D1 has a bit rate of 270 Mbps. Mpeg 1 has a bit rate to 1.2 Mbps.



Bit Stream



A continuous series of bits.



BITC



“Burned In Time Code”. Time code numbers that are superimposed on the picture, and may viewed on any monitor or TV.



Black Box



A term used to describe a piece of equipment dedicated to one specific function, usually involving a form of digital video (black) magic.



Black Crushing



Loss of low light (shadow) detail caused by adjusting luminance information below the Black Level.



Black Level



Signal Level corresponding to minimum light output, (the shadow area). The video equivalent of the toe of the film curve.



Blanking



The part of the video signal that contains no picture information. A Signal applied to prevent unwanted signals from being visible. Such signals would be synchronizing pulses, burst VITC etc.



Bleach



Chemical for removing the metallic silver image from developed color emulsions.



Bleach Bypass/Reduction



During color film processing when bleaching is not carried to completion, it is called reducing or bypass. Some of the silver image remains and less of the color dye is coupled creating a distinctive contrasty faded look.



Bleeding



A term that refers to crisp edges that are not, usually as a result of some overload. Examples include fuzzy titles in film opticals as a result of over exposure, and chroma bleed on videotape recordings caused by the saturation being to high in the source material.



Blow-Up



Optical Enlargement of an image.



Break Up



Intermittent momentary loss of picture or sound.



Breathing



A slow, rhythmic variation in either signal or scanning amplitude.
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Broadcast Quality



Of a standard suitable for broadcast. An nebulous term used to describe the output of a manufacturer’s product no matter how bad it looks. Not to be confused with “Good enough for TV” which usually means it isn’t.



Buffer



Device for temporary storage of a signal, usually in a queue for further processing.



Bug



An error in a computer program. Also something that bites you on a camping trip.



Buggered



1. Extremely tired. 2. No longer of any practical use.



Bulk Erase



To completely destroy the contents of a magnetic media, by subjecting it to a strong magnetic field. Any recordings are lost irretrievably.



BVU



“Broadcast Video U-matic.” Sony analog composite video tape format. A 3/4 inch tape, cassette based system, no longer considered broadcast quality. A U-matic format with time code track. Also known as High Band U-matic



Byte



8 bits. The combination of 8 bits into 1 byte allows each byte to represent 256 possible values. (see Megabyte, Gigabyte, Terabyte)



C-Reality



Telecine made by Cintel. Introduced 1998. Multi format (16 mm, S16 mm, 35 mm, S 35 mm), multi standard (601 SDTV, HDTV and data) CRT device with internal primary and secondary color correction.



CABSC



“Canadian Advanced Broadcast Systems Committee” A joint committee formed by the Canadian government and broadcasters to coordinate the development of standards for high definition television.



Camera Log



A record sheet giving details of the scenes photographed on a roll of original negative. The film equivalent of the video record report.



Cascade



A linear signal path in which the output of one process is the input to the next. 2K Channels are switched between Cascade and Parallel on a scene to scene basis.



CBR



“Constant Bit Rate” MPEG video compression with constant compression rate.



CCD



“Charge Coupled Device.” An analog solid state, light sensitive sampled storage device used as the optic pickup in most modern video cameras, scanners and some telecines, such as FDL60, FDL90, Quadra, Spirit and Klone. 7
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CCIR



“Comite Consultatif International des Radiocommunications” A UN regulatory body that makes mandatory standards and recommendations for all aspects of communications



CCIR 601



CCIR recommendation 601. The standard for digitizing component video in both 625 and 525 systems. Also sometimes called D1 after the VTR format that first used this signal. It defines color difference component digital video as 4:2:2 sampling at 13.5 MHz, with 720 samples per active line, digitized as 8 bits.



CCIR 656



CCIR Recommendation 656. The international standard for the practical utilization of CCIR 601. It defines blanking, synchronization, and multiplexing techniques for both serial and parallel formats, the interface characteristics and the mechanical details for connectors in both 525 and 626 formats.



Cell



One layer of an animation frame often painted on celluloid for compositing with other layers. (“Celluloid”)



Cell Side



“Celluloid Side”. The base ('') surface of a strip of film.



Chroma key



The process which replaces all areas of a specific color of a foreground scene with another image. Also called "keying." The subject to be inserted is shot against a solid color background. Signals from the two sources are merged through a special effects generator.



Chrominance



1. The color part of a video signal. 2. The property of light which produces a sensation of color in the human eye, apart from any variation of luminance which may be present. Also known as chroma.



Cinch Works



Short scratches on the surface of a motion picture film, running parallel to its length; these are caused by improper winding of the roll, permitting one coil of film to slide against another.



Cinemascope



Trade name of a system of anamorphic widescreen presentation. In everyday usage it has come to mean any form of widescreen format. True cinemascope uses an anamorphic lens to compress the image horizontally 2:1 to achievean aspect ratio of 2.35:1



Clipping



Electronic limits imposed to prevent signals exceeding maximum levels for white, black and chrominance. Hard clips simply remove all data at a define level. Soft clips attempt to retain some data by compressing the signal. see also Legal Color Limiting.



Color Balance



The removal of color casts from an image. Also the removal of color casts from a camera or monitor.
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Color Bars



This is a test pattern used to check whether a video system is calibrated correctly. A video system is calibrated correctly if the colors are the correct brightness, hue, and saturation. This can be checked with a vectorscope, or by looking at the RGB levels.



Color Burst



Sample of the color sub carrier inserted into the horizontal blanking interval at the start of each line of video.



Color Cast



An overall bias of a single color,to an image, camera or monitor. May or may not be intentional. Examples include sepia toning, uncorrected tungsten lights on daylight film and tobacco filters.



Color Framed



The achievement of a correct edit in either PAL or NTSC, by ensuring that the 2 scenes are in the same field sequence as each other.



Color Grading



The process of color correction or enhancement. Usually takes place either in the laboratory prior to making the final print, or in the telecine suite as part of the film to tape process. It is now possible to Color Grade in the tape to tape domain too. The term usually implies a preview and adjust stage, followed by a real time replay with the new grades.



Color Temperature



The precise measurement of light, expressed in degrees Kelvin (K). Represents the color of light emitted by a piece of wire when heated to that temperature. Interior (Tungsten) light is about 3200K; exterior daylight is about 7200K; skylight can be upwards of 10,000K The standard for a TV monitor white is 6500K



Colorimetry



The science of color measurement



Colorist



1. A person of remarkable technical and aesthetic skills who advises on and manipulates color and color visual style. Colorists work in all industries from hair dressing and fashion to film and video. 2. The user of a da Vinci (or similar) color enhancement system.



Colorist Toolbox



The global term for an area of the 2K system that will accept plug in hardware to provide special effects and procedures.



Com opt



“Combined Optical”. A Film Print with an optical sound track as well as the picture.



9



da vinci Academy



Glossary of Colorist Terms



Component Video



A video signal where different elements (either luminance and color difference, or Red Green and Blue) are kept as separate signals. Full bandwidth is retained which is vital to post production applications like chroma-keying, digital video effects, digital graphics (Flame, Flash Harry, Harriet) and computer graphics.



Composite Print



A motion picture print with both picture and sound on the same strip of film.



Composite Video



A video signal where the different elements (luminance and chrominance), have been encoded to form one combined signal. This combination creates NTSC, PAL or SECAM video, often with artifacts in fine detail. Composite provides unacceptable quality for chroma-keying work, but is good for transmission/distribution as only one cable is needed.



Compositing



Layering multiple pictures on top of each other. A cutout or matte holds back the background and allows the foreground picture to appear to be in the original picture.



Compression



An evolving and highly complex mathematical technique that condenses digital picture information so that it takes up less space.



Compression Ratio



The ratio of the amount of data in the original video compared to the amount of data in the compressed video. The higher the ratio the greater the compression.



Configuration



“Configuration” A file containing settings to be used at the start of a session. The Configuration File consists of two parts: Environmental and Memory. The DUI user can store unlimited Configurations. The classic interface da Vincis allow only one Standard Configuration per user and this only stores parameters that do not change on a scene by scene basis.



Configuration Base Memory



The default Memory settings of a Configuration File. It can hold any parameters that are event by event programmable, including primaries, secondaries and output settings. When a Configuration File is loaded the Configuration Base memory overwrites the Session Base memory.



Contour Correction



The process of enhancing apparent resolution, especially in video cameras, telecines and noise reducers. The technique exaggerates edges. Also known as Aperture Correction.



Contouring



1. The process of enhancing apparent resolution, especially in video cameras, telecines and noise reducers. The technique exaggerates edges. 2. The unwanted artifacts that may occur around edges in poorly digitized images.
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Contrast



A term referring to how far the whitest whites are from the blackest blacks. , "Contrast" is the general term for the property called "gamma" (Y). If the peak white is far away from the peak black, the image is said to have high contrast. With high contrast, the image is very stark and very "contrasty", like a black-and-white tile floor. If the two are very close to each other, the image is said to have poor, or low, contrast and looks gray.



Control Track



Linear signal recorded on videotape as the base reference for the replay servo. It allows the tape to play back at a precise speed in any compatible VTR. Analogous to the sprocket holes on film.



Convergence



The precise overlaying of red, green and blue beams of a television monitor.



Countdown



A leader inserted prior to a program, providing a visual and audible indication of the time left before the first frame of the program. Film leaders may be in feet or seconds, Video leaders are generally in the form of a clock.



Credits



This glossary was compiled by Kevin Shaw with submissions from Kodak ([email protected]); Omnicon; Sunset Post Inc. ([email protected]).



CRI



Color Reversal Intermediate, a duplicate color negative prepared by reversal processing.



Crosstalk



The unwanted interference of one signal with another. For example the breakthrough of Linear Time code in to an audio channel.



CRT



“Cathode Ray Tube”. The technical name for a picture tube or the scanning tube in a flying spot telecine.



CSA



Comprehensive Support Agreement. A contract with da Vinci for 24 hour world wide customer support for all da Vinci models.



Custom Curves



The Custom Curves option provides the means to redefine the 888 gamma controls. In this way it is possible to extend or restrict the range of these controls, or to limit the luminance values which are to be affected. It is also possible to create exciting effects by applying different gamma enhancements at different luminance values. Custom Curves can therefore be used to define black stretch, soft white clip, solarization and posterized effects. They can also be used



Cut



The edit (from the days when film editing involved physically cutting and splicing the film)



Cynch Mark



Cynching. Longitudinal scratches, usually fine, caused by film or tape being pulled tight on a reel.
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D1



Sony 19 mm cassette tape format for digital component video using the CCIR 601 standard, 8 bit, 4:2:2 and non compressed. No generation loss. The first digital video tape format, hence D1.



D16



Quantel® format for storing high resolution “Domino” images, on a standard D1 cassette tape. One Domino image occupies the space of sixteen 625 line images, hence the name. The technique allows three high resolution images to be recorded or replayed every two seconds, or viewing resolution at normal speed, on standard monitoring equipment.



D2



Sony 19 mm cassette tape format for composite digital video using the 4fsc method. The second digital video tape format, hence D2.



D3



Half inch cassette tape format for composite digital video using the same 4fsc composite signals as D2. The third digital video tape format.



D4



Doesn’t exist, so don’t worry about it. 4 is an unlucky number in Japan.



D5



Half inch cassette tape format for component digital video using CCIR 601 and HDTV, 4:2:2 video. Uses the same cassette as D3. Betcha can guess why it’s called D5. HD D5 uses 4:1 compression and can handle 8 or 10 bits.



D6



Philips cassette tape format for uncompressed HD video.



da Vinci



1. Famous Renaissance artist and scientist, best known for his “mona Lisa painting 2. Famous manufacturer of advanced tools for creative post production, in particular image color enhancement, storage and restoration. Best known for their 8:8:8, 2K, HD2, QF2 and RS2 products. Go to www.davsys.com



da Vinci Academy



Top Gun colorist training school funded by da Vinci Systems. The da Vinci Academy provides documentation, training classes and on site visits to advance the art of color enhancement.



Dailies



Rushes. The first positive prints made by the laboratory from the negative photographed on the previous day.



DCT



Ampex cassette component digital videotape format, conforming to the CCIR 601 standard. It is a rival to Digital Betacam by Sony. DCT stands for “Discrete Cosine Transform”, a mathematical formula for video compression.



Decibel



A unit of measure applied to both sound and electrical signals, based on a logarithmic scale. Also referred to as "db."
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Defocus



1. To blur an image optically or electronically. 2. An option for the da Vinci 2K that produces defocus or sharpen to the image in a Power Window and to the key components.



Defocus Plus



An extended option for the da Vinci 2K that produces two defocus or sharpen effects to the image inside and outside of a Power Window and also to both the Defocus key and to the Output key components. Faster and more versatile than Defocus option.



Desktop



The monitor interface of a computer system. On DUI da Vinci systems each User can define both the color and arrangement of the desktop. From DUI v2.0 multiple desktops will be available. The Desktop settings are stored from the Options menu, and with sessions. They are not stored with Config files.



Digital



A form in which everything is defined by a series of ones and zeros (Bits).



Digital Betacam



Sony cassette component digital videotape format. 10 bit, compressed 4:2:2 recording to CCIR 601 standard.



Digital Film



A generic term for film stored as digital data. In this form the film can be manipulated, edited, and enhanced before being returned back to film or recorded as video. The da Vinci 2K is digital film capable.



Digital Video



Minimizes generation loss as information is recorded as a series of numbers. For optimum results, pictures should originate in the digital domain and remain digital throughout post production. More precise and faster sampling improves accuracy.



Digitizing



The act of taking analog video and converting it to digital form. In 8 bit digital video there are 256 possible steps between maximum white and minimum black.



Direct



A signal path in which the output of one process provides an identical input to several others. 2K Channels are switched between Cascade and Direct on a scene to scene basis. Also known as “Parallel Processing”



Dissolve



A dissolve is a gradual transition that creates a smooth, seamless value change over a defined number of frames. A dissolve results in a dynamic event during which the values for each frame are calculated by computer, and the grading controls are locked out. (Lap Dissolve: Mix).



DLP



Digital Light Projection. A TI cinema projection system that plays HDTV films from a hard disk. First public performance was Star Wars Episode 1 on June 21st, 1999.



DLT



Digital Linear Tape. An older data tape format that is economic and uses cartridges. Widely used but not as fast or big as the more modern Ampex DST or Sony DTF. 13
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DPX



Digital Moving Picture EXchange. The ANSI/SMPTE 268M-1994 Standard for bitmap digital images used in digital film environments. Same as Kodak Cineon raster file format with a few slight modifications to the file's header.



Drop Frame Time code



A type of SMPTE time code designed to match clock time exactly. Two frames of code are dropped every minute, on the minute, except every tenth minute, to correct for the fact that color frames occur at a rate of 29.97 per second, rather than an exact 30 frames per second (see Non-Drop Frame). Designed to drive editors crazy. (And why not?)



Dub



1. A copy of a videotape 2. The addition of sounds or voices, often in another language, to a film,after shooting.



DUI



"Da Vinci User Interface". The name given to SGI controlled Renaissance 8:8:8 systems to distinguish them from the earlier text based, or "Classic Interface" systems.



Dupe



“Duplicate” A copy (of a piece of film).



Dupe Neg.



A duplicate negative, made from a master positive by printing and development or from an original negative by printing followed by reversal development.



Duplication



Copying. The process of making Dubs. Also used to refer to the area where Dubs are made.



DVD



“Digital Versatile Disk.” A new format for putting full length movies on a 5" CD using MPEG-2 compression for "better than VHS" quality.



DVE



“Digital Video Effects”. A "black box" which digitally manipulates the video to create special effects. Common DVE effects include inverting the picture, shrinking it, moving it around within the frame of another picture, spinning it, and a great many more. Also, the trade name for a video system manufactured by NEC.



EBU



“European Broadcasting Union” An association of European Broadcasters with a number of committees which make recommendations to the CCIR



Edge Numbers



Numbers printed on the edge of 16 and 35 mm motion picture film every foot which allows frames to be easily identified in an edit list.



Edit



To alter content of a film or video by addition or subtraction of material.
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EDL



“Edit Decision List”. An industry standard list giving all the information required to perform the edits for a project and usually saved to floppy disk. Commonly used to transport off-line decisions to the on-line Edit. This list can be imported into the da Vinci systems as an event list.



EDWin



Advanced window option for DUI systems that includes a vector based user definable shape generator. The new architecture allows multiple windows to be active simultaneously for Primaries and or Secondaries. The combined window can be exported as a simultaneous 601 Key Output.



Effects



1. Transitions other than cuts, i.e. dissolves, wipes etc. 2. Sounds added to enhance the existing soundtrack. Sometimes abbreviated to FX.



EI



“Exposure Index”. A measure of the sensitivity of film to light. Expressed as an ASA, DIN, or ISO rating. A lower number represents less sensitivity, (and so needs more exposure), and usually benefits from less grain.



Elements



1. Individual components of a complete production. 2. Individual components of a composited scene.



Emulsion



The part of a film which is light sensitive.



Encoder



A circuit that combines the primary red, green and blue signals, (or YUV signals) into a composite video signal.



ENG



1. Electronic News Gathering. A small portable, near broadcast quality, video recording outfit. 2. Engineering



Environment



A term used on da Vinci DUI systems to refer to all parameters saved on a session to session basis, but not a scene to scene basis. Similar to the Config on pre DUI systems, but the Environment includes diagnostic style Setups. All Environmental factors are stored as part of the (new) Config.



EPR



“Electronic Pin Register”. Stabilizes the film transport of a telecine. Reduces ride (vertical movement) and weave (horizontal movement). Operates in real time. (See also Steady Gate.)



Error Concealment



Methods used in digital systems to hide flaws.



Error Correction



Recovery of lost data in digital systems. 15
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Ethernet



A form of local area network specified by the IEEE, widely used for connecting computers and peripherals. The method by which da Vinci DUI systems connect the SGI host computer to the mainframe, and to the new Network Panels.



Event



A continuous sequence of frames with a programmed grading that makes up a part of a grading list, or Event List. Each Event usually has only one fixed grade, however a Dynamic Event will change gradually from one grade to another.



Exposure



The amount of light permitted to reach each frame of film during shooting. Controlled by lens aperture, shutter speed, and the light itself where possible



Fade



1) A dissolve to black or white. 2) A loss of detail in photographic emulsions caused by age and/or poor storage.



Field



1. One half of a complete video picture (frame), containing all the odd or even scanning lines of the picture. 2. In animation the size of a shot is expressed in fields.



Field Sequence



In NTSC coded signals there are 4 distinct color fields identified by the relationship of color subcarrier to horizontal sync. In Pal the sequence is 8. The Field Relationship must be retained for correct editing, making it impossible to define a cut point with better than 2 frames accuracy in NTSC and 4 in PAL. Component formats, such as D1, DCT and Betacam, do not suffer this restriction.



Fixing



The removal of unexposed silver halides from the film during processing.



Flag



1. An opaque board used to mask a light. 2. A bit in a specifically reserved place in a binary data stream, used to report status. e.g. color frame flag in time code



Flare



A streak of light across a frame or frames, caused by reflections or stray light in the optical system of a camera or telecine.



Flat



1)Low contrast. Flatness does not necessarily affect the entire density scale to the same degree. Thus, a picture may be "flat' in the highlight areas, or "flat" in the shadow regions, or both. 2)A video transfer is said to be “flat” if it is remains the same as the original and no changes or enhancements are applied.



Flicker



1. The result of a rapid and rhythmic exposure change across a few frames, usually caused by uneven camera speed, or HMI lights that are not locked to the camera shutter. 2. The alternation of light and dark periods which can be visually appreciated.
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FM



“Frequency Modulation”.



Fog



Darkening of photographic film by its exposure to undesirable light, or by poor emulsion or improper development.



Format



1) The size of a motion picture stock. 2) The standard and tape type of a recording. 3) The dimensions of an image.



Frame



1. The individual picture image in a sequence of motion picture film. 2. One complete video image, made up of 2 fields. There are 30 frames in one second of NTSC video, and 25 in PAL.



Frame Store



A digital device designed to store and display a single television frame as a "freeze frame." (See also Still Store.)



Framing



Composing image elements, by adjusting their size and position in a view finder or on a television monitor.



Freeze



1) An effect in which a single frame image is repeated so as to appear stationary. 2) An effect often felt by assistants in machine rooms.



FVS-1000 HD



Telecine made by Sony. Introduced 1999. Multi format (16 mm, S16 mm, 35 mm, S 35 mm), multi standard (601 SDTV, HDTV and data) field array ccd device with internal primary color correction.



FX



Effects



Gain



1. The adjustment of highlight information (telecine) 2. The ratio of output signal to input signal of any electronic processing



Gamma



1. The adjustment of mid tones (telecine) 2. The ratio of light input to electrical output (Video) 3. The measure of contrast of a photographic process (Film)



Gate



The aperture assembly at which the film is exposed in a camera, telecine, printer or projector.



Generations



The number of times an image has been duplicated
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Genlock



A system whereby the internal sync generator in a device, such as a camera, locks on to and synchronizes itself with an incoming signal.



Geometry



The positional and aspect accuracy of a (video) picture element.



Ghosting



Transparent duplicate image resulting from signal reflections



Gigabyte



One Billion bytes. (1,000,000,000)



GPI



1. General Purpose Interface. A simple control interface that sends or receives triggers from/to external equipment. 2. General Purpose Input. A port that receives simple electronic triggers to cause a timed response within the host.



GPO



General Purpose Output. A simple control interface that triggers external equipment.



GSN



Gigabyte System Network is the highest bandwidth and lowest latency interconnect standard, providing full duplex 6400 Megabits per second (800 Megabytes per second) of flow-controlled data transmission. The proposed ANSI standard provides for interoperability with Ethernet, Fibre Channel, ATM, HIPPI-800, and other standards.



Halation



Unwanted exposure surrounding a photographic image caused by light scattered within the emulsion or reflected from the base. This scattered light causes a halo effect which is especially noticeable around sharply defined highlight areas.



Hard



1. Having a high contrast. 2. Unforgiving. 3. The opposite of “soft”



HD 1.5



Sierra Real Time Disk Recorder for uncompressed Hi Definition and Dual Link Data storage.



HD1



Single channel uncompressed HDTV Digital Disk Recorder from da Vinci, compatible with SDTV and HDTV video



HD2



Dual channel uncompressed HDTV Digital Disk Recorder from da Vinci, compatible with SDTV (4 dual channels), HDTV (dual channel HD, 24, 25, 30 fps, High Speed Data Link)



HDCam



Sony cassette tape format for 8 bit component high definition digital video. It down samples to 3:1:1 and compresses the result 7:1
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HDTV



“High Definition Television.” A TV format capable of displaying on a wider screen (16x9 as opposed to the conventional 4x3) and at higher resolution. A subject of global debate.



High Definition



1. Of a higher than standard resolution. 2. Often used as an abbreviation for HDTV.



HMI



“Helium Mercury Iodide”. An light of greater efficiency and color temperature than conventional tungsten. Often used for filming. Film must be shot at compatible speeds to avoid HMI Flicker



Hue



The property of light that discriminates one color from another



Hum



Unwanted interference at mains supply frequency or a harmonic thereof.



IBA



United Kingdom statutory authority responsible for regulating domestic independent broadcasters, both technically and legally.



Insert Edit



An electronic edit in which the existing control track is not replaced during the editing process. The new segment is inserted into program material already recorded on the video tape. Tapes are often "Striped" or "Blacked" for this purpose.



Inter-Negative



Color Negative made from an Inter-positive, from which the Release Prints are made. The Inter Negative is composited and color graded (color timed), and of low contrast making it a good choice for telecine processes.



Inter-Positive



A color master positive print, on negative stock. Used as the intermediate stage in the production of Duplicate Negatives. Inter-Positives are graded low contrast masters and therefore very suitable for Telecine Transfer.



Interference



1. Unwanted additional energy in a signal. 2. Unwanted contributions from less informed individuals.



Interlace



A process in which the picture is split into two fields by sending all the odd numbered lines to field one and all the even numbered lines to field two. One video frame, is made up of two interlace fields. This was necessary in the early days of TV when there was not enough bandwidth to send a complete frame fast enough to create a non-flickering image.



Intermediates



General term for color masters and dupes.



Intermittent



Occurring infrequently. Difficult to describe or to prove and therefore extremely annoying.
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Interpolation



Inferring a point which does not actually exist by averaging real points near it, either in space or time. Used extensively in digital effects devices and standards converters.



ISDN



“Integrated Services Digital Network”. Allows computers to communicate over existing phone lines using a digital telephone network at much higher speeds than are possible with an analog modem.



Jam Synch



Process of synchronizing a secondary time code generator with a selected master time code, i.e., synchronizing the smart slate and the audio time code to the same clock.



Jitter



Random picture instability, usually of the whole frame.



JPEG



“Joint Photographic Experts Group.” A standard for compressing still pictures.



Keycode



A barcode on the edge of motion picture film which allows the film edge numbers to be electronically read and inserted into an edit list. Very useful for generating a negative cut list from a video off-line EDL.



Kilovectors



Extremely powerful digital secondary correction process available in all da Vincis from Renaissance onwards. Kilovectors allow secondary color corrections to be qualified by hue width ( from 3-360 degrees) and center (+/- 0.3 degrees). Once defined hue, saturation, luminance and contrast can be modified.



Kinescope



A film recording of a video image displayed on a specially designed television monitor. Also called "Kine." Only means of recording TV programs before video recorders and tape were invented.



Latent Image



The invisible image formed in a camera or printer by the action of light on a photographic emulsion. The image on exposed film prior to development.



Latitude



1)The range of exposure a film stock can tolerate and still give substantially correct reproduction. 2)How far a person will go before blowing a fuse.



Layback



Transferring the finished audio track back to the master video tape.



Leader



The first part of a roll of film, or tape, that precedes the program material and contains alignment signals, test charts, ID boards, countdown etc.
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Legal Color Limiting



Method of clipping an electronic signal to conform to user defined maximum and minimum levels.



Letterbox



Black bands at the top and bottom of a TV screen to change the aspect ratio if the picture area. Widescreen images can then be viewed full width on a conventional 4x3 TV.



Liquid Gate



A system by which film is temporarily coated with a layer of liquid at the moment of transfer to reduce the effect of surface faults such as scratches. Originally a laboratory printing process, it is now also be available on telecines. Also known as “Wet Gate”



List Management



Versatile control of a system by means of a list or lists of events each of which triggers changes.



Low Key



A scene is low key if the tonal range of the reproduction is mostly in the high density (shadow) range of the process and contains few mid tones or highlights.



LTC



“Linear Time Code”. Time code recorded on a linear analog track on a video tape. It is audible and can be read at high speeds, but not when the tape is still.



Luminance



The black and white, or brightness, part of a component video signal.



M & E Track



“Music And Effects” only track, often recorded separately from the Final Mix, so that foreign language dialogue can be added later.



Mark



A Mark represents the point where a programmed event begins. There is only one Mark associated with an event and that event continues until the next Mark. Events must have a start Mark, but do not need a defined end. A single DUI session can store 9999 events.



Master



An original recording, of a finished product. A Safety Master is one which is only used as a last resource, so that the risk of loss, damage or corruption is minimized. The Copy Master is usually a dub, or second original recording from which all copies are made.



Match Frame Edit



An edit in which the source and record tapes pick up exactly where they left off. Often used to extend a previous edit. Also called a "tracking edit."



Matrix



1. A set of equations used to combine signals. 2. Electronic circuit designed to achieve such an equation 3. A system of connecting equipment via crossover points, so that any machine can play to or record from any other machine.
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Matte



A black & white high contrast image that suppresses or cuts a hole in the background picture to reveal the foreground picture



Megabyte



One million bytes. (1,000,000)



Memory



A stored set of parameters that can be changed on a scene by scene basis. There are various types of memory, but they all store these same parameters. The Renaissance 8:8:8 uses Base mems, Scratchpad mems, Event mems, Original Scene mems, and Preview mems.



Mix



1. The process of combining several elements, audio or video, into a composite. 2. A fade between two video images.



Modulation



Mixing a signal with a fixed frequency carrier signal, preparatory to recording.



Moire



A picture fault, caused by detail with information to fine to be accurately reproduced in a recording, which is characterized by a pattern of wavy lines over all or part of the picture. So called because of its resemblance to the pattern of watermarked silk.



Monochrome



An image consisting of only one color. Often used to mean Black and White.



Montage



1. A composite picture made up of several images. 2. The production of a rapid succession of images to illustrate an association of ideas, or a passage of time.



Morph



Computer generated special effect whereby one image is caused to metamorphose into another. Made famous, and popular by Michael Jacksons video, and “Terminator - Judgment Day”



MOS



Mute. Slang for silent shooting, from the slang German "Mit Out Sprechen" -("without talking.") The correct German phrase would be "ohne sprechen.")



MPEG



“Moving Picture Experts Group”. A standard for compressing moving pictures. MPEG 1 uses a data rate of 1.2 Mbps (Mega Bits per Second), the speed of CD-ROM. MPEG 2 supports much higher quality with a data rate (also called bit rate) of from 2 to 10 Mbps. MPEG 2 is the format most favored for video on demand and DVD.



Mute



Images with no sound.



Mylar



Proprietary name of the Du Pont Chemical Corporation, used to identify the base material of most videotapes
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NAB



1. National Association of Broadcasters, a US based organization. 2. Gigantic US trade show and conference named after the above, and attended by facilities from all over the world. 3. In sound recording, a standard pre-emphasis named after the above.



Neg. Cut



An edit applied to the original camera negative to produce either the source for a film master or a roll of selected takes usually in the edit order.



Negative



An image where the tonal values are reversed. Specifically used to refer to film stock which when developed produces a negative image. Such stocks have very low contrast, and are designed for the production of positive prints, but are ideal for telecine to video. Most camera original film stock is Negative.



Network Panels



The new da Vinci control panels, so called because they are connected to the SGI host computer by Ethernet.



NG



“No Good”. A take that does not meet the required standard either technically or artistically.



Nitrate



Cellulose Nitrate is a highly flammable material once used as a film base. Once it starts to decompose, it is a serious risk. Once it starts burning it cannot be extinguished, because it produces its own oxygen, during combustion to feed the fire. Removing exposure to air may stop the flames, but on re exposure, the film will self ignite.



Non-Drop Frame



A type of SMPTE time code that continuously counts a full 30 frames per second. As a result, non-drop-fame time code does not exactly match real time. (See also Drop Frame.)



NTSC



“National Television Standards Committee”. The television and video standard in use in the United States. Consists of 525 horizontal lines at a field rate of approximately 60 fields per second. Only 487 of these lines are used for picture. The rest are used for sync or extra information such as VITC and Closed Captioning. Half Jokingly referred to as “Never The Same Color”



off-line Editor



A low resolution, usually computer and disk based edit system in which the creative editing decisions can be made at lower cost and often with greater flexibility than in an expensive fully equipped on-line bay. An EDL is created to automate the same edits in the on-line.



on-line Editor



An editing system where the actual video master is created. on-line editing is usually preceded by off-line editing, which produces an EDL list to save time and money. An on-line bay usually consists of an editing computer, video switcher, audio mixer, 1 or more channels of DVE, character generator, and several video tape machines.
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Optical Effects



Trick shots prepared by the use of an optical printer in the laboratory, especially fades and dissolves.



Optical Sound



A sound track in which the record takes the form of variations of a photographic image.



Original Scene Memory



Original Scene Memory is stored automatically each time a new event is entered or created and allows the colorist to undo any changes made, after entering the scene and before leaving it.



Out -Take



A take of a scene which is not used for printing or the final edit.



PAL



“Phase Alternating Line”. The television and video standard in use in most of Europe. Consists of 625 horizontal lines at a field rate of 50 fields per second. (Two fields equals one complete Frame). Only 576 of these lines are used for picture. The rest are used for sync or extra information such as VITC and Closed Captioning.



PALplus



A wide screen (16x9) television standard that is broadcast in Europe. It is compatible with existing PAL (4x3) TV sets which show the picture in a letterboxed form. PALplus recordings are in an anamorphic video format.



Parallel



A signal path in which the output of one process provides an identical input to several others. 2K Channels are switched between Cascade and Parallel on a scene to scene basis. Also known as “Direct”



PEC



“Photo Electric Cell”. The (analog) optical receivers of a flying spot telecine.



Pencil Test



An animation of simple pencil lines, to test the way elements move and interact.



Perforations



Precise regularly spaced holes punched throughout the length of a motion picture film to advance and position it in cameras, processing machines, and projectors. Telecines use perfs. to establish frame boundaries. 3 Perf = 3 perfs. per frame :4 Perf = 4 perfs. per frame



Phosphors



The light emitting surface of a television tube. Several different standards exist for the color emitted by these phosphors.



Pin Registered



A system for stabilizing film which utilizes precise registration pins which are inserted through the sprocket holes of the film. For perfect registration the film must be pin registered in camera, and then on the telecine. Telecine pin registration is also known as “Steadigating”. The sprocket holes themselves must be manufactured to precise toleration, often called “neg. perfs”. 24
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Pitch



(1)Distance from the center of one perforation on a film to the next; or from one thread of a screw to the next; or from one curve of a spiral to the next. (2) That property of sound which is determined by the frequency of the sound waves.



Pixel



“Picture Element” or “Picture Cell”. The basic unit from which a video or computer picture is made. Essentially a dot with a given color and brightness value. D1 images are 720 pixels wide by 486 high. NTSC images are 640 by 480 pixels.



Pluge



“Picture Line Up Generating Equipment”. Now used to mean a specific test pattern used to align the brightness of monitors. The pattern consists of black at -2%, 0% and +2%, and black, mid gray and white patches.



Power Tier



An option for the da Vinci 2K that adds 2 extra color channels to the system. One 2K can support up to 4 Power Tiers, providing an additional 8 Power Windows each with its own independent processing.



Power Window



An option for all digital da Vinci color enhancement systems that generates soft edged areas of an image which can then be color enhanced with independent primary and/or secondary corrections. This allows graduated filter and lighting effects for example.



Preview



(F) To screen a completed product to a select audience, usually for approval. (V) To rehearse an edit or change, without recording the result.



Preview Scene Memory



The Preview Scene Memory preserves automatically the last active panel change not yet stored anywhere else on the system.



Primary Correction



In colorist terminology "primary" corrections are those that affect the overall color balance of an image. The da Vinci 888 provides 64 Bit four channel (YRGB) Primary processing. Others refer to telecine corrections as “primary” and external corrections, such as those from a da Vinci as “secondary”



Processing



The chemical process required to convert the latent image on exposed film stock to its final stable state.



Pull Down



The telecine transfer relationship of film frames to video fields. Film shot at 24 fps is transferred to 30 fps NTSC video with an alternating two-field/three-field relationship.



QF2



Dual channel uncompressed SDTV Digital Disk Recorder from da Vinci, compatible with 8 and 10 bit, 525, 625 video 25
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Quad



“Quadruplex”. Analog reel to reel format, industry standard of the 1970’s. Also known as 2 ”. The name relates to the 4 heads mounted on a rotary scanner in quadrature, which replay the image.



Quickframe



Single channel uncompressed SDTV Digital Disk Recorder from da Vinci, compatible with 525 and 625 video



Raster



The lines forming the scanning pattern of a television set or monitor.



Reduction Printing



Making a copy of smaller size than the original by optical printing.



Registration



The accurate positioning of film or images.



Release Print



In a motion picture processing laboratory, any of numerous duplicate prints of a subject made for general theater distribution.



Resolution



The amount of detail in an image. Higher resolution equals more detail. Also used to describe the size of an image, usually in pixels or lines.



Resolution Independent



A term to describe equipment that can work in more than one resolution. Most equipment works at film resolutions (as data), or video resolutions, but not both. Resolution independent equipment can work in both domains.



Reticulation



The formation of a coarse, crackled surface on the emulsion coating of a film during improper processing. If some process solution is too hot or too alkaline, it may cause excessive swelling of the emulsion and this swollen gelatin may fail to dry down as a smooth homogeneous layer.



Reversal



A type of film stock which, after processing, produces a positive image. Once popular for news gathering, it is now often used because of the distinctive high contrast look which it creates.



RF



“Radio Frequency”. Often used to refer to the high frequency signals involved at the tape interface



RGB



“Red, Green, Blue”. The primary colors of light and additive color systems such as color television. Computers and some analog component devices use separate red, green, and blue color channels to keep the full bandwidth and therefore the highest quality picture.



Ringing



An oscillating edge resulting from a sudden change in video level. Often caused by excessive contour correction
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Ripple



To make the same change to a number of events. Ripple Value = to make the same grading adjustments to a block of events.



Ripple Mark



A method of moving a block of scenes in the Telecine Decision List (TDL) by the same number of frames.



Ripple Value



A grading adjustment, made in one scene, and applied to adjacent scenes. Also referred to as a “Trim”



RS2



Automatic Image Restoration system from da Vinci for Dust, Stain, Blotch, Dirt Sparkle Grain Noise, Video Dropout, Persistant Vertical Scratch, and Flicker removal. Severe Frame Damage (e.g. splices) and Dye Fading can also be repaired



RS422



A medium range serial control standard commonly used for control of VTRs and other post production equipment



rtc



"real time control". The method by which DUI connects to the 888 mainframe.



Rubbery



The look of images and sound which have been synchronized, but where the synch drifts in and out, often as a result of post synching



Rushes



Dailies. The first positive prints made by the laboratory from the negative photographed on the previous day. The term is today also used to refer to the uncut processed negative, and the video transfer of such material.



Safe Action Area



The area of a viewing monitor deemed to be visible on all domestic television sets and therefore safe for capturing movement. Defined by SMPTE standards as 10% smaller than the maximum image size.



Safe Title Area



The area of a viewing monitor deemed to be readable on all domestic television sets and therefore safe for text. Defined by SMPTE standards as 20% smaller than the maximum image size.



Safety Film



A photographic film whose base is fire-resistant or slow burning. At the present time, the terms "safety film" and "acetate film" are synonymous.



SAG



“Safe Area Generator” A piece of equipment that displays lines on a monitor corresponding to safe action, and safe title cut off. Often it will also show aspect ratios, center cross and definable references
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Sampling Frequency



The number of sample measurements taken from an analog signal in a given period of time. These samples are then converted into numerical values stored in bytes to create the digital signal.



Saturation



A measure of the dilution of a pure color with white light. The amount of color in a picture.



Scanning



The process of breaking down an image into a series of elements representing light values and transmitting these elements in time sequence. The process of telecine transfer, or film digitizing.



Scene



A single element of a film or program, with unique location action and camera. A scene can comprise of many events.



Scene by Scene



Applying different enhancements to each scene of a program.



Scrim



A translucent diffuser placed over a light to soften its intensity



SCSI



“Small Computer Systems Interface” A general purpose parallel interface used to connect computers or peripherals.



SDTV



Standard Definition TeleVision. Usually refers to PAL or NTSC 601 standards.



SECAM



“Systeme Electronique pour Color Avec Memorie”: The color television system developed in France, and used there and in most of the former communist-block countries and a few other areas including parts of Africa.



Secondary Correction



1.In color processing terminology "secondary" corrections are those that only affect a specific color within an image. Digital da Vinci systems provide both a conventional 6 vector secondary system and the unique user definable Kilovector secondary system. 2.All color enhancements downstream of the telecine are sometimes referred to as Secondary Correction



Serial Control



Remote control of a device over a data line down which the control signals are sent one after the other. i.e. serially. In common use on most VTRs.



Serial Digital Video



Composite (D2) or Component (D1) digital video passed down a single coaxial cable. The current standard calls for a 270 Mbit per second sampling rate and provides for 10 bit video, although 8 bits are commonly used.



Session



1.A file created by a da Vinci user, for a specific job. It stores a Desktop, Configuration and up to 9999 events with their VSRs. 2. A single booking at a Post Production Facility
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Session Base Memory



The most significant memory in a session because it is the reference to which the zero and reset keys go. It can hold any parameters that are event by event programmable, including secondaries and output settings.



SFX



Special Effects.



SGI



Silicon Graphics Interface



Skip Frame



An optical printing effect eliminating selected frames of the original scene to speed up the action.



Smidgen



A little bit. A term often used to mean “change it by just enough to notice”, and often resulting in cries of “That’s it !” (Eureka) before the colorist has had a chance to touch anything.



Soft



1. The opposite of "hard": 2. Low contrast: 3. Unsharp. Out of focus. 4. da Vinci soft knobs, keys and menus, have functions that change according to the operating mode.



Spirit



Telecine made by Philips. Multi format (16 mm, S16 mm, 35 mm, S 35 mm), multi standard (601 SDTV, HDTV and data) line array CCD device with internal primary color correction.



Splice



Any type of cement or mechanical fastening by which two separate lengths of film are united end-to-end so they function as a single piece of film when passing through a camera, film processing machine, or projector.



Sprocket



A toothed driving wheel used to move film through various machines by engaging with the perforation holes. These perforations in film, are also known therefore as sprocket holes.



Steady Gate



A pin-registered device manufactured by Steady Film for precise telecine transfers. Provides more stable images than EPR, but does not operate in real time.



Step Printer



A printer in which each frame of the negative and raw stock is stationary at the time of exposure.



Still Store



Device which stores individual video frames, either in analog or digital form, allowing extremely fast access time. Commonly used to display reference frames for color matching, and so usually they have a “browse” or catalog function.
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Stripe



1. (F)A narrow band of magnetic coating (for audio) or developing solution applied to a length of motion picture film. 2. (V) To record a signal (usually black) and control track on the entire duration of a tape, so that it can be edited in Insert mode



Super D1



Sony cassette component digital videotape format. 10-bit compressed 4:4:4 recording. It offers eight times the quality of D1.



Super Kilovectors



More powerful digital secondary correction in da Vinci 2K systems. Super Kilovectors are secondary color corrections qualified by hue, saturation and luminance with variable softness for each parameter. Once defined hue, saturation, luminance and contrast can be modified. The qualification can be utilized in other Power Tiers, Defocus or exported as a matte.



Super Vector



The standard processing set for the da Vinci 2K. This consists of two primary sets, two Super Kilovector sets and two power window shapes.



Sweetening



Audio post production, at which time minor audio problems are corrected. Music, narration and sound effects are mixed with original sound elements.



Switcher



(US) Vision Mixer. Device with a series of input selectors that permits one or more selected inputs to be combined, manipulated and sent out on the program line.



Sync



“Synchronization” Two picture records or a picture record and a sound record are said to be "in sync" when they are placed relative to each other on a release print so they can be projected in correct temporal or spatial relationship. When this condition is not met, the two records are said to be "out of sync."



T2T



see Tape to Tape



TAF



“Telecine Analysis Film”. A test film for calibrating telecine masking and level controls. Commonly used to establish Base mems



Take



When a particular scene is repeated and photographed more than once in an effort to get a perfect recording of some special action, each photographic record of the scene or of a repetition of the scene is known as a "take." For example, the seventh scene of a particular sequence might be photographed three times, and the resulting records would be called: Scene 7, Take l; Scene 7, Take 2; and Scene 7, Take 3.
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Tape to Tape



Also known as T2T. 1.A transfer from a video tape format to another, possibly different videotape format. 2. A color grading session from a video tape format to another, possibly different videotape format. Probably using a da Vinci color enhancement system.



TBC



“Time Base Corrector”. An electronic device with memory and clocking circuits to correct video signal timing errors which affect image stability and color. Required when editing from multiple video tape sources.



TDL



“Telecine Decision List.” A list of the edits made in a telecine session which can be loaded into an off-line editor.



Telecine



A device that creates video from motion picture film, usually in real time.



Terabyte



One trillion bytes.



TES



“Tornado Embedded Software”. The 2K equivalent of “rtc”. The means by which the 2K interface applies hardware processing.



Thin



As applied to a negative, having low density, usually as a result of underexposure. The image from a thin negative will be very dark, with little or no shadow detail. Stretching the contrast will enhance film grain.



Time Code



A time reference in hours, minutes, seconds and frames, recorded on tape to identify each frame. Comes in three flavors, EBU, SMPTE, and SMPTE drop-frame. It may be recorded as LTC, VITC or BITC



TLC



Time and Logic Controller. The worlds most comprehensive telecine edit system. Originally a stand alone device TLC is integrated into DUI and TLC-2K is integrated into the 2K.



Type C



As in 1”C. SMPTE standard for 1-inch (reel to reel) non-segmented helical video recording format.



U-matic



Sony 3/4 inch analog composite video cassette format. Now established as the ANSI (American National Standards Institute) Type F video tape format. Never intended to be a Broadcast quality format, but one popular for off-line systems and viewing copies. Maximum tape length is 75 minutes.
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Ultimatte®



Trade name of a high-quality special effects system similar in application to a chroma key switcher. Electronic implementation of the "blue screen" used for motion picture special effects.



Underscan



Reducing height and width of the active picture on a video monitor so that the edges, and thus portions of the blanking, can be observed.



Ursa



Telecine made by Cintel. Multi format (Super 8, 16 mm, S16 mm, 35 mm, S 35 mm, 35 mm Slide), multi standard (601 Pal, NTSC) CRT device with internal primary and secondary color correction. Ursa models include Gold, and Diamond models.



User Bits



Portion of time code (VITC and LTC) reserved for recording information of the user's choosing, e.g., Keycode numbers, footage count, etc.



Vaporware



Software or hardware that is talked about, but may never actually appear. Vaporware is sometimes marketed, but has proven to be more profitable to the manufacturer than the purchaser. Caveat Emptor.



VBR



“Variable Bit Rate”. MPEG video compression where the amount of compression can be varied to allow for minimum degradation of the image in scenes that are harder to compress.



VCR



“Video Cassette Recorder”



Vectorscope



Oscilloscope designed for television which looks at the chrominance part of the video signal. An essential tool for anybody setting up or manipulating video images.



Vertical Interval



Indicates the vertical blanking period between each video field. Contains additional scan lines above the active picture area into which non-picture information (captioning, test, teletext,control signals, and VITC) can be recorded.



Vertical Sync



Synchronizing pulses used to define the end of one television field and the start of the next, occurring at a rate of approximately 59.94 Hz (color), and 60 Hz (black & white) in NTSC.



VHS



“Video Home System” A consumer video cassette format



Vision Mixer



(British) Vision Switcher. Device with a series of input selectors that permits one or more selected inputs to be combined, manipulated and sent out on the program line.
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VITC



“Vertical Interval Time Code”. Visual Time code stored in the vertical blanking interval above the active picture area. Has the advantage of being readable by a VTR in still or jog. Multiple lines of VITC can be added to the signal allowing the encoding of more information than can be stored in normal LTC.



VSR



Visual Scene Representation. An option for the da Vinci DUI that creates a small interactive thumbnail image for each event in the TDL. The VSR option also provides an interface for capturing and accessing full resolution images automatically for use as a reference store.



VSR Plus



Visual Scene Representation. An option for the da Vinci 2K that creates a small thumbnail image for each event in the TDL. The VSR Plus option includes two extra Browsers and an interface for capturing and accessing full resolution images automatically for use as a resolution independent reference store.



VTR



“Video Tape Recorder”



Waveform Monitor



Oscilloscope designed for television which looks at luminance and all other parts of the composite video signal. An essential tool for anybody setting up or manipulating video images.



Weave



Periodic sideways movement of the image as a result of mechanical faults in camera, printer projector or telecine.



Wet Gate



A system by which film is temporarily coated with a layer of liquid at the moment of transfer to reduce the effect of surface faults such as scratches. Originally a laboratory printing process, it is now also be available on telecines. Also known as “Liquid Gate”



Widescreen



General term for form of film presentation in which the picture shown has an aspect ratio greater than 1.33:1.



Window



1. An independent area of a computer screen, in which associated data or controls are grouped. 2. A geographically defined area of a video image, in which settings may be different to the rest of the image.



Wipe



Optical transition effect in which one image is replaced by another at a boundary edge moving in a selected pattern across the frame.



Work Print



In a motion picture studio or processing laboratory, a rough print of a motion picture film used for editing and study of action and continuity.
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Y2K



Year 2000. The millennium. Often used to refer to the problem some computers have with recognizing that the year 2000 comes after the year 1999. “Trust the computer industry to shorten "Year 2000" to Y2K. It was this kind of thinking that caused the problem in the first place."



YIQ



The Luminance and Color difference signals in the NTSC system



YRGB



Luminance, red, green and blue components that together make up an image. YRGB color enhancement systems have more precise control so naturally all da Vinci systems use YRGB controls.



YSFX



This Renaissance 888 option allows the luminance and/ or the chrominance of the video signal to be inverted providing enhanced primary control and dramatic image treatments. YSFX is standard on da Vinci 2Ks



YUV



The Luminance and Color difference signals in the PAL system. Often incorrectly used to describe the luminance and color difference signals in component systems. However, U and V refer specifically to color difference signals which have been matrixed and filtered in order to be used with PAL coders. Component systems actually use Y,R-Y, B-Y



Zits



Common term to describe errors in digital pictures, which appear as random black or white dots.



Zoom



1. The effect of a camera lens changing focal length, and so making the image larger or smaller. 2. The same effect simulated by a telecine or DVE
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