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Data Sheet for TA range 500VA General Purpose Toroidal Transformers. Schematic PRIMARY



SECONDARY



Brn 150mm 20AWG • 115 V o─────────────────▄ █ █ Vio 150mm 20AWG █ 0 V o─────────────────▀



• Red 150mm ▄─────────────────o █ █ S1 █ Blk 150mm ▀─────────────────o



Gry 150mm 20AWG • 115 V o─────────────────▄ █ █ Blu 150mm 20AWG █ 0 V o─────────────────▀



• Yel 150mm ▄─────────────────o █ █ S2 █ Ora 150mm ▀─────────────────o



Sec V (250VA) 0 V Sec V (250VA) 0 V



Primary Dual primary winding for connection in series or parallel only Input Voltage: 115 or 230v ± 10% 50/60Hz. DC resistance: 2x 1.12 Ohms ± 15% @ 20 deg.C Magnetising current: 28.0mA approx.@ 230v 50Hz (56mA approx. @ 115v 50Hz) Termination All leads Tri-Rated UL1015 style cable rated 600v /105ºC VW-1 Primary leads double insulated with PVC sleeving for a minimum of 20mm. Lead lengths ± 5mm approx. All leads ends tinned to 6 mm. Pri/Sec leads



Oº



Losses



Temperature Class



Iron loss : 2.76 Watts approx. Copper loss: 24.4 Watts Approx. Efficiency : 95.0% typical Temperature rise: 56ºC approx. Ambient rated: 40ºC



Winding wire: Insulation system: Leadout insulation: Overall:



Rated amps Off load per Sec Sec V



Sec Flex Gauge



Class Class Class Class



H B A A



(180ºC) (130ºC) (105ºC) (105ºC)



Farnell Part No.



On Load Sec V



Sec Ohms TI Part No. @ 20ºC.



UL Part No.



?



25



10.00



26.3



16 AWG



.06



TA500/25



TI-69305-ME



? ?



30 35



8.33 7.14



31.4 36.6



16 AWG 18 AWG



.09 .11



TA500/30 TA500/35



TI-69306-ME TI-69307-ME



? ?



40 45



6.25 5.56



41.8 47.0



18 AWG 18 AWG



.15 .19



TA500/40 TA500/45



TI-69308-ME TI-69309-ME



? ?



50 55



5.00 4.55



52.1 57.7



18 AWG 18 AWG



.23 .29



TA500/50 TA500/55



TI-69310-ME TI-69311-ME



Approx. dimensions/weight (mounting excluded)



Supplied with



Diameter Height Weight



1x 112mm dished mounting plate 2x 110mm neoprene mounting pads 1x M8 x 75mm screw, nut & washer



136.0 mm* * allow extra 5mm 59.0 mm* over leadout area 4.30 kg



Standards Designed and manufactured in accordance with: EN60742 (Non short circuit proof),EN60065 (IEC65), EN60950. UL recognised to UL1411, 2601-1 and UL1950 under family approval file E115159
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SP-Series Toroidal Range - Farnell 

2 x 12. 6.67. 8. 55. 45 X 105. 1.5. 160. VTX-146-160-115. 230. 2 x 15. 5.33. 8. 55 .... 73 X 165. 5.2. 800. VTX-146-800-150. 230. 2 x 50. 8. 5. 72. 73 X 165. 5.2.
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data sheet - Farnell 

Selection chart for CR, UR and relevant nominal case sizes (âˆ…D Ã— L in mm) for .... Electrical data and ordering information for 154 series; preferred types in bold.










 


[image: alt]





Miniature General Purpose Relay HY - Farnell 

Rated load @ 250VAC/24VDC. 7A. 7A. 5A. Rated current. 7A. 7A. 5A. Maximum switching voltage AC/DC. 250. 250. 250. Maximum breaking capacity. 1750VA.










 


[image: alt]





ispDOWNLOAD Cables Data Sheet - Farnell 

ispDOWNLOAD Cables. Lattice ispDOWNLOAD cables are designed to facilitate in-system programming for all Lattice Semiconductor. ISPâ„¢ devices directly ...
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"Fi" System for General purpose 

(2) Calibration of Throttle Sensor. ECU contorols"pump drive according to"Injector capacity" & sum of Injected time. if you change"Injector Capacity", pump drive ...
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PNP general purpose transistors 

Oct 15, 2004 - TR1. TR2. 6. 4. 5. ORDERING INFORMATION. TYPE NUMBER. PACKAGE .... including circuits, standard cells, and/or software - described or ...
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Mensurasoft-PB, general- purpose software for ... - Sciencexp 

Mensurasoft-PB, versatile software for scientific experiments ---2---. Contents. Starting display .... Useful complements for Mensurasoft-PB : programs for data analysis and modelling.....................19 ..... choose a channel, it is a problem of 
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RTC general-purpose library module 

Use the Application Maestro to configure the code as required. 2. At the Generate Files step, save the output to the directory where your projects code resides. 3.
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GENERAL PURPOSE DUAL BIPOLAR TIMERS 

0.3. % ppm/Â°C. %/V. VCL. Control Voltage level. VCC = +15V. VCC = +5V. 9.6 .... 2.54. 0.050. 0.100. PACKAGE MECHANICAL DATA. 14 PINS - PLASTIC DIP.
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General Purpose Motion Control ICs Technical Data H - ANCR 

2's Complement r. R35H. R53D. Actual Velocity MSB. 2's Complement r. Notes: 1. Consult appropriate section for data format and use. 2. Upper 4 bits are read ...
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General Purpose Transistors 2N4400 2N4401 * 

Scope rise time < 4.0 ns. *Total shunt ... to 100 Âµs,. DUTY CYCLE â‰ˆ 2.0%. 1.0 kÎ©. + 30 V. 200 Î©. CS* < 10 pF. â€“ 4.0 V .... CONTROLLING DIMENSION: INCH. 3.
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General Purpose Transistors MPS2907 MPS2907A * 

4.0. 2.0. 0. 50 100 200. 500 1.0 k 2.0 k. 5.0 k 10 k 20 k. 50 k. IC = â€“1.0 mA, Rs = 430 Î©. â€“500 ÂµA, Rs ... CONTROLLING DIMENSION: INCH. 3. CONTOUR OF ...
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NPN general purpose transistor - Futurlec 

May 1, 1997 - 100. âˆ’. 500. IC = 1 mA; VCE = 5 V. 250. âˆ’. âˆ’. IC = 10 mA; VCE =5V. âˆ’. âˆ’. 800. fT transition frequency. IC = 0.5 mA; VCE = 5 V; f = 100 MHz 60. 80.
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GENERAL PURPOSE SINGLE BIPOLAR TIMERS 

When the circuit is connected as shown in figure 13. (pin 2 and 6 connected)it triggers itself and free runs as a multivibrator. The external capacitor charges.
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MOC8100-M General Purpose ... - paulfjujo 

Jun 15, 2005 - 2005 Fairchild Semiconductor Corporation ..... definition 3 above) that are marked with date code '325' or earlier are marked in the.
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GENERAL PURPOSE SINGLE BIPOLAR TIMERS 

0.3. % ppm/Â°C. %/V. VCL. Control Voltage level. VCC = +15V. VCC = +5V. 9.6 ..... 2.54. 0.100 e3. 7.62. 0.300 e4. 7.62. 0.300. F. 6.6. 0260 i. 5.08. 0.200. L. 3.18.
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PZT2222A NPN General Purpose Amplifier 

Â°C. 1998 Fairchild Semiconductor Corporation. Thermal Characteristics TA = 25Â°C unless otherwise noted. Symbol. Characteristic. Max. Units. PN2222A.
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BC548C NPN General Purpose ... - Silizone 

and switches requiring collector currents to 300 mA. Sourced from. Process 10. See PN100A for characteristics. Absolute Maximum Ratings* TA = 25Â°C unless ...
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9115 Multi Range DC Power Supply - Farnell 

Configurer les paramÃ¨tres de la fonction Programme . .... Calibration de la programmation de la tension externe . .... non-sÃ©curisÃ© annulera la garantie. RISQUE ...










 


[image: alt]





DATA SHEET 

3 base. Fig.1 Simplified outline (SOT89) and symbol. handbook, halfpage. 1. 2. 3 ... VALUE. UNIT. Rth j-a thermal resistance from junction to ambient note 1. 97.
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DATA SHEET 

Digital data slicer and display clock phase-locked loop ... mixed analog and digital designs in the data slicer and .... from STTV buffer (nominal video, average of ...
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DATA SHEET 

12 May 2015 - J = Â±5% (for Jumper ordering, use code of J) ... "LFP" of the internal 2D reel ... On customized label, "LFP" or specific symbol printed and the ...
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DATA SHEET 

Jul 9, 1999 - 5.2 Electrical connectors. SERVICE. CONNECTOR. TYPE NUMBER. NUMBER OF. PINS. MATING. CONNECTOR. Analog interface. JAE; see ...










 


[image: alt]





Designing a Runtime Reconfigurable Processor for General Purpose 

Functional Units, Cache, Register File) are split into parti- tions that can be ..... scribed in [15] which means to create a complete microar- chitecture at runtime.
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