






[image: PDFHALL.COM]






Menu





	 maison
	 Ajouter le document
	 Signe
	 Créer un compte







































DATE: July 13, 2000 Service Bulletin No. 480D (Supersedes Service
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DATE:



July 13, 2000



Service Bulletin No. 480D (Supersedes Service Bulletin No. 480C) Engineering Aspects are FAA Approved



SUBJECT:



I. Oil and Filter Change and Screen Cleaning II. Oil Filter/Screen Content Inspection



MODELS AFFECTED:



All Textron Lycoming direct drive and TIGO-541 piston engines.



TIME OF COMPLIANCE:



As required by subject bulletin.



Textron Lycoming recommends the following: I. Oil and Filter Change and Screen Cleaning. A. Within 10 hours of operation, oil change, filter replacement or pressure screen cleaning, and oil sump suction screen check for new, remanufactured, or newly overhauled engines and for engines with any newly installed cylinders. B. At 25 hours after the first filter replacement/screen cleaning – oil change, filter replacement or pressure screen cleaning and oil sump suction screen check for new, remanufactured or newly overhauled engines and for engines with any newly installed cylinders. C. 25-Hour interval – oil change, pressure screen cleaning, and oil sump suction screen check for all



engines employing a pressure screen system. D. 50-Hour interval – oil change and filter replacement and suction screen check for all engines using full-flow filtration system (except for engine models TIO-540-AF1A and –AF1B, which require 25 hour interval changes). E. A total of four (4) months maximum between changes for systems listed under “A”, “B”, “C” and “D”. F. All turbocharged engines must be broken-in and operated with ashless dispersant oil. (Refer to latest edition of Service Instruction No. 1014.) II. Oil Filter/Screen Content Inspection. A. Using the following methods, check for premature or excessive engine component wear, indicated by the presence of metal particles, shavings, or flakes in the oil filter element or screens. 1. Oil Filter.
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Service Bulletin No. 480D a. Using approved method (eg., for full-flow, spin-on filters, use Champion Tool CT-470 or Airwolf Cutter AFC-470), open the filter. b. Check condition of the oil from the filter for signs of metal contamination. c. Remove the paper element from the filter. d. Carefully unfold the paper element and examine the material trapped in the filter. 2. Pressure Screen.



If engine employs a pressure screen system, check the screen for metal particles. 3. Oil Sump Suction Screen.



After draining oil, remove the suction screen from the oil sump and check for metal particles. B. If examination of the used oil filter or pressure screen and the oil sump suction screen indicates abnormal metal content, additional service may be required to determine the source and possible need for corrective maintenance. NOTE Textron Lycoming encourages the use of spectrograph oil analysis to monitor engine component wear rates. Refer to the latest edition of Service Letter No. L171.



NOTE: Revision “D” revises text under I. A. and I. E. Page 2 of 2
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DATE: July 10, 2001 Service Bulletin No. 342D (Supersedes Service 

Jul 10, 2001 - The fuel lines to the nozzles are made from 1/8 inch tubing. A separate .... 80. AN4-13A. BOLT, 1/4-28 x 1-13/32 long. 81. LW-12598. SLEEVE.
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Supersedes Service Bulletin No. 543 

Oil Filter Converter Plate Gasket Replacement. MODELS AFFECTED: NOTE: THIS SERVICE BULLETIN AFFECTS THE FOLLOWING TEXTRON. LYCOMING ...
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DATE: October 2, 2001 Service Bulletin No. 545A (Supersedes 

October 2, 2001. Service Bulletin No. 545A. (Supersedes Service Bulletin No. 545). Engineering Aspects are. FAA Approved. SUBJECT: Part I. Oil Filler Tube ...










 


[image: alt]





Supersedes Service Instruction No. 1502 - Lycoming 

(Figure 1.) b. With the cap vent pointing left, slightly lift the manifold cap, making sure that it is separated from the diaphragm. Then carefully rotate it until cap vent ...
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May 15, 2000 Service Instruction No. 1042W (Supersedes 

To use the charts on the following pages, first determine the spark plug reach and ... The table below provides a quick reference for locating a chart that lists a ...
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(Supersedes Service Instruction No. 1304H) Engineering ... - Lycoming 

It will be the sole responsibility of the altering agent to attach the necessary service parts information along with FAA Form 337, or its equivalent, to the ...
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(Supersedes Service Instruction No. 1164) Engineering Aspects 

pump with a rotating driven impeller shaft in place of an older pump with a pinned ... into groups that are identified by using engine crankshaft rotation, magneto ...
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DATE: March 8, 2001 Service Bulletin No. 548 Engineering Aspects 

To identify affected pumps, check the manufacturer's code scribed on the flange of the pump (See Figure. 1). If the first five digits are 15472, 15473, or 16335, ...
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Supersedes Product Service Bulletin PSB-7 - Vigil AAD 

Oct 20, 2011 - The manufacturer of the cutter assembly has confirmed that the failure to install the knife blade was caused by error during the cutter assembly ...
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SERVICE BULLETIN 

Dec 1, 1990 - SERVICE BULLETIN: If the RSL lanyard does not fit properly, check the length against the chart for proper mating/compatibility. COMPLIANCE ...
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Service Bulletin 

Model Code : NCP1#, NCP2#, NCP3#, NCP4#, NCP61, NLP10, NLP2#, ... Aug.,1999. NCP2#,NLP2#,. Aug.,1999 ... Aug.,2002. NCP4 ... Sep.,2002 ... Aug.,2003.










 


[image: alt]





service bulletin 

Dec 1, 2003 - All Propellers, Governors, and Accumulators .... service (engine installation) or at any time governor or accumulator is removed from service.
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service bulletin 

Jun 22, 1992 - Also, it is imperative that the scale used is a calibrated scale. Failure to do so will result in false measurements and non-compliance with this ...
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Service Bulletin 

made only) *2. 85143-02020. 85143-02020. Grommet rear wiper motor. 1. I. Prev. Part. New Part. (I). PP. NP. NI. PP. NP. (NI). PP. NP. S Interchangeable as a set.
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SERVICE BULLETIN 

Aug 24, 2010 - Engineering Aspects are. FAA (DER) .... been in the combustion chamber provides a base to support the intake valve in the event the valve.
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SERVICE BULLETIN 

Aug 24, 2010 - Lycoming Engines has identified a specific lot of intake valves P/N .... been in the combustion chamber provides a base to support the intake ...
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Service Bulletin 

It is also stamped on the manufacturer's plate as shown in the ... Mainly false air intake triggered this code, which was due to improperly fitted throttle body O-ring ...
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SERVICE BULLETIN 

Nov 19, 1990 - BACKGROUND: The original Safety Stow configuration used on the Talon and Telesis prior to. November 1990, was adapted from the Para ...
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service bulletin 

This will require a (1) time inspection and replacement of the throttle body retaining nut fastener. INSTRUCTIONS: Read entire procedure before beginning work.
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SERVICE BULLETIN 

Nov 19, 1990 - In January of 1992, the Freebag for the Talon/Telesis was redesigned and the Safety Stow was again shortened, this time to 5.00"/127mm.
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Service Bulletin 

Manufacturer: To issue new updated copies: 1. Technical description of the PZS â€“ 92 rescue parachute, Packing and use instructions No. P â€“ 003 â€“ 93, 2. issue ...
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service bulletin 

INTRODUCTION: There is a possibility that the affected aircraft may have flap actuator mounting brackets. (part number 750096-7 and â€“9) installed which ...
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SERVICE BULLETIN 

or EATON P/N 102000-1, -2, -3, -4, -5, or â€“7 Landing Gear Actuator per MAC Drawing. 940007 â€œRetrofit, Avionic Products/Plessey Electric Gear Actuatorâ€�.
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service bulletin 

Oct 30, 2003 - If a maintenance shop has any â€œNo Backâ€� Clutch Springs in inventory, it is ... Complete any service response paper work received from MAC Service Parts ... (6) can be rotated in either direction and small output gear (10) will.
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