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DATE: March 8, 2001 Service Bulletin No. 548 Engineering Aspects

To identify affected pumps, check the manufacturer's code scribed on the flange of the pump (See Figure. 1). If the first five digits are 15472, 15473, or 16335, ... 
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DATE:



March 8, 2001



Service Bulletin No. 548 Engineering Aspects are FAA Approved



SUBJECT:



Diaphragm-Type Fuel Pump Inspection/Replacement



MODELS AFFECTED:



New, rebuilt and overhauled engines from Textron Lycoming with fuel pumps P/N LW-15472, LW-15473, and LW-16335 shipped between September 18, 2000 and February 8, 2001 inclusive. Engine models affected are O-235; O-290; O-340; (L)O and IO-320, -360, -540; AIO-320, -360; AEIO-320, -360, -540; HIO-360; and TO-360. Fuel pumps P/N LW-15472, LW-15473, and LW-16335 purchased through distribution between September 18, 2000 and February 8, 2001 inclusive.



TIME OF COMPLIANCE:



1. Inspect within the next 50 hours of operation. 2. If affected, replace within 100 hours of operation or 180 days from the date of this Service Bulletin, whichever occurs first, or earlier at owner’s discretion.



Textron Lycoming has determined that a number of lots of diaphragm-type fuel pumps, Lycoming P/N LW-15472, LW-15473, and LW-16335, may not have been manufactured in conformance with acceptable standards. Although no field reports of failure have been received, in the event operation of the pump is compromised, restricted fuel flow or loss of fuel pressure could result. If your Textron Lycoming engine has a diaphragm-type fuel pump with Lycoming P/N LW-15472, LW-15473, or LW-16335 installed, and has a date code of 3900 through 0401, the pump must be replaced within the next 100 hours of operation or 180 days from the date of this Service Bulletin, whichever occurs first. To identify affected pumps, check the manufacturer’s code scribed on the flange of the pump (See Figure 1). If the first five digits are 15472, 15473, or 16335, and the 6th through 9th digits are 3900, 4000, 4100, 4200, 4300, 4400, 4500, 4600, 4700, 4800, 4900, 5000, 5100, 5200, 0101, 0201, 0301 or 0401, the pump is affected and must be replaced. NOTE If the letter “A” is marked as a suffix to the date code, the pump has been brought into conformity and need not be replaced.
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Service Bulletin No. 548 WARRANTY: If replacement is required, reimbursement is available for a replacement fuel pump and for up to 1.5 hours labor through a Textron Lycoming Distributor. The engine serial number must be furnished when a replacement pump is ordered. Textron Lycoming requires the replaced pump be returned with a valid warranty claim for warranty consideration.



Figure 1
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DATE: July 10, 2001 Service Bulletin No. 342D (Supersedes Service 

Jul 10, 2001 - The fuel lines to the nozzles are made from 1/8 inch tubing. A separate .... 80. AN4-13A. BOLT, 1/4-28 x 1-13/32 long. 81. LW-12598. SLEEVE.
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DATE: January 26, 2001 Service Instruction No. 1504 Engineering 

January 26, 2001. Service Instruction No. 1504. Engineering Aspects are. FAA Approved. SUBJECT: Cylinder Assembly Replacement on O-235 Engines ...
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February 20, 2001 Service Bulletin No. 545 Engineering 

It has been determined that as configured by the airframe manufacturer, the existing oil filler tube installation could allow the clamp holding the tube to exert ...
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DATE: October 2, 2001 Service Bulletin No. 545A (Supersedes 

October 2, 2001. Service Bulletin No. 545A. (Supersedes Service Bulletin No. 545). Engineering Aspects are. FAA Approved. SUBJECT: Part I. Oil Filler Tube ...
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(Supersedes Service Instruction No. 1164) Engineering Aspects 

pump with a rotating driven impeller shaft in place of an older pump with a pinned ... into groups that are identified by using engine crankshaft rotation, magneto ...
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DATE: July 13, 2000 Service Bulletin No. 480D (Supersedes Service 

July 13, 2000. Service Bulletin No. 480D. (Supersedes Service Bulletin No. 480C). Engineering Aspects are. FAA Approved. SUBJECT: I. Oil and Filter Change ...
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Supersedes Service Bulletin No. 543 

Oil Filter Converter Plate Gasket Replacement. MODELS AFFECTED: NOTE: THIS SERVICE BULLETIN AFFECTS THE FOLLOWING TEXTRON. LYCOMING ...
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(Supersedes Service Instruction No. 1304H) Engineering ... - Lycoming 

It will be the sole responsibility of the altering agent to attach the necessary service parts information along with FAA Form 337, or its equivalent, to the ...










 


[image: alt]





Service Bulletin 2018-001 Issue Date: March 30, 2018 Issue Number 

Issue Date: March 30, 2018. Issue Number: 2018-001. Subject: Upgrade reserve cover flap. SIFE is offering an upgrade on the reserve cover flap.
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November 10, 1999 Service Bulletin No. 240R 

Dimensional inspections should be carried out in accordance with measurements and tolerances as listed in â€œTable of Limitsâ€� (SSP-1776) for all parts approved ...
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ATTACHMENT I â€“ Service Bulletin No - Lycoming 

2641 Spring St. Long Beach, CA 90806. Phone No. .... Lincoln Park Aviation. 425 Beaver Brook Road. Lincoln, NJ 07035. Phone No.: 973-633-0450. Fax No.:.
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Service Bulletin - Honda CIVIC 8. generace 

Mar 18, 2011 - and release, equals 1 short burst. 6. Now rotate the jig from the rear of the damper and position it facing the front of the vehicle, as shown in 1a ...
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SERVICE BULLETIN M20-274 DATE: 1 December, 1999 SUBJECT 

DATE: 1 December, 1999. SUBJECT: INSPECTION OF OIL & FUEL PRESSURE TRANSDUCERS AND FITTINGS FOR LEAKAGE. AND IMPROPER ...
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SERVICE BULLETIN #34 Issue Date: June 1st, 2014 Subject ... - Pgasus 

Jun 1, 2014 - SERVICE BULLETIN #34. Issue Date: June 1st, 2014. Subject: Components approved as compatible for use in any Strong Tandem system.
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SERVICE BULLETIN 

Dec 1, 1990 - SERVICE BULLETIN: If the RSL lanyard does not fit properly, check the length against the chart for proper mating/compatibility. COMPLIANCE ...
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Service Bulletin 

Model Code : NCP1#, NCP2#, NCP3#, NCP4#, NCP61, NLP10, NLP2#, ... Aug.,1999. NCP2#,NLP2#,. Aug.,1999 ... Aug.,2002. NCP4 ... Sep.,2002 ... Aug.,2003.










 


[image: alt]





service bulletin 

Dec 1, 2003 - All Propellers, Governors, and Accumulators .... service (engine installation) or at any time governor or accumulator is removed from service.
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service bulletin 

Jun 22, 1992 - Also, it is imperative that the scale used is a calibrated scale. Failure to do so will result in false measurements and non-compliance with this ...
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Service Bulletin 

made only) *2. 85143-02020. 85143-02020. Grommet rear wiper motor. 1. I. Prev. Part. New Part. (I). PP. NP. NI. PP. NP. (NI). PP. NP. S Interchangeable as a set.
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SERVICE BULLETIN 

Aug 24, 2010 - Engineering Aspects are. FAA (DER) .... been in the combustion chamber provides a base to support the intake valve in the event the valve.
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SERVICE BULLETIN 

Aug 24, 2010 - Lycoming Engines has identified a specific lot of intake valves P/N .... been in the combustion chamber provides a base to support the intake ...
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Service Bulletin 

It is also stamped on the manufacturer's plate as shown in the ... Mainly false air intake triggered this code, which was due to improperly fitted throttle body O-ring ...
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SERVICE BULLETIN 

Nov 19, 1990 - BACKGROUND: The original Safety Stow configuration used on the Talon and Telesis prior to. November 1990, was adapted from the Para ...
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service bulletin 

This will require a (1) time inspection and replacement of the throttle body retaining nut fastener. INSTRUCTIONS: Read entire procedure before beginning work.
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