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DATE:



October 2, 2001



Service Bulletin No. 545A (Supersedes Service Bulletin No. 545) Engineering Aspects are FAA Approved



SUBJECT:



Part I. Oil Filler Tube Inspection/Replacement Part II. Kit Installation Modification



MODELS AFFECTED:



I. All Textron Lycoming TIO-540-AJ1A and IO-540-AC1A5 aircraft engines shipped from the factory before October 30, 2000, unless Kit P/N 05K23081 has been installed. II. All Textron Lycoming TIO-540-AJ1A and IO-540-AC1A5 aircraft engines that have had Kit P/N 05K23081 installed before May 1, 2001.



TIME OF COMPLIANCE:



I. Inspect within the next 10 hours of operation and replace within the next 50 hours of operation. II. Inspect at next oil change and modify installation, if required. PART I



It has been determined that the existing oil filler tube installation could allow the clamp holding the tube to exert downward stress. This could result in damage to the filler tube. In order to insure the structural integrity of the oil filler tube, it is necessary to inspect for gaps, openings, or damage to the tube and for the security of the clamp that supports the oil filler tube. Since October 30, 2000, a new oil filler tube/dipstick and clamp arrangement has been installed on all TIO-540-AJ1A and IO-540-AC1A5 engines shipped from the factory. Engines shipped on or after October 30, 2000 are not affected by PART I of this Service Bulletin. For affected engines, the installation of Oil Filler Tube Kit P/N 05K23081 (includes new clamp) fulfills compliance with the replacement requirement of this Service Bulletin.
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Service Bulletin No. 545A Inspect the oil filler tube as follows: 1. If Kit P/N 05K23081 has been installed (see Figure 2) proceed to Part II. If Kit P/N 05K23081 has not been installed, inspect tube (see Figure 1) for signs of gaps, cracks, leaks or damage. If damaged, replace before further flight. 2. Be sure that the clamp supporting the tube is not exerting downward pressure on the tube. NOTE After every oil check, be sure the dipstick is fully and securely screwed into the tube. Replacement: Refer to Figure 2. 1. Remove safety wire from the base of the oil filler tube. 2. Remove the clamp and hardware securing the filler tube to the engine. 3. Unscrew the filler tube from the base. 4. Install new dipstick P/N LW-16783-29 and o-ring P/N 74065 with new fill tube P/N 56C23075. 5. Install the new P/N 72059 gasket furnished in the kit onto the new filler tube assembly. 6. Install new filler tube P/N 56C23075 by screwing it securely into the base. 7. Install clamp P/N 07C23076 as shown in Figure 2. Using the bolt, 2 washers, and spacer as shown in Figure 2, and taking care that the tube is not preloaded, attach the clamp to the engine baffle. Torque the bolt to 49 in.-lbs. NOTE If there is a preload in any direction, check to be sure the correct adapter (P/N 12D22326) is installed. Replace if necessary. 8. Safety wire the base of the filler tube. 9. Make an appropriate logbook entry of compliance.
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Service Bulletin No. 545A PART II Subsequent to the original release of Oil Filler Tube Kit P/N 05K23081, the type, quantity and configuration of the washers have been modified. If Kit P/N 05K20381 has been installed, refer to Figure 3. If two P/N S1450-3-10-032 washers are installed, no further action is required. If one S1450-3-8-032 washer is installed replace it as follows: 1. Remove the P/N AN3-16A bolt; retain the P/N 01L23080 spacer. 2. Discard the P/N S1450-3-8-032 washer. 3. Inspect the clamp (P/N 07C23076). If cracked or damaged, replace. 4. Reinstall the P/N AN3-16A bolt and the P/N 01L23080 spacer, using one P/N S-1450-3-10-032 washer under the bolt head and one between the bracket and spacer as shown in Figure 3. Torque the bolt to 49 in.-lbs. 5. Make an appropriate logbook entry of compliance. NOTE P/N AN3-16A bolt and P/N S-1450-3-10-032 washer available through Cessna



Figure 3. WARRANTY: For Part I, until February 20, 2002, reimbursement is available for up to .5 hour for one inspection, for up to 1.5 hours for replacement, and for parts (Kit P/N 05K23081) through a Textron Lycoming Distributor. Comply with Textron Lycoming Warranty procedure. For Part II, until February 20, 2002 reimbursement is available for up to .5 hour for washer replacement through a Textron Lycoming Distributor. Comply with Textron Lycoming Warranty procedure. NOTE: Revision “A” adds Part II, Kit P/N 05K23081 has been modified. Page 3 of 3
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Jul 10, 2001 - The fuel lines to the nozzles are made from 1/8 inch tubing. A separate .... 80. AN4-13A. BOLT, 1/4-28 x 1-13/32 long. 81. LW-12598. SLEEVE.
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Supersedes Service Bulletin No. 543 

Oil Filter Converter Plate Gasket Replacement. MODELS AFFECTED: NOTE: THIS SERVICE BULLETIN AFFECTS THE FOLLOWING TEXTRON. LYCOMING ...
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July 13, 2000. Service Bulletin No. 480D. (Supersedes Service Bulletin No. 480C). Engineering Aspects are. FAA Approved. SUBJECT: I. Oil and Filter Change ...
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To identify affected pumps, check the manufacturer's code scribed on the flange of the pump (See Figure. 1). If the first five digits are 15472, 15473, or 16335, ...
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Supersedes Service Instruction No. 1502 - Lycoming 

(Figure 1.) b. With the cap vent pointing left, slightly lift the manifold cap, making sure that it is separated from the diaphragm. Then carefully rotate it until cap vent ...
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(Supersedes Service Instruction No. 1304H) Engineering ... - Lycoming 

It will be the sole responsibility of the altering agent to attach the necessary service parts information along with FAA Form 337, or its equivalent, to the ...
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January 26, 2001. Service Instruction No. 1504. Engineering Aspects are. FAA Approved. SUBJECT: Cylinder Assembly Replacement on O-235 Engines ...
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February 20, 2001 Service Bulletin No. 545 Engineering 

It has been determined that as configured by the airframe manufacturer, the existing oil filler tube installation could allow the clamp holding the tube to exert ...
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Oct 4, 2000 - THEY HAVE HAD THE OIL FILTER CONVERTER PLATE GASKET FIELD REPLACED. AFTER APRIL 1, 1999, WITH P/N LW-13388. 3.
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Oct 20, 2011 - The manufacturer of the cutter assembly has confirmed that the failure to install the knife blade was caused by error during the cutter assembly ...
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May 15, 2000 Service Instruction No. 1042W (Supersedes 

To use the charts on the following pages, first determine the spark plug reach and ... The table below provides a quick reference for locating a chart that lists a ...
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November 10, 1999 Service Bulletin No. 240R 

Dimensional inspections should be carried out in accordance with measurements and tolerances as listed in â€œTable of Limitsâ€� (SSP-1776) for all parts approved ...
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ATTACHMENT I â€“ Service Bulletin No - Lycoming 

2641 Spring St. Long Beach, CA 90806. Phone No. .... Lincoln Park Aviation. 425 Beaver Brook Road. Lincoln, NJ 07035. Phone No.: 973-633-0450. Fax No.:.
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DATE: 1 December, 1999. SUBJECT: INSPECTION OF OIL & FUEL PRESSURE TRANSDUCERS AND FITTINGS FOR LEAKAGE. AND IMPROPER ...
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Jun 1, 2014 - SERVICE BULLETIN #34. Issue Date: June 1st, 2014. Subject: Components approved as compatible for use in any Strong Tandem system.
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SERVICE BULLETIN 

Dec 1, 1990 - SERVICE BULLETIN: If the RSL lanyard does not fit properly, check the length against the chart for proper mating/compatibility. COMPLIANCE ...
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Service Bulletin 

Model Code : NCP1#, NCP2#, NCP3#, NCP4#, NCP61, NLP10, NLP2#, ... Aug.,1999. NCP2#,NLP2#,. Aug.,1999 ... Aug.,2002. NCP4 ... Sep.,2002 ... Aug.,2003.
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service bulletin 

Dec 1, 2003 - All Propellers, Governors, and Accumulators .... service (engine installation) or at any time governor or accumulator is removed from service.
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service bulletin 

Jun 22, 1992 - Also, it is imperative that the scale used is a calibrated scale. Failure to do so will result in false measurements and non-compliance with this ...
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Service Bulletin 

made only) *2. 85143-02020. 85143-02020. Grommet rear wiper motor. 1. I. Prev. Part. New Part. (I). PP. NP. NI. PP. NP. (NI). PP. NP. S Interchangeable as a set.
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SERVICE BULLETIN 

Aug 24, 2010 - Engineering Aspects are. FAA (DER) .... been in the combustion chamber provides a base to support the intake valve in the event the valve.
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SERVICE BULLETIN 

Aug 24, 2010 - Lycoming Engines has identified a specific lot of intake valves P/N .... been in the combustion chamber provides a base to support the intake ...
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Service Bulletin 

It is also stamped on the manufacturer's plate as shown in the ... Mainly false air intake triggered this code, which was due to improperly fitted throttle body O-ring ...
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