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dc electric motor controller .fr

solutions for electric vehicles are available to meet the ... The systems are ... variable speed motor controls can be used on battery powered electric vehicles. 
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TECHNICAL DATASHEET #TD6500AX



DC ELECTRIC MOTOR CONTROLLER (Up to 400 Amps) Description: Variable speed DC motor control solutions for electric vehicles are available to meet the low cost, reliability, energy efficiency and compact size objectives of the OEM designer. The systems are designed for ruggedness and reliability with a highly efficient synchronous rectification design to reduce heat build-up and operating temperatures in both the controller and the motor at any speed. The unit controls the speed and torque of an electric motor in forward and reverse (controls for bi-directional and unidirectional motors available). Up to 5 control inputs of 24VDC are powered by an external power source. The controller provides a high current output of up to 400 Amps and motor power of 24VDC or 48VDC sourced from battery power. Other features include dynamic braking control (other brake controls available). There are self-diagnostic LED indicators for troubleshooting. The controller is conformal coated and housed in a metal box with rugged liquid tight fittings. Other industry standard control inputs are optional. A version with CAN bus interface is also available. Applications: • •



Microprocessor-based, variable speed motor controls can be used on battery powered electric vehicles including small pallet trucks, sweepers, scissor lifts, walkie vehicles, forklifts, material handling vehicles, industrial trucks, booms and boom trucks, personnel carriers, personnel lifts, tow tractors, etc. Material handling including automated guidance vehicles



BLOCK DIAGRAM



Axiomatic Technologies Corporation 5915 Wallace Street, Mississauga, Ontario Canada L4Z 1Z8 TEL: (905) 602-9270 FAX: (905) 602-9279 E-mail: [email protected] www.axiomatic.com



Features: • • • • • • • • • • • • • • • •



Available as a low-cost OEM designed DC motor controller to suit a wide range of motor control applications including electric vehicles and material handling Controls the speed and torque of an electric DC motor in forward and reverse (controls bi-directional or unidirectional DC motors) Highly efficient synchronous rectification design reduces heat build-up and operating temperatures in both the controller and motor at any speed Leading energy efficiencies (up to 98%) High frequency switching for quiet operation Accepts battery power input, 24VDC or 48 VDC Microprocessor-based Ramps up to speed in 























des documents recommandant







[image: alt]





Motor Controller 

May 29, 2008 - If you have any problems during this operation restart your computer and redo the installation process ... Total Vehicle Distance: it's the mileage of the bike. ... Left Brake: it simulates the pulling of the left brake lever. ... To u
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Switched Mode Controller for DC Motor Drive - Fribotte 

Oscillator Charging Current (Pin 18). .... and discharging current source, a current source set ter- minal ... lSET terminal to develop the capacitor charging current.
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MultiModeâ„¢ MOTOR CONTROLLER - Vinnig 

Like all Curtis motor controllers, the 1244 offers superior operator control ..... The ET-XXX can be integrated into a control head to provide wigwag-style ...... should be cut back to prevent damage to batteries and other electrical system.
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MultiModeâ„¢ MOTOR CONTROLLER - Vinnig 

The 1244 controller can also be specified to be ... Controller is programmable to provide throttle control of motor speed, ... Disconnect the motor or jack up the vehicle and get the drive wheels off the .... threads, resulting in loose connections. 
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Brushless DC (BLDC) Motor Fundamentals 

Application Maestro, dsPICDEM, dsPICDEM.net, ECAN,. ECONOMONITOR, FanSense, FlexROM, fuzzyLAB,. In-Circuit Serial Programming, ICSP, ICEPIC, ...
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Motor Logic® Plus - Schneider Electric 

20 (standard) For most general-purpose NEMA motors. 30 (slow). For motors with acceleration times longer than 10 s, or with high inertia loads. CUB. Idmax.
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dc fan controller circuit dbid 397un 
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US000611719 - N Tesla - Electric circuit controller - Exvacuo 

NIKOLA TESLA, OF NEW YORK, N. Y. ... Be it known that I, NIKOLA TEsLA, resid- ing at New York, in the ... to diminish as much as possible the deterio- ration of ...
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N Tesla - Electric circuit controller - Exvacuo 

Be it known that I, NIKOLA TESLA, of the. be employed to rotate the receptacle and ... The invention on which my present appli- inclination of the axes of rotation ...
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US000609251 - N Tesla - Electric circuit controller - Exvacuo 

609,251. (No ModeL). Patented Aug. 16, 1898. ... S vented certain new and useful Improvements .... struction which add to the efficiency and prac- ticability of the ...
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CNC TB6560 3 Axis Stepper Motor Controller 

ST6560-T3 3axis mach3 cnc Stepper Motor Controller operation instruction. 1. ST6560-T3 3axis mach3 ... â…¡ã€�Applicationsï¼š . ..... Fig 9 eight-wire stepper motor connection. Notes:Motor A+ ... The panel of IFS-6560T3-N axis match with two and four-
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Product Information Manual, Controller for Electric 

conducteur vert (ou vert et jaune) du cordon est le conducteur de mise la masse. Ne jamais ... La bande rigide de couleur verte de mise la masse sortant.
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1624...S Coreless DC Motor Datasheet 

sintered bronze sleeves ball bearings ball bearings, preloaded. (standard). (optional). (optional) steel, zinc galvanized and passivated clockwise, viewed from ...
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3042...C Coreless DC Motor Datasheet 

ball bearings, preloaded steel, zinc galvanized and passivated clockwise, viewed from the front face. Graphite Commutation. For combination with: Gearheads: ...
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TSL TallyMan Controller TM1 .fr 

4.0. The System Interfaces. 5.0. Setting up and entering the modules in the ... TallyMan offers a very flexible method of controlling tally and mnemonic data to be ...
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Motor Rotation Tester - Elliott Electric Supply 

If the LED L2-L1-L3 is illuminated, a counter clockwise rotary field is present. ... clockwise motor rotation if the leads are properly connected as follows: L1 to R,.
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Hyundai Motor Co. .fr 

Healthcare, Technology, Automotive, Energy, Consumer Markets, and ... Datamonitor's premium reports are based on primary research with industry panels ... Page 4 .... car segment in the US, which enabled them develop long-term customer ...
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human motor control .fr 

state equation! output equation! state: Â« the smallest possible subset of ..... linear quadratic Gaussian (LQG): analytic solution. â€¢ Nonlinear systems, â€¦ numerical ...
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human motor control .fr 

diseases short-term (fatigue) mid-term (muscle tear) long-term (amputation) ... lead to motor disorders. e.g. stroke, Parkinson ... the least number of independent coordinates required ..... Torre & Balasubramaniam, 2009, Exp Brain Res 199:157 ...
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DC Oscilloscope Current Probe .fr 

wrap or transformer wire. Attach stackable banana plugs ... transformer wire or wire wrap wire.) OK Industries .... mains isolation), the common terminal must be ...
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ac manual motor controller without overload protection 30a, 600 vac 

COUPLE DE 16POUCES LIVRE (1.8 Nm). Remarque: ORIENTER L'INTERRUPTEUR. COMME INDIQUE. D. PLACER ET INSTALLER L'INTERRUPTEUR.
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Brushless Motor speed controller Manual - Les Dauphins MJC Claix 

25A: max current 30A, continuous current 25A for 10 minutes. 30A: max current 35A, ... Temperature protection, shutdown if the surface temperature reaches 110.
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ac manual motor controller without overload protection 30a, 600 vac ... 

DISREGARD TERMINALS â€œT2â€�, â€œL2.â€� TIGHTEN ALL SCREWS WITH 16 IN. LBS. OF TORQUE (1.9 Nâ€¢m). Note: ORIENT SWITCH AS SHOWN. D. POSITION AND ...
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tower pro 30a bmc brushless motor controller setup menu - Megasimple 

TOWER PRO 30A BMC BRUSHLESS MOTOR CONTROLLER. SETUP MENU. The BEC works with up to 3LiPo (10cell NiMh/NiCd). Maximum of 5LiPo or 18 ...
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