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OPERATORS SAFETY SUMMARY The general safety information in this part of the summary is for both operating and servicing personnel . Specific warnings and cautions will be found throughout the manual where they apply, but may not appear in this summary.



Terms I n This Manual CAUTION statements identify conditions or practices that could result in damagetothe equipment or other property . WARNING statements identify conditions or practices that could result in personal injury or loss of life . Terms As Marked on Equipment



Grounding the Product This product is grounded through the grounding conductor of the power cord . To avoid electrical shock, plug the power cord into a properly wired receptacle before connecting to the product input or output terminals. A protective ground connection by way of the grounding conductor in the power cord is essential for safe operation . Danger Arising From Loss of Ground Upon loss of the protective-ground connection, all accessible conductive parts (including knobs and controls that may appear to be insulating) can render an electric shock.



CAUTION indicates a personal injury hazard not immediately accessible as one reads the marking, or a hazard to property including the equipment itself .



Use the Proper Power Cord



DANGER indicates a personal injury hazard immediately accessible as one reads the marking.



Use only a power cord that is in good condition .



Symbols In This Manual I



This symbol indicates where applicable cautionary or other information is to be found.



Symbols As Marked on Equipment DANGER - High voltage. Protective ground (earth) terminal . ATTENTION - refer to manual .



Power Source This product is intended to operate from a power source that will not apply more than 250 volts rms between the supply conductors or between either supply conductor andground.Aprotectivegroundconnectionbywayofthe grounding conductor in the power cord is essential for safe operation.
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Use onlythe power cord and connector specified for your product.



For detailed information on power cords and connectors, see maintenance section. Refer cord and connector changes to qualified service personnel. Use the Proper Fuse To avoid fire hazard, use only the fuse of correct type, voltage rating and current rating as specified in the parts list for your product. Refer fuse replacement to qualified service personnel . Do Not Operate in Explosive Atmospheres To avoid explosion, do not operate this product in an explosive atmosphere unless it has been specifically certified for such operation . Do NOt Remove Covers or Panels To avoid personal injury, do not remove the product covers or panels . Do not operate the product without the covers and panels properly installed.
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SERVICE SAFETY SUMMARY FOR QUALIFI ED SERVICE PERSONNEL ONL Y Refer also to the preceding Operators Safety Summary.



Do Not Service Alone Do not perform internal service or adjustment of this product unless another person capable of rendering first aid and resuscitation is present. Use Care When Servicing With Power On Dangerous voltages exist at several points in this product. To avoid personal injury, do not touch exposed connections and components while power is on .



Disconnect power before removing protective panels, soldering, or replacing components . Power Source This product is intended to operate from a power source that will not apply more than 250 volts rms between the supply conductors or between either supply conductor and ground . A protective ground connection by way of the grounding conductor in the power cord is essential for safe operation .
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SPECIFICATION Introduction The PS 501 is a constant-voltage, current-limiting, Oto 20 Vdc power supply designed to operate in any compartment of a TM 500 Series Power Module . The PS 501 is a floating power supply in which either terminal may be grounded, or floated to 350 Vdc + peak ac . Front-panel controls provide continuously variable voltage selection, as well as current limiting from 0 to at least 400 mA . The floating supply is suited for powering discrete transistor circuitry, or acting as a bias or reference supply. Several PS 501's or other suitable supplies can be combined for applications involving complementary circuitry, linear integrated circuits, or any circuitry requiring cascaded DC levels .



The electrical characteristics in this specification are valid with the following conditions : 1 . The i nstrument must have been adjusted at an ambient temperature between +20°C and +30°C. 2. The instrument must be in a non-condensing environmentwhoselimitsaredescribed under Environmental . 3. Allow twenty minutes warm-up time for operation to specified accuracy; sixty minutes after exposure to or storage in a high humidity (condensing) environment. The electrical and environmental performance limits together with their related validation procedures comprise a complete statement of the electrical and environmental performance of a calibrated instrument .



A ground-referenced +5 V auxiliary supply is also included that is suitable for bipolar logic, light-emitting diodes, incandescent displays and similar applications . With the floating supply available for powering discrete interface circuits and level shifting, the PS 501 can be used for many digital/analog applications . NOTE



SUPPLEMENTAL INFORMATION



Instrument differences between the PS 501-2 and the PS 501 (-1) are listed in this manual at various places . Where no differences are indicated, the PS 501 information applies to the PS 501-2.



The supplemental information listed here represents limits that ensureoptimuminstrumentoperation .Theyare not instrument specifications, but are intended to be used only as maintenance or operational aids .
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Specification-PS 501 (- 1, -2) Table 1-1 ELECTRICAL CHARACTERISTICS Characteristics



Performance Requirements



~



Supplemental Information



~



20 Volt Floating Suppty Voltage Range



0 V to at least 20 V.



~



19.99 V in PS 501-1 .



~



Rated Output Current



400 mA, 0°C to +30°C, Berating linearly, to 300 mA at +50° C.



Overload Protection



Automatic current limiting and overtemperature shutdown, continuous operation at rated output current at low voltages may actuate a Power Module thermal cutout . NOTE Ripple and noise increase unpredictably when current is being limited.



Maximum Floating Voltage



Current limiting is indicated by front panel LED.



510 mA to at least 400 mA .



Current Limit Range ~



I



350 Vdc + peak ac .



Display Accuracy PS 501-1



~



± (0 .5% of reading + 10 mV).



~



Digital dial readout .



PS 501-2



~



± 0.4 V.



~



Analog meter readout.



Resolution (Setability)



I



PS 501-1 PS 501-2 Load Effect (Regulation)



~



~ ~



Typically 1 .6 mV determined by a 10-turn potentiometer .



±1 mV for a 400 mA load change measured at output terminals. ±5 mV for a ±10% line voltage change .



Source Effect (Line Regulation)



Typically less than 0.1% +5 mV for 8 hours at constant line, load, and temperature .



Stability Temperature Coefficient PARD (Ripple & Noise) (Periodic and Random Deviations) Transient Recovery Time



Typically 10 mV .



I



~ 50 .5 mV peak-to-peak with 400 mA load .



Typically less than (0.01% + 0.1 mV) 1°C. 10 Hz to 5 MHz, supply not in current limiting. 20 ps or less to recover within 20 mV of final output voltage after a 400 mA change in output current.
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Specification-PS 501 (- 1, -2) Table 1-1 (cont) Supplemental Information



Performance Requirements



Characteristics 5 V Supply



LM309K 5 V regulator integrated circuit.



+4 .75 V to +5 .25 ground referenced .



Output Voltage



1 A.



Rated Output Current



Non-adjustable and typically 1 .5 A to 3 A.



Current Limit ±100 mV for a 1 A load change .



Load Effect (Regulation) Source Effect (Line Regulation)



~



±50 mV for a 10% line voltage change .



Stability



I



Temperature Coefficient 
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PS segment 

6. Bomb, rockets, missiles fire button (under visible red cap). 7. Ejection handle. 8. Gear brake lever. 9. Fuselage (center) fuel tank jettison button.
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enamel applied by electro-deposition process. Channel and Closures - Hot Dip Galvanized After Fab.: ASTM. A-123, Zinc Coating (Hot Dip) on Iron and Steel.
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PS-IL1 

Cargador de coche de 12 V incluido para carga portÃ¡til en movimiento. INSTRUCCIONES: FUNCIONAMIENTO: 1. Pulsar el interruptor principal para encender ...
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PS 200 

Pre-Installation Testing. Before installing the plug-in unit onto the busway, perform the following steps to conduct a continuity test: 1. Ensure the cover of the ...
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PS Project System 

MicrosoftÂ®, WINDOWSÂ®, NTÂ®, EXCELÂ®, WordÂ®, PowerPointÂ® and SQL ServerÂ® are registered trademarks of. Microsoft Corporation. IBMÂ®, DB2Â®, OS/2Â®, ...
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3000Hz 6 / 12dB/Oct. 12" / 318mm - 2" voice coil. Driver 1" Voice Coil. Electronic Dynamic Protection. 17.3kg / 38.13lbs. 19.95kg / 43.98lbs. 4.83CFT. Shipping.
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Page 1. Tablel: Left Wentricular Dysfunction in Asymptomatic Hypertensive Patients with and without Type 2 Diabetes. Wril. DigiFur Terr. FA W. R. i. FTEl.
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with ps rponds moi vite PDF, include : Psovaia Okhota, Quarto La Cuisine Cajun, Quick And Clever. Watercolours Step By Step Projects For Spectacular Results, ...
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Engine Control/Manifold Absolute Pressure (MAP). â€¢ Weather Station .... 4.0. 3.5. 3.0. Pressure (ref: to sealed vacuum) in kPa. TYP. MAX. MIN. 5. 10 15 20 25 30 ...
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Feb 16, 1998 - Fig.11 SAA7345 microcontroller interface application diagram. .... Attenuation and mute are cancelled by sending the Full ... to be rotated correctly when browsing through the pdf in the Acrobat reader. ...... not form part of any quot
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louèrent l'Éternel, en disant: Car il est bon, car sa miséricorde dure à toujours!" • Il y a aussi ...... En début de culte, mais il n'y a pas tout le monde. • Avant le message, mais cela coupe le lien louange – Parole. • Après le ... Thèmes particul
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208 C, route d'Orléans. 18230 .... 9/11 AV. GABRIEL PERI. 38400. ST MARTIN D'HERES. 04 76 51 38 95. FONTAINE ..... ST CLOUD. 153-155 BD DE LA ...
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6 nov. 2016 - RÃ©tention d'enfants Ã©trangers : la France va Ã©largir ses pratiques. â€¢ Paris, Ã©vacuation de 1500 migrants et destruction des tentes au bulldozer.
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Le médecin et psychanalyste. Alexander .... Alors titulaire de Physique appliquée à Paris, le professeur Yves Le Grand écrivit : « l'oeil n'est pas seulement un ...
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