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DCC Block Occupancy Detector BOD1 - MERG

Secondary inductance 100mH. 27/08/08. Mike Bolton. T1 Coilcraft CS1200. Primary is a single turn. C. R7. 10K. 33K. C2. 5. R8. 470nF. 6. 7. U1b. R10. 25v. 2K2. 
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DCC Block Occupancy Detector BOD1 (Uses tuned transformer principle by Wayne Roderick)



Components U1 D1, D2, D4 D3 D5 LED Opto



LM393 dual comparator (or equivalent) 1N4148 or equivalent Zener diode 5.1v to 6.2v UF4001 or UF4002 This is optional but a useful indicator There are many to choose from



Use VR1 to adjust the sensitivity. Will easily detect a 10K axle load.



T1



Coilcraft CS1200 Secondary inductance 100mH. Primary is a single turn.



Mike Bolton



27/08/08
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A simple DCC block occupancy detector (BOD1) This design ... - MERG 

The MERG schematic is BOD1_sch.pdf. The DCC track feed is ... layout available as BOD1_pcb.pdf. From testing, the BOD1 ... any higher. Mike Bolton 27/08/08. Â©
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A DCC Block Detector and Cutout (BDC1) This is a design for ... - MERG 

Description (refer to schematic BDC1_sch.pdf). While it might have simplified the circuitry, this .... or protected by a single sided cutout like the BDC1. Mike Bolton.
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CBUS DCC system Operating Instructions - MERG 

If the speed control was already at zero (fully anticlockwise) there will be a short 'beep' ... exceeded, the CS releases your loco and control is lost. .... Mike Bolton.
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MERG DCC Command Station and Booster. (BC1A) 

The schematic and PCB layouts are downloadable as .PDF files from the MERG site. You can create a PCB mask directly by printing the .PDF file on clear film ...
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MERG DCC Command Station and Booster. (BC1A) 

The simple to use MERG handsets produce an analog voltage for speed control and a 17 bit serial data stream for ... the serial facility is written. Mike Bolton 5/1/01.
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New DCC booster design, (see schematÃ®c NB1B_sch - MERG 

New DCC booster design, (see schematÃ®c NB1B_F_sch.pdf). I have had requests for a basic DCC .... MÃ¬ke Bolton 24/01/2011. Integrated Circuit Availability ...
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An electronic overload cutout for DCC systems (BCO1) - MERG 

short remains, it will repeat the process so, apart from the brief 'retry' periods, there is no current flowing and power is minimal. One critical factor is the retry time ...
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MERG Application 2015 

Your grant will be disqualified if your abstract is over the 300 word requirement. /. Une page couverture indiquant le titre du projet, la date de dÃ©but et la durÃ©e du ...
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MERG Application 2015 

Principal investigator's university or hospital appointment (position, department, division, medical faculty) /. Affectation universitaire ou hospitaliÃ¨re du chercheur ...
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- F0 ... - DCC koleje 

display LED catodo comun alta luminosidad TDSR 5160 compatible. DIS2 TDSR5160 display LED common cathode high luminosity TDSR 5160 compatible.
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t >T - LIGO dcc 

Sep 19, 1989 - require 2" $ beam yone for scesperisida pt inter fessuurte. â€¢ require 3" QS beam gone for main citerferometer beam. â€¢ require i" anmular free ...
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Maestro Occupancy Sensing Switch 

a tierra. Si no hay tierra disponible, consulte a un electricista. El dispositivo no funcionarÃ¡ si no estÃ¡ conectado a tierra. 4. El sensor con interruptor requiere una.
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Occupancy sensing switch Installation Instructions 

When controlling a combined fan and light load, the total load may not exceed 3 .... ARISING OUT OF OR IN CON NEC TION WITH THE MANUFACTURE, SALE, ...
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Smoke Detector - FCC ID 

Two AA-size Alkaline batteries. â€¢ Over two years battery's lifetime. SIZE and WEIGHT: â€¢ H: 46.7 mm, Diameter: 135 mm. Weight â€“ 210 grams including batteries. ENVIRONMENT: â€¢ Storage range: -20oC â€“ +50oC. â€¢ Operating Ambient Temperature ran
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Leakage Detector for Refrigerants 

0554 3181. Fax Order Form. Name. Company. Telephone/Fax. Department. Address. City. Email. Date, Signature. Sender. 0981 5734/msp/AC/A/09.2006.
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180Â° PIR Motion Detector 

Avoid positioning close to trees or shrubs, which may cause false triggering during wet or windy weather. 3. Avoid pointing at or positioning close to heat sources ...
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Block diagram 

IEC 815: Parameter for dimensioning. Dong Wu. ABBPower System. Site conditions. System requirments. Insulator paramenters. Dimensionning. Existing ...
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Techtoyz RF Detector 

The bottom segment represents the signal threshold level, while the top segment rep- ... When the slide switch is in the top position the RF Detector will be in ...
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Maestro Occupancy Sensing Switch - The Home Depot 

NE PAS utiliser pour la commande de prises électriques. 2. Installez conformément à tous les codes d'électricité locaux et nationaux. 3. Les deux fils de terre nu ...
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Maestro Occupancy Sensing Switch - The Home Depot 

1 Appuyer et maintenir enfoncÃ© le bouton indiquÃ© dans les illustrations ci-dessous. 2 La lentille clignotera une fois pour chaque rÃ©glages. (Commence toujours.
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WLS912L Wireless Glassbreak Detector 29005723R010 

This End-User License Agreement (“EULA”) is a legal agreement between You (the company, individual or entity who acquired the Software and any related ...
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ISD Smoke Detector - FCC ID 

Increase the separation between the equipment and receiver. > Connect the equipment into an outlet on a circuit different from ... rayonnements IC établies pour un environnement non contrôlé. Cet équipement doit être installé et utilisé avec un minim
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HT70XX Voltage Detector - Matthieu Benoit 

Jan 14, 2003 - these devices can be used with external components to detect user ..... power supply. Â· NMOS open drain output application with R-C delay.
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AP475 SERIES PIR DETECTOR ARITECH 

Instructions de montage (fig. 1). Soulever la plaque de protection À comme indiqué. Ouvrir le détecteur Á et sortir le module électronique Â, en veillant à ne pas ...
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