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DEFINIMAX™ 4018LF Professional Series - PRODANCE

The Art and Science of Sound. DEFINIMAX™ 4018LF Professional Series ... Mounting Information. Copper voice coil. Polyimide former. Ferrite magnet. 
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Specification Nominal Basket Diameter Nominal Impedance* Power Rating** Watts Music Program Resonance Usable Frequency Range*** Sensitivity Magnet Weight Gap Height Voice Coil Diameter



18”, 457.2mm 8 ohms 800W 1600W 32Hz 36Hz-200Hz 95 109 oz. 0.375”, 9.53mm 4”, 101.6mm



The Art and Science of Sound



Thiele & Small Parameters Resonant Frequency (fs) DC Resistance (Re) Coil Inductance (Le) Mechanical Q (Qms) Electromagnetic Q (Qes) Total Q (Qts) Compliance Equivalent Volume (Vas) Peak Diaphragm Displacement Volume (Vd) Mechanical Compliance of Suspension (Cms) BL Product (BL) Diaphragm Mass inc. Airload (Mms) Efficiency Bandwidth Product (EBP) Maximum Linear Excursion (Xmax) Surface Area of Cone (Sd) Maximum Mechanical Limit (Xlim)



32Hz 6.19 4.78mH 10.38 0.36 0.35 237.9 liters / 8.4 cu. ft. 939cc 0.12mm/N 27.0 T-M 211 grams 89 7.9mm 1188.0 cm2 15.9mm



DEFINIMAX™ 4018LF



Professional Series



Recommended for professional audio and bass as a low distortion sub-woofer in single or multi-driver designs.



Mounting Information Recommended Enclosure Volume Vented Overall Diameter Baffle Hole Diameter Front Sealing Gasket Rear Sealing Gasket Mounting Holes Diameter Mounting Holes B.C.D. Depth Net Weight Shipping Weight



125-210 liters/ 4.4-7.4 cu.ft. 18”, 457.2mm 16.57”, 420.9mm fitted as standard fitted as standard 0.28”, 7mm 17.25”, 438.2mm 8.13”, 206.4mm 26 lbs, 11.8 kg 24 lbs., 10.9 kg



Materials of Construction Copper voice coil Polyimide former Ferrite magnet Undercut with copper shorting ring and Core Periphery Ventilation Die-cast aluminum basket Acrylic Wetlook Paper Cone Cloth cone edge Acrylic wetlook paper dust cap



* Please inquire about alternative impedances. ** Multiple units exceed published rating evaluated under EIA 426A noise source and test standard while in a free-air, non-temperature controlled environment. *** The average output across the usable frequency range when applying 1W/1M into the nominal impedance. Ie: 2.83V/8ohms, 4V/16ohms. Eminence response curves are measured under the following conditions: All speakers are tested at 1w/1m using a variety of test set-ups for the appropriate impedance | LMS using 0.25” supplied microphone (software calibrated) mounted 1m from wall/baffle | 2ft. X 2ft. baffle is built into the wall with the speaker mounted flush against a steel ring for minimum diffraction | Hafler P1500 Trans-Nova amplifier | 2700 cu.ft. chamber with fiberglass on all six surfaces (three with custom-made wedges)
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Professional Series 

Selectie groot/klein bereik. Suuren tai pienen valvonta-alueen valinta. SÃ©lection longue portÃ©e, courte portÃ©e. Weitbereichs-, Nahbereichsauswahl. Anti-Mask on ...
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M5N12-80 Professional Series 

Nominal Diameter. 130 mm (5 in). Overall Diameter. 153/140 ... Nominal Impedance. 12 Ohm. Nominal Power Handling *. 80 W. Maximum Power Handling **.
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Professional Series 

friction sont fournis pour les tubes droits en cuivre de 3/8 ... To keep your new faucet looking beautiful, please follow these simple care instructions: DO: 1.
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Untitled - Prodance 

1) Rating based on test signal of filtered random noise Conforming to the international. Standard IEC 268-1 (pink nolse with 12 dB per Octave roll-off below 40 ...
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CP SERIES PROFESSIONAL GAS COOKTOP 

first. Smother flames with a close-fitting lid, cookie sheet, metal tray, baking soda or use a dry ... cooktop should be installed accordance with the National Fuel Gas Code ANSI Z223.1 and ..... It should be the same as the center of the overhead.
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eurolive professional series - Synth Manuals 

ou un objet a pénétré à l'intérieur du châssis, si l'appareil a été exposé .... Pour tout complément d'information, les ... ne soient pas en contact direct avec le sol.
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S-2000 D.jpg - PRODANCE 

500 Hz Passive 500 Hz Active included not ... 2X C-115 PL. C-115 PLF4. 2 X S-1535 2XS-1535. F500/C-4. S-801. S-201 E. SP.2F ... KELONIK, S.A.. KELONIE I ...
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KAPPA PRO-12A Professional Series 

... set-ups for the appropriate impedance | LMS using 0.25” supplied microphone (software ... X 2ft. baffle is built into the wall with the speaker mounted flush against a steel ring ... fiberglass on all six surfaces (three with custom-made wedges).
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THE profEssionAL rDT sEriEs DUAL fUEL rAnGE 

The fire is small and contained in the area where it started. 3. The fire .... Children in walkers, or children crawling can be attracted to the round oven door handle and may grab and open ..... page 9) as they have the highest output on the top.
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cp series professional gas cooktop - Heritage Parts 

To reduce the risk of injury to persons in the event of a cooktop grease fire, ..... Dawn or Stainless Steel Magic) will remove fingerprints and smears. ...... E. Les frais de voyage et les frais connexes encourus lorsque le produit est installé dans
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cp series professional gas cooktop - Plessers Appliances 

To reduce the risk of injury to persons in the event of a cooktop grease fire, .... Do not heat unopened food containers; a build up of pressure may cause the ..... for servicing within the 48 mainland United States, Hawaii, Washington D.C. and.
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cp series professional gas cooktop - Plessers.com 

wet dishcloths or towels - a violent steam explosion will result. Use an .... Avoid steam burns; do not use a wet sponge or cloth to clean the cooktop while it is hot.
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MPro 200 Series Users Guide - JBL Professional 

Route cables so that performers, production crew, and audience will not trip over them pulling the speaker over. • Do not .... roder les contacts électriques.
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MPro 400 Series Users Guide - JBL Professional 

7. MPRO 400 SERIES MODELS. MP410 - 10 , two-way, bass-reflex. Main PA for speech, vocals and instrument reinforcement. A great choice as a satellite over the MP418S or MP418SP for dance music and DJ use. Get professional quality and performance from 
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1â€� Compression Drivers 4550 SPECIFICATIONS - PRODANCE 

BMS 4550 is a powerful 1" professional compression driver ... exclusive voice coil technology employs a light weight Copper ... MOUNTING INFORMATION.
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HP LaserJet Professional M1210 MFP Series Wireless Installation Guide 

Guide d'installation. EN Installation Guide. ES. Lea esto primero www.hp.com/support/ljm1210series. LASERJET PROFESSIONAL M1210. MFP SERIES SERIE ...
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XJ6 Professional / IMPRESSA XJ5 Professional - Jura 

et mise en garde afin d'Ã©viter tous dan- gers. MatÃ©riel nÃ©cessaire: Tablettes de dÃ©tartrage. BoÃ®te de 36 unitÃ©s (Art. 70751). Paquet de 3 unitÃ©s (Art. 61848).
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GSR Professional 

Stay alert, watch what you are doing and use common sense when operating a power .... medical help in case of complaints. The vapours can .... Phone: (0800) 543353. Fax: (0800) 428570. Outside AU and NZ: Phone: +61 3 95415555 www.bosch.com.au. Republ










 


[image: alt]





Elation Professional 

Page 1. Elation Professional. ELAR 180 PAR RGBWA. Dimensions (mm)
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DVB PROFESSIONAL 

European Sales Hotline: +44 (0)23 8048 4333. Tandberg Television ASA. Philip Pedersons vei 20. PO Box 322. N-1326 Lysaker. Norway. Tel: +47 67 11 6200.
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Sugar Professional 

Erika-Mann-Str. 53 | 80636 Munich | Germany. T: +49 (0)89 1 89 17 20 00 | F: +49 (0)89 1 89 17 21 50 www.sugarcrm.com. Copyright Â© 2012 SugarCRM, Inc.
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the professional warming drawer 

Children should not be left alone or unattended in an area where appliances are ... or interior surfaces of the warming drawer, even if they appear dark in color.
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GIGA X3c Professional 

GIGA X3c Professional. Condition : » Detartrer appareil.« (oder » Choisissez votre produit : «). 1. » Statut d'entretien (1/5) «. 2. 3. » Videz le bac d'égouttage. « 4.
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Professional LINUX Programming 

SQL Support in PostgreSQL and MySQL. ...... Both kinds of chapter are practical tutorials that use examples to put ..... In the next section, we describe how a real world exercise in requirements .... A solution that didn't involve the computer might
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