













Menu





	 maison
	 Ajouter le document
	 Signe
	 Créer un compte







































Delta 44 Quick Start Guide

Feb 22, 2006 - ... there are many resources available on the web just using a google search. ... Windows sounds will play through this output if you have the. 

















 Télécharger le PDF 






 600KB taille
 4 téléchargements
 309 vues






 commentaire





 Report
























Products



Page 1 of 10



Delta 44 Quick Start Guide



The M-Audio Delta 44 is a high grade professional sound card. When setup properly for use with the SDR-1000, the results speak for themselves. Unbelievably high dynamic range and crystal clear audio with this card when combined with the versatile SDR-1000 results in an ear pleasing experience that is out of this world. This page is designed to help you setup your new Delta 44 sound card for use with the SDR-1000. Below you will find a step-by-step guide (7 steps) along with tips for getting the fastest support. If you have questions that are not addressed in this guide, the [Flexradio] Email Reflector and the Flex-Radio-Friends Teamspeak Server are available for fast, friendly support. CAUTION: It is extremely important to use the settings in the Delta Control Panel as described below in order not to damage the SDR-1000 hardware due to overdriving the audio. Make sure the output is set to -10dBv as shown in the screenshots below. The OEM version of the Delta 44 that FlexRadio ships comes with three components: A PCI card, the "breakout" box, and a cable to connect the two. We optionally ship the four sets of cables necessary to connect the sound card to the SDR-1000 (1/8" stereo to dual 1/4" balanced).



PCI Card
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Step 1: Install the PCI card While a complete discussion of installing PCI cards is outside the scope of this quick start guide, there are many resources available on the web just using a google search. For more specific help, use the support methods mentioned above.



Breakout Box



Step 2: Connect the breakout box Use the included cable with D-style connectors to connect the breakout box to the Delta 44 PCI card.



Step 3: Connect the cables Use the diagram below to connect the breakout box to the SDR-1000 and your speakers. If making your own cables, note that the 1/8" tip connects to the odd numbered plugs while the 1/8" ring connects to the even numbered plugs.
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Cabling Diagram Note that the microphone can be connected either through the SDR-1000 enclosure (Mic to 4-pin connector on the front and the 1/8" stereo connector in the back going to the sound card Mic In) as shown -OR- it can be wired straight to the Delta 44 Input 3/4. A 1/8" stereo coupler will be necessary to connect the speakers to Out 1/2 unless the speakers have a female 1/8" receptacle for the input. The same is true for connecting a PC microphone rather than using the front panel connector. Note that with the Delta 44, there should be not be a wire going to the plug marked "SPKR" on the back of the
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enclosure. For digital mode support see the following link for a modified diagram: Digital Mode Diagram. If using the digital setup, care should be taken to setup the second sound card mixer correctly. Make sure that the Line In Mute on the Playback mixer is muted.



Here is a functional description of each input and output from the Delta 44 break out box: Out 1 & 2: -10dBV nominal stereo speaker/headphone output. This will normally be connected directly to either powered speakers or headphones. It will work also with un powered speakers but don't expect -10dBV to blow the doors off. We use headphones on this output with no problem. Windows sounds will play through this output if you have the Delta 44 set as the default sound card in the Windows Control Panel. You will need either a stereo coupler (barrel) or "Y" connector for this connection. Out 3 & 4: This is -10dBV I and Q modulated audio going to the transmitter, which must be connected to the jack on the radio marked, "To Line Out." Failure to seat this connector properly will cause transmission of double sideband signals. Note that the speaker jack on the back of the radio is in parallel with the transmitter I & Q signals through a mute relay. This "SPKR" jack on the radio is ONLY to be used for consumer audio cards that do not have the number of outputs supplied by the Delta 44. It should NOT be used with the Delta 44. In 1 & 2: This is +4dBU level I and Q from the down converted baseband receiver audio. This cable must be connected to the jack marked, "To Line In." Failure to fully seat this connector will cause loss of image rejection on the receiver. In 3: This is the -10dBV nominal microphone/digital mode input port. For normal operation it should be connected to the jack on the back of the radio which is just ABOVE the words, "To Mic In." The jack is a DIRECT connection to the front panel 4-pin microphone connector. The wiring table can be seen in the Operating Manual in Chapter 3: Pinouts. We have used this with a Heil Pro series microphone with success. If preferred, you can connect the microphone directly to In 3, bypassing the front panel connector. In 4: This channel is not used. If using Hosa cables with dual 1/4" plugs, make sure to terminate this channel with the orange plug.



Step 4: Download the drivers Now that you have the sound card hardware installed, it is time to help the operating system understand how to talk to it. Use the following link to get to the driver download page on the M-Audio website: Link Optionally fill out the requested info (not necessary) and then click on the link in the yellow box to download the driver. Once downloaded, run the file to install the drivers. It may be necessary to reboot after the installation is
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complete.



M-Audio Website



Step 5: Setup the Delta 44 Control Panel Once the driver has been installed, the Delta 44 Control Panel will show up in the taskbar (lower right hand side of the screen). Click on the icon (shown below) to open the control panel and use the following screenshots to setup the controls.



Taskbar Icon
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Delta 44 Control Panel - Monitor Mixer Tab



Delta 44 Control Panel - Patchbay / Router Tab
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Delta 44 Control Panel - Hardware Settings Tab



Step 6: Setup the PowerSDR Software Now that the Delta 44 sound card is completely setup, it is time to setup the PowerSDR software to use it. Note that the Delta 44 is supported only in versions Beta 1.3.2 and later. Later versions may have these controls in different locations. Click the Setup menu to pull up the Setup Form and click on the Audio Tab. Select the M-Audio Delta 44 (PCI) from the Sound Card Selection combobox (see the figure below). Once selected, click the Apply button and then click OK to close the Setup Form.
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PowerSDR Setup Form - Audio Tab



Step 7: Calibrate the microphone input Open the Setup Form and click on the Transmit Tab. Keep this form open while returning to the front panel. Select ALC on the TX Meter in the upper right corner. Make sure the compressor (COMP) is turned off, and click the MOX button to begin transmitting. Speak in a normal voice and adjust the Mic Preamp (see figure below) until the voice peaks are right at 0dB on the multimeter (figure below).
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PowerSDR Setup Form - Transmit Tab



PowerSDR - ALC



This concludes the Delta 44 Quick Start Guide. At this point you should be able to receive and transmit with the Delta 44. If you are still having problems, please refer to the support links mentioned at the top of this guide.
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de encendido y puesta en libertad. IT. Per accendere il Pillâ„¢, premere e rilasciare il pulsante di alimentazione. DE Um Ihre Pillâ„¢ einzuschalten, drÃ¼cken und loslassen Netzschalter. NL Om uw Pillâ„¢ aan te zetten, drukt u op en laat uit-knop. EN
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ordinateur de maniÃ¨re Ã  garantir que la batterie se charge complÃ¨tement. Appuyez sur le bouton d'alimentation et maintenez-le enfoncÃ© jusqu'Ã  ce que le.










 








Quick Start Guide 

Built-in microphone. Power indicator. Charge indicator. Disc drive indicator. NFC embedded touch pad. Press the bottom left of the touch pad to click. C (Bottom).










 








Quick Start Guide - Compex 

E Appuyer sur le bouton +/- du canal 4 pour valider la sélection et commencer la séance de stimulation. N.B. : Après la sélection d'un programme il se peut ...










 








Quick Start Guide - Bushnell 

Open the battery cover on the back of the Backtrack (slide it down as shown by the arrow, then lift it straight up), insert two aaa batteries (alkaline or lithium), and replace the cover. change batteries when low power is shown by the battery indica
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Aug 23, 2007 - Type â€œadminâ€� in the User Name field. Leave the password field blank, and press Enter. The XAdmin welcome page appears. XAdmin Main ...










 








Quick Start Guide - Sony 

Connect to the Internet to automatically activate Windows. Wired connection. Connect your computer and router with a. LAN cable. Wi-FiÂ® (Wireless LAN) connection. 1 Open the charms by pointing to the top right corner of the screen, then move the poi
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Proceeding to next step, next selection, etc. Example: Setting the phone language. â€¢ NÃ¤chster Schritt, nÃ¤chste Auswahl etc. Beispiel: Ã„ndern der Telefonsprache.
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This device complies with Part 15 of the FCC Rules and with ICES-003, Issue 4 of Industry Canada. Operation is subject to the following two conditions: (1) This device may not cause harmful interference, and. (2) This device must accept any interfere
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CÃ¢ble de recharge. Cable de recarga ... AC adapter not included. FR Une charge ... Class B digital device, pursuant to part 15 of the FCC Rules. These limits are.
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6 avr. 2016 - void the user's authority to operate this equipment. This device complies with Part 15 of the FCC Rules. Operation is subject to the following two ...
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Cuando se agote la baterÃa, el T10 enviarÃ¡ una seÃ±al de baterÃa baja a la central de alarmas por .... Dans l'application EZVIZ, le dÃ©tecteur est hors ligne. ..... var tikt traucÄ“ta. Ja vÄ“laties izmantot T10 lielÄ�kas platÄ«bas telpÄ�s, jÅ«s va
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been designed to connect specifically to iPod,. iPhone, or iPad, respectively, and has been certifi ed by the developer to meet Apple performance standards. Apple is not responsible for the operation of this device or its compliance with safety and r










 








WE65ac Quick Start Guide 

Enter the Wireless Key for the network you selected and then click .... Connect the equipment into an outlet on a circuit different from that to which the receiver is.










 








Quick Start Dryer Guide 

Pour les programmes manuels, le compte à rebours de la durée commence au début du programme. DÉPANNAGE – LONGUES DURÉES DE SÉCHAGE, ...
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Live Screen Displays. The Live screen displays in 2 views - Quad View or Full View. Quad View displays the images in 4 quadrants (only display camera that is ON). Tap a quadrant to display single camera view / full view. Tap on that image again to re
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16 juil. 2016 - Launch the app and register an EZVIZ account. - Add DVR to your account by scanning the QR code of the device appears on the display after ...
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coton, serviettes, jeans. Normal. Medium (moyenne). Velours cÃ´telÃ©, vÃªtements de travail. Casual (tout-aller). Low (basse). VÃªtements de travail tout-aller,.
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otherwise the hands go back to display time. Change the time of your alarm clock in the Health Mate application if needed. FR ActivitÃ© s'accompagne de deux ...
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'Pain management' Category. CatÃ©gorie ..... N.B.: una colocaciÃ³n aproximada de los electrodos hace que la sesiÃ³n sea menos eficaz, pero no es peligroso. 2.Termes manquantsÂ :
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GE Caddx (Nx4/6/8v2) - A 1.1k Resistor from the open zone to common on the alarm panel. A 3.3k Resistor from terminals 4 and 5 on the CAT unit. â€¢ DSC PowerSeries - A 5.6k Resistor from terminals 4 and 5 on the CAT unit. â€¢ Honeywell - A 2k Resisto
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www.veho-world.com/main/support.aspx. Technical Support ... déplacer le curseur à gauche et à droite, puis appuyez sur. [OK/Obturateur] pour confirmer ... Règle le format NTSC ou PAL, en fonction de votre région. (Format de sortie TV).
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(1) This device may not cause harmful interference, and ... interference to radio or television reception, which can be determined by .... El objetivo de los productos es proporcionar una advertencia adecuada en casos de usurpación ilegal en alguna á
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23 mai 2014 - Assurez-vous de laisser un espace de 20 cm (7,8 pouces) ou plus autour de l'appareil. ... sur l'environnement et la santé humaine. ..... INCLUANT LA GARANTIE DE QUALITÉ MARCHANDE ET D'ADAPTATION À UNE FIN ...
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