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Exam A QUESTION 1 You must define a hostname on an HP ProCurve 5406zl switch. Which configuration context must you enter to perform this task? A. B. C. D.



interface global configuration manager operator



Answer: B Section: (none) Explanation/Reference:



QUESTION 2 Besides the CLI, which configuration interface enables an administrator to configure a user name for access to the Manager privilege level on an HP ProCurve switch? A. B. C. D.



menu interface web interface setup interface Management Interface Wizard



Answer: B Section: (none) Explanation/Reference:



QUESTION 3 What is the effect of the following command entered at the CLI of an HP ProCurve switch with factory default settings? ProCurveSwitch# exit A. B. C. D.



All switch ports are enabled The user is logged out of the CLI. The privilege level moves from Manager to Operator. The CLI displays an authentication prompt.



Answer: C Section: (none) Explanation/Reference:



QUESTION 4 Which options are available at the following prompt in the CLI of an HP ProCurve 3500yl switch? (Select three.) 3500yl-24G# A. enable IP routing B. update switch software C. disable ports



D. E. F. G.



erase startup configuration define management passwords restart the switch assign IP address to VLAN interface



Answer: BDF Section: (none) Explanation/Reference:



QUESTION 5 You must configure an IP interface on an HP ProCurve switch. Which CLI context will enable you to perform this task? A. B. C. D.



router manager CLI passthrough VLAN



Answer: D Section: (none) Explanation/Reference:



QUESTION 6 What is the different between the output of the following two commands issued at the CLI of an HP ProCurve switch? ProCurve Switch# show interface ProCurve Switch# show interface brief A. The show interface command provides a dynamic display of port activity. The show interface brief command provides a static display of port activity. B. The show interface command displays current port statistics. The show interface brief command displays parameters such as actual speed and duplex status. C. The show interface command shows all friendly names assigned to ports. The show interface brief command shows only the port and module designation. D. The show interface command provides detailed information about each port configuration, including VLAN membership and Spanning command provides detailed information about each port? configuration, including VLAN membership and Spanning Tree status. The show interface brief command provides information only about which ports are enabled and which are disabled. Answer: B Section: (none) Explanation/Reference:



QUESTION 7 Which HP ProCurve switch models display the following prompt in the interface configuration context? (Select two.) ProCurve Switch(eth-C1)#



A. B. C. D. E.



2910al 3500yl 5400zl 6600 8200zl



Answer: CE Section: (none) Explanation/Reference:



QUESTION 8 What is the effect of the following command issued at the CLI of an HP ProCurve 5406zl switch? 5406zl# configure terminal A. The CLI moves to the global configuration context. B. The CLI provides an interface for configuring persistent terminal variables such as line length. C. The CLI displays user input in the terminal. D. The CLI displays current configuration parameters. Answer: A Section: (none) Explanation/Reference:



QUESTION 9 Which devices receive outbound LLDP advertisements from an HP ProCurve switch? A. B. C. D.



all devices with interfaces in VLAN1 all devices that receive the switch s broadcasts all devices directly connected to the switch all devices in the LLDP multicast group



Answer: C Section: (none) Explanation/Reference:



QUESTION 10 Which privilege level is indicated by the following prompt at the CLI of an HP ProCurve switch? 3500yl-24G> A. B. C. D.



operator interface global configuration manager



Answer: A Section: (none)



Explanation/Reference:



QUESTION 11 You must configure an IP interface for VLAN 22 on HP ProCurve switch. Besides the IP address, which parameter is required? A. B. C. D.



subnet mask DNS server default gateway port members



Answer: A Section: (none) Explanation/Reference:



QUESTION 12 At the CLI of HP ProCurve 2610-24 switch, you have assigned ports 1-4 to VLAN 50 as untagged members. The 2610 is connected through port 24 to a 5406zl with IP routing enabled. All other configuration parameters on the 2610 are at default settings. On the 2610, what must you do to enable the 5406zl to act as the default gateway for VLAN 50 clients? A. B. C. D.



Configure the 5406zl to be the default gateway for the 2610. Define an IP inter in VLAN 50. Add a static route to the 5406zl to the 2610 route table. Add port 24 to VLAN 50.



Answer: D Section: (none) Explanation/Reference:



QUESTION 13 You have defined VLANs 44 and 45 on an HP ProCurve switch and assigned untagged ports to both VLANs. You have defined IP address to both VLAN interfaces. You have configured IP helper to enable clients in VLAN 44 to receive IP addresses from a DHCP server in VLAN 45. What other feature must be enabled before the clients will receive addresses from the server? A. B. C. D.



RIP DNS IP routing DHCP Relay



Answer: C Section: (none) Explanation/Reference:



QUESTION 14 You have defined VLAN 100 and VLAN 101 on an HP ProCurve 5406zl switch. You have added two ports to each VLAN as untagged members. All other switch settings are at defaults.



What must you do to enable communications between hosts in the two VLANS? (Select two.) A. B. C. D. E.



Define an IP address for each VLAN. Remove all four ports from the Default VLAN. Define a default gateway for the switch. Configure static routes to both VLANS. Enable IP routing globally



Answer: AE Section: (none) Explanation/Reference:



QUESTION 15 You have configured untagged port members of VLAN 55 and VLAN 75 on an HP ProCurve 8212zl switch. Additionally, you have assigned IP addresses to interfaces in both VLANs. However, while testing the configuration, you learn that nodes in the two VLANs cannot ping each other, The nodes are configured correctly and connected to the correct ports. What must you do on the 8212zl to enable communication between the nodes? A. B. C. D.



Disable ICMP blocking. Enable IP routing. Define a default gateway Add connected ports to both VLANs.



Answer: B Section: (none) Explanation/Reference:



QUESTION 16 Which type of ports on HP ProCurve switches is similar to trunk ports on Cisco switches? A. B. C. D.



ports configured for link aggregation ports that carry multiple VLANs ports that support 10-GbE connectivity ports that connect the distribution and core layers



Answer: B Section: (none) Explanation/Reference:



QUESTION 17 Which feature on HP ProCurve switches is similar to access ports on Cisco switches? A. B. C. D.



edge ports uplink ports untagged ports LAG ports



Answer: C Section: (none) Explanation/Reference:



QUESTION 18 Which UDP-based protocol can be used to back up and restore configuration files on an HP ProCurve switch? A. B. C. D.



SCP TFTP FTP SFTP



Answer: B Section: (none) Explanation/Reference:



QUESTION 19 Click the Exhibit button. In the configuration shown in the exhibit, which users can access the Telnet interface of the 3500yl?



A. B. C. D.



users in VLAN 11 only users in VLAN 1 only users in all VLANs directly connected to the 3500yl users in all VLANs connected to either switch



Answer: D Section: (none) Explanation/Reference:



QUESTION 20



Click the Exhibit button. What is indicated by the CLI output shown in the exhibit?



A. B. C. D.



Port 24 is a member of VLAN 10, but no device is connected. Port 24 is learning a new VLAN assignment, based on GVRP messages. Port 24 has been disabled by the switch administrator. Port 24 is configured for 802.1X authentication and is awaiting an authentication outcome.



Answer: A Section: (none) Explanation/Reference:



QUESTION 21 What can be used as a destination when backing up the configuration on an HP ProCurve 3500yl switch? (Select two.) A. B. C. D. E.



FTP server compact flash neighboring switch USB flash drive FTP server



Answer: AD Section: (none) Explanation/Reference:



QUESTION 22 Which command saves the running configuration of an HP ProCurve switch to its startup configuration? A. B. C. D.



Write memory Save running-config Copy running-config startup-config Write config



Answer: A Section: (none)



Explanation/Reference:



QUESTION 23 You must update the software on an HP ProCurve Intelligent Edge switch. Which devices can be used as sources for the copy command? (Select two.) A. B. C. D. E.



FTP server USB drive TFTP server flash area of another ProCurve switch management workstation hard drive



Answer: BC Section: (none) Explanation/Reference:



QUESTION 24 Click the Exhibit button. Which command enables the switch in the exhibit to execute the config2 configuration file?



A. B. C. D.



config active config2 boot system flash secondary erase config1 copy config2 flash primary



Answer: B Section: (none) Explanation/Reference:



QUESTION 25 The front-panel security settings on an HP proCurve switch are at default. HP can you gain access to the CLI of the switch if the manager and operator passwords have been lost? A. press the Reset button on the switch s front panel and it down until the switch restarts. B. Power cycle the switch and access the ROM console to dear passwords at the manager prompt. C. Press the Clear button on the switch s front panel and hold it down for three seconds or more. D. Reset the passwords using the Secure Access Wizard in ProCurve Manager Plus.



Answer: C Section: (none) Explanation/Reference:



QUESTION 26 What is the difference between the reload and boot commands on an HP ProCurve switch? A. The reload command restarts the switch without running full diagnostics. The boot command restarts the switch with full diagnostics. B. The reload command enables you to choose a configuration file to execute. The boot command always restarts with the current startup configuration. C. The reload command always restarts the switch with the primary image. The boot command enables you to choose an image. D. The reload command enables you to choose the image the switch will use when it starts. The boot command automatically restarts with the image used on the last reload. Answer: A Section: (none) Explanation/Reference:



QUESTION 27 When does an HP ProCurve switch execute configuration changes entered at the CLI? A. B. C. D.



Immediately When the changes are saved On the next boot On the next reload



Answer: A Section: (none) Explanation/Reference:



QUESTION 28 What is the effect of the following command issued at the CLI of an HP ProCurve 5406zl switch? 5406zl# show logging a1 A. B. C. D.



The CLI displays the logging options configured for port a1. The CLI displays security alerts concerning port a1. The CLI displays an hourly summary of the traffic for port a1. The CLI displays all events in the system log that include the string 1



Answer: D Section: (none) Explanation/Reference:



QUESTION 29 Click the Exhibit button. What is indicated by this entry in the IP route table of an HP ProCurve



8212zl switch?



A. The switch will not permit communications with any loopback interface. B. The switch has been configured with an ACL that blocks communications with the loopback interfaces. C. The switch will drop all communications with the default loopback address that arrive on non-loopback interfaces. D. A loopback interface is configured with 127.0.0.0. Answer: C Section: (none) Explanation/Reference:



QUESTION 30 What is the effect of the following command, issued at the CLI of an HP ProCurve 3500yl switch with IP routing enabled? 3500yl(config)# ip route 0.0.0.0/0 192.111.254.1 A. B. C. D.



The switch will drop all traffic arriving on interface 192.111.254.1. The switch will forward all broadcast traffic to 192.111.254.1. The switch will act as default gateway for all hosts in the address range of 192.111.254.0/24. The switch will forward all packets with destination addresses for which it does not know a specific route toward 192.111.254.1.



Answer: D Section: (none) Explanation/Reference:



QUESTION 31 You have entered the following command at the CLI of an HP ProCurve 3500yl switch: 3500yl(config)# router rip 3500yl(rip)# which additional step is necessary to enable RIP functionality A. B. C. D.



Configure a static route to nearest RIP peer. Configure redistribution for all connected routes that must advertised in RIP updates. Disable OSPF for every IP interface where the switch is expected to locate RIP peers. Enable RIP for every VLAN where the switch is expected to locate RIP peers.



Answer: D Section: (none) Explanation/Reference:



QUESTION 32 What is an advantage of using OSPF rather than RIP for dynamic routing? A. B. C. D.



faster convergence support for IPv6 simpler configuration capable of auto-summarization



Answer: A Section: (none) Explanation/Reference:



QUESTION 33 Which routing protocol is classified as a distance vector? A. B. C. D.



PIM IS-IS OSPF RIP



Answer: D Section: (none) Explanation/Reference:



QUESTION 34 You are part of a team designing an HP ProCurve network for a customer site. The customer site includes a large word-processing department You are part of a team designing an HP ProCurve network for a customer site. The customer? site includes a large word-processing department with PC workstations that support only 10/100 connectivity. The customer does not want to purchase switches with gigabit connectivity for these users,bu dot does want access to advanced routing features such as OSPF and VRRP. Which ProCurve switch series includes products that will meet this requirement? A. B. C. D.



2610 2910al 3500 4200vl



Answer: C Section: (none) Explanation/Reference:



QUESTION 35 Installation of a Premium License on an HP ProCurve 5406zl switch adds which routing protocol? A. IS-IS B. OSPF C. EIGRP



D. RIP Answer: Section: (none) Explanation/Reference:



QUESTION 36 Which HP ProCurve switch series features redundant management capability and fabric modules? A. B. C. D.



3500yl 5400zl 6600 8200zl



Answer: D Section: (none) Explanation/Reference:



QUESTION 37 What is the VLAN membership of wireless traffic exiting the bridge port on an HP ProCurve MSM AP with default VLAN settings? A. B. C. D.



VLAN 192 untagged VLAN on connected switch port VLAN 2100 VLAN assigned by RADIUS profile



Answer: B Section: (none) Explanation/Reference:



QUESTION 38 What is the maximum amount of power that can be provided to a wireless access point by a switch using the PoE (802.3af) standard? A. B. C. D.



7.4 watts 15.4 watts 22.4 watts 30.4 watts



Answer: B Section: (none) Explanation/Reference:



QUESTION 39



What is the default operating mode of an HP ProCurve MSM AP? A. B. C. D.



Controlled Mode Learning Mode Autonomous Mode Broadcast Mode



Answer: A Section: (none) Explanation/Reference:



QUESTION 40 What is a Virtual Service Community (VSC)? A. B. C. D.



a group of settings applied to a WLAN on ProCurve mobility products a custom group for managing non-ProCurve switches in HP ProCurve Manager Plus a group of switches that share the same Virtual Router Redundancy Protocol (VRRP) ID a group of switches that share the same VLAN topology



Answer: A Section: (none) Explanation/Reference:



QUESTION 41 What is the advantage of HP ProCurve Integrated Services APs? A. B. C. D.



They integrate the configuration of all SSID settings into a single interface. They combine the features of an AP with some features of the centralized controller. They can act ad centralized controllers for other APs, including APs from other vendors. They provide automatic detection of unauthorized WLAN use.



Answer: B Section: (none) Explanation/Reference:



QUESTION 42 What are the advantages of deploying 802.11n wireless technology instead of 802.11g technology? A. B. C. D. E.



wider operating distance backward compatibility with 802.11b more powerful encryption options higher transmission rates support for centralized WLAN architecture



Answer: AD Section: (none)



Explanation/Reference:



QUESTION 43 How can you access the management interface of an HP ProCurve MSM AP at factory default settings? A. Connect a workstation to the AP bridge port using a DB9-to-RJ45 console cable. Connect a workstation to the AP? Bridge port using a DB9-to-RJ45 console cable. B. Configure a workstation with an address in the 192.168.1.0/24 range and connect it to the MSM bridge port. C. Configure a workstation to accept a DHCP address from the AP. D. Connect the MSM AP to a PoE port that is a tagged member of a VLAN properly configured for DHCP relay. Answer: B Section: (none) Explanation/Reference:



QUESTION 44 How does the optimized WLAN architecture of HP ProCurve overcome the limitations of the centralized WLAN architecture? A. B. C. D.



by providing centralized control of intelligent APs by supporting the 802.11n wireless standard for all nodes by supporting QoS and virus throttling technologies by providing a centralized interface for VLAN configuration



Answer: A Section: (none) Explanation/Reference:



QUESTION 45 Port C1 on an HP ProCurve 5412zl is a tagged member of VLAN 50 and an untagged member of VLAN 1. Port C2 and port C3 are at default VLAN settings. What is the effect of the following command entered at the CLI? 5412zl(config)# trunk c1-c3 trk1 A. B. C. D.



The trunk is defined as an untagged member of VLAN 1,but port c1 is not included. The trunk is defined as an untagged member of VLAN 1, but is not a member of VLAN 50. The trunk is defined as an untagged member of VLAN 1 and a tagged member of VLAN 50. The trunk is not defined because the ports' VLAN memberships do not match.



Answer: B Section: (none) Explanation/Reference:



QUESTION 46 What is the effect of the following command entered at the CLI of an HP ProCurve 5406zl switch? 5406zl(config)# trunk c5-c8 trk12



A. B. C. D.



A static LACP trunk is defined. An HP port trunk is defined. A dynamic LACP trunk is defined. The CLI issues an error saying a trunking protocol must be specified.



Answer: B Section: (none) Explanation/Reference:



QUESTION 47 What are possible configuration options for links participating in an LACP dynamic trunk? (Select two.) A. B. C. D. E.



blocked transmitting passive listening active



Answer: CE Section: (none) Explanation/Reference:



QUESTION 48 How does HP Port Trunking differ from LACP? A. B. C. D.



HP Port Trunking does not use a protocol. HP Port Trunking supports more links in each trunk. HP Port Trunking supports standby links. HP Port Trunking supports more sophisticated load balancing.



Answer: A Section: (none) Explanation/Reference:



QUESTION 49 When configuring Link Aggregation Control Protocol (LACP) on HP ProCurve switches, what is an advantage of using static LACP rather than dynamic LAVP? A. B. C. D.



Static LACP supports load balancing based on traffic volumes. Static LACP supports more configuration options for aggregated links. Static LACP automatically provides protection against broadcast storms. Static LACP supports standby links to provide for link redundancy.



Answer: B Section: (none)



Explanation/Reference:



QUESTION 50 What is default user name and password for HP ProCurve Manager Plus? A. The user name is “Manager,” and the password is “procurve.” B. The user name is “Administrator,” and the password is the value entered during the installation. C. The user name is “Administrator,” and the password is “admin.” D. The user name is the value configured during the installation, and the password is “procurve.” Answer: B Section: (none) Explanation/Reference:



QUESTION 51 Which protocols and tools are used for device discovery in HP ProCurve Manager and HP ProCurve Manager Plus? (Select four.) A. B. C. D. E. F. G.



LLDP sFlow SNMP RMON ARP Ping sweep Layer 2 link-test



Answer: ACEF Section: (none) Explanation/Reference:



QUESTION 52 Which operating systems are supported by HP ProCurve Manager client? (Select two.) A. B. C. D. E.



Microsoft Windows 98 Microsoft Windows XP MAC OS X Red Hat Enterprise Linux 5 Desktop Microsoft Windows Vista



Answer: BE Section: (none) Explanation/Reference:



QUESTION 53 Which user profile types are available in HP ProCurve Manager Plus? (Select three.)



A. B. C. D. E. F. G.



Manager Administrator Remote User Backup Root Viewer Operator



Answer: AFG Section: (none) Explanation/Reference:



QUESTION 54 At a customer site, a network administrator reports that he has successfully installed the HP ProCurve Manager remote client on his workstation, but he is denied access to connect to the PCM+server. The IP address of his workstation is 172.16.17.100/16. The IS address of the PCM+server 172.15.15.100/16. How can you resolve this problem? A. Add the administrator's user ID to the User Profiles in PCM+. B. Add the IP address of the administrator's workstation to the access.txt file on the PCM+server. C. Add 172.16.0.0/16 to the Managed Subnets list in the PCM+ discovery setup window. D. Add the IP address of the administrator workstation to the Authorized Managers list on the switch that the PCM+ server uses as a seedAdd the IP address of the administrator? workstation to the Authorized Managers list on the switch that the PCM+ server uses as a seed device. Answer: B Section: (none) Explanation/Reference:



QUESTION 55 What is the free trial period for HP ProCurve Manager Plus version 3.0? A. B. C. D.



14 days 30 days 60 days 90 days



Answer: C Section: (none) Explanation/Reference:



QUESTION 56 At a customer site, network administrators report that an HP ProCurve Manager Plus (PCM+) server does not discover any manageable devices except those on the subnet where the server resides. What is a possible explanation for this behavior?



A. PCM+ discovery messages do not cross router interfaces. B. The PCM+ server has been configured with an incorrect seed device. C. PCM+ discovery uses Link Layer Discovery Protocol. which only survives one switch-toswitch hop. D. By default, PCM+ automatically discovers only devices on the subnet where the PCM+server resides. Answer: D Section: (none) Explanation/Reference:



QUESTION 57 You have just installed an HP ProCurve 2610-48-PWR switch at a customer site and have used Manual Discovery to add it the HP ProCurve Manager Plus(PCM+) database. Hpwever, PCM+does not display a configuration for the switch. What can you do to obtain configuration information in PCM+? A. B. C. D.



Use the Scan tool to update the configuration database for the switch. Use the copy command to back up the switch's configuration to PCM+ Update the SNMP community names in the switch CLI. Upgrade the switch's software to enable full PCM+ support.



Answer: A Section: (none) Explanation/Reference:



QUESTION 58 At a customer site, network administrators have installed an HP ProCurve Manager Plus (PCM+) server in the main office and want to use the application to manage network devices in all of the company offices. However, they have noticed that the server discovery processesapplication to manage network devices in all of the company? Offices. However, they have noticed that the server? discovery processes sometimes generate excessive traffic on WAN links connecting the main office. How can you resolve this problem? A. B. C. D.



Install a PCM+ remote agent in each branch office. Install a slave PCM+ server in each branch office. Remove the subnets in the branch offices from the Managed Subnets list. Install a PCM+ Client in each branch office for local management.



Answer: A Section: (none) Explanation/Reference:



QUESTION 59 You have defined VLANs and IP interfaces and enabled routing on an HP ProCurve 8212zl switch. Otherwise, the switch is at default settings. What is the effect of the following command? 8212zl (config)# spanning-tree



A. RSTP is enabled globally. To enable MSTP, you must enter spanning-tree protocol-version mstp. B. MSTP is enabled globally. The switch will function as if RSTP were enabled until other MSTP parameters are defined. C. MSTP is enabled globally. The switch will acquire MSTP parameters from other switches in the Spanning Tree domain. D. STP is enabled globally. The switch will not participate in a Spanning Tree domain until a Spanning Tree version is configured with the spanning-tree protocol-version command. Answer: B Section: (none) Explanation/Reference:



QUESTION 60 The output of show spanning-tree instance 1 on two HP ProCurve 8212zl switches indicates are the Root of MST instance 1. What is an accurate explanation for this output? A. B. C. D.



The switches have identical Bridge Priorities. The switches have different MST configuration names. The switches have identical Port Priorities for ports associated with the instance. One of the switches has been configured for RSTP operation.



Answer: B Section: (none) Explanation/Reference:



QUESTION 61 The output of show spanning-tree on an HP ProCurve 5406zl switch indicates that port A1 ois forwarding. However, the MAC address of the Designated Bridge for port A1 is not the MAC address of the Root Bridge. Which statement explains this output? A. B. C. D.



Port A1 configured with a low Port Priority. Port A1 configured to the Root Bridge. Port A1 configured to a switch that does not support Spanning Tree. Port A1 configured to the Root Bridge through an intervening switch.



Answer: D Section: (none) Explanation/Reference:



QUESTION 62 You enter the following command at the CLI of an HP ProCurve 3500yl switch: 3500yl (config)# spanning-tree priority 2 Which Bridge Priority value is displayed when you enter show spanning-tree? A. B. C. D.



2 2048 4096 8192



Answer: D Section: (none) Explanation/Reference:



QUESTION 63 You must configure Multiple Spanning Tree Protocol (MSTP) on two HP ProCurve 8212zl switches and four 5406zl switches. What is required to ensure that all to of the switches join the same MST region? A. The switches must be configured to discard BPDUs from switches using STP or RSTP. B. The switches must be configured with identical config-names, config-revisions, and VLANtoinstance mappings. C. Bridge Priorities on all switches must be configured so that each MST instance has a different Root Bridge. D. The switches must have identical Port Priorities for shared links in each MST instance. Answer: B Section: (none) Explanation/Reference:



QUESTION 64 You must configure an HP ProCurve 3500yl switch for installation in a network that uses RSTP to from a single-instance Spanning Tree. What must you do to ensure that the 3500yl will participate in this Spanning Tree? A. Enter spanning-tree in the global configuration context. B. Enter spanning-tree rstp in the configuration context for every VLAN the switch shares with another switch. C. Enter spanning-tree protocol-version rstp in the Spanning Tree configuration context. D. Enter spanning-tree autodetect in the configuration context of every port where the switch will hear Spanning Tree BPDUs. Answer: A Section: (none) Explanation/Reference:



QUESTION 65 How can you ensure that a particular switch will be elected Root Bridge of an MST instance, assuming all Spanning Tree settings on other switches are at the default? A. B. C. D.



Set the CIST Bridge Priority to 0. Set the Bridge Priority for the instance to 0. Set the Port Priority for each port in the instance to 0. Set the Bridge Priority for each VLAN in the instance to 0.



Answer: B Section: (none) Explanation/Reference:
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HP 200 

Il trasmettitore può essere collegato alla TV ma anche ad altre sorgenti audio ...... WARNING: Do not attempt to remove the batteries or dispose of them in a fire.
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HP 200 

Avec la télécommande du téléviseur, régler le volume audio à au moins 50 %. - Vérifier .... Vérifier que le témoin VERT « C » sur le pavillon gauche du casque s'allume. S'il ne ..... Connect the AC power supply unit to the mains power socket.
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Alpha-HP® 

À utiliser en tant que pré-pulvérisateur pour tapis ou produit d'extraction pour tapis. • À utiliser pour le nettoyage du verre ou en tant que produit à pulvériser et ...
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tread hp 

Level. ______. Experience ______ Next Level. Karma. Perks every ______ levels. Hit Points / level (3+1/2 EN) ______. Skill Points / level (5+2xIN) ______.
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Kinderconcerts hp 

Bruno Roy and/et Thierry Arsenault percussions. February ... But watch out: with Thierry and Bruno, you have to keep the beat. ... Henry Mancini. ThÃ¨me de La ...
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Refining WiFi Indoor Positioning Renders Pertinent Deploying 

course between the satellites and the receiver, the distance separating it from .... topological elements into account. Thus ... server application currently written in C language, helped ... result. The fifth column gives the mean error and (between
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Deploying IPv6 Secure Neighbor Discovery (SeND) 

Support using ipv6-send-cga Linux package. (http://code.google.com/p/ipv6-send-cga/). â€¢ Brocade. â€“ None that I know of. 4/9/2012 www.salientfed.com. 22 ...
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DEPLOYING SMEs ENGAGEMENT IN SDI IMPLEMENTATION 

Key words: SMEs, SDI, GIS standards, open source GIS software, service ..... In flexible and open service architecture based on ISO and OGC standards and ...
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ProCurve Series 2510 Switches Managment and Configuration Guide 

HEWLETT-PACKARD COMPANY MAKES NO WARRANTY. OF ANY KIND WITH ..... Configuring and Operating Rules for Friendly Port Names . . . . . . . 10-24.
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