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Surface roughness meter with «Hall-effect»-technology High precision for quality assurance in both workshop and inspection room



DIAVITE



DIAVITE DH- 6



Appro ac Lab’ Q hing uality !



Special tracers for solving nearly all measuring problems: • slots and small slots • thin axis • spheres and shafts • concave and convex surfaces • small bores • and many more!



More versatile – superior linearity – adaptable for future measuring needs More than 50 years experience – used worldwide SWISS MADE WORKHOLDING – METROLOGY – PRODUCTION OF DIAVITE SURFACE ROUGHNESS METERS Distributeur : SiGaTec - 162 Av. du Bois de Verrières - 92160 ANTONY - FRANCE Telée é phone 01 43 05 09 53 - Port. 06 80 98 71 27 · Fax 01 43 50 09 53 [email protected] · www.SiGaTec.fr



DIAVITE



DIAVITE DH -6 • High precision roughness meter for universal use in workshop and inspection room



• Measuring support for many measuring applications – necessary for working with skidless tracers



• Integral thermo printer for all measuring values, profile and bearing portion



• Choice of many types of tracers to solve more measuring problems



• Automatic print out after each measurement is possible • Memory for 50 measurements



• User friendly comprehensive multilingual menu guidance • Tolerance indication for exceeded limits of measuring values



Linearity and measuring accuracy Since 1995 the analogue Hall-effect-technology with a high linear output signal, employed for the first time by DIAVITE, has proven its superiority against previously incorporated systems. With this technique, high linearity over the average is reached. Exact definition of the green phase for optimum position of the diamond point by means of an arrow in the display bar. This allows now to effect skidless tracer-measurements with DH-6 even more exactly. This is the reason for the creation of our slogan “APPROACHING LAB' QUALITY”! The DH-6 has moved positively from an ordinary workshop instrument in the direction of a higher-class versatile surface roughness meter.



Technical data Standard Measures in roughness units



Measuring range Resolution Classification of instrument according to DIN Cutoff Ic Traversing length It Traversing length CNOMO Power supply Printer



Output Air humidity Languages Tracing system Diamond tip Radius of the skid Static measuring force Static supporting force Tracing speed Reverse speed Traversing units Dimension instrument Dimension traversing units



ISO/DIN, JIS, CNOMO (optional) Ra (AA, CLA), Rz (DIN), Rmax, R3z, Rt, Rq (RMS), bearing portion tp (printer) Ra (AA, CLA), (JIS), Rz (JIS), Ry (JIS) R, AR, Rx (optional) supplementary measuring values with PC-software (optional) Ra, Rq 0–20.00 µm 0–800 µin all other measuring values 0–200.0 µm 0–2000 µin Ra, Rq 0.01 µm all other measuring values 0.1 µm 1 (5%) 0.00 (off), 0.08, 0.25, 0.8, 2.5 mm 0.48, 1.50, 4.8, 15.0 mm 1, 2, 4, 8, 12, 16 mm charger 90-240 V, 50 –60Hz and NiCd rechargeable batteries cutoff, measuring length It, date actual measuring value or all measuring values profile and bearing portion tp, graphically, list or single value interface RS 232 max. 80 %, non-condensating English, French, German, Italian, Spanish Analog Hall-Effect technology with high-linear output signal, a technical progress against best inductive systems (better linearity) radius 5 µm, 90° (standard) or 2 µm, 60° (optional) 25 mm (standard tracer) tip 
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F6121A - Sigatec 

need to open the fiber at the splice point for identifica- tion; eliminating the probability of interrupting service. Signals detected by the OFI Model F6121A include.
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Miniflex Pencil Probe - Sigatec 

Miniflex Pencil Probes are flexible Miniflex Optics with a handle and a rigid and/or flexible working tip. It permits the user an ergonomic work. The flexible length ...
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Flexilux 180X - Sigatec 

A manual crescent diaphragm changes the light intensity not the colour temperature. Built for TV applications and all endoscope dimensions. FLEXILUX 180X.
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F6222 F6222C - Sigatec 

Description. Wilcom's hand-held OFI ... power in the fiber is measured and displayed on a two- ... measurement of power loss through a splice or con- nector.
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FlexiScope IQ101 Compact - Sigatec 

of the digital image and video processing at a fair price. Custom Tailored: The camera system includes the camera head, one smartbox of three versions (S-VHS, ...
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Full page photo - Sigatec 

-40Â°C to 80Â°C, 
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Flexiscope C1 101 - Sigatec 

PAL, NTSC. 1/2'' CCD-Chip, 470.000 pixel. PAL 460 lines hor., NTSC 470 lines hor. Digital 8-Bit Technology. SYSTEM. Y/C. FBAS. 1x Mini-DIN 4pol. 1x BNC.
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Intelliumâ„¢ Z40 - Sigatec 

The Intelliumâ„¢ Z40 is built rock solid. There are no motors inside to break down. You can even feel safe about moving it because the Intelliumâ„¢ Z40 is so small ...
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Intelliumâ„¢ Z100 - Sigatec 

Thinking about quality and support? The Intelliumâ„¢ Z100 is built rock solid. There are no motors inside to break down. You can even feel safe about moving it.
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HT - Endoscope - Sigatec 

2*) With air-cleaning system for objective (air or nitrogen) against contamination of the objective at generation of soot. 3*) Side view objectives: Direction of view: ...
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MATY DIA 

DOMAINES DE COMPETENCES. Ï– Maitrise de ces matiÃ¨res : â€¢ ComptabilitÃ©,. â€¢ Techniques bancaires. â€¢ Techniques des assurances,. â€¢ Marketing,.
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1. dia 

Muscle, liver: D-glucose + ATP â†’ D-glucose-6-phosphate + ADP (hexokinase, glucokinase). Erythrocyte, liver: D-glucose â†’ lactate â†’ D-glucose-6-phosphate.
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GATO AUDIO DIA-250 

30 janv. 2014 - Ã  corde, notamment la contrebasse, est Ã©galement de mise. MÃ©dium : ElÃ©ment essentiel dans la perception, il dÃ©finit le caractÃ¨re du message ...
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Informations mÃ©dia 

14 avr. 2016 - au salon de l'automobile de PÃ©kin. â€¢ PrÃ©sentation du ... hybride. Pour obtenir plus de renseignements sur Infiniti et ses technologies de pointe,.
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Luxsure Kit MÃ©dia 

Page 1. Kit MÃ©dia. Page 2. EDITO. â€¢ CrÃ©Ã© en 2008, Luxsure est trÃ¨s vite devenu la rÃ©fÃ©rence de l'actualitÃ© du Luxe et de la mode en France. â€¢ Son expertise et ...
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MAIGRIR VITE ET BIEN PDF 

related with maigrir vite et bien PDF, include : Mahabalipuram Mamallapuram 1st Published,. Manually Download Windows 7 Updates, and many other ebooks.
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maigrir vite et bien pdf 

Management Information Systems 12th Edition Questions, Managing ... You will also see that there are specific sites catered to different product types or.
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Vite Lu nÂ°792, PA 

(BEA) a longtemps recherchÃ© les boÃ®tes noires de l'avion. Elles contiennent des explications sur le dÃ©roulement du vol. AprÃ¨s plusieurs mois de recherches, le.
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ps rponds moi vite pdf 

with ps rponds moi vite PDF, include : Psovaia Okhota, Quarto La Cuisine Cajun, Quick And Clever. Watercolours Step By Step Projects For Spectacular Results, ...
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Vite Lu n°798, PA 

Samedi, l'équipe lilloise de football a obtenu un second titre. Après ... L'Agence océanique et atmosphérique américaine ... d'un Américain. L'accident. En 2006 ...
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GATO AUDIO DIA-250 

30 janv. 2014 - amplificateur et convertisseur. Avec ses 250 W de puissance en classe D, il prÃ©sente d'ores et dÃ©jÃ  une capacitÃ© Ã  bouger un grand nombre ...
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Luxsure Kit MÃ©dia 

Disponible sur smartphone et tablette pour un lectorat : mobile, urbain, hyper-connectÃ©. + de 55 000 visiteurs / ... + de 5 500 articles publiÃ©s ... PublicitÃ© en ligne*.
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kit mÃ©dia - Passion Aquitaine 

www.passion-aquitaine.fr. #LovAquitaine. KIT MÃ‰DIA. Page 2. LE SITE. Avec plus de 450 000 visiteurs uniques en 2016, en Ã  peine trois ans Passion Aquitaine ...
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Une prÃ©sentation multimÃ©dia 

Groupe : ______ Date : ... Pour insÃ©rer l'arriÃ¨re-plan, dÃ©placez le curseur de votre souris sur la page et cliquez avec le bouton droit; une fenÃªtre s'ouvrira. Dans le menu dÃ©roulant, vous trouverez les divers arriÃ¨re-plans. Choisissez-en un et
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