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diagnostic trouble code chart - CapHector

DIAGNOSTIC TROUBLE CODE CHART. If a DTC is displayed during the DTC check, check the circuit listed for that code in the table below and pro- ceed to the ... 
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AUTOMATIC TRANSAXLE DI6UC-02



DIAGNOSTIC TROUBLE CODE CHART If a DTC is displayed during the DTC check, check the circuit listed for that code in the table below and proceed to the page given. * : -...MIL does not light /...MIL light up DTC No. (See Page)



Detection Item



Trouble Area



MIL *



Memory











P0500 (DI-167 )



Vehicle Speed Sensor Malfunction



 Open or short in vehicle speed sensor circuit  Vehicle speed sensor  Combination meter  ECM  Automatic transaxle assembly



P0710 (DI-170 )



Transmission Fluid Temperature Sensor Malfunction (ATF Temperature Sensor)



 Open or short in ATF temperature sensor circuit  ATF temperature sensor  ECM











P0711 (DI-170 )



Transmission Fluid Temperature Sensor Circuit Range/Performance Problem



 Open in ATF temperature sensor circuit  ATF temperature sensor  ECM











P0750 (DI-172 )



Shift Solenoid A Malfunction (Shift Solenoid Valve No. 1)



 Shift solenoid valve No. 1 is stuck open or closed  Valve body is blocked up or stuck











P0753 (DI-174 )



Shift Solenoid A Electrical Malfunction (Shift Solenoid Valve No. 1)



 Open or short in shift solenoid valve No. 1 circuit  Shift solenoid valve No. 1  ECM











P0755 (DI-172 )



Shift Solenoid B Malfunction (Shift Solenoid Valve No. 2)



 Shift solenoid valve No. 2 is stuck open or closed  Valve body is blocked up or stuck











P0758 (DI-174 )



Shift Solenoid B Electrical Malfunction (Shift Solenoid Valve No. 2



 Open or short in shift solenoid valve No. 2 circuit  Shift solenoid valve No. 2  ECM











P0770 (DI-178 )



Shift Solenoid E Malfunction (Shift Solenoid Valve SL)



 Shift solenoid valve SL is stuck open or closed  Valve body is blocked up or stuck  Lock-up clutch











P0773 (DI-180 )



Shift Solenoid E Electrical Malfunction (Shift Solenoid Valve SL)



 Open or short in shift solenoid valve SL circuit  Shift solenoid valve SL  ECM











P1520 (DI-183 )



Stop Light Switch Circuit



 Open or short in stop light switch circuit  Stop light switch  ECM











P1725 (DI-184 )



NT Revolution Sensor Circuit Malfunction (Input Turbine Speed Sensor)



 Open or short in input turbine speed sensor circuit  Input turbine speed sensor  ECM











P1760 (DI-186 )



Linear Solenoid for Accumulator Pressure Control Circuit Malfunction (Shift Solenoid Valve SLT)



 Open or short in shift solenoid valve SLT circuit  Shift solenoid valve SLT  ECM











P1780 (DI-189 )



Park/Neutral Position Switch Malfunction



 Short in park/neutral position switch circuit  Park/neutral position switch  ECM











P1790 (DI-193 )



ST Solenoid Valve Circuit Malfunction



 Open or short in shift solenoid valve ST circuit  Shift solenoid valve ST  ECM
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diagnostic trouble code chart - CapHector 

ANTI-LOCK BRAKE SYSTEM. 374. Author : Date : 2002 ECHO (RM884U). DIAGNOSTIC TROUBLE CODE CHART. NOTICE: When removing the part, turn the ...










 


[image: alt]





diagnostic trouble code chart - caphector.com 

DIAGNOSTIC TROUBLE CODE CHART. If a malfunction code is displayed during the DTC check, check the circuit listed for that code in the table.
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how to use the diagnostic chart and inspection procedure - CapHector 

When all the component parts, wire harnesses and con- nectors of each circuit except the ECU are found to be normal in troubleshooting, then it is determined ...
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EOBD trouble code table 

basic understanding of fuel and electrical systems, successful trouble ...... and associated data in an internal memory and then print out or download the .... The stepper motor responds to an oscillating signal from the ECM, enabling .... self-conta
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trouble code 11 4.16 - UKBEG.com 

tle TP sensor voltage (when throttle is closed) to greater than 4.0 ..... table may be used to test the ET sensor at various tem- perature ... Sensor Specifications.
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trouble code 11 4.16 - UKBEG.com 

Continued from Code 11 Test (Part 1 of 2). Unplug TP sensor connector [88] .... table may be used to test the ET sensor at various tem- perature levels in order to ...
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item 56 généralités diagnostic d'un trouble sexuel 

L'ACTE SEXUEL NORMAL : 5 PHASES. –. –Désir : développement d'un imaginaire sexuel, de l'envie. –. ` Androgéno-dépendant / phase de préparation à.
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PIN AND CODE COMPATIBILITY CHART 

PIC16F84A. PIC16CR620A. PIC16F627. PIC16C711. PIC16F818. PIC16C621A. PIC16F628. PIC16C712. PIC16F819. PIC16C622A. PIC16F627A. PIC16C715.
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inspection - CapHector 

Inspect the disassembled parts for wear, rust or damage. 2. MEASURE BRAKE SHOE LINING THICKNESS. Using a ruler, measure the shoe lining thickness.










 


[image: alt]





inspection - CapHector 

I12354. LOCK. UNLOCK. BE-68. -. BODY ELECTRICAL. POWER DOOR LOCK CONTROL SYSTEM. 1272. Author : Date : 2002 ECHO (RM884U). INSPECTION.
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reassembly - CapHector 

(b) Install the coil spring to the shock absorber. HINT: Fit the lower end of the coil spring into the gap of the spring low- er seat. (c) Install the upper insulator with ...
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installation - CapHector 

When installing the front seat outer belt, take care that the wiring does not interfere with other parts and is not pinched between other parts. 1. INSTALL FRONT ...










 


[image: alt]





installation - CapHector 

INSTALLATION. 1. INSTALL ELECTRIC COOLING FAN TO RADIATOR. Install the cooling fan with the 3 bolts. Torque: 7.5 NÂ·m (80 kgfÂ·cm, 66 in.Â·lbf). 2. INSTALL ...
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removal - CapHector 

BO-76. -. BODY. INSTRUMENT PANEL. 1396. Author : Date : 2002 ECHO (RM884U). REMOVAL. 1. REMOVE FRONT DOOR SCUFF PLATE. (a) Insert a ...
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inspection - CapHector 

(a) Fasten the front seat belts. (b) Drive the car at 10 mph (16 km/h) and slam on the brakes. Check that the belt locks and cannot be extended at this time. HINT:.
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reassembly - CapHector 

NOTICE: Be careful not to damage the serrations. (c) Install the spacer. (d) Coat a new oil seal lip with molybdenum disulfide lithium base grease. (e) Using SST ...
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disassembly - CapHector 

ROLLER BEARING, SPACER AND SYNCHRONIZER. RING FROM INPUT SHAFT. (a) Using SST and a press, remove the rear ball bearing and. 4th gear. SST.
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installation - CapHector 

INSTALLATION. 1. INSTALL WASHER NOZZLES. (a) Install the washer nozzles to the hood. (b) Connect the washer hoses. 2. INSTALL OUTER FRONT COWL ...
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installation - CapHector 

(c) Install the suspension member with the 4 bolts. Torque: Bolt A: 70 NÂ·m (715 kgfÂ·cm, 52 ftÂ·lbf). Bolt B: 116 NÂ·m (1,185 kgfÂ·cm, 86 ftÂ·lbf). 3. Power steering:.
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inspection - CapHector 

(On vehicle). Injector. SF09K-07. S05359. Fuel Tube Connector ... INSPECTION. 1. INSPECT INJECTOR INSPECTION. CAUTION: Keep injector clear of sparks ...
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disassembly - CapHector 

EM-63. 677. Author : Date : 2002 ECHO (RM884U). DISASSEMBLY. 1. M/T: REMOVE FLYWHEEL. 2. A/T: ... 0.36 mm (0.0142 in.) If the thrust clearance is greater than maximum, replace the ... 1ST 15 NÂ·m (150 kgfÂ·cm, 11 ftÂ·lbf). 2ND Turn 90 Â°.










 


[image: alt]





disassembly - CapHector 

REMOVE MAGNETIC SWITCH ... (b) Remove the 2 nuts holding the magnetic switch to the ... Remove the plate, 3 planetary gears and plate washer. 7.
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adjustment - CapHector 

ADJUSTMENT. 1. ADJUST DOOR IN FORWARD/ REARWARD AND VER-. TICAL DIRECTIONS. (a) Remove the front and rear door scuff plates. (b) Remove ...
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installation - CapHector 

CONNECT DISCHARGE AND SUCTION HOSES FROM. COMPRESSOR. (a) Lubricate 2 new O-rings with compressor oil and install them to the both hoses.
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