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Differential Pressure Meter Â· Media 6 with LCD - SAMSON AG

The Media 6 Differential Pressure Meter is not certified for measuring ... Error code .... B. Output current circuit. â€“. Intrinsically safe (Media 6 with LCD and LED) ... 
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Safety instructions



Safety instructions



4 Assembly, commissioning and operation of the device may only be



4 4



4



performed by trained and experienced personnel familiar with this product. According to these mounting and operating instructions, trained personnel is referred to persons who are able to judge the work they are assigned to and recognize possible dangers due to their specialized training, their knowledge and experience as well as their knowledge of the relevant standards. Explosion-protected versions of this device may only be operated by personnel who have undergone special training or instructions or who are authorized to work on explosion-protected devices in hazardous areas. See section 9 for more details. Any hazards which could be caused by the process medium and the operating pressure in the instrument are to be prevented by means of appropriate measures. Make sure that the instrument is only used where temperatures and operating pressure do not exceed the sizing data specified in the order. The Media 6 Differential Pressure Meter is not certified for measuring flammable gases or liquids in Zone 0 areas. Proper shipping and appropriate storage are assumed. Note! Devices with the CE mark meet the requirements specified in the Directive 94/9/EC and the Directive 89/336/EEC. The Declaration of Conformity is available on request.
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Firmware modification



Table 1 · Device firmware versions Modifications in device firmware compared to the previous version Previous version



New version



A 2.03/B 2.03



A 2.10/B 2.10



Limit switches



The limit switches A1 and A2 are configured over software as minimum and maximum alarms. They can be adjusted separately over the keys on the device.



Filling limit during operation



The filling limit during operation UCW can be set over the keys on the device independently of the limit switches.



A 2.10/B 2.10



A 2.11/B 2.11



Error code



The current output of the Media 6 device is switched to ≤ 3.6 mA.
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Modifications in device firmware compared to the previous version Previous version



New version
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Design and principle of operation



1



Design and operation



principle



of The user-specific data are saved in the



EEPROM (4). Data can also be saved in this manner and kept until they are overwritten The Media 6 Differential Pressure Meters mea- again. The operating data of Media 6 can sure and indicate the differential pressure or also be uploaded to the memory pen and measured variables derived from the differen- downloaded to the device on site. tial pressure. They are designed for gases and liquids, for example, for liquid level measure- The memory pen can be configured on a PC with the corresponding TROVIS-VIEW softment in pressurized vessels. ware, using the operating data, e.g. type of The measuring device consists of a dp cell and gas, gas density, tank design and position of an indicating unit. The cell has a measuring the limit switches. The data are used to convert diaphragm and range springs designed for a the differential pressure into a value proporcertain measuring span, and the indicating tional to the tank contents then used to display unit is equipped with either an LCD (liquid and issue the direct current signal from 4 to crystal display) or an LED (light-emitting di- 20 mA. ode) to indicate important operating condiFour types of gas and various write protection tions. functions for stored data can be selected using The differential pressure Δp = p1 – p2 acts on the DIL switches (6). the measuring diaphragm (1.1) which is counterbalanced by the range springs (1.2). The Several operating functions (zero and span movement made by the measuring diaphragm adjustment, filling limit during operation, limit and lever (1.3) which is proportional to the dif- switches and test function settings, etc.) as well ferential pressure is led by the elastic disc (1.4) as operating states (load/save operating valout of the pressure chamber and converted by ues) can be set using three keys (5). the displacement sensor (2) into an electric signal. This signal is compared with the data stored in the EEPROM (4) and processed in the microprocessor (3) which controls both the display (7, LCD or LED) and the D/A converter (9) for the output signal which is issued at connector A as a two-wire 4 to 20 mA transmitter signal. The SERIAL INTERFACE (10) enables the device to be configured using a special memory pen or a connecting cable and a PC which has SAMSON's TROVIS-VIEW Configuration and Operator Interface installed.
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Design and principle of operation



Indicating unit with LCD or LED Connection A UB = 12 V to 36 V DC IA = 4 to 20 mA



Min./max. alarm A1 Connection B Min./max. alarm A2 SERIAL INTERFACE



µP



EEPROM



1



Differential pressure cell



1.1 Measuring diaphragm



dp cell



1.2 Range springs 1.3 Lever 1.4 Elastic disc 1.5 Diaphragm axis



Valve block with pressure gauge



2



Displacement sensor



3



Microprocessor



4



Memory



5



Keys



6



DIL switch



7



Indicating unit with LCD or LED



8



Limit switch



9



D/A converter



10 SERIAL INTERFACE



Fig. 1 · Functional diagram
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Technical data



1.1



Technical data



Table 2 · Technical data Differential pressure meter Measuring range



mbar



0 to 100



0 to 160



0 to 250



0 to 400



0 to 600



0 to 10001)



0 to 16001)



0 to 25001)



0 to 36001)



≤ 250 ≥ 125



≤ 400 ≥ 100



≤ 600 ≥ 150



≤ 1000 ≥ 1250



≤ 1600 ≥ 1400



≤ 2500 ≥ 1500



≤ 3600 ≥ 1500



























des documents recommandant







[image: alt]





Digital Differential Pressure Adapter 

return to normal operating conditions before using it. WARRANTY. The DPA1 ... Copyright © 2018 Kane USA Inc. All Rights Reserved. iOS® and Android™ are ...
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circuit diagram of sound pressure meter sound pressure meter noise dbid vhe3 
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KING-METER KM5Sâ€“LCD KM KM 

to fit the users' needs. The indicated contents are as following. â—‡Battery Indicator. â—‡Motor Power Ratio. â—‡Speed Display (including running speed, max speed.
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Pressure drop numerical modeling of fibrous media with bimodal fiber 

develop models able to predict the pressure drop of fibrous media. In almost all ... Volume and fiber options are controlled thanks FiberGeo module. Simulation ...
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Estimating CdA with a power meter 

single out-and-back up a slight hill? yes. â—‹ twice up the same hill at different speeds and power? yes. â—‹ long residential block shaped like a â€œhalf-pipeâ€� with a ...










 


[image: alt]





Estimating CdA with a power meter 

the graphical approach makes it easy to find lap length and knowing lap ... calculations. To do that, you need to know how to do them. â—‹ ..... before the data were collected and found to be (well) within specified limits for accuracy. ..... elev.ch
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Series 2-5000 MinihelicÂ® II Differential Pressure Gage 

Select a second gage or manometer of known accuracy and in an appropriate range. Use short lengths of rubber or vinyl tubing to connect the high-pressure ...
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diaphragm seal differential pressure gauges, type ... - espace inox 

This price-list is for pressure gauges manufactured by: Â¦ STIKOÂ® is a manufacturer of instruments since 1963 for measuring temperature and pressure either mechanical and/or electronic .... brass, Ã˜100 and Ã˜160mm : Â½"BSP or Â½"NPT. CASE.
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Series 2-5000 MinihelicÂ® II Differential Pressure ... - Davis Instruments 

Service: Air and compatible gases. Wetted Materials: Consult factory. .... needed (field repair should not be attempted and may void warranty). Be sure to include ...
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Computing AES Related-Key Differential Characteristics with 

Conclusion. Computing AES Related-Key Differential. Characteristics with Constraint Programming. D. GÃ©rault(1), P. Lafourcade(1), M. Minier(2), C. Solnon(3).
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6 Thin shells under internal pressure 

stresses in a thin cylinder with closed ends ... cylindrical shell with closed ends under internal pressure. ... 155. 1. Pr. 2. 2t. Tma = -@,) = -. (6.3) sincep is negligible compared with G,; ... The greatest allowable maximum shearing stress is ...
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MIR AG EMIR AG E 

POWER - Plug the adapter into the Mirage adapter port and then into a wall ... previous 16 moves (8 for each player) as long as you do not interrupt the ... The Mirage is designed to work .... Rook's FROM and TO squares to finish the move.
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KING-METER 

6.3 Assisted Power Select or Throttle Level ... The default figure of the top riding speed in the display is ... This indicates that the battery is severely low voltage.
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presents In Association with Participant Media & Omidyar 

hard to conceal their tricks and I think that's also very true of public influence,” says Kenner, .... decades and they have succeeded in shifting the language. .... Robby that he brought such a wide diversity of characters into this film. ..... Her 
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Jessica Samson 

RECHERCHE DE CONTRAT D'APPRENTISSAGE EN TRADUCTION/GESTION DE PROJET ... Master 2 Etudes Ibériques et Latino-américaines Appliquées.
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COMBINATION METER 

MEâ€“70. METER â€“ METER / GAUGE SYSTEM (for Hatchback). ME. Power Steering ECU. Skid Control ECU (w/ ABS). Center Airbag Sensor Assembly. ECM.
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Light Meter 

IMPORTANT SAFETY INFORMATION. CAUTION. Take extreme care for the following conditions while measuring. â€¢ Do not operate the meter in an environment ...
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WATT METER 

Shorting a rechargeable battery or a Watt Meter connected to a rechargeable battery or battery charger cansupply huge currents ... 0 -655 Kwh for Doc Wattson.
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Differential GPS 

Feb 14, 2013 - Tiis iurticle cones the we of diferential corrections on GPS receivers. WHe the example of a Garmin receiver is used the article chordd be ...
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The Meter Stamp Society Quarterly - TURTLE METER STAMPS 

under Section 501(c)(3) of the Internal Revenue Code. Send financial .... The picture at right. (Figure 1) is the Postmatic Model 7000SA which is de- ... on eBay during the Spring. ...... (All MSS Bulletins as Searchable PDF Files). Mailed Via ...
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C Meter Inductance Capacitance 

Jan 3, 2011 - Especially qualify in microwave manufacture and measuring switching power supply transformer, filter inductance and so on. LC200A has four ...
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PIIICE AMPEREME'I'RIQUE CLAMP METER 

Commutateur de fonctions: permet de choisir entre VDC, VAC, AAC, ADC, 9 et 6)) . 5. Touche HIMAX: 'cette touche est utilisÃ©e de deux manieres. Si la touche ...
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C METER TA2CBA 

Page 1. SOLDA. PY2CSU. L/C METER. TA2CBA.
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b series - Samson Technologies 

30 mars 2006 - extremely affordable price. Here are some of its main features: ..... Potentiomètre de volume - Règle le volume général. Pour obtenir un rapport ...
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