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Catalogue HY11-3500/UK



Characteristics



Direct Operated Proportional DC Valves Series 4DP01, 4DPE01 (Denison)



The proportional directional valves 4DP01 and 4DPE01 (NG06) are offered under Denison brand name. The spool in body design provides high ﬂow rates at a good level of precision. The 4DPE01 series has a 3-chamber body and is suitable for basic proportional functions such as following a ﬂow proﬁle with acceleration and deceleration ramps. In combination with the digital power ampliﬁer PWD00A400, the valve parameters can be saved, changed and duplicated.
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Technical features • Spool in body design • High ﬂow rates • Low hysteresis • Manual override • Fail-safe centre position • Economical series 4DPE01



4DP01



4DPE01



4DP01-4DPE01_UK.INDD CM
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Parker Hanniﬁn GmbH & Co. KG Hydraulic Controls Division Kaarst, Germany



Direct Operated Proportional DC Valves Series 4DP01, 4DPE01 (Denison)



Catalogue HY11-3500/UK



Ordering Code



01 –



4DP Directional prop. control valve
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Series



Size DIN NG06 CETOP 03 NFPA D03



Body



Control



– G12



–



E Spool type



Spool position



Flow



Design series



Seals



Solenoid 1) 12V/2.2A



Connector as per EN 175301-803



Code



Series



Code



Connectors



omit



Standard



omit



Not supplied



Electronic



C1



PG11



Body



Code



Seals



3



Standard



1



NBR



With drain port "L" (only 4DP01: for tank pressure > 160bar)
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FPM



L



E



Code



Code Design series



3 position spools Code Spool type Spool position 03



B



4DP01



A



4DPE01



02 43 Code



2 position spools Code Spool type Spool position 05



03



12



05



13 Spool position 06



06



12



3 position spools Spool position 3 positions. Spring offset in position “0“. 2 positions. Spring offset in position “0“. Energized to “b“. 2 positions. Spring offset in position “0“. Energized to “a“.
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Code



Flow 4DP01



F10



10 l/min



F20



20 l/min



F30



30 l/min 4DPE01



Q10



10 l/min



Q20



20 l/min



Q30



30 l/min 1)



Onboard electronics on request



4DP01-4DPE01_UK.INDD CM



3-10



Parker Hanniﬁn GmbH & Co. KG Hydraulic Controls Division Kaarst, Germany



Direct Operated Proportional DC Valves Series 4DP01, 4DPE01 (Denison)



Catalogue HY11-3500/UK



Technical Data General Design Actuation Size Mounting interface Mounting position Ambient temperature Weight Hydraulic Max. operating pressure



Direct operated proportional DC valve Proportional solenoid DIN NG6 / CETOP 03 / NFPA D03 DIN 24340 / ISO 4401 / CETOP RP121 / NFPA unrestricted, preferably horizontal [°C] -20...+50 [kg] 1.8 (1 solenoid) 2.3 (2 solenoids) [bar] Ports P, A, B 350; [bar] Port T 4DPE01: 110, 4DP01: 210 (with port L), 160 (without port L), Port L 10 ................ Hydraulic oil as per DIN 51524/25, other on request [°C] -20...+80



Fluid Fluid temperature Viscosity permitted [cSt] / [mm2/s] 10...650 recommended [cSt] / [mm2/s] 30 Filtration ISO 4406 (1999) Nominal ﬂow at ∆p=5bar per control edge * [l/min] 10 / 20 / 30 Leakage at 100 bar [ml/min] 























des documents recommandant
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Direct Operated Proportional DC Valve Series D1FP Characteristics 

3. Characteristics. The direct operated control valve D1FP of the nominal ... controlling of pressure and velocity. Driven by the new .... [A] 4.0 medium lag. EMC.
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Direct Operated Proportional DC Valve Series D1FT Characteristics 

cal applications are soft switching via adjustable ramps for the reduction of hydraulic and ... 30, ripple A. Current consumption ...
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Direct Operated Proportional DC Valve Series D3FB Characteristics 

Hydraulic Controls Division ... Hydraulic. Max. operating pressure. [bar] Ports P, A, B 350, T 210. Fluid. Hydraulic oil as per DIN 51524...535, other on request.
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Direct Operated Proportional DC Valve Series D1FP*S 

B â€“ T with pressure drops above 120 bar or contamination in the hydraulic fluid. 2) approx. 10% opening, only zero lapped spools. 3) only for overlapped spools.
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Direct Operated Proportional DC Valve Series ... - Parker Hannifin 

The proportional directional valves 4DP02 of the nominal size NG10 (CETOP 05) are offered under ... Kaarst, Germany. 3. Technical Data. General. Design.
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Pilot Operated Proportional DC Valve Series D*1FH Characteristics 

B12 3) zerolap 2). E52. B61. QB = QA /2. ( ) flow for spool B11/B12. Code. Flow [l/min] .... If the minimal supply voltage drops below, it is internally monitored and ...
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7-23 Characteristics Direct operated pressure reducing valves Series 

Series PRDM are direct operated pressure reducing valves to regulate pressure in one area of a hydraulic circuit at a predetermined level below normal system.
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7-29 Characteristics Direct operated pressure relief valves Series RDM 

piston type valves with low hysteresis. They can be used as a P-T relief, and a T-T controlled counter balance valve. 4 pressure stages with max. pressure ...
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Proportional DC Valves Accessories Plugs - Parker Hannifin 

D*FP*5. Description. Order No. IEC 61076-2-101 M12 / 4 + PE. 5004109. Description. Order No. ... to DIN 24340-A16, size NG16/CETOP07. With * marked ...
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Contents Chapter 3: Proportional DC Valves 

DIN 24340 / ISO 4401 / CETOP RP121 / NFPA .... DIN NG6 / CETOP 03 / NFPA D03 ... 3-14. 4DP01-4DPE01_UK.INDD CM. Direct Operated Proportional DC ...
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Contents Chapter 3: Proportional DC Valves 

Hydraulic. Max. operating pressure. [bar]. [bar]. Ports P, A, B 350;. Port T 250. Fluid. Hydraulic oil as per DIN 51524...535, other on request. Fluid temperature.
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Direct Operated Check Valve Series CM Characteristics 

Series CM. 7. Ordering Code. Schematics. The valve side is shown at the top of the symbols, the manifold side with channel designation is shown on the bottom.
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Pilot Operated Directional Control Valves Series 4D02V ... - Mercateo 

Catalogue HY11-3500/UK ... Further spool types, solenoid voltages, position control, hydraulic and mechanical ... Minimum pilot supply pressure. [bar]. Static / ...
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E-Module for Proportional Valves Series PWD00A ... - Parker Hannifin 

Compatible to the relevant European EMC standards. â€¢ Comfortable interface, see Parker freeware: www.parker.com/euro_hcd â†’ Services â†’. Downloads ...
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Pilot Operated Directional Control Valves Series D31DW, D41VW 

Catalogue HY11-3500/UK. Parker Hannifin GmbH ... The minimum pilot pressure must be ensured for all op- erating conditions of the ... 1. Directional control valve. Style. Pilot. NG 06. Spool type. Series. 3 position spools. Code. Spool type a. 0.
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E-Module for Proportional Valves Series PWDXXA-40* Characteristics 

>3.8 mA = solenoid output on (acc. NAMUR NE43). Input signal resolution. [%]. 0.025. Differential input voltage max. [V]. 30 for terminals 5 und 6 against PE ...
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7-41 Characteristics Pilot operated pressure relief valves Series RM 

Parker Hannifin GmbH. Hydraulic Controls Division. Kaarst, Germany. Catalogue HY11-2500/UK. 7. Series. RM3. RM 4. RM6. DIN. NG10. NG16. NG25. Port.
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Hydraulically Pilot Operated Check Valves Series SVLE (Parker), C4V 

Hydraulic. Max. operating pressure. [bar] 350. Nominal flow. [l/min]. 150. 270. 450. Fluid. Hydraulic oil to DIN 51524. Viscosity recommended. [cSt]/[mmÂ²/s] 30...
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Pilot Operated Directional Control Valves Series 4D02V, 4D03, 4D06 

4D03 (NG16) and 4D06 (NG25) are offered under Deni- .... 3. 6. 55. â€“. 7. â€“. 8. â€“. 56. 4. â€“. â€“. 9. â€“. 4D02V. The flow curve diagram shows the flow versus pressure.
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7-9 Characteristics Pilot operated check valves Series CPOM 

Pilot-operated check valves from the Parker Manapak series CPOM are sandwich plate valves designed for stacking beneath a directional valve with a ...
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Pilot Operated Sequence Valves Series S (Parker), R4S (Denison 

Technical data S/R4S. General. Nominal size. 10. 25. 32. Interface. Subplate mounting acc. ISO 5781. Mounting position as desired, horizontal mounting ...
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Direct Operated Pressure Relief Valve Series RDM ... - Parker Hannifin 

Features. â€¢ The direct operated, cushioned piston design results in fast response, low leakage and minimal hysteresis. â€¢ Up to 5 pressure adjustment ranges are ...Missing:
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Direct Operated Check Valve Series C5V (Denison) - Parker Hannifin 

Cracking pressure. Direct operated check valve. Design series. Seals. Nominal size. Body sealing. Code. Body sealing. 1 sealing for port A. 2 1) sealing for port ...
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Direct Operated Check Valve Series ZRV (Denison ... - Parker Hannifin 

ISO 4406 (1999) 18/16/13 (acc. NAS 1638: 7). Technical data. Code. Nominal size. 01. NG06. 02. NG10. Ordering code. Check valve, direct operated. Nominal.
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