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2. Remove a knock out from the base plate. 3. Attach the base plate to the surface using slotted holes for mounting screws (supplied). 4. Connect fixture wires to ... 
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INSTALLATION INSTRUCTION Exterminator II - LED Monopoint MO-1052



SAFETY INSTRUCTION



IMPORTANT: NEVER attempt any work without shutting off the electricity. - Read all instructions before installing. - System is intended for installation by a qualified electrician in accordance with the National Electrical Code and local regulations. - Go to the main fuse box, or circuit breaker. Place the main power switch in the “OFF” position and unscrew the fuse(s) or switch “OFF” the circuit breaker switch(es) that control the power to the fixture or room that you are working on. - Place the wall switch in the “OFF” position. CAUTION - All parts must be used as indicated in these instructions. Do not substitute any parts, leave parts out, or use any parts that are worn out or broken. Failure to follow this instruction could invalidate the UL/CUL listing of this fixture. AVERTISSEMENT IMPORTANT : Coupez l’électricité avant TOUTE manipulation. - Lisez toutes les instructions avant d’installer. - Système est destiné à être installé par un électricien qualifié en conformité avec le code national de l’électricité et les règlements locaux. - Accédez au panneau central de disjoncteurs ou de fusibles de votre demeure et placez l’interrupteur principal en position d’arrêt («OFF »). - Placez l’interrupteur mural en position d’arrêt (« OFF »). MISE EN GARDE - Toutes les pièces doivent être utilisées tel qu’il est indiqué dans ces instructions. Ne remplacez pas les pièces, n’en laissez pas de côté et ne les utilisez pas si elles sont usées ou brisées. Le non-respect de ces instructions peut annuler l’homologation UL/CUL du luminaire.



FIG.1



Electrical Data INPUT VOLTAGE



120-277V AC, 50/60Hz



INPUT CURRENT



0.44A



DIMMING



ELV, 0-10V



Ground Wire



INSTALLING LAMP: (Fig.1)



1. Loosen the three canopy screws, twist and separate



Base Plate



the canopy cover from the base plate. (keep screws on base plate)



Base Plate Mounting Screw Canopy Mounting Screw



2. Remove a knock out from the base plate. 3. Attach the base plate to the surface using slotted holes for mounting screws (supplied).



Canopy



4. Connect fixture wires to AC power wire, with wire nuts (supplied).



360°



5. Connect ground wire to the green wire from fixture. 6. Mount the canopy to the base plate by twisting key holes over three screws in base plate.



±90° from Vertical Position



7. Tighten screws to secure canopy. 8. After the light is on, rotate the luminaire body horizontally or vertically to aim properly.



Note: All parts must be used as indicated in these instructions. Do not substitute any parts, leave parts out, or use any parts that are worn out or broken. Failure to follow this instruction could invalidate the UL/CUL listing of this fixture. WAC Lighting www.waclighting.com Phone (800) 526.2588 • Fax (800) 526.2585
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INSTALLATION INSTRUCTION Exterminator II - LED Monopoint MO-1052



ACCESSORIES: (Fig. 2) 1. Use a screw-driver to loosen the two screw at the back of the fixture body. 2. Take out the front frame, then change the lens. 3. To install cross louver or snoot, use the clips around the front frame to fasten them directly.



FIG.2



Screw



LENS-25-SNOOT



LENS-25



Front Frame



LENS-25P-CRL



Aligning the Reflector (Fig. 3) Before putting the accessory assembly back to the fixture, make sure to align the reflector properly as shown in Fig. 3. Fig. 3



Fix the reflector on the LED holder by twisting clockwise. LED holder
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INSTALLATION INSTRUCTION. Exterminator II - LED Monopoint. MO-1023. SAFETY INSTRUCTION. IMPORTANT: NEVER attempt any work without shutting off ...
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23 avr. 2018 - 44 Harbor Park Drive • Port Washington, NY 11050 ... Place the main power switch in the “OFF” position and unscrew the fuse(s) or switch ...
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AURO SPOT 

Never touch the power cord and power adapter with wet hands. 27. Whenever possible, avoid switching the equipment on and off in quick succession because otherwise this can shorten the useful life of the equipment. 28. IMPORTANT INFORMATION: Replace f
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AURO SPOT 

Make certain that the power cable does not become kinked, especially at the mains outlet and/or power adapter and the equipment ... Whenever possible, avoid switching the equipment on and off in quick succession because otherwise this can shorten the
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After the light is on, rotate the luminaire body horizontally or vertically to aim properly. Note: All parts must be used as indicated in these instructions. Do not ...
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Go to the main fuse box, or circuit breaker. Place the main power switch ... Do not substitute any parts, leave parts out, or use any parts that are worn out or broken. Failure to follow ... After the light is on, rotate the luminaire body horizontal
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All parts must be used as indicated in these instructions. Do not substitute any ... Loosen the three canopy screws, twist and separate the canopy cover from the ...
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System is intended for installation by a qualified electrician in accordance with the National Electrical Code and local regulations. -. Go to the main fuse box, ...
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SPOT FEATURES COMPARISON 

Replaceable Help/Emergency Button Covers. N/A. Yes. GPS LED Indicator. No. Yes. Message Sent LED Indicator. No. Yes. Additional Message Button. No. Yes.
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RUCKUS SPoT - Ruckus Wireless 

Ruckus, Ruckus Wireless, il logo di Ruckus, il design di Big Dog, BeamFlex, ChannelFly, EdgeIron, FastIron, HyperEdge, ICX, IronPoint, OPENG, e Xclaim sono ...Termes manquants :
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AURO SPOT 300 - AWS 

Prima di collegare il dispositivo alla presa, controllare innanzitutto se la tensione e la frequenza della rete elettrica coincidono con i valori indicati sul dispositivo .... giratorio, enfoque 16 bits por DMX, estrobo de alta velocidad, motores ult
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Le non-respect de ces instructions peut annuler l'homologation UL/CUL du luminaire. INSTALLING LAMP: (Fig.1). 1. Loosen the three canopy screws, twist and ...
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44 Harbor Park Drive • Port Washington, NY 11050 ... Place the main power switch in the “OFF” position and unscrew the fuse(s) or switch “OFF” the.
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www.waclighting.com. Phone (800) 526.2588 • Fax (800) 526.2585. Headquarters/Eastern Distribution Center. 44 Harbor Park Drive • Port Washington, NY ...
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... by a qualified electrician in accordance with the National Electrical Code and ... Grip the front cap with two fingers and rotate it gently clockwise or counter ...










 


[image: alt]





TightSightâ„¢ Display 

66. INRUSH. CAT.III 1000V. CAT.IV 600V. 660A. True RMS. A. 660. 61-766 ... Connect the black common lead to ground or neutral before applying the red test ...
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gourmet display 

Clear or Green Textured Acrylic Bow Tie Tray. (W)12â€�-30 cm â—‹ (L)18â€�-45 cm â—‹ (H)Â¼â€�-.6 cm â—‹ 1Â¼ lbs.-.6 kg. Clear or Green Textured Acrylic free-formed tray ...
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spot radio - IP France 

31 mars 2015 - MÃ©diamÃ©trie 126 000 Novembre- DÃ©cembre 2014, Lundi Ã  Vendredi, 5h-24h, Audience cumulÃ©e en milliers sur cible 13+. Leadership IP France en part d'audience commerciale base rÃ©gies privÃ©es nationales sur la cible ensemble 13 ans e
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Q SPOT 15 RGBW 

Learn more about Cameo Light on our website WWW. ... Questo dispositivo è stato sviluppato e prodotto in conformità con elevati standard qualitativi che ne ...
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Q SPOT 15 RGBW 

CLQS15RGBW (black housing). CLQS15RGBWWH (white ...... Magenta. 094. -. 101. Pink. 102. -. 109. Warm White. 110. -. 117. White. 118. -. 125. Cold White.
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q spot 40 cold white q spot 40 warm white 

ESPAÑOL ... Please note that changes or modifications not expressly approved by the party responsible for ..... be connected with one another and controlled via a central controller, provided that all of the .... manufacturersdeclarations.pdf.
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Spot Manager - User Manual 

File â†’ Open Choose the Open command under the File menu. Ctrl+C ... server adapts the website in function of the data in the database and the online users' ... For free download have a look at http://java.sun.com/j2se/1.4.2/download.html.
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Q SPOT 15W 

AsociaciÃ³n para la prevenciÃ³n de accidentes de su sector profesional. .... Durante il cablaggio del dispositivo, verificare sempre che il cavo di rete e l'adattatore di rete siano ...... dia/shop/downloads/documents/manufacturersdeclarations.pdf.










 


[image: alt]





hot sPot - Sydell Group 

roman & Williams signent l'hÃ´tel Freehand Ã  Miami et imposent l'art de la rÃ©cup comme nouveau langage esthÃ©tique. DÃ©mocratique avec ses â€œchambres Ã  ...
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