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Door panels

The first item your friends, as well as show judges, will notice as soon as they open your car doors are the door panels and armrests. Warped, torn, and broken ... 
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by Jim Keliher



2ND GEN TECH: DOOR PANEL INSTALL— PROJECT F2 We begin the new door panel installation by first addressing the door panel watershield, part #746064. Many of us have been guilty of removing the watershield in order to repair a window guide or to install speakers, but because we weren’t sure of their function we didn’t replace them. Besides, what purpose can a piece of coated paper serve anyway? A few months later, when our door panels started to pucker and lift, we just chalked that up to the age of the vehicle. Now, since we have gotten older and (hopefully) wiser, we realize the importance of a watershield. Ahhh-ha! They are used in our homes to keep the walls moisture free and the watershields are installed behind the interior door panels of our Camaro for the same reason!



#707425



#746064



Photo #1: Project F2 has power windows. There was just enough left of our old door interior panel to determine the placement of the switch and we transferred this to the new watershield. The material was trimmed with a razor blade prior to installation.



#707663



The first item your friends, as well as show judges, will notice as soon as they open your car doors are the door panels and armrests. Warped, torn, and broken parts make a poor first impression. For a minimum amount of time and money, you can replace these items so they look better than new.



Parts Needed: 707425 746064 49-49 734046 734045 707536 707663 707664 725117 725118



Photo #2: Turning our attention to the door, the power door lock wiring harness was routed between the door and watershield, originally. We routed the harness in the same location using zip ties to secure it, as the original clips had long ago failed. The original watershield was held in place with string caulk, which was dry and full of dirt. We removed all traces of it with a putty knife and mineral spirits.



1978-81 Pre-assembled standard door panels (black) 1970-81 Door panel watershield String caulk 1967-81 Door panel mounting clip kit 1970-81 Lower door panel plastic button kit 1977-81 Door handle escutcheon 1974-81 Armrest door pull, right 1974-81 Armrest door pull, left 1973-76 Power window switch 1977-81 Power window switch



Note: 1982-2002 Switches available! Please call your sales rep for part numbers.



Tools Needed:



Time Frame:



Putty knife Razor blade Zip ties Mineral spirits Wood chisel



4 Hours
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Photo #3: We then installed fresh string caulk, part #49-49, to the back (uncoated) side of the barrier and affixed it to the inside of the door. Note the power door lock plug above the inside door handle.



4a



4b



4c



Photo #4a, #4b & #4c: The new pre-assembled standard door panels, part #707425, were then turned over to lay out the holes for the power door lock switches. We measured the locations off the inside door handle hole on our old panel and transferred them to the new ones. Photo #5: There is an indentation in the door frame for the switch and plug, which we doublechecked against our layout. Next, a gasket punch was used for the radius on the corners.



Photo #6: We used a disposable wood backer for the punch and pressed the door panel tightly to the backer before making our punch. We were concerned about slipping when making the final cuts with a knife so we elected to use a SHARP wood chisel and our cuts came out just fine.



Photo #7: The power door lock switches were snapped into place with their supplied retainers. And now the door panel mounting clips, part #734046, can be installed into the door panel, as well as the plastic button retainers, part #734045. We found the clips install in the oval panel holes and the buttons screw into the round holes, by slipping the 90° corner under the cardboard and turning.



Photo #8a & #8b: The interior panel was then located over the glass adjustment clips, the PDL switch was connected, the clips and buttons were lined up with their respective holes and the new panel was popped into place. Then the inside door handle escutcheon, part #707536, was screwed into place.



Photo #9: Next, the reproduction armrest door pulls, part #707663 and #707664, were installed using the original screws. We were thrilled with the way our project turned out and are positive you will be too! Good Luck!
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Inspection Panels 

Other types include hinged doors in ply-covered structures or .... George C. Prill, Director of the FAA's Flight Stan- dards Service, said the data is needed to evaluate and plan the maintenance airman certification and surveillance pro- gram.
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door-within-door french door refrigerator réfrigérateur à ... - TeleTime 

Send in Registration Card or register your product online. WATER FILTER ...... greater than 10 um in length. ®NSF is a registered trademark of NSF International.
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door-within-door french door refrigerator réfrigérateur à 

WARNING: This product contains one or more chemicals known to the State of California to cause cancer. WARNING: ...... The following accessories are available for your refrigerator. To order ..... NOTE: Most coffee cups (commonly 4 to 6 oz [118 to 17
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door-within-door french door refrigerator réfrigérateur à 

In some European factories the letter "W" of the part code mentioned herein will be automatically ..... or 24 oz. Panoramic LED lighting. Multiple strips of LED lights inside the ...... Twist the water filter and turn 90° counterclockwise to unlock.
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door-within-door french door refrigerator réfrigérateur à 

Send in Registration Card or register your product online. WATER FILTER ..... Completely tighten the six internal TORX® T25® screws (three on the right-hand door ..... NOTE: To view temperature in degrees Celsius, touch and hold the °F/°C ...










 


[image: alt]





door-within-door french door refrigerator rÃ©frigÃ©rateur Ã  

on and off remotely from your mobile device via the WhirlpoolÂ® app. ...... Find the package containing the Produce Preserver inside the refrigerator and install the ...... computers or devices in the home (able to access the Internet). Weak signal .
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door-within-door french door refrigerator rÃ©frigÃ©rateur Ã  

on and off remotely from your mobile device via the WhirlpoolÂ® app. ...... Find the package containing the Produce Preserver inside the refrigerator and install the ...... computers or devices in the home (able to access the Internet). Weak signal .
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PRESENTATION PANELS 

Il y a 5Â jours - MILAN INGEGNERIA. 32. PRESENTATION PANELS. 8. 2. 2. 3. 3. 4. 4. 5. 5. 6. 6. 7. 7. 8 .... par canal/systÃ¨me de vidange des fentes. Slot Drain ...
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door-within-door french door refrigerator rÃ©frigÃ©rateur Ã  

You can be killed or seriously injured if you don't immediately .... amount of filtered water in convenient increments like 8, 16, ... Flush water system with 3 gallons of water, as specified in ..... Allow the storage tank on the reverse osmosis sys
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door-within-door french door refrigerator réfrigérateur à double battant 

remain accessible, while tall items nestle perfectly in the center when the glass is ..... If you have questions about your water pressure, call a licensed, qualified ...
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door-within-door french door refrigerator rÃ©frigÃ©rateur Ã  

interference between the refrigerator and router. Try to place the wireless router closer to the refrigerator. It may be necessary to install a Wi-Fi range extender.
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Door 1 

Sep 13, 2015 - information collected to write an article on the class blog (EE). ... A2 â†’ Peut Ã©crire une sÃ©rie d'expressions et de phrases simples reliÃ©es par des ... Picture division (top/bottom â€“ left, right-hand corner â€“ middle) ... Less
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master control panels 

dock devices to prevent operation until all the .... Interlocks equipment to ensure safe, sequential operation. ... Dock leveler & Restraint Interconnect/Interlock.
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led flat panels 

DOC. UK. Tel: +44 (0) 1727 83 66 11. Email: [email protected]. France. Tel: +33 (0) 1 30 11 11 88. Email: [email protected]. UAE. Tel: +971 (0) 4 ...
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LED FLAT PANELS 

Connect the White (+) and Black (-) from the connector block to the '+' & '-' of the 1-10V switch wire. Note all 1-10V connections should be in parallel. 5. Replace ...
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LED FLAT PANELS 

iThis luminaire is not suitable for covering with insulation material. INSTALLATION INSTRUCTIONS. Isolate the mains supply before servicing or installation. 1.
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LED FLAT PANELS 

consultez un électricien qualifié. •. Tension d'entrée – 220V-240V 50Hz AC. •. AU-LP100C, AU-LP103C, AU-LP104C, AU-LP200C et AU-LP300C ne sont pas à ...
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led flat panels 

Website: www.enlitelighting.com. Document version â€“ EN-FP6060C_EN-FP6262C_EN-FP1230C_EN-FP1260C_V1_17_ENG&FRE.DOC. UK. Tel: +44 (0) 1727 ...
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GPMP PublicConsult PANELS French 
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LED FLAT PANELS 

Branchez le cÃ¢ble du driver au connecteur mÃ¢le du pavÃ© LED. 4. Replacez la ... pour plus de dÃ©tails sur les garanties et les conditions d'extension de garantie.
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led flat panels AWS 

IMPORTANT INSTALLATION INFORMATION. â€¢. Installation should be carried out in accordance with the latest edition of the National wiring regulations. If in doubt please consult a qualified electrician. â€¢. Input voltage â€“ 220V-240V 50Hz AC. â€¢. E
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LED FLAT PANELS 

i This luminaire is not suitable for covering with insulation material. INSTALLATION INSTRUCTIONS. Isolate the mains supply before servicing or installation. 1.
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led flat panels - KUNPDF.COM 

Email: [email protected]. South Africa ... at your local facilities. Check with your Local Authority, Recycling Centre or retailer for recycling advice.
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led flat panels 

2. Connect the mains supply to the LED Driver supplied with the panel: • Brown (V+) – L (Live). • Blue (V-) – N (Neutral). 3. Plug the lead from the driver into the ...
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