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Notes: A scan is performed every 5 seconds. The LED ashes 3 times when each scan is initiated. The sensor sleeps between scans to conserve battery. 
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Door Window Sensor (CHS-888) User Guide The Lite-On Door Sensor (CHS-888) can be easily installed on a door, window cabinet, garage door or anywhere that can be opened.



Installation 1.



Before Installation



There are four key parts inside the pack. Starting from left to right: Door Sensor, Door Sensor Mounting Bracket, Magnet Mounting Bracket and Magnet. (Photo 3)



Activate Battery 1.



Press the release catch on top (fig.1).



fig. 5 fig. 1 2.



fig. 2



Remove the top case (fig.2).



2.



3. 4.



fig. 6



Depending on the installation location, you may decide to use double-sided tape or self-tapping screws to install the door sensor. The tamper hole on the rear case (red circle in fig. 6) must be screwed in for tamper protection. Test the door sensor before installation If the installation locations are not level (fig. 6), you can add a bracket to the door sensor or the magnet to rectify this.



fig. 3 3.



Pull the plastic tab off to activate the sensor (fig. 3). The door sensor will start to scan for the network and flash LED 3 times.



fig. 7 5.



Pair & Register 1. 2.



Follow the instructions on your Touchstone Hub or Touchscreen, to add new Door Sensor (CHS-888). During the pairing mode, the status LED will flash until the sensor is connected. (fig. 4)



6. 7.



fig. 8



The sensor has an alignment mark on one side of the case indicating where the magnetic switch is located. The magnet should be mounted adjacent to the magnetic switch (fig. 8) The distance between the magnetic switch and the magnet should be less than 1.25” (fig. 8). The movement of the magnet away from the magnetic switch causes the zone to fault or sets off the alarm.



fig. 4 Notes: A scan is performed every 5 seconds. The LED flashes 3 times when each scan is initiated. The sensor sleeps between scans to conserve battery. If after 20 scans a network is not found, the sensor enters into sleep mode. The sensor resumes scanning the next time a zone status change occurs (e.g. fault, restore, tamper, tamper restore, test button pressed, etc.) This allows user interaction to cause the sensor to resume scanning. If you still have problems to pair the sensor, you may follow the factory reset procedure to reset to factory defaults.



fig. 9



Battery replacement 1. 2. 3.



fig. 10



Press the release catch on top (fig. 1) Remove the case cover (fig. 2) Remove the battery and replace with a CR2 type battery ensuring that you orient the battery so that the positive pole matches the positive mark on the case. (figs. 9 & 10)



Factory reset 1. 2.



Open unit and remove battery While holding down the tamper switch (fig. 11), install battery



fig. 11



3. 4. 5. 6.



Wait for 4 seconds Release tamper switch The LED will flash for 2 seconds and wait to join the network. If the sensor is NOT enrolled (i.e. does not have a CIEAddress and ZoneState = Enrolled) a. Illuminate the LED for 2 seconds to indicate a successful boot b. Remove any existing network parameters from previous network commissioning attempts c. Reset to factory defaults



LED indications LED Status



Description



Illuminated Flashing



the LED is on the LED should turn on for 300 mS and then turn off for 300 m the LED is turned off



Off



FCC Statement This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) this device may not cause harmful interference and (2) this device must accept any interference received, including interference that may cause undesired operation. This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to part 15 of the FCC rules. These limits are designed to provide reasonable protection against harmful interference in a residential installation. This equipment generates, uses and can radiate radio frequency energy and, if not installed and used in accordance with the instructions, may cause harmful interference to radio communications. However, there is no guarantee that interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or television reception, which can be determined by turning the equipment off and on, the user is encouraged to try to correct the interference by one or more of the following measures: • Reorient or relocate the receiving antenna. • Increase the separation between the equipment and receiver. • Connect the equipment into an outlet on a circuit different from that to which the receiver is connected. • Consult the dealer or an experienced radio/TV technician for help. You are cautioned that changes or modifications not expressly approved by the party responsible for compliance could void your authority to operate the equipment.



FCC RF Radiation Exposure Statement: 1. 2.



This Transmitter must not be co‐located or operating in conjunction with any other antenna or transmitter. This equipment complies with FCC RF radiation exposure limits set forth for an uncontrolled environment. This equipment should be installed and operated with a minimum distance of 20 centimeters between the radiator and your body.



IC Statement This device complies with Industry Canada licence-exempt RSS standard(s). Operation is subject to the following two conditions: (1) this device may not cause interference, and (2) this device must accept any interference, including interference that may cause undesired operation of the device. Le présent appareil est conforme aux CNR d'Industrie Canada applicables aux appareils radio exempts de licence. L'exploitation est autorisée aux deux conditions suivantes : (1) l'appareil ne doit pas produire de brouillage, et (2) l'utilisateur de l'appareil doit accepter tout brouillage radioélectrique subi, même si le brouillage est susceptible d'en compromettre le fonctionnement. Industry Canada - Class B This digital apparatus does not exceed the Class B limits for radio noise emissions from digital apparatus as set out in the interference-causing equipment standard entitled “Digital Apparatus,” ICES-003 of Industry Canada. Cet appareil numérique respecte les limites de bruits radioélectriques applicables aux appareils numériques de Classe B prescrites dans la norme sur le matérial brouilleur: “Appareils Numériques,” NMB-003 édictée par l’Industrie. Operation is subject to the following two conditions: (1) this device may not cause interference, and (2) this device must accept any interference, including interference that may cause undesired operation of the device. L'opération est soumise aux deux conditions suivantes: (1) cet appareil ne peut causer d'interférences, et (2) cet appareil doit accepter toute interférence, y compris celles susceptibles de provoquer fonctionnement du dispositif. To reduce potential radio interference to other users, the antenna type and its gain should be so chosen that the equivalent isotropically radiated power (e.i.r.p.) is not more than that permitted for successful communication. Afin de réduire les interférences radio potentielles pour les autres utilisateurs, le type d'antenne et son gain doivent être choisie que la puissance isotrope rayonnée équivalente (PIRE) est pas plus que celle premise pour une communication réussie. RF exposure warning: The equipment complies with RF exposure limits set forth for an uncontrolled environment. The antenna(s) used for this transmitter must not be co-located or operating in conjunction with any other antenna or transmitter. Avertissement d'exposition RF: L'équipement est conforme aux limites d'exposition aux RF établies pour un incontrôlés environnement. L'antenne (s) utilisée pour ce transmetteur ne doit pas être co-localisés ou fonctionner en conjonction avec toute autre antenne ou transmetteur. Avertissement d'exposition RF: 1. Cet emetteur ne doit pas n'etre coimplante ou operation en meme temps qu'aucune autre antenne ou emetteur. 2. Cet equipement est conforme aux limites d'exposition de rayonnement de la FCC rf determinees pour un environnement non controle. Cet equipement devrait etre installe et actionne avec une distance minimum de 20 centimetres entre le radiateur et votre corps. CAN ICES-3 (B)/NMB-3(B)
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door sensor - FCC ID 

batterie CR2450. COMPATIBILITÃ‰ DU CAPTEUR DE PORTE. Visiter www.LiftMaster.com/door-sensor ou www.chamberlain.com/door-sensor pour prendre connaissance des produits compatibles avec ce capteur de porte. DÃ‰TECTEUR SUR PORTE. MODÃ‰LES MYQ-G0302, 821L
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3-Series Micro Door Sensor - UserManual.wiki 

Powering Up and Pairing. 1. Pull and remove the â€œPull to Pairâ€� tab from the. Micro Door Sensor. The device will power up and begin searching for a ZigBee network to join. 2. Initiate pairing on the home gateway/hub. 3. The Micro Door Sensor shoul
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34 Door Side Airbag Sensor - CapHector 

CIRCUIT DESCRIPTION. The door side airbag sensor (RH) circuit consists of the airbag sensor assembly and door side airbag sensor. (RH). For details of the ...
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35 Door Side Airbag Sensor - CapHector 

CIRCUIT DESCRIPTION. The door side airbag sensor (LH) circuit consists of the airbag sensor assembly and door side airbag sensor. (LH). For details of the ...
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RF sensor User Manual - UserManual.wiki 

the Doppler effect and generated by 24GHz. This module ... does cause harmful interference to radio or television reception, which can be determined by.
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Window Air Conditionerâ€”User Manual Aire acondicionado ... 

que hubo una fuga de gas. â€¢ Puede causar una explosiÃ³n, incendio y quemaduras. ADVERTENCIAS. LEA CUIDADOSAMENTE ESTAS INDICACIONES.
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Window Sticker 

2014 F150 4X4, 5.0L FFV ENGINE/F150 4X4 2014, MOTEUR 5 L A CARBURANT MIXTE, BOITE AUTO. 10.6/ 27. $3,406 ... Rear seat / Siège arrière. Rollover / ...
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Window Air Conditionerâ€”User Manual Aire 

2. Upper guide. 3. Curtain (window filler). 4. Up/down directional air blades. 5. Left/right directional air blades. 6. Control panel. 7. Power cord. 8. Front grille. 9. Left/right directional ..... Baje las persianas y sombras, y cierre las ... Pres










 


[image: alt]





TPS (Tire Pressure Sensor) USER MANUAL - UserManual.wiki 

intended to interface to a receiver/decoder that has been designed to accept the TPM sensor ... An electronic unit inside each tyre (referred to as the. TPM Sensor or ... RF link. The incoming radio frequency signals are decoded, and the data.
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TPS (Tire Pressure Sensor) USER MANUAL 

An electronic unit inside each tyre (referred to as the. TPM Sensor or TPM transmitter) mounted to the valve stem, periodically measures actual tyre pressure/temperature. This pressure information is transmitted to a receiver/decoder by means of an. 
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User Guide 

AquaLiftÂ® Self-Cleaning Technology, an exclusive coating on the interior of the oven, ...... YOUR SOLE AND EXCLUSIVE REMEDY UNDER THIS LIMITED.
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User Guide 

office, or refer to published home canning guides. Companies that manufacture home canning products can also offer ..... Follow the recipe directions as a guide.
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User Guide 

Todos los mensajes de seguridad le dirÃ¡n el peligro potencial, le dirÃ¡n cÃ³mo reducir ... ADVERTENCIA: Este producto contiene una o mÃ¡s sustancias quÃmicas ...
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User Guide 

will take approximately 12 to 15 minutes to reach 350Â°F (177Â°C) with all of the ..... (3Â°C) increments or press the â€œ6â€� keypad to decrease the ...... Split Oven Rack.
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User Guide 

children climbing on the range to reach items could be seriously injured. I Do Not .... steps 2 and 3. 5. Position the cookware in the oven, and then close the door.
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User Guide 

If this is the first time the cooktop is being used, turn on any one of the burner knobs to release air from the gas .... This is a limited 5-year warranty on the below named parts only ...... Ã®lots de cuisine, plans de travail, panneaux de gypse, e
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User Guide 

Feb 22, 2013 - Lotus is a trademark of Lotus Development Corp. ... Page Organization Concept . ..... 9-3. 9.3.1. Return Types for Dyadic Operators . ...... It is not necessary to declare the type of a variable, but it is good programming practice to.
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User Guide 

These can be found on the label located on the oven ...... service company. ... Travel or transportation expenses for service in remote locations where an ...
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User Guide 

All safety messages will tell you what the potential hazard is, tell you how to reduce the chance ..... NOTE: To allow the freezer to roll more easily, raise the brake.
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User Guide 

You can be killed or seriously injured if you don't immediately. You can be killed or seriously ..... Reminder, repeating each minute after the end-of-cycle tones. Three Tones. □ .... Do not service the burner yourself. Contact a trained repair.
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User Guide 

Is the radio or TV receiver near the microwave oven? Move the receiver away from the ... the country in which it was purchased. This limited warranty is effective ...
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User Guide 

THANK YOU for purchasing this high-quality product. Register your ...... Damage from accident, misuse, abuse, fire, floods, acts of God or use with products not ...
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USER GUIDE 

to external devices, for example to feed Tape Machines or effects units. 2 MIC INPUT. The mic input accepts XLR-type connectors and is designed to suit a wide ...
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User Guide 

This symbol alerts you to potential hazards that can kill or hurt you and others. ...... During the first part of sensor cooking, the food name will ..... purchased. This ...
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