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3.5" FDD FD-235 SERIES 3.5-inch Floppy Disk Drive FD-235HF / FD-235HG ■ One-inch height design ■ Operates on DC+5V power ■ A choice of models to match your system requirements : FD-235HF ( 2MB / 1MB ), FD-235HG ( 2MB / 1.6MB / 1MB ) ■ Long-life, precise, reliable brushless DD motor Data Capacity Data Transfer Rate Innermost Track Bit Density Rotation Speed Tracks/Disk Track Density Number of Cylinders Average Access Time Track to Track Time Settling Time Recording Method Media Starting Time Average Latency Time Index



MTTF MTTR Safety Standard Ambient Temperature



Relative Humidity



Vibration



Shock



Power Requirements Power Consumption Dimensions Mass (Weight)



FD-235HF : 2MB , 1MB ( unformatted ) FD-235HG : 2MB , 1.6MB , 1MB 500kbits/s , 250kbits/s FD-235HF : 17434 , 8717 ( dpi ) FD-235HG : 17434 , 14528 , 8717 ( dpi ) FD-235HF : 300 min-1 ( rpm ) FD-235HG : 300, 360, 300 min-1 ( rpm ) 160 135 tpi 80 94ms ( Includes setting time ) 3ms 15ms FM or MFM 3.5 inch floppy disk High density ( 2HD ) or Normal density ( 2DD ) 480ms or less 2MB,1MB mode : 100ms 1.6MB mode : 83.3ms 1 per disk revolution Detetion Interval : 2MB, 1MB mode : 200ms±1.5% 1.6MB mode : 166.7ms±1.5% 30,000POH or more When failure, the FDD should be replaced in unit of the drive. Approved by UL, CSA, TÜV and CE Operating : 4～51.7℃ ( 39～12°F ) Storage : -22～60℃ ( -8～140°F ) Transportation : -40～65℃ ( -40～149°F ) Operating : 20～80% ( non-condensing ) Storage : 5～90% ( non-condensing ) Transportation : 5～95% ( non-condensing ) Operating : 14.7m/s2 (1.5G) or less (10～100Hz, 1oct/min) 9.8m/s2 (1.0G) or less (100～200Hz, 1oct/min) 4.9m/s2 (0.5G) or less (200～600Hz, 1 oct/min) Transportation : 19.6m/s2 (2G) or less (10～100Hz, 1/4oct/min) Operating : Write & read : 49m/s2 (5G) or less Read only : 98m/s2 (10G) or less Transportation : 686m/s2 (70G) or less (11ms,1/2 sine wave) DC+5V ±10% ( DC+12V : Not required ) Allowable ripple voltage : 100m Vp-p or lass Stand-by mode : 40mW typ. , Read/Write : 1.50W typ. 101.6W X 25.4H X 145D (mm) [ 4"x1"x5.71" ] 410g (0.90lbs) typical



* Specifications apply when the MFM recording method is used. * Each value is settled under a certain condition. Please refer the specification for more details.



Corporate and product names are the respective trademarks or registered trademarks of the companies mentioned. Features and specifications are subject to change without notice. Precaution : To ensure safe handling and operation, read the Instruction Manual before use.
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FD1138H Floppy Drive - Floppy Shugart 

Apr 19, 2014 - Home. Support. Legacy Products. Floppy Drives. FD1138H Floppy Drive. Capacity: Formatted: 720KB Mode = 720 KB 1.44MB Mode = 1.44MB.
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FD1231H Floppy Drive - Floppy Shugart 

Apr 19, 2014 - Legacy Products. Floppy Drives. FD1231H Floppy Drive. FD1231H - 1.44 MB, 3.5 Inch. 1.44 MB formatted storage, Read/write compatible with ...
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Apr 19, 2014 - Legacy Products. Floppy Drives. FD1139H Floppy Drive. Profile. 3.5 Inch, Low Profile. Capacity: Formatted:720 KB Mode = 720KB 1.44MB ...
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Untitled - Floppy Shugart 

NMK. Name. Full mask | Pulse detection * DRIVE SELECT * READY. * Seek-complete * (Write operation). Pulse detection * DRIVE SELECT * READY. Half mask.
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FD1238H Floppy Drive - Floppy Shugart 

Apr 19, 2014 - Legacy Products. Floppy Drives. FD1238H Floppy Drive. FD1238H - 1.44 MB, 3.5 Inch (1/2" high). Application: Notebook computers and other ...
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Apr 19, 2014 - Legacy Products. Floppy Drives. FD1148H Floppy Drive. Profile. 3.5 Inch, Low Profile. Capacity: Formatted: 720kb mode = 720kb 1.44MB mode ...
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Untitled - Floppy Shugart 

LED on: DRIVE SELECT *Ready. | Disable for auto-chucking. Enable for auto-recalibration. Short between FDD frame and DC OV. D$13. DS2. Strap post layout.
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Untitled - Floppy Shugart 

1.3 HA: Automatic density setting by HD Hole. 12. Other function setting ... HD OUT Automatic from FDD by ... *HI2 | Density set by HD IN on pin 2. *H02 HD OUT ...
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Untitled - Floppy Shugart 

DSO and D$1 Straps. (1) In the multiplex control, these straps designate the address of the FDD. (2) By the combination with the DRIVE SELECT O and I signals, ...
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Untitled - Floppy Shugart 

This manual has been provided for the use of authorized Yamaha Retailers and their service ... DO NOT PLACE SOLDER, ELECTRICAL/ELECTRONIC OR PLASTIC ..... [ 140b]: Bind Head Tapping Screw-P 4.0X12 ZMC2Y (EP640110).
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2 Inch ... - Floppy Shugart 

sufficient shock resistance and high reliability. Floppy Disk Drives. FEATURES. 1. Low profile (12.7mm) ... MTBF (min.) (H). 15,000P.O.H.. MTTR (max.) min. 30.
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3.5-inch Floppy Disk Drive - Floppy Shugart 

High Reliability Floppy Disk Drives by the employment of a direct-drive motor. ... 686 m/s2. ï¼ˆ70 Gï¼‰11ms half sine. W/R. Standby. Error rate. MTBF. MTTR. Soft.
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Untitled - Floppy Shugart 

101 (Disk ejected). 51 more. 9020.3. 6010.3. 10-13 tapped holes for. (Bottom x4, each side x3) installation then. E' OF08 we. - are are more some non are sono.
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Untitled - Floppy Shugart 

This manual has been provided for the use of authorized Yamaha Retailers and their service ... may have accumulated by grounding yourself to the ground buss in the unit (heavy gauge black .... 16 CELESTA 20 DRAWIA ORG 3 AASWC GTR 57 PICK BASA 71 SITA
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Untitled - Floppy Shugart 

2. CATHODE tapa utta. SWB40 V8845200. SWS80 IVB8453000. DOE STACK. 2SK1153 82XCIXITADO FET. +2SK1338 0x80GIGON FET. : : : : : : ZENER DIODE.
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Untitled - Floppy Shugart 

Density set automatically. Density set by HD IN on pin 2. HD OUT output on pin 2. LED on: DRIVE SELECT * Ready. Disable for auto-chucking. Enable for auto- ...
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Untitled - Floppy Shugart 

teen. 91 - EN en. E-BN 0-. N en Car W. WNI BI-ER APEM Ces votos. L-ar ca ..... 7438. TLO82 (1/2)-2 wlo 10-or. Wo116 -on wions. WIATI -an. WIDTCT-ori C-ON.
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EVENT 35 

then continue on the same level as above structure. 30 minute- levels heads up and frozen on level if structure goes below 15BB average. (Casino Reserves the ...
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35 rhums_dp 

derrière laquelle se joue chaque jour la perfection du quotidien... Ce qu'il ... Quant à Nicole Dogué .... En 1984, il débute au cinéma dans "L'Arbalète" de Sergio.
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Photo pleine page - Floppy Shugart 

Check that replaced wires do not contact sharp edged ..... Since the parts shown in Parts List of Preliminary Service Manual may have been the ... El-324536.
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RA12-35 

Terminal F7/F11. A.B.S. (UL94-HB), Flammability resistance of UL94-V1 can be available upon request. Dimensions o. 13.6 to 13.8 VDC/unit Average at 25 C.
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35 - DOCUMENTOP.COM 

ENTRADES A LA VENDA AQUÃ�. BUY Y0UR TICKETS HERE. BILLETS EN VENTE ICI. Ð‘Ð˜Ð›Ð•Ð¢Ð« ÐŸÐ ÐžÐ”Ð�Ð®Ð¢Ð¡Ð¯ Ð—Ð”Ð•Ð¡Ð¬. Cirqu e du Soleil Â® y V arekai son m arcas registradas de Cirqu e du Soleil y se u tilizan bajo licen cia. DESDE/FROM. 35 â‚¬. ENTRA 
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event 35 

If the average big blind upon reaching the final table is below 30,000, the structure will be rolled back to the appropriate level with a 30BB average as a minimum ...
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Secteur 35 

Les routes de la réserve faisant office de frontière entre deux secteurs de chasse font partie intégrante de ces derniers. La chasse est donc permise sur l' ...










 














×
Report 3.5" FDD 3.5" FDD - Floppy Shugart





Your name




Email




Reason
-Select Reason-
Pornographic
Defamatory
Illegal/Unlawful
Spam
Other Terms Of Service Violation
File a copyright complaint





Description















Close
Save changes















×
Signe






Email




Mot de passe







 Se souvenir de moi

Vous avez oublié votre mot de passe?




Signe




 Connexion avec Facebook












 

Information

	A propos de nous
	Règles de confidentialité
	TERMES ET CONDITIONS
	AIDE
	DROIT D'AUTEUR
	CONTACT
	Cookie Policy





Droit d'auteur © 2024 P.PDFHALL.COM. Tous droits réservés.








MON COMPTE



	
Ajouter le document

	
de gestion des documents

	
Ajouter le document

	
Signe









BULLETIN



















Follow us

	

Facebook


	

Twitter



















Our partners will collect data and use cookies for ad personalization and measurement. Learn how we and our ad partner Google, collect and use data. Agree & Close



