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690 Oil Resistant

11 sept. 2014 - EN 374-3 - 2003. JKL. J - N-HEPTANE. 0 1 2 3 4 5 6. L - ACIDE SULFURIQUE 96 %. 0 1 2 3 4 5 6. K - SOUDE CAUSTIQUE 40 %. 0 1 2 3 4 5 6. 
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690 Oil Resistant Tricot coton Enduction PVC DESCRIPTION • Enduction totale, enduction supplémentaire sur toute la main • Manchette rapportée soudée, bord élastiqué • Finition rugueuse sur toute la surface • Traitement antibactérien et antiodeur • Traitement spécial hydrocarbures • Œillet pour aération et accrochage • Forme anatomique • Tricot sans couture POINTS FORTS • Gant souple et doux, absorbant la transpiration, au port continu très confortable et à la bonne résistance mécanique • Protège la main des produits chimiques de façon étanche, en restant souple • Imperméabilité pour les travaux en milieux humides ou graisseux, avec une prise sécurisée des objets • Manchette maintenue bien ajustée • Surface assurant une tactilité et une préhension meilleure • Hygiène préservée • Rangement par suspension facile • Design facilitant les gestes et le port en continu • Pas d'irritations par des coutures au contact de la peau • Protection étendue à tout le bras TAILLES DISPONIBLES



RECOMMANDÉ CONTRE LES RISQUES :



Préhension



8/M • 9/L • 10/XL • 11/XXL



LONGUEUR Selon la taille, en mm (à plat)



Protection chimique



650 1



RECOMMANDÉ POUR LES SECTEURS : COULEUR SUPPORT/ENDUCTION



Automobile



Bleu



EPAISSEUR en mm



Métallurgie



1,30



Secteur maritime CONSEILS D'UTILISATION • La taille indiquée correspond à un gant bien ajusté à la main • L’information du niveau de performance d’imperméabilité (EN374-3) ne reflète pas le niveau de protection réel sur le poste de travail, d’autres facteurs pouvant influer sur la performance. • Ne pas utiliser avec des produits chimiques autres que ceux testés sans essais préalables • Stocker à l'abri de la lumière et de l'humidité • Rincer les gants à l'eau courante avant de les enlever, avec un détergent neutre si nécessaire 89/686/CEE Cat.III



EN 388 - 2003



ABRASION 01234



COUPURE 012345



EN 374-2 - 2003



EN 374-3 - 2003



DÉCHIRURE PERFORATION 01234 01234 0120



4121



Attestation d'examen CE délivrée par l’organisme notifié 0120 SGS United Kingdom Ltd., Systems & Services certification 202B Worle Parkway - Weston-super-Mare, BS22 6 WA - Royaume -Uni



Les descriptions, caractéristiques, applications et photos sont données à titre indicatif et ne sauraient constituer un engagement contractuel. Le fabricant se réserve le droit d'y apporter toutes les modifications jugées par lui nécessaires.



K - SOUDE CAUSTIQUE 40 % 0123456



J - N-HEPTANE 0123456



L - ACIDE SULFURIQUE 96 % 0123456 JKL



[ Date de mise à jour 11/09/14 ]
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690-I 

It is used to alert you to potential personal injury hazards. Obey all safety ..... Dispose of the com- ponents in compliance with all applicable regulations. Contact ...
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690 CA 

ABS + 20 % fiber glass basket. â€¢ 32 mm diameter voice coil, Aluminium former. â€¢ Adjustable 37 mm tweeter neodymium magnet, ferrofluid cooled. 75 W. 150 W.
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690 CV 

200 W. 94 dB. Polyglass. Butyl. 4 ohms. 3.15 ohms. 40 mm. 15 mm. Kapton. 2. Aluminium. 0.45 mH. 4.5 mm. 100 x 18 mm. 315/16 x 011/16 in. 565 g. 1.25 lb. 1 T.
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Tamper Resistant Outlet 

BREAKER OR FUSE AND TEST THAT THE POWER IS OFF BEFORE WIRING! ... proof of purchase date, and a description of the problem to Leviton ...
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salmon oil salmon oil salmon oil 

Safety seal under the cap for your protection. Do not use if seal is missing or broken. No artificial flavors, colors or preservatives. NOT SOLD IN RETAIL STORES.










 


[image: alt]





690+ Series AC Drive .fr 

This manual is to be made available to all persons who are required to install, configure or service equipment ... Complete the following table for future reference detailing how the unit is to be installed and used. ...... ACTUAL POS LIM. Tag No.
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SSD 690 Datasheet A4.cdr 

formerly. WIRE TEST RIGS CRANES RUBBER LIFTS PRINTING ... English â€¢ French â€¢ German â€¢. Spanish â€¢ ... 4 High Resolution (12 bit plus sign)Analog Inputs.
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salmon oil salmon oil salmon oil 

manquant ou brisÃ©. NON DISPONIBLE EN MAGASIN. Disponible exclusivement auprÃ¨s des distributeurs GNLD. Distributed by / DistribuÃ© par:.










 


[image: alt]





RTC 690 - Domyos 

tique réglable à l'aide de la molette de réglage indexée de 1 à 8. La position ..... Effectuez tous les mouvements avec régularité, sans à-coup. Gardez toujours le ...
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Tamper Resistant Outlet 

BREAKER OR FUSE AND TEST THAT THE POWER IS OFF BEFORE WIRING! ... proof of purchase date, and a description of the problem to Leviton ...
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TSN Radio 690 - Bell Media 

Bell MÃ©dia Recherche. Source: Numeris (Sondages BBM) AudimÃ©trie (Infosys), Automne 2014 (1er sept â€“ 30 nov), MontrÃ©al Anglo, lu-di. 2h-2h, T2+, profil en ...










 


[image: alt]





Tamper Resistant Outlet - Leviton 

Para hacer efectiva esta garantÃa, no podrÃ¡n exigirse mayores requisitos que ... El tiempo de reemplazo en ningÃºn caso serÃ¡ mayor a 30 dÃas contados a partir ...










 


[image: alt]





Resistant Staphylococcus aureus - Raphael Leblois 

Apr 8, 2010 - isolates were more divergent, suggesting they represent the ancestral population. ... measurable DNA sequence variation within two decades, which we .... are widely unknown. ... First, US ST225 isolates have been observed as early as 19
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Motor Oil PDS 10_08_Motor Oil PDS 10_05 - Redline Oil 

10W30. 10W40. 15W40. 15W50. 20W50. Vis @ 100Â°C, cSt. 8.2. 10.9. 15.1. 9.1. 10.6. 15.1. 10.7 ... petroleum oils, are not required to manufacture our multigrades.
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Olive Oil 

Laboratory of Food Chemistry and Technology, School of Chemistry, Aristotle ..... Total sterol content of virgin olive oils varies mainly between 1000 mg/kg, which ...... dechelating Substance in Extracts of Chenopodium Album, Plant Physiol.
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Oil Pump 

Page 1. Oil Pump. Disassembly/Reassembly. Prior to reassembling, clean all the parts in solvent, dry them, and apply lubricant to any contact surfaces.
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Erotic Massage Oil Erotic Massage Oil 

Erotic Massage Oil - Arabian Nights. Coriander 3 drops. Frankincense 3 drops. Lime 2 drops. Rose 2 drops. Add to 25ml base oil. From Erotic Aromatherapy by ...










 


[image: alt]





Olive Oil 

Mar 31, 2006 - 9.48 â€¦ The 4 Med. 80.55 120.00 155.13 192.88 171.33 90.78 112.70. Rest of the World. 7.45. 15.38. 17.63. 15.75 18.00 10.55 141.61. World.
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mineral oil 

If the mineral oil contains additives that react with alkali to form metal soaps, the ... cific manner. Because compounds of sulfur, phosphorus, halogens, and.
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Olive Oil 

On the morning of days 2 and 7 of the intervention and after an overnight fast, 50 ..... Postprandial Thermogenesis and Substrate Oxidation in Postmenopausal ...
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Constitutive model for nickel alloy 690 (Inconel 690) at various strain 

Mechanical behavior of nickel alloy 690 (NY690) is characterized from 25 C to 1100 C and for a strain rate ... Among all Ni-base alloys, Ni alloy 690, also called alloy 690 and further mentioned NY690, must satisfy the ...... 20690.pdf. c Value ...
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Olive Oil 

cordance with the regulation existing in each country for the production of such an oil in a specific region .... esterifying glycerol with fatty acids. Reextracted Olive ...
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Olive Oil 

Mar 31, 2006 - IOOC Standards include insoluble impurities, some metals and ... processed just after harvesting, show very low values of free acidity. But ... slightly increases. ... Iodine formed is titrated with a standardized solution of ..... wit
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lubricating oil 

The development of vacuum distillation led to a major improvement in both paraffinic and ..... The cloud point is the temperature at which a cloud of wax crystal first appears in a .... salt water present because of leakage from coolers. Because of .
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