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Bird Technologies (Bird) has been the industry’s standard in  radio frequency product  reliability for 70 years. Bird is an industry leading provider of RF communications products, services, calibration, and training to the Public Safety, Cellular Communications, Broadcast, Semiconductor, Military, Government and Medical markets. The products and services offered by Bird have expanded to meet the challenges



Land Mobile Radio / Public Safety



Wireless, Cellular / Telecom



of today’s complex communications systems and include Spectrum and Site Analyzers, Antennas, Combining Systems, Components, Duplexers and Triplexers, Filters, Loads and Attenuators, Power Sensors and Meters, Power Monitors, Signal Boosters, Tower Top Amplifiers and Receiver Multicouplers, RF data capture & storage, RF signal generation, and software analysis tools. The company is positioned to continue its rich heritage with the next generations of high quality, reliable, field tested products – and the world’s most reliable RF.
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All Bird products can be serviced and calibrated by the Bird Service Center (BSC). Bird Service Centers and Service Partners are located World Wide providing a full range of service and support for your Bird Products.
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SignalHawk™ VNA | Spectrum Analyzers



Analyzers



SignalHawkTM Display



8.4”, TFT, 800 x 600 pixel



Battery



5.5 hour, field replaceable



Environmental CE RF Input, N(F) USB Connectivity Size and Weight



VNA



Ports Frequency Range Frequency Resolution Data Points Sweep Time RF Output, N(F) Interference Immunity Directivity



Spectrum Analyzer 2



Frequency Range Frequency Resolution Frequency Uncertainty Reference Aging Temperature Drift Data Points Spectral Purity Sweep Time Resolution Bandwidth Video Bandwidth Amplitude Accuracy Dynamic Range Noise Floor Attenuator Pre-Amplifier Single-Button Measurements



www.birdrf.com



1-866-695-4569



PC; USB drive and accessories 11.5” x 10.5” x 3.8”, 7.8 lbs



Win CE Viewers



Word, Excel, PPT, PDF, Image 5012A, 5010B, 5010T, 5011, 5011-EF, 5016, 5017, 5018, 5019 External Sensors, Optional



SH-361S



N/A



Loss/Gain



+20 dBm (100 mW) max



300 internal; 90,000 USB drive



1-Port VNA



Measurements



EMC EN 61326-1:2006 and Safety EN 61010-1:2001



Saved Trace Storage Power Meter



SH-36S



Per MIL-PRF-28800F, Class 2



SH-362S



SH-362



2-Port VNA 1.6 MHz to 3.6 GHz ± 2 ppm uncertainty, 40kHz res 705 default,12 to 11265 selectable 0 .6 s with 705 data points -40 dBm to +10 dBm, 1 dB steps +13 dBm -42 dB calibrated



Match (VSWR & Return Loss dB), Distance-to-Fault,- Cable Loss



Gain & Loss (Amplifier Gain, Insertion Loss, Antenna Isolation)



N/A



-90 to +50 dB, 12/24 V Int Bias Tee



100 kHz to 3.6 GHz 1 Hz ± 1 ppm ± 1 ppm / year ± 1 ppm / °C 705 displayed -85 dBc @ 30 kHz 2.2 s, full span; 1 ms, zero span 100 Hz to 1 MHz RBW 10 Hz to 300 kHz VBW ± 1.0 dB typ, ± 1.5 dB max 66 dB, intermod-free -135 dBm DANL 0, 10, 20, or 30 dB; internal +24 dB gain, internal Occ BW, Channel Power, ACPR, Field Strength, AM/FM Demod, C/I



N/A



SignalHawk™ VNA | Spectrum Analyzers



• Fast, Accurate, and Sensitive: -42 dB Directivity and -135 dBm Noise Floor



ANALYZERS







• Large High-Resolution Display: Full Color, 



Indoor/Outdoor Viewable



• Easy-to-Use: Intuitive Menus, One-Button Setup, 



and On-Board Help



• Long Battery Life: 5.5 Hours per Charge, Field Replaceable • Rugged: Drop Tested per Military and European Standards • USB Connectivity: USB Drive Stores 90,000 Traces



Standard Accessories Soft Carry Case. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7002A220-1



Internal Li-Ion Battery, Field Replaceable. . . . . . . . . . . . 5A2720-2



Operators Manual. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 920-SH36-OPS



PC Tool Software and Manual CD’s. . . . . . . . . . . . . . . . 7002A210



Start-Up Instructions. . . . . . . . . . . . . . . . . . . . . . . . . . . . 920-SH36-REF



USB Drive, Win CE Compatible. . . . . . . . . . . . . . . . . . . 5A2745-1



USB Cable, 10 ft, USB A (M) to USB B (M). . . . . . . . . . 5A2653-10 AC Adapter/Charger. . . . . . . . . . . . . . . . . . . . . . . . . . . . 5A2743-1



NOTE: Spare standard accessories are available as optional accessories.



Car Adapter/Charger. . . . . . . . . . . . . . . . . . . . . . . . . . . . 5A2238-3



Manuals and soft/firmware updates available at www.bird-electronic.com.



VNA Accessories Calibration Combo, Open/Short/Load, N(M) . . . . . . . . . CAL-MN-C



Calibration Combo, Open/Short/Load, 7/16 DIN(F). . . . CAL-FE-C



Calibration Combo, Open/Short/Load, N(F). . . . . . . . . . CAL-FN-C



Load, 2W, N(M). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2-T-MN



Calibration Combo, Open/Short/Load, 7/16 DIN(M) . . . CAL-ME-C



Load, 2W, N(F). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2-T-FN



Spectrum Analyzer Accessories Field Strength Antenna Adapter, N(M) to SMA(F) . . . . . 4240-500-10



Attenuator, 100 W, 40 dB, N(M) to N(F), 2.4 GHz . . . . . 100-SA-MFN-40



Field Strength Antenna, 136 to 221 MHz, SMA(M)*. . . . ANT-100



Attenuator, 50 W, 30 dB, N(M) to N(F).4 GHz . . . . . . . . 50-A-MFN-30



Field Strength Antenna, 400 to 512 MHz, SMA(M)*. . . . ANT-400



Attenuator, 25 W, 30 dB, N(M) to N(F), 4 GHz. . . . . . . . 25-A-MFN-30



Field Strength Antenna, 824 to 894 MHz, SMA(M)*. . . . ANT-800



Attenuator, 10 W, 30 dB, N(M) to N(F), 4 GHz. . . . . . . . 10-A-MFN-30



Field Strength Antenna, 890 to 960 MHz, SMA(M)*. . . . ANT-900



Attenuator, 5 W, 20 dB, N(M) to N(F), 4 GHz. . . . . . . . . 5-A-MFN-20



Field Strength Antenna, 1710 to 1880 MHz, SMA(M)*. . ANT-1800



Attenuator, 2 W, 20 dB, N(M) to N(F), 4 GHz. . . . . . . . . 2-A-MFN-20



Field Strength Antenna, 1850 to 1990 MHz, SMA(M)*. . ANT-1900



Kit, GPS Sensor, RS232. . . . . . . . . . . . . . . . . . . . . . . . . 7002A222-1



Field Strength Antenna, 2400 to 2500 MHz, SMA(M)*. . ANT-2400



*Recommended for field strength antennas.
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PC SignalHawk™



Analyzers



Model SH-36S-PC



• Transform your Laptop into a Spectrum Analyzer • Fast, Accurate, and Sensitive: -135 dBm Noise Floor. • Same “Spectrum Analyzer” functionality as our hand held 



and rack mount units but in a convenient model.



• Built in FCC Compliance Masks. • Waterfall display. • Sophisticated Spectrum Analysis software package 



included with the product.



• Ideal solution for field techs who already carry a laptop 



with them as standard equipment.



Frequency Range Frequency Resolution Frequency Uncertainty Reference Aging Temperature Drift Spectral Purity Sweep Time



100 kHz to 3.6 GHz 1 Hz ± 1 ppm ± 1 ppm / year ± 1 ppm / °C -85 dBc @ 30 kHz 2 s, full span; 1 ms, zero span



Resolution Bandwidth



100 Hz to 1 MHz RBW



Video Bandwidth



10 Hz to 300 kHz VBW



Amplitude Accuracy Dynamic Range Noise Floor



± 1.0 dB typ, ± 1.5 dB max 66 dB, intermod-free -135 dBm DANL



Attenuator Pre-Amplifier Data Points



0, 10, 20, or 30 dB; internal +24 dB gain, internal 705 displayed (settable)



Single-Button Measurements



Occ BW, Channel Power, ACPR, Field Strength, AM/FM Demod, C/I



Environmental



Per MIL-PRF-28800F, Class 2



CE RF Input, N(F) Connectivity Operating & Store Temperature Humidity & Altitude



EMC EN 61326-1:2006 and Safety EN 61010-1:2001 +20 dBm (100 mW) max USB 2.0 0° to +50°C oper; -20° to +80°C store 95% humidity; 4600 m altitude



Size and Weight



7.5” x 7.0” x 3.0”, 3.5 lbs



Emissions Mask



IBOC, Analog FM, DTV and many others



STANDARD Accessories Operators Manual. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 920-SHPC-OPS



Car Adapter/Charger. . . . . . . . . . . . . . . . . . . . . . . . . . . . 5A2238-2



Start-Up Instructions. . . . . . . . . . . . . . . . . . . . . . . . . . . . 920-SHPC-REF



Internal Li-Ion Battery, Field Replaceable. . . . . . . . . . . . RPK5B2431



USB Cable, 10 ft, USB A (M) to USB B (M). . . . . . . . . . 5A2653-10



PC Tool Software and Manual CD’s. . . . . . . . . . . . . . . . 7002A148



AC Adapter/Charger. . . . . . . . . . . . . . . . . . . . . . . . . . . . 5A2436
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Rack Mount SignalHawk™ Model SH-36S-RM



ANALYZERS



• Over an Ethernet network, remotely analyze the performance of your system • Diagnose problems from any computer on your network, whether in the same room or across the country.



• High Performance in a Rack-Mount Spectrum Analyzer: • Fast, Accurate, and Sensitive: 66 dB Dynamic Range and -135 dBm Noise Floor.



• Minimal Rack Space Required: Only 2 RU. • Eliminates trips to difficult remote locations. • Multiple sites can be monitored from one centralized location.



Frequency Range Frequency Resolution Frequency Uncertainty Reference Aging Temperature Drift Spectral Purity Sweep Time Resolution Bandwidth Video Bandwidth Amplitude Accuracy Dynamic Range Noise Floor



100 kHz to 3.6 GHz



Attenuator



1 Hz



Pre-Amplifier Data Points



± 1 ppm



Single-Button Measurements



± 1 ppm / year ± 1 ppm / °C -85 dBc @ 30 kHz 2 s, full span; 1 ms, zero span



10 Hz to 300 kHz VBW







± 1.0 dB typ, ± 1.5 dB max



+24 dB gain, internal 705 displayed (settable) Occ BW, Channel Power, ACPR, Field Strength, AM/FM Demod, C/I



CE Compliant



Yes



RF Input, N(F)



+20 dBm (100 mW) max



Connectivity



100 Hz to 1 MHz RBW



0, 10, 20, or 30 dB; internal



Operating & Store Temperature Humidity & Altitude



Ethernet and USB 2.0 0° to +50°C oper; -20° to +80°C store 95% humidity; 4600 m altitude



66 dB, intermod-free



Size and Weight



19” x 10” x 3.5”, 10 lbs.



-135 dBm DANL



Emissions Mask



IBOC, Analog FM, DTV and many others



OPTIONAL Accessories Operators Manual. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 920-SHPC-OPS



Adapter, N(F) to 7/16 DIN(M). . . . . . . . . . . . . . . . . . . . . PA-FNME



Start-Up Instructions. . . . . . . . . . . . . . . . . . . . . . . . . . . . 920-SHPC-REF



Adapter, N(M) to 7/16 DIN(F). . . . . . . . . . . . . . . . . . . . . PA-MNFE



USB Cable, 10 ft, USB A (M) to USB B (M). . . . . . . . . . 5A2653-10



Adapter, N(F) to 7/16 DIN(F) . . . . . . . . . . . . . . . . . . . . . PA-FNFE



Attenuator, 100 W, 40 dB, N(M) to N(F), 2.4 GHz . . . . . 100-SA-MFN-40



Adapter Kit, 7/16 DIN . . . . . . . . . . . . . . . . . . . . . . . . . . . 4240-550



Attenuator, 50 W, 30 dB, N(M) to N(F).4 GHz . . . . . . . . 50-A-MFN-30



Adapter, N(F) to N(F) . . . . . . . . . . . . . . . . . . . . . . . . . . . 4240-500-1



Attenuator, 25 W, 30 dB, N(M) to N(F), 4 GHz. . . . . . . . 25-A-MFN-30



Adapter, N(M) to N(M). . . . . . . . . . . . . . . . . . . . . . . . . . . 4240-500-6



Attenuator, 10 W, 30 dB, N(M) to N(F), 4 GHz. . . . . . . . 10-A-MFN-30



Adapter, N(M) to SMA(F) . . . . . . . . . . . . . . . . . . . . . . . . 4240-500-10



Attenuator, 5 W, 20 dB, N(M) to N(F), 4 GHz. . . . . . . . . 5-A-MFN-20 Attenuator, 2 W, 20 dB, N(M) to N(F), 4 GHz. . . . . . . . . 2-A-MFN-20



NOTE: Spare standard accessories are available as optional accessories.



Adapter, N(M) to 7/16 DIN(M). . . . . . . . . . . . . . . . . . . . . PA-MNME



Manuals and soft/firmware updates available at www.bird-electronic.com.
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Site Analyzer® Series XT Series



Analyzers



• One unit covers the entire 25-6000 MHz range! • Frequency Domain Reflectometry (FDR) method results in 



a highly reliable assessment of the health of your system.



• Easy to operate and field ready for first-time, occasional and 



experienced users.



• Color display is clearly visible in direct sunlight. • With a single download you can view data as Distance to 



Fault or Measurement Match-no need to store two traces.



• Fault location or DTF mode indicates VSWR or Return Loss levels at each point along the cable and antenna system length. • Cable Loss function measures insertion loss of the cable system over a given frequency range. • USB communication ports for connection to PC, field sensors and storage devices.



SA-3600XT Frequency Range Frequency Resolution



Power Measurement



SA-6000XT



25 - 3600 MHz



25 - 6000 MHz



25 kHz; 25-800 MHz 50 kHz; 800-2500 MHz 150 kHz; 2500-3600 MHz



25 kHz; 25-800 MHz 50 kHz; 800-2500 MHz 150 kHz; 2500-6000 MHz



Yes



Yes



Return Loss



0 to -60 dB



Test Port



N-type female connector



Impedance Speed



50 1 multi-frequency scan - (238 points)/2 seconds; (475 points)/3.5 seconds; (949 points)/6 seconds



Trace Resolution



238 (default), 475, or 949 per trace data points



Storage Capacity



15 Set-Ups/(300) 238 point traces



Immunity to Interfering Signals



Rejects on-frequency signals up to +13 dBm



Maximum Input Signal



+22 dBm Sensor: USB 2.0 Type A PC: USB 2.0 Type B Rechargeable Lithium-Ion batteries. 5-hour minimum operating time. Auto shut-off conserves battery life.



Data Transfer Internal External DC



9 to 16 VDC fused, Voltage, current, phase, frequency, impedance, power at frequencies selected by user 5 Outputs, 0-10Vdc, 1000Ω-source 60 Hz typical for 1 fundamental (Note 1)



Cable Operating Temp.



Custom or QC



0 to +100 °C (32 to 212 °F)



Cable Storage Temp.



-20 to +100 °C (-4 to 212 °F)



Sensor Operating/ Storage Temp.



Refer to Sensor Specification



Humidity, Max; Air Pressure, Min. Operating Power



85% Non-condensing 745 mbar (equivalent to 2,500 m/ 8,200 ft. max altitude) 11-24 Vdc, 1.4-3A input to receiver



DeviceNet, Ethernet



Parameter



Voltage



Current



Phase Angle



Measurement



RF: 1 to 3000 Vrms (Note 2)



0.1 to100 Arms (Note 2)



-180° to + 180°



Resolution



IEEE 754 Single Precision Floating Point



Uncertainty 300 kHz-1 MHz (Note 3)



for F°, ± 0.5 V or 1% of reading whichever is greater for Fn , ± 1.0 V or 2% of reading, whichever is greater (95% confidence interval)



for Fo, ± 0.05 A or 1% of reading whichever is greater for Fn , ± 0.10 A or 2% of reading, whichever is greater (95% confidence interval)



Absolute Angle: for Fo> 10 V, 1 A: ±1° for Fo < 10 V, 1 A: ±4° for Fn > 10 V, 1 A: ±2° for Fn 10 V, 1 A: ±1° for Fo < 10 V, 1 A: ±4° for Fn > 10 V, 1 A: ±2° for Fn 10 V, 1 A: ±2° for Fo < 10 V, 1 A: ±8° for Fn > 10 V, 1 A: ±4° for Fn Voltage, current, phase, frequency, impedance, power at frequencies selected by user



Air Pressure, Min.



15 maximum, up to 500 MHz (Sensor Dependent)



Humidity, Max;



5 Outputs, 0-10Vdc, 1000Ω-source 60 Hz typical for 1 fundamental (Note 1) DeviceNet, Ethernet



Operating Power Environmental CE



10 kW or maximum power limit of RF connector (Note 2)



FCC



Custom or QC



85% Non-condensing 745 mbar (equivalent to 2,500 m/ 8,200 ft. max altitude) Sensor: Provide by receiver; Receiver: 11-24 Vdc, 1.4-3A MIL-PRF-28800F Class 3 EMC EN 61326-1:2006 and Safety EN 61010-1:2001 CFR 47 Part 18 C:2005 Radiated Emissions



Parameter



Voltage



Current



Phase Angle



Range



RF: 3000 Vrms DC Bias: 3500 V dc Breakdown: > 10kV @ 745 mbar, 100 °C (Note 2)



100 Arms (Note 2)



-180° to + 180° Resolution: 0.1°



Uncertainty 1-100 MHz (Note 3)



± 0.2V or 2% of reading whichever is greater (95% confidence interval)



± 0.2V or 2% of reading whichever is greater (95% confidence interval)



Absolute Angle: for Fo < 10V, 1A: ±1° for Fo < 10V, 1A: ±4° for Fn < 10V, 1A: ±2° for Fn < 10V, 1A: ±6° (95% confidence interval)



Uncertainty 100-500 MHz (Note 3)



± 0.3V or 3% of reading whichever is greater 25 W to 1 kW



± 0.3V or 3% of reading whichever is greater 25 W to 1 kW



Absolute Angle: for Fo < 10V, 1A: ±2° for Fo < 10V, 1A: ±8° for Fn < 10V, 1A: ±4° for Fn < 10V, 1A: ±12° (95% confidence interval)



Receiver Temperature Derating - from 25 °C



± 0.05% / °C



± 0.05% / °C



0.1° / °C



Laboratory Grade Instruments



Analog Update Rates



0 to +100 °C (32 to 212 °F)



Power Sensors & Meters







Note 1: Typical data rate for 1 fundamental, 10 harmonics, auto-ADC mode, and no averaging is 60 Hz. Data rate can vary significantly depending on configuration, network traffic, and host performance. Note 2: Maximum power is limited by the size of the sensor line section and connectors. See sensor specification document. Note 3: At customer specified frequencies.
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Power Sensors



Power Sensors & Meters



4020 Series



• Cost-effective solution for maintaining critical RF systems. • Only 4 models are required to cover the frequency range of 100 KHz 



to 1 GHz and power range from 300 mW - 10 kW.



• Full-Scale Accuracy ±3% for applications requiring accurate forward 



and reflected power measurement.



• Direct plug-in operation with industry-standard Bird® 4421 



Multifunction Power Meter



• Low insertion loss (3.8 MHz



30 dB @ >25 MHz



Not Specified



30 dB @ 
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Bird 7020 Series Power Sensor - HYTEM 

Bird'sÂ® new 7020 Power Sensor is an economical plug and play solution to your power measurement needs. The 7020 determines and reports Forward and ...
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UL frequency range - HYTEM 

Colour: Grey. Document : 97796 | Date : 19/10/2012 | RÃ©vision : 0 | Reproduction interdite sans autorisation | SpÃ©cifications techniques modifiables sans prÃ©avis.
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HYTEM Subracks 

net mask, and gateway IPv4 address. If it is successful, then the IP ... one for your WiFi, one for a hardwired Ethernet and so on. But it's probably the last one on ...
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HYTEM Subracks 

software or our included graphical web server. ... Using Telnet Software each attenuator is accessible ... Open your Browser (Chrome is recommended) and type.
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PowerSensor_Wideband_501250165017 brochure ... - HYTEM 

Coefficient, Crest Factor, Average Burst Power, and CCDF. PROBLEMS. SOLUTIONS. Downtime is necessary. Monitor and perform maintenance for monitoring.
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Analyzer_SiteHawk_2012 branding - HYTEM 

FDR (Frequency Domain Reflectometry) measurement method results in a highly reliable assessment of the health of critical ... Languages English, Chinese.










 


[image: alt]





OutdoorQuadriplexer 2014_2012 branding - HYTEM 

power to devices attached to each of its input ports. PROBLEMS } SOLUTIONS. Need to locate unit in a potentially difficult environment. } IP68 Outdoor rated.
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VIP Series_SignalHawk Sell Sheet - HYTEM 

angle at multiple fundamental, harmonic and intermodulation frequencies. With this data, power and impedance are calculated at each frequency, giving users ...
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VIP Series_SignalHawk Sell Sheet - HYTEM 

Cable Operating 0 to +100 Â°C (32 to 212 Â°F). Cable Storage -20 to +100 Â°C (-4 to 212 Â°F). Sensor Operating/Storage Refer to Sensor Specification. Humidity ...
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Pesticides and Bird Health - Bird Studies Canada 

chimiques sont toxiques pour de nombreux invertÃ©brÃ©s ... produits, les scientifiques de l'industrie sont persuadÃ©s que la ... pour l'industrie est de veiller Ã  ce que.
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Pesticides and Bird Health - Bird Studies Canada 

The ABC report acknowledges that neonics are less toxic to birds than older pesticides, but seed treatments are deemed especially dangerous for foraging grain ...
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ELECTRICAL SPECIFICATIONS LTE frequency band - HYTEM 

Oct 19, 2012 - Individual attenuation control and display information of each way on front side. Slow or fast manual control by scroling finger on front side.
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TABLE SHIELDING TEST ENCLOSURE included ESGM ... - HYTEM 

How do you troubleshoot, tune, align and test a device in an RF free environment. ... and interface options without affecting the integrity of the enclosure itself.
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Bird 43 Instruction.pdf - ON5JV 

Description. SECTION 2- THEORY OF OPERATION. 1. Travelling Wave Viewpoint. 2. Coupling Circuit. 3. Standing Wave Ratio vs. Reflected/Forward Power ...
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ELECTRICAL SPECIFICATIONS TETRA frequency band - HYTEM 

Oct 19, 2012 - Individual attenuation control and display information of each way on front side. Slow or fast manual control by scroling finger on front side.
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Bird Model 5000 Digital Power Meter - Bird Technologies 

Bird Model 5000 Digital Power Meter. 2. Component Description. Figure 2 Component Description. Digital Power Meter. Model. 5000. 1. 2. 3. 4. 5. 6. 7. 8. 9. 10.
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Bird on the wire 

Bird on the wire (Leonard Cohen). A. E. A. D. Like a bird on the wire, like a drunk in a midnight choir,. A. E. A Asus4 A. I have tried in my way to be free. A. E. A. D.
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ELECTRICAL SPECIFICATIONS TETRA frequency band - HYTEM 

Tolerance on step attenuation between 0 to 1 dB: +0.40 dB. Tolerance on step ... Identification of radio coupling subrack by 6 bits on inside eprom. Channel ...
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BIRD 8890-400 Termaline Wattmeter 

Instruction Book Part Number 920-8890-400S Revision A. Termaline. Â® and Thruline ... important information in the instruction manual regarding ... CANT PEUT ENDOMMAGER LE DISPOSITIF DE PRO-. TECTION .... Tools Required. ...... 4240-110. HN-Male. 424
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Like A Bird Apps 

1 juin 2015 - Concours : Type de jeu-concours ou opÃ©ration organisables via Like .... le versement au profit de Like A Bird d'une pÃ©nalitÃ© de retard Ã©gale au ...
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ELECTRICAL SPECIFICATIONS WiMAX frequency range - HYTEM 

Oct 19, 2012 - Ripple: Â±0.35 dB range ... VSWR: 1.5(max) with step attenuation at 0 dB ... Identification of radio coupling subrack by 6 bits on inside eprom.
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ELECTRICAL SPECIFICATIONS WiMAX frequency range - HYTEM 

Oct 19, 2012 - Individual attenuation control and display information of each way on front side. Manual or automatic select control with switch on back side.
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Rare Bird - Sympathy (Pro) - Saxovince 

Page 1. Sympathy. 5. 10. 15. 19. Saxophone Alto. Electric Bass. Sax. A. Sax. A. Sax. A. Sax. A................
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BIRD 8890-400 Termaline Wattmeter 

These precautions must be thoroughly understood and apply to all phrases of operation .... manual, refer to the part number and revision level on the title page. .... the housing to form the return conductor of the coaxial cir- cuit. This produces a 
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